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PREFACE. 

The  present  work  is  an  extension  of  my  small  book 
which,  published  in  1 884,  has  long  been  out  of  print. 
When  the  question  of  the  issue  of  a  second  edition 
arose  about  three  years  ago,  it  was  thought  desirable 
to  extend  the  plan  of  the  former  book  so  as  to  make 
the  new  work  a  fairly  complete  treatise  on  the  absolute 
measurement  of  el^ctrio  ^ndv  magnetic  quantities.  It 
has  not  been  my  aim  to  produce  a  work  dealing  with 
mere  manipulative  processes  or  a  collection  of  practical 
rules,  but  one  in  which  should  be  welded  together,  in 
some  degree  at  least,  the  practice  of  absolute  measure- 
ments and  the  mathematical  theory  of  electric  and 
magnetic  phenomena. 

Thus  it  was  no  part  of  my  plan  to  deal  with  the 
more  recondite  and  abstract  parts  of  electrical  theory ; 
but  I  trust  the  work  now  published  may  prove  of  some 
help  to  students  who  may  wish  to  proceed  to  those 
subjects.  I  have,  notably  in  Chapter  I.  of  the  pre- 
sent volume,  included  here  and  there  for  the  sake 
of  illustration  particular  theoretical  cases  which  have 
no  direct  bearing  on  experimental  processes.    Most  of 
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the  purely  theoretical  work  in  electrostatics  will  how- 
ever be  of  direct  service  in  the  sketch  of  magnetic 
theory  to  be  given  in  Volume  II.  I  have  attempted 
throughout  to  arrange  the  work  so  as  to  avoid  too 
sharp  a  distinction  anywhere  between  what  is  theo- 
retical and  what  is  practical,  such  as  might  have  been 
produced  by  giving  all  the  theory  in  one  part,  and 
all  the  practical  rules  and  processes  in  another.  At 
the  same  time  I  have  found  it  necessary  for  the 
preservation  of  logical  order,  and  to  prevent  continual 
digressions  on  theory  in  the  midst  of  descriptions  of 
instruments  and  processes  of  measurement,  to  provide 
in  each  principal  division  of  the  subject  a  separate 
chapter  containing  the  more  general  parts  of  the 
theory,  leaving  the  more  directly  related  theoretical 
questions  to  be  treated,  as  I  think  they  ought  to  be, 
where  they  arise. 

In  order  to  save  space,  the  more  mathematical  parts 
of  Volume  I.  have  been  printed  in  a  somewhat  smaller 
type  than  that  adopted  for  the  body  of  the  work,  and 
for  the  same  reason  the  ''solidus"  notation  has  been 
generally  used  in  formulae  occurring  in  the  midst  of 
ordinary  matter.  Here  and  there  this  latter  practice 
has  been  inadvertently  deviated  from. 

The  scope  of  Volume  I.  will  be  seen  in  detail  from 
the  Table  of  Contents  below ;  briefly,  it  consists  of  a 
sketch  of  the  theory  of  electrostatics  and  flow  of 
electricity,  chapters  on  units,  general  physical  measure- 
ments, electrometers,  comparison  of  resistances,  com- 
parison of  capacities,  and  measurement  of  specific 
inductive  capacities,  and  concludes  with  tables  of  units, 
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resistances,  and  useful  constants.  The  chapter  on  the 
comparison  of  resistances  contains  full  details  of  the 
various  methods  of  comparing  high  and  low  resistances, 
calibration  of  wires,  &c.;  the  chapter  on  capacities 
discusses  methods  generally,  and  contains  an  accoimt, 
as  full  as  possible,  of  the  principal  determinations  of 
specific  inductive  capacity  made  up  to  the  present 
time.  Determinations  of  dielectric  strength,  and  other 
investigations  regarding  dielectrics,  have  on  accoimt  of 
want  of  space  been  reluctantly  omitted. 

Volume  II.  will  contain  an  account  of  magnetic 
theory,  units,  and  measurements;  electro-magnetic 
theory  and  absolute  measurement  of  currents,  poten- 
tials, and  electric  energy;  the  definitions  and  realisa- 
tion of  the  ohm  and  other  practical  units;  the 
relations  of  electro-magnetic  and  electrostatic  units 
and  the  deteimination  of  v ;  practical  applications  of 
electricity,  and  specially  related  points  of  theory  and 
measurement.  In  Volume  II.,  on  account  of  the 
great  mass  of  matter  included  in  the  subjects  here 
enumerated,  the  plan  of  smaller  type  will  have  to  be 
adopted  for  descriptive  and  other  details,  as  well  as 
for  mathematical  theory. 

For  the  use  of  blocks  of  woodcuts  I  am  under 
obligations  in  the  present  volume  to  Sir  William 
Thomson;  Professor  Ayrton,  and  the  publishers  of 
his  Practical  Electricity,  Messrs.  Cassell  ;  the  late  Pro- 
fessor Balfour  Stewart  and  Mr.  Gee;  Dr.  S.  P. 
Thompson  ;  the  editor  and  publishers  of  the  Electrical 
Journal;  Messrs.  Elliott  and  Co. ;  and  my  publishers, 
Messrs.  Maomillan  and  Co.     I  have  received  great 
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assistance  from  my  brother,  Professor  T.  Gray,  of  the 
Rose  Polytechnic  Institute,  Terre  Haute,  Ind.,  who 
allowed  me  to  use  his  papers  on  "  Electrical  Testing,** 
published  in  the  Electrical  Journal  and  elsewhere,  and, 
besides  reading  nearly  aU  the  proofs,  made  many  valuable 
suggestions.  I  have  to  acknowledge  suggestions  also 
from  my  colleagues.  Professor  G.  B.  Mathews,  M.A., 
Fellow  of  St.  John's  College,  Cambridge,  and  Mr.  D.  M. 
Lewis,  MA.,  who  have  yery  kindly  read  proofs  of 
various  parts. 

I  have  of  course  received  continual  help  from  the 
works  of  Sir  W.  Thomson  and  Clerk  -  Maxwell. 
Messrs.  Mascart  and  Joubert's  recent  valuable 
work,  and  Professor  G.  Wiedemann's  encyclopaedic 
treatise  with  its  wealth  of  references  have  been  of 
much  assistance.  In  all  cases  however  in  which 
it  was  possible  recourse  has  been  had  to  original 
papers,  and  in  this  connection  I  have  to  thank 
Dr.  HOPKINSON,  who  favoured  me  with  copies  of 
papers  on  **  Specific  Inductive  Capacity,"  and  Professor 
Ayrton,  who  lent  me  copies  of  papers  to  which 
otherwise  I  should  not  easily  have  obtained  access. 

A  few  errata  noticed  in  the  preparation  of  the 
Table  of  Contents  are  given  on  page  xxiv.  I  shall  feel 
obliged  if  any  reader  who  may  find  further  errors  will 
kindly  communicate  them  either  to  my  publishers  or 
to  myself. 

A.  GRAY. 

University  College  op  North  Wales, 
SepUmber,  1888. 
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ELECTRICITY  AND  MAGNETISM. 


CHAPTER  I. 
ELECTltOSTATlC  THEORY. 

Section  I. 

ELECTRIC  ATTRACTION  AND  REPULSION.     ELECTRIC 
POTENTIAL, 

We  suppose  the  reader  to  be  familiar  with  the 
elementary  phenomena  of  electricity,  and  that  he  has 
acquired  a  clear  understanding  of  what  is  meant  by 
quantity  of  electricity y  and  of  the  nature  of  the  evidence 
for  the  truth  of  the  fundamental  law  of  attraction  and 
repulsion.  Some  account  of  the  theoretical  bearing  of 
the  experimental  results  of  Coulomb,  Cavendish  and 
Faraday,  in  statical  electricity  is  given  below,  but 
recourse  must  be  had,  if  possible,  to  the  original 
memoirs,^  or  failing  these  to  some  good  treatise,  for 
the  details  of  the  investigations. 

^  Faraday's  Experimental  Researches^  Cavendish's  Electrical  Re- 
Marches,  and  Coulomb's  Memoirs  (in  French),  have  been  collected  and 
r^rinted. 
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2  ELECTROSTATIC  THEORY. 

Law  of        The  law  of  electric  attraction  and  repulsion  may  be 
Attroction  stated  as  follows :  The  force  between  two  quantities 
w}<i.      of  electricity  (supposed  each  concentrated  at  ^  point) 
*  is  directly  proportional  to  the  product  of  the  charges, 
and  inversely  proportional  to  the  second  power  of  the 
distance   between   them.     If   the   charges   are   unlike 
the  mutual  force  is  an  attraction,  if  of  the  same  kind 
a  repulsion.     In  symbols,  if  q,  q'  be  the  charges,  r  the 
distance  between  the  points  at  which  they  are  concen- 
trated, and  F  the  mutual  force  between  them,  we  have 

F=lc^i (1) 

where  A:  is  a  multiplier  which  does  not  vary  with  the 
other  quantities,  and  depends  on  the  units  adopted, 
and  on  the  medium  surrounding  the  charges.  We 
shall  take  the  force  F  as  positive  when  repulsive,  and 
therefore  ^  as  a  positive  quantity.  We  shall  suppose,  un- 
less it  is  otherwise  stated,  that  the  phenomena  take 
place  in  a  perfect  vacuum.^ 
Conlomb's  This  law  was  experimentally  established  with  ap- 
meETte  proximate  accuracy  by  Coulomb  by  means  of  his  torsion 
balance,  in  which  he  measured  against  the  elastic 
reaction  of  a  twisted  silver  wire  the  mutual  attraction 
or  repulsion  between  small  charged  conductors  placed 
at  a  measured  distance  apart.  He  found  that  when  the 
charges  remained  the  same  and  the  distance  was  doubled 
the  force  between  the  conductors  was  reduced  ap- 
proximately to  I  of  its  former  amount ;  and  in  general, 
that  the  force  for  the  same  charges  varied  inversely  as 
the  square  of  the  distance. 

^  That  is  a  space  containing  ether  only. 
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Having  measured  in  his  balance  the  force  between  ConlomVs 
two   small   spherical    conductors,    Coulomb   withdrew    mentT: 
one  of  them  and  brought  it  into  contact  with  another   Quantity 
conducting  sphere  of  the  same  diameter,  then  replaced     tricity. 
it,  and  brought  the  balls  to  the  same  relative  position 
as  before.     The  force  between  the  two  spheres  was  now 
one-half  of  its  former  amount.     Now  by  the  contact 
the  two  balls  must  by  symmetry  have  received  equal 
charges,  and  Coulomb  with  propriety  assumed  that  the 
charge  on  the  ball  was  one-half  of  the  initial  charge. 
He  thus  obtained  the  result  that  the  mutual  attraction 
or  repulsion  of  two  conductors  of  linear  dimensions 
small  in  comparison  with  the  distance  between  them 
is  directly  proportional  to  the  product  of  their  charges 
when  the  distance  is  maintained  the  same.     This  con- 
nection between  force  and  amount  of  charge  lies  at  the 
foundation  of  our  system  of  measuring  quantities  of 
electricity. 

In  the  electrostatic  system  of  units,  which  we  shall 
find   it  convenient  to   use  in  the  present  chapter,  k 
in   equation   (1)   is  taken   equal   to   1,  so  that  when 
^,   q\  T  are   each    1,   F  is   also   1.    Now   unit  force    Kinetic 
is  defined  according   to   what  is   called   the   absolute  j^y^^i^^ 
system  of  measurement  of  forces  founded  on  Newton's    Unit  of 
Second  Law  of  Motion,  as  thcU  force  which  acting  for       °^^' 
unit  of  time  on  unit  of  mass  u4ll  give  to  that  mMSS 
unit  velocity.     Hence   unit  quantity  of  electricity  is 
that  quantity  which  concentrated  at  a  point  at  unit 
distance   from   an  equal   quantity  of  the   same  kind 
is  repelled   with   unit  force.    Unit  quantity  of  elec- 
tricity, therefore,  depends  on  the  three  fundamental 
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Unit      units  of  length,  mass,   and  time.    According  to  the 
of*Elec^  recommendations    of   the    British    Association    Com- 
tricity.     mittee  on  Electrical  Standards,  and  the  resolutions  of 
G.O.S.     the  Paris  Congress  of  Electricians  held  in  1882,  it  has 
^Unito.^    been  resolved  to  adopt  generally  the  three  units  already 
in  very  extended  use  for  the  expression  of  dynamical, 
electric  and  magnetic  quantities;  namely,  the  Centi- 
metre as  the  unit  of  length,  the  Gramme  as  the  unit  of 
mass,  and  the  Second  as  the  unit  of  time,  and  these 
unite  are  designated  by  the  letters  C.G.S.     With  these 
units  therefore  unit  force  is  that  force,  which,  acting  for 
one  second  on  a  gramme  of  matter,  generates  a  velocity 
of  one  centimetre  per  second.     This  unit  of  force  has 
been  called  a  Dyne.    Unit  quantity  of  electricity  in  the 
C.G.S.  system  of  units  is,  accordingly,  that  quantity 
'   which  placed  at  a  distance  of  1  centimetre  from  an 
equal  quantity  is  repelled  with  a  force  of  1  dyne. 

The  following  example,  which  is  easily  realised,  is 
instructive  as  an  illustration  of  this  definition  and  of 
the  idea  of  quantity  of  electricity. 

Two  small  equal  pith  balls  are  hung  by  very  fine  silk 
fibres  from  a  fixed  point  so  as  to  form  two  similar  pith 
ball  pendulums  hung  side  by  side.  The  balls  are 
charged  simultaneously  by  contact  with  the  same  con- 
ductor and  the  pendulums  then  diverge.  It  is  required 
to  find  the  electric  charge  in  each  ball,  and  to 
work  out  numerically  for  the  case  of  each  ball  y\^ 
gramme  in  mass,  length  of  fibre  80  centimetres, 
and  distance  of  the  centres  of  the  balls  apart  10 
centimetres. 

Let  /  be  the  length  of  each  fibre,  2tf  the  distance 
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between  the  centres  of  the  balls,  m  the  mass,  and  q  Unit 

the  charge  of  each  baU.  ^Tn^^ 

Neglecting  the  inductive  effect  of  the  balls  on  one  tricity. 
another,  and  the  weight  and  any  electrification  of  the 


,'\4M       W,'l4<i' 


mg:       •/Hjr 


fibres,  we  have  for  the  mutual  force  between  the  balls 
5*/-kF,  and  by  the  parallelogram  of  forces 

vig 


or 


In  the  example  given  we  have  m  =  ^V»   I  =  80, 
d  =  5 ;  and  taking  g  as  981  we  get,  neglecting  cP/P 


2«  = 


12-5  X  981 


or 


80 
J  =  +  12-38. 
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The  chaise  on  each  ball  is  therefore  approximately 

12*38  C.G.S.  units  of  positive  or  negative  electricity. 

Electric        The  Electric  Field  of  any  distribution  of  electricity 

is  the  whole   surrounding  space  through   which  the 

action  of    the    electrified    system    extends,  and    the 

electric  force  at  any  point  is  the  force  of  attraction 

or    repulsion    which    a    unit    of    positive    electricity 

would    €?xperience    if    placed    at    the    point    without 

disturbing    the   electric    distribution    of   the    system. 

Intensity  The  Intensity  of    an    electric   field    at   any  point   is 

^^f^eld!"^  measured   by  the   electric  force  at  that  point.     We 

may  imagine  the  electric  field  to  extend  to  an  infinite 

distance  from  any  part  of  the  electrified  system,  and 

for  infinitely  distant   points  the   electric   force   is  of 

course  zero. 

Let  the  electric  system  consist  of  a  quantity  7  of  electricity  at 
a  point  whose  coordinates  are  tf|,  A^,  e-^ ;  a  quantity  q^  at  a  point 
/Tj,  ^2?  <^2»  ^^'f »  ^^^  1®^  the  coordinates  at  any  point  F  in  the 
lield  be  r,  y,  t.  The  distance  r,  of  x,  y,  r,  from  any  point  a,  6,  e, 
is  given  by  the  equation  r*  =  (j:  -  fl^='  +  (y  —  by  -f  (^  -  cy. 
The  electric  force  at  F  has  then  for  its  three  components 

X  =  ^1  (-^  -  ^1)    ,    <7a  (^  -  ^^t)    X    0^^ 
ri'  '^  r,-^ 

Similarly     Y^^ISLIiJI  =  2?,- 
r*  .   r^  dy 

r»  r'dz 

where  2  denotes  summation  for  all  values  a^  b^  c^  a^  b^,  c^,  &c., 
of  a.  b,  c. 
Tlie  resultant  electric  force  F  is  given  by  the  equation 

F^^  X^+Y^-\  Z^ (3) 


(2) 


ELECTRIC  DENSITY. 


A  line  drawn  in  the  electric  field,  the  tangent  to  Definition 
which  at  any  point  is  the  direction  of  the  resultant  ^  y^e.°^ 
force  at  that  point,  is  called  a  Lirie  of  Force. 

If  dx,  d^y  dZf  be  the  projections  on  the  axes  of  s,  y,  z  of  an 
elemeDt  d[»  of  a  line  of  force,  and  X,  F,  Z  be  the  components 
of  the  force  there  parallel  to  the  axes,  we  must  have  the  relation 


X 

dx 


Y 

'dy 


Z 

'  dz 


(3^w) 


Differ- 
ential 
Equation 
of  a  line 
of  Fowe. 


which  is  the  differential  equation  of  a  line  of  force.  We  shall 
show  below  in  treating  of  lines  of  magnetic  force  how  this 
equation  may  be  integrated  for  the  cape  of  a  force  system 
symmetrical  round  an  axis. 

The  EUciric  Surface  Density  at  any  point  of  a  surface    Suiface 
is  the  limit  towards  which  the  ratio  of  the  quantity  of  ^^?**5j^^ 
electricity  on  an  element  of  the  surface  including  the  Distribu- 
point  to  the  area  of  the  element  approaches  as  the      ^°^* 
element  is  taken  smaller  and  smaller. 

Let  <r  be  the  surface  density  at  a  point  tf,  A,  c  of  an  electrified 
surface  and  di  the  area  of  un  element  including  the  point,  then 
inntead  of  (2)  we  have 


<rds  dr  \ 
>  dx 

frds  dr 
dx 


(4) 


where  /  /  denotes  integration  over  the  suiface, 


The  Electric   Volume  Density  at  any  point  in  space    Volume 
is  the  limit  towards  which  the  ratio  of  the  quantity  tm®'^^-^ 
of  electricity  contained  within  an  element  of  space 
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Volume    including  the  point  to   the   volume  of  the   element 
EleOr^hr  approaches  as  the  element  is  taken  smaller  and  smaller. 

Let  p  be  the  volame  density  at  a  point  tf,  6,  e,  the  quantity  of 
electricity  within  an  element  of  volume  da  d6  dc  is  p  da  di  di. 
Hence  we  have 

with  similar  formulas  for  F  and  Z,  where  j  j  j  denotes  integration 

throughout  the  space  or  spaces  occupied  by  the  electric  distri- 
bution. In  every  case  the  intensity  F  of  the  electric  field  at  any 
point  is  given  by  the  equation 

jrs  =  x«  +  r«  +  Z\ 

Electric  The  Potential  at  a  point  in  an  electric  field  is  the 
Potential,  ^^j.^  done  by  or  against  electric  forces  in  carrying  a 
unit  of  positive  electricity  from  the  point  in  question 
to  an  infinite  distance,  the  electric  distribution  being 
supposed  to  remain  unchanged.  Hence  if  a  quantity  q 
of  positive  electricity  be  concentrated  at  a  point  0,  and 
P-  be  a  point  at  distance  r  from  0,  the  potential  at  P 

due  to  ^  is  -• 

For  the  force  of  repulsion  on  a  unit  of  positive  electricity  at  a 
distance  j  from  O  is  -  ;  and  tlie  work  done  by  this  force  in 

increasing  the  distance  by  a  small  length  ds  is  ^  dx.  Hence  if 
V  be  the  potential  at  F  we  have 

^'fy"\ <«) 

Difference       The  Difference  of  Potentials  between  P  and  another 
Potentials,  point  -P  at  a  distance  /  from  0,  or  the  work  done  in 
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carrying  a  unit  of  positive  electricity  from  jP  to  P,  is  Difference 

on  ^^ 

therefore  -  —  -,.     It  is  important  to  remark  that  this  I'otentials. 

value  is  independent  of  the  path  pursued  between  P 
and  P.  It  depends  only  on  the  distances  of  the  points 
from  0. 

Further,  if  we  have  a  number  of  quantities  q^,  q^  q^  &c. 
of  electricity  at  distances  r^,  r^  r^,  &c.  from  F,  the 

potential  at  P  is  -^  -f  -  +  &c.,  or,  as  it  is  usually  written, 

2  -,  where  S  denotes  summation  of  a  series  of  terms  of 
r 

the  form  -.    Hence  the  difiference  of  potentials  between 

P  and  P'  is  in  this  case  S  -  —  2  -,.      The  value  of 

r  r 

2  -  —  2  -,  depends  only  on  the  positions  of  the  quan-   .  • 
titles  q^  q^  &c. 

If  the  distribution  of  electricity  be  continuous  over  any 
surface,  or  throughout  any  space,  the  summation  becomes 
integration  over  the  surface,  or  throughout  the  space.  In  the 
former  case  we  liave  for  F  the  equation 

■'■"     m 


-ll'-T- 


in  the  latter 

'  p  da  db  dc 


///■ 


(8) 


r 
and  if  the  distribution  be  of  both  kinds  we  have 

fr^jj'rjf^  jjjpdadidc     ....     (9) 

where   I  /,    III  respectively  denote  as  before  integration  over 
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Difference   ^^^  surface  aod  throughoat  tLe  space  occupied  by  the  distii- 

of        butioD. 
Po'^'iitUals.      Since  r*  =  (;f  -  <r)*  +  (y  -  ^)*  +  (z  —  c)'  we  see  from  equations 
(2)  that 

x=-f,r=-f,z=-jZ.  .  .  (10) 

dx  0y  dz 

that  is,  the  force-components  pamllel  to  the  axes  at  any  point 
jT,  y,  z  are  equal  numericHlly  to  the  rates  of  variation  oi  the 
potential  in  the  respective  directions. 

Further  if  we  calculate  the  force  variations  in  their  respective 
directions  by  differentiation  in  (2),  and  add,  we  obtain  the 
remarkable  relation 

dX       dY        dZ       f.  ^-^v 

Z;  +  a>  +  -</7  -  <> <"> 

Laplace's  This  result  is  called  Laplace's  Equation.  It  only  holds  when 
Equation,  there  is  no  electricity  at  the  point  r,  y,  z.  We  shall  prove  a 
more  general  equation  given  by  Poisson  ;  but  first  we  shall 
establish  the  following  /proposition,  from  which  can  be  deduced 
many  interesting  results  as  to  attractions  or  repulsions  in 
different  cases : — 

Let  N  denote  the  outward  normal  component  of  the 
resultant  electrical  force  at  a  point  P  situated  on  a 
small  element  (of  area  ds)  of  a  closed  surface  in  an 
electric  field  :  the  sum  of  all  the  products  Nds  obtained 
by  dividing  the  surface  into  small  elements  and  multi- 
plying the  area  of  each  by  the  value  of  N  at  the 

element,  or  the  value  of  /  INds  taken  over  the  surface, 

is  numerically  equal  to  the  whole  quantity  of  electricity 
contained  within  the  surface  multiplied  by  47r. 
Surface        The  product  Nds  has  been  called  by  Maxwell  the 

Integral  of  /■  /• 

Electric    EUctric  Induction  over  the  element  ds,  and  I  /  Nds  the 
Induction.  J  J 

electric  induction  over  the  surface.     The  algebraic  sum 

of  the  quantities  of  electricity  within  the  surface  is 


ELECTRIC  INDUCTION.  11 

therefore   equal  to   the   electric    induction    over    the    Surface 
surface  divided  by  47r.  ^n^c 

Induction: 
Let  S  (fig.  2)  be  the  surface  and  first  consider  the  normal  a  Theorem 
force  at   A   due  to   a  quantity   q  of  electricity   concentrated    of  Creen. 
at  0.     Let  a  cone  of  small  vertical  angle  be  described  with 
its  apex  at  0  by  drawing  lines   all   passing  through   0,  and 
through  the  periphery  of  a  small   element  ds  of  the  surface 
at  J.    Let  e  be  the  angle  which   OA  makes  with  the  normal 
drawn   outwards  at  A   and  let  r.  be  the  distance   OJ,     We 

have,  if  H  be  the  resultant  force  at  A  due  to  q,  R  =  ^;  and  if  JV 


Fic.2 

be  the  nomial  force  at  ds 

Nds  =  Ji  cos  e  rf«  =  i  cos  e  ds. 

Now  if  did  be  the  area  intercepted  by  the  cone  on  a  spherical 
surface  of  unit  radius  described  from  0  as  centre,  we  have 

^«co8€  =  —  r*rf», 
and  therefore 

iVV«  =  —  qd<». 

Now  considering  the  element  </«'  of  the  surface  intercepted  at 
B  by  the  cone  in  emerging  we  have 

N'ds'  =  jRcose'^'  =  qdci. 

Hence  for  these  two  elements 

NdB  +  N'ds'  =  0. 

If  as  shown  in  the  figure  the  cone  enter  and  emerge  more  than 
once,  this  equation  must  hold  for  each  pair  of  elements  corre- 
sponding to  an  entrance  and  emergence,  and  hence  for  all  the 
elements  intercepted  by  the  cone  we  have  ^Nda  ^  0.     It  is 
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Snrface     evident  that  by  drawiDg  cones  in  this  way  we  could  divide  the 
Integral    whole  surface  up  into  pairs  of  elements,  and  therefore  so  far  as  the 

of  KJectric  quantity  q  of  electricity  external  to  the  surface  is  concerned 

Induction. 


Maximum 

or 
Minimum 

of 
Potential 
in  Free 
Space  Im- 
possible. 


// 


Ndt^'O 


(12) 


Since  we  can  draw  cones  from  every  point,  this  must  hold 
for  any  external  distribution. 

Now  considering  a  quantity  q  of  electricity  at  a  point  P  within 
the  surface,  we  can  show  as  before  by  drawing  cones  that  for 
any  element 

j^,    __  +qdaf  for  enjergence. 
—  qdoif  for  entrance. 

But  as  the  cones  all  originate  within  the  surface,  and  therefore 
emerge  as  shown  once  oftener  than  they  enter,  g(/«  is  the  value  of 

the  part  of  i  I  Nds  which  corresponds  to  each  case.     Therefore 

II  Nds  ^  q  II  dc^. 

But  I  I  </tt  is  simply  tlie  area  of  the  spherical  surface  of  unit 
radius,  that  is  4v ;  therefore 


// 


Nd$  =  4nq, 


and  since  we  can  go  through  the  same  process  for  every  part  of 
the  internal  distribution 


// 


Nd*  =  ivM 


(13) 


where  Jf  is  the  whole  quantity  of  electricity  within  the  surface. 
From  the  result  for  the  external  electrification  we  see  that  if  N 
be  the  normal  component  at  any  element  d*  due  to  the  electrifi- 
cation both  iotemal  and  external,  we  have  the  proposition  stated 
above. 

From  this  proposition  it  follows  that  there  cannot  be  a  point 
of  maximum  or  a  point  of  minimum  potential  in  space  void  of 
electricity,  for  if  there  were  the  potential  would  in  one  case 
diminish  and  in  the  other  increase  in  every  direction  from  the 
point,  and  the  electric  induction  over  a  closed  surface  including 
the  point  would  not  be  zero. 

Let  the  closed  surface  be  a  small  rectangular  parallelepiped 
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of  sides  dx^  dy,  dz,  with  its  centre  at  0,  and  let  X^  be  the     Charac- 
nomnal  connponent  at  the  aide  dydz  to  the  left  of  the  origin,  and     teristic 
Xj  tliat  at  the  opposite  side.     The  part  of  the  surface  integral    Equation 
given  by  the  sides  is  {X^  -  X^  dy  dz.  of  the 

Adding  to  this  the  parts  due  to  the  other  two  pairs  of  sides  Potential. 
we  find 

-«-7- -^  +  li-IlXi  +  ^TL^i  =  47rp     .     .     (14) 
dx  dy  dz 

where  p  is  the  average  volume  density  of  the  distribution* within 
the  surface. 

It  is  easy  to  show  from  equations  (2)  above,  by  changing  to 
polar  coordinates,  that  the  values  of  X,  Y,  Z  vary  continuously 
whether  or  not  the  points  be  in  any  part  of  the  electrification, 
provided  only  tlie  volume  density  of  the  distribution  does  not 
become  infinite.  We  may  write  therefore,  patting  X,  Y,  Z, 
for  the  component  forces  at  0, 

X,  =  X  -  i  --  rfx,  X,  =  X  +  i  --  ds, 
ax  ax 

and  similar  formulas  for  F„  Fg,  ^i,  Z^,     Equation  (14)  becomes    Poisson'n 
therefore  Equation. 

dX   ,    dY  I   dZ       J.  ,,-. 

ds  +  T,  -^  Jz   ^  *"'' (^5) 

or,  writing  -  dVldx,  -  dV/dy,'  -  dVjdz,  instead  of  X,  Y,  Z, 

This  equation  is  due  to  Poisson  and  is  called  sometimes  the 
characteristic  equation  of  the  potential.  When  p  ==  0,  we  obtain 
Laplace's  equation,  which  is  therefore  a  particular  case  of  (16). 

By  a  change  of  sign  in  9\\  forces  in  the  equations  the  theorems 
proved  above  and  others  which  follow,  can  be  made  applicable  ...  .. 
to  gravitational  attraction.*  For  example  let  it  be  required  to  -^"'**^"°" 
find  the  attraction  of  a  uniform  sphere  or  spherical  shell  of  gionTof  a 
attracting  matter  on  an  external  particle  P  of  unit  mass  at  a  Sphere  or 
distance  r  from  the  centre.  By  spnmetry,  the  attraction  at  Shell  on  an 
every  point  of  the  spherical  surface  concentric  with  the  sphere  External 
or  shell  and  passing  through  P  is  the  same  as  at  P  and  normal    Particle. 

*  In  gravitational  attraction  the  potential  is  defined  as  2  (qjr),  and 
the  force  parallel  to  any  direction  x  taken  positive  in  the  direction 
of  X  increasing,  is  then  dVldx, 
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Attraction 
(or  repul- 
sion) of  a 
Sphere  or 
Shell  on  an 
External 
Particle. 


Attraction 

of 
Spherical 
Shell  on 
Internal 
Particle. 


Potential 
Constant 

within 
uniform 
Spherical 

SheU. 


Potential 
and  Force 
at  any 
point 
\vithin  a 
uniform 
Sphere. 


to  the  surface.     Hence  by  the  theorem  proved  above,  if  F  be  the 
force 

-  F  X  4wra  =  4jrif, 
or 

F  =  -Jl//r» (17) 

that  ifl  the  attraction  is  the  same  as  if  the  whole  mass  of  the 
sphere  or  shell  were  collected  at  the  centre. 

By  equation  (6)  F  =  — ,  or  the  potential  is  also  the  same  as  if 

the  whole  mans  were  collected  at  the  centre. 

Again,  let  the  particle  P  be  within  a  hollow  shell  bounded  by 
two  concentric  spherical  surfaces;  the  attraction  at  every  point 
of  a  spherical  surface  passing  through  P  and  concentric  with  the 
shell  must  be  the  same  and  normal  to  the  surface.  Calling  it  Fj. 
and  the  area  of  the  surface  S,  we  get 


-PXiSf  =  0,    or    i?'=0 


(18) 


that  is  the  force  is  zero  within  such  a  shell. 

Since    the    force         is  zero  the  potential  is  constant  within 
dr 

the  shell,  and  is  therefore  everywhere  what  it  is  at  the  centre. 

The  potential  of  a  uniform  spherical  shell  of  radius  a*,  thickness  dx, 

and  density  p,  is  inpx^dxjx  =  Anprdx,      Hence  the  potential  in 

the  interior  of  a  uniform  spherical  shell  of  internal  radius  a  and 

external  radius  r  is 


4ffp  j    xdx  =  2irp  (r3  -  ««) 


(19) 


The  part  of  the  potential  at  a  point  in  a  homogeneous  sphere 
at  a  distance  a  from  the  centre  due  to  the  external  shell  is 
27rp  (r^  —  fl'),  and  the  part  due  to  the  sphere  of  radius  a  on  the 
sui-fucc  of  which  the  point  is  situated  is  §  npa^.     Hence 


r=27rp(r«-  J«') 


(20) 


Imagine  a  concentric  spherical  surface  described  through  the 
point.  The  force,  -F,  at  the  surface  is  everywhere  normal  to  it, 
and  if  er  be  the  radius  we  have 


-  F  X  4na* 


4.^-3. 


(21) 


A  THEOREM  OF  GAUSS. 
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that  iBf  tLe  force  varies  as  the  distance  from  the  centre.    Tliis 

could  of  course  be  at  once  obtained  by  finding  — -,  in  equation 

da 

(20)  above. 

As  another  example  consider  an  electrified  circular  disc  of 

uniform  electric  density  a  and  radius  r  acting  on  a  unit  of  positive 

electricity  placed  on  the  axis  of  the  disc  at  a  distance  h  from  its 

plane.    The  potential  of  a  concentric  ring  of  radius  x  and  breadth 

dx  is  2ncrxds/  VA*~+^.     For  the  whole  disc  therefore 

F==  r  2ir<rxdxl JW+lfl 

=  2jr<r(VF+7«  -  ii) (22) 

For  the  repukion  on  the  particle  we  have  the  value 

-  dFjdh  =  2»r(r(l   -  h/^h^  +  t^)    .     .     .     (23) 

The  following  proposition  (due  to  Gauss)  is  interesting 
and  important :  The  average  potential  over  a  spherical 
surface  due  to  electricity  entirely  without  the  sphere  is 
equal  to  the  potential  at  the  centre. 

Suppose  the  electric  distribution  to  be  a  quantity  q  situated  at 
a  point  O.    The  potential  at  a  point  P  on  the  spherical  surface 

distant  r  from  0  is  ?.    The  average  potential  over  the  surface  is, 

if  i2  be  its  radius,  j-^  /  /  -  ds.    But  |  /  i  t;^  is  the  potential 

at  0  due  to  a  uniform  distribution  of  surface  density  g  over  the 

spherical  surface  and  is  therefore  (p.  14)  — — ^,  if  B  be  the 

distance  of  0  from  the  centre   of  the  sphere.    The  average 

potential  is  therefore  X  that  is,  the  potential  at  the  centre  of  the 

sphere  due  to  g  at  0.    The  same  result  can  be  obtained  for  every 
part  of  the  distribution*,  and  the  proposition  is  established. 

From  this  theorem  follows  obviously  the  result  already 
proved  that  there  is  no  place  of  maximum  or  of  minimum 
potential  in  space  void  of  electricity. 


Force  at 

poiut  on 

axis  of 
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Disc. 


Average 

Potential 

over 
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due  to 

External 
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Avera^        Further  it  follows  if  throughout  any  space  S  in  which 
^ow      there  is  no  electricity  the  potential  be  constant,  the 
Sphere     potential   must  have   the   same  value  throughout  all 
External  space  that  can  be  reached  from  S  by  any  path  which 
^^^^g®«    does  not  pass  through  the  electrified  system.     For  if 
throughout  any  space  S\  adjoining  S,   the   potential 
be  greater  or  less  than  in  S,  it  must  be  possible  to 
describe  a  sphere  so  small  that  its  centre  and  a  portion 
of  its  surface  may  be  in  S,  and  the  rest  of  its  surface  in 
S\    The  mean  potential  over  the  surface  would  then  be 
either  greater  or  less  than  the  potential  at  the  centre, 
which   is  impossible.      Hence  S'  cannot  have  at  any 
point  a  greater  or  less  potential  than  that  of  S. 
Equi-         A   surface   every  point  of   which   is  at  the   same 
potential  potential  is  called  an  Equijpotcntial  Surface,  or  some- 
times a  Level  Surface.     Such  a  surface  can  evidently 
be  drawn  for  every  point  of  the  electric  field. 
Surface        Any  equipotential  surface   may  be   taken    as    the 
P^I/^^i    surface   of   zero   potential,   and   the   potential  at  any 
point  is  then  simply  the  diflference  of  potentials  between 
the  point  and  that  surface.    The  potential  of  the  earth 
is  generally  taken  as  zero  potential. 

Since  no  work  is  done  in  carrying  a  unit  of  positive 
electricity  from  one  point  of  an  equipotential  surface 
to  another,  lines  of  force  meet  such  surfaces  at  right 
angles ;  in  other  words,  the  direction  of  the  resultant 
force  at  any  point  of  such  a  surface  is  normal  to  the 
surface. 

The  potential  within  a  closed  equipotential  surface 
which  contains  no  electricity  is  constant.  For  if  not 
there  must  be  an  adjacent  equipotential  surface  within, 
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at  a  higher  or  lower  potential,  and  the  electric  induction  Surface 
over  every  element  of  that  surface  must  have  the  same  potential, 
sign.  But  the  integral  over  the  whole  surface  is  zero, 
hence  it  is  zero  over  every  element,  that  is,  the  electric 
force  at  every  element  is  zero.  There  is  therefore  no 
difference  of  potential  between  the  two  surfaces ;  and 
by  applying  the  theorem  of  Gauss  (p.  15  above),  or  by 
considering  successive  internal  surfaces  we  can  prove 
that  the  whole  internal  space  is  at  the  same  potential. 

It  is  necessary  for  electrical   equilibrium  that  the   Potential 
electric  force  at  every  point  of  the  substance  of  any    within 
conductor,   whether   containinc:   within    it    electrified  ^^^^^°f 

,     _.  '  ,  1         r       ,  ,  .   ,         Conductor. 

bodies  or  not,  be  zero,  that  is,  that  the  potential  at 
every  point  be  the  same.  Any  surface  therefore  de- 
scribed within  the  substance  of  a  conductor  is  an 
equipotential  surface,  and,  by  the  proposition  just 
proved,  the  potential  must  have  the  same  value  at 
every  point  within  a  hollow  conductor  containing  no 
electrified  bodies,  as  at  the  conductor  itself. 

Since  the  electric  force  is  everywhere  zero  there  is  no  Charge  of 
free  electricity  at  any  point  in  the  substance  of  the    only  cm  ^ 
conductor,  for  no  lines  of  force  can  enter  or  leave  any    Surface. 
portion  of  space  there  situated.     Hence  the  charge  of 
a  conductor,  can  be  found  only  on  the  external  surface, 
and  if  a  conductor  in  the  interior  be  brought  into  con- 
tact with  the  internal  surface  it  will,  if  electrified,  give 
up  its  whole  charge  to  the  external  conductor,  and  if 
unelectrified  receive  no  charge. 

These  conclusions,  which  have  been  deduced  firom  the  Experi- 
law  of  electric  attraction  and  repulsion  stated  above  ft^fs. 
(p.  1),  are  in  accordance  with  the  results  of  experiment. 

c 
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Eiperi-    A  charged  conductor  introduced  within  a  closed  con- 
pj^l^     ductor  and  brought  into  contact  with  it  as  in  Faraday's 
ice-pail  experiment  (p.  22),  and  in  Biot's  well-known 
experiment  in  which  two  insulated  hemispherical  con- 
ductors are  made  to  enclose  and  touch  a  highly  charged 
metallic  sphere,  is  found  to  be  completely  discharged. 
The  distribution  otherwise  than  on  the  external  surface 
is  therefore  not  one  of  equilibrium. 
Caren-        The  same  result  was  found  so  long  ago  as  1773  by 
^^'^'     the  Hon.  Henry  Cavendish,  who  used  the  other  form  of 
ment      experiment.     A  conducting  sphere  was  insulated  within 
a  concentric  spherical  shell  made  of  two  hemispherical 
conductors  mounted  on  insulating  supports  so  as  to  be 
Expcri-    easily  removable.     The  shell  after  having  been  highly 
^^^If   charged  was  brought  into  contact  for  an  instanjb  with  the 
Minor     internal  sphere.     The  hemispheres  were  then  removed 
°"*"  °  and  discharged,  and  the  electrical  state  of  the  sphere 
tested  by  means  of  a  delicate  electroscope.     No  trace 
of  a  charge  could  be  detected.^ 

The  tests  of  such  a  charge  now  afforded  by  Sir 
William  Thomson's  Quadrant  Electrometer  (Chap.  II. 
below)  exceed  enormously  in  delicacy  any  which  could 
previously  be  applied,  and  careful  repetitions  of  the 
experiment  made  with  the  help  of  that  instrument 
have  shown  no  inaccuracy  in  Cavendish's  result.^ 
Caven-  This  result  is  of  the  utmost  importance,  for,  assuming 
dish's  Hy-  it  as  a  fact  experimentally  proved,  we  can  reason  back 

Sothetical    ^  .  _^,  -,.  /.i- 

yllogiflm.  from  it  to  the  law  of  the  mverse  square  for  electric 

^  Cavendish's  Electrical  Hescarches,  or  Maxwell,  ElecL  and  Mag. 
vol.  i.  p.  77  (sec.  ed.). 
'  Maxwell,  Elect,  and  Mag.  (sec.  ed.  vol.  i.  p.  78). 
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attraction  and  repulsion,  which  Coulomb  arrived  at  by     Caven- 
the    immensely  more  uncertain    method  of   directly  potheticid 
measuring,  in  the  torsion  balance,  the  attraction  and  Syllogism 
repulsion    between    electrically    charged    conductors. 
Cavendish's  experiment  is  therefore  properly  regarded 
as  the  crucial  test  of  the  law  of  the  inverse  square. 

We  shall  now  prove  briefly  that  if,  as  shown  by 
Cavendish's  experiment,  the  electric  distribution  on  a 
charged  spherical  conductor  is  entirely  on  the  external 
surface,  or,  which  is  the  same  thing,  if  there  be  zero 
force  everywhere  within  the  conductor,  the  law  of  the 
inverse  square  is  true.^  If  the  sphere  be  at  a  very  great 
distance  from  all  other  conductors  the  distribution  on  it 
must  from  symmetry  be  uniform,  and  we  have  seen 
(p.  14  above)  that  the,  law  of  the  inverse  square  satisfies 
the  condition  of  zero  force  in  the  interior.  It  remains 
to  show  that  this  is  the  only  law  which  is  consistent 
with  a  distribution  entirely  on  the  surface. 

Let  ^(r)  denote  the  electric  force  at  a  distance  rfrom    Mathe- 
a  unit  of  positive  electricity  concentrated  at  a  point ;    j^^^f 
then  F  (r)  fulfils  the  condition  stated.     In  the  case  of     Major 
the  law  of  the  inverse  square  r*  jP  (r)  is  a  constant,  for     ^®°^^^ 
any  other  law  it  is  not.     If  r*  F  (r)  is  not  constant,  it 
must  for  any  given  value  of  r  either  increase  or  diminish 
38  r  is  increased.    Let  r^  and  r^  be  any  two  values  of  r 
such  that  F[f)  continuously  increases  as  r  increases 
firom  Tj  to  rj.    Let  ABGD  (Fig.  3)  be  a  great  circle  of 
a  spherical  conductor  of  diameter  r,  +  r^  and  surface 

^  The  proof  here  given  is  due  toli.  Bertrand,  Joum,  de  Phys,  t.  II. 
p.  41  (1873).  For  other  proofs  see  Liaplace,  Micanique  Celeste,  L  2 ; 
Cayendiah,  Elect,  Res.  ;  MaxweU,  loc.  ciL 
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Proof  of   density  cr,  P  a  point  such  that  CP  =  PD^  and  AB 

Preimw  of  *^®  diameter  drawn  through  P.    Draw  a  double  cone 

Caven-     of  small  vertical  angle  dto  at  P  and  denote   by  0 

Syllogism,  the  angle   which   the   axis  of  the   cone   makes  with 

the  radius  at  its  intersections  with  the  sphere.    The 

quantities  of  electricity  on  the  opposite  elements  of 

the  sphere  are,  if  r'j,  r\  are  their  distances  from  P, 

cr  r'l'  dcDJcos  0,  cr  r'j*  dco/cos  0  respectively,  and  the 

components  of  their  attractions  along  the  diameter 

cr  dto  r^  F  (r^)  cos  ^/cos  5,    cr  dm  r^  F  (r^)  cos  ^/cos  0^ 

where  <^  is  the  angle  between  the  axis  of  the  cone  and 
A^    as  shown.     These  attractions  are  in    opposite 


Fl£.3. 


directions,  and  since  r\  >  r\  the  second  is  greater  than 
the  first.  Now  the  whole  sphere  can  be  divided  up 
into  pairs  of  elements  so  that  one  of  each  (of  distance 
r\),  lies  above  AC,  and  one  (of  distance  r'j),  beneath : 
hence  the  attraction  of  P  towards  A  must  be  greater 
than  that  towards  J?,  that  is,  the  condition  that  there  is  no 
force  within  the  conductor  is  not  fulfilled.  Hence  the 
hypothesis  that  r*  F(r)  increases  as  r  increases  from  r^ 
to  7*2  cannot  be  true ;  and  in  the  same  way  it  can  be 
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shown  that  r^  F{r)  does  not  diminish  as  r  increases 
between  any  limits  whatever.  It  follows  that  i^  F(r) 
is  a  constant  if  the  electric  distribution  is  wholly  on 
the  surface. 

Cavendish's  result  was  incidentally  confirmed  and  Faraday's 
strikingly  illustrated  by  Faraday  in  his  researches  on  ^^^^'^^ 
the  "  Absolute  Charge  of  Matter."  ^  Having  constructed 
a  cubical  framework  of  wood  (ten  feet  in  length  of  edge), 
covered  with  a  network  of  copper  wire  and  bands 
of  tinfoil,  he  insulated  it  and  placed  within  it  a  very 
delicate  gold  leaif  electroscope.  He  then  powerfully 
electrified  the  cube,  and  found  that  the  electroscope 
showed  no  effect.  He  even  went  into  the  cube  and 
lived  in  it,  and  tried  without  eff*ect  all  the  tests  of 
electrification  he  could  apply,  although  all  the  time 
long  sparks  and  brush  discharges  were  passing  from  its 
outer  surface. 

We  can  now  prove  simply  the  important  result  that  Induction 
if  a  closed  conductor  contain  any  electrified   system     "^Ig^ 
having  a  total  charge  Q,  a  total  charge  of  electricity  —  Q  is  Conductor : 
induced  on  the  inner  surface  of  the  conductor.     For 
suppose  a  surface  S  described  within  the  substance  of 
the  conductor  C  intermediate  between  its  inner  and 
outer  surfSEtces,  then  since  there  is  no  force  within  the 
substance  of  C  the  electric  induction  over  S  must  be    Internal 
zero.     Hence  the  total  quantity  of  electricity  within    ch™^. 
S  must  be  zero,  that  is,  the  proposition  stated  above 
must  be  true.     We  shall  see  below  that  the  density  of 
the  induced  distribution  at  any  point  depends  on  the 
distribution  of  the  internal  inducing  system. 
*  ExperimerUal  Be$earches,  voL  L  p.  866. 


22  ELECTROSTATIC  THEORY. 

External  If  £7  be  insulated  without  charge  it  follows  that  a 
ChMge.  charge  equal  to  +  Q  is  found  on  the  external  surface. 
We  shall  see  below  (p.  26)  that  the  distribution  of  this 
charge  is  independent  of  that  of  the  internal  charges, 
and  is  the  same  as  that  of  a  free  charge  of  the  same 
amount  given  to  the  conductor. 

Faraday's  These  results  give  the  explanation  of  Faraday's  ice- 
^^;  pail  experiment  alluded  to  above.  A  pewter  ice-pail 
ment  ^^s  supported  by  silk  threads  and  connected  to  a 
delicate  gold  leaf  electroscope.  A  charged  conducting 
ball  was  then  lowered  into  the  ice-pail,  and  as  it 
descended  the  gold  leaves  gradually  separated  until  the 
ball  had  been  placed  well  down  in  the  pail,  when  the 
divergence  remained  nearly  constant  as  the  ball  was 
lowered  further,  brought  into  contact  with  the  pail,  and 
withdrawn.  The  ball  was  then  found  to  have  been 
totally  discharged. 

The  same  experiment  can  be  repeated  with  ex- 
ceedingly great  delicacy  by  means  of  the  quadrant 
electrometer,  and  if  the  pail  is  well  insulated  and  closed 
by  a  conducting  cover  to  which  the  ball  is  hung  by  an 
insulating  support  kept  free  from  electrification,  the  re- 
sult described  is  easily  obtained.  The  insulating  support 
if  electrified  may  be  discharged  by  being  passed  through 
a  flame,  or  by  being  placed  in  a  current  of  hot  air.  With 
a  quadrant  electrometer  in  its  ordinary  grade  of  sensibility 
it  is  necessary  to  charge  the  ball  very  slightly.  This 
can  be  done  without  sensibly  electrifying  the  insulating 
support  by  giving  a  small  spark  by  means  of  an  electro- 
phorus  to  a  second  ball  held  by  an  insulating  handle, 
then  touching  that  ball  with  a  third  also  insulated,  dis- 
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chargmg  the  latter  and  again  bringing  it  into  contact  Faraday's 
with  the   second,  and  so  on  until  the  charge  of  the    E^p^\ 
second  ball  is  so  much  diminished  that  the  experimental     ™«'i<^« 
ball  brought  into  contact  takes  a  charge  just  sufficient 
to  give  a  convenient  deflection   of  the   electrometer 
needle.    The  constancy  of  the  electrometer  deflection 
after  the  contact  shows  that  the  potential  of  the  con- 
ductor is  not  altered,  and  it  follows  as  proved  below 
(p.  26)  that  the  distribution  on  the  exterior  surface 
of  the  conductor  is  not  changed.     The  total  discharge 
of   the  ball  proves   that  its  charge   was   equal   and 
opposite  to  the  induced  charge  on  the  interior  surface 
of  the  conductor. 

This  experiment  is  the  basis  of  many  useful  electrical  Method  of 
instruments,  notably  induction  machines  such  as  Thorn-  plying 
son's  Replenisher,  and  the  machines  of  Holtz,  Voss,  Electnc 
and  others,  which  multiply  electric  charges;  and  it 
gives  more  clearly  than  any  other  the  idea  of  quantity 
of  electricity.  For  example  it  gives  us  a  means  of 
charging  a  conductor  with  any  number  of  times  a  given 
electric  charge.  For  let  the  charge  be  given  on  the 
ball  of  the  ice-pail  in  the  experiment  above.  The  ice- 
pail  is  insulated  within  the  conductor  to  be  charged,  and 
the  ball  placed  within  the  ice-pail  but  without  touching 
it.  The  ice-pail  and  the  exterior  conductor  are  then 
brought  into  contact  for  an  instant,  and  the  ball  and  ice- 
pail  withdrawn.  Since  the  ice-pail  and  conductor, 
when  in  position  after  the  contact,  are  at  one  potential, 
there  is  no  electrification  between  the  inner  surface 
of  the  former  and  the  outer  surface  of  the  latter. 
Hence  there  is  then  a  charge  on  the  outer   surface 
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Method  of  of  the  couductor  equal  to,  and  of  the  same  sign  as, 
plying  *^^*'  ^^  ^^^  ^^^'  ^  ^®  ice-pail,  which  is  left  with 
Electnc  a  charge  equal  and  opposite  to  that  on  the  ball,  be 
discharged,  and  the  process  above  described  repeated, 
another  charge  equal  to  that  on  the  ball  will  be  given 
to  the  conductor,  and  so  on  until  the  required  multiple 
of  the  charge  has  been  given. 

By  slightly  modifying  this  process  a  second  conductor 
may  be  charged  with  an  equal  quantity  of  the  opposite 
electricity.    For  it  is  only  necessary  tc^  discharge  the  ice- 
pail  each  time  by  placing  it  within  and  then  bringing 
into  contact  with  the  second  conductor.    K  the  opposite 
kind  of  electricity  only  is  required  it  is  su^cient  to 
connect  the  ice-pail  to  earth  each  time  the  ball  is  placed 
within  it 
Kelationof      The  results  of  Faraday's  ice-pail  experiments  are  in 
tions  In-   Complete  accordance  with  theory,  and  are  direct  con- 
tcrnal  and  sequences  of  the  following  general  proposition  regarding 
to  a  Closed  closed  conductors.     Whatever  be  the  electrificatio*  of 
Conductor  ^j^^  closed  conductor,  the  external  electric  distribution 
and  the  potential  at  every  external  point  is  the  same 
for  a  given  total  quantity  of  electricity  within  the  con- 
ductor without  regard  to  the  manner  of  its  distribution  : 
and   the  electric  distribution    on    bodies  within   the 
closed  conductor  is  independent  of  the  electrification 
both  of  the  external  surface  of  the  closed  conductor 
itself  and  of  external  bodies.     In  the  proof  of  this  pro- 
position, and  frequently  in  what  follows,  we  shall  use  the 
principle  of  superposition  of  electric  distributions,  which 
ought  therefore  to  be  first  explicitly  stated. 

According   to  the   theory  given  above   (p.   9),  the 
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potential  at  any  point  due  to  a  charge  of  electricity  Principle 
at  another  point  is  directly  proportional  to  the  charge,  **po8iiion 
and  the  potential  at  any  one  pohit  produced  by  any    atatod. 
distribution  of  electricity  is  the  sum  of  the  potentials 
due  to  the  separate  parts  of  which  the  distribution  con- 
sists, or  of  the  separate  distributions  into  which  it  may 
be  supposed  divided. 

An  electric  system  in  fact  may  be  built  up  in  any  way 
whatever  of  separate  parts  or  made  up  of  separate  dis- 
tributions superimposed  ;  each  part  of  the  system  or  each 
separate  distribution  produces  its  potential  at  any  point 
as  if  the  remainder  did  not  exist ;  the  final  distiibution 
is  the  sum  of  the  separate  distributions,  and  the  final 
potential  at  any  point  the  sum  of  their  separate 
potentials.  This  conclusion  is  capable  of  direct  veri- 
fication by  experiment  in  certain  cases,  and  further 
the  results  deduced  from  it  are  found  to  agree  with 
observed  phenomena. 

It  is  proved  below  (p.  69)  that  electricity  can  be  dis- 
tributed in  one  and  only  one  way  on  a  given  system  of 
conductors  so  as  to  produce  a  given  possible  system  of 
potentials.  Hence  if  by  the  superposition  of  different 
states  of  the  same  conductors  we  can  produce  the  re- 
quired potentials  we  know  that  we  have  obtained  the 
only  solution  of  the  problem. 

(1)  Suppose  no  external  electrified  bodies  to  exist,  Relationof 
and  the  closed  conductor  to  be  at  zero  potential,  then,  ^^j^J 
since  the  potential  is  zero  also  at  a  very  great  dis-  temal  and 
tance,  there  can  be  no  potential  greater  or  less  than  toaCksed 
zero  in  intermediate  space,  otherwise  there  would  1)e  a  Conductor. 
maximum  or  minimum  of  potential  in  space  unoccupied 
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Relation  of  by  electricity.    Hence  the  digtribution  of  electricity  on 
tioDs  In-  t^®  interior  surface  of  the  conductor  is  such  as  to  pro- 
t^al  and  ^xxce  through  external  space  a  potential  exactly  equal 
to  a  Closed  and  opposite  to  that  which  the  charged  body  produces. 
Conductor      ^g)  Suppose  an  external  electrified  system  to  exist, 
but  no   electricity  to   be   within  the    conductor,   the 
potential  within  the  conductor  (which   may  now  be 
supposed  insulated  and  charged  to  any  degree)  will  be 
constant  and  of  the  same  value  as  that  of  the  conductor. 
The  induced  electrification  of  the  conductor,  as  may 
be  seen  by  supposing  the  potential  zero,  is  such  as  to 
produce   a  potential  within  the  conductor  equal  and 
opposite  to  that  produced  by  the  external  electrified 
bodies;  and  we  can  superimpose   on  this  the  inde- 
pendent  electrification,  if  any,  which  is  eflfective  in 
producing  the  actual  potential  of  the  conductor. 

We  have  therefore  in  (1)  and  (2)  three  electrifica- 
tions which  are  separately  in  equilibrium  and  may  be 
supposed  superimposed,   and    since,   as  we   shall  see 
below,    there    can    be    only    one    distribution   corre- 
sponding to  given  potentials  or  charges  of  the  system, 
the  superimposed  distributions  are  in  equilibrium  and 
Principle  form  the  actual  distribution.     Hence  the  proposition 
Electriail  stated  above  is  true ;  and  we  have  also  the  very  important 
Screen,     result  that  if  the  conductor  be  connected  with  the  earth 
it  forms  a  perfect  electrical  screen  between  the  internal 
and  external  systems.     To  protect  an  electric  system 
from  all  external  influences  it  is  therefore  only  neces- 
sary to  place  round  it  a  metallic  screen  (or  what  is 
quite  eflScient,  a  metallic  grating  or  network)  connected 
with  the  earth. 
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Consider  a  small  element  of  area  ^  of  an  equi-  Tube  of 
potential  surface,  and  imagine  lines  of  force  to  be 
drawn  through  every  point  in  its  periphery  so  as  to 
form  a  tubtdar  surface.  Such  a  surface  is  called  a  tiibe 
of  force.  Let  R  be  the  resultant  electric  force  at  the 
element  d$  and  let  RcU  be  taken  as  unity,  the  tube  is 
then  a  unit  tvibe.  Imagine  any  finite  area  of  the 
equipotential  surface  to  be  divided  into  elements  such 
that  the  tube  for  each  is  a  unit  tube,  and  let  n  be 
their  number  so  that  XBds  =  n\  then  n  is  the  number 
of  tubes  of  force,  or,  as  it  is  usually  put,  "  the  number 
of  lines  of  force"  which  cross  the  area.  It  is  to  be 
remembered  that  what  is  called  a  line  of  force  in  the 
phrase  "  number  of  lines  of  force  "  is  a  unit  tube.  We 
shall  not  however  use  the  term  in  this  sense,  but  in  the 
sense  defined  above  (p.  6),  which  has  no  reference  to 
intensity  of  force. 

Using  N  in  the  same  sense  as  before,  and  considering 
the  projection  of  ds  on  an  equipotential  surface  at  the 
element,  we  see  that  Nds  is  really  the  same  thing  as 
the  number  of  tubes  of  force  which  cross  rfs,  and  as  iV  is 
to  be  taken  positive  where  the  lines  leave  the  surface, 
and  negative  where  they  enter  it,  we  see  that  the 
excess  of  the  number  of  tubes  of  force  which  leave  the 
surface  over  the  number  which  enter  it,  that  is  the 
electric  induction  over  the  surface,  is  equal  to  47r 
times  the  algebraical  sum  of  the  electricity  within  the 
surface. 

Let  d^  and  dtf  be  two  normal  sections  of  a  tube  of  force,  and 
let  F  and  F*  be  the  force  at  the  two  sections,  then  the  surface 
integral  of  electric  induction  for  the  portion  of  the  tube  between 
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the  sections  is  Fdt  -  Fd/y  and  if  there  be  no  electricity  within 
this  part  of  the  tube 

Fdi  =  Pd^ (24) 

that  is,  the  product  of  the  electric  force  and  the  cross-sectional 

area  of  the  tube  is  everywhere  constant  if  the  tube  contain  no 

electricity. 

Tube  of        If  however  the  tube  pass  through  an  electrified  surface,  then 

Force      we  ma^  suppose  the  tube  so  thin  that  the  normal  at  every  point 

passing     of  the  intercepted  element  of  the  surface  is  in  the  same  direction, 

through  an  and  consider  the  very  short  portion  of  the  tube  bounded  by 

Electrified  two  cross-sections  parallel  to  the  element,  one  just  within  and 

Surface,    ^he  other  just  without  the  surface.     If  d«  be  die  area  of  the 

element  intercepted  on  the  surface  by  the  tube,  o-  the  density 

there  of  the  distribution,  and  B  the  angle  which  the  normal  to 

the  element  on  the  positive  side  makes  with  the  direction  there 

of  the  resultant  force,  we  have,  taking  the  surface  integral,  which 

consists  only  of  the  end  portions, 

{F  -'P)  cos  Ods  =  Awtrdt, 

(F  -  F)coa  6   ^4tir<r (25) 

that  is,  the  normal  components  of  electric  force  at  two  neigh- 
bouring points  on  a  line  of  force,  but  on  opposite  sides  of  the 
surface,  differ  by  4n  times  the  electric  surface  density  where  the 
line  cuts  the  surface. 

If  we  draw  normals  y,  •  outioards  from  the  two  ends  of  the 
portion  of  tube  here  considered,  and  Fi,  V  be  the  respective 
potentials  at  the  two  sides  of  the  surface,  we  have 

FcosB  =  -  dF/dw,  FcosBrM  dV'Idv', 

and,  therefore,  equation  (25)  becomes 

This  is  the  form  which  the  characteristic  equation  of  the 
potential  takes  at  a  surface  at  which  the  electric  force  is  dis- 
continuous, and  it  shows  that  to  the  discontinuity  thore  corresponds 
a  certain  determinate  density  of  electric  distribution  on  the 
surface.  Since  the  potential  is  constant  within  the  substance  of 
a  conductor  on  which  electricity  is  in  equilibrium,  a  tube  of 
force  must  be  considered  as  terminating  just  within  the  electri- 
fied surface.  Hence  the  surface  integral  for  a  tube  of  force 
extending    between    and    terminating    in    the    substance    of 
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two  conductors,  is  eqnal  to  zero.  The  total  quantity  of  electricity 
within  the  tube  is  therefore  also  zero,  and  hence  if  ds,  d^  be  tlie 
elements  intercepted  by  the  tube  on  the  two  surfaces,  and  <r,  &  the 
corresponding  surface  densities,  wo  have 

cr(&  +  <r'^  =  0 (27) 

If  we  consider  a  tube  of  force  terminating  at  one  end  just  Force  at 

within  the  electrified  surface  of  a  conductor,  and  at  the  other  end  Surface 

just  outside  the  surface,  we  have  for  the  end  within  the  surface  ^f  ^  C^°" 

f'  =  (-  dridy')  =  0,  and  therefore  <i^ctor. 

J*  =  -  dVldv  =  4ircr.    .     .     .    ,    (26  6t«) 

Hence  the  density  at  any  element  of  an  electrified  surface  is 
f/^*",  where  F  is  the  force  at  an  external  point  infinitely  near 
the  element 

From  the  result  obtained  above  (pp.  25,  26)  for  a    Surface 
closed  conductor,  containing  an  electric   system  insu-    bution 
lated  within  it,  it  follows  that,  -whether  or  not  there  be  Replacing 
an  external  electric  system,  the  electrification  of  the   System ; 
inner  surface  reversed  in  sign,  would  produce  exactly 
the  same  potential  at  the  conductor  and  all  external 
points  as  is  due  to  the  internal  system.    But  by  (26  &is) 
the  density  at  any  point  of  the  inner  surface  is  —  F\^ir, 
where  F  is  the  internal  force  at  the  point  in  the  ovJt- 
ward  direction.    The  density  of  the  distribution  which 
on  a  surface  coinciding  with  the  inner  surface  of  the 
conductor  would  replace  for  external  points  the  internal 
system  is  therefore  F\^ir. 

Suppose  an  infinitely  thin  insulated  conductor  made    Case  of 

coincident  with  an  equipotential  surface  of  an  electric  coSic^tog 

system   whether   wholly  or  partly  internal,  and   the  ^^^  E^^»- 

.  notential 

internal  system  replaced  by  that  distribution  over  the    Surface. 

conductor  which  does  not  alter  the  potential  at  the 

sur&ce  or  at  any  external  point.     The  force  at  any 
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Caae  of    point  just  outside  the  surface  has  its  former  value  F, 
Coinciding  ^^  *^6  electric  density  there  is,  by  (26  his),  Fj^.   This 

^^tentSl"  ^P'  ^^'  "^^^  ^  ^^^  ^°*y  distribution  which  fulfils  the 

Surface,    prescribed  conditions,  and  since  the  conductor  is  all  at 

one  potential  in  the  equilibrium  distribution,  the  total 

charge  is,  as  we  have  seen,  equal  to  the  charge  of  the 

internal  system. 

Since  this  surface  distribution  is  that  of  equilibrium 
it  is  that  which  the  conductor  would  take  if  insulated 
without  charge  in  presence  of  the  actual  electric  system, 
and  as  we  have  just  seen  it  is  identical  with  the  in- 
finitely nearly  coincident  distribution  on  the  interior 
surface  reversed  in  sign.  Hence  no  change  in  potential 
or  force  at  any  point  external  or  internal  is  produced  by 
making  an  infinitely  thin  conducting  shell  insulated 
without  charge  coincident  with  the  equipotential 
surfetce. 


Skction  II. 

POTENTIAL  ENERGY  OF  AN  ELECTBIC  SYSTEM, 

GENERAL  PROPOSITIONS  REGARDING  A   SYSTEM  OF 
CONDUCTORS. 

Electric        Thb  potential  energy  of  any  electric  system  can 
"""^     depend  only  on  the  state  of  the  system.     Now  the 
principle  of  superposition  stated  above  gives  a  method 
of  calculating  the  work  spent  in  charging  the  system 
by  a  particular  process,  and  therefore  also  the  potential 
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energy  of  the  system,  provided  we  can  assume  its 
equality  to  the  work  so  spent.  But  by  the  principle 
of  the  Conservation  of  Energy  the  work  spent  in 
bringing  a  material  system  from  one  state  to  another, 
in  any  manner  whatever,  is  the  equivalent  of  the 
excess  of  the  energy  of  the  system  in  the  latter  state 
over  its  energy  in  the  first.  Hence  we  may  assume 
that  the  work  spent  in  electrifying  the  system  by  any 
series  of  charges  whatever  is  the  equivalent  of  the 
electric  energy  stored  up  in  the  system. 

Let  the  system  proceed  from  zero  electrification  to 
the  final  state  by  infinitesimal  steps,  each  such  that  the 


Electric 
Energy. 


Calcu- 
lation of 
Electric 
Energy 
of  any 
System. 


relative  electrifications  of  all  the  parts  of  the  system 
are  the  same  as  in  the  final  state.  By  the  principle  of 
superposition  the  increments  of  the  charges  positive  or 
n^ative  of  the  various  parts  will  be  proportional  to  the 
changes  of  potential  which  take  place,  that  is,  both  the 
electrification  and  the  potential  of  every  part  of  the  sys- 
tem change  uniformly  with  the  time  if  one  does  so. 
Hence  if  we  represent  the  final  charge  of  any  element  by 
a  straight  line  OB,  and  the  final  potential  by  the  ordinate 
ACy  the  potential  of  the  element  corresponding  to  any 
intermediate  charge  OB  will  be  given  by  the  ordinate 
BD  drawn  from  B  and  meeting  OC  in  D,    Now  the 
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Calcn-  work  spent  in  the  process  of  charging  described,  in  giving 
Electric  ^  charge  q  to  any  element  at  which  the  potential  is  F^ 
Energy,  before  the  charge  is  given  and  Fj  immediately  after,  is 
greater  than  V^q  and  less  than  V^;  that  is,  if  Bi 
represent  q,  the  work  done  in  bringing  q  to  the  element 
lies  in  numerical  value  between  those  of  the  rectangular 
areas  bD  and  Bd,  But  these  two  rectangles  diflFer  by 
the  rectangle  Bd,  which  is  very  small  in  comparison 
with  either,  when  Bb  is  a  small  fraction  of  OB.  Hence 
the  whole  work  spent  in  charging  the  element  is,  if  its 
final  potential  be  V  and  charge  Q,  numerically  equal  to 
the  area  of  the  triangle  OAC  or  ^  VQ.  !£  B  he  the 
energy  of  the  whole  system  we  have 

B^itVQ (28) 

Expres-    where  %  denotes  summation  of  the  products  VQ  taken 
pJtonHll  for  all  the  elements. 

Energy        In  the  case  of  conductors  whose  potentials  are  Fj,  Fj, 
^SystoiT^  and  charges  Q^,  Q^,  &c.,  we  have 

£  =  iiViQi+V,Q,&c.)^itrQ,  .  (29) 
where  F  denotes  the  potential  of  any  conductor  and  Q 
its  charge. 

For  any  system  of  surface  distribations  whether  in  whole  or 
in  part  on  conductors  or  not,  at  any  element  ds  of  which  the 
electric  surface  density  is  <r,  we  have  for  the  energy 

E=  ijl  Fads (30) 

where  the  integration  is  extended  over  all  the  surfaces.  Similarly 
if  there  be  a  volume  distribution  with  potential  varying  from 
point  to  point  we  have  for  the  energy  of  an  element  dx  dy  dz  at 
which  the  potential  is  V  and  density  p  the  value  ^Fp  dx  dy  dz. 
Hence  for  the  total  energy  in  the  most  general  case  we  have 


'=  ijl Fadt  +  hlll  Fpdxdydz.    .     .     (31) 
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the  surface  inte^al  being  extended  over  all  the  electrified  bodies  Electrified 
and  the  Yolume  integrals  over  all  the  spaces  occupied  by  electricity.  System — 

If  instead  of  tr  we  write  its  value  -  ^  -_,  and  for  p  its  value  Expression 

1  ^  ^^  for  Energy. 

.-  V*^,  we  get 
Aw 


^--ljl''f'^-ijjl^^'"^''- 


(32) 


It  is  easy  to  obtain  another  expression  for  the  electric  energy. 

Imagine  two  equipotential  surfaces  of  the  actual  system  at  a 
very  short  distance  apart,  and  let  the  electric  force  at  any 
element  ds  of  the  inner  surface  be  F,  and  the  distance  between 
the  surfaces  measured  along  a  line  of  force  dv.  Now  imagine 
electricity  to  be  gradually  distributed  over  the  inner  surface  so 
as  to  produce  finally  the  resultant  force  F  at  each  point  just  out- 
side the  surface,  and  the  charge  on  each  element  to  be  brought 
along  a  line  of  force  to  that  element  from  the  outer  surface,  and 
so  that  the  distribution  on  the  surface  has  always  the  same 
relative  density.  If  /  be  the  electric  force  at  d^  due  to  the  dis- 
tribution on  the  surface,  at  any  stage  in  its  building  up  in  this  . 
manner,  the  work  done  in  bringing  a  small  quantity  of  electricity 
da  along  dv  to  ds  against  /,  is  dq  ./dv.  By  this  transfer  the 
electric  force  has  been  changed  from/to/+  df,  and  the  surface 
density  therefore  increased  by  d//4ir.    But  dq  ^^  ds,  d//Air,  hence 

the  work  done  is  •-  dv.ds./d/.    If  the  inner  surface  is  originally 

uncharged  /  varies  from  0  to  -P,  and  the  work  done  over  the 
surface  is 

or 

IdvffF^ds (33)     Second 

^     J  J  Expression 

and  obviously,  by  adding  the  values  of  this  integral  for  successive  ^ 

equipotential  surfaces  we  shall  obtain  the  whole  electrical  energy 
of  the  system.    We  have  therefore 

F=^^llfF^dx^dz.    .    .    .     i^his) 

the  integration  being  extended  throughout    all    space.      This 
expression  gives  the  value  of  the  total  electrical  energy  for  any 
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Second     distribution  whatever.     In  the  case  of  a  system  of  electrified 

ExpTesaion  conductors  the  integration  need  not  of  course  be  extended  to  the 

forEnei^gj.  space  occupied  by  the  substance  of  any  conductor  or  to  the  space 

within  any  conductor  if  it  contain  no  electricity,  as  in  every  such 

space  tlie  value  of  F  is  zero.     Using  (20)  we  get  by  (32)  and  (33) 


(34) 


the  energy  equations  usually  deduced  by  Green's  general  theorem. 

The  first  expression  in  (34)  suggests  the  energy  as  having  its 

The        seat  in  the  medium  occupying  the  field  ;  and,  by  the  proof  g^ven 

Electric    on  p.  33,  unit  tubes  of  force  intersected  by  successive  equipotential 

Field  as    surfaces,  drawn  at  unit  difEerences  of  potential,  are  divided  into 

Seat  of  the  spaces  each  of  which  gives  to  the  sum  half  a  unit  of  energy. 

^®rgy.     Maxwell  has  called  these  spaces  unit  cells. 

As  an  interesting  example  of  these  equations  we  may  find  the 
energy  spent  in  bringing  together  into  a  uniform  sphere,  from  a 
state  of  uniform  diffusion  throughout  infinite  space,  matter,  the 
parts  of  which  repel  one  another  according  to  the  law  stated  on 
p.  2 ;  or,  which  is  the  same  thing,  the  energy  gained  by  allowing 
matter  attracting  according  to  the  same  law  to  come  together 
thus  from  the  nebular  state. 
Change  of  Let  the  radius  of  the  sphere  be  r  and  its  density  p.  The  first 
Potential   term  of  the  expression  on  the  right-hand  side  of  (34)  is  here  zero, 

FoTOation  *"<^  ^^^  energy  is  if  I  I ^pdxd^ydz,  the  integral  being  taken 

^  Soh  re™  throughout  the  sphere.     If  we  consider  a  spherical  surface  of 
^^       radius  x  we  see  that  this  expression  may  be  put  in  the  form 


Kebula. 


2irp  f  Vj^dx  where  V  is  the  potential  at  any  point  on  the  surface. 

jo 
But  by  equation  (20)  V  =  27rp(f*  -  ix») ;  hence 

E  =  4,r«p2  \\\f^  -  ix'^dx  =  J  — 

Jo  T 

where  i/(  =  ■-^^)  ^^  *^®  mass  of  the  sphere. 
Tbe  same  result  may  be  obtained  from  the  equation 
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The  integral  here  b  taken  through  all  space.  We  divide  it  into  Change  of 
two  parts^  (1)  that  due  to  space  external  to  the  sphere,  and  (2)  Potential 
that  due  to  the  space  contained  within  the  spherical  surface,  Energy  in 
and  evaluate  these  separately.  Formation 

In  the  first  case,  at  any  point  at  distance  x  from  the  centre  of  of  Uniform 
the  sphere,  F*  =  iP/jr*,  and  therefore  the  first  part  of  the     Sphere 
integral  is  ./^°™ 

27r  ?  ""*   r  ' 

In  the  second  case,  by  equation  (21),  I^  =  16/9  .  irV^  at  any 
point  of  an  internal  concentric  spherical  surface  of  radius  x.  For 
the  second  part  of  the  integral  therefore  we  have 

Adding  these  two  parts,  we  get 

E=i  — 
the  same  result  as  before. 

If  we  denote  by  F  the  force  exerted  on  an  element     Calcu- 

ds  of  the  electrified  surface  of  a  conductor  by  the  whole  xen^on 
electrified  system,  we  have  for  the  work  done  in  trans-     at  ^p 

ferring  the  charge  on  the  element  a  distance  dv  along  surface. 
lines  of  force   to   the   corresponding   element   of  an 
adjacent  equipotential  surface,  the  value  Pdv .  ds.    But 

by  equation  (33)  this  is  ^  dv, F^ds,     Hence 

P=^^2  =  27ra'     ....     (35) 

OTT 

This  is  the  outward  force  exerted  by  the  element  ds    Electric 
•of  the  conductor  on  the  medium,  and  measures  there-  tionofTir 
fore  the  reaction  of  the  medium  on  the  element.     For   Pressure 
example  every  element  of  an  electrified   soap-bubble  ^BubbleP 
exerts  an   outward  pressure  on   the  surrounding  air 
equal  to  27ra*  per  unit  of  area,  which  may  be  regarded 

D  2 
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Electric    as  a  diminution  of  the  air  pressure  on  the  outer  surface ; 
tionTf^Air  ^r»  ^  ^^^  bubble  is  spherical  and  of  radius  r,  the  surface 
.Pre^^    tension  of  the  film  is  by  capillary  theory  apparently 
Bubble,    diminished  by  the  amount  ^7r<rV. 

The  outward  pressure  P  on  the  medium  is  what  has 
been  called  the  "electric  tension"  at  a  point  on  an 
electrified  surface,  and  is  the  true  measure  of  the 
tendency  to  discharge.  Its  proportionality  to  <r*  ex- 
plains the  so-called  power  of  points. 

Additional  The  value  of  P  may  be  obtained  otherwise  thus.  We  may 
Proof  of    regard  the  surface  distribution  as  a  limiting  case  of  a  volume 

Expression  distribution  of  density  p,  and  take  the  axis  of  «  along  the  normal 
for  Ten-    ^q  ^he  surface  from  the  inside  to  the  outside  of  the  stratum. 

pf^ttJ^^  Then  since  we  may  consider  the  portion  of  the  surface  sur- 

Jilecmnea  rQumJing  the  normal  as  a  part  of  a  uniform  plane  distribution, 

^^    the  electric  force  docs  not  vary  along  the  plane,  and  Laplace's 

1   d^f^ 
equation  reduces  to  -  —  -3-5  =  p.    But  if  p  is  finite  however 

great,  we  may  write 

^        r     dV    .        1  fdFd^F, 

and  integrate  from  the  inside  to  the  outside  of  the  stratum. 
Hence  since  f(=  ^\  is  zero  on  the  inside  of  the  stratum  we 
have 

■P  =  ^  ^  =  2,ra«, 

Additional  where  F  is  the  resultant  electric  force  just  outside  the  surface. 
Proof  of        This  equation  might  now  be  applied  to  form  equation  (33),  and 
Second    hence  to  give  at  once  the  expression  (33  bis)  for  the  electric 
Expression  energy. 
forJEnergy. 

Considering  two  electric  distributions  A,  B,  in  the 
same  electric  field,  let  the  potential  produced  by  B  at 
any  point  P  in  ^  be  V,  and  that  produced  by  A  at  any 
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of  two 
Electric 
Systems. 


point  P  be  F",  and  let  e^  be  an  element  of  electricity  at    Muttml 
P,  d4  an  element  at  P.     We  have  then  the  relation         ^£^^ 

tJTdq^t^Vdq'     ....     (36) 

where  Xa  denotes  summation  for  every  element  of  A, 
and  2b  summation  for  every  element  of  B,  For  the 
expression  on  the  left  is  plainly  the  work  which  would 
be  done  if  the  distribution  on  B  remaining  unchanged, 
the  system  A  were  removed  to  an  infinite  distance,  and 
that  on  the  right  the  work  which  would  be  done  if,  the 
distribution  in  A  remaining  unchanged,  the  system  B 
were  removed  to  an  infinite  distance ;  and  it  is  plain 
that  the  same  amount  of  work  must  be  done  in  both 
cases. 

Each  of  the  expressions  is,  in  fact,  the  mutual  potential 
energy  of  the  two  systems. 

The  relation  may  be  thus  proved  analytically.    Since 

r  =  ts  ^,  and  V  =  tA%  we  have 
r  T 

Xj^rdii^  tAdqtB^r  =  tBdg:tA^  =  ts  Vdq\ 

There  is  nothing  to  prevent  two  equilibrium  states  of  Reciprocal 
a  system  of  conductors,  Cj,  (7,,  &c.,  from  being  taken   ^f  t^^^" 
as  -4  and  A     Then  if  Q^,  Q^,  &c.,  C'l,  Q\.  &c.,  be  the    States  of 
charges,  we  have,  since  V  and  V  are  constants  for  any    system. 
one  conductor, 

VrQ,  +  n«j  +  &c.  =  r,(?',  +  V,Qf^  +  &c.    (37) 

This  reciprocal  relation  can  be  proved  for  the  case  of 
one  and  the  same  system  of  conductors  in  the  following 
simple  manner.    We  may  suppose  the  change  from  the 
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Reciprocal  state  A  to  fche  state  B  to  take  place  simultaneoasly  for 
of  two^   ^1  ^^^  conductors,  in  such  a  way  that  the  ratio  of  the 
States  of  change  produced  in  the  charge  of  a  conductor  to  the 
System,    total  change  from  one  state  to  the  other,  has  the  same 
value  in  each  case.     Since  each  increase  or  decrease  of 
the  charge  of  any  one  conductor  produces  a  change  in 
the  potential  of  each  conductor  proportional  to  that 
increase  or  decrease,  and  these  changes  can  be  super- 
imposed, it  is  plain  that  equal  proportionate  changes  in 
the  charges  of  all  the  conductors  will  produce  equal 
proportionate  changes   in  their  potentials.    Hence  if 
OA  (fig.  5)  represent  the  initial  charge  of  any  one 


B 
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conductor,  and  AC  its  corresponding  potential,  OB  its 
final  charge,  and  BD  its  final  potential,  Ob  any  inter- 
mediate charge  and  bd  the  corresponding  potential,  the 
point  d  will  lie  on  the  straight  line  CD,  The  work 
done  in  altering  the  charge  of  the  conductor  is  equal 
to  the  area  of  the  trapezoid,  or  i{AC  +  BD)  (OB  -  OA), 
that  is  i(  r  +  F')  (C  -  Q).  The  work  done  in  bringing 
all  the  conductors  from  the  state  A  to  the  state  B,  is 
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iX(F+  W)  (C  -  Q).    But  the  energy  of  the  system  Reciprocal 
in  the  initial  state  is  ^tVQ  and  in  the  final  state   ^^^^o"" 

i%  V'Q.     We  have  therefore  States  of 

same 

XTQf  -  SFG  =  2(r+  r)  {Q'  -  Q)  ^y*^- 

that  is  tVQ'  =  %VQ, 

or      2(r  +  V)  {Q^Q)^  2(r  -  F)  (§  +  «'). 

Let  the  potentials  and  charges  of  a  system  of  n  con-   Problem 

dnctors  Cj,  C^,  &c.,  (7,  in  the  same  electric  field  be  Fj,    ^J^jj^ 

Fj,  &c.,  F« ;  Q^,  $21  ^8*  &c.,  §n  respectively.     Since  the    of  Con- 
-  -    T  ductors. 

potential  any  point  is  /  /- — ,  where  a  is  the  density  at 

an  element  ds  of  the  system  and  r  is  the  distance  firom 
ds  to  the  point  in  question,  and  the  integration  is  ex- 
tended over  the  system,  the  portion  of  the  potential 
contributed  by  each  conductor  varies  directly  as  the 
charge  of  the  conductx)r.  The  potential  of  any  con- 
ductor is  therefore  a  linear  function  of  the  charges  of 
the  conductors — that  is,  we  have  a  series  of  equations 
of  the  form 


&C.  &c. 

^«  =  PmQl  +  P^Qi  +  &C.,  +  PnnQn 


(38) 


where  p^^,  p^  &c.,  p^,  p^^  &c.,  are  coefficients  which      Coef- 
depend  only  on  the  relative  positions  of  the  conductors.  potSitial. 
They  are  called  coefficienta  of  poterUial,    The  first  suffix 
of  each  coefficient  refers  to  the  conductor  to  which  the 
charge  belongs,  the  second  to  that  whose  potential 
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Coef.      is  given  by  the   equation  in    which   the    coefficient 
ficients  of 
PotentiaL   OCCUTS. 

The  physical  meaning  of  the  coefficients  p^^y  p^  p^y 
&c.,  in  which  the  suffixes  are  alike,  is  easily  seen.  Let 
any  conductor  C*  be  charged  with  unit  quantity  of 
electricity,  and  aU  the  other  conductors  be  without 
charge.     We  get  in  that  case 

Vk  =  Pkk 
Reciprocal  that  is  pkk  is  the  potential  produced  in  C*  by  unit 
of°^  charge  on    Ck  itself,  when  all  other  conductors  are 
Potentials,  without  charge. 

Again,  to  determine  the  physical  meaning  of  the 
other  coefficients,  let  C*  have  unit  charge  and  all  the 
others  zero  charge.    For  the  potential  of  Cj  we  have 

that  is,  ptj  is  the  potential  produced  at  Cj  by  unit 
charge  on  C*,  when  all  the  other  conductors  are 
without  charge. 

Now  (1)  let  Cj  have  unit  charge,  and  each  of  the 
other  conductors  zero  charge,  and  (2)  let  Ck  have  unit 
charge  and  each  of  the  others  zero  charge.  The  potential 
of  Cjc  in  case  (1)  is  pjk ;  and  the  potential  of  Gj  in  (2) 
is  pij.  Applying  the  theorem  of  (36)  above  we  get  at 
once  the  reciprocal  relation 

Pji^=^Pv (39) 

(1)  All    that  is,  the  potential  in  Cj  produced  by  unit  charge  on 

ductors    Ok  is  the  same  as  the  potential  produced  at  Cj  by  unit 

Insulated,  charge  on  Ct,  if  all  the  other  conductors  be  insulated 

only  one  ,      .  ,  \ 

Charged,    and  Without  charge. 
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Again  the  potential  at  Cj  produced  by  unit  charge  on  (2)  Two  or 
C\  is  the  same  as  the  potential  produced  at  G^  by  unit    ductore " 
charge  on  Q,  if  some  (or  all)  of  the  other  conductors  be  Insulated, 
maintained  at  potential  zero,  and  the  rest  (if  any)  with     one  of 
Ct,  be  insulated  without  charge.    We  may  evidently   c^^d 
consider  the  former  conductors  as  one  conductor  C^ 
If  then  Gj  have  unit  charge  while  C%  is  insulated,  and 
ft  be  the  charge  of  C„  we  have 

F"k  =  ftk  +  i?^ft 

therefore 

n=B.-^' (*0) 

Now,  let  Cjb  have  unit  charge  while  Q  is  insulated 
and  without  charge,  and  let  $',  be  the  charge  of  (7,,  then 

and  therefore 

yi-v^-^^ («) 

But  by  the  relation  already  proved  ^jy  =  ^^^ ;  'p^  =  jp j„ 
and  2>dk  =  i?fc»;  hence  by  (38)  and  (39) 

F;  =  F» (42) 

the  theorem  stated  above. 

The  second  term  in  the  expressions  for  F}  and  F*  is    Green's 
the  potential  produced  at  the  corresponding  conductor       ^^^ 
by  the  induced  electrification  in  C^  and  it  is  the  same  Reciprocal 
in  both  cases.    This  is  a  theorem  first  given  by  Green. 

There  are  \n,(^  —  1)  equations  of  the  form  p^t  =i>jy,  one 


(43) 
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Green's    for  each  pair  of  the  n(n  —  1)  coefficients  which  have  diflFer- 

of        ent  suffixes  j,  k :  hence  there  are  really  only  \n(n  —  1) 

Reciprocal  coefficients,  one  for  each  different  pair  of  conductors 

Potentials,      i  •  i  t  • 

which  can  be  formed  from  the  given  system. 

By  solving  equations  (37)  above  for  ^j,  Q^,  &c.,  ^^  we 

get  a  system  of  n  equations  of  the  form 

Qi  =  9uf^i  +  iu^t  +  &c.  +  qmVn 

&c.  &c. 

Qn  =  2«iFi  +  q^^r^  4-  &c.  +  q^Vn 

Capacity  where  Jn, ^22*  *^> ?i2» ?2i»  ^^'*  ^®  coefficients,  which, like 
ducto  "  ^^^  ^f  potential,  depend  only  on  the  relative  positions 
of  the  conductors.  The  meaning  of  any  coefficient  ju, 
of  which  the  two  suffixes  are  alike,  can  be  obtained 
by  supposing  the  potentials  of  all  the  conductors,  except 
(7k,  zero,  and  C^  to  be  at  unit  potential.  The  equation 
for  the  conductor  C*  is  then 

Qk  =  ?w, 

— ^that  is,  jfct  is  the  quantity  of  electricity  required  to 
charge  Cj,  to  unit  potential,  all  the  other  conductors 
being  kept  at  potential  zero.  The  coefficients  of  this 
form,  ju,  g'22>  Jssj  ^^  ffw*  *^re  called  the  capacities  of 
the  respective  conductors  C^,  C^  &c.,  (7,  in  the  given 
system. 
Coef-  To  find  the  meaning  of  the  coefficients  of  the  form 
hSuction^  i^^  ^^  which  the  suffixes  are  not  alike,  let  (7*  as  before 
be  kept  at  unit  potential  and  all  the  others  at  potential 
zero.    The  equation  for  Q  is  then  plainly 

Qs  =  2/» 
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— that  is,  qjk  is  the  quantity  of  electricity  on  Cj  when,      Coef- 
along  with  all  the  other  conductors  except  Ck,  it  is  at  ^^^on! 
zero  potential  and  Cu  is  at  unit  potential.  The  coefficients 
9i»  3'i8»  3'2s>  ^C'  ^f  *l^is  form  are  called  coefficients  of 
induction. 

A  reciprocal  relation 

?i*  =  ?iy (44) 

exists  for  these  coefficients  also.  The  proof  is  precisely 
the  same  as  that  given  ahove  for  the  potential  co- 
efficients, except  that  " potential*'  is  to  be  read  for 
"charge"  and  "charge"  for  "potential." 

Every  coefficient  of  the  form  pkk  is  positive,  and  Conditions 
every  coefficient  of  the  form  pjk  is  intermediate  in  byCoef- 
value  between  zero  and  pkk  or  pjj.  For,  let  Cj  be  ficients. 
charged  with  a  unit  of  positive  electricity  and  all  the 
other  conductors  be  insulated  and  uncharged,  the  electric 
induction  over  Cj,  or  over  a  closed  surface  surrounding 
it,  is  4ir,  and  the  potential  of  the  conductor  is  positive. 
The  electric  induction  over  any  other  conductor  Cu  is 
zero.  As  many  unit  tubes  of  force  terminate  in  Ck  as 
originate  in  it,  and  therefore  the  potential  must  at 
some  places  increase  outwards,  at  others  diminish  out- 
wards from  Cjg — that  is,  there  must  be  a  conductor  in  the 
field  which  has  a  higher  potential  than  C*  has,  while 
the  potential  of  Ck  must  be  greater  than  zero.  The 
conductor  of  highest  potential  must  be  Cj,  which  is  the 
only  conductor  in  the  field  whose  coefficient  is  not  of  the 
form  pjk;  hence  pjk  is  not  greater  than  pkkl  and 
similarly  it  can  be  shown  that  it  is  not  greater  than 
pjj.    If  any  conductor  Ci  be  inclosed  within  Ck,  it  will 
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have  the  same  potential  as  C^,  and  in  that  case  therefore 

Capacities       The  capacities  j^,  q^  &c.  of  the  condnctors  are  all 

dnctorsall  Positive.    For  suppose  as  before  C*  at  unit  potential  and 

Positive,   all  the  other  conductors  at  zero  potential ;  then  §»  is 

the  charge  of  (7*.     The  potential  diminishes  in  every 

direction  outwards  from  C*,  and  therefore  the  surface 

integral  of  electric  induction  is  positive,  that  is  ^tirqkk  is 

positive.   The  electrification  of  Ck  is  everywhere  positive. 

Induction     ^The  coefficients  of  induction  gj*  are  all  negative.    For 

fidents  all  suppose  Cfc  charged  as  before.      Since  Cj  is  at  zero 

Negative,  potential  and  all  other  conductors  except  C*  are  also  at 

zero  potential,  the  potential  cannot  diminish  in  any 

direction  outwards  from  Cj  and  must  increase  towards 

(7*.    Hence  the  electric  induction  over  (7^,  that  is  ^irq^ky 

is  negative.    If  Cj  be  inclosed  within  another  conductor, 

j^fc  is  of  course  zero. 

The  sum  of  the  coefficients  of  induction  of  the  system 
for  any  one  conductor  cannot  be  greater  than  the  capacity 
of  that  conductor.  The  electric  state  of  the  system 
remaining  the  same,  let  a  closed  surface  be  described 
inclosing  the  whole.  The  potential  cannot  increase  in 
any  direction  outwards  across  this  surface.  Otherwise, 
since  the  potential  is  zero  at  an  infinite  distance, 
a  place  of  maximum  potential  would  exist  in  free  space 
outside  the  conductor.  It  may,  however,  diminish  out- 
wards :  therefore  the  electric  induction  over  the  closed 
surface  cannot  be  negative.  Hence  jn  +  ^2*  +  &c. 
cannot  be  greater  than  g'^*.  When  the  other  conductors 
completely  inclose  C^, 

ilk  +  22*  +  &C.  =  Jkfc. 
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The  first  reciprocal  relation  established  above,  equa-    Electric 
tion  (39),  gives  a  convenient  means  of  exploring  the   explored 
electric  field  due  to  a  charged  conductor  of  any  form.^  .^y^*"7." 
One  electrode  of  a  delicate  electrometer  (Chap.  IV.)  is   charged 
connected  with  the  conductor,  supposed  insulated  and  ^^^1^^^.^^ 
uncharged,  and  the  other  electrode  is  connected  to  the    at  Zero 
eartL     Then  a  small  charged  sphere  carried  by  an     ^  ^  ^*  • 
insulating  handle  is  placed  with  its  centre  at  any  point 
of  the  field,  and  the  electrodes  of  the  electrometer  con- 
nected for  an  instant.    The  conductor  is  thus  reduced 
to  potential  zero.    The  sphere   is  next  moved  from 
point  to  point  in  the  field,  and  the  positions  noted  for 
which  the  electrometer  shows  no  deflection.     These 
positions  lie  on  an  equipotential  surface  of  the  con- 
ductor.   For  by  (39)  the  potential  at  the  conductor 
due  to  the  electrification  of  the  sphere  is  equal  to  the 
potential  which  would  be  produced  at  the  sphere  by  a 
charge  on  the  conductor  equal  to  that  on  the  sphere, 
and   this  part  of  the  potential  is   the  same  for  all 
positions  of  the  sphere  for  which  there  is  zero  deflection. 
By  the  principle  of  superposition  this  must  be  an  equi- 
potential surface  for  all  charges  of  the  conductor. 

The  convenience  of  the  method  consists  in  the  zero 
potential  of  the  conductor,  which  therefore  does  not  lose 
or  gain  electricity,  while  the  exploring  sphere,  which 
can  be  insulated  so  as  to  lose  its  charge  only  with 
extreme  slowness,  is  changed  in  position. 

'  Maxwell,  ElemaUary  Treatise  on  EledricUy  and  Magnetism,  p.  48. 
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Section  III. 

ELECTROSTATIC  CAPACITY. 

ELECTRIC  DISTRIBUTION  ON  ELLIPSOIDS, 

ELECTROSTATIC  CAPACITY  IN  SIMPLE  CASES. 

Electro-  The  capacity  of  an  insulated  conductor  is,  as  we  have 
Capacity,  seen  above  (p.  42),  the  quantity  of  electricity  required 
to  charge  the  conductor  to  unit  potential,  when  all  the 
other  conductors  in  the  field  are  maintained  at  potential 
zero.  Hence  if  the  potential  of  such  a  conductor  be 
V,  the  corresponding  charge  Q,  and  the  electrostatic 
capacity  C,  we  have 

C=^-         (45) 

Capacity  The  capacity  of  a  conductor  depends  on  its  position 

S  herical  relatively  to  other  conductors,  as  well  as  on  its  form 

Con-      and   dimensions,  and  its  determination  in  any  given 

^^  °^*     case   involves   finding   the    distribution   of  electricity 

upon  it  in   the  given  circumstances  when  all  other 

conductors  in  the  field  are  maintained  at  potential  zero. 

The  electrostatic  capacity  is  easily  found  in  \he  following 

cases,  which  will  be  useful  in  what  follows. 

1.  A  Spherical  Conductor  at  an  infinite   distance 
from  all  other  conductors. 

Let  r  be  the  radius  of  the  conductor,  q  its  chaige. 

The  potential  at  the  surface  is  -  and  therefore 


cji. 


(46) 
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or  the  electrostatic  capacity  is  nnmerically  equal  to  the   Capacity 
radius  of  the  sphere.  Spherical 

If  r  is  1,  C  is  also  1 ;  hence  the  unit  of  electrostatic      Con- 
capacity  is  the  capacity  of  a  sphere  of  unit  radius  at  an 
infinite  distance  from  all  other  conductors. 

2.  An  Ellipsoidal  Conductor  at  an  infinite  distance   Capacity 
from  all  other  conductors.  £H*p. 

The  density  of  the   distribution  at  each  point  is     s^idal 
proportional  to  the  thickness  there  of  a  thin  elliptic    ductor. 
homoBoid,*  the  inner  surface  of  which  coincides  with  the 
given  surface.    For  there  can  be  no  force  within  the  Density  of 
ellipsoidal  conductor,  and  it  is  easy  to  show  that  this    libJi^ 
condition  is  fulfilled  by  the  distribution  stated,  which  Diatribu- 
therefore  is  the  only  possible  distribution.     Such  a  thin 
shell  may  be  considered  as  formed  by  subjecting  a  thin 
uniform  spherical  shell  to  homogeneous  strain,  that  is, 
straining  it  so  that  pairs  of  points  initially  equidistant 
and  in  parallel  lines  remain  equidistant  and  in  parallel 
lines.    Let  S  and  S'  be  the  inner  and  outer  surfaces  of  Attraction 
such  a  shell  supposed  composed  of  attracting  matter,  and    Eiiiptj^ 
let  lines  forming  a  small  cone  be  drawn  from  any  point  0  Homceoid 
in  the  interior.    Let  pp'q'q,  rr's's  be  the  portions  of  the    internal 
homoeoid  intercepted  by  the  cone.     The  masses  of    point. 
these  portions  are  the  corresponding  unstrained  masses 
in  the  spherical  shell,  and  the  ratio  of  the  distances 
Opy  Or,  has  not  been  altered  by  the  strain.    Hence 
(p.   14)   the   attractions  of  the  frustums  pp'q^q,  rr's's 

>  Thomson  and  Tait  (Natural  Philosophy,  vol.  i.  part  2,  §  494  g, 
footnote)  caU  a  shell  bounded  by  two  similar,  similarly  situated  and 
concentric  surfaces,  a  hcmaeoid.  When  the  surfaces  are  ellipsoids  the 
shell  is  an  §Uiplie  hovMsoid. 
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Attraction  on  a  particle  at  0  are  equal  and  opposite.  Dividing 
£lUptie    in  &  similar  manner  the  whole  surface  into  pairs  of 

Homoeoid  opposite  elements  by  cones  drawn  from  0  we  can  show 
internal    that  the  resultant  force  at  any  internal  point  0  is  zero. 

point 


Fig.e 


Eqniva-  The  potential  is  therefore  constant  throughout  the 
Law  of  interior.  It  is  evident  therefore  that  an  ellipsoidal  con- 
Density,  doctor  charged  so  that  its  electric  density  at  any  point  is 
proportional  to  the  thickness  of  a  thin  elliptic  homoeoid, 
having  the  conductor  for  its  inner  surface,  exerts  no 
force  at  any  internal  point,  and  hence  that  this  must 
be  the  actual  distribution  on  a  conducting  ellipsoid  in 
equilibrium.  Since  the  density  varies  as  the  thickness 
of  the  material  homoeoid,  it  follows  that  its  values  at 
different  points  are  proportional  to  the  lengths  of  the 
perpendiculars  let  fall  from  the  centre  on  the  tangent 
planes  at  the  respective  points. 

For  let  X  +  dsy  ^  +  df,  z  +  dz,  be  the  point  in  which  the 
outer  surface  is  cut  by  a  normal  dravm  to  the  inner  at  the  point 
X,  y,  z.    These  points  respectively  satisfy  the  equations — 
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^2   +    J2   +   ^    -   ^'  lent 

Law  of 
(:t  +  d^)^     ,    (y  +  dyY     ,     (^  +  dzY    ^  Density. 

.,2  (1  +  „)  "^^  ^  (1  +  „)  :^  ^  (1  +  „) 

If  p  be  the  perpendicular  from  the  centre  on  the  tangent  plane 
at  Xy  y,  r,  and  r  the  portion  of  the  normal  intercepted  between 
the  surfaces,  we  have 

"^   ^\dx  +  ldif+\dz     .     .     .     .     (47) 
p        a^  tr  c^ 

But  by  the  equations  of  the  surfaces  we  have 

{x+dxY        a^       {y+dyY  _  /    ,    {z  +  dzY    _  £«  ^  ^ 

Since  dx^  dy,  dz,  v  are  small  this  is 

or  by  (47) 

r  =  ii?v (48) 

that  is,  the  thickness  of  the  homoeoid  varies  from  point  to  point 
directly  as  the  length  of  the  perpendicular  from  the  centre  on 
^he  tangent  plane. 

The   electric  force   at   a  point  infinitely   near  the     Equi- 
sorfSELce  of  the  ellipsoidal  conductor  has  the  value  ^wa.  F>*^?*^^ 

/»••!•    1  1  Surfaces 

Now  ttoe  rate  of  vanation  of  the  potential  with  distance  Confocal 
outwards  from  the  surface,  or  the  force,  is  inversely  ™^P^°^^^- 
proportional  to  the  distance  between  the  surface  of 
the  conductor  and  an  equipotential  surface  infinitely 
near  it.  Hence  the  distance  is  inversely  proportional 
to  cr,  that  is  to  the  thickness  of  the  material  homceoid ; 
or,  which  is  the  same,  to  the  length  of  the  perpendicular 
firom  the  centre  to  the  tangent  plane  at  the  point 
considered. 

Let  JT,  jr,  r  be  a  point  on  the  surface  of  the  conductor  and  t  the 
distance  from  jr,  jr,  z  along  the  normal  to  a  point  x  +  dx,  x  -{-dy^ 

E 


Therefore 
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Equi-  £  +  dz  ou  a,  neighbonnDg  equipotential  sorface.    We  have  aa 

potential  before 

Surfaces  /jrdx    ,    wdv    .    zdz\ 

Confocal  r  =  p  (^  +  ^ ^^  +        V 

Bat  by  the  considerations  just  stated  r  =  JX//),  where  X  is  a 
small  multiplier  constant  over  the  surface.     Hence 

—  -L  ^'^^  J-  '''^^  -  1  ^ 
a«   "^    ^   "^    r*        */)2 

jx-i^',  *-i^,  *.,^, 

or 

X  fl**      ^    ""  ^'     (:«    ~  ?' 

Hence  to  small  quantities  of  the  second  order 

{x+dx)\      (y  +  d^       {z  +  dzY  _ 
^s  +  X     "^     ^  +  X    "^    c*+X  ^^ 

The  equipotential  surface  infinitely  near  the  conductor 

is  therefore  a  confocal  ellipsoid,  and  we  see  in  the  same 

way   that    the   successive    equipotential    surfaces    are 

ellipsoids  confocal  with  the  given  ellipsoid. 

Proof  for       By  distributing  the  whole  quantity  of  attracting  (or 

Homrooids  repelling)  matter  over  any   equipotential  surface,   so 

of  Maj;-    that  the  potential  may  be  constant  within  the  surface, 
launn  s  ^  ,         * ,  ,  ^  ,        . 

Tneorem.   and  have  the  same  value  at  every  external  point  as  m 

the  actual  case,  we  form  a  thin  elliptic  homoeoid  having 

its  inner  surface  coincident  with  the  surface.    Hence  the 

attractions  of  any  two  thin  confocal  elliptic  homoeoids  ot 

the  same  mass  on  a  point  external  to  both  are  the  same. 

It  follows  that  any  two  elliptic  homoeoids  of  finite 
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tliickness,  the  inner  and  outer  surfaces  of  which  are    Proof  for 
confocal  and  which  have  the  same  mass,  exert  the  same  Homoeoids 
force  at  all  points  external  to  both.     For  it  is  possible    °^  ^^^^ 
to  divide  each  homoeoid  into  the  same  number  of  thin  Theorem. 
homoeoids  which  are  one  by  one  (proceeding  from  within 
outwards)  confocal  with  and  of  equal  mass  to  those  of 
the  other,  and  exert  therefore  the  same  attraction  at  all 
external  points. 

Further,  if  the  hollow  space  within   one   shell   be    Proof  of 
infinitely  small,  that  within  the  other  is  also  infinitely    J^*^'» 
small,  and  we  see  that  two  confocal  ellipsoids  of  equal  Theorem. 
mass  exert  the  same  attraction  at  all  points  external  to 
both.     This  is  Maclaurin*s  Theorem  of  Attraction  of 
Ellipeoids.*    The  mode  of  deriving  it  from  the  theorem 
of  equivalence  of  confocal  homoeoids  of  equal  mass  is 
due  to  Chasles. 

We  can  now  find  the  potential  of  the  ellipsoidal  conductor  for    potential 
any  given  charge.      To  find  the  force    at  any  point  P,  let      of  an 
a  (=   V  fl«  +  X),  p  (=  V^  +  X),  y  (=   Vc2  +  A)  be,  (49)  above,  Ellipsoidal 
the  axes  of  an  equipotential  surface  passing  through  P,  and  let  Conductor 
ds  he  &  small  element  of  the  surface  Including  F.    The  density,         ** 
at  rfff,  of  the  equivalent  electric  distribution  over  tlie  surface,    ^•^'^'^l 
may  be  taken  as  numerically  equal  to  the  thickness  there  of  an        ^^ 
elliptic  homoeoid  with  axes,  a,  jS,  y ;  a  {1  +  dv)  i,  fi  {I  +  dv)!, 
y  (1  +  8p)  i.     If  O  be  the  length  of  a  perpendicular  from  the 
centre  to  the  tangent  plane  at  P,  we  have,  by  (48j  above,  for 
the  thickness  i  sdy  and  for  the  force  2  nabv.    Let  p  and  n  be 
the  corresponding  quantities  for  an  element  ds  of  the  given 
conductor  and  we  have  two  expressions  for  the  total  charge 


/  /  pds  =  Anode,      j  I    toda  =  AvaPy 
2irabebn  =  2rra^bv. 


•  Sec  Thomson  and  Tait'siVo^.  FhiL,  vol.  i.  part  ii.  §§  494,  622. 

E  2 
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Hence  the  force  is  2ir  — -  8>dn  .     Now,  for  the  distance  be- 

atiy 
tween  the  equipotential  surface,  and  one  infinitely  near  it  we 
have  the  value  d\/2&  ;  hence  the  work  done  in  carrying  a  unit 
of  positive  electricity  along  a  line  of  force  from  one  to  the  other 

is  ird»    —   dk.      The  potential    V  is  therefore  given  by  the 

equation, 

F  =  irbnabc   C — — .     .     (50) 

•  -  {a^  +  X)*  (^  +  X)*  (^  +  X)* 

Ca^ityof      Dividing  the  value  of  the  charge,  2wdbchn^  by  this  value  of 
ElUpsoidal  F,  we  get  for  the  capacity  of  the  ellipsoidal  conductor, 
Conductor. 

■^'(«^  +  X)*(^  +  X)*(^  +  X)* 

Ellipsoid  The  integral  can  be  found  in  finite  terms  if  the  ellipsoid  be  one 
of  Kevo-  of  revolution.  Putting  for  this  case  a  =  ft,  and  transforming 
lution.      the  integral  by  writing  1/y*  for  a^  +  X,  we  easily  get 


2       (  .    ,  ^'^~r 


Vfl2~^  I  ^       Vfl2"4rx/o 


Prolate     according  as  c>  or  <«.    Evaluating  these  expressions  we  find 
Ellipsoid,  for  a  prolate  ellipsoid 

c=  f^\_^_^ 

a  1  -  « 

Oblate      and  for  an  oblate  ellipsoid 
Ellipsoid.  , 

c  =  _^-ji^  =  ..-..  .  .  .  (^j 

.      ^  -Ja^  -  (?         8m-i<f  ^    ' 

8m-i 

a 

where  e  is  the  eccentricity  in  each  case. 
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Evaluation  of  the  vanishing  fractions  which  these  values-  of  C 
become  when  c  —  a,  gives  in  each  case  for  a  spherical  surface 
C  =  <h  the  result  otherwise  obtained  above  (p.  47). 

If  now  c  be  so  great  in  comparison  with  a  that  a^c^  may  be    Capacity 
neglected,  (52)  becomes  '  of  a  thin 

Cylinder. 


log- 
a 


(54) 


the  capacity  of  a  right  circular  cylinder  whose  length  2c  is  great 
in  comparison  with  its  diameter  2a. 

If  c  be  so  small   in  comparison  with  a  that  c^/a*  may  be    Capacity 
neglected  (53)  becomes  of  a  thin 

Circular 

(7  =  ??   =    ? (55)       ^^^^• 

n  1-5708...  ^^ 

the  capacity  of  a  thin  circular  disc  of  radius  a. 

3.  A  Conducting  Sphere  surrounded  by  a  concentric    Capacity 
spherical  conducting  shell.  Sphcrkal 

Let  r  be  the  radius  of  the  sphere,  r^  the  internal  Condenser. 
radius  and  r^  the  external  radius  of  the  spherical  shell, 
q  the  charge  of  the  internal  sphere,  /  the  independent 
charge  of  the  shelL  The  potential  of  the  inner  sphere 
due  to  its  own  charge  is  j/r,  the  potential  at  every  point 
within  the  outer  sphere  due  to  q  is  q'/r^.  But  the 
charge  on  the  internal  sphere  produces  an  induced 
charge  of  amount  —  q,  on  the  inner  surface  of  the  shell, 
and  a  charge  +  5  on  the  outer  surface.  The  potential 
of  the  sphere  is  therefore 

^      ^1      ^2      ^2  ^^      ^\^  ^« 

When  the  shell  is  at  zero  potential,  (y  +  q')/r2  (the 
potential   at  its  outer  surface  and   therefore  at  every 


64  ELECTKOSTATIC  THEORY. 

Capacity   point  of  it)  is  equal  to  zero.     Hence  we  get  for  the 

Spherical  capacity 

Coudenser.  xy         ^  ^i  /-/»n 

U  =■ *- (06) 

T^  —  r  ^     ' 

The  nearer  therefore  r  and  r^  are  made  to  equality,  that 
is  the  smaller  the  distance  between  the  inner  and  outer 
conductors,  the  greater  is  the  capacity  of  the  sphere. 

Putting  r^  —  r  ^  r,  and  S  for  the  surface  of  the 
internal  conductor,  we  get  instead  of  (56) 

G:=/^  +  r (57) 

4*  ITT  ^       ' 

The  external  conductor  therefore  causes  an  addition  of 
S/4WT  to  the  capacity  of  the  sphere.  If  t  be  very  small 
this  part  of  the  capacity  is  very  large  in  comparison 
with  the  other  paii;  r,  the  capacity  of  the  sphere  when 
alone,  and  we  may  put  in  this  case 

^=4^r (5«) 

If  several  conducting  shells  each  without  charge  be 

placed  between  the  outer  and  inner  conductors,  and  the 

outer  conductor  be  kept   at   zero   potential;    then  if 

Tj,  T,,  T^,..Tn-i  be  the  thicknesses,  and  r^,  r^,  r3,...r„«i. 

Effect  of   the  internal  radii  of  these  shells,  and  r,  r^  the  radii  of 

mediate    ^^^  inner  and  outer  conductors,  the  expression  for  the 

Conduct-   potential  of  the  sphere  becomes 
ing  Shells.  ^  ^ 

T^     /I   1    1       1      p  1      ^ 

V=q{ -f --&C.  +      

=  ^(I  _1  .  _^i  &c. -_^-r.l ) 

\r     Tn    r^(r^  +  r^)  r„.,(r,.j  4  t,-,)/ 


CAPACITY  OF  LONG  CYLINDKIC  CONDENSEE.  55 

Tf  the  thickness  of  each  shell  is  small  in  comparison  Effect  of 

with  either  radios  of  the  shell  this  becomes  mediate 

/I       1  ^         ^  n-       \  Conduct- 

^  \r     Tn      V     V  ^«-i/ 

For  the  capacity  *  of  the  inner  conductor  we  have 


,_,_(i+^^+fe+-.J„. 


Hence  if  r„  —  r  be  small  in  comparison  with  r  and 
r^  we  get 

^  "  47r{r.-r-(Ti  +  T,  +  ....  +  T,_,n      ^^^^ 

The  effect  of  the  intermediate  shells  is  therefore 
simply  to  virtually  diminish  by  their  united  thickness 
the  distance  between  the  inner  and  outer  conductors. 

4.  A  Conducting  Cylinder  of  circular  section  enclosed      Long 

within  a  coaxial  conducting  shell.  Condenser 

We  shall  suppose  the  length  2c  of  the  cylinder  to  be  ^    oJ*  . 

•  -^u   ^v  *•        /•         *         o      Submarine 

great  m  comparison  with  the  respective  diameters  2a,  Cable. 
26  of  the  cylinder  and  the  internal  surface  of  the  shell, 
and  consider  only  parts  of  the  inner  and  outer  cylinders 
at  distances  from  the  ends  great  in  comparison  with 
either  diameter.  Such  parts  of  the  inner  cylinder  may 
be  regarded  as  within  an  infinitely  long  cylindric  shell, 
that  is  the  distribution  on  both*  cylinders  may  be  taken 
as  uniform  and  the  eflfects  of  the  ejids  neglected. 

*  Since  the  intermediate  Bhells  are  not  at  zero  potential,  the  word 
**  capacity  "  is  here  used  in  a  somewbat  different  sense  from  that  assigned 
to  it  in  the  definition  (p.  46).  It  here  means  simply  charge  per  unit 
cf  potential  of  the  inner  cylinder. 
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Long  By  equation  (54)  the  capacity  of  the  inner  cylinder 

Condenser  P^^  ^^^^  ^^  length  would,  if  there  ^ere  no  external 

or  2c\ 

Submarine  shell,  be  1/(2  loff  — ) ;  and  therefore  if  o-  be  the  surface 

Cable.  '  ^  ^  / 

density  upon  it,  its  potential  would  be  ^iraa  log  (2cja)^ 
But  if  the  exterior  shell  be  at  potential  zero  there  must 
be  on  its  inner  surface  a  distribution  equal  to  that  on 
the  interior  cylinder  but  opposite  in  sign.  The  potential 
within  the  shell  produced  by  this  distribution  is 
—  ^iraa  log  (2c/5),  its  value  at  the  inner  surface  of  the 
shell.  Hence  the  total  potential  at  the  interior  cylinder 
is  given  by  the  equation 

F"=  4!7r<ra  log-> 

and  if  C  be  the  capacity  of  the  cylinder  per  unit  of 
length 

^=r,-6 <60) 

The  same  result  may  also  be  found  as  follows,  by  considering 
both  cylinders  as  infinite  in  length,  and  integrating  Laplace's 
equation  for  the  space  between  them.  Taking  the  origin  on, 
and  the  axis  of  s  along  the  axis  of  the  cylinder,  we  have 
d^F/dx^  =  0,  and  Laplace's  equation  in  the  form 

V         ^^ 
Putting  j^  =  rcoB$t  z  =  rsin  ^,  we  transform  this  to 

dr'^  r  dr 
By  two  successive  integrations  this  gives 

^  =  ji;    F^JB  +  Mogr, 

dr  r 
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Putting  ^  =  -  '^^o-  for  r  =  a,  and  T  =  0  for  r  =  *,  in  these    CyHn^jc 

results,  we  get  ^  =  -  4ircra,  B  =  47rcra  log  b.  Hence  the  potential         ^j. 
of  the  inner  cylinder  is  Submarine 

^  Cable. 

V  =  4ir(j'a  log  -j 

and  the  capacity  per  unit  of  length 

^  "  2     ,      * 

log- 

a 

5.  IVo  parallel  conducting  plates.  ^a^e  of 

This  case  is  important  in  its  application  to  the  con-  Parallel 

struction  of  electrometers  and  of  standard  condensers.  J^l^^es. 

Let  AB,  CD  represent  two  parallel  plates  at  a  distance  d 


Fig.7 


apart,  small  in  comparison  with  any  dimension  in  the 
plane  of  either  plate.  Let  the  potential  of  AB  be  F",  of 
CD  zero.  Consider  the  charge  on  a  portion  of  AB  of  area 
Sj  every  point  of  which  is  at  a  distance  great  compared 
with  d  from  any  edge  of  either  plate.  The  field  of 
force  at  S  between  the  plates  must  be  uniform,  and  of 
intensity  Vjd,  We  have  therefore,  by  Coulomb's  law,  if 
the  electric  density  on  the  disc  be  (t,  o-  =  V/^ird,  and 
for  the  whole  charge  Q  onS,  Q=  VS/^eird.  The  capacity 
C  of  the  disc  is  therefore  given  by  the  equation 


^=4^ («1) 
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Case  of 

two 
Parallel 
Plates. 


ELECTROSTATIC  THEORY. 
For  the  energy  £  of  the  charge  on  S  we  have 

Let  the  total  force  on  S  towards  the  opposite  plate 
be  -f,  then  the  density  of  the  distribution  on  the  plate 
CD  must,  except  near  the  edges,  be  —  <r,  and  the 
attraction  towards  CD  of  a  unit  of  electricity  at  any 
point  on  the  disc  has  the  value  27r(r*     Therefore 


J'=  iira  X  cr/Sf  = 


Hence 


V^d\/^^ 


(62) 


(63) 


Guard-  This  equation  is  of  use  in  the  theory  of  the  attracted 
Pj  ^^  .  disc  electrometer  (Chapter  IV.).  In  such  electrometers 
and  in  standard  air  condensers,  made  with  parallel  and 
movable  plates,  a  portion  at  the  centre  of  one  of  the 
plates  is  everywhere  separated  from  the  surrounding 
part,  which  is  in  the  same  plane,  by  a  narrow  gap."f- 
The   surrounding   part  of  the   plate   has  been  called 

*  Equation  (23),  p.  15,  gives  the  force  on  a  unit  of  positive  elec- 
tricity at  a  point  P  on  the  axis  of  a  circular  disc  of  uniform  density  a. 
When  h  is  small  compared  with  r  the  expression  becomes  2ir<r.  Since 
circular  discs  of  different  radii  fulfilling  this  condition  aU  give  2»<r, 
the  normal  forces  due  to  the  parts  of  the  disc  at  distances  from  P 
greater  than  the  distance,  r,  of  the  nearest  part  of  the  edge,  may 
be  neglected,  and  the  normal  force  at  P  is  2ir(r,  whatever  the  form  of 
the  disc  may  be. 

t  For  a  full  description  ^  the  arrangement  in  different  cases  see 
Chap.  IV. 
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by  Sir  W.  Thomson  (to  whom  the  arrangement  is  due)  Guard- 
the  guard-ring,  and-  the  inner  portion  the  attracted  co^dSnser. 
disc.  Supposing  the  attracted  disc  and  guard-ring 
connected,  they  may  he  regarded  as  forming  an  ar- 
rangement deviating  electrically  only  very  slightly* 
firom  a  continuous  plane  plate.  By  connecting  the  disc 
to  the  guard -ring,  charging  the  guard -ring  and  disc  as 
described  above  to  potential  V,  and  then  breaking 
the  connection  without  producing  discharge,  a  charge 
Q  =  VSI^wd  is  left  on  the  disc.  If  then  the  force  F 
be  measured,  we  have 

^  =  y£-    •     •     •     •    •    (64) 

The  following  arrangement  of  conductors  is  important 
for  its  applications,  especially  to  symmetrical  electro- 
meters. It  consists  of  three  conductors  maintained  at 
different  potentials,  and  f\ilfilling  the  following  con- 
ditions : — One  of  the  conductors  (A)  (in  the  quadrant 
electrometer.  Chapter  IV.,  the  needle)  is  symmetrically 


'JD 


Fie.8 

placed  with  reference  to  the  other  two  (B  and  (7),  and  Theory  of 
is  so  formed  that  one  of  its  two  ends  or  bounding  edges    metrical 

is  well  under  cover  of  B,  and  the  other  end  or  edge  under    Electro- 

°  meter. 

cover  of  C,  so  that  the  electric  distribution  near  each 

*  For  the  amoant  of  the  deviation  see  Maxwell,  Meet,  arid  Mag,, 
ToL  L  pp.  2Si,  307  (sec.  ed.). 
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Theory  of  end  Or  edge  is  uninfluenced  except  by  the  nearer  con- 
metrical  ductor.  One  such  simple  symmetrical  arrangement  is 
Electro-  shown  in  the  figure.  Let  the  potentials  of  Ay  B,  G  he 
respectively  F,  F^,  Fg ;  and  let  A  be  slightly  displaced 
from  JB  towards  G.  This  displacement  may  be  angular 
or  linear,  according  to  the  arrangement  adopted ;  in 
the  quadrant  electrometer  it  is  measured  by  the  angle 
through  which  the  needle  is  turned.  Let  6  denote 
the  displacement  and  k  the  electrostatic  capacity  of  A 
per  unit  of  0  at  places  not  near  the  ends  or  bounding 
edge  of  A,  and  well  under  cover  of  B  and  G.  Then  the 
quantity  of  electricity  lost  by  A  in  consequence  of  its 
displacement  relatively  to  B  is  k6  {V  —  F\),  and  the 
quantity  lost  by  -B  is  kO  ( F"i  —  V).  Similaily  the  quan- 
tities gained  by  A  and  G  in  consequence  of  the  motion 
of  A  towards  G  are  respectively  k6  (^V  —  V^  and 
kd  {V^  —  V).  Multiplying  the  first  and  second  of 
these  quantities  by  V  and  F\  respectively,  the  third 
and  fourth  similarly  by  V  and  Fg,  subtracting  the  sum 
of  the  first  two  products  from  the  sum  of  the  second 
two,  and  dividing  by  2,  we  get  for  the  work  done  by 
electrical  forces  in  the  displacement  the  value 

But  this  must  be  equal  to  the  average  couple  multi- 
plied into  the  displacement  if  the  latter  is  angular,  or 
the  average  force  into  the  displacement  if  the  latter  is 
linear.  We  have  therefore,  denoting  the  force  or 
couple  by  F, 

F=kiv,-r^{r-I^^)  .  .  (65) 
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In  an  arrangemeDt  of  this  kind  when  the  displacement  Theory  of 
is  small  the  couple  or  force  acting  on  A  is  nearly  the   metrica 
same  over  the  whole  displacement,  and  thus  is  nearly    Electro- 
equal  to  the  equilibrating  couple  or  force  due  to  the 
torsion  wire,  or  bifilar,  or  other  arraDgement  producing 
equilibrium.      But   for  small   displacements  this  will 
generally  be    proportional   to   the   displacement,   and 
therefore  also  to  the  deflection  D  on  the  scale  of  the 
instrument,  and  thus 

i)  =  m5  =  c(r,-F,)  (^F-^-T^)  .    (66) 

where  m  and  c  are  constants. 

When  F  is  great  in  comparison  with  V^  and  Fg  this 
reduces  to  ^  =  c'  ( Fj  —  Fg)  the  equation  employed  when, 
as  in  the  ordinary  use  of  the  quadrant  electrometer,  the 
needle  is  kept  charged  to  a  constant  high  potential. 

Let  the  conductors  be  cylinders,  A  of  radius  a,  B  and  Cylindric 
C  of  radius  J,  and  let  A  be  connected  to  5  so  that  cond^s^r. 
F  =  Fi,  while  G  is  maintained  at  potential  zero.  Also 
let  A  be  mounted  so  as  to  be  movable  through  measured 
distances  in  the  direction  of  the  axis.  Since  F  =  F^, 
and  Fj  =  0,  a  displacement  of  A  through  a  distance  x 
to  the  right  or  left  will  (60)  respectively  increase  or 

diminish  the  capacity  of  A  by  an  amount  a;  /  2  log  -• 

The  arrangement  thus  made  constitutes  a  condenser, 
the  capacity  of  which  can,  when  a  and  h  are  known,  be 
altered  through  a  considerable  range  of  accurately 
determinate  values.  The  construction  and  use  of  the 
instrument,  which  is  due  to  Sir  William  Thomson,  is 
described  in  Chapter  IV.  below. 
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Section  IV. 

GREEN'S  THEOREM.    INVERSE  PROBLEMS. 
ELECTRIC  IMAGES. 

Proof  of        Wr  shall  now  prove  Green's  celebrated  theorem  to  which  we 

Green's     shall  have  to  refer  from  time  to  time  in  what  follows.     Let  U^  F, 

Theorem,    be  two  finite,  continaous  and  single-valued  functions  of  x,  y,  z,  the 

coordinates  of  a  point  within  a  closed  surface  Sq  (Fig.  9),  and  a  a 

constant  or  any  given  function  of  jr,y, «;  and  let  also       ,  &c.,  -— , 

dx  ax 


Fig.  9. 

&c.,  be  finite  and  continuous  functions  of  x,  y,  s.     Denoting  by 
E  the  integral 


///-( 


r.d.  "^l^d.^dzTzY'^"^' 


taken  throughout  the  closed  surface  B^  and  integrating  by  parts, 
we  get 
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and  a  similar  expression  for  E,  in  which   U  and  V  are  inter-    proof  of 
changed  Green's 

Here  the  triple  integral  is  taken  throughout  the  space  within  Theorem, 
the  surface ;  and  the  terms  of  the  double  integral  are  taken  as 
neprative  where  a  point  moving  in  the  positive  direction  along 
J",  y,  or  Zj  as  the  case  may  be,  enters  the  surface,  and  as  positive 
where  the  point  emerges.  Considering  the  motion  of  the  point 
parallel  to  the  axis  of  x,  let  a  normal  be  drawn  xmoards  to  the 
surface  at  each  of  the  points  of  entrance  and  of  emergence.  If 
Zj,  /]  be  the  cosines  of  the  angle  which  the  normal  makes  as  at 
jf,  B,  with  the  positive  direction  of  the  axis  of  x  at  an  entrance 
and  an  emergence  respectively,  and  if  ds-^^  ds^  be  elements  there 
of  the  surface,  taken  with  their  positive  sides  turned  inwards, 
we  have  djfdz  —  Ixdsi  at  an  entrance,  and  dydz  =  —  J^ds^  at  an 
emergence.  Hence  for  each  pair  of  elements  the  corresponding 
part  of  the  integral  is 

and  since  we  can  exhaust  the  whole  surface  by  pairs  of  elements 
we  have  for  the  first  term  of  the  integral 


-// 


UaH  ^Ids 
dx 


taken  over  the  surface.  Putting  m,  n  for  the  cosines  of  the 
angles  between  the  normal  and  y,  ^,  at  any  point,  and  pro- 
ceeding in  the  same  manner  we  get  for  the  whole  surface 
integral 

-//''••(4>-/;+4> 

Denoting  the  expression  between  the  brackets,  which  is  the 

dV 
rate  of  variation  of  V  inwards  along  the  normal,  by   -— ,   and 

dv 

using  —   in  the  same  sense  for  JT,  we  have  finally 

--V4>-//Mi(-f) 


64  ELECTROSTATIC  THEORY. 


Proof  of 

Green's 

Theorem. 


=-//'-4>-//j>a(^f) 

+  |{-|'>s{-i'')}***  <"> 

which  is  Green's  Theorem. 
Discon-         If  the  space  rate  of  variation  of  one  of  the  functions  in  any 

^U  direction,  say  — ,  is  discontinuous  within   the   limits  of   inte- 

T-  &c.  f^^ 

ax  ^  ^  f    cllj\ 

gration,  the  terra  -  I  a*  —   1  in  the  second   expression    for    E 

dx\    ax  / 
becomes  infinite,  and  the  triple  integral   involving  this   term 
cannot  be  evaluated.     Let  P  (Fig.  10)  be  a  point  within  the 


space  considered,  at  which  -— ,  &c.,  are  disco«tinuou8,  and  let 

ax 
a  small  closed  surface  S  including  P  be  described,  then  (since 
evidently,  the  theorem  applies  to  any  portion  of  space  pro- 
vided the  surface  integral  is  taken  over  all  the  bounding 
surface  or  surfaces),  we  can  find  the  value  of  E  by  taking 
the  triple  integral  of  the  second  expression  through  the  rest 
of  the  space,   and   adding  to  the  surface  integral  the  value 

of  —   M  ^a'  -7-  ds  taken  over  8.    By  making  /S  small  enough 

we  can  obtain  as  nearly  as  we  please  the  true  and  finite  value 
oi  E, 

Now  suppose  that  the  space  variation  in  any  direction  is  dis- 
continuous at  a  surface  If  this  surface  be  open  we  may  imagine 
a  closed  surface  described  enclosing  it,  and  then  made  to  contract 
until  it  forms  an  infinitely  thin  shell,  8  (represented  by  the  dotted 
line,  Fig.  11),  with  the  surface  of  discontinuity  every  where  betwe^.n 
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its  fiices.    We  find  E,  then,  for  the  rest  of  the  space  within  the     Discon- 
external  containing  surface  Sq  by  adding  to  the  surface  integral  tinuity  of 


8q  the  value  of  —  /  /  Va^  -=—  da  taken  over  the  internal 

surface  5,  the  normal  being  drawn  as  before  at  each  point  from 
the  surface  into  the  space  through  which  the  integral  is  taken. 


dx 


&c 


If  the  surface  of  discontinuity  be  closed,  we  have  only  to  suppose 
a  surface  8  (Fig.  12)  described  around  it  everywhere  infinitely  near 

it ;  and  adding  to  the  surface  integral  over  So    -   I  I  Va*  —ds 


taken  over  S^  and  taking  the  triple  integral  through  the  space 
between  8  and  <SL  we  see  that  the  theorem  holds  for  this  space. 
The  theorem  holds  also  for  the  space  within  the  surface  of 
discontinuity,  when  the  external  boundary  is  taken  everywhere 
infinitely  near  that  surface  on  the  inner  side.    The  theorem  thus 
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Discon- 
tinuity of 


holds  separately  for  these  two  spaces,  and  therefore  for  both 
together,  when  the  surface  integral  over  both  sides  of  the  surface 
of  discontinuity  is  tuken  into  account. 

In  the  name  way  we  may  deal  with  any  number  of  surfaces 
of  discontinuity  arranged  in  any  manner,  and  we  see  that  it  is 
only  necessary  to  integrate  throughout  the  spaces  in  which  the 
space   variations  of  U  are  continuous,  and  add  the  values  of 


// 


dU. 


Surface 
Integral  of 

Electric 
Induction 

derived 
from 

Green*s 
Theorem. 


Fo*        ds  for  both  sides  of   each    surface  of   discon- 
dv 
tinuity. 

Further,  it  is  important  to  notice  that  if  any  portions  of  space 
are  separated  from  the  rest  of  space  and  from  one  another  by 
closed  or  infinite  surfaces,  we  may  treat  them  as  independent 
portions  of  space,  and  appl}*  the  theorem  to  them  separately, 
being  careful  to  include  the  surface  integral  over  each  bounding 
surface. 

We  shall  now  give  some  applications  of  Green's  Theorem. 

dll 

First  let  (7  =  1,  so  that  we  have  -  -  =0,&c.,  also  let  a  =  1,  and 

dx 
V  be  the  potential  of  any  distribution  of  electricity  of  volume 
density  p  at  any  point  within  the  closed  surface  <SV    Appl3'iDg 
the  theorem  to  the  space  within  Sq,  we  get  -^  =  0,  and  therefore 
the  remarkable  relation 


-lIl^-III^''''^'^''' 


(69) 


dV 


Since  -  is  the  space  rate  of  variation  inwards  along  the 
dv 
normal  it  is  equal  to  the  normal  force  N  outwards;  and,  since 
(p.  10)  v^F  =  0  where  there  is  no  electricity,  and  [as  can  be 
proved  independently  of  (13)]  =  -  4irp  where  the  electric 
density  is  p, 


fJNdi  =  ^  jjfpdxdydz. 


which  agrees  with  the  theorem  of  eq.  (13). 

Again,  if  the  portion  of  the  distribution  within  the  surface 
have  nowhere  finite  density  p,  but  consist  of  a  surface  distribution, 
of  density  a  at  any  point,  we  can  apply  the  theorem  by  taking  ac- 
count of  the  corresponding  discontinuities  in  the  values  of  dVfdxy 
&c.  Let  first  the  surface,  *y,  on  which  the  electricity  is  distributed 
be  a  single  open  surface,  as  in  Fig.  11 ;  Fj,  Fo  denote  the  poten- 
tials at  two  infinitely  near  points  on  opposite  sides  of  it,  ana  y^,  p^ 
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normals  at  those  points  drawn  from  the  surface  into  the  space 
between  it  and  Sq,    We  have  putting  cIsq  for  an  element  of  JS^ 

where  the  two  parts  of  the  integral  in  the  second  term  are  over 
the  opposite  portions  of  a  surface  enclosing,  and  infinitely  nearly 
coincident  with  S{d8  being  taken  to  denote  an  element  of  either), 
and  therefore  may  be  regarded  as  taken  over  S.  But  proceeding 
as  at  p.  36,  taking  p  finite,  we  get  for  Poisson's  equation 
d^F/di^  =  —  4irp.  Hence  integrating  over  the  thickness,  r,  of 
the  stratum,  and  putting  pjT  =  a  when  r  is  diminislied  indefinitely 
and  pi,  the  average  density,  is  correspondingly  increased,  we  get 


dF, 
du. 


dFo 


+  4ircr  =  0. 


Hence  (70)  becomes 


n  Nds^  =  4^(  j  ads, 


where  N  is  the  normal  force  at  ds^  in  the  outward  direction  from 
S^     This  also  agrees  with  the  theorem  of  eq.  (13). 

The  same  result  applies  to  a  closed  surface  (wtiich  is  a  parti- 
cular case  of  an  open  surface,  with  opening  infinitely  small),  in 
which  case  with  the  condition  of  zero  density  in  the  interior, 
dVjdv  =  0,  on  the  inner  side  ;  and  so  for  any  group  of  surfaces, 
closed  or  unclosed,  on  which  there  is  electricity  with  finite  surface 
density' — that  is,  at  which  the  electric  force  changes  abruptly. 

Putting  XJ  —Y^  and  a  =  1,  we  get 


\imi 


=  -  Hr^Ids-  {{[r.v^vdxdjfdz,  (7i) 

Let  F  denote  the  potential  at  any  point  of  any  finite  distribution 
of  electricity,  and  let  the  triple  integral  on  the  left  be  taken  through 
all  space.  The  surface  integral  on  the  right  includes  the  surface 
integrals,  which,  as  we  have  shown,  belong  to  each  surface  dis- 
tribution.    Wherever  there  is  a  volume  distribution  we  have 

c  c      dV 
V'F=— 4fr/>,   elsewhere  v*^=0.    Again  -  /  /  V-^  ds  taken 

over  the  external  closed  surface  8q  becomes  zero  when  8^  is  at 

F  2 
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f  fdV 
Enei;^     an  infinite  distance  from  the  electrical  distribution,  f or  /  /  -r-  ds 

prored     ^°  constant  for  all  distances  at  which  Sq  encloses  the  whole 
Malytic-   distribution,  and  F  =  0. 
ally  ^0  pc^  of  the  surface  integral  depending  on  the  electrified 

surfaces  b  -  /  /  I  ^  +  ~d~)^*  taken  over  all  the  surfaces^ 

and  this  as  we  have  seen  is  4ir/  jtrds  taken  over  the  sanae 

surfaces.   Hence  we  find,  putting  F*  for  the  quantity  in  brackets 
on  the  left,  and  dividing  by  8ir, 

i  jjJF*dxdydz  =  \jjrad*+  \  jjjrpdxdgd:, 


Solution  of 

Laplace's 

Equation 

for  g^ven 

suriace 

conditions 
is  unique. 


the  energy  equation  found  synthetically  above. 

It  has  been  shown  analytically  (Thomson  and  Taifs  Nat  Phil. 
vol.  i.  part  i.  App.  A.  (d),)  that  a  function  V  exists  which  has 
a  given  value  for  each  point  of  any  surface  or  surfaces  in  the 
electric  field,  and  satisfies  the  equation  v'F=  0  at  every  other 
point.  This  is  the  case  of  an  electrified  system  bounded  by 
surfaces  at  which  the  potential  is  given  in  a  dielectric  containing 
no  electricity  external  to  these  surfaces,  and  since  the  conditions  of 
the  problem  are  physically  possible  it  must  have  at  least  one 
solution.  A  solution  of  this  equation  with  the  given  surface 
condition  therefore  exists,  and  we  can  prove  easily  that  there  is 
only  one  such  solution. 

From  this  it  follows  that  if  the  potential  be  given  over  any 
surfaces  in  the  electric  field  it  is  determinate  throughout  the  rest 
of  the  field,  in  the  presence  there  of  any  given  electric  distriba- 
tion.  For  the  potential  at  each  point  due  to  the  given  distribution 
is  everywhere  determinate  (provided  the  electric  surface  or  volume 
density  is  finite  at  every  point) ;  hence  if  Fj  denote  the  potential 
at  any  point  of  the  surface  due  to  the  given  distribution,  and  V 
be  the  actual  potential  at  the  same  point,  then  V  —  Vi  can  be 
found  for  each  point  of  the  surface,  and  this  will  be  the  sjrstem 
of  surface  values  of  the  function  which  satisfies  ^^V=0,  of  which 
there  exists  a  solution. 

"We  shall  now  prove  that 

1.  If  the  potential  be  given  at  each  point  of  a  surface  or  S5^8tem 
of  surfaces  described  in  an  electric  neld,  then  for  any  point  of 
the  field  for  which  there  exists  a  finite  value  of  the  potential 
there  is  only  one  such  value.  The  surfaces  may  be  open  or 
closed,  and  there  may  be  any  given  electric  distribution  in  the 
space,  whether  within  or  without  the  given  surfaces. 
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For  let  a  finite  value  of  the  potential  at  any  point  P  be  F,  then  Solntionof 
F  must  satisfy  the  characteristic  equation  Laplace's 

Equation 

d^F  ,    cPF  ,    €^r  ,    ,  ^  formven 

.-—  +  3^-r^+;T^  +  4»rp  =  0,  surface 

da^        df        dz^  conditions 


where  p  is  the  (finite  or  zero)  value  of  the  volume  density  of 
the  electric  distribution  at  P ;  or  if  an  electrified  surface  exists 
in  the  field,  the  values  of  the  rates  of  variation  of  F  from,  the 
snrface  along  normals  v^  •  drawn  at  any  point  must  satisfy  the 
equation 


IS  unique. 


i^ 


di/ 


Let,  if  possible,  F,  be  another  value  of  the  potential  at  P,  equal 
to  F,  the  given  value  at  each  point  of  the  given  surfaces  and 
satisfying  these  equations  everywhere  else.  We  see  at  once 
that  a  potential  F-  F^,  satisfies  all  the  conditions  for  the  case  in 
which  the  potential  is  zero  at  the  given  surfaces,  and  both  a  and 
p  are  zero  everywhere  else.  But  in  this  case,  since  the  potential 
is  also  zero  at  an  infinite  distance,  it  must  be  zero  everywhere 
else,  otherwise  there  would  be  one  or  more  points  of  maximum 
or  minimum  potential  in  space  void  of  electricity.  Hence  F=  F„ 
that  is,  there  is  only  one  value  of  F  which  satisfies  the  equations 
At  every  point,  and  coincides  with  the  given  value  for  every 
point  on  the  surface. 

2.  There  is  one  and  only  one  distribution  of  electricity  over  a 
given  surface  or  system  of  surfaces  in  the  electric  field  which  for  a 
given  distribution  elsewhere  than  on  the  surface  corresponds  to 
an  arbitrarily  given  potential  at  each  point  of  the  surface ;  and 
only  one  value  of  the  potential  can  be  produced  at  each  point  of 
the  surface  when  a  given  distribution  of  electricity  is  made  over 
the  surface. 

M  F,  V,  the  potentials  on  opposite  sides  of  the  surface,  be 
arbitrarily  given  at  every  point  we  have  seen  that  the  potential 
is  single  valued  at  every  point  in  the  field.     Hence  the  density 

(  —  -| )  which,  p.  28  above,  must  exist  on  the  surface 

^\dp        di/  / 
is  also  single  valued. 

Again,  if  this  distribution  be  made,  the  given  potentials  at  the 
snrface  will  be  produced.  For,  if  not,  let  F^,  F/,  instead  of  F,  F, 
be  the  potentials,  on  the  two  sides  of  the  surface,  produced  at 
any  point 


Surface 
Distribu- 
tion pro- 
ducing 
given 
Potential 
at  every 
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Potential 
produced 
by  any 
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We  have  then  the  two  equations 


Surface 
Distribu- 
tion pro- 

dacing 

given 
Potential 
at  every 
point,  and  Sabtracting  we  get 
Potential 
produced 

by  any 

^ven 
Distribu- 
tion, both 

unique. 


'::^'§^^- 


0. 


Z  +  d.'  +^-  =  ^- 


dv        "^         dw' 


Green's 
Problem. 


Solution. 


Hence  V  -  Fj,  V  -  Vi  are  values  of  the  potential  at  points 
infinitely  near  one  another  on  opposite  sides  of  the  surface  in  the 
cose  in  which  <r  is  zero,  and,  since  Poisson's  equation  is  by 
hypothesis  satisfied  in  the  case  both  of  F,  F',  and  Fj,  Fj',  we  see 
that  F  -  Fi,  V  —  Fj'  correspond  also  to  the  case  in  which  p  is 
zero.  But  when  a  and  p  are  everywliere  zero  the  potential  is 
everywhere  zero,  and  we  have  F  =  F„  V  =  F/ ;  that  is,  the 
distribution  does  produce  the  given  potential. 

From  (2)  we  see  that  electricity  can  be  distributed  in  one,  and 
only  one,  way  on  any  surface  or  surfaces  in  the  electric  field  eo 
as  to  produce,  with  any  other  given  distribution  in  the  field,  any 
required  potential  at  any  point  infinitely  near  the  surfaces,  and 
that  the  potential  at  any  other  point  is  perfectly  determinate. 
The    density    of    the    distribution     at    each    point    must    be 

_    —  ( _-l    I    — i),  and  therefore  there  is  only  one  quantity 

4ir  \dvi    ~  dp9  / 
of  electricity  whicn  can  be  thus  distributed. 

It  was  proved  by  Green  that  if  cr  be  the  surface  density  required 
at  any  element  E  (Fig.  13)  of  a  surface  in  order  to  produce  by  its 


Fig.  13. 


own  action  a  potential  infinitely  near  that  point,  equal  to  that  pro- 
duced by  a  unit  of  electricity  at  a  point  P  not  on  the  surface, 
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the  potential  F  at  P  due  to  a  surface  distribution  which  produces   Solutioiu 
any  arbitrary  potential /(i?)  at  E  is  given  by  the  equation 

7  =  Ij"  ^f{E)d» (72) 

the  integral  being  taken  over  the  surface.  For  if  E'  be  any 
other  element  and  o-'  the  density  there,  corresponding  to  cr  at  E^ 
we  have 

crW  1 


J  J  EE' 


EP 


If  o-j  be  the  density  at  E  of  the  distribution  required  to  produce 
potential /(^  at  E  we  have  for  the  potential  at  F  produced  by 
this  distribution 

by  the  last  equation.     But  this  integral  may  be  written 
and  by  the  definition  of  o-i 

AB)  =  //^:. 

Hence 

F=  jaf{E)d8, 

The  value  of  a-  is  found  below  (p.  79)  for  the  case  of  a  spherical 
surface. 

The  direct  problem  which  presents  itself  in  electro-     Direct 
statics  is  the  determination,  for  a  given  system  of  con-  ^f  Eiectro- 
ductors  with  given  charges,  of  the  potential  at  every    statics. 
point  of  the  field,  and  the  density  of  the  distribution 
at  every  point  of  the  conductors. 

It  is  easy  to  show  that  if  the  charges  are  given,  there 
is  only  one  possible  distribution  on  the  conductors,  and 
it  follows  from  what  has  been  proved  above,  that  the 
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potential  at  every  point  of  the  field  is  also  unique 
in  value.  To  pi-ove  that  the  distribution  is  unique 
consider  a  system  of  conductors  the  charges  of  which 
are  separately  zero.  The  potential  over  each  conductor 
must  for  equilibrium  be  constant,  and  must  be  zero. 
For  if  not  zero,  the  potentials  must  either  have  all 
the  same  positive  or  negative  value,  or  have  different 
values.  In  the  latter  case  the  potential  cannot,  since 
there  is  no  maximum  or  minimum  of  potential  in  the 
field,  increase  outwards  from  one  part,  and  diminish 
outwards  from  another  part  of  the  surface  of  the  con- 
ductor, whose  potential  is  numerically  greatest.  Hence 
the  electric  induction  across  every  element  of  the 
surface  has  the  same  sign,  that  is,  every  element  is 
electrified  in  the  same  manner.  But  this  is  impossible, 
since  the  whole  charge  is  zero.  In  the  case  of  all  the 
conductors  at  one  potential  we  may  apply  the  same 
test,  with  the  same  result,  to  any  conductor.  We  see, 
therefore,  that  the  surface-density  on  each  must  be 
everywhere  zero. 

Let  now  F^,  V^  &c.,  and  V\,  V'^  &c.,  be  two  possible 
systems  of  potentials  corresponding  to  the  given  charges, 
then  —  F'p  —  F^'g,  &c.,  will  be  a  possible  system  of 
potentials  for  equal  and  opposite  charges,  and  F^  —  V\, 
V^  —  F'2  &c.,  possible  potentials  when  their  charges 
are  zero.  But  in  this  last  case  we  have  seen  that  the 
conductors  are  not  electrified,  and  therefore  F^  =  V\, 
V,  =  V'^  &c. 

The  potentials  at  the  conductors  are  thus  unique  in 
value,  and  we  have  seen  (p.  69)  that  the  potential  at  any 
point  in  the  field  is  also  unique  in  value.     The  outward 
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force  It  at  any  point  of  each  conductor  is  thus  fixed  in 

value,  and  since  JB/47r  is  the  electric  surface  density  at 

the  point,  the  charges  can  be  distributed  in  only  one 

manner. 

The  direct  problem  stated  above  has  only  been  solved  pi^®"® 

in  certain  cases,  but  the  inverse  problem  of  finding  a 

system  of  conductors  and  charges  which  will  produce  a 

given  possible  system  of  potentials,  can  be  solved  with 

comparative  ease,  and  the  results  applied  to  the  solution 

of  cases  of  the  direct  problem.^     We  shall  now  give 

some  examples  of  this  mode  of  proceeding. 

If  any  surfaces  whatever,  open  or  closed,  be  described  ^.^,<^® 
.  DistriDu- 

in  the  electric  field,  it  has  been  proved  (p.  69  above)      tion 

that  it  is  possible  to  find  one,  and  only  one,  distribution  replacing 
of  electricity  over  these  surfaces  which  shall  produce  system. 
at  each  point  of  them,  and  at  each  point  of  space 
entirely  separated  from  the  electric  distribution  by 
those  of  the  surfaces  which  are  closed  or  infinite,  the 
same  potential  as  is  produced  in  the  actual  case. 
For.  example,  let  S^,  S2,  S^  (Figs.  14  and  15)  be  three 
surfaces  drawn  in  the  electric  field  of  the  distribu- 
tions, it  is  possible  (p.  69)  to  find  one,  and  only  one, 
distribution  over  S^,  S^,  S^,  which  shall  produce  over 
each  of  the  surfaces,  and  throughout  ff^  and  JJg,  the 
same  potential  as  is  produced  by  M.  The  potential 
at  any  point  of  Z'depends  on  the  given  surfaces,  S^,  8^,  S^ 
and  since  the  potential  at  every  point  of  the  surfaces  is 
given,  is,  as  we  have  seen,  perfectly  determinate. 

Further,  the  part  of  this  distribution  over  any  closed 

*  See  Maxwell's  EUmeiUary  Treatise  on  Electricity,  p.  72  et  acq. 
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Surface    or  infinite  surfaces  separating  a  region  within  which  lies 
^ion  °'  any  part  of  the  actual  distribution  from  the  rest  of  space 

replacing 

given 

system. 


is  such  as  to  exactly  produce  at  each  point  of  space 
external  to  that  region  the  same  potential  as  is  pro- 
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duced  by  that  part ;  for  it  is  clear  that  the  potential  at 
any  point  of  the  surfaces  will  be  that  which  would  be 
produced  by  the  actual  distribution  and  (p.  68  above) 
the  potential  produced  by  the  electrified   suifaces  at 


Surface 
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tion 
replacing 
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system. 


every  point  of  the  space  which  they  separate  from  the 
electric  distribution  coincides  with  that  due  to  the 
actual  distribution.  For  example,  if  H^,  H^,  H^  (Figs. 
16  and  17)  be  regions  within  which  are  distributions 
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m^,  m^  mj  separated  by  the  surfaces  S^,  S^,  S^  from  H, 

the  rest  of  space,  the  distribution  over  S^  produces  the 

same  potential  throughout  ff^  H^  and  f  as  is  produced 

by  m^,  and  similarly  for  m^,  m^.    Hence  the  potential  at 

each  point  of  S^,  S^  S^,  and  throughout  ff,  is  that  due 

to  w^,  mj,  TTij  jointly.^ 

Distribu-       Suppose  a  surface  S  taken  in  the  electric  field  to  be 

Condmit-  *^  equipotential  surface  for  the  given  distribution,  we 

ingSurface  see  from  what  immediately  precedes  that  electricity  can 

"^given*^  be  distributed  oh  that  surfetce  so  as  to  produce  potential 

Internal   ii^  the  space  Ay  on  one  side  of  the  surface,  eqtuil  to  tJuzt 

produced  by  the  electricity   (in   some   cases  part  only 

of   the   whole  distribution,   in   others  the   whole)    in 

the  sfpojce  jB,  on  the  other  side  of  the  surface.     We  may 

suppose   the    distribution   on   the   surface   made,   and 

the  original  distribution  in  B  removed.     The  potential 

throughout  B  must  be  constant,  and  the  electric  force 

there    zero,    and    the    resultant   force    at    any  point 

infinitely  near  the  surface  on  the  side  A  is  normal  to 

the  surface.     Hence  if  -B  be  this  normal  force,  taken 

positively  when  from  the  surface  towards  A,  the  electric 

surface  density  at  the  point  is  B/4fir.     This  result  had 

already  been  found  (p.  29  above),  but  we  have  now 

seen  that  it  is  the  unique  solution  of   the   problem. 

We  shall  find  many  examples  of  its  utility  in  what 

follows. 

Definition       The  distribution  in  the  space  B  which  produces  in 

Elec^c    *^®  space  A  on  the  other  side  of  the  surface  the  same 

Image,     potential  as  is  produced  by  the  distribution  supposed 

^  See  Thomson  and  Tait,  Nat.  Phil.  vol.  i.  part  iL  p.  56,  ei  seq.^ 
from  which  Figs.  14—17  are  taken,  with  slight  modiGcations. 
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made  as  above   on  the  surface  is  called  an  Ulectric 
Image. 

Let  now  the  system  of  conductors  be  three  in  number,    Sphere 
a  sphere  S  of  radius  a,  and  two  external  conductors,  influence 
S^y  Sj,  Fig.  18,  of  dimensions  so  small  in  comparison  with  o(  Electric 
a  that  a  charge  of  electricity  on  either  may  be  considered    Extmii 
as  concentrated  at  a  point.    Let  the  distance  of  S^  from     ^^^^ 
C,  the  centre  of  S,  be  /,  the  distance  of  S^  from  P 
r^j,  and    let  S^    be    insulated    and    charged  with   a 
quantity  q  of  electricity,  jSj  insulated  but  uncharged. 


and  S  uninsulated,  and  therefore  at  zero  potential.  By 
the  theory  given  above  (p.  38) 

where  ^b2  is  the  mutual  coefficient  of  potential  of  S^  and 
S,  Py^  (=  l/rjg)  that  of  8^  and  8^,  and  q^  the  induced 
charge  on  8.  But  since  the  potential  of  8  is  zero,  and 
every  element  of  the  charge  of  ;S^  is  at  a  distance  a  from 
the  centre 

?  +  f  =.0or2.  =  -?2.     .     .     .     (73) 
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Sphere         Taking  Sj   infinitely  small   and   infinitely  neax  the 
Influence  Surface  of  the  sphere  so  that  Fg  =  0,  we  have  for  this 

of  Electric  (333^ 

Charge  at  <• 

External  n  ^  —  CTA^ 

Point  ^"""'r^n/f ^'^^ 

Let  JSj  Fig.  19,  be  the  position  of  the  centre  of  Co,  P'  a 
point  in  FC  taken  so  that  PV  :  CE  ::  CE :  CP,  that 


is,  so  that  the  triangles  PEC,  EP'C,  are  similar,  and 
CP  =  a^lf.    Hence  EP  =  r^^a/f,  and  therefore 

Electric  Equation  (73)  shows  that  the  amount  of  the  induced 
Spherical  charge  on  the  sphere  S,  called  forth  by  a  charge  q  con- 
Surfaces,  centarated  at  P,  is  —  a//,  q,  and  that  the  potential  which 
this  charge  produces  at  each  point  of  the  surface  of  S, 
and  therefore  also  at  every  external  point,  is  the  same 
as  that  which  it  would  produce  if  concentrated  at  the 
internal  point  P',  while  the  potential  which  it  produces 
at  every  internal  point  is  equal  and  opposite  to  that 
due  to  2  at  P. 
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Passing  from  potentials  to  forces,  the  force  at  every    Electric 
external  point  due  to  the  induced  distribution  is  the   sphmcal 
same  as  that  which  would  be  produced  by  —  a//,  q  at  P,    Surface. 
and  at  every  internal  point  is  equal  and  opposite  to  that 
produced  by  the  charge  of  amount  q  at  P, 

We  can  now  find  the  distribution  on  S.  The  resultant 
force  on  a  unit  of  positive  electricity  at  E  is  that  due  to 

an  attraction  —  -v.  —^  along  EF  and  a  repulsion  ^^ 

J  J:  J!r'  IrJL 

along  FE.    Resolving  these  forces  along  PC  and  EQ 

we  have  for  the  component  in  the  direction  PC,  the 

CP  CF   a 

expression  q-p^i  "  ^  pt-pz  />  ^^^  ^^^  ^^  component  in 

the  direction  EC,  —  q  -p^  +  q  -pyh  f '    Since  FE  =  PE  ^ 

and  CF  =  a^/f  the  former  expression  vanishes,  and  the 
radial  component,  which  from  the  vanishing  of  the  other 

1    /2  —  a^ 
component  we  see  is  the  resultant  force,  is  —  g'  pj^ • 

By  Coulomb's  theorem,  if  a  be  the  density  at  E,  we  get 
from  this  expression  and  Fig.  19 

^^-^    ^TT.CE'PE''     •     •     •     (^^) 

The  density  at  any  point  of  the  surface  is  therefore 
inversely  as  the  third  power  of  the  distance  of  the  point 
from  that  at  which  the  inducing  charge  is  situated. 

The  point  P'  is  called,  from  the  optical  analogy  of 
virtual  images  formed  by  reflection,  the  Electric  Image 
of  the  point  P  in  the  spherical  surface  S,  The  external 
potential  and  electric  force  produced  by  the  induced 
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Electric    electrification  on  the  surface  called  forth  by  j  at  P  are 
Sphmoa  those  due  to  a  virtual  charge  of  amount  —  a//,  q  at  P, 
Surface.    \\^i  jg^  are  the  same  as  would  be  pro  Juced  by  this  charge 
at  P  if  the  conductor  S  did  not  exist. 

We  see  easily  that  P  and  F  are  conjugate  to  one 
another — that  is,  while  P  is  the  image  of  P  for  the 
sphere  S  influenced  by  a  charge  at  P,  P  is  the  image  of 
P  for  the  same  sphere  influenced  by  a  charge  at  P. 
For  suppose  a  charge  j  to  be  placed  at  P  within  the 
conductor  S  supposed  at  potential  zero,  the  external 
potential  is  everywhere  zero — that  is,  the  induced 
electrification  produces  an  external  potential  and  electric 
force  everywhere  equal  and  opposite  to  that  produced 
by  q.  In  this  case,  since  q  is  within  S,  q^,  the  induced 
charge  on  S,  is  —  q.  Proceeding  as  before  with  this 
value  of  qs,  we  find  that  the  internal  potential  and 
electric  force  due  to  the  induced  electrification  is  that 
due  to  a  virtual  charge  —  y  at  P,  and  that  for  the 
density  at  any  point  .ff  in  5  we  get  as  before 

a«-/s     1  PA. PA'     1      ^^, 

^  =  ~  ^  "i^  Pr^"^    47r.CE    PP  ^^^^ 

The  induced  electrification  produced  by  any  given 
external  or  internal  electric  system  can  be  found  by 
determining  the  distribution  due  to  each  point  of  the 
system  and  superimposing  the  distributions.  Hence  an 
electric  system  on  the  other  side  of  the  spherical 
surface  is  determined  which  would  produce  on  the 
same  side  as  the  given  system  the  same  potential  at 
every  point  as  is  produced  by  the  induced  distribution. 
This  system  is  made  up  of  elements  which  are  the 
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electric  images  of  the  elements  of  the  inducing  system,    Electric 
of  which  it  is  therefor^  said  to  be  the  electric  image.       sphwical 
Thus  let  the  system  be  a  series  of  charges  q^,  q^y  &c.,    Surface. 
at  external  points  P^,  Pj,  &c.,  whose  distances  from  the 
centre  of  the  sphere  are  f^,  /g,  &c.,  the  charge  on  the 

sphere  is  then  —  a  S  ^;  and  the  density  at  any  point  is 

-L^^^-^'^A^     .    •    •    (78) 

the   summation  being  taken   for  every  point  of  the 
inducing  system. 

If  the  system  be  internal  the  charge  on  the  sphere  is 
—  2j,  and  the  density  is 

where/' =  2^(7. 

If  the  sphere  be  at  zero  potential  under  the  influence 
of  both  an  external  and  an  internal  system,  the  charge 
on  the  sphere  will  be  the  sum  of  the  charges  and  the 
density  the  sum  of  the  densities  in  these  two  cases 
taken  separately. 

If  the  sphere  be  insulated  and  at  potential  F",  the    Induced 
distribution  is  obtained  by  superimposing  on  the  in-  bution"on 
duced  distribution  just  found  a  uniform  distribution  of  Insulated 
density    V/4nra,      Hence  we   have  for  the  density  in 
this  case 

)  .    (79) 
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Induced    according  as  the  inducing  distribution  is  external  or 

butionon  internal     Equivsdent  expressions  for  the  density  in 

insoJAted  terms  of  the  charge  Q  on  the  sphere  are  easily  obtained 
opnere.     *  -i      •       .        «  ,  . 

by  substituting  from  the  equation 

a        f 

It  is  instructive  and  easy  to  calculate  from  these 
expressions  for  a  single  inducing  point-charge  the 
density  of  the  distribution  on  the  sphere  at  the  points 
nearest  to  and  farthest  from  P,  to  find  when  these  are 
opposite  in  sign,  and  in  this  case  to  determine  the 
position  of  the  circular  line  of  zero  density  on  the 
sphere  for  given  values  of  Q,  q,  a,f. 

Electric  We  may  consider  a  single  point-charge  as  on  a  sphere 
°T^  ^    ^f  centre  P,  and  radius  b  so  small  that  the  distribution 

Spherical  on  the  small  sphere  may,  so  £eu:  as  its  effect  on  the 

ductore  distribution  of  the  large  sphere  is  concerned,  be  taken 
wh^°h     ^^^^^^  ^  uniform  or  as  concentrated  at  the  point  -P. 

is  small :  When  the  radii  of  the  spheres  are  comparable  with  one 
another  and  with  the  distance  between  their  centres, 
the  distributions  mutually  influence  one  another,  and 
the  effect  of  either  can  only  be  expressed  by  an  infinite 
series  of  electric  images.  When  b  is  very  small  com- 
pared with  a,  all  these  images  may  be  neglected  except 
the  first  image  of  the  smaller  sphere.     We  have  then 

the  respective   values  q,  ?  (r  —  f_    21/}  +  ^^lf>  ^^^ 

the   charge  and  potential  of  the  smaller  sphere,  and 
Q  (=  Va  ^  q. a//),  V,  for  those  of  the  larger  sphere. 
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Hence  (p.  32)  the  electric  energy,  E,  of  the  system  of 
two  conductors  is  given  by  the  equation 


(80) 


The  work  done  by  electric  forces  in  separating  the    Mutual 
spheres  by  a  small  distance  df  will  alter  E  by  an    betweon 
amount   dEjdf.df,   that   is   -  dEjdf  is    the   mutual     *^®™' 
repulsive  force  between  the   spheres  in  the   line   of 
centres.    But 

_dE  _Qq  ,     2r-a'    _a  ,,  af        ,.^.. 

The  force  will  therefore  be  an  attraction,  zero,  or  a  when 
repulsion  according  as  either  of  the  equivalent  ex-  and  when 
pressions  on  the  right-hand  side  is  negative,  zero,  or  Repulsive. 
positive.  Hence  it  is  an  attraction  if  F"  or  ^  is  zero, 
that  is,  if  the  sphere  is  uninsulated,  or  if  it  has  no 
charge  on  the  whole.  Also  if  /  is  but  little  greater 
than  a,  that  is,  if  the  smaller  sphere  be  very  near  the 
sur&ce  of  the  larger,  f*  --  a*  is  very  small,  and  the 
force  is  an  attraction.  If  Q  have  the  same  sign  as  q, 
and  be  greater  than  q .  a'/ (2/*  -  a'O/C/*  -  0>  <^r  if  V 
be  positive  and  greater  than  q  ./"/(/*  —  a*),  the  force  is 
a  repulsion.  These  results  explain  the  apparent  anomaly 
of  the  attraction  of  a  small  charged  sphere  by  a  similarly 
charged  conductor,  when  the  distance  between  them  is 
small,  and  the  repulsion  between  them  when  they  are 
at  greater  distances. 

G  2 
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IniBKes 
in  Infinite 


in  Sphere 
of  large 
radios. 


If  d  be  the  shortest  distance  of  any  one  of  the  points 
Plane  or*  ^  i^oTd  the  surface  of  the  sphere,  we  have  /  =  d  -{-  a, 
and  f*  ^  a*  =  d  {d  -^  2a),  Hence  if  a  is  very  great  in 
comparison  with  d,  that  is,  if  the  surface  be  an  infinite 
plane  (Fig.  20),  or  if  the  point  F  be  near  the  surface, 
we  have  when  F  =  0 

n.  -  -   ^  ^y^^ 


(82) 


Electric 
Image  in 

Plane 

coincident 

with 

Optical 

Image. 


Considering  again  the  sphere  of  finite  radius  a,  we 
have  for  the  shortest  distance  of  the  image  of  any 
point-charge  P  from  the  sphere,  the  value  a  —  a^jid  -h  a), 
or  rf/(l  +  dja).  Hence  if  a  is  very  great  in  comparison 
with  rf,  this  value  becomes  approximately  d,  that  is  the 
image  is  on  the  normal  to  the  surface  and  at  the  same 


Fig.  20. 


distance  behind  the  surface  that  P  is  in  front  of  it.    Also 
since  in  this  case  alf  =  aj{a  +  cQ  =  1  nearly,  the  image- 
charge  is  —  g'  to  the  same  degree  of  approximatioiL 
The  distribution  on  an  infinite  plane  might  obviously 
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have  been  obtained   at  once  without  considering  the     Direct 
plane  as  a  case  of  a  sphere.     For  clearly  the  plane  is  a  gatbn  for 
sorface  of  zero  potential  for  -{-q  ai  P  and  —  q  ht  P*,  the    Infinite 
optical  image  of  P  in  the  plane.     The  electrification  of 
the  plane  is  therefore  equivalent,  for  all  points  to  the 
left  of  the  plane,  to  the  charge  —  j  at  P*.     But  the 
normal  force  outwards,  that  is,  from  the  plane  towards 
the  space  in  which  F  is  situated,  is  —  ^qdjPE^,  and  the 
electric  density  at  E  is   therefore  -- qdj^ir  PE*,    The 
results  obtained  above  are  thus  verified. 

It  is  easy  to  show  that  th6  integral  of  this  expression 
for  the  density  taken  over  the  plane  is  —  j,  the  value 
which  it  ought  to  have,  since  the  space  to  the  left  of 
the  plane  may  be  supposed  inclosed  by  the  plane  and  a 
conductor  at  an  infinite  distance.  Let  hs  be  an  element 
of  the  surface  at  E.  The  projection  of  &  on  a  plane  at 
right  angles  to  PE  is  Zs .  dIPE,  and  a  cone  with  base  &, 
and  vertex  P  wiU  therefore  intercept  on  a  sphere  of 
unit  radius  and  centre  P,  an  area  Ss.d/PE^,  The  integral 
of  this  taken  over  the  plane  is  therefore  27r,  one-half 
the  area  of  the  unit  sphere,  and  we  get 


qd    f  Ss    ^ 


When  two  or  more  conductors  are  electrified  in  the   Mutnally 
same  field,  the  distribution  on  any  one  is  influenced  by     ^°?"" 
that  on  the  others,  and  hence  the  determination  of  the      Con- 
actual  distribution  becomes  a  problem  of  great  difficulty,      ^^  ^^ 
the  solution  of  which  has  not  been  obtained  except  in 
certain  cases.     These   have   for  the   most  part  been 
solved  only  by  the  method  of  Electric  Images  combined 
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Mutually  with  the  principle  of  Electric  Inversion,  by  which  the 
encing  solution  of  any  electric  problem  can  be  transformed 
Con-  into  the  solution  of  any  number  of  other  problems. 
These  methods  are  due  to  Sir  William  Thomson,  to 
whose  papers  we  must  refer  for  full  information  regard- 
ing them.^  We  give  here,  however,  the  solution  of  the 
problem  of  the  distribution  on  two  parallel  conducting 
plane  sheets  of  unlimited  extent  acted  on  by  a  point- 
charge  placed  between  them,  and  a  short  explanation 
of  the  method  of  inversion  with  one  or  two  examples  of 
its  use. 


-—f 


Fig.  21. 


Let  A,  B  (Fig.  21)  be  the  traces  of  two  parallel 


Two 

plwies     conducting  planes  of  infinite  extent  maintained  at  zero 
withPoint-  potential,  on  a  perpendicular  plane  through  P^  a  point 

between 
them. 


between  them,  at  which  a  charge,  q,  is  situated.     Let 
a,  /9  be  the  respective  distances  of  P  from  C,  D,  the 


^  EleetrosUUies  and  Magnttism^  pp.  52-97,  and  146-191.    See  also 
Maxwell,  EL  and  Mag,  vol.  L  sec.  ed.  pp.  226-260  et  seq. 
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points  at  which  a  perpendicular  through  P  meets  the 
planes,  and  £  a  point  on  the  plane  ^  at  a  distance 
7  from  C. 

If  the  plane  B  were  removed  the  density  at  S  on    Induced 
A   due  to  a   charge   j   at  P  would,  (82)   above,  be     bution 
-  q .  aj^tria^  +  7")*-     But  the  electrification  of  P,  which  ^f^^^^ 
would  be  produced  by  the  charge  j  at  P  if  u4  were 
removed,  has  at  all  points  to  the  left  of  B  the  same 
effect  as  that  of  a  quantity  —  y  at  a  point  I^  distant  p 
from  D  to  the  right  on  PD  produced,  and  the  corre- 
sponding electric  density  at  j?  is  therefore 

27r  \{a  +  2y3)»  +  yji' 

These  two  electrifications  of  A  produce  respectively  the 
effects  on  the  electrification  of  B  of  charges  —  y,  +  g, 
to  the  left  of  A  on  PC  produced,  the  former  at  a  point 
J^  distant  a,  the  latter  at  a  point  J^  distant  a  +  2/9 
from  C,  The  electrifications  of  B  thus  produced  have  on 
A  the  effects  of  charges  +  j,  —  j  at  points  /g,  /g,  distant 
3a  +  2/8,  3a  +  4/8,  to  the  right  of  A  on  CD,  The 
corresponding  densities  at  E  are  therefore 

_    q  3a  -h  2/9  jq^  3a  +  4^8 

27r  {(3a  +  2^)*  +  r^y'     27r  {(3a  +  4/9)'  4-  i)^ 

In  the  same  way  another  pair  of  densities  at  E  could  be 
found  corresponding  to  point-charges  +  $,  —  J',  at  the 
respective  distances  ha  +  4/9,  5a  +  6/9  to  the  right  of 
A,  and  so  on. 

The  electrification  of  A  is  that  which  would  if  B 
were  removed  be  produced  by  +  y  at  P  and  an  infinite 
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Induced    trail  of  images  /j,  /g,  I^  &c.,  of  charges  —  q,  -{-  q,  —  ^, 
bution     ^'f  ^^  points  to  the  right  of  F  on  CD  produced.     The 

replaced    potential  at  every  point  on  -4  or  to  the  left  of  it  is 
by  Imaifes.  •^    * 

'  plainly  the  potential  due  to  +  ^  at  P,  and  the  image- 
charges  to  the  right  of  F,  and  this  is  equal  and  opposite 
to  the  potential  at  the  same  point  produced  by  the 
electrification  of  A.     Similar  results  hold  for  B. 

The  potential  at  any  point  between  the  planes  pro- 
duced by  the  electrification  of  either  is  that  due  to  the 
trail  of  images  behind  that  plane,  and  the  total  actual 
potential  at  any  such  point  is  the  sum  of  the  potentials 
due  to  +  y  at  P  and  the  two  trails  of  images. 

To  verify  that  the  potential  of  each  of  the  planes  is 
zero,  let  V  be  the  potential  at  any  point,  £,  of  the 
plane  A.     Then  we  have 

\J2nJS  J^+i£/ 
where  n  has  every  integral  value  from  0  to  00 .  Since 
J^JE  =  FJE,  the  first  term  is  zero ;  further  each  series  is 
convergent,  and  the  terms  (which  are  arranged  in  the 
same  order  in  both)  are  identically  equal  Hence  V  is 
zero,  and  the  above  process  of  building  up  the  electrifi- 
cation of  each  plane  gives  the  required  result. 

Charges        The  charges  and  distances  of  the  images  /j,  I^  &c., 

Distonces  are  given  by  the  table 

of  Images.        j^^^^^  j^^_^^  j^^ 

Charges  —  2,  +  ^, 

^r^T  }  2(»  -  !)(«  +  ^)  +  2A      2«(«  +  /9). 
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where    n  has  every  positive    integral    value  from   1    Charges 
.  and 

^    ^  •  Distances 

The  charges  and  distances  of  the  images  J^y  J^,  &c.,  ^^  Images. 
are  given  by  the  same  table  when  a  and  fi  are  inter- 
changed. 

By  equation  (82),  p.  84,  we  have  for  the  density  at  E    Electric 

Density 

{[(2»  +  \)a  +  2«/9J'  +  7»}i 


<r  =  ^ 


point 


(2»  +  IV  +  2(71  +  1)/? 


{[(2»  +  l)a  +  2(71  +  l)y9]'  +  7"}! 


(83) 


where  n  is  any  positive  integer. 

The  density  at  any  point  F  on  B  (Fig.  21)  is  given 
by  this  equation  when  a  and  13  are  interchanged,  and  7 
is  taken  as  the  distance  from  JD  to  F. 

As  an  example  of  a  case  in  which  the  number  of  Distri- 
images  is  finite,  let  the  conductor  consist  of  two  planes  Two 
at  right  an^^les  to  one  another,  terminated  by  their  line     Planes 

*.     .  .  ^      '     n  1      -L  -1  n    CUtting  at 

of  mtersection,  and  influenced   by  a  point-charge   of     right 
amount  +  q  placed  at  a  point  F  between  them.     Let    ^f^^' 
0,  OA,  OB,  Fig.  22,  be  the  traces  of  the  line  of  inter-  sented  by 
section  and  the  planes  on  a  plane  drawn  through  F  images^— 
perpendicular  to   the  conductor.      Let   a  denote   the  particular 

case  oi 

distance  of  F  from  OA,  ^  the  distance  of  F  from  OB,  "Electric 
The  surfaces  would   evidently  be  at  zero  potential  if   ^aleido- 
insulated  without  charge  and  a  charge  —  q  were  situated 
at  Pi  the  image  of  -P  in  OA,  and  at  F^  the  image  of  F 
in  OB,  and  a  charge  +  q  sA,  F^,  the  common  position  of 
the  image  of  P  in  OB  and  the  image  of  P,  in  OA. 
If  iV  be  the  normal  force  at  any  point  JE  of  the  plane 
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Fio.  22. 


OA,  taken  positive  towards  the  space  BOA  in  which  P 
is  situated,  we  have 


N=^2qa 


(  1 


(84) 


Since  the  space  BOA  may  be  regarded  as  the  space 
at  wiy     external  to  a  closed  conductor,  N  is  the  actual  force 
V^^^     just  outside  the  conductor  at  E,  and  we  have  for  the 
electric  density  there 


Electric 
Density 


^  _  2f  (A L 


2ir  \PE' 


P^E 


.) 


(85) 


Similarly  for  the  density  at  any  point  F  of  OB 
we  have 

G~- ,        In  Fig.  23  the  distances  CF,  Cr,  CQ.  Cq  fulfil  the 


metrical 
Invenion.   relation 


CP.CP  =  CQ.C(^^a*. 


(86) 
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The  point  P  is  called  the  inverse  of  the  point  P  with      Geo- 
respect  to  (7,  which  is  called  the  ceidre  of  inversion  ;  and  inversioD 
similarly  Q^  is  the  inverse  of  Q  with  reference  to  C.     If 


we  have  any  system  of  points  P,  Q,  &c.,  given,  we  can 
find  in  this  manner  a  corresponding  system  of  points 
P',  Of,  &c.  If  P,  Q,  &c.,  determine  a  surface  or  a  solid 
figure,  P',  Of,  &c.,  determine  a  corresponding  surface  or 
solid  figure.  The  system  P',  Q",  &c.,  is  called  the  inverse 
of  the  system  P,  Q,  &c.,  with  reference  to  C;  and  it 
follows  that  the  system  P,  Q,  &c.,  is  the  inverse  of  P,  ^, 
&c.,  with  reference  to  the  same  point. 

From  what  has  gone  hefore  it  is  evident  that  any  Inverse  of 
point  P  is  the  image  of  the  point  P  in  the  sphere  of  ^°^^  |J^ 
radius  a  and  centre  0,  This  sphere  is  called  the  sphere  Sphere  of 
of  inversion  and  its  radius  the  raditts  of  inversion. 

In  Fig.   23   the   triangles   CPQ,   CQP  are  similar.  Inyersion 
From  this  it  follows  that  if  P,  ^  be  two  very  near    ,^tiical 
points  the  angle  CQP  is  equal  to  the  angle  P'Q'Q ;  that    Results. 
is,  the  lines  QP,  (^P  meet  CQ  at  supplementary  angles. 
Hence  the  angle  which  the  inverse  of  any  line  or  surface 
makes  with  any  radius  vector  from  the  centre  of  in- 
version is  the   supplement   of   the   angle   which   the 
original  line  or  surface  makes  with  the  same  radius 
vector.     It  follows  that  the  inverses  of  any  two  lines  or 
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Inversion  surfaces  intersect  at  the  same  angle  as  do  the  origina. 

~tn^l    lines  or  surfaces. 

Results.  In  particular  it  is  easy  to  prove  that  the  inverse  of  a 
circle  is  another  circle,  and  therefore  of  a  sphere  another 
sphere.  For  let  P,  Q  (Fig.  23)  be  the  extremities  of  a 
diameter  of  the  circle,  and  H  (not  shown  in  the  figure) 
be  any  other  point  on  the  circle,  then  FBQ  is  a  right 
angle.  The  inverse  points  are  P',  Q',  Hf,  and  the  angle 
PR'Q'  is  equal  to  a  right  angle  +  the  angle  PCQ, 
according  as  CR  does  or  does  not  intersect  PQ.  Hence, 
as  J2  is  moved  round  the  circle,  S  moves  round  another 
circle  which  is  the  inverse  of  the  former. 

Further  the  inverse  of  a  straight  line  is  a  circle 
passing  through  the  centre  of  inversion.  For  let  P 
(Fig.  23)  be  a  point  on  the  straight  line,  such  that  CP 
is  at  right  angles  to  PQ,  and  let  Q  be  any  other  point 
on  the  line.  Then  if  P,  Q'  be  the  corresponding  inverse 
points,  P  is  fixed  and  CQ'P  is  a  right  angle  for  every 
position  of  Q\  Hence  the  locus  of  ^  is  a  circle  of 
which  the  diameter  is  CP, 

Inversion       The  inverse  of  an  infinite  plane  is  obviously  a  spherical 

metaical    surface  passing  through  the  centre  of  inversion. 

Results.  According  as  the  centre  of  inversion  is  without  or 
within  the  original  surface,  the  space  within  the  inverse 
is  the  inverse  of  the  space  within  or  without  the  original 
surface,  and  the  space  without  the  inverse  is  the  inverse 
of  the  space  without  or  within  the  original  surface. 

If  CQ  =  r,  CQ'  =1  /,  and  P,  Q  be  points  very  near  to 
one  another,  PQjPQf  =  rjr'.  Hence  if  r  be  the  distance 
of  any  element  U  of  a  line,  &  of  a  surface,  hv  of  a 
volume,  and  r'  the  distance  of  the  corresponding  inverse 
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elements   8l\  ds',  Sv\  from   the   centre   of   inversion, 
we  have 

Sl/hP^r/r';     BsjSs  =  r^jr^ ;     Bv/Sv' ^  7^/r\    (87) 

Again  if  we  suppose  at  the  point  F  (Fig.  23)  a  charge  Potential 
q,  of  which  the  potential  at  Q  is  r(=  q/PQ),  then  putting    interee 
V    or  the  potential  at  ^  of  a  charge  aq/r  (the  corre-     Point. 
sponding  image-charge  with  its  sign  changed)  situated 
at  the  point  F,  we  have    V  =  aq/r .  FQ\     Hence  by 
the  equations  CF.CF  =  CQ  .CQ'  =  a\ 

Vir  =  r'/a  =  alr (88) 

The  quantity  of  electricity  on  an  element  &  of  a 
surface  is  cr.&,  and  on  an  element  of  volume  p,Sv, 
The  corresponding  image-charges  with  signs  reversed    Inverse 
are  aSs .  a/r,  pSv .  a/r ;  and  by  (87)  the  corresponding  Densities 
areas   and  volumes  are   &'  =  &.rV^*,   &;'  =  &?. Z'/r".    ^^^^^^ 
Hence  if  a,  p,  q'  be  the  image-densities  and  image- 
charge  corresponding  to  a;  p,  q  respectively,  we  have 

o-'/cr  =  a?lr'^  =  T^ja^ ;    p'/p  =  a^/r'^  =  r^/a^ ; 

q'lq  =  rla  =  alr (89) 

The  process  of  inverting  any  electric  system  consists  Electrical 
in  inverting  the  geometrical  aixangement  of  the  system    de&ie<L 
and    substituting    for    every   element  of   charge   the 
corresponding  element  of  image-charge  with  its  sign 
changed. 

If  the  potential  of  any  distribution  on  a  conductor  in 
equilibrium  be  F  at  a  point  P,  the  potential  of  the  inverse 
distribution  Bf>  F  the  image  of  P  is  by  (88)  Va/r',  where 


94 


ELECTROSTATIC  THEORY. 


Equi- 
libriam 
Distri- 
bation 
inverted 


gives 
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Distri- 
butioD  due 
to  Point- 
Charge  at 
Centre  of 
Inversion. 


r  is  the  distance  of  P  from  the  centre  of  inversion  C. 
Hence  the  potential  at  P  of  the  inverse  distribution  is 
the  same  as  that  of  a  quantity  Va  placed  at  C  The 
inverse  distribution,  and  a  quantity  —  Fii  at  C  will 
keep  P  at  zero  potential.  If  then  we  invert  an  equi- 
potential  surface  of  the  given  distribution,  we  shall 
obtain  a  surface  of  zero  potential  of  the  distribution 
composed  of  the  inverse  and  —  Va  at  C,  If  we  take  as 
the  equipotential  surface  the  surface  of  a  conductor  on 
which  the  given  distribution  is  in  equilibrium,  the 
inverse  distribution  is  on  a  surface  which,  when  —  Fa  is 
at  (7,  is  at  zero  potential  The  inverse  distribution  is 
therefore  the  induced  distribution  on  the  inverse  con- 
ductor under  the  influence  of  —  Va  at  C, 

It  follows  that  if  we  invert  any  distribution  which 
gives  at  each  point  of  itself  distant  /  from  C  a  potential 
Va\T\  that  is,  the  induced  distribution  of  a  system  —  Va 
at  C,  we  get  a  system  in  equilibrium. 


■'Ar 


Fio.  24. 


Examples.       As  examples  we  shall  invert  (1)  a  uniformly  charged 
sphere,  (2)   the  induced   distribution  of  two  infinite 
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parallel  planes  under  the  influence  of  a  single  point- 
charge  between  them. 

(1)  Let  the  potential  of  the  sphere  be  V;  its  radius       (i) 
0;  the  radius  of  inversion  CA,  a;  the  distance  of  C  Sphericttl 
from  any  point  P*  (Fig.  24)  of  the  image  r\  from  the     r^^*" 
centre  ff  of  the  inverse  sphere  /;  and  the  radius  of  inverted. 
the  inverse  sphere  a.    We  have 

/3  =  ±     '^''^ 


according  as  C  is  external  or  internal  to  the  given 
sphere.    Bat 

,     a*  a*       V 

Substituting  the  value  of  /3  just  found  we  get 

accoiding  as  (7  is  external  or  internal. 

According  as  (7  is  external  or  internal  to  the  given 
sphere,  and  is  therefore  external  or  internal  to  the 
inverse,  the  spaces  external  and  internal  to  the  former 
are  respectively  the  spaces  external  and  internal  or 
internal  and  external  to  the  latter.  Hence,  according 
as  (7  is  external  or  internal,  the  potential  of  the  inverse 
distribution  at  every  internal  point  or  at  every  external 
point  is  the  same  as  that  of  a  charge  Va  at  C, 

Also  since  the  potential  of  the  given  sphere  is  the 
same  for  all  external  points  as  if  its  charge,  VP,  were 
concentrated  at  the  centre  0,  the  potential  of  the 
inverse  distribution  is,  by  (89),  the  same  at  every  point. 
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Distri- 
bation 
under 
Point- 
Charge. 


external  to  the  inverse  sphere  when  C  is  external, 
and  internal  when  C  is  internal,  as  that  of  a  charge 
g^=  V^.ajCO  concentrated  at  the  image  /  of  the  centre 
of  the  given  sphere.  But  CO  ^  ±  ayi{f  -  a*),  and 
13  =  ±  a^ajfj^  —  a*),  according  as  C7  is  external  or 
internal     Hence 


?  = 


7* 


Va 


Qd 


that  is,  the  charge  is  the  image  in  the  inverse  sphere  of 
the  charge  —  Va  at  C. 


For  C/we  have  CI.  CO  =  a\  or 


CI 


■.'■) 


that  is,  /  is  the  image  of  C  in  the  inverse  sphere. 

The   results   (a),  (J),  (c)  are  those  obtained  above, 
pp.  78,  79,  80. 


Fig.  25. 


(2)  Let  the  centre  of  inversion  be  P  (Fig.  25),  the 
radius  of  inversion  unity,  and  let  the  planes  and  the 
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successive  images  be  inverted,  omitting  the  charge  at   Inversion 
P,      The  inverses  of   the    planes  are  then    spheres     Distri-^ 

touchincr  at  P,  and  the  distribution  on  either  sphere     ^^tion 

.  °  ^  on  Two 

is  the  inverse  of  the  distribution  on  the  corresponding    Paralkl 

plane.     For  the  charges  and  distances  of  the  inverse     J^a^es* 

charges  corresponding  to  the  trail  of  images  /i,  /g,  &c. 

(Fig.  21)  we  have 

Images  hn-ii  I^y 

^^^"■^^        2(71  -  l)(a  +  )8)  +  W'    27i(a  +  y9/ 

Distances  \ ^ ^^ 

from  P    f  2(71  -  l)(a  +  /8)  +  2^'    27i(a  +  /8)' 

where  n  has  every  positive  integral  value  from  1  to  oo . 

The  table  for  the  images  J^y  J^,  is  formed  from  this 
by  interchanging  a  and  )3. 

The  diameters  of  the  spheres  A,  B  are  respectively 
a-a,  a^0,  and  therefore  the  inverse  charges  corre- 
sponding to  /j,  /g,  &c.,  are  within  the  sphere  B,  and 
the  other  series  within  the  sphere  A. 

Since  the  potential  at  any  point  on  the  planes  or     Equi. 
behind  them  is  zero,  the  potential  at  any  such  point    j]!"^"™ 
due  to  the  induced  distribution  on  the  planes  is  equal  bution  on 
to  that  of  a  charge  —  q  situated  at  P,  that  is  —  q/r,  where  Spheres  in 
r  is  the  distance  of  the  point  from  P.     The  potential  at   Contact. 
any  point  on  or  within  the  spheres  is  therefore  —  q/a^  a 
constant  quantity.    Again,  since  the  potential  produced 
by  the  electrification  of  either  plane  at  any  point  on  the 
plane  or  in  front  of  it  is  the  potential  due  to  the  trail 
of  images  behind  the  plane,  the  potential  at  any  point 

VOL.  I.  H 
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Two      on  or  external  to  either  sphere  produced  by  the  distri- 
Sontoct!^  bution  on  the  sphere  is  the  potential  at  that  point  of 
the  trail  of  images  within  the  sphere.     It  follows  that 
the  charge  on  eiach  sphere  is  equal  to  the  sum  of  the 
image-charges  whose  positions  fall  within  it ;  and  that 
the  distribution  thus  found  is  the  equilibrium  distribu- 
tion when  the  spheres  are  freely  electrified  in  contact. 
Charge  on       Denoting  the  charge  on  the  sphere  B  by  Cb>  and  the 
Sphere,    radii  of  the  spheres  Ay  B  by  r^,  r^  respectively,  summing 
the  image-charges,  and  substituting  in  the  result  V  for 
—  qja,  al2r^  for  a,  a^l2r^  for  )3,  we  get 

^    _  ^       "^"^  f  1 1  I 

=  jr    ^rg      5^  t (90) 

^1  +  ^9.  »=o  (^  +  1)^1  +  ^(^1  +  ^2)} 
where  n  has  every  positive  integral  value  from  1  to  00 . 
A  similar  expression  with  r^,  r^  interchanged  holds 
for  Qa, 

The  capacities  of  the  spheres  are  of  course  obtained 

by  dividing  Qb  and  Qj  by  V, 

Electric        Multiplying  the  expression  (p.  89)  for  the  density  at 

at^ny     ^^7  ipoiut  of  the  plane  A  by  a^/r'^,  where  r'  is   the 

Point,     distance  from  P  of  the  corresponding  point  B  on  the 

sphere  A,  making  the  above  substitutions,  and,  besides, 

putting  a\\jr'^  —  Ij^^)  for  7*,  we  get  for  the  density  at  E 

_  2FriV  ""^  r (2yi  +  l)r,4-27ir^ 


(27t  +  V)r.  -h  2{n  +  V)r^ 


\:r''  |(2/i  +  1)^2  +  2(71  +  l)i\f  +  4/1^22  -  r'VJl 


(91) 
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This  expression  is  convergent,  and,  when  the  value  of   Electric 
r   is  not  infinitely  small,  the  density  at  any  point  can  any  Pomt 
be  approximately  calculated  from  the  potential,  the 
radii  of  the  spheres  and   the   distance   of  the  point 
from  P. 

For  r'  =  0  the  expression  (91)  fails,  but  since  the 
resultant  force  acts  outwards  at  any  point  on  either 
sphere  at  right  angles  to  the  surface,  it  follows  that  it 
must  be  zero  at  any  point  infinitely  near  the  point  of 
contact ;  and  hence  the  density  there  must  be  zero.  The 
density  is  a  maximum  on  each  sphere  at  the  point 
diametrically  opposite  to  the  point  of  contact. 

The  density  at  any  point  on  B  is  obtained  as  before 
by  interchanging  r^  and  r^* 

The  charge  on  each  sphere  is  the  diflference  of  the 
sums  of  two  harmonic  series,  and  cannot  be  obtained 
in  finite  terms.  Each  series  is  divergent,  but  the 
two  taken  together  as  in  (90)  constitute  a  con- 
vergent series,  and  hence  the  charge  can  be  approxi- 
mately calculated  for  given  values  of  F",  r^,  r^*  The 
expressions  agree  with  those  given  in  a  different  form 
by  Poisson,  who  first  attacked  this  problem,  and  solved 
it  by  a  direct  but  recondite  method*  It  is  interesting 
to  note  that  equations  (90)  and  (91)  give  the  alge- 
braical theorem  that  the  integral  of  the  expression 

•  Mmoires  de  VlnstUutf  V  partie,  p.  1.  See  also  Plana,  MiTtwires 
de  VAecuUmie  des  Sciences  de  Turin,  S^rie  II.  t  vii  p.  71,  for  a  fuller 
derelopment  of  Poisson's  method  and  results.  A  sketch  of  the  method 
is  giyeu  in  Mascart's  Traits  d'jSlectrieiti  Staiiqtie,  t.  i.  p.  272.  It  is 
easy  to  convert  the  expression  for  Qb  in  (90)  into  a  definite  integral 
agreeing  with  the  result  given  hy  Poisson  for  this  case. 

H  2 
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Charge  in  on  the  right  of  (91)  taken  over  A  is  the  expression 
two  Equal  ^^  *^®  right  of  (90)  with  r^,  r^  interchanged* 
Spheres.        When  a  =  P,  T^^  r^,  and  we  have 

C^  =  ©ir  =  Fr,  (1  -  i  +  J  -  J  +  &c.) 

=  Vt^  .  loge  2  =  693147 .  Vr^    .    (92) 

or  the  charge  on  each  sphere  is  to  the  charge  of  the 
sphere  when  alone  in  the  field  and  at  potential  V,  as 
loge  2  is  to  1. 
Case  of        If  7*1  be  small  in  comparison  with  r,, 

One 

Sphere  _ 

since  5! tt  =  1-     The  charge  is  therefore,  nearly, 

the  free  charge  which  the  sphere  would  have  if  alone 
and  at  potential  V,     The  mean  density  is  VJ4f'irr^ 

Ratio  of        On  the  same  supposition  we  have 

Mean 
Densities.  ^  Vr,  -«         1  ^    Vr,'  tt* 

^^        r,     Zr   (7i+l)«  "    r'   6"        •     ^^*^ 


'2 


n=0 


and  the  mean  density  is  J  V'n^l4i'jrr^  Thus  the  mean 
density  of  the  small  sphere  is  to  that  of  the  large 
sphere  as  77^/6  (=  1*645)  is  to  1. 

Hence  when  a  small  conducting  ball  is  brought  into 
contact  with  a  large  electrified  spherical  conductor  so 
as  to  receive  a  charge  which  can  then  be  removed  on 
the  ball  and  measured,  the  electric  density  at  the  point 
before  contact  is  to  the  mean  density  on  the  ball  as  1  is  to 
1  645.   The  same  result  will  hold  whether  the  conductor 
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be  spherical  or  not,  provided  its  curvature  be  continuous 
round  the  point  of  contact  over  a  distance  great  in 
comparison  with  the  radius  of  the  ball,  and  of  amount 
small  as  compared  with  that  of  the  ball. 

Many  other  interesting  examples  of  the  power  of  the  Problems 
method  of  images  are  to  be  found  in  the  solution  of  the  inv^rgiouf 
problem  of  two  concentric  uninsulated  spherical  con- 
ductors under  the  influence  of  a  point-charge  between 
them,  and  the  derivation  by  inversion  of  the  induced 
distribution  on  two  mutually  influencing  spheres ;  the 
solution  of  the  latter  problem  by  a  direct  application  of 
images  and  Murphy's  principle  of  successive  influences  ; 
the  determination  either  directly  or  by  inversion  from 
the  result  of  p.  90  [eqs.  (85)  and  (85  bis)]  of  the 
distribution  on  two  spheres  which  cut  one  another  at 
right  angles;  the  distribution  on  a  spherical  bowl,* 
and  other  important  cases.  For  these  the  reader  is 
referred  to  the  works  mentioned  above,  p.  99. 

*  For  the  spherical  bowl  see  Thomson's  Electrostatics  and  Mag- 
netUm,  p.  1 78,  which  contains  the  famous  original  solution  of  the  problem. 
The  subject  has  recently  been  considered  by  Mr.  E.  G.  Gallop  {Quarterly 
Jcurnal  (^  Mathematics,  No.  88,  February  1886,  p.  229)  in  an  essay 
which  merits  special  attention  as  containing  the  most  exhaustiye  treat- 
ment which  the  problem  has  yet  receiyed. 
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Section  V. 

ANALOGY  BETWEEN   THEORY  OF  HEAT  CONDUCTION 
AND    THEORY  OF  ELECTROSTATICS. 

SPECIFIC  INDUCTIVE  CAFACITY. 

SOLUTIONS  FOR  SIMPLE  CASES  OF  DIFFERENT  MEDIA 
IN  ELECTRIC  FIELD. 

Analogy       A  remarkable  analogy  between  the  theory  of  the 

Them^  of  conduction  of  heat  in  solid  bodies  and  the  theory  of 

Heat      Statical  Electricity  was  pointed  out  by  Sir   William 

tion  and    Thomson,*  and  made  by  him  a  means  of  establishing 

^fT  p*^  ^^  many  of  the  most  important  thewems  of  electrostatics. 

statics.     According  to  the  theory  of  heat  conduction  given  by 

Fourier,  the  flow  of  heat  per  unit  of  area  per  unit  of 

Y\xix  of    ^i°^®  (which  we  here  call  flvx  of  heai),  across  a  plane 

Heat      slab  of  homogoneous   material  the  opposite   faces  of 

defined.  .        .       ,  ,.--.  ./. 

which  are  mamtained  at  two  different  uniform  temper- 
atures, depends  only  on  the  difference  of  temperatures 
between  the  faces,  the  distance  of  the  faces  apart,  and 
the  nature  of  the  material;  and  takes  place  in  the 
direction  from  the  surface  of  higher  temperature  to 
that  of  lower  temperature.  Thus,  if  the  thickness  of 
the  slab  be  x  centimetres  and  t;,  v'  the  uniform  tem- 
peratures of  its  faces,  the  quantity  of  heat,  Qy  conducted 
in  a  second  of  time  from  the  face  of  temperature  v  to 
that  of  temperature  t?',  across  one  square  centimetre, 
is  given  by  the  equation 

G  =  A^ (95) 

*  Eepiint  of  Papers  on  Electrostatics  and  Magnetism,  p.  1. 
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where  i  is  a  constant  (always  positive)  depending  on 

the  materiaL     From  the  fact  that  there  is  the  same 

flux   of  heat  inwards  across  one   face   that  there   is 

outwards  across  the   other,  and  therefore  also  across 

all  intermediate  parallel  sections,  it  follows  that  the 

variation  of  temperature  from  one  face  to  the  other 

is  uniform. 

The  constant  k  is  called  the  TJiermal  CoTiductivity 

of  the  substance.     In  bodies  which  have  a  different 

molecular    structure    in    different   directions   (that  is 

which  are  not  isotropic  *  in   structure),  such   as  un- 

annealed  glass,  or  a  piece  of  otherwise  isotropic  glass 

distorted  by  flexure  or  by  pressure  unequally  applied 

to   its  surface,  all  crystals  except  those  of  the  cubic 

system,  fibrous  materials,  &c.,  the  value  of  h  is  also 

different  in  different  directions.      We   shall   consider 

first  the  flow  of  heat  in  a  solid  body  for  which  the 

value  of  j;  is  the   same  in  all  directions  and  at  all 

points. 

Let  the  temperatare  vary  continuously  over  each  of  two 
parallel  sections  in  the  body,  and  from  one  section  to  the  other, 
though  not  necessarily  with  a  uniform  gradient.  If  the  sections 
be  taken  very  close  together,  the  deviation  of  the  temperature 
gradient  from  uniformity  along  any  line  drawn  normally  from 
one  to  the  other  may  be  neglected,  and  if  a  suflficiently  small 
area  be  taken  in  each  section  at  the  extremity  of  that  straight 
line,  the  deviation  from  uniformity  of  temperature  over  that 
area  may  also  be  neglected.     Taking  equal  areas  in  the  two 

*  A  bod^  in  which  any  given  quality  is  at  all  points  the  same  in  all 
directions  is  said  to  be  isotropic  as  to  that  quality.  The  tenn  isotropic 
was  introduced  by  Cauchy ;  the  term  CBolotropic,  from  al6\os,  varie- 
gated,  has  been  used  by  Thomson  and  Tait  as  the  negative  of  isotropic. 
A  body  may  evidently  be  homogeneous,  that  is  equal  cubical  portions 
in  different  parts  of  the  body  which  have  their  sides  in  tne  same 
directions  may  be  precisely  similar  and  yet  the  body  may  be 
solotropic 


Flux  of 

Heat 

defined. 


Thermal 
Conduc- 
tivity 
defined. 


Flow  of 
Heat  in  a 
Homo- 
geneous 
Isotropic 
Solid. 
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Mftasnre    sections,  each  thus  small  in  any  dimension,  and  at  the  same 

of  Heat    time   large   in   comparison   \vith   the  distance   of  the  sections 

at  any     apart,  'we  may   neglect    the    effect  of   the   remainder  of   the 

noint  ill     sections,  and  consider  only  the  flux  from  one  small  area  to  the 

Isotropic   other,  and  apply  the  result  obtained  above.     Denoting  each  area 

by  dSy  and  their  distance  apart  by  rf>,  and  putting  dQ  for  the 

quantity  of  heat  conducted  from  one  to  the  otlier,  we  have 


Solid. 


dQ^^k^  d, 
dx 


(96) 


In  the  limit,  therefore,  we  have  for  the  flux  in  any  direction,  ^, 
at  a  point  in  a  solid  at  which  the  temperature  is  v,  the  value 

—  it  — ,  and  the  flow  per  unit  of  time  across  an  element  of  area 
dx 

ds  at  right  angles  to  the  direction  of  x  and  passing  through  the 

point  is  -  it  —  ds. 
dx 
Motion  of       Now  consider  a  small  parallelepiped  of  the  material  with  faces 
Heat  in     parallel  to  three  rectangular  axes  of  or,  y,  r,  and  bounded  by 
Isotropic    edges  of  lengths  dx^  dy^  dz.     Let  the  temperature  at  the  centre  of 
Solid,      the  parallelepiped  be  p,  then  the  temperatures  at  the  centres  of 
the  y,  z  faces  are 

»  —  4  T  ^^»     and     «^  +  4  -7   <3?x. 
dx  dx 

The  total  flow  from  left  to  right  across  the  left-hand  y,  z  face  is 
therefore 

-  ^  -r   {v  -  \  y  dx)  dy  dzy 


dx 


dx 


Differen-    ^^^  across  the  opposite  face  in  the  same  direction  is 


tial 

Equation 

found. 


-  k  -J   (v  +  iy   dx)  dydz. 
ax  ax 

The  excess  of  the  outflow  above  the  inflow  in  the  direction  of  x 
is  therefore 

-k'^^^dxdydz. 

Proceeding  in  the  same  way  for  the  other  two  pairs  of  opposite 
sides,  we  get  for  the  total  excess  of  the  outflow  above  the  inflow 
the  value 
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If  ibis  have  a  positive  value  there  is  a  generation  of  heat  within    Differen- 
the  prism ;    if  a  negative  value  more  flows  in  than  flows  out.        tial 
In  the  latter  case  if  c  be  the  thermal  capacity  of  the  solid  per   Equation 
unit  of  volume,  the  thermal  capacity  of  the  parallelepiped  is     found. 
cdxdydz.    Dividing  by  this  the  last  found  expression  with  the 
agn  changed  we  get  the  time-rate  of  rise  of  temperature  of  the 
element,  or 


dt       c  W^  "^  ^/  "^  ^ 


dH\ 


(97) 


If  a  rise  of  temperature  in  the  substance  of  the  prism  is  not  to 
result  the  excess  must  be  carried  off  or  transformed  wittiin  the 
element  itself.  If  the  outflow  is  equal  to  the  inflow  there  is 
neither  generation  nor  absorption  of  heat,  and  no  change  occurs 
in  I  he  temperature  of  the  prism.  Including  the  case  of  generation 
of  heat,  and  putting  47rft  dx  dy  dz  for  the  heat  generated  within 
the  prism  per  unit  of  time,  so  that  Airfi  is  the  mean  value  over 
the  prism  of  the  time  rate  of  generation  of  heat  per  unit  of 
volume,  we  have  when  there  is  no  change  of  temperature  in 
the  element 

In  the  same  way  if  dvjdvi,  dvjdv^  be  the  rate  of  variation  of 
temperature  along  normals  drawn  into  two  media  from  a  point 
in  a  surface  separating  them,  and  if  k^,  h^  be  the  conductivities 
of  the  respective  media,  the  quantity  of  heat  conducted  away 
from  the  surface  along  the  normal  per  unit  of  time  per  unit  of 
area  are  —  kidv^jdv^^  k^vjdv^^  and  this  must  be  equal  to  the 
time  rate  of  generation  of  heat  at  the  surface  per  unit  of  area. 
Denoting  the  latter  by  4ir/A,  we  have  the  surface  equation 


^,^1+^,^^2  +  4  0. 

dv^  d»2 


(975) 


Thus  if  we  consider  the  case  of  a  distribution  of  Analogy  of 
constant  heat  sources  and  a  corresponding  system  of  ^0!°^^^ 
temperatures  in  the  conducting  medium  surrounding  Motion  of 
them  which  also  remain  constant  with  the  time,  that        ^^^ 
is,  the  case  in  which  sources  have  existed  and  given  out 
heat  so  long  at  a  constant  rate  that  the  medium  has  at- 
tained a  permanent  state  as  to  temperature,  we  obtain  an 
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equation  which  corresponds  exactly  to  Poisson's  equation, 
and  holds  for  all  volume-sources,  positive  or  negative, 
that  is  where  heat  is  supplied  to  the  body  or  carried  off, 
and  corresponds  to  Laplace's  equation  at  all  other  places, 
for  there  /*  =  0.  A  surface  differential  equation  (97^) 
corresponding  exactly  to  (26)  above  has  also  been  found, 
by  an  exactly  similar  process,  for  a  surface  distribution  of 
to  Electro,  thermal  sources,  and  we  have  seen  that  in  this  case  the 
TheoiT  ^^  ^^  generation  of  heat  per  unit  of  area  corresponds 
to  electric  surface  density  multiplied  by  47r.  Hence 
taking  temperature  as  the  analogue  of  electric  potential, 
and  rate  of  generation  of  heat  per  unit  of  volume,  or 
Analogues  per  unit  of  area,  as  the  analogue  of  electric  volume 
^TheorieT^  ^^^^^^7  ^^  electric  surface  density,  multiplied  by  4ir, 
the  fundamental  differential  equations  are  the  same  in 
the  theory  of  heat  conduction  in  a  body  in  a  permanent 
state,  and  in  that  of  a  system  of  electric  charges 
surrounded  by  an  insulating  medium.  Further,  since 
to  a  given  system  of  sources  corresponds  one,  and  only 
one,  system  of  temperatures  at  all  points  of  the  con- 
ducting medium,  and  these  temperatures  must  be  zero 
at  all  points  infinitely  distant  from  the  source,  the 
electrical  and  thermal  theories  are  identical,  and  every 
solution  of  a  problem  in  one  is  capable  of  being 
Results    interpreted  as  the  solution  of  a  problem  in  the  other ; 

mutually  ^]^j^^  is,  to  a  given  distribution  of  heat  sources  and  the 

interpret-  i  . 

able,  resultmg  temperatures  in  a  conducting  medium  sur- 
rounding them,  corresponds  an  exactly  similar  distri- 
bution of  electric  charges  and  their  resulting  potentials 
at  different  points  in  an  insulating  medium,  and 
conversely.     Many  electrical  theorems  are  thus  capable 
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of  being  established  as  analogues  of  known,  and  indeed 
obvious,  thermal  results. 

For  example,  consider  a  single  constant  point-source  of  heat  in  Examples 
a  medium  of  conductivity  k  in  all  directions,  and  let  the  total      Single 
heat  generated  at  the  source  in  unit  of  time  be  Q.    Plainly  this      ^ 
quantity  of  heat  must  flow  out  of  every  closed  surface  described 
round  the  source.     By  what  has  been  shown  (p.  104)  above,  we 
have,  for  the  total  flux  across  a  spherical  surface  of  radius  r 
having  the  source  at  its  centre,  the  value 


Point- 
source  in 
Isotropic 
Medium 


and  therefore 


4^.J  =  <?. 


dv  ^  q     1 

dr       4»i  ■  ?■ 


Hence  integrating  we  fiud 

wben  r  V  cc,  v  ~  0,  and  therefore  (7=0.    Hence 
-        Q       1 


identical 
with 
Single 
Point- 
charge  in 
Isotropic 
Dielectric. 


Ank 


(98) 


that  is  the  temperature  is  inversely  as  the  distance  from  the 
centre.  Putting  >t  ■■  1,  we  see  that  v  is  also  the  potential  at  a 
point  at  a  distance  r  from  an  electric  charge  §/4ir  concentrated 
at  a  point. 

The  principle  of  superposition  holds  for  temperatures    Super- 
as  well  as  for  potentials,  and  we  have  for  the  temper-  lotion  of 
ature  at  any  point,  and  for  the  flux  of  heat  at  any  turesand 
point  and  in  any  direction,  the  sum  of  the  temperatures    ^^^^• 
and  the  sum  of  the  fluxes  in  the  particular  direction 
due  to  the  several  sources  separately.     Now  consider 
the  flow  of  heat  across  any  closed  surface  inclosing 
part  of  a  constant  system   of  sources  of  heat  in   a 
medium  which  has  attained  the  permanent  state.     All 
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Tbennal  the  heat  which  flows  in  across  the  surface  from  sources 
of  ^led^ic  without  the  surface  must  flow  out  again  elsewhere,  and 
Induction,  the  whole  heat  generated  within  the  surface  must  flow 
out  across  it.  Hence  if  —  kdvldv  be  the  flux  of  heat  along 
the  normal  outwards  across  the  surface  at  any  element 
c&,  the  total  flow  outwards  across  the  whole  surface  pro- 
duced by  the  whole  system  of  sources  is  j  j   —  k   j-  ds 

taken  over  the  surface,  and  this  must  be  equal  to  the 
whole  quantity  of  heat  generated  within  the  surface. 
We  have  therefore  a  theorem  for  heat  conduction 
corresponding  to  (13)  of  p.  12  above. 
Isothennal  Surfaces  of  equal  temperature,  or  Isothermal  Surfaces^ 
"^  ^^'  correspond  to  equipotential  surfaces  in  the  electrical 
analogue,  and  the  flow  of  heat  across  any  such  surface 
is  at  every  point  along  the  normal.  Now  it  is  evident 
that  the  temperature  at  any  point  without  any  iso- 
thermal surface  inclosing  all  the  sources  is  independent 
of  the  position  of  the  sources  within  it,  provided  the 
temperature  of  the  surface  remains  unchanged;  and 
we  may  therefore  suppose  the  sources  distributed  over 
the  surface  so  as  to  fulfil  this  condition.  If  this  be 
done  the  temperature  at  every  point  within  the  iso- 
thermal surface  must  be  the  same  as  at  the  surface ; 
for,  as  there  are  no  sources  within  the  surface,  the  flow 
outwards  from  within  is  on  the  whole  zero,  and  there- 
fore the  total  flow  from  the  external  isothermal  surface 
within  is  zero,  and  so  on  for  successive  isothermal 
surfaces  within.  Hence  there  is  no  flow  of  heat  any- 
where within,  that  is,  the  temperature  is  constant. 
If  then  V  be  the  temperature  at  the  surface,  and  ^tt^jl 
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the  amount  of  heat  generated  in  unit  of  time  per  unit  Distribu- 
area  at  any  element  ds  of  the  surface,  the  temperature    go^^J^ 
at  any  point  at  distance  r  from  ds  is,  by  the  result  found       over 
(p.  107)  above,  ^.dsjkr.    Hence  the  total  temperature  *°with"* 

1   r  fti  Intensity 

at  any  point  is  jr  /  /  -  ds  taken  over  the  surface,  and  this    emial  to 

must  be  equal  to  v  for  any  point  either  on  or  within 
the  isothermal  surface. 

Now  since  the  temperature  of  the  surface  and  the 
external  temperature   remain  unchanged   the  flux  of 
heat  at  every  external  point  remains  unchanged.   Hence 
the  flux  from  the  surface  outwards  is  —  kdvjdv  at  each 
point  as  before,  and  since  the  flux  is  normal  to  the 
surface  this  must  be  equal  to  the  value  of  /a  at  the 
point  in  question.     We  have  therefore  the  result  that 
a  distribution  of  sources  of  heat  over  the  isothermal 
sur&ce  such  as  to  give  intensity  equal  to  —  kdv/dv  at  each    Equiva- 
point  will  produce  the  same  external  system  of  temper-    ^^*  *? 
atures.    From  this  we  get,  putting  k  =  l,  the  important   Sources. 
electrical  theorem  proved  in  pp.  29  and  73  above. 

So  far  we  have  considered  the  medium  surrounding  influence 
the  conductors  to  be  vacuum,  and  we  have  defined  unit  ^.  ?^ 
quantity  of    electricity   on    this    supposition   as   that  Medium. 
quantity  of  electricity  which  placed  at  unit  distance 
from  an  equal  quantity  would  be  repelled  with  unit 
force.     But  in  all  cases,  even  in  a  so-called  vacuum,  say 
the  most  complete  that  can  be  made  by  the  best  air- 
pump  on  the  Sprengel  or  Geissler  principle,  there  must, 
according  to  the  theory  proposed  by. Faraday  and  now 
almost  universally  accepted,  be  a  medium  or  dielectric 
which  transmits  the  electric  influence.     To  this  view 
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Inflnence  Faraday  was  led  by  the  results  of  his  own  experiments. 

Dielectric  ^^^^h  proved    that    the    phenomena  of   electrostatic 

Medium,   induction   depend    on    the    nature   of   the    dielectric 

medium   interposed   between   the  conductors;  and  he 

gave  a  theory  of  the  action  of  the  medium  which  has 

since  been  fully  worked  out  mathematically  by  Thomson, 

Maxwell,  and  others.     It  would  be  out  of  place  here  to 

give  details  of  the  theoretical  investigations  of  these 

writers;  we  shall  merely  state  briefly  such  results  as 

for  the  most  part  will  be  of  use  to  us  in  the  accounts 

of  measurements  which  follow. 

Specific        The  consideration    of   the  propagation  of   electric 

Cap^'ity   action  through  a  medium,  as  due  to  a  polarization 

^.  ?^  * .    of  its  particles  along  the  lines  of  force  so  that  each 

Dielectric. 

becomes  oppositely  electrified  at  its  extremities,  shows 
that  the  transmission  of  electric  force  depends  on  a 
certain  characteristic  property  of  the  medium,  in 
precisely  the  same  way  as  the  rate  of  flow  of  heat 
in  a  substance  depends  on  the  thermal  conductivity 
of  the  material.  We  have,  in  the  sketch  of  the  ana- 
logy between  heat  conduction  and  electrostatic  theory 
above,  put  ^'  =  1,  in  interpreting  electrically  the  results. 
The  behaviour  of  diflferent  media  can  however  be 
accurately  expressed  by  supposing  each  medium  to 
have  at  every  point  a  quality  which  is  the  analogue 
of  thermal  conductivity  in  the  parallel  theory,  and 
is  called  the  Specific  Inductive  capacity  of  the  medium. 
We  shall  see  when  we  come  to  deal  with  magnetism 
that  precisely  similar  considerations  apply  to  magnetic 
media.  Also  we  shall  see,  chap,  ii,  that  the  Theory  of 
Flow  of  Electricity  is   completely  analogous  to  that 
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of  Heat  Conduction,  or  that  of  the  motion  of  an 
incompressible  fluid  under  certain  conditions. 

As  most  of  the  experimental  investigations  hitherto 
made  have  been  on  media  which  have  the  same  electrical 
qualities  in  all  directions,  we  shall  give  here  only  some 
general  considerations  regarding  such  cases,  and  shall 
deal  specially  with  such  questions  regarding  crystals 
and  other  bodies  of  aeolotropic  structure  as  may  arise. 

The  thermal  analogy  shows  clearly  how  the  results  given  above    Modifica- 
for  a  medium  of  unit  specific  inductive  capacity  (or  vacuum  as  we     ^^^^  ^^ 
denote  such  a  medium  for  brevity),  are  to  be  modified  in  the      '^^.^°" 
case  of  any  other  medium.     We  have  seen  that  the  total  flow  of  pj^^f^ 
heat  across  any  closed  surface  in  a  medium  of  thermal  conductivity  ,r  ^^„^  ^r 

ir  is  —  /  /  ids .  dc/dv.   Denoting  the  specific  inductive  capacity  by    ^f"  ^'~* 

K,  we  have  for  the  total  quantity  of  electricity  within  any  closed 

surface  in  the  electric  field  the  value I  I J^   ,-   ^;  aj^d 

47r  J  J       dv 

-  Kds .  dFjdv  is  now  the  Electric  Induction  across  the  element  ds, 

-  dVjdv  as  before  the  component  electric  force  at  right  angles  to 
the  surface.  The  induction  is  thus  a  directed  quantity  which  has 
at  every  point  in  an  isotropic  medium  the  same  direction  as  the 
electric  force. 

We  have  thus  in  all  the  investigations  above  to  substitute  for 
the  component  forces  -  dFjdxj  &c.,  the  expressions  -  KdFjdx, 
&c.  (which  are  called  the  components  of  Electric  Induction)^  to 
make  the  results  applicable  to  the  case  of  an  isotropic  medium 
of  inductive  capacity  K.  For  example  in  Green's  Theorem,  p.  63 
above,  we  obtain  the  equation  of  energy  by  putting  U  =  F, 
and  o*  =  AT,  and  dividing  by  Stt. 

We  also  see  that  the  force  between  two  quantities  y,  q'  of      Force 
electricity  concentrated  at  points  at  distance  r  apart  in  such  a     between 
medium  is  qq'jKr^.  two  Point- 

It  may  be  noticed  here  that  just  as  in  the  thermal  analogy  the  charges 
direction  of  the  flux  of  heat  in  an  aeolotropic  body  is  not  in 
general  at  right  angles  to  the  isothermal  surfaces,  so  in  an 
aeolotropic  medium  the  direction  of  the  resultant  electric  in- 
duction at  any  point  is  not  in  general  the  same  as  the  direction 
of  the  resultant  electric  force  at  the  same  point    Here  also  the 
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Modified    two  theories  are  parallel,  bat  it  is  beyond  our  limits  to  enter 
Form  of    into  tliem. 

Poisson*8       We  also  get  at  once  the  modified  characteristic  difierential 
Equation,   equation  for  a  medium  of  specific  inductive  capacity  iT,  varying 

from  point  to  point,  but  the  same  in  all  directions  at  any  one 

point, — 

and  at  any  electrified  surface  in  the  medium, — 

^(g'  +  '?)  +  ^'  =  ^- (^««> 

Surface     If  the  electrified  surface  be  a  surface  of  separation  between 
Equations,  two  media  of  specific  inductive  capacities  K^  Xj,  the  surface 
equation  is  by  (976)  above 

Jrx^^  +  ir,g«  +  4,rcr  =  0.       .    .     .     (101) 

Case  of         In  the  case  of  a  field  occupied  in  different  regions  by  media  of 

several     different  specific  inductive  capacities,  the  characteristic  equation 

Media  in    ig  to  be  applied  with  the  corresponding  value  of  the  JTs  in  each 

same      regionj  and  the  surface  equation  (101)  at  eich  separating  surface. 

««^r^^''»        ^^  ^®  ^  ^®  observed  that  the  electric  densities  p  and  <r  are  the 

*  *?" A      ^^^^  electric  densities  which  exist  in  the  form  of  an  electric 

and     Ay-  ^YiBXgQ  conveyed  to  the  medium  or  placed  on  the  surface,  and  do 

ElecSfica-  °^'  include  the  electrification  of  the  medium  in  consequence  of 

tions.      induction. 

We  may  put  the  theorem  of  (101)  into  words  as  follows. 

If  N^,  N^  be  the  normal  forces  at  infinitely  near  points 
on  opposite  sides  of  the  surface  of  separation  between 
two  isotropic  media,  each  force  being  reckoned  in  the 
direction  from  the  surface,  K^y  K^,  the  specific  inductive 
capacities  of  the  respective  media,  and  if  there  is  no 
electric  charge  on  the  surface  except  that  due  to 
induction,  then 

ZjiVi  +  ZgiVg  =  0.    .     .     .     (101  &w) 
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This  equation  may  be  written  in  the  form  Case  of 

N,  +  N^-^ir<T'^0,      .     .     .     (102)   uA 
where  same 

1        JT        JT  1        JT        JT  Field. 

This  value  of  <t'  is  the  electric  surface  density  which  Electrifica- 
would  exist  on  the  separating  surface  of  the  media  if  ^^^^^ 
each  had  unit  specific  inductive  capacity  and  iVj,  N^ 
their  actual  values,  and  has  been  called  by  Maxwell  *  the 
apparent  electric  density  on  the  surface.  If  a  distri- 
bution of  this  density  be  made  over  the  surface  of  the 
space  occupied  by  K^^  and  the  specific  inductive  capa- 
cities JTj,  K^  be  made  each  unity,  the  same  electric  force 
will  be  produced  at  all  points  internal  or  external.  For 
the  distribution  if  made  gives  the  actual  values  of  N  at 
the  surface,  and  equation  (99)  will  plainly  be  satisfied ; 
and  we  have  seen  that  under  these  conditions  there  can 
be  only  one  value  of  the  potential  at  any  point. 

If  this  apparent  electrification  be  removed  during  the 
action  of  the  inducing  force  by  bringing  every  part  of 
the  surface  to  zero  potential,  say,  by  passing  a  flame 
over  it,  and  the  inducing  force  be  then  removed,  there 
will  appear  a  true  electrification  equal  and  opposite  to 
o-'.  This  fact  has  been  used  by  Sir  William  Thomson 
to  explain  the  phenomena  of  pyro-electricity  shown  by 
certain  crystals."!* 

Wc  may  also  write  for  Poisson's  equation,  (99)  above, 

d^   +   dy^  +  d-   +^-f>-^'    •    •    •     (1^^) 

*  L'l.  and  Mag.y  vol.  i.,  2nd  od.,  p.  95. 
t  Ibid,  p.  58. 

VOL.   I.  I 
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where 

If  J^  is  constant  the  last  equation  gives 

P-| (106) 

The  value  of  p  given  hy  (106)  is  that  required  in  a  field  of 

specific  inductive  capacity  unity  to  produce  the  same  potential  as 

Refraction  ^  Produced  in  the  actual  field  by  the  density  p. 

of  Lines  *^®  surface  of  separation  is  not  at  right  angles  to  the  lines 

of  Force.    ^^  force,  then  resolving  the  forces  at  two  infinitely  near  points 

on  opposite  sides  of  tlie  surface  along  and  at  right  angles  to  the 

normal,  we  have  by  (101),  if  the  surfoce  is  not  electrified, 

and  since  ^i  «  ^  at  every  point  of  the  surface, 

dT\  ^   d^\ 
d»  d<a 

where  dF/d«»  denotes  rate  of  variation  of  potential  in  a  direction 
parallel  to  the  surface  of  separation,  and  in  the  plane  of  the  line 
of  force  and  the  normal.  Hence  if  0i,  6^  be  the  angles  which 
the  line  of  force  makes  with  the  normal  in  the  first  and  in  the 
second  medium  respectively,  we  have 

tan..  =  2^/-^.     ta„^=P/JA 

and  therefore 

tan  ^1  =  ^  tan  ^, (107) 

Com-  The  line  of  force  thus  undergoes  a  species  of  refraction  in 

parison  of  which  the  tangents  of  the  angles  of  incidence  and  refraction 

Electro-  are  related  as  are  the  sines  of  the  corresponding  angles  in  the 

static  and  refraction  of  light.    It  is  to  be  observed  that  according  to  the  law 

Optical  of  refraction  of  lines  of  force  they  can  show  nothing  corresponding 

Refrac-  to  the  optical  phenomenon  of  total  reflection.    This  refraction  is 

tioii-  illustrated  in  Fig.  26. 
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If  the  surface  of  separation  between  two  media  be  at  nght 
angles  to  the  lines  of  force  in  one  medium,  it  is  by  equation  (107)  at 
right  angles  to  the  lines  of  force  in  the  other,  that  is,  the  surface 
is  an  eqaipotential  surface. 

The  appareDt  electrification   and   the  force  at  any  Examples. 
point  are  easily  found  in  the  following  simple  cases, 
which  it  is  instructive  to  consider. 


if    ^    I  uiu  \i  i  1    ^  i 

u — 1       *       ri)))i  Tir  I — • — 

U  T  \  \\  \^\  V\  \  Xv       ^ 


Fig.  26. 


(1)  Two  isotropic  media  A,  B  (Fig.  26),  of  specific 
inductive  capacities  K^y  K^^  have  a  plane  surface  of 
separation,  and  a  point-charge  of  amount  q  is  situated 
at  a  point  P  in  the  medium  ^  at  a  distance  d  from  the 
plane  of  separation.   The  normal  force  due  to  the  charge 

I  2 


(1)  Two 
Media 
separated 
Ipr  Plane 
Surface. 
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Two  5  is  at  any  point  E  in  the  plane,  q .  djPE*  in  the  direc- 

se^Sated  tion  from  A  to  B,    Hence  if  o-'  be  the  apparent  surface 

s^rf"'®  density  at  E  we  have  the  equations 


(108) 


But  by  (103) 

Hence  we  have 

The  force  at  any  point  in  the  medium  A  is  there* 
fore  by  the  principle  of  electric  images  (p.  84)  that 
which,  if  A  and  B  were  replaced  by  a  single  medium 
of  unit  specific  inductive  capacity,  would  be  produced 
by  the  charge  j  at  P,  and  a  charge  of  amount 
5  (Zi  —  K^\(K^  4-  JTg)  at  the  image  P  of  P  in  the  plane ; 
and  the  force  at  any  point  in  P  is  that  which  would 
be  produced  in  the  same  circumstances  by  a  charge 

2?iri/(jri  +  igatp. 

The  directions  of  the  lines  of  force  (or,  as  they  ought 
rather  to  be  called,  lines  of  induction)  for  the  case  of 
^2  =  5,  Zj  =  3,  are  shown  in  Fig.  26,  which  represents 
a  section  of  the  electric  field  made  by  a  plane  passing 
through  P  and  cutting  the  plane  of  separation  nor- 
mally. The  closed  curves  which  surround  P  are 
sections  of  equipotential  surfaces,  and  the  lines  cutting 
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them  at  right  angles  are  the  lines  of  induction.     The      Two 
equipotential  surface  nearest  P  in   the  diagram  is  a  separated 
sphere,  and  the  surfaces  interior  to   it  are   omitted,   by  Plane 
The  distances  between  successive  equipotential  surfaces 
on  the  left  show  how  the  electric  induction  K^F  varies 
from  point  to  point  in  the  medium,  and  the  lines  of 
induction  are  so  drawn  that  if  the  diagram  were  rotated 
about  the  line  PP  the  field  on  the  left  of  the  plane 
of  separation  would  be  divided  by  the  equipotential 
surfaces,  and  those  generated  by  the  lines  of  induction, 
into  cellular  spaces  each  containing  the  same  amount 
of  the  electrical  energy,  considered,  as  in  p.  34  above, 
as  having  its  seat  in  the  medium. 

On  the  right  of  the  separating  line  the  curves  are 
the  continuations  of  those  on  the  left  into  the  second 
medium.  The  equipotential  surfaces  are  here  spherical 
surfaces  with  P  as  centre,  and  the  lines  of  induction 
straight  lines  radiating  from  P. 

The  apparent  density  for  any  given  electric  system 
is  of  course  obtained  by  superimposing  the  densities 
thus  found  for  the  several  elements  of  the  system. 

(2)  It  is  easy  to  apply  the  principle  of  images  to  find    (2)  Two 
the  force  and  potential  at  any  point,  and  the  density  of  g^t^J^d 
the  apparent  electrification,  in  certain  simple  cases  of  by  a  Plane 
three  or  more  media  occupying  different  regions  of  the     fSrd, 
electric  field.     For  instance,  let  the  infinite  planes  AB 
(Fig.  27)  be  surfaces  of  separation  of  three  dielectrics 
which  completely  occupy  the  field,  and  let  the  electric 
system  be  a  point-charge  at  P  in  the  medium  between  influence 
the  planes.     Let  the  specific  inductive  capacity  of  the  ?,^^°^°^ 
medium  to  the  left  of  -4  be  denoted  by  K^,  of  the      one. 
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Two  medium  to  the  right  of  B  by  JTj,  and  that  of  the 
separated  medium  between  the  planes  by  K,  and  write  /Aj  for 
^;.r^":  (^--^OH^  +  ^il  /^  {ot(K-K^KK  +  K^.    The  ap- 

third,     parent  electrifications  of  the  planes  A,  B,  can  be  built 

under 

Influence 

of  Point 

Charge  in 

one 


Fio.  27. 


up  by  considering  the  apparent  electrification  on  A  due 
directly  to  the  charge  q  at  P,  then  the  apparent  electri- 
fication of  B  due  to  ^  at  P  and  the  electrification  of 
A  already  found,  then  the  electrification  of  A  due  to 
the  electrification  of  B  already  found,  and  so  on.  We 
get  in  this  manner  the  result  that  the  potential,  and 
therefore  the  force  at  any  point  whatever,  produced  by 
the  apparent  electrification,  is  that  due  to  a  series  of 
charges  of  the  amounts  and  in  the  positions  specified  in 
the  following  table : — 
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Charges  equivalent  to.  Apparent  Electrification. 


/. — Plane  A. 


JP  or  L, 


^q. 


Positions  (Fig.  27). 
t^i  or  /g.        e/g  or  /g, 

Charges. 

Distances  from  plane  A, 

a  +  2y9,        3a  +  2/9,       3a  +  4y8,  &c. 


e/'g  or  I^y  &c. 


Apparent 
Electri- 
fication of 
Planes — 
(1)  When 
Charge  is 
in  Middle 
Stratum: 


Total  chaise  on  plane  A  =^%9-±-^. 

^  1  -  MiM* 


The  &C.S  here  indicate  that  the  series  are  to  be 
continued  to  infinity  according  to  the  law  indicated. 

IL— Plane  £. 

The  same  table  with  /  written  for  J,  J  for  I,  Mi  for 
/ig,  and  1*2  for  /tj,  a  for  /3,  and  )8  for  a  throughout. 

In  these  tables  alternative  positions  are  given  for  the 
charges.  Of  these  the  first  in  each  case  in  the  first 
table  and  the  second  in  each  case  in  the  second  table, 
or  vice  versd,  are  to  be  used  in  calculating  the  potential 
(  Vi  or  V^  at  any  point  according  as  the  point  is  on  the 
left  of  A  or  the  right  of  B,  and  the  second  in  each  case 
in  both  tables  in  calculating  the  potential  (F)  at  any 
point  between  A  and  B.  If  §  be  any  point,  we  have  for 
the  potential  in  each  of  the  three  cases  the  values — 
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Apparent 
Electri- 
fication of 
Planes — 


n-Z-i-^. 


_   J 


^^^  il 


4-    _^   J.  ^1^ 


+  &c.). 


(110) 


(2)  When 
Charge  is 
in  one  of 
the  Side 
Dielectrics. 


The  expression  for  Fg  is  obtained  from  Vi  by  writing 
yLtj  for  yug,  /^  for  /xj,  and  /  for  J  throughout. 

Let  P,  the  position  of  the  charge,  be  in  the  medium 
to  the  left  of  A,  and  let  in  this  case  K,  Ki,  K2  denote 


Fio.  28. 


the  specific  inductive  capacities  of  the  media  in  the  order 
from  left  to  right.     We  have  the  following  table   in 
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Appaivnt 

Charges  equivalent  to  Apparent  Electrification,  f^^f^^^of 

Planes — 
Plane  A.  when 

Charge  is 
_     .  .  ,_.       _ -.  in  one  of 

Positions  (Fig.  28).  the  side 

/lOrP,       ./lOr/g,  J^^^h  ^sOtI^.  tiic^^' 

Charges. 

Distances  from  plane  A. 
a.  2/3  -  a,  4/3  -  3a,  6/3  -  5a,  &c. 


Total  charge  on  plane  A  =  ^h^^J^t 

I  +  M1M2 


Plane  B, 

Positions  (Fig.  28). 

P  or  c7i,         Zj  or  e/'g,  Jg  or  eT^j,  7^  or  J^,  &c. 

Charges. 

Distances  from  plane  J5. 
/9,  3/3  -  2a,         5/3  -  4a,         7/3  -  6a,  &c. 

Total  charge  on  plane  B  =  ^2  ^lUii)  ^. 

If  F,  Fj,  Fj  be  as  before  the  potentials  at  a  point  Q 
in  the  media  of  specific  inductive  capacities  K,  Ki,  K<^, 
respectively,  we  have — 
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n.,(I+..)(U^(i-^jf^  +  ^-»«.)  :•>  (HI) 

>-  -  S  (.1  +  Mil  I  gp      Ql^+   Ql^       ««• 

4.„  /.I  _a^4.&V_&.V 


The  apparent  density  at  any  point  on  either  plane  is 
easily  found  from  the  charges  and  their  distances  in  the 
manner  shown  in  pp.  84,  89  above. 

(3)  The  following  case  is  of  great  importance  in  the 
Sphere  in  theory  of  magnetism  and  of  practical  interest  in  the 
Field,  experimental  determination  of  specific  inductive  capa- 
cities. A  spherical  portion  of  an  isotropic  dielectric 
medium  in  which  the  electric  force  has  everywhere  the 
same  magnitude  and  direction,  that  is,  in  which  there  is 
a  uniform  field  of  force,  is  replaced  by  an  equal  spherical 
portion  of  another  isotropic  dielectric.  It  is  required  to 
find  the  apparent  electrification,  and  thence  the  force  at 
any  point  without  or  within  the  sphere. 

Let  Jfj,  K^  be  the  specific  inductive  capacities  of  the 
surrounding  medium  and  the  sphere  respectively,  F  the 
uniform  electric  force  in  the  first  medium  produced 
independently  of  the  apparent  electrification,  iVj,  N^  the 
external  and  internal  normal  component  forces  at  any 
point  due  to  the  apparent  electrification,  <r'  the  surface 


(3)  Dielec 
trie 
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density  of  the  apparent  electrification  at  that  point  of 

the  separating  surface,  and  0  the  angle  which  a  radius 

drawn  to  the  point  makes  with  the  positive  direction  Condition 

of  F.    Taking  iV^,  N^  in  the  direction  from  the  surface  by^rmal 

on  both  sides  we  get  by  (101  Us)  and  (102)  Forces  at 

Surface. 

J'cose  +  A',  + ~2  (-i'costf  +  A^j)  =  0; 
or 

=  -  ^ •  ^^^  (-  Fcmd^  N^.   .    (112) 

This  is  the  surface  characteristic  equation.    The  dis-  Apparent 
tribution   supposed   formed   in  the   following  manner   giyen^by 

**  Couches 

de  Glisse- 

ment." 


Fig.  29. 

satisfies  this  equation  at  the  surface,  and  Laplace's 
equation  at  every  internal  and  external  point,  and 
gives  therefore  the  apparent  surface  density  for  the 
case.  Two  equal  spherical  volume  distributions  of 
electricity  of  uniform  density  />,  one  positive,  the  other 
negative,  and  of  the  same  radius  as  the  sphere,  are 
placed  in  coincidence ;  then,  according  as  iTg  is  greater 
or  less  than  JT^,  the  positive  or  the  negative  distribution 
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is  displaced,  Fig.  29,  in  the  direction  of  F  through  a 
finite  distance  a  less  than  the  sum  of  the  radiL    A 
positive  volume  distribution  of  meniscus  shape  is  thus 
formed  on  one  side,  a  negative  distribution  precisely 
similar  on  the  other,  and  in  the  space  occupied  by  the 
coincident  parts  of  the  distributions  there  is  zero  electric 
density.    Now  let  the  distance  a  be  diminished  indefi- 
nitely and   the  density  of  the  volume  distribution  p 
increased  so  that  pa  remains  equal  to  its  former  value. 
Law  of    Drawing  then  any  radius  making  an  angle  0  with  the 
ensi  y.   ^p^^^^jj  ^f  p^  ^^  j^^ve  for  the  thickness  of  the  stratum 
in  the  direction  of  the  radius  the  value  a .  cos  6,   Hence, 
writing  cr^  for  ap,  the  surface  density  at  the  extremity 
of  the  radius  is  o-'^cos^.      Its  value  is  a^  or  —  o-^ 
according  as  ^  =  0,  or  180°. 
Force  at        The  force  at  any  internal  point  P  due  to  the  distri- 
Interaal   ^^*^^^  ^  plainly  the  resultant  of  the  two  forces  due  to 
Point  dne  the  two  spherical  portions  of  the  volume  distributions 
bution.     which  have  C,  C  as  centres  and  P  a  common  point  on 
their    surfaces.      These   forces  are  in   magnitude  re- 
spectively  4/3  .  irp .  CP,   4}/^ .  TTp .  CPy  and  act  in  the 
directions  shown   in  the   figure,  and   therefore    their 
resultant  acts  in  the  direction  CG'.    Putting  jB  for 
this  resultant   taken   positive   in   the  direction  of  F, 
we  have 

iJ  =  -|7rpCC"=-|,r<     .     .     (113) 

Internal        It  is   therefore   constant  in  magnitude.     The  total 
Uniform,   force,  F+JR,  within  the  sphere,  is  therefore  also  constant 
in  magnitude  and  direction. 


DIELECTRIC  SPHERE  IN  UNIFORM  FIELD. 
By  (113), 

iVj  =  ^  waQ  cos  ^  =  5  -TTo-', 

which  gives  by  substitution  in  (112) 


Therefore 
and 
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iDternal 

Field 
Uniform. 


(115) 


(116)  Besnltant 
Internal 
Force. 


Fig.  80. 


Hence  according  as  JP,  is  greater  or  less  than  JT^  the 
force  within  the  sphere  is  less  or  greater  than  the  force 
F  without. 

The  directions,  of   the  lines  of  force   outside  and 
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Resultant  inside  the  sphere  are  shown  in  Fig.  30*  for  the  case 
^fS"™^   of  ^8  =  2-8iri,  and  radius  of  sphere  =  I'la;  in  Fig.  31 
for  K^  =  '^K^  and  radius  of  sphere  =  l*34a. 


Fig.  31. 


Case  of        If  the  sphere  is  of  conducting  material,  ^^  =  00,  and 
Conduct- 
ing Sphere 


Conduct-  ^+^  =  0,  as  it  ought  to  be.     In  this  case  also  we 

in       have 
Uniform 
Field. 


<7'=7-  i'cos^. 
47r 


(117) 


The  directions  of  the  lines  of  force  for  the  case  of  the 
conducting  sphere  are  shown  in  Fig.  32.*  The  radius 
of  the  sphere  is  a/V2  =  •794a. 

*  The  equation  of  the  curves  external  to  the  circle  in  Figs.  80, 
31,  32,  is 

The  centre  of  the  circle  is  the  origin,  and  the  curre  XX,  which  in  each 
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The  potential  energy  of  the  dielectric  sphere  in  the   Potential 
uniform  field  is  found  simply  by  calculating  the  work  iJei^tric 


done  by  electric  forces  in  the  relative  displacement  of  Spliere  in 
the  imaginary  volume  distributions.     If  r  be  the  radius     Field. 

case  is  a  straight  line,  is  the  axis  of  x.  In  Figs.  30  and  32,  y^  is 
ereiywhere  less  than  6*  ;  in  Fig.  81,  y'  is  everywhere  greater  than  bK 
Each  set  of  cnrves  is  drawn  for  a  constant  value  of  a  which  is  indicated 
below  the  diagram,  and  values  of  b  equal  to  0,  '2a,  'ia,  *6a, . .  . .  l'6a. 
In  Figs.  80  and  82,  the  curve  for  b  -  i^'^/l/2.  a  =  1  'Z75a  is  drawn. 
This  curve  has  a  pair  of  double  points  through  which  the  circle  in 
Fig.  32  passes :  in  Fig.  30  these  points  faU  within  the  circle  and  are 
not  shown.  In  Fig.  32  the  circle  has  radius  =  a/^2  =  •794a  and 
cuts  orthogonally  all  the  curves  except  that  on  which  are  the  double 
points  :  in  Figs.  30  and  31  the  radii  of  the  circles  are  1  'la  and  1  '34a 
re^)ectively.  [See  Sir  W.  Thomson's  RepritU  qf  Papers  on  Electro- 
ttatie»  and  Magnetism,  p.  492,  from  which  these  Figures  are  taken.] 
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Potential  of  the  sphere,  the  total  quantity  of  electricity  in  the 

IMdeStric  P<>sitive  volume  distribution  is  4/3.'7rpr*.     The  work 

SDhere  in  done  by  electric  forces  in  displacing  this  through  a  dis- 

Field.     tance  a  is  4/3 .  7r/>r* .  Fa,    Hence,  if  ^  be  the  energy  of 

the  sphere  in  thefieldj 

J?  =  I  in^F.pa  =  I  7r/i?V; 

This  expression  has  been  obtained   for  a  uniform 
field,  but  it  will  also  hold  for  a  variable  field  if  r  be  so 
small  that  the  value  of  F  is  sensibly  constant  in  magni- 
tude and  direction  at  every  point  of  the  sphere. 
Force  in        On  this  supposition,  the  rate  of  diminution  of  ^  in 
Field:     any  direction  i;  in   a  variable  field   is  given   by  the 

Sphere"  ^^^^    ^j-^i    ^(^  /tlQ^ 

dv  "      2K^  +  Kl     dv   *     '    '     ^  ^^ 

and  this  must  be  the  total  electric  force  on  the  sphere. 

Writing  X,  y,  z  respectively  for  v  in  this  formula  we 

get  JT,  Y,  Z  the  component  forces  in  the  direction  of 

these  variables.    The  direction  of  the  resultant  force  on 

the  sphere  is  that  for  which  d  (F^/dp  is  a  maximum, 

and  in  which  F*  increases.     The  direction  therefore  in 

which  the  sphere  tends  to  move  is  towards  a  place  of 

maximum  value  of  F* ;  that  is,  in  which  the  value  of  jP'  is 

numerically  greratest  without  distinction  of  sign. 

(2)  on         For  a  conducting  sphere  (119)  becomes 
Conduct-  ^    ^  ^         . 

Sphere.  «   _  =  /  _i_J,     ....      (120) 
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and  the  sphere  tends  to  move  in  the  same  direction  as    Force  in 
the  dielectric  sphere.  ^[e*^j  f 

Since,  as  we  have  seen,  there  is  no  place  of  maximum  (2)  on  Con- 
or minimum  potential  in  space  not  occupied  by  any  sphere. 
part  of  the  electrification,  a  point-charge,  or  small  sphere 
supposed  uniformly  electrified,  would  nowhere  be  in 
stable  equilibrium  except  in  contact  with  some  part  of 
the  electrification  ;  and  the  proposition  may  be  extended 
to  any  electrified  body.  Hence  in  the  cases  here  con- 
sidered the  spheres  move  along  the  line  of  greatest 
variation  of  force  towards  a  place  where  the  force  is 
numerically  greatest.  Generally,  this  is  the  direction 
in  which  all  bodies  of  small  dimensions,  placed  in  the 
electric  field  without  charge,  tend  to  move. 

By  (119)  and  (120)  {K^  -  K^i^^K^  +  K^  is  the  ratio 
of  the  force  on  a  dielectric  sphere  of  specific  inductive 
capacity  K^^  to  the  force  on  a  conducting  sphere  of  the 
same  radius  placed  at  exactly  the  same  place  in  the 
field  of  specific  inductive  capacity  K^, 

This  relation  has  been  used  by  Boltzmann  for  the 
determination  of  specific  inductive  capacities  (see 
Chap.  VII.). 

We  shall  now  apply  the  results  stated  above  to  one  or 
two  important  cases : — 

(1)  An  electric  field  consists  of  two  regions,  one  Vacuum 
bounded  by  equipotential  surfaces,  and  filled  with  a  Condenser 
dielectric  of  specific  inductive  capacity  K  the  same  in  all  Dielectric 
directions,  and  the  other,  the  remainder  of  the  space  g^*  j^d^ 
within  the  zero  equipotential  surface,  occupied  by  a  Cap.  K, 
dielectric  of  unit  specific  inductive  capacity.  It  is 
instructive  to  refer  this  example  directly  to  the  thermal 

VOL.  I.  K 
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analogy.  The  analogue  of  the  electrified  system  is  a 
geometrically  corresponding  system  of  heat-sources  and 
isothermal  surfaces  in  a  medium  of  conductivity  every> 
where  unity,  except  in  a  region  bounded  by  isothermal 
Thermal  surfaces,  where  the  conductivity  is  ^^  Suppose  the 
****^^*^'  whole  medium  at  first  of  unit  conductivity,  and 
that  then  a  medium  of  conductivity  k  is  substituted 
for  the  former  medium  in  the  space  referred  to,  while 
everything  else  remains  unaltered.  The  eflfect  of  in- 
troducing the  medium  of  (say)  higher  conductivity  is  to 
diminish  the  difierence  of  temperature  between  the 
inner  and  outer  surfaces  of  the  new  medium  in  the 
ratio  of  1  to  A:,  since  everywhere  in  that  medium  the 
flux  along  a  line  of  flow  becomes  —  kdvjdr,  which,  as 
the  generation  of  heat  is  unchanged,  must  be  equal  to 
the  former  value  of  —  dvjdr.  Hence  also  the  flux  at  every 
point  which  is  not  in  the  new  medium  is  unchaDged, 
and  we  have  therefore  at  every  such  point  the  same  gra- 
dient of  temperature  as  before,  and  therefore  also  the 
same  difference  of  temperature  as  before,  between  Miy 
point  of  the  system  of  sources  and  the  inner  surface  of 
the  new  medium,  and  between  any  point  in  the  outer  sur- 
face of  the  new  medium  and  the  surface  of  zero  tempera- 
ture. If  then  the  temperature  of  the  inner  surface  was 
formerly  v,  and  that  of  the  outer  surface  v\  the  tempera- 
ture of  any  point  of  the  source  has  been  lowered  by  the 
introduction  of  the  medium  of  conductivity  A  by  an 
amount  {v  —  v')(k  —  1)/A. 
Layer  in  ^^  precisely  the  same  way  in  the  electrical  problem. 
Lowering  jf  the  electric  charges  are  kept  the  same,  the  electric 

Potential    ^  ...,.,,  ,. 

of  System,  force  at  every  pomt  mside  or  outside  the  new  medium 
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is  unaltered,  and,  at  every  point  within  the  substance 
of  the  medium  itself  is  changed  from  its  former  value 
F  to  FIK,  and  the  potential  of  any  part  of  the  electrified 
system  is  lowered  by  the  amount  (K—  F')(£'— 1)/JP", 
where  V  and  V*  are  the  respective  potentials  of  the 
inner  and  outer  separating  surfaces  of  the  media. 

If  the  new  medium  fill  the  whole  space  between  the   Capacity 
electrified   system   and   the   surface   of  zero  potential     denser 
V*  =  0,  the  potential  V  of  any  part  of  the  system  has  Dieie^ri^ 
been   diminished   in   the  ratio   of  1    to  JT,  and    the  ofSp.lnd. 
charge   of  the   whole   system   necessary  to  produce  a      *^'     ' 
given  potential  at  any  part  of  it  has  therefore  been 
increased  in  the  ratio  of  j^  to  1 ;  that  is,  the  electro- 
static capacity  of  the  system  has  been  increased  in  this 
ratio. 

The  same  results  would  be  obtained  by  imagining  I^ielectric 
the   medium  of  inductive  capacity  K  replaced   by   a  equivalent 
medium   of  unit  inductive  capacity,  and   the  internal  Distribu-^ 
and    external   surfaces   of    the   region    electrified    so    tion  of 
that   the   surface   density  at    any  point  of  the  inner    tridty. 
surface  is 

JJT-l  dV 
4f7r      dv* 

and   at   any  point  of   the  outer   surface 
A'-l  dV 


47r      dv 

where  dVjdv  is  the  rate  of  variation  oiitwards  along  a 
line  of  force  passing  through  the  point  taken  in  the 
first  case  just  inside,  in  the  second  case  just  outside,  the 

K  2 
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Dielectric  region  in  question.      These  being  equilibrium   distri- 

equivalent  b^tions  would   uot  alter  the  actual  distribution,  and 

toSurface  the  force  inside  and  outside  the  region  at  any  point 
Distnbu-  , ,   ,       .,  ,    -  1  .,        .  ,  .        ,  . 

tif)u  of     would  be  the  same  as  before,  while  withm  the  region 

tricitv      ^^  would  be  diminished  at  any  point  in  the  ratio  of 

ItoK. 

We  see  in  the  same  way  that  if  the  specific  inductive 

capacities,  instead  of  being  1  and  K,  were  respectively 

K^  and  K^,  the  difiference  of  potential  between  the  two 

sides  of  the  layer  JTg  would  be  less  than  its  value  for 

the  same  space  occupied  by  the  medium  JTj  in  the 

ratio  of  A^  to  -fiTg,  and  the  density  of  the  imaginary 

distribution  described   in    the  last   paragraph    would 

be 

^ir        dp 
for  the  inner  surface,  and  for  the  outer  surface 

_  IC,-K,  dV 
47r       dv 

Condenser  (2)  The  Same  method  applies  to  the  case  of  a 
of"l.avers  fi^ld  Composed  of  dielectrics  of  inductive  capacities 
of  diflerent  j[^^  j(^^  ^^^  &c.,  each  bounded  by  equipotential  surfaces, 
and  arranged  in  this  order  outwards  from  the  electrified 
system,  which  we  suppose  in  the  medium  Ky  Let  V 
be  the  potential  of  any  part  of  the  electrified  system, 
Vi  the  potential  of  the  outer  surface  of  K^  and  the 
inner  surface  of  K^,  V^  the  potential  of  the  outer 
surface  of  JPg  ai^d  the  inner  surface  of  K^^  and  so  on. 
Then  if  K^  alone  were  replaced  by  vacuum,   F  —  F^ 
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would   become  Ki{  V  —  V^    the   other  diflferences  of  Condenser 
potential  remaining  the  same  as  before ;   if  K^  were  of  Laws 
then    replaced   by  vacuum,    V^  —  V^  would  become  of  different 
K^{  V^  —  Fg),  and  so  on.     Hence,  if  all  the  media  were     tiics. 
replaced  by  vacuum,  the  potential  of  any  part  of  the 
electrified  system  would  be  changed  from  V  to 

Heitce,  if  <7  be  the  new  value  of  the   electrostatic 

capacity   of   the  system    and    C    its   former    value, 
we  have 

C  V 


c"     jTiC  V-  yo  +  jc^{  v^-v^  +  &c: 


(121) 


Maxwell*  has  considered  a  dielectric  medium  sur-  Maxwell's 
rounding  an  electrified  system  as  in  a  state  of  strain  gtre^in 
under  stresses  consisting  of  a  tension  (as  in  a  stretched     .  ^^^ 

Dielectric 

wire  or  cord)  acting  at  each  point  along  the  direction  Medium. 
of  the  electric  force,  and  an  equal  pressure  at  the  same 
point  in  all  directions  at  right  angles  to  that  of  the 
electric  force.  The  amount  of  the  tension  and  pressure 
(each  taken  in  units  of  force  per  unit  of  area)  at  any 
point  at  which  the  electric  force  is  .P  in  a  medium  of 
specific  inductive  capacity  K  is  KF^/Stt  ;  that  is,  equals 
(p.  34  above)  the  electric  energy  of  the  medium  per 
unit  of  volume  at  that  point. 

Further,  he  has  regarded  the  electric  charge  of  the  "Electric 
system  as  the  surface  manifestation  of  a  change  which  ^jj^^^jjj*^"" 
took  place  in  the  medium  when  the  electrification  was 
set  up.    This  change  he  has  called  Electric  Di^laccmcnt, 

•  El.  and  Mag.,  vol.  L,  sec.  ed.,  pp.  59 — 67  and  153—156. 
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and  consists  in  a  passage,  across  every  surface  drawn  in 
the  medium  so  as  to  enclose  the  electrified  system,  of  a 
Electric  quantity  of  electricity  equal  to  the  charge  on  the  system, 
ment  SO  that  the  introduction  of  a  charged  system  within  a 
closed  space  does  not  produce  any  change  in  the  total 
quantity  of  electricity  within  the  space.  Thus  when 
one  coating  of  a  condenser  is  charged  positively  an 
equal  quantity  of  positive  electricity  passes  towards 
the  other  coating  across  every  intermediate  surface, 
and  the  charges  on  the  coatings  are  to  be  regarded  as 
the  charges  of  the  surfaces  of  the  separating  dielectric. 
If  any  change  take  place  in  the  charge,  a  corresponding 
change  takes  place  in  the  displacement.  Hence  when 
a  quantity  of  electricity  is  transferred  from  one  coating, 
A,  to  the  other,  B,  as  when  charge  or  discharge  takes 
place  along  a  wire  connecting  them,  an  equal  quantity 
of  electricity  crosses  every  section  of  the  dielectric  from" 
B  towards  A.  If  therefore  we  regard  the  process  of  dis- 
placement as  an  electric  current,  the  dielectric  and-the 
wire  constitute  a  closed  circuit  round  which  a  current 
passes  so  long  as  any  change  in  the  electric  state  of  the 
system  is  taking  place. 
Surface-  The  magnitude  of  the  electric  displacement  is  KFl^ir, 
^  eV^*  ^^  ^°^  ^^^  displacement  across  any  element  &  of  a  surface 
InductioD.  drawn  everywhere  at  right  angles  to  the  lines  of 
induction  is  KFBslinr.  The  integral  of  this  expression 
taken  over  the  surface  is  the  whole  quantity  of  electricity 
in  the  form  of  a  charge  within  the  surface. 

The  ratio  ^ir/ICoi  the  electric  force  to  the  electric 
displacement  Maxwell  has  called  by  analogy  the 
Co-efficient  of  Electric  Elasticity  of  the  medium.     In 
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virtue  of  the  electric  elasticity  a  force  opposing  the  Electric 
displacement  is  set  up  which  restores  the  medium  to  ^^^^^' 
its  former  state  when  the  electric  force  is  removed. 
In  a  conducting  wire  this  elastic  force  is  continually 
giving  way,  and  being  restored  by  the  displacement 
continually  going  on,  which  therefore  constitutes  an 
electric  current. 


CHAPTER  II. 
THEORY  OF  FLOW  OF  ELECTRICITY. 

Section  I. 
GENERAL  CONSIDERATIONS.    STEADY  FLOW, 

Hitherto  we  have  been  dealing  with  the  statical 
phenomena  of  electricity :  it  is  necessary  now,  before 
entering  on  the  subject  of  even  purely  statical  measure- 
ments, to  briefly  consider  some  of  the  phenomena  and 
laws  of  current  electricity.  We  shall  not,  however,  here 
deal  with  any  part  of  the  great  subject  of  electro- 
magnetism,  but  reserve  that  for  a  special  chapter  pre- 
liminary to  an  account  of  electromagnetic  measurements. 

Pheno-        'When  two  conductors  are  brought  into  contact  either 
mena  ^  ^  ^ 

attending  directly,  OF  by  means  of  an   interposed  conductor  in 

of  Eqm-    c^^iit^ct  with  both,  there  ensues  in  all  cases  in  which 

libiium    the  two  conductors  are  of  the  same  material  (if  not  in 

Electric    all  cases  whatever)  an  equalization  of  their  potentials. 

System.    ^\^\^  equalization  does  not  take  place  instantaneously, 

although  for  most  practical  purposes  the  time  during 

which  the  change   takes  place  may  be   regarded   as 

infinitely  short. 

Diminu-        i^  every  such   case  there   is  a  diminution  of  the 

tion  of  .         '^  ,.1.  11-1 

Electric    electnc  energy  of  the  conductor  which  is  at  the  higher 

^ysSrn^^  potential  accompanied   by  a  fall  of  its  potential,  an 
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increase  of  the  electric  energy  of  the  other  conductor    Diminu- 
with  a  rise  of  its  potential,  and  a  diminution  of  the    Electric 
electric  energy  of  the  whole  system.     To  estimate  these  Energy  of 
changes  in  a  specific  case  we  shall  suppose  that  the 
conductors  are  brought,  without  any  change  of  position, 
into  contact  by  means  of  a  thin  conducting  wire  such 
that  its  capacity  may  be  neglected  in  comparison  with 
that  of  either  of  the  conductors  connected.    After  con- 
tact therefore  these  may  be  regarded  as  one  conductor 
with  charge  equal  to  the  sum  of  the  separate  charges 
before  contact,  and  capacity  equal  to  the  sum  of  the 
separate  capacities.     Let  then  Q^^  Q^,  be  the  charges  of 
the  conductors  before  contact,  K^,  K^,  their  capacities. 

The  energy  before  contact  was  \Ql\K^  +  \Ql\K^^ 
after  contact  it  is  KCi  +  ^2)^/(^1  +  ^2)-  The  diminu- 
tion  of  energy  is  therefore  given  by  the  expression 

which  is  essentially  positive. 

The  energy,  represented  by  this  expression  is  trans-  Equivalent 
iormed  into  heat  which,  when  no  magnetic  or  chemical  °  Lo"t^^ 
work  is  done,  takes  the  form  of  heat  given  out  pai*tly 
in  the  intermediate  conductor,  partly  in  the  conductors 
themselves,  and  partly  in  a  spark  when  the  contact 
Ls  made. 

The  passage  to  the  new  state  of  equilibrium  may  ^^'jjf*^'^" 
be  made  to  occupy  a  longer  or  a  shorter  time   ac-    ition  to 
cording  to  the  arrangement  adopted.     For  example,  if  ^^^  ^***®- 
the  conductors  be  the  opposite  plates  of  a  condenser, 
and  the  joining  conductor  be  a  long  thin  wire  wound 
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into  a  helix  containing  an  iron  core,  the  time  taken  to 
annul  a  given  difference  o£  potential  between  the  con- 
ductors may  be  made  so  long  as  to  be  capable  of  exact 
measurement 

Electric        During  the  time  of  transition  there  is  a  flow  of  elec- 

Corrent    ^^j^  £|.qjj^  ^^^  conductor  to  another,  and  this  is  what 

is  called  an  Electric  CurrerU. 
Measure  of      The  average  Strength  of  CurrerU  over  any  cross-section 

Current^  of  the  conducting  wire  is  measured  by  the  limit  towards 
which  the  ratio  of  the  quantity  of  electricity,  which  passes 
the  cross-section  in  a  small  interval  of  time,  to  the  mag- 
nitude of  the  interval  approaches  as  the  interval  is  made 
smaller  and  smaller ;  that  is,  it  is  the  time-rate  of  flow 
of  electricity  across  the  section.  Hence,  in  all  cases  in 
which  the  current  may  be  regarded  as  having  the  same 
value  at  any  one  instant  over  every  cross-section,  the 
time-rate  at  which  one  conductor  loses  and  at  which 
the  other  gains  charge  is  equal  to  the  current.  We 
shall  see  later  how  current-strengths  may  bo  measured 
experimentally. 

Definition       The   current   has  the   same  value   at   every  cross- 

of  Steady  .  ,  ,  .         /.   i  .  i  . 

Current,  section  when  the  capacity  of  the  connecting  conductor  is 
negligible  in  comparison  with  that  of  each  of  the  con- 
ductors connected,  and  also  when  the  current  is  steady ; 
that  is,  when  its  value  for  any  one  cross-section  does 
not  vary  with  the  time ;  but  in  many  cases  of  currents 
of  very  short  duration  the  assumption  of  the  fulfilment 
of  this  condition  must  be  regarded  as  giving  results 
which  are  only  approximately  true,  and  in  other  cases, 
for  example  that  of  a  submarine  cable,  cannot  be  made 
at  all. 
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Whea,  however,  this  condition  is  fulfilled,  we  see  that  Hydro- 
an  electric  current  may  be  compared  to  a  current  of  an  Analogy. 
incompressible  fluid  between  two  vessels  communicating 
by  a  rigid  canal,  which  opens  only  into  the  vessels  and 
is  kept  full  by  the  current.  The  diflerence  of  potentials 
between  the  conductors  is  analogous  to  the  difference 
of  pressures  between  the  two  vessels,  and  the  current 
across  any  section  of  the  conductor  to  the  time-rate  of 
flow  of  the  fluid  acmss  any  section  of  the  channel. 
Since  the  fluid  is  incompressible  and  the  channel  is 
kept  full  and  unaltered  in  dimensions,  the  time-rate  of 
flow,  however  it  may  vary  with  the  time,  will  have  at 
any  one  instant  the  same  value  at  every  cross-section. 

The  time-rate  of  loss  of  energy  at  any  instant  is  Time-rate 
plainly  equal  to  the  product  of  the  current  and  the  dif-  °Euergy! 
ference  of  potentials  between  the  conductors.  Denoting 
the  potentials  of  the  conductors  by  F^  and  V^,  and  the 
current  or  time-rate  of  loss  of  charge  by  7,  and  using  A 
to  denote  time-rate  of  working,  or  Activity,  we  have  for 
this  case 

A^^r^-v^Yr (2) 

This  expression  is  of  course  precisely  similar  to  that 
which  in  the  hydrokinetic  analogy  expresses  the  rate  of 
working  of  the  current  of  fluid. 

The  flow  of  electricity  in  bodies  is  also  exactly  analo-  Analogy  of 
gous  to  the  conduction  of  heat  and  to  the  diflusion  of  Themnd^ 
liquids  and  gases,  and  the  mathematical  theory  common    Conduc- 
to  these  two  classes  of  phenomena  may  be  used  also  to 
give  results  in  the  electrical  problem.     We  shall  see 
below  that  the  amount  of  flow  depends  on  the  nature 
of  the  substance  exactly  as  the  flow  of  heat  depends  on 
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Analog  ^  the  thermal  conductivity  of  the  substauce.  In  feict,  if 
Thermal  we  take  a  diflFerence  of  temperature  as  the  analogue  of 
^tiorT*^  a  difference  of  potentials,  rate  of  flow  of  heat  across  an 
area  as  the  analogue  of  an  electric  current,  and  con- 
ductivity of  a  substance  for  heat  (taken  as  independent 
of  temperature  according  to  Fourier's  supposition)  as 
the  analogue  of  a  quantity  which  we  call  the  Specific 
Electric  Conductivity  of  a  substance,  we  may  transfer  the 
equations  of  heat  conduction  bodily  to  the  theory  of  flow 
of  electricity.  For  example,  the  theory  given  in  Section 
v..  Chapter  I.,  for  electrostatic  induction  in  different 
media,  can  be  at  once  translated  into  a  theory  of  electric 
flow,  or,  as  it  is  also  called,  conduction  of  electricity,  in 
different  media ;  and  we  shall  see  below  that  the  results 
of  that  section  are  available  without  modification. 

The  analogies  we  have  referred  to  are  only  some  of 
those  which  exist  between  the  mathematical  theories  of 
electricity  and  magnetism,  the  motion  of  fluids  (in- 
cluding diffusion),  and  the  conduction  of  heat ;  and  it 
seems  highly  probable  that  some  of  these  analogies  are 
consequences  of  hitherto  undiscovered  mutual  relations 
of  the  phenomena. 
Electric  It  is  found  experimentally  by  measuring  with  a  deli- 
of  a      cate  electi'ometer,  that  between  any  two  cross-sections 

Linear     j^  j^j  B  of  a  homogeneous  wire,  which  is  not  in  motion 
Conductor.   .  .     /,   ,  f        ,     ,  i  .  i  i 

m  a  magnetic  field,  and  along  which  a  steady  current 

of  electricity   is   kept   flowing    by  any  means,   there 

exists  a  difference  of  potentials,  and  that  if  the  wire 

be   of   uniform   section  throughout,  the   difference   of 

potentials  is  in  direct  proportion  to  the  length  of  wire 

between  the  cross-sections.     It  is  found,  further,  that  if 


ELECTROMOTIVE  FORCE.  141 

the  difference  of  potentials  between  A  and  B  is  kept    Electric 
constant,  and  the  length  of  wire  between  them  is  altered,       of  a 
the  strength  of  the  current  varies  inversely  as  the  length     H°®^/ 
of  the  wire.     Again,  if  the  length  of  wire  and  the  dif- 
ference of  potentials  between  A  and  B  be  kept  the  same 
while  the  cross-sectional  area  of  the  wire  is  increased  or 
diminished,  the  current  is  increased  or  diminished  in 
the  same  ratio.    Hence  the  wire  is  said  to  oppose  to  the 
current  a  resistance  which  is  directly  proportional  to  the 
length   of  wire   between   the   two   cross-sections,   and 
inversely   proportional    to   the   cross-sectional   area   of 
the  wire. 

K  for  any  particular  wire  measurements  of  the  current 
strength  in  it  be  made  for  various  measured  differences 
of  potentials  between  two  cross-sections,  the  current 
strengths  are  found  to  depend  only  on,  and  to  be  in 
simple  proportion  to,  the  differences  of  potential  so  long 
as  there  is  no  sensible  heating  of  the  wire. 

If  7  be  put  for  the  strength  of  the  current  flowing  in     Ohm's 
a  wire  of  resistance  B  between  two  cross-sections  at 
potentials  F'^,  Fg  respectively,  these  results  are  all  ex- 
pressed, and  unit  resistance  is  defined,  by  the  equation 

F  —  V 

This  is  equivalent  to  a  relation  given  by  G.  S.  Ohm,*    Electro- 
^  &  J  '        motive 

and  is  hence  called  Ohm's  Law.     Ohm  used  the  expres-      Force 
sion  "Gefalle  der  Elektricitat "  for  a  quantity  which, 
in  the  earlier  works  which  appeared  after  the  publication 
of  his  essay,  was  called  "  Difference  of  Tensions,"  but 

•  Die  Galvanische  Kette  mathematisch  bcarbeilct,  Berlin,  1827. 


defined. 
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Electro-    which  13  now  recognized  as  proportional  to   ^i  —  F'j ; 
Porce     ^^^  ^^  ^^  ^^^  usual  to  give  a  special  name  to  difference 

defined,  of  potentials  when  considered  in  connection  with  the 
flow  of  electricity.  Thus  the  name  Electromotive  Force 
is  frequently  given  to  the  difference  of  potentials  between 
two  points  or  two  equipotential  surfaces  in  a  homo- 
geneous conductor,  when  thus  considered  with  reference 
to  flow  of  electricity  from  one  to  the  other,  and  in 
accordance  with  custom  and  authority  the  term  may  be 
thus  employed.  A  somewhat  more  general  sense  in 
which  the  term  is  used  will  presently  be  explained. 
It  is  to  be  carefully  remembered,  however,  that  electro- 
motive force  is  not  enforce :  the  two  words  must  be  taken 
together  as  a  single  term  having  the  meaning  assigned 
to  it  in  its  definition. 

A  constant  difference  of  potentials  may  be  main- 
tained between  the  extremities  of  a  homogeneous 
conductor,  and  therefore  also  a  current  maintained  in 
the  conductor,  in  several  different  ways :  for  example, 
by  a  voltaic  battery,  a  thermo-electric  pile,  or  a  dynamo- 
electric  or  magneto-electric  machine.  Particulars  re- 
garding different  forms  of  voltaic  batteries,  and  the 
practical  construction  of  other  electric  generators,  are 
given  in  various  treatises ;  at  present  we  deal  only  with 
principles  which  are  generally  applicable,  reserving  for 
consideration  later  their  applications  in  particular 
cases. 

Equation  (3)  is  not  fulfilled  in  general  by  a  con- 

motire    ductor  made  up  of  different  homogeneous  portions,  put 
Force  in  a  end  to  end,  or  by  a  conductor  moving  across  the  lines  of 

ductor.     force  of  a  magnetic  field.     For  such  cases 
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r,  -  F-        JF  '  ,^  ,     Electro- 

7  =  —Si — -  +  T» (3a)      motive 

-'*'  •"'  Force  in  a 

where  Fj,  Fg  denote  as  before  the  potentials  at  the  ,^"" 
extremities  of  the  conductor,  and  R  the  sum  of  the 
resistances  of  the  homogeneous  portions  of  the  conductor 
in  the  former  case,  or  the  actual  resistance  of  the  con- 
ductor in  the  latter.  The  conductor  in  such  cases  is 
said  to  contain,  or  to  be  the  seat  of,  an  electromotive 
force  Ey  or  (as  frequently  in  what  follows)  an  electro- 
motive force  E  is  said  to  be  in  the  conductor.  The  total 
electromotive  force  producing  a  current  in  the  conductor 
is  now  Fj  —  Fg  +  E,  Since  in  a  heterogeneous  conductor 
(3)  applies  in  the  first  case  to  every  part,  except  any, 
however  small,  which  includes  a  surface  of  discontinuity, 
the  electromotive  force  is  said  to  have  its  seat  at  the 
surface  or  surfaces  of  discontinuity.  In  the  other  case 
electromotive  force  has  its  seat  in  every  part  of  the 
conductor  moving  in  the  field,  according  to  a  law  which 
we  shall  afterwards  discuss. 

In  a  circuit  composed  of  different  homogeneous  con- 
ductors let  adjacent  points  be  taken  on  opposite  sides  of 
each  surface  of  continuity,  and  let  the  difference  of 
potentials  between  the  pair  of  points  in  each  conductor 
be  measured;  the  sum  of  these  differences  taken  in  Applica- 
order  round  the  circuit  is  equal  to  the  sum  of  the  parts  ^^^  o^ 
of  E  contributed   by  the  discontinuities.      For   going     Law  to 

round  in  the  direction  of  the  current  from  a  point  (not    ^«^ro- 

■^  ^    ,        geneous 

in  a  surface  of  discontinuity)  to  the  same  point  again    Circuit. 
we  have  F^  =  Fg  and 

^  =  1 (35) 
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Total      But  denotincr  the  successive  homogreneous  conductors  in 

Electro-  . 

motive     ^^^^  order  round  the  circuit  by  the  suffixes  1,2, n. 

Force      j^j  i]^q  diflferences  between  their  extremities  by 

cfrc^t.  r,  -  v\,  Fj  -  rv . . . .  F.  -  v\ 

and  the  corresponding  resistances  by  R^,  iZ^, ....  -B,,  we 
have 

Hence 

2(r-r')-^ (4) 

-ff  is  called  the  total  electromotive  force  in  the  circuit, 
or  simply  the  electromotive  force  of  the  circuit 

In  Chapter  VIII.  will  be  found  an  account  of  experi- 
mental methods  used  for  the  verification  of  Ohm*s  Law, 
and  details  as  to  its  application  to  chains  of  conductors 
of  diflFerent  substances.  We  will  consider  here  as  an 
example  of  the  principles  just  stated  its  application  to 
the  case  of  a  simple  voltaic  cell  composed  of  two  plates  of 
dissimilar  metals  connected  by  a  liquid,  for  example, 
copper  and  zinc  immersed  in  hydrochloric  acid,  and 
connected  externally  by  a  copper  wire. 
Case  of  Let  c  and  z  denote  the  copper  and  zinc  plates,  I  the 
Voltaic  ^W^i^  between  them.  By  the  theory  of  the  voltaic 
Cell.  cell  now  generally  adopted,  there  is  a  certain  finite 
difference  of  potential  on  the  two  sides  of  the  junction 
of  the  dissimilar  metals,  and  on  the  two  sides  of  each 
junction  of  a  metal  with  the  liquid.  We  may  suppose 
for  simplicity  the  plates  to  be  such  that  they  add  no 
sensible  resistance  to  the  circuit,  and  that  therefore  the 
potential  may  be  taken  as  the  same  at  every  point 
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of  each.  Let  Va  denote  the  potential  of  the  copper  Case  of 
plate ;  Vb  the  potential  of  the  copper  wire  close  to  its  vouSic 
junction  with  the  zinc  plate  ;  V^  the  potential  of  the  ^^^ 
stratum  of  the  liquid  close  to  the  zinc  plate ;  and 
Vic  the  potential  of  the  stratum  of  the  liquid  close  to 
the  copper  plate.  The  difiference  of  potentials  between 
two  points  in  the  copper  conductor  near  its  ends  is 
therefore  V^  —  F^.  and  that  between  the  two  isdes  of 
the  liquid  is  Vu  —  Vie-  Both  of  these  differences  are 
positive,  and  the  current  flows  from  the  copper  plate  to 
the  zinc  plate  through  the  wire,  and  trom  the  zinc  plate 
to  the  copper  through  the  liquid.  Further  it  is  an 
experimental  fact,  as  we  shall  see  later,  that  the  current 
across  any  cross-section  is  the  same  at  every  part  of  the 
circuit  Calling  R  the  resistance  of  the  copper  con- 
ductor joining  the  plates,  and  r  the  resistance  of  the 
liquid  of  the  cell,  we  have  by  (3) 


7  = 
and  therefore  also 


Va-V,  _  Vu  -  Vu 


Vg  -  Vu  ^Vu-  n 

But    Va  -  Vic  is   the   finite    difference   between   the    ^^^^*;^- 
potential  of  the  copper  plate  and  that  of  the  liquid  in    Force  of 
contact  with  it,  and  F^  —  Fi  is  similarly  the  difference      q^\^  ^ 
between  the  potential  of  the  liquid  in  contact  with  the 
zinc  plate  and  that  of  the  extremity  of  the  copper  wire 
adjacent  to  the  zinc  plate,  and  the  sum  of  these  two 

VOL.   I.  L 
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differences  constitutes  what  is  called  the  Medromotite 
Force  of  the  cell.     Calling  this  £,  we  have 


F 


H  +  r 


(5) 


Any  other  case,  however  more  complicated,  might  be 

treated  in  a  similar  manner. 
Distribu        If  F  be  the  difference  of  potentials  between  any  two 
Potential   points  in  the  copper  wire,  B  the  resistance  of  the  wire 
in  Circuit,  between  these  two  points,  and  r  the  remainder  of  the 

resistance  in  circuit,  we  have  from  the  equations 

r        E 


the  result 


^-^sf-/ 


AcHvity        The  activity  in  the  wire  is  by  (2) 
in  Circuit.  ^  ^  ^  ^ 

and  for  the  whole  circuit 


(6) 


[7) 


A  =  -Ey  =■ 


(^Us) 


By  (7)  the  activity  in  any  wire  not  containing  an 
electromotive  force  can  always  be  found,  whatever  be 
the  arrangement  of  which  it  forms  part.  The  activities 
in  the  different  parts  of  more  complicated  circuits  con- 
taining electromotive  forces  of  different  kinds  will 
be  considered  in  the  chapter  on  the  Measurement  of 
Electric  Energy. 


ment  in 
Series  ; 
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If  instead  of  a  single  cell  we  have  a  battery  of  several    Electro- 
cells,  its  electromotive  force  is  found  in  exactly  the  same  Force  and 
manner  by  summing  all  the  finite  differences  of  poten-  ^y'??^*  ^^ 
tial  at  the*surfaces  of  separation  of  dissimilar  substances    Battery : 
in  the  circuit.     Hence  if  there  be  n  cells  in  the  battery 
joined  in  series,  that  is  to  say  the  zinc  plate  of  the  first  Arrange- 
cell  joined  to  the  copper  plate  of  the  second  cell,  the 
zinc  plate  of  the  second  to  the  copper  plate  of  the  third, 
and  so  on  to  the  last  cell,  the  total  electromotive  force 
of  the  arrangement,  if  the  cells  have  each  the  electro- 
motive force  E,  is  nE.     If  the  copper  plate  of  the  first 
cell  and  the  zinc  plate  of  the  last  be  joined  by  a  wire, 
and  R  denote  as  before  its  resistance,  r   the  internal 
resistance  of  each  cell,  a  current  of  strength  y  given  by 
the  equation 

will  flow  in  the  wire.     This  equation  may  be  written 


_E 

T 


'^^         i2' 


n 


which  shows  that  when  n  is  so  great  that  i?/?i  is  small 
in  comparison  with  r,  little  is  added  to  the  value 
of  7  by  further  increasing  the  number  of  cells  in  the 
battery. 

The  method  of  joining  single  cells  in  series  is  ad  van-       ^2)- 
tageous  when  R  is  large,  but  when  B  is  comparatively  -^"^"ge- 
small  it  fails  as  shown  above,  and  it  is  necessary  then  to    Multiple 
diminish  r  as  much  as  possible.     The  value  of  r  is,  for 
cells  in  which,  as  is  generally  the  case,  each  plate  nearly 

L  2 


Arc. 
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Arrange-  covers  the  CFOSS-section  of  the  liquid,  nearly  in  the 
Multiple  inverse  ratio  of  the  area  of  the  plates,  and  directly  as 
^^^'  the  distance  between  them.  Hence,  by  increasing  the 
area  of  the  plates  and  placing  them  as  close  together  as 
possible,  the  resistance  may  be  diminished.  One  large 
cell  of  small  resistance  may  be  formed  of  several  small 
cells  by  putting  all  the  copper  plates  into  metallic  con- 
nection with  one  another,  and  similarly  all  the  zinc 
plates.  Several  compound  cells  of  large  siurface  thus 
made  may  be  joined  in  series.  The  electromotive  force 
of  each  compound  cell  will  be  -F  as  in  a  simple  cell,  but 
if  m  cells  be  joined  so  as  to  form  one  compound  cell 
its  resistance  will  be  r/m.  If  n  of  these  compound  cells 
be  joined  in  series,  we  have,  calling  the  total  external 

resistance  B, 

n  E  M  n  E  . 

'^  ~  Z.         r  "  m  B  -\-  n  r   •     •     •     •     t'  > 

-B  -f   71- 

m 

Conditiou       If  i2  be  not  too  great,  and  we  have  a  proper  number 

Maximum  of  cells,  it  is  possible  to  arrange  the  battery  so  that  7 

throuffh    °^^y  have  a  maximum  value.     There  being  m  n  cells 

given      in  the  battery  the  numerator  of  the  above  value  of  7 

^  ^  ^    ^  does  not  change  when  the  arrangement  of  cells  is  varied, 

and  therefore,  in  order  that  7  may  have  its  greatest 

possible  value,  m  R  -\-  nr  must  be  made  as    small  as 

possible.     But  identically, 

mR-\-nT=  (V^ B  —  Jnry-h^  J mnRr, 

As  the  last  term  on  the  right-hand  side  does  not  vary 
with  the  arrangement  of  the  battery,  it  is  plain  that 
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m  R  +  nr  will  have  its  smallest  value  when  JmB  —  Jltr 
vanishes,  that  is  when  mR^nvoiR^  nr/m,  or,  in  words, 
when  the  total  external  resistance  of  the  circuit  is  equal 
to  the  internal  resistance  of  the  battery.  It  may  not 
be  possible  in  practice  so  to  join  a  given  battery  as  to 
fulfil  this  condition,  but  if  the  strongest  possible  current 
is  required  it  should  be  fulfilled  as  nearly  as  possible. 
This  method  of  arranging  the  battery  is  called  joining 
it  in  multiple  arc. 

It  is  to  be  carefully  observed  that  this  theorem  applies  Condition 
only  to  the  case  in  which  we  have  a  given  battery  and  ^laximum 
have  to  arrange  it  so  as  to  produce  the  greatest  current    Current 
through  a  given  external  resistance  R ;  and  the  fallacy       for 
is  to  be  avoided  of  supposing  that  of  two  batteries  of  vm^-"^"'" 
equal  electromotive  force,  but  oue  having  a  high,  the 
other  a  low,  resistance,  the  former  is  better  adapted  for 
working  through  a  high  external  resistance.     Nor  is 
this  method  of  using  the  battery  to  be  confounded  with 
the  most  ecorurtnical  method.     By  this  arrangement  the 
greatest  rate  of  working  in  the  external  part  of  the 
circuit  is  obtained;  for   by  (7   bis)  the  total   rate   of 
working  is  nEy,  and  the  part  of  this  which  belongs 
to  the  external  conductor  is  mnEyRj{mR  +  nr)y  which 
is  a  maximum  under  the  same  conditions  as  7.     As 
much  energy  is  thus  given  out  in  the  battery  itself  as  in 
the  external  resistance,  and  it  is  plain  that  for  economy 
as  little  as  possible  of  the  energy  of  the  battery  must 
be  spent  in  the  battery  itself,  and  as  much  as  possible  in 
the  working  part  of  the  circuit.    Hence  for  economical 
working  the  internal  resistance  of  the  battery  and  the 
resistance  of  the  wires  connecting  the  battery  with  the 
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working  part  of  the  circuit  must  l)e  made  as  small  as 

possible.     We  shall  return  to  this  question  in  a  later 

chapter. 

Theory  of      We   shall  now    consider  shortly   the  theory   of    a 

ifiif^     system   of  linear   conductors   (homogeneous   wires  of 

Con-      uniform     section)     in     which     steady    currents     are 

flowino:. 


ductors. 


Fig.  33. 


Principle 
of  Con- 
tinuity. 


It  has  been  stated  above  that  when  a  steady  current 
is  kept  flowing  across  any  cross-section  of  a  conductor, 
the  current  strength  is  the  same  across  every  other 
section  of  the  conductor ;  or,  in  other  words,  that  the 
flow  of  electricity  at  any  instant  into  any  portion  of 
the  conductor  is  equal  to  the  flow  out  of  the  same  por- 
tion. This  is  what  is  called  the  principle  of  coniinuity 
as  applied  to  the  case  of  a  steady  flow  of  electricity. 
By  the  same  principle  we  have,  in  the  c^ise  in  which 
steady  currents  are  maintained  in  the  various  parts 
of  a  network  of  conductors,  the  theorem  ^  that  the 
total  flow  of  electricity  towards  the  point  at  which 
several  wires  meet  is  equal  to  the  total  flow  from 
that  point.  Thus  the  current  arriving  at  A  (Fig.  33) 
by  the  main  conductor  is  equal  to  the  sum  of  the 
currents  which  flow  from  A  by  the  arcs  which  connect 
it  with  B. 
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By  Ohm's  law,  if  two  points  A  and  B,  between  which     Euui- 
a  difiference  of  potentials  V  is  maintained,  be  connected  Resistance 
by  two  wires  of  resistances  r^  and  r^,  the  current  in  that    ^^^{4^*1^ 
of  resistance  r^  will  be  F/r^  and  in  the  other  V\r^,     But       Arc. 
if  7  be  the  whole  current  flowing  in  the  circuit  we  have 
by  the  principle  of  continuity 

V       V      V 

'         T^  T^         R 

where  JR  is  the  resistance  of  a  wire  which  might  be  sub- 
stituted for  the  double  arc  between  A  and  B  without 
altering  the  current  in  the  circuit.     Hence, 


1        1^1 
and 


(10) 


The  reciprocal  of  the  resistance  -B  of  a  wire,  that  is,  l/iZ,  Definition 
is  called  its  coTiductivity.  Equation  (9)  therefore  aflSrms  ductivlty. 
that  the  conductivity  of  a  wire,  the  substitution  of  which 
for  r^  and  r^  between  A  and  B,  would  not  affect  the 
current  in  the  circuit,  is  equal  to  the  sum  of  the  con- 
ductivities of  the  wires  r^  and  rg.  From  equation  (10) 
we  see  that  the  resistance  R  of  this  equivalent  wire  is 
equal  to  the  product  of  the  resistances  of  the  two  wires 
divided  by  their  sum. 

If  for  r^  we  were  to  substitute  two  wires  having  an 
equivalent  resistance,  so  that  A  and  B  should  be  con- 
nected, as  in  Fig.  33,  by  three  separate  wires  of  resistances 
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rj.  To,  rj,  we  should  have  in  the  same  manner  for  the 
current  in  r^  Vjr^ ;  in  r^  Vjr^ ;  in  r^,  VJT^  and 


R 
R  = 


^=^-hl+l 


(11) 


^1^3   •^^2^3  +  ^S^4^ 


Con- 
ductivity 

and 
Resistance 

of 
Multiple 

Arc 


Total 
Electro- 
motive 
Force  in 

any 
Circuit  in 
Network 
of  Con- 
ductors. 


Generally,  if  two  points  A  and  B  are  connected  by  a 
multiple  arc  consisting  of  n  separate  wires,  the  conduc- 
tivity of  the  wire  equivalent  to  the  multiple  arc  connec- 
tion is  equal  to  the  sum  of  the  conductivities  of  the  n 
connecting  wires ;  and  its  resistance  is  equal  to  the 
product  of  the  n  resistances  divided  by  the  sum  of  all 
the  different  products  which  can  be  formed  from  the  n 
resistances  by  taking  them  ti  —  1  at  a  time. 

As  a  simple  example,  we  may  take  the  case  of  a 
number  n  of  incandescence  lamps  joined  in  multiple  arc. 
If  the  resistance  of  each  lamp  and  its  connections  be  r, 
the  equivalent  resistance  between  the  main  conductors, 
the  resistance  due  to  the  latter  being  neglected,  is  by 
(11)  r^/Tir*-^  =  rjn.  Thus  if  r  be  60  ohms  when  the 
lamp  is  incandescent,  and  there  be  twenty  lamps,  their 
resistance  to  the  current  will  be  3  ohms. 

By  the  considerations  stated  above,  we  at  once  deduce 
from  Ohm's  law  the  following  important  theorem.*  In 
any  closed  circuit  of  conductors  forming  part  of  any 
linear  system,  the  sum  of  the  products  obtained  by  mul- 
tiplying the  current  in  each  part,  taken  i\i  order  round 

*  This  theorem  and  the  application  of  the  principle  of  continuity 
were  first  stated  explicitly  by  Eirchhoff,  Pogg,  Arm,  Bd.  72, 1847,  also 
Qes.Abhand,,-^,  22. 
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the  circuit  by  its  resistance,  is  equal  to  the  sum  of  the 
electromotive  forces  in  the  circuit.  This  follows  at  once 
by  an  application  of  Ohm's  law  to  each  part  of  the 
circuit,  exactly  as  in  the  investigation  in  p.  145  above  of 
the  electromotive  force  of  the  circuit  composed  of  a 
cell  and  a  single  conductor. 

As  an  example  of  a  circuit  containing  no  electro- 
motive forces,  consider  the  circuit  formed  by  the  two  Examples, 
wires  (Fig.  33)  of  resistances  ri,  r^  joining  AB.  We 
have,  for  the  current  flowing  from  A  to  B  through  r^, 
the  value  V/r^;  the  product  of  this  by  r^  is  V;  for  the 
current  flowing  from  B  to  A  through  r^  we  have  —  V/r^y 
and  the  product  of  this  by  rg  is  —  F:  the  sum  is 
V  -  V  ox  zero.     As  another   example,   consider  the 


diagram,  Fig.  34,  of  resistances  r^  r^,  r^,  r^,  r^,  between 
the  two  points  A  and  B.  By  what  we  have  seen,  if 
Fa.  Fft.  Fe,  Fd,  be  the  potentials  at  A,  B,  (7,  i>, 
respectively,  the  current  from  -4  to  (7  is  ( Fa  —  V^jr^y 
from  CtoDiVc  Vd)lr^,  and  from  2>  to  -4  (  F^  -  Vc^jr^, 
Hence,  taking  the  sum  of  the  products  of  these  current 
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strengths  by  the  conpesponding  resistances  for  the  circuit 
ACDA,  we  get 

Fa  -  r,  +  F,  -  Fj  +  F^  -  F«  =  0.  .  .  (12) 

Problem        To  illustrate  the  use  of  the  principles  which  have 
of  Two  , 

Points     b^eii  established,  we   may  apply   them  to   find    the 

J2^°^  ^k    current  strength  in  r^  (Fig.  34)  when  r^  contains  a  battery 

of  Five    of  electromotive  force  E.   Let  r^  be  the  resistance  of  the 

ductors.    battery  and  the  wires  connecting  it  with  A  and  B,  and 

let  7j,  72»  &c.,  be  the  strengths  of  the  currents  flowing 

in  the  resistances  r^,  r^  &c.,  respectively,  in  the  directions 

indicated  by  the  arrows.     By  the  principle  of  continuity 

we  get 


73  =  7i-75^ 

74  =  72  +  75  ?- 
76  =  7i  +  72  -^ 


(13) 


Applying  the  second  principle  to  the  circuits  BACB, 
ACBA,  CBBC,  and  using  equation  (12),  we  obtain  the 
three  equations, 

7l  (^l  +  ^3  +  O  +  72^6-75^8  =  ^  ) 

7l^l  -72^-2  +  75^*5  =^     r    0-^) 

7i^8  -72^4-75(^3+ ^4+^5)=  0  -'     . 

Eliminating  7^  and  73,  we  find 

75  = ^   I)—^^        ....     (lo) 

where 

■^  =  ^6  ^6  (^1  +  ^2  +  ^3  +  ^4)  +  ^5  (^1  +  ^3)  (^2  +  ^4)  + 

^a(^l  +  ^2)(^S  +  0+^l^s(^2+0+^2^4(^l+^3)^    .    (16) 
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By  substituting  for  y^  in  the  second  and  third  of   Problem 

equations  (14)  its  value  7^  —  7^,  we  get,  Points 

joined  by 

7i(^i  +  r^  +  75^5  -7a-2  =  0j       (17)^)7--^ 

7i  (^3  +  ^4)  -  76  (^3  +  ^4  +  ^s)  -  76  ^4  =  0   )  COD- 

ductors. 

From  these  we  obtain  by  eliminating  7^, 

r,  = 76_(!:2j3_r  ^i!j) as) 

^*      r^  (r^  4-  r,  +  7-3  +  rj  +  (r^  +  r^  {r^  +  ^     '     ^     ^ 

By  means  of  equations  (15)  and  (18)  we  can  very  easily 
solve  the  problem  of  finding  the  equivalent  resistance 
of  the  system  of  five  resistances  r^,  r^,  &c.,  between  A 
and  B.  For  let  R  be  this  equivalent  resistance,  since 
7^  is  the  current  flowing  through  the  battery,  we  have 
7^  =  El{r^  +  R),  Substituting  this  value  of  7^  in  (18), 
equating  the  values  of  75  given  by  (15)  and  (18),  and 
solving  for  R^  we  get 

j; ^  ^5  C^i  +  ^)(^2  +  ^4)  +  ^1^3  (rg  +  O  +  r^r^  (r^  +  r^  ,jg. 
^6(^i  +  ^2  +  ^3-*-n)  +  (^i  +  ^2)(^3H'^4) 

It  follows  from  Ohm's  law,  and  the  theorems  which   Principle 
have  been  deduced  from  it,  that  any  two  states  of  a  °^  Super- 

-  ,  1  .11.        positiou. 

system  of  conductors  may  be  superimposed ;  that  is, 
the  resulting  potential  at  any  point  is  the  sum  of 
the  potentials  at  the  point,  the  current  in  any  con- 
ductor the  sum  of  the  currents  in  the  conductor,  and 
the  electromotive  force  in  any  circuit  the  sum  of  the 
electromotive  forces  in  the  circuit,  in  the  two  states  of 
the  system. 

The  following  result,  which  is  a  direct  inference  from 
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the  foregoing  principles,  and  can  be  verified  by  experi- 
ment, will  be  of  use  in  what  immediately  follows. 
Result  of  Any  two  points  in  a  linear  circuit  which  are  at 
PrincMes  ^^^®^^^^  potentials  may  be  joined  by  a  wire  without 
altering  in  any  way  the  state  of  the  system,  provided 
the  wire  contains  an  electromotive  force  equal  and 
opposite  to  the  difference  of  potential  between  the  two 
points.  For  the  wire  before  being  joined  will  in  cou- 
sequence  of  the  electromotive  force  have  the  same 
diflference  of  potentials  between  its  extremities  as  there 
is  between  the  two  points,  and  if  the  end  of  the  wire 
which  is  at  the  lower  potential  be  joined  to  the  point 
of  lower  potential  it  will  have  the  potential  of  that 
point,  and  no  change  will  take  place  in  the  system.  The 
other  end  will  then  be  at  the  potential  of  the  other 
point,  and  may  be  supposed  coincident  with  that  point, 
without  change  in  the  state  of  the  sjrstem.  The  new 
system  thus  obtained  plainly  satisfies  the  principle  of 
continuity,  and  the  theorem  of  p.  152  above,  and  is  there- 
fore possible ;  and  it  can  be  proved  that  it  is  the  only 
possible  arrangement  under  the  condition  that  the  state 
of  the  original  system  shall  remain  unaltered. 

As  a  particular  case  of  this  result  any  two  points  in 
a  linear  circuit  which  are  at  the  same  potential  may 
be  connected,  either  directly  or  by  a  wire  of  any  resist- 
ance, without  altering  the  state  of  the  system. 

Further,  it  follows  that  if  an  electromotive  force  in  one 
conductor.  A,  of  a  linear  system  can  produce  no  current 
in  another  conductor,  B,  of  the  system,  either  con- 
ductor may  be  removed  without  altering  the  current  in 
the  other.     For  let  the  conductor.  A,  be  removed  :  the 
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potentials  at  the  points  of  the  system  at  which  it  was  Result  of 
attached  will  in  general  then  be  altered.  And  since  Princi[»les. 
any  two  points  in  a  linear  system  between  which  there 
is  a  difference  of  potentials  may,  without  altering  the 
state  of  the  system  in  any  way,  be  joined  by  a  wire 
which  contains  an  electromotive  force  equal  and  opposite 
to  the  difference  of  potentials,  we  may  suppose  the 
conductor  replaced  with  an  electromotive  force  in  it 
equal  to  the  difference  of  potentials  now  existing 
between  the  two  points,  and  its  presence  or  removal 
will  not  affect  the  current  in  any  part  of  the  system. 
But  the  same  result  may  be  attained,  of  course,  without 
removing  the  conductor,  by  simply  placing  within  it 
the  required  electromotive  force,  and  this  by  hypo- 
thesis does  not  affect  the  current  in  the  other  conductor. 
Hence  the  removal  of  the  conductor,  A,  does  not  affect 
the  current  in  the  other.  Again,  by  the  first  reciprocal 
relation  below  (p.  159),  if  an  electromotive  force  in  A 
can  produce  no  current  in  £,  an  electromotive  force  in 
B  can  produce  no  current  in  A.  Hence  the  same  proof 
shows  that  -B  may  be  removed  without  affecting  the 
current  in  A, 

If  A,  B,  C,  D  he  four  points  of  meeting  in  a  net-  Theorems 
work  of  linear  conductors,  in  one  wire  of  which  j'  ining  J^^t'^ork 
AB  there  is  an  electromotive  force,  while  CD  is  con-    of  Con- 
nected  by  one  or  more  separate  wires,  the  network  can 
be  reduced  to  a  system  of  six  conductors  arranged  as 
in  Fig.  34,  and  such  that  the  wires -45,  CD,  the  currents 
in  them,  and  the  potentials  at  their  extremities  remain 
unchanged.     For  currents  will  enter  any  one  mesh  of 
the  network  at  certain  points  and  leave  it  at  certain 
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Theorems  other  points.     One  of  the  former  points  must  be  the 
a^  NctworL  poi^^  of  maximum  potential  in  the  mesh,  one  of  the 

of  Con-     latter  the  point  of  minimxmi  potential.     The  circuit  of 
ductors.       -  11/%  .  V»  •   •    •  1 

the  mesh,  therefore,  consists  of  two  parts  joining  these 

two  points,  and  to  any  point  in  one  of  the  parts  will 

correspond  a  point  of  the  same  potential  in  the  other 

part.     We  may  therefore  suppose  every  point  in  one 

in  coincidence  with  points  of  the  same  potential  in  the 

other ;  that  is,  the  mesh  replaced  by  a  single  wire  joining 

the  two  points,  and  such  that  the  currents  entering  or 

leaving  it  by  wires  joining  it  to  the  rest  of  the  system, 

and  the  potentials  at  the  points  of  junction,  are  not 

altered. 

Since  the  only  electromotive  force  is  in  the  wire  AB, 
the  current  must  enter  the  network  at  one  of  its 
extremities,  A,  say,  and  leave  at  the  other  extremity,  B, 
A  and  B  are  therefore  the  points  of  maximum  and 
minimum  potential  of  the  network.  Hence  we  can 
i-eplace  the  meshes  of  the  system  one  by  one  by  single 
wires,  keeping  CD  unaltered  until  we  have  reduced  the 
network  to  two  meshes,  one  on  each  side  of  CD,  con- 
nected by  single  wires  to  A  and  B  respectively.  Each 
mesh  and  connecting-wire  can  be  replaced  by  two  wires 
joining  A  and  B  respectively  with  CD,  and  thus  the 
whole  system  is  reduced  to  an  equivalent  system  of  the 
form  shown  in  Fig.  34.  We  can  now  deduce  from  this 
simple  system  relations  for  the  currents  and  potentials 
in  the  conductors  AB,  CD,  which  will  hold  for  these 
conductors  in  the  more  complex  system. 

Let  the  electromotive  force  hitherto  supposed  acting 
in  AB  be  transferred   to   CD,  while  the    resistances 
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^5»  ^6  ^^^  maintained  unaltered.     The  value  of  Jq  will  ThcoreniH 
be  obtained  from  (15)  by  retaining  the  numerator  un-  n"^ Network 
altered  and  interchanging  r^  and  r^,  r^  +  r^  and  r^  -f-  7*3,    ^^  ^°^- 
rj  4-  r^  and  rg  4-  r^  in  -D.     But  these  interchanges 
will  not  eflFect  any  alteration  in  the  value  of  -D,  and 
hence  the  new  value  of  7^  is  equal  to  the  former  value 
of  75.    Hence  the  theorem : — An  electromotive  force  Reciprocal 
which,  placed  in  any  conductor  Ci  of  a  linear  system,  Relation. 
causes  a  current  to  flow  in  any  other  Cp  would,  if 
placed  in  Cp,  cause  an  equal  current  to  flow  in  Ci. 

If  the  arrangement  is  such  that  when  the  electro-  Conjugate 
motive  force  is  in  Ci  the  current  in  C^  is  zero,  the  current    ^^  °x^'j. 
in  Ct  will  be  zero  when  the  electromotive  force  is  in 
C?«»;  and  no  electromotive  force  in  one  will  produce 
a  current  in  the  other.    The  two  conductors  are  in 
this  case  said  to  be  conjugate. 

We  can  easily  obtain  another  important  theorem. 
The  five  conductors  AC,  AD,  BC,  BD,  CD,  in  Fig.  34 
may  be  regarded  as  the  reduced  equivalent  of  a  network 
of  conductors,  at  one  point  of  which,  A,  a  current  of 
amount  y^  enters,  and  at  another  point  of  which,  B, 
the  same  current  leaves.  Multiplying  the  expression 
for  75  by  r^  we  get  for  the  difference  of  potentials 
between  C  and  D  the  value 

But  the  resistance  of  the  system  of  five  conductors, 
between  the  points  CD,  is 
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Conjugate  and  if  a  current  of  amount  7^  enter  at  C  and  leave  at 
ductors.  A  the  diflTerence  of  potentials  between  G  and  D  will 
be  equal  to  this  expression  multiplied  by  7^.  The 
product  multiplied  by  r^/frj  +  r^)  is  the  diflFerence  of 
potentials  between  C  and  A,  and  multiplied  by 
T^{r^  +  ^4)  is  the  diflFerence  of  potentials  between 
C  and  B.  Hence  the  diflFerence  of  potentials  between 
A  and  B  is  the  diflFerence  of  these  products,  or 


76^5(^1^4  ~  ^2^3) 


^5(n  +  ^2  +  ^3  +  ^4)  +   (^1  +  ^2>X^3  +  ^4)' 


Second 


the  same  value  as  that  given  in  (20)  for  the  diflFerence 

of  potentials  between  C  and  D.    Hence  the  theorem : — 

Reciprocal       If  to  a  current  entering  at  one  point  -4  of  a  linear 

Relation,   gygteni  and  leaving  at  another  point  B,  there  correspond 

a   certain  diflFerence  of  potentials  between  two  other 

points  C  and  D,  then  to  an  equal  cun*ent  entering  the 

system  at  C  and  leaving  at  D  there  will  correspond 

the  same  diflFerence  of  potentials  between  A  and  B.* 

Effect  of       The  following  result  is  easily  proved,  and  is  frequently 

of  a  Sinj?le  useful.     If  the  potentials  at  two  points  A,  B,  of  a  linear 

A|V  ire  to    gyg^em  of  conductors  containing  any  electromotive  forces. 

System,    be  F,  V  respectively,  and  R  be-the  equivalent  resistance 

of  the  system  between  these  two  points,  then  if  a  wire 

of  resistance,  r,  be  added,  joining  AB,  the  current  in 

the  wire  will  be  (F  —  V)j{R  +  r).     In  other  words  the 

linear  system,  so  far  as  the  production  of  a  current  in 

*  The  theorems  just  proved  have  been  obtained  in  different  ways  by 
Kirchhoff  {Pogg.  Ann.  Bd.  72,  1847,  and  Oes,  Abhand,  p.  22).  and 
Maxwell  {El.  and  Mag.  vol.  i.,  p.  871)  from  a  consideration  of  the 
general  theory  of  a  linear  system. 
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ihe  added  wire  is  concerned,  may  be  r^arded  as  a  single  Effect  of 
conductor  of  resistance  B  connecting  the  points  AB  and  ^f  |^  gi^g^e 
containing  an  electromotive  force  of  amount  V  —  V\  Wp  *» 
For  let  the  points  A  and  B  be  connected  by  a  wire  System. 
of  resistance  r,  containing  an  electromotiye  force  of 
amount  F  —  F*  opposed  to  the  difference  of  potentials 
between  A  and  B,  no  current  will  be  produced  in  the 
wire,  and  no  change  will  take  place  in  the  system  of  con- 
ductors. Now  imagine  another  state  of  this  latter  system 
of  conductors  in  which  an  equal  and  opposite  electro- 
motive force  acts  in  the  wire  between  A  and  B,  and 
there  is  no  electromotive  force  in  any  other  part  of  the 
sjrstem.  A  current  of  amount  (F—  F)/(-B  +  r)  will 
flow  in  the  wire.  Now  let  this  state  be  superimposed 
on  the  former  state,  the  two  electromotive  forces  in  the 
wire  will  annul  one  another,  and  the  current  will  be 
unchanged.  The  potentials  at  different  points,  and  the 
currents  in  different  parts,  of  the  system,  will  be  the 
sum  of  the  corresponding  potentials  and  currents  in  the 
two  states,  and  will  therefore,  in  general,  differ  ftx)m 
those  which  existed  before  the  addition  of  the  wire. 

So  far  we  have  considered  only  cases  of  steady  flow  in  con-     Steady 
dactors  which  are  called  linear — that  is,  conductors  for  which  it  is    Flow  ii 
convenient  to  consider  the  total  current  flowing  from  one  equi-      Non- 
potential  surface  to  another,  and  when  no  electromotive  force  has     Linear 
its  seat  in  this  position  of  the  conductor,  to  take  the  ratio  of  the    Gondue- 
differenoe  of  the  potentials  of  the  surfaces  to  this  total  current  as       tors. 
the  resistance  between  the  surfaces.    It  is  of  importance,  how- 
ever, for  the  comparison  of  experiment  with  theory,  to  consider 
the  distribution  of  the  flow  throughout  conductors,  and  the 
forms  of  the  equipotential  surfaces  in  different  cases,  and  for 
this  purpose  it  is  necessary  to  find  the  differential  equation  of 
the  potential  for  the  case  of  steady  flow  in  any  one  medium,  and 
from  one  medium  to  another.     We  shall  consider  only  isotropic 

VOL.  L  M 
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media.    The  theory  given  above  (pp.  103-105)  for  the  flow  of 

heat  18  directly  applicable. 

Ohm's         AssumiDg  what  is  the  fundamental  principle  of  the  theory  of 

Law;  Non-  Ohm,  that  the  rate  of  flow  of  electricity  at  any  point,  s,y,  z,  in  any 

Linear      direction  is  directly  proportional  to  the  gradient  of  potential  at 

Condac-    that  point  and  in  that  direction,  we  have  for  the  flow  of  electricity- 

^^*       per  unit  of  time  per  unit  of  area  in  each  of  three  matually 

rectangular  directions  in  an  isotropic  medium  the  values 

dx  dy  dz 

since  the  flow  takes  place  in  the  direction  in  which  F  diminishes. 
The  coefficient  k  is  the  Specific  ConducHviUf  of  the  material,  and  is 
measured  by  the  reciprocal  of  the  resistance  between  two  opposite 
faces  of  a  centimetre  cube  of  the  substance. 

Considering  now  an  elementary  rectangular  parallelepiped 
having  edges  of  lengths  dx^  dy^  dzy  and  its  centre  at  jr,  jr,  r,  and 
containing  within  it  no  electromotive  force,  we  get  for  the  flow  in 
the  direction  of  x  into  the  element  the  value 

/       dK  d^F     \ 

{-^di-i^d^^y^^'' 
and  for  the  flow  out  of  the  element  across  the  opposite  &ce 

Proceeding  in  the  same  war  for  the  other  two  pairs  of  &cee,  we 
get  for  the  total  excess  of  inflow  above  outflow 


If  the  flow  is  steady  this  must  be  zero,  and  we  have 

i"+f +?-« (-' 

that  is,  Laplace's  equation  holds  for  this  case.    The  electric 
density  is  therefore  zero  in  the  interior  of  such  a  conductor. 
Sur&ce*        At  any  point  of  a  surface  which  separates  a  medium  of  con- 
dutracter-  ductivity  ki  from  one  of  conductivity  i^  we  have  the  equation 

irtiC  jy  gy 

^^^^  *>rfK-+*i^,  =<> t22) 

where  dF/dt^i,  dVjdv^  are  the  rates  of  variation  outwards  from  the 
surface  along  normals  yi,  v%  drawn  from  the  point  into  the  media. 
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Patting  i2  —  0.  we  get  for  the  equation  at  the  surface  separating     Surface 
a  conducting  meaium  from  one  of  zero  conductivity  Character- 

,«.  istio 

—  j=   0  .  ^23^  Equation. 

or  the  component  of  flow  at  right  angles  to  the  surface  is  zero 
at  every  point  on  the  surface. 

If  on  the  surface  of  separation  hetween  the  media  there  he  an 
electromotive  force  E  acting  from  the  medium  of  conductivity  k^ 
to  tiiat  of  conductivity  i^  we  have  hesides  (22)  the  equation 

Ti  -  r,  -^  =  0 (24) 

where  Fjy  V^  are  the  potentials  at  the  point  hut  on  opposite  sides 
of  the  surface  of  separation. 

These  differential  equations  are  precisely  similar  to  the  equa-     Electro- 
tions  obtained  fpp.  102  et  seq.)  for  electrostatic  phenomena  from       static 
the  thermal  analogy,  and  the  solutions  are,  with  the  substitution    Analogy, 
simply  of  the  analogues  of  certain  quantities,  at  once  interpretable 
for  flow  of  electricity.    These  substitutions  are  specific  con- 
ductivity for  specific  mductive  capacity,  flow  of  electricity  per 
unit  of  area  per  unit  of  time  for  electrostatic  induction,  and  line 
or  tube  of  flow,  for  line  or  tube  of  force. 

We  shall  consider  in  addition  one  or  two  simple  and  interesting 
cases. 

1.  An  annular  space  contained  within  two  cylindric  surfaces  is  Particular 
filled  with  a  conducting  liquid,  and   the  inner  and  outer  sur-    Cases  of 
faces  are  maintained  at  given  potentials :  it  is  required  to  find      Flow. 
the  resistance  of  the  liquid  for  conduction  between  these  two 
surfaces. 

Let  the  inner  and  outer  radii  of  the  space  be  denoted  by  ri,  r^ 
and  the  distance  of  any  point  from  the  common  axis  by  r.  We 
may  take  the  flow  as  everywhere  radial  between  the  two  cylinders. 
Laplace's  equation  (21 )  becomes 

d^^  .    I  dF      ^ 

5^  +  75r=^ (25) 

By  integration  this  gives 

dF 
^^-^ (26) 

and  r=-.^logr  +  ^ (27) 

Hence  if  F^,  F^  he  the  inner  and  outer  potentials  we  have  by  (27) 

F^^A\ogri  +  B, 

F^^^Alogr^  +  B; 

M  2 
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PtrtieiiW  and  therefore 
Cftses  of 
nZr  r.-r,-^1og5 (28) 

^'  Bat  if  /  be  the  length  of  the  cylinder,  Fi  the  greater  potenttal, 
and  k  the  specifio  conductivity  of  the  liqaid,  the  total  current 
is  -  2wiilr.  dFjdr  or  -  2nklA.    Hence  we  have 

^^A'^l'< <») 

The  expression  on  the  right  is  the  total  resistance  of  the  liqoid 
for  condaction  between  the  two  cylinders,  and  depends  only  on  the 
ratio  of  the  two  radii,  and  not  on  their  absolute  amounts.    This 
is  the  case  of  the  colamn  of  liqtud  between  two  coaxial  cylindric 
plates  in  a  voltaic  cell.    This  result  might  have  been  obtained 
by  interpretation  from  the  equation  for  K,  p.  56  above. 
Small         2.  Two  small  highly  conducting  sphericd  dectrodes  kepi  at 
Spherical  different  potentials  are  buried  in  an  infinitely  extending  con- 
Electrodes  ductor  of  comparatively  much  lower  specific  conductivity  k : 
J^.       it  is  required  to  find  the  resistance  between  the  spheres. 
lE^te        rp]|Q  potential  of  each  sphere  must  be  neariy  the  same  througk- 
Medium.    ^^^  |^  mass,  and  if  the  distance  apart  be  great  in  comparison 
with  the  potential  at  any  point  in  the  neighbourhood  of  either, 
will  be  neariy  in  inverse  proportion  to  the  distance  of  the  point 
from  the  centre  of  the  sphere.    Thus  if  F^,  F^  be  the  potentials 
of  the  spheres  in  order  of  magnitude,  and  r,,  r,  the  radii,  the 
potential  at  such  a  point  will  be  Fj/r  in  one  case  and  FJr  in  the 
other  if  r  be  the  distance  of  the  point  from  the  sphere  in  quee- 
tion;   and   the  corresponding  outward  gradients  of  potential 


dFjdr,  dV/dr  will  be  -  FJf^,-  FJA  This  gives  at  the  surfaces 
of  the  electrodes  the  values  -  Fjr^  and  -  F^rf-  The  outward 
flow  from  the  sphere  of  higher  potential  is  therefore  MtFj,  and 
the  inward  flow  over  the  other  —  AwkF^  Hence  if  y  be  the  total 
current,  we  have 

y  =  2ir^(r,  -  F^. 

For  the  total  resistance  R  to  conduction  from  one  sphere  to  the 
other  we  get 

^  =  ^^*  =  i (30) 

a  result  independent  of  the  radii  of  the  spheres  and  of  the 
distance  between  them.    The  result  is  of  interest  in  connection 
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with  the  ^  earthing  "  of  telegraph-wires  and  other  conductors,  for 
we  infer  that  the  resistance  between  two  electrodes  buried  in  the 
earth  is  practically  independent  of  their  distance  apart 

If  the  conductor  were  separated  into  two  parts  by  a  plane 
passing  through  the  centres  of  the  spheres,  the  resistance  between 
the  homisphericaJ  electrodes  in  eacn  part  would  be  double  that 
giren  by  (30),  or  1/wk. 

3.  The  same  case  as  in  2,  except  that  the  electrodes  are  circu- 
lar discs.  Supposing,  as  before,  the  electrodes  to  be  at  a  distance 
^nat  in  comparison  with  either  disc,  the  distribution  of  potential 
m  the  medium  surrounding  either  is  the  same  approximately  as 
it  would  be  if  the  electrode  were  alone  and  charged  in  an  infinite 
medium.  Let  r|«  r,  be  the  radii  of  the  discs,  Fi,  V^  their  potentials 
in  order  of  magnitude.  If  <r  be  the  electric  surface  density  at  any 
point  on  the  surface  of  the  disc  at  potential  F^,  then  the  outwaid 
normal  component  of  electric  force  -  dV\dp  «=  4ir<r.  Hence  inte- 
grating over  the  whole  disc  (both  faces),  and  putting  Q  for  the 

whole  charge,   -  I  dt.  dF/ dp==4wQ,  But  the  total  outward  flow 

18  y=  ^Jkjds.  dF/dp  =  4arJeq  =  SkF^fi  [by  (56)  p.  63  above].  In 
the  same  way  from  the  other  disc  y  «  4iriiQ^  —  -  SkF^^.    Hence 

y  =  4HF,r,  -  F^J  =  (r,  -  rj/jj. 
Since  Fjfi »  -  F^^  this  gives 


Small 

Dim;- 

Electrodes 

in 

Infinite 

Medium. 


Sir^r 


(31) 


We  infer  that  the  parts  of  B  due  to  the  respective  discs 
are  1/81t.  and  l/8itr^ 

If  the  aiscs  lie  in  the  bounding  surfoce  conduction  takes  place 
from  only  one  face  of  each,  and  the  value  of  B  is  twice  that  just 
obtained. 

This  result  gives  an  inferior  limit  to  the  correction  to  be  made  Ck>rrection 
on  the  resistance  of  a  cylindrical  wire  which  is  joined  to  a  large        for 
mass  of  metal.*    Let  the  junction  be  made  by  a  thin  disc  of    Massive 
perfectly  conducting  matter.    The  end  of  the  wire  will  be  brought   Electrode 
to  one  potential,  and  therefore  its  conducting  power  up  to  the  joined  to  a 
<Uec  fully  made  use  of,    Hence  an  inferior  limit  to  the  correction      ^""^ 
is  an  addition  of  1/4At]  to  the  resistance,  or  if  A^  be  the  conduc- 
tivity of  the  wire,  of  nk'r/4k  to  the  length.    Lord  Rayleigh  has 
given  *8242  ifr/k  as  a  superior  limit  to  the  addition  to  the  length. 


Wile. 


See  Maxwell,  £1.  aiid  Mag,  vol.  L  pp.  896,  897  (sea  ed.). 
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Sbctiok  IL 

VARIABLE  FLOW. 

Variable        HiTHBBTO  we  have  been  dealing  with  cases  in  which  the  time- 
Flow  of    rate  of  variation  of  the  electric  flow  is  zero,  and  have  seen  that 
Eleotridtj  the  theory  of  such  cases  is  analogous  to  that  of  the  steady  flow 
of  heat     We  shall  now  consider  cases  of  variable  flow  under 
the  conditions  stated  above  that  no  effect  of  electromagnetic  or 
peristaltic  induction  is  taken  into  account    The  theory  of  mich 
cases  is  also  analogous  to  tliat  of  the  flow  of  heat,  in  fact  we 
have  only  to  modify  Fourier's  solutions  for  the  variable  flow  of 
heat  to  suit  the  particular  electrical  problems  which  it  is  meet 
important  to  solve.    The  justification  of  this  process  is  of  course, 
as  in  other  cases,  to  be  found  in  the  agreement  of  the  results  with 
those  of  experiment. 
Problem  of    ^  We  consider  first  the  following  problem,  which  is  that  of  a 
Sin^e-     single- wire  telegraph  cable  : — A  homogeneous  wire  of  uniform 
wire  sub-   cross-section,  covered  uniformly  with  a  coating  of  material  of 
terrene  or  comparatively  small  conductivity  the  external  surface  of  which 
submarine  jg  ](ept  at  zero  potential,  has  one  end  brought  to  a  potential 
Cable,      fulfilling  some  specified  law  of  variation  and  existing  for  a  stated 
interval  of  time,  while  the  other  end  is  maintained  at  zero 
potential ;  it  is  required  to  find  the  potential  and  current  at  any 
point  in  the  wire  at  any  specified  instant* 
liinear         '^^^  equipotenlial  surfaces  in  the  wire,  it  is  evident,  will  not 
Flow.       differ  sensibly  from  planes  at  right  angles  to  the  axis,  and  we 
may  therefore  take  the  potential  as  having  the  same  value  at 
every  point  of  any  such  cross-section.    By  Ohm's  Law  the  flux 
of  electricity  across  a  cross-section  at  which  the  potential  is  W 
is  (p.  162  above)    -    kdFjdx.    Let  A^  B,   C  be  three  cross- 
sections  in  the  wire  in  the  order  from  left  to  right,  and  let  the 
distance  of  B  from  A^  and  of  (7  from  B,  be  very  small  and  equal 
to  idjT,  so  that  ^  is  the  distance  of  C  from  A,    If  dF/dx  be  the 
gradient  of  potential  at  B  the  gradient  at  ^  or  at  C  is  given  by 

dF  ^  .d^F^ 
di^^d?^^ 

*  The  electrical  constants  of  the  sending  and  receiving  apparatus  are 
here  neglected.  In  practice,  except  in  the  case  of  a  long  cable,  these 
constants  must  be  taken  into  account  Some  further  treatment  of 
this  subject  will  be  given  in  a  later  chapter. 
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according  as  the  upper  or  lower  sign  is  taken.  Taking  now 
for  convenience  k  as  tbe  conductivity  of  the  conductor  per  unit 
of  length,  we  have  by  Ohm's  law  for  the  flow  towards  the  right 
across  A  and  0  respective!/  the  expressions 


The  flow  across  the  outer  surface  is  proportional  to  the 
difference  of  potentials  between  the  wire  and  the  external 
snrfiEuse  of  the  coating,  that  is  to  F,  If  we  denote  by  A  the 
condactivity  of  unit  length  of  the  coating,  the  time-rate  of  loss 
of  charge  across  the  lateral  surface  of  tlie  portion  between  A  and 
C  is  AFdx,  The  total  rate  of  loss  of  charge  from  this  portion  of 
the  wire  is  equal  to  the  excess  of  the  rate  of  loss  across  C  and 
tbe  lateral  surfiace  above  the  rate  of  gain  across  A,  and  is 
therefore 

-  it  ?-l  &r  +  AF^. 

The  effect  of  loss  of  charge  must  be  to  lower  the  potential  of 
the  element  between  A  and  C^  and  the  rate  of  fall  of  potential 
must  be  equal  to  the  last  expression  divided  by  the  electrostatic 
capacity  of  the  element  By  (60),  p.  56,  the  capacity  of  the  wire 
per  unit  of  length,  if  of  circular  section  and  covered  with  a  coaxial 
insulating  coating  also  of  circular  section,  is  1/2  log  (^/a),  where  a 
is  the  internal,  h  the  external  radius  of  the  covering. 

Denoting  this  by  c^  we  have  for  the  capacity  of  the  element 
tf.&r.  Dividing  the  rate  of  loss  of  charge  by  this  number,  and 
equating  the  result  to  -  dFjdt^  the  time-rate  of  fall  of  potential, 
we  get  the  differential  equation 


dt         e   d^        e     ' 


(32) 


This  is  precisely  the  same  as  the  ^nation  of  the  linear  motion 
of  heat  given  by  Fourier,*  and  bis  solutions  are  immediately 
applicable.  It  is  of  course  for  A  »  0  a  particular  case  of  (97), 
p.  105  above. 


Leakage 
across 
Lateral 

Surface. 


Differen- 
tial 
Equation 
of  Poten- 
tial, com- 
bining 
Linear 
Flow  and 
Leakage. 


*  Th6oTiA  Analytique  de  la  Chaieur,  Chap.  II.  Art  105. 
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This  equation  may  h%  simplified  by  writing  F  »  c-M/^,  wfaes 
it  becomes 

It '7^ <^> 

wbich  is  the  differential  equation  for  A  «  0  or  the  case  of  zero 
leakage.  A  solutioii  for  the  latter  case  can  be  converted  into 
one  for  any  valne  of  i  by  simply  multiplying  the  potential  found 
by  c-«/e. 

Sir  William  Thomson  has  given  the  name  diffusivity  to  the 

quantity  k/Cy  and  denotes  it  by  k.    The  quantity  i  coiTeq>onds  to 

what  for  thermal  radiation  he  has  called  emissivity* 

Cable  of       To  integrate  (32)  for  the  case  proposed  above^  let  first  the 

Finite      end,  jr  «  0,  of  the  cable,  to  which  the  battery  is  applied,  be 

Length,    brought  suddenly  at  time  /  =  0  to  potential  Fq  and  kept  at  that 

Integral    potential  ever  after.    Let  s  be  measured  from  that  ena,  and  let 

for  one  end  /  be  the  length  of  the  cable.    The  potential  f  or  jr  —  /  is  likewise 

at  constant  always  zero;  and  there  is  a  continual  a];^roach  with  lapse  of 

P*^*^**^'  time  to  a  state  of  uniform  Tariation  of  jiotential  with  resistance 

tiiM      ^™  ^°®  ®°^  ^  *^®  other.    These  conditions  are  fulfilled  and  the 

at  zero    <^®^^^^  equation  satisfied  by  the  solution 

+  F^'^c^  ^<c"**^^8in^,    ,    .    .    (33) 

where  t  is  any  integer,  and  k  is  written  for  k/e. 

It  only  remains  to  determine  the  constant  Ai,  so  that  when  /  is 
only  infinitesimallr  greater  than  0,  f^  =  ^a^^'  *  =  0,  and  =  0 
for  every  other  value  of  x.  Putting  /  «  0  in  (33)  we  get  the 
equation 

^"   .     .    iirx  ^-my/}^  -  c-(i-»)^V«^ 

which  must  hold  for  every  value  of  s  greater  than  zero. 
Multiplying  both  sides  by  sin  (jirx/f)dx,  where  j  is  any  integer, 
and  integrating  from  *  —  0  to  *  =  /,  we  get  on  the  left  (since 

•  Emcyd,  BrU.,  Art  "Heat*',  §  71. 
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erory  term  vatkiahee   except  that   for  which    /  =  t)  Ai,  1/2  ; 
and  on  the  right  -  hnde/{fin^Ke  +  AP).    Hence  (33)  becomea 


^0 


S^y/kiu9  -  t-o-myy^k/^ 


-  2F^-^/c  ^ 


<=i 


tt>^e  -  t-t^hlM 


^,^J^.-P^*«.Bin-    .    (34) 


Potential 

at  distance 

xfrom 

sending 

end. 


The  series  on  the  right  is  conveigent,  and  admits  of  easy  numerical 
evaluation. 

If  the  leakage  is  inconsiderable,  that  is,  if  k  may  be  taken  as 
zero,  the  equation  reduces  to 


/-  * 


<=i 


r=ro^-?-2roV   i  «-o»««Vi«  sin  •^.    .    (36) 


From  this  we  obtain  the  current  y  at  distance  s  from  the  end 
X  =  0  (the  sending  end)  by  finding  —  kdF/dx,    We  thus  get 

y  =  ^Fq  -j^   — = — :=: 


Current  at 
distance  a; 

from 

sending 

end. 


+  ?^o. 


•ki/c^ 


<»1 


€-<>»«««/'«  cos  *^* 


(36) 


When  jT  3=  /  and  k  '=  0,  this  becomes 


y  =  ^*  {i  +  2;^(- l)<*-o»««Vi«l,  .    .    (37) 

a  n^ridly  coDTeigent  series  which  gives  the  current  at  the  end 
^  »  /  (die  receiving  end)  when  the  leakage  is  zero. 

The  ordinates  of  curve  A,  Fig.  35,  calculated  from  (37)^  give 
the  values  of  y  for  different  values  of  /  as  abscisssd.  The  final 
value  of  the  current  is  taken  as  unity ;  and  m,  the  unit  of  the 
•cale  of  abscissn,  is  for  the  reason  stated  below  made  to  represent 
/  «>  2fl/v*m .  log  |.  The  sum  of  the  series  on  the  right  approaches 
I  as  /  is  made  more  and  more  nearly  zero.  Hence  the  current  at 
the  end  of  the  cable  is,  as  was  to  be  expected,  zero  immediately 
after  the  first  contact.    It  does  not  differ  sensibly  from  zero 
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Betardft-  antil  the  first  term  of  the  series  is  greater  than  },  that  is  until  i 
tion  of  is  greater  than  /'/it'k.  log |.  This  value  of  /  has  been  called  by 
Si^^aalB.  Sir  William  Thomson  the  retardation  of  the  cable.  After  the 
interval  of  retardation  has  elapsed  the  corrent  increases,  as  is 
shown  in  the  diagram,  rapidly  at  first  and  more  and  more 
gradaally  afterwaids  towards  the  valae  JkFjl^  which  it  reaches 
when  /  =  00 .  This  agrees  with  what  we  ought  to  expect,  as  t/l 
is  the  resistance  of  the  whole  cable  and  Fq  the  difEerence  of 
potential  between  its  extremities :  the  state  of  the  cable  ap- 
proaches a  uniform  gradient  of  potential  from  end  to  end. 
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Fig.  35. 


Qraphio  Curve  (1)  gives  the  current  at  the  receiving  end,  for  different 
Solutions  values  of  /  as  absciss®,  in  the  case  in  which  the  sending  end  is 
indifferent  brought  suddenly  to  potential  F^  and  maintained  at  that  poten- 
tial for  an  interval  oi  time  <i,  or  twice  the  retardation,  and  thai 
brought  suddenly  to  zero  potential  and  kept  so  ever  after.  It 
has  been  constructed  by  compounding  with  A  the  same  curve  as 
A  drawn  on  the  opposite  side  of  the  line  of  abscissas  and  beginning 
at  a  distance  a  to  the  right  of  zero.  Curves  (2)  and  (3)  give 
similarly  the  currents  for  the  cases  of  contact  at  the  same  constant 
potential  lasting  intervals^  respectively,  four  times  and  six  times 
the  retardation. 


CONDITION  OF  SIMILARITy  OF  TWO  CABLES.  171 

Carre  (B)  gives  the  carrent  for  the  case  of  contact  of  duration  Graphic 
r  infinitely  short.  The  equation  or  a  finite  value  of  r  is  Solutions 
evidently  indifferent 


tr  =  r*-yr-T, (38) 

Drhere  yt  denotes  the  current  at  time  /  due  to  +  ^o  established 
at  the  origin  when  /  =  0,  and  Fi-r  the  current  due  to  -  Fq 
alone  established  at  time  /  =  r.  But  if  r  is  very  small  we  may 
write 

tr  =  T  ^  =  2^^Kr  ^  ^__  ^y^^  ,-»,-<2,3««/;..  .     (39) 

This  curve  coincides  with  the  other  curves  from  /  =  0  to  /  =  a/2, 
and  rises  rapidly  to  a  maximum  which  it  reaches  when  v^Kt/P  is 
(f )*  nearly. 

Considering  the  distribution  of  potential  in  two  cables  of  Conditions 
lengths  /,  /'  with  the  same  potential  at  the  sending  ends,  we  see     of  Bimi- 
that  points  s,  s',  fulfilling  the  condition  */l  =  s//P  will  be  at  the    i^ty  in 
same  potential  for  the  same  value  of  t  if  «//»  =  k'/I**,  that  is,  the  *Y^.^^^«« 
two  cables  will  have  the  sanoe  retardation  only  if  the  diffusivities    ]  ^^J®'^* 
are  as  the  squares  of  the  lengths  of  the  cables.    But  diffusivity    l®^*€"^ 
tm  k/e  =  l/rc,  where  r  is  the  resistance  of  unit  length  of  the 
cable ;  hence  in  order  that  the  retardation  at  distances  x  varying 
as  the  lengths  of  the  different  cables,  or  at  the  receiving  ends, 
may  remain  constant  re  must  vary  inversely  as  the  square  of  the 
length  of  the  cable.    This  means  practically  that  the  diameter  of 
the  conductor  and  the  external  and  internal  diameters  of  the 
covering  must  be  doubled  when  the  cable  is  doubled  in  length  in 
order  that  the  speed  of  signalling  may  remain  unchanged.* 


*  This  conclusion  was  given  by  Sir  William  Thomson  in  the  early 
days  of  Submarine  Telegraphy,  when  the  first  Atlantic  cable  was  being 
projected,  and  the  recognition  of  its  validity  by  those  interested  in 
such  undertakings,  led  to  the  adoption  of  cooper  of  the  highest 
pooBible  conductivity  for  the  conductors  of  the  cables,  and  of  material 
combiiiing  low  specific  inductive  capacity  with  high  resistance  for  the 
eoveiing.  This  has  given  rise  to  a  new  indust^,  the  manufacture 
on  a  commercial  scale  of  practically  pure  copper,  now  carried  on  to  an 
enormous  extent.  The  scientific  experiments  made  in  order  to  find 
suitable  materials  have  added  greatly  to  knowledge  of  electrical  pro- 
perties of  bodies. 
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'Velocity 
of  Elec- 
tricity.' 


Infinitely 
Long 
Cable: 


Derivation 
of  Solution 
from  that 
for  Finite 
Cable. 


The  tame  conolasion,  it  is  to  be  remarked,  may  be  derived  firooi 
the  difEerential  equation  directly.    For  the  two  equations 

1^  =  1  ^       ^  =  1  f ^ 
,di        re  dx^'       dt    ^  t'd  dx^ 

are  identical  if  jr'/jr^  =  tfrflfre ;  in  other  words  two  cables  are  at 
eaual  potentials  at  similarly  situated  points,  (that  is  points  for 
which  jr/y  » llt)^  at  the  same  time,  if  jr*/j^ = t'e  ire.  This  holds  also 
in  the  case  ot  leakage  if  the  further  relation  Z'/^  =  kjk  is  fulfilled. 

It  will  be  observed  that  there  is  properly  speaking  no  velocity 
of  propagation  of  electricity  through  a  cable.  In  the  examples 
given  above  (p.  170)  as  soon  as  contact  is  made  at  the  sending  end 
the  potential  at  distance  x  begins  to  rise,  inlinitely  slowly  at  first, 
but  with  gradually  increasing  rapidity  until  after  a  certain  interval 
of  time  has  elapsed  the  potenticd  has  risen  to  a  specified  fraction 
of  its  maximum  amount  This  interval  of  time  depends  as  we 
have  seen,  p.  170,  on  the  nature  of  the  cable.''*' 

In  the  case,  however,  of  an  impressed  potential  at  the  sendinji^ 
end,  varying  as  a  simple  harmonic  function  of  the  time,  there  is 
a  definite  rate  of  propagation  of  the  electric  impulses  through  the 
cable.    This  case  we  shall  consider  later. 

Equations  (S4) . .-.  (39)  contain  the  complete  solution  of  the  pro- 
blem proposed  for  the  different  circumstances  conndered ;  and  from 
this  solution  we  can  easily  obtain  the  solution  of  related  problems 
of  great  interest  We  shall  consider  first  the  case  of  an  infinitely 
long  cable^  or  which  is  the  same,  a  cable  whose  length  /  is  great 
in  comparison  with  the  distance  x  of  any  section  considered ;  and 
we  shall  assume  first  that  there  is  no  leakage.  From  the  solution 
on  this  supposition  we  can  easily  pass,  as  shown  above,  to  that 
for  an  infinitely  long  cable  with  a  covering  of  uniform  conductivity 
h  per  unit  of  length. 

Assuming  that  /  is  very  great  in  comparison  with  x  we  may 
Mrrite  in  (M)  a  for  iirx/Lda  for  vx/l,  and  the  sign  of  integratioa 
for  that  of  summation.    Thus  we  obtain 


o»kV«'  sin  a  da  , 


(40) 


This  integral  may  be  simplified  as  follows.    It  is  proved  in  works 
on  Integral  Calculus  that 


r. 


t-aVi^  cos  na  da  ^   'Jvu-^*^. 


♦  See  •  Velocity  of  Electricity,*  Math,  and  Phyt,  Paptr$,  by  Sir 
W.  Thomson.    VoL  ii  p.  131.  /-•»     j 
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Multiplying  both  sides  of  this  equation  by  da  and  integrating 
with  respect  to  n  between  the  limits  0  and  1  (on  the  left  within 
the  sign  of  integration),  we  get 

r    ^  c-«>/*^8ina(/a=   -Jw  j    2€-*V  rf>i  -  ^  T  €-9^  (fy. 

Writing  the  last  integral  in  the  form  /  c-<*  ds,  and  putting 
J*  B  4^/4jc/  at  the  superior  limit  we  have 

r=ro(i  -  ^.^  l\-^dz)  ....   (41) 

vir  yo 

It  has  been  shown  by  Sir  William  Thomson  ♦  that  Numerical 

i=eo  Calcula- 

€-*■  =  ?^  V  c-C^+D^/^o*  cos  (^*  +  ^ V^  +  ^  Pot^^ 

a      ^  a 

i=o 

where  $  is  an  integer,  and  It  a  quantity  which  is  insensible  if  a 
is  so  large  that  to  the  degree  of  accuracy  to  which  the  value  of 
€-*^  is  desired  €-«•/*  may  be  neglected. 

By  multiplying  both  sides  of  this  equation  by  f{£)dz  and 

integrating  between  0  and  z  we  can  evaluate   /    n-^f{£)dz  in 

any  case  in  which  /  f(z)  co^{i'irzla) .  dz  can  be  easily  calculated. 
Potting  f{z)  «=  1  we  get 


/. 


" ^  =  ^^l^r^  X  -<«-^>^^^^ - ^' -+ '^^'  +  ^^ 


c^i  +  ^)sr;r 


i=0 


where  S  is  insensible  if  a  fulfils  the  condition  already  stated. 
The  series  is  rapidly  convererent,  and  a  very  few  terms  suffice 
to  give  the  numerical  value  of  the  integral  to  a  high  degree  of 
Accuracy. 

Calculating  thus  the  values  of  V  for  different  values  of  t  and 
a  single  value  of  x,  and  plotting  the  results  with  values  of  ^  as 
abscissse  and  the  corresponding  values  nf  F  as  ordinates  we  get 

•  McUh,  and  Phys.  Papers,  vol.  u.  p.  56,  '  On  the  Calculation  of 
Transcendents  of  the  form    I  «""**/(»)  dx.' 
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the  curve  A^  Fi^.  36,  which  therefore  represents  the  rise   of 

potential  at  tne  distance  jr  from  the  origin  after  the  establishment 

of  potential  A^q  at  the  origin. 

Graphic        &  the  potential  at  the  origin  be  maintained  at  F^  for  an  interval 

Solutions   of  time  r,  and  be  then  brought  to  zero  and  kept  so  ever  after,  the 

for  Short  potential  at  any  section  at  distance  x  may  be  supposed  produced 

Contacts,    by  supposing  impressed  at  the  origin  a  potential  Fq  from  /  =  0 

to  /  =  r,  and  a  potential  -  Fq  from  ^  =»  r  to  ^  =  oo.    This  may 

be  supposed  done  by  connecting  for  an  interval  r,  at  the  end, 

X  =  0>  of  the  cable  one  terminal  of  a  suitable  battery  whose 
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resistance  is  small  compared  with  that  of  the  cable,  while  the 
other  terminal  is  connected  with  the  earth,  then  disconnecting 
the  battery  and  keeping  both  ends  of  the  cable  in  contact  with 
the  earth.  The  curve  of  potential  for  the  former  of  these  is  A, 
that  for  the  latter  is  simply  A  drawn  on  the  opposite  side  of  Uie 
line  of  abscisstt  and  banning  at  a  distance  t  to  the  right  of 
zero.  The  resultant  obtained  by  compounding  these  two  curves 
shows  for  the  case  considered  the  variation  of  potential  at  distance 
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X  from  the  origin.  Potential  cnrves  drawn  in  this  manner  are  Graphic 
given  in  Fig.  36,  (1)  for  r  «=  ««/4jc,  (2)  for  r  =  2*«/4ic,  (3)  for  Solutiona 
r  =  Zj^IAkj  that  is  for  values  of  r  respectively  <i,  2tf,  3a  on  the  for  Short 
scale  of  the  diagram.  Contacts. 

Corves  can  be  drawn  in  a  similar  manner  for  other  cases ;  for 
'  example  the  case  of  potential  at  the  origin  +  ^o  ^^^  ^^  interval 
3ay  then  —  V^  for  an  equal  interval,  then  +  '^o  ^^^  ^^  interval  «, 
and  zero  potential  ever  after.  This  curve  would  be  drawn  by 
compounding  with  the  curve  Ay  Fig.  36,  three  other  curves,  as 
follows, — a  negative  curve  with  ordinates  double  those  of  A  for 
the  same  abscissSy  and  starting  at  /  =  3<i,  a  positive  curve 
precisely  the  same  as  the  last  in  ordinates  and  absciss®,  and 
starting  at  /  =>  6tf,  and  lastly,  a  negative  curve  precisely  the 
same  as  A  starting  from  /  »  la.  Another  important  case  is 
that  in  which  the  potential  at  the  origin  is  F^^  for  say  3tf,  then 
—  ^  for  20  and  zero  ever  after.  The  curve  for  this  case  would 
be  drawn  by  omitting  the  last  curve  of  the  previous  example, 
and  making  the  positive  curve  start  at  /  ^s  5^,  instead  of  at 
/»  6a. 

These  examples,  are  of  interest  as  illustrating  what  is  called  •  Curb- 
^  curb-signalling  **  through  telegraph  cables.  When  to  produce  Signalling, 
a  signal  the  battery  is  applied  at  the  sending  end  of  the  cable  for 
any  interval,  and  tnat  end  then  placed  in  contact  with  the  earth 
as  in  ordinary  uncurbed  signalling,  the  potential  at  a  distance  x 
rapidly  rises  and  then  slowly  falls.  To  more  rapidly  discharge 
the  cable  so  as  to  bring  the  effect  of  one  signal  to  zero  before 
another  is  begun,  and  thus  render  the  signals  sharper  and  more 
distinct,  the  operator,  instead  of  putting  the  cable  to  earth  after 
the  first  application  of  the  battery,  reverses  the  battery  on  the 
cable,  generally  for  a  shorter  interval,  as  in  the  second  case  just 
described,  and  then  connects  to  the  earth  before  beginning  the 
next  signal.  This  has  been  called  signalling  with  $ingle-curb. 
Instead  however  of  thus  dividing  the  signal  into  two  parts,  a 
poflidve  and  a  negative,  the  operator  may  arrange  to  divide  it 
into  three  parts,  a  positive,  a  negative  and  a  positive,  of  suitable 
durations,  say  2a,  2a,  tf,  or  3^,  2a,  a,  and  then  connects  to  earth. 
The  ^ect  of  the  positive  third  part  is  to  render  the  potential  of 
the  cable  more  nearly  zero  throughout  at  the  end  of  the  signal. 
This  has  been  called  signalling  with  doubU-^mrh.*  Curve  (a) 
fig.  35  shows  the  current  in  the  cable  for  the  case  of  curb- 

*  An  instrument  by  which  the  signals  are  made  and  the  curb,  either 
sini^e  or  double,  in  any  required  proportions,  is  applied  automatically, 
has  been  invented  by  Sir  William  Thomson.  For  description  see 
Journal  cf  the  Soeieiy  of  Telegraph  Bngineen  for  1876. 
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signalling  in  which  the  pontive  pole  of  the  hattery  is  applied  far 
an  interval  da/2y  the  n^^tive  for  an  eqnal  interral,  and  lastly 
thepositiTe  for  an  interval  «/2. 

The  equations  of  the  curves  {l\  (2),  (3)  of  Fig.  36  are  easily 
obtained  from  (41)  above.  For  lot  V§-^  denote  the  potential  at 
distance  x  from  the  ongin.  due  to  potential  V^  eetabli^ied  at  the 
ori^n  when  /  «  r,  and  U  the  potential  at  «  after  time  ^  doe  to 
+  r^  established  at  the  origin  when  /  «  0  with  —  F^  saperim- 
posea  when  /  »  r.    We  have 


Ft  -  Ft^. 


(42) 


If  r  be  small  we  may  write  this  equation 

„        dF         dF  dz 


Using  this  in  (41)  we  get 


«-«•/*«« 


If  the  interral  r  be  finite  then  plainly 
Joif-O)' 


(43) 


(*4) 


where  B  is  any  value  of  /  less  than  r. 

In  actual  practice  the  value  of  the  potential  at  the  origin  is 
not  constant  throughout  the  whole  interval  during  which  the 
battery  is  applied  but  varies  with  the  time.  Hence  the  potential 
at  the  origin  after  the  interval  has  elapsed  from  the  instant  at 
which  the  battevy  is  applied  may  be  denoted  by  Fifii.  This 
substituted  in  (43)  for  F^  gives 


CT- 


xF(0)t 


C-««/4«i, 


(45) 


2irW(<  -  e)\ 
and  (44)  becomes 

It  is  to  be  noted  that  only  values  of  /  which  are  greater  than 
T  can  be  "Sftd  in  the  evaluated  integrals  of  (44)  and  (46). 
The  current  y  at  time  /  and  distance  s  from  the  origin  can  be 
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foand  in  every  case  by  calculating    -  k.dFjdx, 
from  (41)  we  get 


dz    dx 


iri(ic/)* 


-*s/4«« 


For  example 


(47) 


Calcuhi- 

tioa  of 

Current 

for  Long 

Contact. 


which  gives  the  current  at  distance  x  from  the  sending  end  in  a 
cable  which  is  so  long  that  kVJl  is  negligible.  The  value  of  y 
in  tliis  case  is  a  maximum  for  i  =  a^lttt^  and  gradually  falls  to 
zero  for  /  =  00 . 

If  /  be  not  so  great  that  hVJl  can  be  neglected ,  the  term 
-  V^ll  must  be  restored  to  equation  (41)  before  differentiation. 
The  current  in  this  case,  at  distance  x  small  in  comparison 
with  If  is 

'-''■•(,-  + aS")  ••■•<«) 

and  continually  approaches  the  value  hVJl,  The  character  of 
the  carve  is  the  same  as  that  of  A^  Fig.  35,  above. 

The  equation  for  y  in  the  case  of  an  infinitely  short  contact  is  Current  in 
obtained  from  (43)  as  before  by  calculating  —  kAXJldx,    We  get      case  of 

Infinitely 

'-^(■£-')-'«--  ■  <«)cS- 

This  has  a  maximum  for  /  =»  g^lVlKt,  is  zero  for  i  »  o^I^k  and 
negative  for  greater  values  of  /,  and  gradually  approaches  zero  as 
/  increases  to  co . 

In  practice  the  speed  of  signalling  is  increased  by  the  use  of  Signalling 
condensers,  so  that  the  conductor  of  the  cable  is  kept  insulated,  by  Con- 
One  terminal  of  the  battery  is  connected  to  earth,  the  other  to  densera. 
one  surface  ^  of  a  large  condenser,  the  other  surface  of  which 
B  is  joined  with  the  near  end  of  the  cable.  The  farther  end  of  the 
cable  is  in  contact  with  one  surface  B^  of  another  large  condenser 
of  which  the  other  surface  A'  is  connected  to  earth.  The  surface 
A  comes  rapidly  after  contact  to  the  full  potential  which  can  be 
produced  by  the  battery,  and  the  surface  B  becomes  oppositely 
charged  while  the  surfaces  B  and  A'  at  the  farther  end  become 
electnfied  in  the  manner  of  A  and  B  respectively.  There  is  thus 
a  (positive  or  negative)  flow  of  electricity  from  the  battery  to  -4, 
from  JB  to  ^  in  the  cable  and  from  A'  to  earth,  and  this  instead 
of  continuing  and  approaching  a  steady  state,  as  in  the  cases 
already  considered,  while  the  battery  contact  is  maintained,  falls 
off  towards  zero  as  the  cable  approaches  a  uniform  potential 
throughout      The    signals  are  thereby,  when  the    operations 
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described  above  are  performed  at  A,  which  is  dow  the  send- 
ing end,  rendered  sharper  and  a  higher  ^eed  of  signalling  is 
obtainable. 
Trans-         We  shall  conclnde  this  part  of  the  subject  with  the  solution 
misnon  of  for  an  infinitely  long,  well  insulated  submarine  cable  with  a 
Electric    potential  at  the  origin  varying  according  to  a  simple  harmonic 
Wave      function  of  the  time.    Let  the  potential  be  Fo  sin  2ji^  then  the 
along  a    potential  at  distance  x  from  the  origin  and  time  /  measured 
(Sb?""*  rrom  any  instant  at  which  the  potential  at  the  origin  was  aero 
®'      will  be  given  by  the  equation 

r  „  r^-W^K  sin  (2«/  -  x^), 

for  this  value  of  F  satisfies  the  differential  equation  and  all  the 
other  required  conditions. 

The  interval  between  the  time  of  any  particular  phase  at  the 
origin  and  that  of  the  corresponding  phases  at  mstance  x  is 
xl2  'Jmc  and  the  corresponding  value  of  F  is  diminished  in  the 
ratio  of  1  to  c-*^^.  An  electric  pulse  or  wave  of  potential,  of 
amplitude  diminishing  per  unit  of  distance  travelled  in  the 
geometrical  ratio  c^'^Vt,  is  thus  propagated  along  the  cable  with 
velocity  2  Vjiic,  that  is  the  velocity  of  propagation  is  directly  as 
the  square  root  of  the  product  of  the  frequency  (s/ir)  of  the 
oscillation  and  the  conductivity  of  the  cable,  and  inversely  as 
the  electrostatic  capacity  per  unit  of  length. 
Use  of  Such  a  harmonic  vanation  of  potential  could  be  produced  at 
Telephone  the  sending  end  by  a  telephone  responding  to  a  musical  note  of 
on  CMe.  definite  pitch.  If  the  note  have  a  frequency  of  100,  that  is  to 
say  a  period  of  1/100  of  a  second,  and  the  cable  have  a  copper 
conductor  of  resistance  of  6  ohms  (5  X  lO-n  dG.S.  electro- 
static units)  per  knot,  and  an  electrostatic  capacity  of  '3  micro- 
farad per  knot  (3  X  10*  C.G.S.  electrostatic  units)  the  velocity  of 
propagation  of  the  note  will  be  about  930  knots  per  second ;  and 
the  amplitude  will  be  diminished  to  |  its  initial  value  in  traversing 
about  32  knots  and  to  ^  in  traversing  about  96  knots.  In  the 
case  of  a  telephone  responding  to  notes  of  different  pitches  pro- 
duced simultaneously,  the  pulses  corresponding  to  the  higher 
notes  would  be  transmitted  with  the  greater  velocities,  and  would 
be  received  in  order  of  pitch  beginning  with  the  highest* 

*  The  subject  of  the  Transmission  of  Electrical  Waves  along  a  Wire, 
here  only  touched  upon  under  limitations,  has  been  more  fully  dis- 
cussed by  Professor  J.  J.  Thomson,  Proc  London  Math,  Soc  voL  zviL 
Nos.  272,  273  ;  and  by  Mr.  Oliver  Heavidde,  Phil  Mag,  Feb.  1888. 
See  also  Sir  William  Thomson's  Maih,  tmi  Phys.  Papers,  voL  il 
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CHAPTER  III. 
UNITS  AND  DIMENSIONS, 

A  PHYSICAL  quantity  is  expressed  numerically  in      Two 

terms  of  some  convenient  magnitude  of  the  same  kind  ^*^^".^^ 
A  i_  -x        -I  ,      .  ,    .  -"-^Mv*  expression 

taken  as  unit  and  compared  with  it    The  expression  of      <^^  » 
the    quantity   consists    essentiaUy  of   two    factors,  a  Q^^S 
numeric*    and   the   unit    with    which    the    quantity  Numeric 
measured  is  compared ;  and  the  numeric  is  the  ratio  of      an^  ^ 
the  quantity  measured  to  the  quantity  chosen  as  unit 
Thus  when  a  certain  distance  is  said  to  be  25  yards, 
what  is  meant  is  that  the  distance  has  by  some  process 

•  The  tenn  numeric  has  been  introduced  by  Prol  James  Thomson 
(Thomson's  "Arithmetic,"  Ed.  LXXIL,  p.  4)  as  an  abbreviation  of 
*•  numerical  expression."    It  denotes  a  number,  or  a  proper  fraction,  or 
an  improper  fraction,  or  an  incommensurable  ratio.    We  shall  find  it 
convenient  to  employ  it  here  where  we  wish  to  lay  stress  on  the  fact 
that  we  are  dealing  with  what  are  essentially  numerical  expressions. 
Of  eouTse  what  is  actually  meant  by  the  conveniently  brief  expressions 
***  length.  X,"  *«  amass,  M/*  "aforce,  F,"  and  the  like,  is  simply  that 
X,  M,  F,  &c,  denote  the  numerics  which  express  the  respective  quan- 
tities in  terms  of  the  xunfs  chosen,  that  is,  are,  as  we  shall  say  below, 
the  rmmerieg  of  the  guantUies  in  terms  of  those  unite.   Further  in  such 
phrasesas  "the  product  of  mass  and  velocity,"  or  "the  product  of  charge 
and  potential,"  and  so  on,  the  product  (or  whatever  other  function  is 
specified)  of  the  numerics  is  of  course  what  is  intended.    If  all  such  ex- 
pressions were  made  verbaUy  unexceptionable^  the  resulting  prolixity 
would  be  intokraUe. 

N   2 
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Numeric    been  compared  with  the  length,  under  specified  con- 
^^      ditions,  of  a  certain   standard  rod   (which  length  is 
defined  as  a  yard)  and  the  ratio  of  the  former  to  the 
latter  found  to  be  25. 

The  unit  of  measurement  is  of  course  itself  capable 
of  being  expressed  numerically  in  terms  of  any  unit  of 
the  fiame  kind,  and  in  the  same  way  therefore  its  full 
expression  consists  of  a  numeric  and  the  new  unit 
Hence  if  iV  be  the  numeric  of  any  physical  quantity  in 
terms  of  the  unit,  N'  in  terms  of  another  unit,  and  n 
che  numeric  of  the  first  unit  in  terms  of  the  second,  we 
have 

ir^n.N (1) 

Change-  In  order  therefore  to  find  the  expression  IT  of  the 
quantity  in  terms  of  the  second  unit  from  its  expression 
N  in  terms  of  the  first  we  have  to  multiply  by  7i,  the 
ratio  of  the  first  unit  to  the  second.  This  numeric  has 
been  appropriately  called  the  ckange-ratio  for  the 
change  from,  the  first  unit  to  the  second. 

Arbitrary  The  change  from  N  to  N'  cannot  be  made  unless 
the  change-ratio  n,  is  known.  Each  unit  may  have 
been  arbitrarily  chosen  without  reference  to  any  other 
unit,  and  n  determined  by  some  process  of  measure- 
ment ;  or  the  units  may  have  been  derived  from  certain 
chosen  fundamental  units,  and  the  ratio  deduced  from 
the  relation  of  one  system  of  fundamental  units  to 
the  other.  In  the  measurements  described  in  this 
work  the  units  employed  are  entirely  of  the  second 
kind  here  referred  to. 

In  the  early  days  of  electrical  measurements  the  units 
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in  use  were  most  of  them  thus  arbitrarily  chosen,  each  Arbitrary 
without  reference   to   other  physical  quantities;   and 
further    each    investigator    had    his    own    standards, 
adopted   to  suit  his  own   convenience,   by  which   he 
tested   the    electrical  qualities   of  the   substances   he 
employed.      The  great  inconvenience,   loss,   and   un- 
certainty caused  by  this  want  of  a  common  system  of 
measurement  became  intolerable  when  practical  appli- 
cations of  electricity  like  those  of  submarine  telegraphy 
began  to  be  proposed  and  undertaken,  and  led  to  the 
adoption  of  so-called  absolute  units,  that   is,   derived    "Abao- 
units  depending  on  a  system  of  fundamental  units  in     ^^*^' 
no    way  affected    by  locality  or   other  conditions  of 
experimenting,   or    related    to    the    instruments    and 
materials  of  any  investigator. 

The  system  chosen  is  one  which  was  suggested  first    Gauss's 
by  Gauss,  and  carried  out  by  him  to  some  extent  for  ^g^tem*^ 
djmamical  and   for  electric  and   magnetic  quantities, 
extended  and  developed  first  by  Wilhelm  Weber,  and 
then  by  Thomson,  Maxwell,  and  others  who  formed  the 
6.  A.  Committee  on  Electrical  Standards,  and  gradually    carried 
adopted,  until  finally,  at  the  Congresses  of  Electricians  g^^^com. 
held  at  Paris  in  1881,  1882,  and  1884,  electric  units    mittee. 
founded  on  it  were  chosen  for  use  by  the  whole  civilised 
world.     In  this  system  the  units  of  length,  mass,  and 
time  are  defined  and  taken  as  fundamental  units,  and 
from  these,  units  for  the  measurement  of  all  physical 
quantities  are  derived  in  the  manner  explained  below. 

It  is  to  be  noticed  that  although  this  system  is  an 
"  absolute "  system  in  the  sense  just  stated,  it  is  only 
one  of  several  systems  absolute  in  the  same  sense,  which 
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might  be  constructed.  It  has,  however,  the  great  ad- 
vantage that  the  fundamental  units  adopted  are  units 
of  those  physical  quantities  which  are  measured  con- 
tinuallj  in  the  ordinary  business  of  life,  as  thus  all  the 
derived  physical  units  are  brought  into  direct  comparison 
with  the  standards  of  length  and  mass  in  the  comparison 
and  reproduction  of  which  so  much  scientific  labour 
has  been  expended,  and  with  the  elaborately-accurate 
measurements  of  time  furnished  by  the  astronomical 
observatories  of  the  world. 

"Dimen-       The  task  before  us  is  to  determine  the  manner  in 

sions    of         . 

Physical   which  the  various  derived  units  involve  the  fundamental 

ti^  units,  that  is,  we  have  to  determine  for  each  quantity 
(p.  180  above)  the  change-ratio  n  in  terms  of  the  funda- 
mental units.  The  formula  which  expresses  n  for  a 
unit  of  measurement  of  any  quantity  we  shall  call  the 
Formtcla  of  Dimermons  or  the  DimermoTud  Formula  of 
the  quantity.  To  prevent  the  necessity  for  the  constant 
repetition  of  these  terms  we  shall  denote  the  dimensional 
formula  of  any  quantity,  of  which  the  numeric  is  de- 
noted by  any  particular  symbol,  by  the  same  symbol 
inclosed  in  square  brackets.  Thus  we  denote  the  dimen- 
sional formula  of  the  quantity  Q  by  the  symbol  [Q\. 

Examples  of  the  values  of  [$]  wiU  be  found  in  deal- 
ing with  the  various  units  to  which  we  now  proceed. 
We  shall  first  consider  the  definitions  and  relations  of 
the  fundamental  units  in  common  use  and  the  deriva- 
tion from  them  of  the  units  of  other  physical  quantities. 
In  doing  so  we  shall  find  the  dimensional  formula  in 
each  case  and  its  numerical  values  for  certain  changes 
of  units. 
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Fundamental  "Units. 

(1)  Length.    The  standard  unit  of  length  in  Great    Funda- 
Britain  is  defined  by  Act  of  Parliament  in  the  following    ^^ 
terms :  *   "  The  straight  line  or  distance  between  the  adopted. 
centres  of  the  transverse  lines  in  the  two  gold  plugs  in  ^f  i^n^h. 
the  bronze  bar  deposited  in  the  Office  of  the  Exchequer 
shall  be  the  genuine  standard  of  length  at  62""  F.,  and 
if  lost  it  shall  be  replaced  by  means  of  its  copies/' 

Authorised  copies  are  preserved  at  the  Royal  Mint,  Imperial 
the  Royal  Society  of  London,  the  Royal  Observatory  at  defined. 
Greenwich,  and  the  New  Palace  of  Westminster.  The 
comparison  of  the  length  of  the  standard  with  the 
lengths  of  its  copies  has  been  eflfected  with  the  utmost 
scientific  accuracy,  and  formed  a  most  elaborate  and 
important  scientific  investigation. 

The  length  of  a  simple  pendulum  which  beats 
seconds  has  been  determined  for  several  places  by 
means  of  very  careful  observations,  and  repeated 
pendulum  experiments  at  these  places  would  in  the 
event  of  the  destruction  of  the  standard  and  all  its 
copies  give  a  means  of  accurately  renewing  them. 

In  France  and  in  most  Continental  countries  the  Metre 
standard  of  length  is  the  Metre.  This  is  defined  as  the  ^^^^^^ 
distance  between  the  extremities  of  a  certain  platinum 
bar  when  the  whole  is  at  the  temperature  0°  of  the 
Centigrade  scale.  This  rod  was  made  of  platinum  by 
Borda,  and  is  preserved  in  the  national  archives  of 
France.    As  in  the  case  of  the  yard,  authorised  copies 

♦  18  and  19  Vict  c,  72,  July  80, 1866. 
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whose  lengths  have  been  carefully  compared  with  the 
standard  are  preserved  in  various  places. 
Eolation  of      The  metre  was  constructed   in  accordance  with   a 
Dimen-    decree  of  the  French  Republic  passed  in  1795,*  which 
JjioM  of    enacted,  on  the  recommendation  of  a  Committee  of  the 
French  Academy  of  Sciences,  consisting  of  Laplace, 
Delambre,  Borda,  and  others,  that  the  unit  of  length 
should  be   one  ten-millionth    part    of   the    distance, 
measured  along  the  meridian  passing  through  Paris, 
from  the  Equator  to  the  North  Pole.    The  arc  of  that 
meridian  eitending  between  Dunkirk   and   Barcelona 
was  measured  by  Delambre  and  M^chain,  and  from  their 
results   the  standard  metre  was  realised  in  platinum 
by  Borda.    The  metre,  it  is  to  be  observed,  is  not  now 
defined  in  relation  to  the  earth's  dimensions,  and  later 
and  more  accurate  results  of  geodesy  have  therefc»^  not 
affected  the  length  of  the  metre,  but  are  themselves 
expressed  in  terms  of  the  length  which  Borda's  rod  has 
at  0^  C. 
Decimal       In  the  French  system  the  decimal  mode  of  reckoning 
Mid*  sS?^  has  been  adopted  for  multiples  and  sub-multiples  of  all 
Multiples  the  units.     Thus  the  metre  is  divided  into  ten  equal 
^     ®^^'   parts  each  caUed  a  decimetre,  the  decimetre  into  ten 
parts  each  called  a  centimetre,  and  the  centimetre  into 
ten  parts  each  called  a  millimetre.    Again,  a  length  of 
ten  metres  is  called  a  decametre,  of  one  hundred  metres 
a  hectometre,  and  one  thousand  metres  a  kilometre,  t 
Of  these,  in  accordance  with  the  prevailing  practice  of 
scientific  experimenters  who  adopted  the  suggestions  of 

*  Loi  da  18  germinal,  an  iiL 

+  See  Table  at  end  of  this  volume. 
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the  B.  A.  Committee,  the  centimetre  has  been  very 
generally  chosen  as  the  unit  of  length  for  the  expression 
of  scienti6c  results,  and  on  it  as  unit  of  length  the 
electric  and  magnetic  units  approved  by  the  Inter- 
national Congress  of  Electricians  held  at  Paris  in  1882 
have  been  founded.  The  reason  for  this  choice  will 
appear  when  we  consider  the  imit  of  mass. 

We  shall  denote  the  numeric  of  a  length  by  L,    The    Dimeii- 
dimensional  formula  is  therefore  [Z].  Formula 

For  example,  if  we  wish  to  find  from  the  numeric  of  ^^  Length. 
a  length  in  terms  of  the  yard  as  unit  the  numeric  of  the 
same  length  in  terms  of  the  metre  as  unit,  we  have 
[Z]  =  '91439,  the  ratio  of  one  yard  to  one  metre ;  and 
this  of  course  is  equal  to  36/39'3704,  or  91-439/100,  &c., 
the  ratios  of  the  numerics  of  the  two  units  directly 
obtained  according  as  the  inch,  or  the  centimetre,  &c.,  is 
taken  as  unit  of  comparison.  Similarly  the  value  of 
\L\  for  a  change  from  the  foot  as  unit  to  the  centimetre 
as  unit  is  30*47945. 

(2)  Mas»,    The   legal  standard   of   mass   in    Great  Standard 
Britain  is  the  Imperial  standard  pound  avoirdupois,  a  ^^  ^^^' 
piece  of  platinum  marked  "  P.  S.  1844,  1  lb.,"  preserved 
in  the  Exchequer  OflSce.     In  the  Act  of  Parliament 
(the  Act  already  referred  to)  which  gives  authority  to 
the   standard,  it  is  called    the    "legal    and    genuine    imperial 
standard  of  weight ; "  and  the  Act  provides  that  if  the    Y^^^\ 
standard  is  lost  or  destroyed  it  may  be  replaced  by 
means  of  authorised  copies,  which  are  kept  in  the  same 
national  repositories  as  the  copies  of  the  standard  of 
length. 

It  is  to  be  noted  that  the  word  "  weight  *'  used  in  the 
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Ambi-  Act,  is  One  which  is  constantly  used  in  two  distinct 
^ord*^  senses :  (1)  as  here,  to  signify  the  quantity  of  matter  in 
*  Weight"  a  body ;  (2)  in  its  proper  sense,  to  signify  the  downward 
force  of  gravity  on  the  body.  It  is  evident  that  these 
two  senses  are  distinct.  The  quantity  of  matter  in  a 
body  is  invariable ;  the  force  of  gravity  upon  the  body 
depends  on  the  situation  of  the  body,  and  may  even  be 
zero.  At  a  given  place  the  forces  of  gravity  on 
diflferent  bodies  are,  as  was  proved  by  Newton  by 
pendulum  experiments,  proportional  to  their  masses, 
and  thus  a  comparison  of  the  weights  of  different  bodies 
gives  a  direct  comparison  of  their  masses. 

The  pound  has  been  generally  used  in  Great  Britain 
as  the  unit  of  mass  for  the  expression  of  dynamical 
results,  but  in  engineering  and  the  arts,  larger  units, 
for  example,  the  ton,  or  mass  of  2240  lbs.,  and  the 
hundred-weight,  or  mass  of  112  lbs.,  are  frequently 
employed. 
Kilo-  The  French  standard  of  mass  is  a  piece  of  platinum 

^^^1^®  called  the  Kilogramme  des  Archives,  made  also  by 
Borda  in  accordance  with  the  decree  of  the  Republic 
mentioned  above.  It  was  connected  with  the  standard 
of  length  by  being  made  a  mass  as  nearly  as  possible 
equal  to  that  contained  in  a  cubic  decimetre  of  distilled 
water  at  the  temperature  of  maximum  density,  4°  C. 
The  comparison  was  of  course  made  by  weighing,  and 
so  far  as  this  process  was  concerned  it  was  possible  to 
obtain  great  accuracy,  but  the  density  of  water  is  some- 
what  difficult  to  determine  with  exactness,  and  is  still 
in  a  small  degree  uncertain.  The  relation  between  the 
standards  is,  however,  so  nearly  that  stated  above  that. 
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for  practical  purposes,  the  error  may  be  neglected.  But 
on  account  of  this  uncertainty  it  is  important  to  re- 
member that  the  standard  is  defined  as  the  kilogramme 
made  by  Borda,  and  not  as  the  mass  of  a  cubic  decimetre 
of  distilled  water  at  4**  C,  which  it  approximately  equals. 

A  comparison  between  the  French  and  British 
standards  of  mass  made  by  Professor  W.  H.  Miller 
gave  the  mass  of  the  Kilogramme  des  Archives  as 
15432-34874  grains. 

The  gramme,  defined  as  1/1000  of  the  Kilogramme  des 
Archives,  and  approximately  equal  to  the  mass  of  one    Relation 
cubic  centimetre  of  water  at  4**  C,  was  recommended  g^Jf^"*^ 
by  the  B.  A.  Committee  as  the  unit  of  mass  for  the  of  Mass  to 
expression  of  experimental  results  generally,  and  this  ^f  Length. 
choice  has  now  been  ratified  by  the  general  practice  of 
scientific  men.    The  convenience  of  the   adoption  of 
this  unit  of  mass  lies  in  the  fact  that  it  is  approxi- 
mately the  mass  of  unit  volume  of  the  substance,  (water 
at  its  temperature  of  maximum  density),  usually  taken 
as  standard  of  comparison  in  the  estimation  of  specific 
gravities  of  bodies,  which  therefore  become  in  this  case 
the  same  numbers  as  the  densities  of  the  bodies. 

The  multiples  and  sub-multiples  of  the  gramme 
proceed  decimally,  and  are  distinguished  by  the  same 
prefixes  as  those  of  the  metre.* 

We  shall  denote  the  numeric  of  a  mass  by  if,  and 
hence  its  dimensional  formula  by  [M],  Dimen- 

The  value  of  \in  for  a  reduction  from  the  pound  as     sioual 

1  '     •      A  r^      i*  1        •  Formula 

unit  to  the  gramme  as  unit  is  453*593,  for  a  reduction   of  Mass. 

from  the  grain  as  unit  to  the  gramme  as  unit  15*432. 

*  See  Table  at  end  of  this  Tolnme. 
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Time 


Unit  of 

Time 
defined. 


Other 
suggested 
Standards 
of  Length, 
Mass,  and 

Time. 


(3)  Time.  The  definition  of  equal  intervals  of  time 
belongs  to  dynamics  and  cannot  here  be  entered  on, 
but  according  to  it  the  times  in  which  the  earth  turns 
through  equal  angles  about  its  axis  are  to  a  very  high 
degree  of  approximation  equal.  These  intervals  cor- 
respond to  equal  intervals  of  time  shown  by  a  correct 
clock,  and  if  the  clock  just  goes  twenty-four  hours  in 
the  time  of  an  exact  revolution  of  the  earth  about  its 
axis  (or,  which  is  the  same,  the  interval  between  two 
successive  passages  of  a  fixed  star  in  the  same  direction 
across  the  meridian  of  any  place),  showing  Oh.  Om.  Os. 
each  time  a  certain  point  of  the  heavens  called  the 
First  Point  of  Aries  crosses  the  meridian  in  the  same 
direction,  it  is  said  to  show  sidereal  time. 

Though  sidereal  time  is  used  in  astronomical  obser- 
vatories, it  is  more  convenient  in  ordinary  civil  affairs 
to  use  solar  time;  but  as  the  actual  solar  day,  the 
interval  between  two  successive  transits  of  the  sun 
across  the  meridian  of  any  place,  varies  in  length 
during  the  year,  the  standard  interval  is  the  mean  of 
such  intervals,  and  is  called  a  mean  solar  day.  On 
account  of  the  orbital  motion  of  the  earth  the  mean 
solar  day  is  about  3m.  55'9s.  longer  than  the  sidereal 
day. 

The  mean  solar  second,  defined  as  1/86400  part  of 
the  mean  solar  day,  is  taken  as  the  unit  of  time  for  the 
expression  of  all  scientific  results. 

We  have  seen  that  the  choice  of  the  fundamental 
units  is  entirely  arbitrary,  and  there  is  nothing  in  their 
nature  which  entitles  them  in  any  just  sense  to  the 
term  "  absolute."     The  unit  of  -time,  which  is  based  on 
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the  period  of  rotation  of  the  earth,  is,  we  have  reason  to     Other 

believe,  subject  to  a  slow  progressive  lengthening,  due  st^da^ 

to  tidal  retardation  of  the  earth's  rotation,  and  possibly  of  Length, 
_  «,.,.  -,  -,  T  Ma8s,  and 

also  to  irictional  resistance  of  the  surrounding  medium ;     Time. 

and  as  a  matter  of  definition,  without  reference  in  all 
cases  to  realisation,  it  would  be  easy  to  find  many  much 
more  satisfactory  standards.  Thus  it  has  been  suggested 
by  Sir  WUliam  Thomson  *  that  the  period  of  vibration 
of  a  metallic  spring,  and  kept  in  a  hermetically  sealed 
exhausted  chamber  at  a  constant,  temperature,  or  the 
period  of  a  particular  mode  of  vibration  of  a  quartz 
crystal  (or  other  crystal  of  definite  composition)  of  a 
specified  size  and  shape  and  at  a  given  temperature, 
would  be  theoretically  preferable  to  the  mean  solar 
second,  as  fulfilling  with  a  much  nearer  approach  to 
perfection  the  condition  of  constancy.  Clerk  Maxwell  f 
has  also  suggested  as  units  of  time  the  period  of 
vibration  of  a  gaseous  atom  of  a  widely  diffused  sub- 
stance easily  procurable  in  a  pure  form ;  or  the  period 
of  revolution  of  an  infinitesimal  satellite  close  to  the 
surface  of  a  globe  of  matter  at  the  standard  density, 
which  may  bo  any  density  determined  by  a  definite 
physical  condition  of  any  substance,  for  example  the 
maximum  density  of  water.  This  period  is  independent 
of  the  size  of  the  globe  t  and  it  has  been  pointed  out 
that  this  advantage  would  also  be  obtained  by  founding 

*  Eledrieity  and  Magnetism^  vol.  i.  p.  3 ;  Thomson  and  Tait,  Nat, 
Phil,  vol.  i.  part  L  p.  227  (second  edition). 

t  Ibid. 

X  For  water  at  the  temperature  of  mazimmn  density,  it  is  approxi- 
mately lOh.  3m. 
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Other     the  unit  of  time  on  the  period  of  a  small  simple  harmonic 

^^^[j^  vibration  of  a  globe  of  standard  density. 

of  Length*      ^he  mass  of  a  easeous  atom,  for  example  that  of  a 
Mass,  and        ,.  ,      ,       *^  ,      ,  ,         ,       ^ 

Time,     sodmm  or  hydrogen  atom,  and  the  wave-length  of  a 

definite  line  in  the  spectrom  of  an  easily  obtainable 

substance,  for  example  the  D  lines  in  the  spectrum  of 

sodium,  might  be  chosen  as  the  units  of  mass  and 

lengtL    These  units  would  be  quite  definite  since, 

according  to  the  kinetic  theory  of  gases,  the  atoms  of 

any  one  substance  are   undistinguishable    from    one 

another  by  any  physical  test. 


Derived  Units. 


Dimen-        Let  US  suppose  that  the  numeric  -ST  of  a  physical 

Foraiula   quantity  is  given  by  the  equation, 
of 

U^;"^  N^GZ^M^^T:.  LiM^T;.  &c.,    .    .  (2) 

where  Z^,  Zj,  &c.,  ifj,  ifs,  &c.,  5\,  Tj,  &c.,  are  numerics 
of  difierent  lengths,  masses,  and  times  in  terms  of  a 
certain  chosen  unit  for  each,  and  (7  is  a  numerical 
multiplier  (generally  equal  to  unity)  which  does  not 
depend  on  the  units  adopted.  Now  let  other  units  of 
length,  mass,  and  time  be  chosen  and  let  N*  be  the 
numeric  of  the  same  quantity  in  terms  of  these  units, 
and  Z'l,  L\  &c.,  Jf  i,  M\,  &c.,  T^,  T^,  &c.,  those  of 
the  lengths,  masses,  and  times.     Then  we  have 

N'  =  C.L\^  if 'i*  Ti* .  Z7  if  V  r; .  &c.  .     (3)   - 
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But  by  equation  (1)  Z''  =  i'  [£]\  M^^iT  [M^,  and    Dimen- 
so  on.    Hence  (3)  becomes,  Formula 

,  .      .  ^  of  Derived 

N'^CX^M^'T^  .  Z/ifg'r/.&c.  [£]'+'  +  *«•  Units. 

[iff +«  +  *^.  [TJ»  +  ^  +  *«-     ...     (4) 

By  equation  (1)  therefore  the  dimensional  formula  \N'\ 
of  the  quantity  is  [i]'+''+*^-.  [iir|*+«+*^.  [r]«+^+*<^- 
In  accordance  with  the  notation  [JV^,  we  shall  denote 
this    in    future  by   the    more   convenient    expression 

rirH-ji+&c        i£«i+g+*c        ym+r+&c-j 

The  numerics  /+j}  +  &c.,  &c.,  correspond  to  what  Dimon- 
Fourier*  called  Us  exposants  des  dimensions  of  the  ^Unito. 
quantities  which  entered  into  his  analysis,  and  it  is 
these  numerics,  not  the  dimensional  formulas,  which 
are  properly  the  "dimensions"  of  the  units.  It  was 
pointed  out  by  Fourier  that  in  equations  involving  the 
numerics  of  physical  quantities*  every  term  must  be  of 
the  same  dimensions  in  each  unit,  otherwise  some  error 
must  have  been  made  in  the  analysis.  This  consideration 
affords  in  physical  mathematics  a  valuable  check  on  the 
accuracy  of  algebraic  work. 

It  is  obvious  from  equations  (1)  or  (4)  that  the  dimen- 
sional formula  of  the  product  of  any  number  of  numerics 
iVj,  JVj  of  different  physical  quantities  is  the  product 
[Ni.  N^,  &c.]  of  their  dimensional  formulas,  and  more 
generally  that  the  dimensional  formula  of  the  product 
[iVj***.  JVj'**-]  ^'>  ^^  ^^y  powers  whatever  of  these  ex- 
pressions, is  the  product  of  the  same  powers  of  the 
corresponding  dimensional  formulas. 

*  TMorie  Arudytique  de  la  Chalmr,  Chap.  IL  Sect.  IX. 
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Dimen-  We  are  now  prepared  to  find  the  dimensional  formulas 
^idt^  ^f  ^^^  various  derived  units.  The  process  will  consist 
in  finding  for  each  quantity  the  formula  corresponding 
to  the  right-hand  side  of  (2),  and  thence  deriving 
according  to  (4)  the  proper  formula  of  dimensions.  We 
shall  consider  first  the  units  of  Area,  Volume,  and 
Density;  then  the  various  dynamical  units  which  are 
involved  in  those  of  electrical  and  magnetic  quantities. 

A^etL.  Area,  The  general  formula  for  the  area  of  any  sur&ce 
can  be  put  in  the  form  CZ^  where  i  is  a  numeric 
expressing  a  length,  and  (7  is  a  numeric  which  does  not 
change  with  the  units.  Hence  by  (4)  the  formula  of 
dimensions  for  area  is  [Z*]. 

Volume.  Volume,  Similarly  the  formula  for  the  numeric  of 
a  volume  can  be  written  CL\  and  the  formula  of 
dimensions  is  [Z*]. 

Denaity.  Density.  The  Density  of  a  body  is  expressed  by  the 
niuneric  of  the  mass  per  unit  of  volume.  We  shall 
denote  it  by  the  symbol  D. 

If  the  body  be  of  uniform  density,  the  numeric  is 
obtained  by  finding  the  mass  contained  in  any  given 
volume  of  the  body :  the  ratio  of  the  numeric  of  the 
mass  to  the  numeric  of  volume  is  the  density. 

If  the  body  be  of  varying  density,  the  density  at  any 
point  is  the  limit  towards  which  the  ratio  of  the  numeric 
of  the  mass  contained  in  an  element  of  volume  including 
the  point,  to  the  numeric  of  the  volume,  approaches  as 
the  element  is  taken  smaller  and  smaller.  Thus  if  S  F 
be  an  element  of  volume  including  a  point  at  which  the 
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density  is  2>,  and  BM  be  the  mass  of  the  element,  we   Pensity. 
have 

dV 

In  either  case  we  have  for  the  numeric  of  the  volume 
taken  CX^  and  for  that  of  the  mass  contained  in  it  M, 
Hence 

The  Specific  Gravity  of  a  body  is  the  ratio  of  the  density  Specific 
of  the  body  to  the  density  of  the  standard  substance,  ^^*y- 
and  is  therefore  a  numerical  ratio  independent  of  the 
system  of  units  adopted,  that  is,  its  dimensional  formula 
is  1.  If  ff  denote  the  specific  gravity  of  a  body  whose 
density  is  i>,  and  Dg  be  the  density  of  the  standard 
substance, 

In  the  French  system  of  units  jD,  is  taken  as  unity 
and  we  have  D=G.  This  is  one  great  convenience  of 
the  French  imits  of^ength  and  mass ;  but  it  is  to  be 
remembered  that  Density  and  Specific  Gravity  are 
essentially  different  ideas,  and  only  coincide  in  numerical 
value  when  D,  =  1. 

Dynamical  Units. 

Vdodty.    The  velocity  of  a  body  is  measured  by  the  Velocity. 
numeric  of  the  length  described  per  unit  of  time.    Its 
specification  involves  direction  as  well  as  magnitude; 
but  in  dealing  with  the  dimensions  of  velocity  we  are 
only  concerned  with  the  latter  element. 

VOL  1.  o 
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If  the  velocity  is  uniform,  its  numeric  is  the  ratio  of 
the  numeric  L  of  any  distance  traversed  to  the  numeric 
T  of  the  time  in  which  it  is  described. 
Yctloc^.  If  the  velocity  is  variable,  its  numeric  v  at  any 
instant  is  the  value  towards  which  the  ratio  of  the 
numeric  tL  of  the  distance  traversed  in  an  interval 
of  time  including  the  instant,  to  the  numeric  BT  of  the 
Interval,  approaches  as  the  interval  is  taken  smaller  and 
smaller.    Hence 

where  £  denotes  in  Newton's  fluxional  notation  the  time* 
rate  of  variation  of  L.  We  shall  use  this  symbol  ftH* 
velocity. 

We  see  that  the  numeric  of  a  velocity  is  the  ratio  of 
the  numeric  of  a  length  to  the  numeric  ef  a  time- 
interval,  and  therefore  we  have 

As  multiplier  for  a  change  firom  mile-minute  units  to 
centimetre-second  units  we  have 

n  =  5280  X  30-4797/60  =  2682-2136. 

In  statements  of  amounts  of  velocities  there  ought 
clearly  to  be  a  distinct  reference  to  the  unit  of  time : 
thus  the  expressions  one  mile  per  minute,  88  feet 
per  second,  2682*2136  centimetres  per  second,  are  per- 
fectly definite,  and  express  the  same  velocity,  wiiile 
such  a  statement  as  a  ''  velocity  of  88  feet "  is  devoid 
of  meaning. 
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Acceleration,    The  acceleration  of  a  body  is  expressed  Accelera- 
by  the  numeric  of  the  change  of  vdocity  per  unit  of  time.        ^^ 

like  velocity,  acceleration  involyes  in  its  signification 
the  idea  of  direction  as  well  as  of  magnitude ;  and  it  is 
through  a  want  of  dear  apprehension  of  this  fact  that 
difficulty  is  found  by  students  in  the  theory  of  curvi- 
linear motion. 

Let  SL  be  the  velocity  given  in  direction  and  magni- 
tude which  compounded  with  the  velocity  £  which  a 
particle  possesses  at  the  beginning  of  an  interval  of 
time  ST  would  give  the  velocity  in  direction  and  mag- 
nitude at  the  end  of  that  interval,  then  BZ/BT  is  the 
coverage  acceleration  during  that  interval,  and  the  limit 
towards  which  this  ratio  approaches  as  ST  is  made 
smaller  and  smaller  is  the  true  value  of  the  acceleration 
at  the  beginning  of  the  interval    That  is,  we  have 

Acceleration  =  ^  =  Z, 

where  Z  denotes  in  the  fluxional  notation  the  time-rate 
of  variation  of  Z,  that  is,  of  velocity. 

We  shall  use  this  symbol  for  acceleration,  and  the 
two  dots  above  the  Z  will  serve  to  recall  the  double 
reference  to  time  which  is  plainly  involved  in  the  notion 
of  acceleration.  This  should  be  clearly  expressed  in 
statements  of  amounts  of  acceleration,  ^us  such  a 
statement  as  an  acceleration  of  981  centimetres  per 
second  per  second,  or  82  feet  per  second  per  second, 
is  perfeotly  definite,  while  sudi  phrases  as  an  "  accele- 
ration of  981  centimetres  "  <Nr ''  an  acceleration  of  32  feet 
per  second,"  which  are  often  used,  are  meaningless. 

O  2 
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The  dimensional  formula  is 

[Z]  =  [zr-^. 

For  a  change  from  mile-minnte  units  to  centimetre- 
second  units, 

n  =  5280  X  30-4797/60«  =  447-0356. 

Momen-  Momentum.  Taking  for  simplicity  the  case  of  a  rigid 
body  moving  without  rotation,  that  is,  so  that  each 
particle  of  the  body  has  the  same  velocity  at  the  same 
instant,  the  momentum  of  the  body  is  expressed  as  the 
product  of  the  numerics  of  the  mass  of  the  body  and  its 
velocity.  Hence  it  is  expressed  symbolically  by  ML. 
The  dimensional  formula  is  therefore 

[Mi]  =  [MZT-'l 

Rate  of        Time-JRcUe  of  Change  of  M(mientum.  If  the  momentum 

^om^n-^  of  the  body  be  not  constant,  then,  since  we  suppose 

turn,      the  mass  constant,  we  must  have  for  the  time-rate  of 

variation  the  expression  ML,  that  is,  the  product  of  the 

numerics  of   the  mass   and    the    acceleration.      The 

dimensional  formula  is  therefore 

[ML]  =  [MLT-^l 

Force.  FoTce  (F),  A  force  acting  on  a  body  is  proportional  to 
the  time-rate  of  change  of  momentum.  Hence  the 
dimensional  formula  just  found  is  that  of  force. 

According  to  the  system  suggested  by  Gauss,  a  force 
is  measured  by  the  time-rate  of  change  of  momentum, 
that  is,  the  constant,  C,  of  equation  (3)  is  in  this  case,  as 
in  the  other  cases  we  have  considered,  taken  equal  to 
unity.    Unit  force  is  therefore  that  force  which  acting 
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for  unit  of  tinie  on  unit  mass  produces  unit  change    Kinetic 
of    velocity,    or    simply    that    which    produces    unit     j-^J^^ 
acceleration  in  unit  mass. 

When  the  unit  of  mass  is  on6  pound,  the  unit  of 
length  one  foot,  and  the  unit  of  time  one  second,  then 
unit  force  is  that  force  which  acting  for  one  second  on 
a  pound  of  matter  generates  a  velocity  of  one  foot  per 
second.    This  imit  force  has  been  called  B,poundal, 

The  unit  force  in  the  C.Q.S.  system,  is  that  force     C.G.S. 
which,  acting  for  one  second  on  one  gramme  of  matter,     ^^l^ 
generates  a  velocity  of  one  centimetre  per  second.    To 
this  unit  force  the  name  dyne  has  been  given. 

This  method  (sometimes  called  the  kinetic  method) 
of  measuring  forces  has  now  superseded,  for  scientific 
purposes,  the  gravitation  system  formerly  in  use.  In 
that  system  the  unit  of  force  is  the  force  of  gravity 
on  the  unit  of  mass,  and  has,  therefore,  different 
values  at  different  places  on  the  earth's  surface,  and 
at  different  vertical  distances  from  the  mean  surface 
leveL  This  substitution  of  an  invariable  unit  of  force, 
depending  only  on  the  standards  adopted  for  length, 
mass,  and  time,  instead  of  the  former  variable  unit,  is 
at  the  foundation  of  the  system  of  units  of  measure- 
ment established  by  Gauss.  It  is  to  express  this  fact 
of  invariability  with  locality  and  other  circumstances 
that,  as  already  explained,  the  term  "  absolute  "  is  used 
for  the  unit  of  force  and  other'  derived  units  in  this 
system. 

Work  (TV).    In  dynamics  work  is  said  to  be  done  hy    Work. 
a  force  when  the  place  of  application  of  the  force 
receives  a  component  displacement  in  tTie  direction  in 
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Work,  which  the  force  cuts,  and  the  work  done  by  it  is  eqnal 
to  the  product  of  the  force  and  the  distance  through 
which  the  place  of  application  of  the  force  has  moved 
in  that  direction.  The  time-rate  at  which  work  is 
done  by  a  force  at  any  inst^it  is  therefore  equal  to  the 
product  of  the  force  and  the  component  of  velocity  in 
the  direction  of  the  force  at  that  instant  The  work 
done  in  overcoming  a  resistance  through  a  certain  distance 
is  equal  by  this  definition  to  the  product  of  the  resist- 
ance and  the  distance  through  which  it  is  overcome. 
Among  engineers  in  this  country  the  unit  of  work  gene- 
rally used  is  one  fooi-pound,  that  is,  an  amount  of  wwk 
equal  to'that  done  in  lifting  a  pound  verticaUy  against 
gravity  through  a  distance  of  one  foot.  The  weight  of  a 
pound  of  matter  being  generally  different  at  different 
places,  this  unit  of  work  is  a  variable  one,  and  is  not  used 
in  theoretical  dynamics.  In  the  absolute  C.Q.S.  system 
of  units,  the  unit  of  work  is  the  work  done  in  over- 
coming a  force  of  one  dyne  through  a  distance  of  one 
centimetre,  and  is  called  one  centimetre-dyne  or  one  erg. 

In  practical  electricity  10^  ergs  is  firequently  used  as 
unit  of  work,  and  is  called  a  Joule. 

If  F  denote  the  numeric  of  a  force  and  L  the  numeric 
of  the  space  through  which  it  has  acted,  the  numeric 
of  the  work  done  is  FL.    Hence  we  have 

[W^^lFLl^lML^T-^. 

Activity.  Activity  (A),  The  single  word  Activity  has  been 
used  by  Sir  William  Thomson  as  equivalent  in  meaning 
to  "  time-rate  of  doing  work,"  or  the  rate  per  unit  of  time 
at  which  energy  is  given  out  by  a  working  system ;  and 
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to    avoid  circumlocntions    in  what  follows  we  shall 
frequently  use  the  term  in  that  sense.  Among  engineers 
in  this  country  the  unit  rate  of  working  is  one  horse-         # 
fovxT,  that  is  33,000  foot-pounds  per  minute. 

Unit  Activity  in  the  C.G.S.  system  is  one  erg  per      Unit 
second.     In  practical  electricity  an  activity  of  10^  ergs  ^^^^^^y- 
per  second  is  frequently  employed  as  unit.     This  unit 
has  been  called  a  WaU, 

Since  Activity  is  measured  by  the  numeric  of  the  work 
done  per  unit  of  time,  its  dimensional  formula  is  given  by 

Efurgy  (E).  When  a  material  system  in  virtue  of  Energy. 
stresses  between  its  own  parts  and  those  of  bodies 
external  to  it  does  work  or  has  work  done  upon  it,  in 
passing  from  one  state  to  another,  it  is  said  to  give  out 
or  to  gain  energy.  The  energy  given  out  or  gained  is 
measured  by  the  work  so  done. 

IS  the  change  be  a  change  of  motion,  then,  according 
as  energy  is  given  out  or  gained  by  the  system,  it  is 
said  to  lose  or  gain  kinetic  energy.  If  the  change  be  of 
any  other  kind,  which  can  be  classed  under  change  of 
configuration,  then,  according  as  the  system  gives  out 
or  gains  energy,  it  is  in  general  said  to  lose  or  gain 
poterUicd  energy. 

When  we  consider  the  work  done  by  mutual  forces 
between  different  parts  of  the  same  system,  a  loss  of 
kinetic  energy  in  the  system  is  accompanied  by  an 
equal  gain  of  potential  energy,  and  vice  versd,  so  that  the 
total  energy  of  the  system  remains  unchanged  in  amount. 
This  is  the  principle  called  the  Conservation  of  Energy. 
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Energy  is  measured  by  the  same  units  as  woi^,  and 
its  dimensional  formula  is  the  same  as  that  of  work, 
that  is 

IS]  =  [Mrr-^. 

We  shall  here,  for  the  sake  of  illustration,  give  three 

examples  of  the  application  of  dimensional  formulas  to 

the  solution  of  problems  regarding  units.    The  problems 

are  taken  from  Professor  Everett's  Units  and  Fhysical 

Constant. 

Examples       Ex.  1.     If  the  unit  of  time  be  the  second,  the  unit 

Problems  density  162  lbs.  per  cubic  foot,  and  the  unit  of  force 

in  Units,   ^j^^  weight  of  an  ounce  at  a  place  where  the  change  of 

velocity  g  produced  by  gravity  in  one  second  is  32  feet 

per  second,  what  is  the  unit  of  length  ? 

Here  the  change-ratio  by  which  we  must  multiply 
the  numeric  of  the  density  of  a  body  in  the  system 
of  units  proposed,  to  find  its  density  in  terms  of  the 
pound  as  unit  of  mass,  and  the  foot  as  unit  of  length,  is 
162.  We  have  therefore,  omitting  the  brackets  in  the 
dimensional  formulas, 

ifi-»  -  162, 

where  M  is  the  number  of  pounds  equivalent  to  the 
unit  of  mass,  and  Z  the  number  of  feet  equivalent  to 
the  unit  of  length.  Also,  it  is  plain  that  the  unit  of 
force  in  the  proposed  system  is  two  foot-pound-second 
units.    Hence  we  have  also,  since  T  =  1, 

ifir-2  =  ifi  -  2. 

By  division  therefore  we  get  i*  =  1/81  ori  =  1/3.  The 
unit  of  length  is  therefore  4  inches. 
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Ex.  2.     The  number  of  seconds  in  the  unit  of  time  Examples 
is  equal  to  the  number  of  feet  in  the  unit  of  length,  the   problems 
unit  of  force  is  750  lbs.  weight  {g  being  32),  and  a  ^  Units. 
cubic   foot  of  the  substance  of  unit  density  contains 
13,500  ounces.    Find  the  unit  of  time. 

Using  M  and  Z  as  in  the  last  problem,  and  putting 
T  for  the  number  of  seconds  equivalent  to  the  unit  of 
time,  we  have  plainly 

,^^  ,      13500 

and 

J/Zr-2  =  750  X  32. 

Therefore  by  dividing,  and  remembering  that  Z  =  T, 
we  get 

32  X  750  X  16        162 


fi  _- 


13500  ~    3* 


That  is  the  unit  of  time  is  5^  seconds. 

Ex.  3.  When  an  inch  is  the  unit  of  length  and  T 
seconds  the  unit  of  time,  the  numeric  of  a  certain 
acceleration  is  a;  when  5  feet  and  1  minute  are  the 
units  of  length  and  time  respectively,  the  numeric  of 
the  same  acceleration  is  10a.    Find  T. 

The  change-ratio  or  value  of  LT-^  for  reduction  to 
foot-second  units  is  plainly  in  the  first  case  ^"7112,  in 
the  second  5/3600.    We  get  therefore 

^F'""  =  seVo  ""  ^^"^ 

or 
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Derived  Electrical  Units.    Electrostatic  System. 

^fra*^^  Q^^^^y  ^  JK^rici^y  [j].  In  what  is  called  the 
tricity.  electrosiatic  system  of  units,  which  we  here  consider, 
and  which  is  most  convenient  when  electrostatic  results 
independently  of  their  bearing  on  electromagnetic 
phenomena  only  are  required,  the  units  of  all  the 
other  quantities  are  foimded  on  the  definition  of  unit 
quantity  of  electricity  given  above  (p;  3).  This  defini- 
tion is,  as  we  shall  see,  precisely  similar  to  the  definition 
of  magnetic  pole  which  forms  the  basis  of  another 
system  of  units  called  the  electromagnetic  system,  of 
much  wider  and  more  important  application  than 
the  electrostatic.  Hence  by  Coulomb's  law  (p.  2)  that 
electric  attractions  and  repulsions  are  directly  as  the 
product  of  (the  numerics  of)  the  attracting  or  repelling 
quantities,  and  inversely  as  the  second  power  of  (the 
mimeric  of)  the  distance  between  them,  if  a  quantity 
of  positive  electricity  expressed  by  y  be  placed  at  a 
point  distant  L  units  from  an  equ&l  quantity  of  positive 
electricity,  the  numeric  F  of  the  force  between  them  is 
g^/i^.  We  have  therefore  the  equation  q^  =  FL\  and 
therefore  [q\  is  [F^L]  or  {M^L^T'^ 
Electric  Electric  Biirfom  DensfUy  [<r].  The  density  of  an 
Density,  electric  charge  is  (p.  7)  measured  by  the  quantity  of 
electricity  per  unit  of  area.     Therefore  [a]  is  [jX"*]  or 

Electric       Electric  Force  and  TrUensity  of  Electric  Field  [%].    The 

Force,     electric  force  at  any  point  in  sai  electric  field  is  (p.  6) 

the  force  with  which  a  unit  of  positive  electricity  would 
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be  acted  on  if  placed  at  the  point.    Hence  if  the  numeric     Field 
of  the  quantity  of  electricity  at  a  point  Fhe  q,  and  that   ^      *  ^' 
of  the  electric  force  at  that  point  be  t,  the  numeric 
F  of  the  force  on  the  electricity  is  qi,  and  we  have 
the   equation  t  =  Fq-^.      Therefore  [t]  is  [Fq"^]  or 

The  intensity  of  an  electric  field  at  any  point  is 
measured  by  the  electric  force  at  that  point,  and  there^ 
fore  has  the  same  dimensional  formula. 

Electric  Fotential  ( V).  The  difference  of  potential  Electric 
between  two  points  is  (p.  7)  measured  by  the  wcfrk  ^  ^^ ' 
which  would  be  dofie  if  a  imit  of  positive  electricity 
were  placed  at  the  point  of  higher  potential  and  made 
to  pass  by  electric  forces  to  the  point  of  lower  poteotial. 
Hence  in  transferring  q  units  of  electricity  through  a 
difference  of  potentials  expressed  by  V,  an  amount  of 
work  is  done  of  which  the  numeric  W  is  qV,  We 
have  therefore  V  =  Wq^^,  and  hence  [F]  is  [^J~^]  or 
[if*i*r-']. 

Capacity  of  a  Conductor  (K).  The  capacity  of  an  Capacity, 
insulated  conductor  is  the  quantity  of  electricity 
required  to  charge  the  conductor  to  unit  potential,  all 
other  conductors  in  the  field  being  supposed  at  zero 
potential.  Hence,  denoting  the  numeric  of  the  capacity 
of  a  given  conductor  by  (7,  those  of  its  charge  and 
potential  by  Q  and  F  respectively,  we  have  C  =  QV~^, 
and  for  [C]  therefore  [GF-^},  that  is  [Z].  The  unit 
of  capacity  has  therefore  the  same  dimensions  as  the 
unit  of  length;  and  the  capacity  of  a  conductor  is 
properly  expressed  in  C.Q.S.  electrostatic  units  as  so 
many  centimetres. 
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Specific  Specific  Inductive  Capacity  \K\  The  specific  inductive 
Oipacity!  capacity  of  a  dielectric  is  (Chap.  I.,  Section  V.)  the  ratio 
of  the  capacity  of  a  condenser,  the  space  between  the 
plates  of  which  is  filled  with  the  dielectric,  to  the 
capacity  of  a  precisely  similar  condenser  with  vacuum  as 
dielectric ;  or,  according  to  Maxwell's  Theory  of  Electric 
Displacement  (p.  33),  it  is  defined  as  the  ratio  of  the 
electric  displacement  produced  in  the  dielectric  to  the 
electric  displacement  produced  in  vacuum  by  the  same 
electromotive  force.  It  is  therefore  in  the  electrostatic 
system  simply  a  numerical  coefficient  which  does  not 
change  with  the  units.  Hence  {K^  =  1. 
Current.  Electric  Current  [7].  An  electric  current  in  a  con- 
ducting wire  is  measured  by  the  quantity  which  passes 
across  a  given  cross-section  per  unit  of  time.  If  ^  be 
the  numeric  of  the  quantity  which  has  passed  in  a 
time  of  which  the  numeric  is  T,  then  denoting  the 
numeric  of  the  current  by  7,  we  have  7  =  qjT,  and  [7]  is 

Besistance.      Resistance  \r\     By   Ohm's   law  the  resistance  of  a 

conductor  is  expressed  by  the  ratio  of  the  nimieric  r  of 

the  diflFerence  of  potentials  between  its  extremities  to 

the  numeric  7  of  the  current  flowing  through  it.     We 

have  therefore  r  =  vjy,  and  [r]  is  [^7'^]  or  [L^^T\ 

Conductivity,*     The  change-ratio  of  conductivity  is 

plainly  [ZT"^].     The  change-ratio  for  conductivity  in 

electrostatic   measure   is   thus  the   same   as  that   for 

*  Mr.  Oliver  Heaviflide  has  proposed  to  use  the  term  Conductance,  in 
the  sense  here  given  to  CondttctivUy,  of  the  reciprocal  of  a  resistance. 
If  this  term,  as  seems  desirable,  be  adopted,  the  term  Conductivity  might 
be  appropriately  reserved  for  what  has  been  called  Specific  Conductivity 
(Chap.  V.  below). 


Conduc- 
tivity. 
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velocity.     Hence  a  conductivity  in  electrostatic  C.Q.S. 
units  is  properly  expressed  in  centimetres  per  second. 

The   following  illustration   of  this  result  has  been    lUustra- 
given  by  Sir  William  Thomson.     Suppose  a  spherical    c^^^^^ 
conductor  charged  to  a  potential  «;  to  be  connected  to    tivityas 
the  earth  by  a  long  thin  wire,  of  which  the  capacity     ®  ^^^' 
may  be  neglected ;  and  let  r  be  the  resistance  of  this 
wire  in  electrostatic  measure.    The  current  in  the  wire 
at  the  instant  of  contact  is  t?/r.     Now  let  the  sphere 
diminish  in  radius  at  such  a  constant  rate  that  the 
potential  remains  v.    The  current  remains  r/r,  and  the 
quantity  of  electricity  which  flows  out  in  t  seconds  will 
be  vt/r.   If  the  radius  be  initially  x,  and  in  t  seconds  has 
diminished  to  a?',  the  diminution  of  capacity  is  a?  —  x\ 
Hence  the  loss  of  charge  is  v(x  —  af),  and  we  get 
vtJT  =  v{x  —  ar'),  or  1/r  =  (a;  -  x^jt.    But  (a?  —  x')lt  is  the 
velocity  with  which  the  radius  of  the  sphere  diminishes. 
The  conductivity  1/r  of  the  wire  is  therefore  measured 
numerically  by  the  velocity  with  which  the  surface  of 
the  sphere  must  approach  the  centre,  in  order  that  its 
potential  may  remain  constant  when  the  surface  is 
connected  to  the  earth  through  the  wire. 


CHAPTER  IV. 
GBNBRAL  PHYSICAL  MEASUREMENTS. 

Sbotiok  L 
MEASUREMENT  OF  ANGULAR  DEFLECTIONS. 

It  will  saye  digpessions  and  interruptions  in  what 
follows  to  give  here  some  acconnt  of  measurements 
which,  although  not  themselves  of  an  electric  or 
magnetic  nature,  have  constantly  to  he  made  in  all 
electric  or  magnetic  ohservations.  The  most  important 
of  these  are :  (1)  The  Measurement  of  Angular  Deflec- 
tions ;  (2)  Measurements  of  Oscillations,  including 
Determinations  of  Period,  Amplitude,  and  Bate  of 
Diminution  of  Amplitude  of  Vibrations;  (3)  Deter- 
minations of  Couples  and  Moments  of  Inertia.  There 
are  other  processes,  such  as  weighing  and  the  measure- 
ment and  comparison  of  lengths ;  but  these  are  described 
fmore  fully  than  are  the  others  in  treatises  on  general 
physical  manipulation,  and  ^e  supposed  to  be  known 
to  a  greater  or  less  degree  to  the  experimental  student. 
Special  methods  or  precautions  necessary  in  particular 
cases  will  be  indicated  as  they  occur. 
Meaaur*.  Angles  of  deflection  are  measured  by  the  displace- 
^^lefl,  ment  of  some  form  of  index  turning  with  the  body 
deflected,  and  showing  the  magnitude  of  the  deflection 


MEASUREMENT  OF  ANGULAR  DEFLECTIONS.  207 

on  a  properly  arranged  and  fixed  graduated  scale.  In  OrdinaTy 
the  simplest  arrangement  the  index  is  a  thin  material  gcJae?^ 
rod  turning  round  an  axis,  and  showing  the  deflections 
on  a  graduated  ^circular  arc,  the  centre  of  which  is  as 
nearly  as  possible  in  the  axis.  The  scale  is  graduated 
to  d^rees,  er,  if  it  is  of  large  radius,  to  some  aliquot 
part  of  a  degree  as  smallest  scale  division.  The  initial 
and  deflected  positions  of  the  index  relatiurely  to  the 
scale  are  read  off,  and  their  difference  gives  the 
deflection. 

For  convenience  of  adjustment  and  accuracy  in  read-  Adjust- 
ing, the  scale  should  be  a  complete  circle,  and  the  ™®"  ' 
index  extend  across  that  <^cle,  so  that  readings  may  be 
taken  of  the  positions  of  both  ends.  The  instrument 
should  ftrst  be  tested  to  see  that  the  centre  of  the 
circular  scaler  is  accurately  in  the  axis  of  rotation,  and 
that  the  axis  is  at  right  angles  to  the  plane  of  the  circle, 
and  in  plane  with  and  perpendicular  to  the  index. 
The  index  is  generally  set  at  right  angles  to  the  axis 
with  sufficient  accuracy  by  the  instrument-maker,  and 
ihe  adjustment  in  this  respect  ..can  be  tested  by  ob- 
serving whether  the  index  yAi&a.  turning  round  the 
-axis  renudns  in  one  plane.  If  readings  are  not  to  be 
taken  with  both  ends  of  the  index,  it  is  -not  necessary 
that  the  index  should  be  accurately  at  right  angles  to 
the  axis.  The  point  of  the  index  in  that  case  should 
turn  in  the  plane  of  the  scale.  The  axis  can  generally  be 
set  accurately  at  right  angles  to  the  plane  of  the  circle, 
by  changing  the  level  of  the  apparatus.  The  index 
generally  terminates  in  two  sharp  points,  or  bears  two 
fine  marks  at  its  ends  by  which  the  readings  are  taken. 
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Adjust-  'We  shall  call  these  the  extremities  of  the  index.  The 
farther  adjustment  consists  in  placing  the  extremities 
of  the  index  and  the  axis  in  one  plane,  and  causing  the 
axis  to  pass  accurately  through  the  centre  of  the  circle. 
Supposing  the  adjustment  to  have  been  approximately 
made,  the  index  is  made  to  play  round  the  graduated 
circle,  and  the  pairs  of  points  on  the  scale  which  mark 
the  positions  of  the  extremities  of  the  index  for  diflfer- 
ent  deflections  are  carefully  noted.  When  each  line 
joining  a  pair  of  points  passes  through  the  centre  of 
the  circle  the  adjustments  have  been  properly  made.  If 
the  lines  all  pass  through  one  point  which  is  not  the 
centre,  the  axis  is  in  plane  with  the  extremities,  but 
does  not  pass  through  the  centre ;  if  the  lines  are  all  at 
the  same  perpendicular  distance  from  the  centre,  the 
axis  passes  through  the  centre,  but  the  extremities  of 
the  index  are  not  in  plane  with  the  centre. 

Indexes  in  electrical  instruments  are  frequently  thin 
glass  tubes  filled  with  some  dark  opaque  substance ;  but 
an  excellent  index,  thin,  rigid,  and  light,  is  furnished  by 
a  fine  tube  of  aluminium.  This  index  can  be  handled 
and  adjusted  with  ease,  and  its  use  avoids  the  danger  of 
breakage  which  exists  in  the  case  of  glass  fibres. 

Obser-         In  considering  how  the  adjustments  are  to  be  tested, 
^D^a°  ^^  ^^  ^*^®  supposed  that  the  deflections  can  be  accurately 

tions.  observed ;  and  the  usefulness  of  the  apparatus  for  exact 
measurements  depends  on  the  means  provided  for  that 
purpose.  In  many  instruments  the  index  is  so  long 
and  so  mounted  that  its  extremities  project  over  the 
divisions  of  the  scale,  and  the  deflections  are  simply 
read  by  the  observer  looking  as  nearly  as  he  can  normally 
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at  the  plane  of  the  circle.  Unless,  however,  the  index 
is  yery  close  to  the  scale,  this  process  introduces  a 
liability  to  error  from  parallax,  that  is,  different  readings 
are  obtained  according  to  the  direction  in  which  the 
scale  is  viewed.  To  prevent  this  source  of  error,  the  Avoidance 
scale  is  frequently  engraved  on  silvered  glass,  or  is  pj^^i^x 
surrounded  by  a  slip  of  silvered  glass,  ii^  which  the 
extremities  of  the  index  are  seen  by  reflection,  and  the 
readings  are  taken  always  when  the  scale  is  so  viewed 
that  the  extremities  and  their  image  in  the  silvered 
surface  seem  in  coincidence. 

For  many  purposes  sufficient  accuracy  can  be  obtained   Movable 
by  making  each  extremity  of  the  index  carry  a  small   ^®"^®^- 


vernier.  In  the  case  of  an  aluminium  index  the  ends 
can  be  two  horizontal  flat  pieces  on  which  the  vernier 
is  engraved.  The  middle  line  of  division  of  the  vernier 
is  the  zero  (which  contains  an  even  number  of  divisions, 
as,  for  example,  10  corresponding  to  9  of  the  scale),  and 
the  divisions  are  marked  so  as  to  read  from  0  to  5  on  the 
right,  and  from  5  to  10  (which  coincides  with  zero)  on 
the  left,  as  shown  in  the  diagram.  The  vernier  carries 
at  one  end  a  projecting  point,  the  image  of  which  is 
seen  in  the  silvered  glass  on  which  liie  scale  is  engraved^ 

VOL.  L  P 


210  GENERAL  PHYSICAL  MEASUREMENTS. 

MoTable   or  in  a  piece  of  silvered  glass  surrounding  the  scale,  and 
emier.    ^j^^  parallax  is  avoided. 

In  some  cases  parallax  is  avoided  by  having  the  scale 
circle  in  relief,  so  that  the  index  can  be  made  to  move 
nearly  in  the  plane  of  the  scale,  and  with  its  extremities 
close  to  it.  The  positions  of  the  extremities  may  be 
read  either  with  or  without  a  vernier.  If  a  finely- 
divided  vernier  and  scale  are  used,  the  readings  may 
be  taken  by  a  microscope  or  a  magnifying  glaj^  since 
both  graduations  are  in  focus  at  once. 
Limits  of       In  some  in^struments,  as  in  the  Dip  Circle,  the  index 

Obtehi^-^  is  a  metal  arm  moving  round  a  finely-divided  circle, 
able,  and  caiTying  at  its  extremities  verniers,  the  readings  of 
which  can  be  obtained  by  microscopes.  The  amount  of 
accuracy  obtainable  here,  all  other. adjustments  being 
supposed  correctly  made,  depends  upon  the  fineness 
of  the  graduation  and  the  precision  with  which  the 
zero  of  the  vernier  can  be  placed  in  the  desired 
position.  Thus,  for  a  vernier  and  scale  which  can  be 
read  to  say  10*  of  angle,  the  error  of  estimation  of 
position  must  be  less  than  10"  or  the  fineness  of 
the  graduation  is  not  taken  advantage  of.  The  reading 
microscope  must  of  course  be  of  suflBcient  power  to 
take  full  advantage  of  any  given  degree  of  fineness  of 
graduation. 

Mirror         Angular  deflections  are,  however,  generally  measured 

Method,  jjj  ordinary  electric  measurements  by  what  is  called  the 
mirror  method.  A  plane  mirror  or  a  concave  spherical 
mirror  is  mounted  so  that  the  axis  round  which  the  rota- 
tion takes  place  is  in  the  reflecting  surface  of  the  mirror 
if  that  is  plane,  or  is  a  tangent  to  the  reflecting  snrfiEu^ 
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at  its  centre  if  the  mirror  is  concave.  The  angle  of 
rotation  is  measured  by  observing  the  angular  distance 
between  the  positions  of  the  image  of  a  luminous  object 

^^  Z  ?^^f  *^'  °^™"-  '^^^  ^<i«^  l^ere  is  a  ray 
or  reflected  ught.  "^ 

.,W^'  "'^^"y^^rJ"'*'''''  "'"^^^   *^i«  object  is    Ordiuary 

a  short  narrow  sbt.  with  its  length  paraUel  to  the  axis   ^"'J*'^""" 
made  m  an  opaque  diaphragm  in  front  of  a  source  of  ^3" 
light  or  better,  a  somewhat  large  illuminated  openins   p'^* 
m  the  diaphragm,  with  a  thin  opaque  wire  oVha^    mS^" 


Fio.  38. 


stretched  across  it  parallel  to  the  axis.  We  shall 
suppose  first  that  the  mirror  is  concave.  The  image  of 
this  slit  or  wire  is  received  on  a  screen  placed  in  the 
focal  plane  conjugate  to  that  of  the  slit  or  wire.  On 
this  screen  is  ruled  a  scale,  generaUy  to  half-millimetre 
divisions,  by  which  the  deflections  can  be  measured 
For  considerable  deflections  the  screen  may  be  a 
graduated  scale,  with  its  length  at  right  angles  to  the 
axis  of  rotation  on  a  concave  cylindric  surface,  the  axis 
of  which  coincides  with  that  of  rotation.  For  example, 
Kg.  38  shows  a  plan  of  such  an  arrangement  in  a  plane' 
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Arrange-  perpendicular  to  the  axis.     0  is  the  opening  bisected  by 
"IJ^J^      the  opaque  wire,  M  the  mirror  in  its  deflected  position, 

Conc»T«  shown  by  the  line  NN^  -Pj,  P^  the  positions  of  the  image 
on  the  scale  SS  corresponding  to  the  undisturbed  and 
deflected  positions  of  the  mirror.  The  illuminated  open- 
ing and  the  scale  are  placed  on  opposite  sides  of  a  plane 
normal  to  the  axis  through  the  centre  of  the  mirror,  in  * 
order  that  the  scale  may  not  intercept  the  light  The 
method  has  the  drawback  that  it  is  generally  necessary 
to  darken  the  scale,  so  that  the  illumination  produced 
by  the  reflected  ray  may  be  distinctly  visible.  This 
is  accomplished  sometimes  by  placing  the  whole 
apparatus  in  an  alcove  with  curtains,  and  sometimes  by 
turning  the  back  of  the  scale  to  the  general  light  of  the 
room,  and  shading  the  front  above  and  at  the  ends  with 
a  projecting  hood  of  dull  black  material. 
Choice  of  Well  graduated  paper  scales  are  easily  obtained,  and 
when  properly  mounted,  and  afterwards  compared  with 
a  standard  scale  are  quite  reliable.  They  should  be 
well  glued  to  a  backing  of  hard  thoroughly  seasoned 
wood,  and  the  rest  of  the  wood  and  the  scale  itself  well 
covered  with  spirit  varnish  to  prevent  the  absorption  of 
moisture.  When  it  is  convenient  to  use  a  straight 
scale,  one  graduated  on  glass  or  ivory  is  preferable,  and 
the  former  can  be  easily  made  by  the  experimenter 
himself  by  coppng  the  graduation  from  a  standard 
scale.  Scales  graduated  on  glass  roughened  so  as  to  be 
semi-opaque  are  very  convenient,  as  the  image  of  the 
hair  or  wire  and  the  divisions  can  be  seen,  and  the 
deflection  read  from  behind  the  scale. 

K  accurate  readings  for  large  deflections  are  required, 


Scales. 
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the  scale  cannot  be  made  circular,  but  must  be  so  curved 
that,  for  the  distances  -PjAf,  OM  chosen,  a  distinct 
image  of  the  wire  may  be  formed  on  the  scale  for  all 
deflections.  The  graduation  of  the  scale,  if  previously 
made  in  equal  divisions,  must  then  be  compared  with  a 
circular  scale,  in  order  that  the  deflections  may  be 
reduced  to  angle. 

If  n  be  the  number  of  equal  degree  divisions  which  Reduction 
measures  the  distance  P^P^  ^^  ^^  scale,  if  that  is  -^f^^^j^ 
circular,  or  the  corresponding  number  on  a   circular  to  Radian 
scale  of  radius  JfPj,  r  the  distance  MP-^,  also  in  scale 
divisions,   0  the   deflection   of    the   mirror  in  radian 
measure,  then  since  P^P^  =  20  =  n/r,  we  have 

'-1 •  ■  m 

In  an  arrangement  commonly  used  the  slit  or  wire 
and  the  scale  are  nearly  at  the  same  distance  from  the 
mirror.  The  distance  of  the  scale  is  then  twice  the 
focal  distance  of  the  mirror. 

Instead  of  a  concave  mirror  an  equivalent  arrange-  Arrange- 
ment is  sometimes  adopted,  consisting  of  a  plane  mirror    ^fp5Jj,e 
with  a  convergent  lens  placed  close  in  front  of  it.    With     Mirror 
the  reversal  of  the  ray  by  reflection,  0  and  P^  are  now 
conjugate   foci   of  a  system  of  lenses   each   identical 
with  that  used,  having  a  distance  between  their  optical 
centres  equal  to  twice  the  distance  of  the  optical  centre 
of  the  lens  from  the  mirror.     The  arrangement  may  be 
made  conveniently  in  some  cases  by  silvering  the  plane 
&ce  of  a  plano-convex  lens,  and  is  then  optically  equi- 
valent to  two  similar  plano-convex  lenses  placed  with 
their  plane  faces  in  contact. 
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Use  of  A  straight  scale  placed  at  right  angles  to  the  axis,  romid 
Scale,  which  the  mirror  turns,  is  frequently  used.  Let  a  be  the 
angle  which  the  reflected  ray  in  the  undisturbed  position 
of  the  mirror  makes  with  a  plane  at  right  angles  to  the 
scale  and  passing  through  the  centre  of  the  mirror,  n  the 
corresponding  distance  on  the  scale,  a  and  n'  the  cor- 
responding quantities  for  a  deflected  position,  r  the 
perpendicular  distance  of  the  scale  firom  the  mirror,  d 
the  angular  deflection  of  the  mirror,  then 

^^        tana'  — tana  n' —  n 

1  +  tan  a  tan  a        7^  -{-  nn 

1               7i'  —  ft 
and  0  =  zi  tan  -  >  -5 r  ....     (2) 

Deduction      If  n  is  zero  we  have 

of  angular  1  ^' 

Deflection  ^  =  ^  tan "  ^  — (3) 

from  2  r  ^  ^ 

Readings. 

If  7i'  be  small  in  comparison  with  r  we  have  approxi- 
mately from  (2) 

^-m^ (4) 

and  from  (3) 

''I7 (') 

Telescone  For  more  exact  measurements  when  the  deflections 
are  small,  Poggendorflf's  arrangement  of  telescope  and 
scale  is  used  with  a  plane  mirror.  The  telescope  has  a 
positive  eyepiece  with  two  mutually  rectangular  inter- 
secting cross- wires  at  its  focus.    Its  line  of  coUimation* 

*  The  line  joining  the  optical  centre  of  the  object  glass  with  the 
intersection  of  the  cross  wires. 


ANGULAR  DEFLECTIONS  BY  TELESCOPE  METHOD.  215 

is  arranged  to  be  nearly  in  plane  with  and  at  right  TeleecoDe 
angles  to  the  axis.  In  most  cases  in  which  the  telescope 
is  used  the  axis  is  vertical,  and  we  will  for  definiteness 
assume  that  this  is  the  case.  One  of  the  cross-wires  is 
then  in  a  vertical,  the  other  in  a  horizontal,  plane.  The 
scale  is  straight  and  the  numbers  on  it  are  engraved  in 
such  a  manner  that  they  appear  erect,  and  are  read 
from  left  to  right  when  seen  through  the  telescope. 

The  sccde  must  be  well  illuminated,  and  the  method 
has  the  advantage  that  in  general  this  is  suflSciently 
accomplished  for  an  opaque  scale  if  it  is  placed  in  a 


-Jliiiii'miiLUJiJiL 


■g^ 


¥ 


i^ipiimJluu^B    S 


Fio.  39. 


well-lighted  room ;  and  the  local  darkening  required  in 
the  ordinary  projection  mirror  method  is  thus  avoided. 
Glass  scales,  constructed  either  by  graduation  on  the 
surface  of  transparent  glass,  or  on  a  silvered  surface, 
may  be  used  with  convenience.  The  scales  are  illumi- 
nated by  light  from  behind ;  and  in  the  former  case*  the 
divisions  appear  dark  on  a  bright  ground,  in  the  latter 
shine  out  brilliantly  on  a  dark  ground.  The  room 
plainly  must  be  darkened  if  such  scales  are  used. 

The  arrangement  of  the  apparatus  is  shown  in  the 
sketch,  Fig.  39.    T  is  the  telescope,  SS  the  scale,  M  the 
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Adjust,  mirror.  The  telescope  as  a  whole  is  movable  for  adjust- 
™in  ment  both  in  a  horizontal  and  in  a  vertical  plane.  The 
"M^rtfiS^  various  parts  are  set  up  and  adjusted  as  follows.  The 
telescope  eye-piece  is  adjusted  so  that  distinct  vision  of 
the  cross-wires  is  obtained.  The  eye-piece  as  a  whole 
is  then  moved  until  an  object,  at  a  distance  equal  to 
twice  that  at  which  the  telescope  is  to  be  placed  from 
the  mirror,  is  distinctly  seen  without  parallax  at  the 
cross-wires.  A  plummet  is  hung  below  the  object-glass 
by  a  fine  wire  in  a  vertical  plane  through  the  centre  of 
the  oUject-glass.  The  telescope  is  then  placed  in  front 
of  the  mirror,  supposed  at  rest  in  the  undisturbed  posi- 
tion, and  is  moved  about  until  the  plunmiet  wire  is  seen 
by  reflection  in  the  mirror.  The  scale,  which  is  usually 
supported  by  an  adjustable  holder  carried  by  the  tele- 
scope stand,  is  placed  in  position  below  the  object- 
glass,  so  that  the  plummet  wire  is  seen  in  the  telescope 
coincident  with  the  middle  division  of  the  scale.  The 
scale  is  levelled,  and  adjusted  by  direct  measurement, 
so  that  any  two  points  at  equal  distances  on  opposite 
sides  of  the  middle  division  are  at  equal  distances  from 
the  centre  of  the  mirror.  The  final  adjustment  of  the 
telescope  for  parallax  and  distinct  vision  is  now  made. 

In  order  that  any  accidental  disturbance  of  the 
telescope  may  be  rectified  with  certainty,  a  fixed  mirror 
is  set  up  close  to  the  movable  one,  and  the  part  of  the 
scale  seen  at  the  intersection  of  cross-wires  by  reflection 
from  this  mirror  is  read  off  and  recorded. 

If  the  adjustments  have  been  properly  made,  the 
divisions  on  the  scale  are  now  seen  clearly  in  the  mirror ; 
and  this  distinctness  is  practically  the  same  for  all  parts 
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of  a  scale  of  ordinary  length  placed  at  the  usual  distance  Deduction 
firom  the  mirror.    A  deflection  of  the  mirror  causes  the   ^    ^f  ^  ® 
divisions  of  the  scale  to  pass  across  the  field  of  view  of  Deflection 
the  telescope ;  and  if  the  mirror  comes  to  rest  in  a  new  Readings. 
position,  the   angle  of  deflection  can  be  obtained  by 
comparing  with   the  initial  reading  the  new  reading, 
which  coincides  with  the  vertical  cross-wire.     Let  n  be 
the  deflection  measured  along  the  scale  in  terms  of  a 
scale  division  as  unit,  r  the  distance  of  the  scale  from 
the  mirror  in  terms  of  the  same  unit,  0  the  angle  of 
deflection  of  the  mirror  in  radian  measure ;   then  as 
in  (3) 

^  =  Jtan-^^ 
2  r 

If  the  axis  round  which  the  mirror  turns  is  not  in  the 
reflecting  surface,  but  at  a  distance  S  from  it,  we  have 
plainly 

^-l^^-'^^     •    .    .    •    (6) 
r  — 


cos(/ 


Since  8  is  in  general  small,  this  may  be  calculated  with 
sufficient  accuracy  by  finding  0  from  the  previous 
formula,  and  using  its  value  in  the  calculation  of  the 
corrected  value  from  the  right-hand  side  of  (6).  If, 
however,  0  be  very  small,  cos  0  on  the  right  may  be 
taken  as  unity,  and  we  have 

'-L-^ (^ 

In  order  that  a  point  in  the  middle  of  the  portion  of 
the  scale  seen  in  the  telescope  may  have  the  greatest 
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Relation    possible  illumination,  it  is  necessary  that  the  mirror 
ofMhTorto  should  be  at  least  so  broad  that  for  the  positions  of 
Diameter  telescope  and  scale  adopted  the  pencil  of  rays  firom  the 
Glass,     point  should  fill  the  horizontal  diameter  of  the  object- 
glass.    Hence  if  r,  r'  be  the  distances  of  the  scale  and 
telescope  respectively  from  the  mirror,  B  the  diameter 
of  the  object-glass,  the  minimum  breadth  of  the  mirror 
is  rBl{r  +  /). 
Length  of       The  portion  of  the  scale  visible  in  the  telescope  may 
vSle     ^^  defined  as  that  from  no  point  of  which  the  part  of 
the  pencil  received  by  the  eye-glass  fills  less  than  a 
certain  fraction  of  the  diameter  of  the  object-glass.     If 
we  define  it  by  half   the  diameter  we  get  when  the 
breadth  of  the  mirror  is  6,  (if  the  real  optical  extent 
of  field  of  view  of  the  telescope  be  not  exceeded)  for  the 
length  visible  b(r  +  r')lr'.    The  pencil  received  from 
either  extremity  of  this  space  covers  the  object-glass  as 
far  as  its  centre.    With  the  above  minimum  breadth 
of  mirror,  the  extent  of  the  field  of  view  is  rS/r',  which 
is  greater  the  smaller  is  r'  in  comparison  with  r.     If,  as 
usually  is  the  case,  r  =  r'  nearly,  it  is  simply  equal  to 
the  diameter  of  the  object-glass. 
Limits  of       The  precision  of  the  readings  with  this  arrangement 
obte^-^  depends  upon  the  angle  of  deflection  which  correspoivds 
able.      to  the  smallest  visual  angle  visible  in  the  telescope. 
Calling  this  angle  17,  the  corresponding  length  of  scale 
is  f}(r  +  r'),  and  the  angle  which  this  subtends  at  the 
mirror  is  7j(r  +  T')/r,     The  smallest  angle  of  turning  of 
the  mirror  visible  is  therefore  rf(T  +  r')/2r.    The  smaller 
r'  is  in  comparison  with  r  the  smaller  is  this  angle ; 
hence  the  sensibility  is  increased  by  placing  the  scale  at 
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a  greater  distance  from  the  mirror  than  the  telescope. 

The   minimum   breadth  of   mirror   becomes   as  /   is 

diminished  more  and  more  nearly  equal  to  the  diameter 

of  the  object-glass ;  hence  if  ^  mirror  of  sufficient  size 

is  available,  and  it  is  convenient  to  construct  and  well 

illuminate  a  long  scale,  the  distance  of  the  scale  may 

with  advantage  be  made  considerably  greater  than  that 

of  the  telescope. 

A  telescope  may  be  used  with  a  concave  mirror  (or  Telescope 

the  equivalent  arrangement  of  plane  mirror  and  con-    ^^*^ 

1  111  '-Ni  1  1  Concave 

vergent  lens  placed  close  to  it)  and  curved  scale  as    Mirror, 

described  above.    All  that  is  necessary  is  to  substitute    %i^e 

the  telescope  for  the  slit  or  illuminated  wire,  and  arrange     Mirror 

it  for  distinct  vision  of  the  scale  without  parallax  at 

the  cross-wires.     The  best  arrangement,  however,  is 

now  to  place  the  scale  at  a  distance  from  the  mirror 

equal  to  the  principal  focal   distance  of  the   mirror, 

or  the  corresponding  distance  in  the  case  of  the  lens 

and  plane  mirror.     If  the  radius  of  curvature  of  the 

mirror  be  B,  this  distance  is  iB.     For  the  lens,  if  /  be 

its  principal  focal  distance  and  8  the  distance  of  its 

optical  centre  from  the  mirror,  the  distance  is  by  the 

theory  of  lenses  /(/  -  2S)l2(f  -  S)  +  8  =  |(/  +  S) 

—  S'/2(/  —  S).    Hence  if  S  is  small  in  comparison  with/, 

the  distance  is  approximately  ^(/  -^  B).    If  the  lens  be 

plano-convex  and  silvered  on  its  plane  face,  S  is  zero  and 

the  distance  is  ^/. 

Since  the  rays  of  light  received  by  the  telescope  are    Visible 

parallel,  the  telescope   has   only  to  be   adjusted   for  ^^"gj^g  **^ 

distinct  vision  of  a  distant  object,  and  may  be  placed  at 

any  distance  from  the  mirror,  with  no  other  alteration 
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than  a  change  in  the  extent  of  scale  seen  in  the  field  of 

view.     For  a  spherical  mirror  of  radius  B,  the  length  of 

scale  visible  with  a  mirror  of  breadth  i  in  a  telescope 

with  object-glass  at  distance  /  is  plainly  lRj2r\    In  the 

case  of  the  lens,  if  b  be  its  diameter,  the  length  of  scale 

visible  is  practically  bfjr'. 

Relfition  of      Plainly  in  order  that  the  whole  power  of  the  telescope 

Diameter  ^^7  ^  utilised,  the  parallel  beam  from  the  mirror  or 

_,.  *°  ^     from  the  lens  due  to  a  point  in  the  middle  of  the  portion 
Diameter  ,  *■  , 

of  Object  of  the  scale  visible  must  fill  the  object-glass,  that  is,  the 
^     mirror  or  lens  must  be  at  least  equal  in  diameter  to  the 

Smallest  object-glass.  The  smallest  angular  deflection  observable 
Deflection.  ^^  ^^^^  obviously  half  the  smallest  visual  angle  observ- 
able in  the  telescope,  that  is,  half  its  space-penetrating 
power.  This  power  varies  directly  as  the  diameter  of 
the  object  glass,  and  it  has  been  found  that  an  object 
glass  of  15  centimetres  diameter  is  necessary  to  sepa- 
rate two  objects  which  subtend  an  angle  of  1"  at  its 
centre. 


Sbction  IL 

MEASUREMENTS  OF  OSCILLATIONS. 

Utility  of      The  most  important  species  of  oscillations  for  us  to 

vati^^of  c^^^sider  are  oscillations  of  a  body  round  an  axis,  such 

Oscil-     oscillations  for  example  as  are  performed  by  a  body 

suspended  by  an  elastic  wire  under  the  influence  of 

torsion,  or  the  vibrations  of  a  magnet  in  a  magnetic 

field,  with  or  without  the  damping  action  of  induced 
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currents,  or  of  frictional  resistance  proportional  to  the 
velocity.  A  determination  of  the  period  and  rat^  of 
subsidence  of  the  oscillations,  with  a  knowledge  of  the 
moment  of  inertia  of  the  vibrating  body  round  the  axis 
of  rotation,  gives  a  means  of  calcolating  the  moving  and 
resisting  forces  acting  on  the  body. 

For  simple  harmonic  oBcillatioDR  of  diminishing  range  the   Equation 

equation  of  motion  is  ofMotion 

/Z2/J            JA        T  ^^^  Simple 

tl  +  2it7  +  ^^  =  0 (8)   Harmonic 

where  B  is  the  angular  deflection  at  time  /.  For  the  criterion  of 
simple  harmonic  motion  of  constant  range  is  that  the  body  should 
be  acted  on  by  a  system  of  forces  or  couples  proportional  to  the 
displacement  and  acting  towards  the  equilibrium  position.  The 
moment  of  the  couple-system  in  the  present  case  is  LB.  Besides 
this  system  of  couples  we  suppose  a  retarding  system  of  forces 
to  act  on  the  body  with  a  moment  round  the  axis  proportional 
at  every  instant  to  the  angular  velocity,  and  equal  to  ^ytkdBldL 
where  fi  is  the  moment  of  inertia  of  tne  moving  system  round 
the  axis,  and  k  a  constant  Equating  the  rate  of  diminution 
of  moment  of  momentum  -  iia^Bldfi  to  the  sum  of  moments 
2itidB/di  +  LB  we  get  the  equation  of  motion  (8). 
The  general  solution  of  (8)  is,  writing  «•  for  Z/fi,  Exponen- 

6    =    A*^*+J^ (9)      g„«^^„ 

where  Ai,  A^  are  constants,  and  m^^  m,  are  the  roots  of  the 
quadratic  equation 

m*  +  2km  +  ««  =  0, 

that  is,  «i  =  -  ^  +  VA;«  -  ««,  m.^  -  k  -  V/t«  -  ««.  These  Realised 
roots  are  imaginary  if  «'  >  i*,  and  in  this  case  the  solution  takes  Solution 
the  form  ^or 

B  =  €-«(Ccos  V»»  -  m  +  (7' sin  sJn^  -  i^().      (10)  ^R^*of 

Auxiliary 
If  /  be  reckoned  from  the  instant  of  greatest  elongation  6  in      Quad- 
the  positive  direction  (10)  becomes  ratio 

r  J  or  Simple 

^=  «-*'e  sin  ]  (««  -  ^*/  +  ^  }  .     .     (11)   Harmonic 

t^  2)  '   Solution. 
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Non- 
oscilla- 
tory 
Subsi- 
dence. 
Unresisted 
Oscilla- 
tion. 


The  motion  is  therefore  simple  harmonic  with  period  2ir/(fi'-  i^i, 
and  amplitude  diminishing  at  logarithmic  rate  k. 

If  «'  <  it*,  aij,  m^  are  real  and  the  motion  is  non-oscillatorj  ; 
that  is,  any  displacement  given  to  the  tystem  disappears  by  a 
motion  of  the  body  towards  the  position  of  equilibrium  without 
oscillation  about  that  position.  This  condition  is  fulfilled  in 
aperiodic  or  **  dead  beat "  instruments. 

When  k  is  so  small  that  the  resistance  is  negligible  in  com- 
parison with  the  other  forces,  the  equation  of  motion  (8) 
becomes 

^^  ^n^  =  0 (12) 


df 
and  the  solution  ^corresponding  to  (11) 

^  =  esin(«/+|) 


(13) 


Case  of 
Forces 
varying  as 
Sine  of 
Displace- 
ment. 
Eauation 
of  Motion. 


A  case  which  frequently  occurs  is  that  in  wWch  the  motion  is 
oscillatory  but  not  simple  harmonic,  owing  to  the  fact  that  the 
moment  of  the  system  of  conples  is  proportional,  not  to  B^  but  to 
sin  6,  Assuming  zero  or  negligible  resistance,  the  equation  of 
motion  is — 


J^  +  ..sin.= 


(14) 


where  «,  as  before,  denotes  L//ii.  This  is  the  case  of  which  a 
circular  pendulum  vibrating  through  a  finite  arc  is  the  type. 
Denoting  the  amplitude  in  radian  measure  by  a,  we  have,  mul- 
tiplying by  dOjdt  and  integrating  from  ^  =  a  to  ^  =  0, 


Hence 


(^^y=  2ii«(cos^  -  cos  a). 


dt  =  — 7=-(cos^  -  QOsa)'idB  ....    (15) 

V2« 

Calcu-     c^d  the  integral  of  this,  taken  between  the  limits  0  and  a,  is  the 
lation  of   quarter  period  =  TjL 
Period. 


Let 


then  (15)  becomes 


8in--  =  sm^-.  smd 
2  2       ^ 


rf/  =  1(1  ^  8in«|sin«0)-*ii^ 


.  m 
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Expanding  and  intepnrating  the  series  term  by  term  between 
the  limits  0  and  Jir  (which  correspond  to  0  and  o),  we  get — 

for 
The  first  term  of  this  series  2w/»  is  the  ordinary  simple  pen-   Infinitely 
dnlum  formula  for  an  infinitely  small  amplitude  of  vibration.      small 
To  find  from  values  of  T  derived  from  observation  of  oscillations     Range, 
of  this  kind  the  corresponding  period  for  infinitely  small  oscilla- 
tions, it  is  only  necessary  to  divide  the  value  of  T  thus  found  by 
the  value  of  the  series  within  the  brackets.    For  almost  all  prac- 
ti<»l  purposes  it  is  sufficient  to  use  the  approximate  equation — 

^       2tr 


7('+^) <■«) 


which,  for  an  amplitude  of  half  a  radian  (28*  42'  nearly),  is  true 
to  1/60  per  cent.,  and  to  a  higher  degree  of  accuracy  for  smaller 
amplitudes. 

A  table  of  reducing  factors  calculated  from  (17)  is  given  at 
the  end  of  this  volume. 


The  period  of  an  oscillation  is  the  time-interval 
between  two  successive  passages  of  the  moving  body 
through  the  same  position  in  the  same  direction.  For 
the  determination  of  this  a  means  of  observing  the 
position  of  the  body  and  a  time  measurer  are  necessary. 
For  many  physical  purposes  a  fairly  accurate  clock  or 
chronometer  beating  audibly  seconds  or  half  seconds, 
or  a  good  watch  is  suflScient.  In  well-equipped 
laboratories,  chronographs  are  available,  by  which,  at 
the  successive  instants  of  occurrence  of  the  phenome- 
non observed,  marks  can  be  made  on  a  ribbon  of  paper 
or  revolving  drum  kept  moving  uniformly  (checked,  of 
coarse,  by  a  break-contact  chronometer  or  pendulum, 
which  breaks  an  electric  circuit  at  equal  intervals  of 
time,  and  makes  a  mark  on  the  ribbon  at  each  break) 
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by  clockwork  at  a  known  rate  recorded  by  the  instru- 
ment itself.  We  shall  suppose  that  an  audibly  ticking 
chronometer  is  used,  and  it  will  be  easy  to  modify  the 
methods  of  observation  to  suit  a  registering  time- 
measurer. 
Method  of  For  observation  of  the  vibrating  body,  when  it  is 
^anT^  only  necessary  to  find  the  instant  of  passage  through  a 
Mirror,  given  position,  it  is  convenient  to  use  a  telescope 
focussed  so  as  to  give  an  image  of  some  part  of  the 
body  at  the  intersection  of  cross-wires  when  the  body  is 
in  the  position  in  question.  The  best  position  is  that 
of  the  vibrating  body  when  at  rest  with  no  forces  acting 
upon  it.  A  vertical  line  is  drawn  upon  the  body,  and 
focussed  at  the  cross-wires  in  the  usual  way  by  first 
adjusting  the  eye-lens  and  cross-wires  for  distinct  vision 
of  the  latter,  and  then  moving  the  whole  eye-piece  until 
distinct  vision  of  the  mark  is  obtained. 

It  is,  however,  more  generally  convenient  to  mount  a 
light  mirror  on  the  body  and  use  the  arrangement  of 
telescope  and  long  circular  scale  described  above.    Th^ 
apparatus  is  adjusted  so  that  the  division  of  the  scale  in 
the  same  vertical  plane  as  the  centre  of  the  object-glass 
and  the  centre  of  the  mirror  is  at  the  intersection  of 
Determi-   cross-wires  when  the  body  is  at  rest.   Or,  and  preferably, 
nation  of  ^here  the  equilibrium  position  of  the  vibrating  body  is 
Reading.*'  liable  to  change,  the  exact  reading  of  the  scale  corre- 
sponding to  the  equilibrium  position,  or  zero-reading^  as 
we  shall  call  it,  may  be  obtained  as  follows,  while  the 
body  is  vibrating.    The  readings  of  the  scale  when  the 
body  is  at  rest  at  three  consecutive  times  are  taken. 
Let  74,  Ttj,  n^  be  the  readings,  a  the  zero-reading,  T  the 
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period  (not  necessarily  known),  then  for  the  deflection   observa- 
flrom  the  zero  in  the  first  case  we  have  d  =  n^^a,  r^^^f^f 
and  in  the   second  and  third   cases  by  (11)   above,      Zero. 
n^^a^  —  e'  ^"^f^d,  n^  —  a  =  €  "  *^d.    Hence  we  get 

^^     V-^i^«       ....    (19) 

When  n^  does  not  differ  greatly  from  n^  this  equation 
becomes 

a  =  l{n^  -f-  27ij  +  ^3)   .    .     .    .     (20) 

K  the  rate  of  diminution  of  amplitude  is  not  great, 
the  extreme  readings  of  a  greater  odd  number  of 
successive  semi-vibrations  may  be  read  off.  The 
arithmetic  means  of  the  readings  taken  at  each  side  are 
found  separately,  and  the  arithmetic  mean  of  the  two 
results  is  the  required  reading  for  the  middle  position. 
Thus  let  d^,  d^,  d^,  d^  d^  be  readings  of  the  scale  for  five 
successive  elongations  (points  of  extreme  deflection),  so 
that  d^,  d^,  d^  are  the  extreme  readings  for  deflection  to 
the  lefty  d^  d^  (or  deflection  to  the  right.  Then 
(^  +  c^  +  d^/d  is  the  mean  extreme  reading  on  the 
left.  Similarly  (d,  4-  d^/i  is  the  mean  extreme  read- 
ing on  the  right  The  zero  reading  is  then  approximately 
the  mean  of  these,  or  (rfj  +  dj  H*  ^s)/^  +  (^2  +  ^4)/*-  I* 
is  necessary  thus  to  take  one  more  reading  on  one  side 
than  on  the  other  in  order  that  in  the  case  of  diminish- 
ing amplitude  the  mean  for  one  side  may  correspond  to 
that  for  the  other.  Thus  if  three  readings,  d^  d^  d^ 
were  taken  on  the  right,  the  mean  ^2  +  ^4  +  d^  would 
be  the  mean  of  readings  taken  one  by  one  later  than 

VOL.  I.  Q 
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those  on  the  other  side,  and  their  mean  would  therefore 
be  too  small  to  give  accurately  the  zero  reading. 
Obeerva-  The  instant  at  which  the  zero  reading  of  the  scale 
of  Period.  '^^'^GS  i*s  transit  is  now  observed  while  the  body  is 
vibrating.  This  is  done  as  follows; — The  observer 
takes  time,  say  at  the  end  of  a  minute,  and  then 
listening  to  the  ticking  of  the  clock,  counts  on  from 
the  end  of  the  minute  until  the  middle  reading 
passes  the  intersection  of  cross-wires.  The  division 
of  the  scale  at  the  intersection  of  cross-wires  at  the 
beat  of  the  chronometer  before  and  at  the  beat  after 
the  instant  are,  if  possible,  also  observed.  From  these 
the  exact  instant  of  the  transit  of  the  zero  reading  can 
be  found  by  assuming  the  velocity  of  transit  constant 
between  the  two  beats.  If  both  these  readings  cannot 
be  obtained,  that  one  nearest  in  time  to  the  transit  of 
the  zero  reading  is  read  off,  and  from  the  approximately 
known  velocity  of  transit  the  interval  between  the  beat 
and  the  passage  can  be  found.  The  observer  allows  the 
vibration  to  continue,  and  counts  the  transits  past  the 
cross- wires  until  some  convenient  number,  say  10  or  20, 
have  taken  place.  Before  the  end  of  the  series,  glancing 
at  the  clock,  he  takes  time,  and  then  counts  the  ticks 
until  the  last  transit  of  the  series  has  taken  place,  and 
makes  the  same  observations  as  at  the  beginning  of  the 
series.  He  repeats  these  observations  for  successive 
series,  and  thus  obtains  an  approximate  measurement 
of  the  time-interval  from  the  first  to  the  last  transit  of 
each  series. 

From  this  time-interval  for  one  or  more  series  the 
period  of  oscillation  can  be  approximately  calculated. 
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The  mean  of  the  periods  calculated  from  each  set  of 
observations  will  give  the  average  period  with  accidental 
errors  of  a  particular  set  more  nearly  eliminated. 

Each  set  of  determinations  of  period  ought  to  be   Obsenra- 
immediately  preceded  and  followed  by  observations  of    ^^jf.* 
amplitude.     For  this  it  is  only  necessary  to  observe      tuck 
three  elongations  or  scale -readings  at  the  stationary 
points.     Thus  let  three  successive  scale  readings  be 
d^y  d^  d^  the  total  range  of  apparent  motion  of  the  scale 
across  the  field  of  view  is  rfg  —  |(rfi  -I-  dg),  or  the  ampli- 
tude of  oscillation  reckoned  on  a  circle  of  radius  equal 
to  that  of  the  scale  is  id^  —  ^(rfi  +  d^.    If  a  denote  the 
ampUtude  in  radian  measure,  and  r  the  radius  of  the 
scale  in  degree  divisions,  then 


id,  -  jK  -t-  rfQ 


(21) 


The  mean  of  the  two  values  of  the  amplitude  ob- 
tained at  the  beginning  and  end  of  each  series  of  obser- 
vations may,  if  the  series  does  not  extend  over  too  long 
a  time,  be  taken  as  the  amplitude  during  the  whole 
series,  and  used,  if  the  oscillations  are  of  the  kind  which 
require  it,  for  the  reduction  of  the  period  obtained  from 
the  series  to  that  which  would  have  been  obtained  if  the 
amplitude  had  been  infinitely  small  (see  p.  223,  above). 
The  mean  value  of  the  periods  obtained  after  all  cor- 
rections from  the  various  series  of  observations  may  be 
taken  as  the  period  required. 

In  cases  in  which  the  rate  of  diminution  of  amplitude 
is  small,  a  large  number  of  oscillations  may  be  made  in 
a  series  extending  over  a  considerable  time.     A  first 
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Obsenra-   short  series  of  observations  will  suffice  to  give  an  ap- 

Long     proximate  value  of  the  period,  and  this  can  be  used  to 

Sent*  of  save  the  necessity  of  counting  the  number  of  osdllations 

tions.     in  the  long  series.     The  times  t,  t'  of  the  beginning  and 

end  of  the  long  series  (with,  as  before,  the  amplitude 

before  and  after)  are  observed  and  recorded.     Then  if 

T'  be  the  rough  value  of  the  period  before  obtained, 

which  it  is  known  may  have  an  error  not  greater  than 

T,  we  have  £Dr  iV  the  number  of  vibrations  in  the  series 

^  =  ^' (22) 

with  a  possible  error  of  ±  NrjT.  If  t  is  so  small  that 
Nt  is  less  than  half  a  period,  then  plainly  N  is  the 
actual  number  of  vibrations  made  during  the  interval, 
and  the  true  period  T  can  be  at  once  obtained. 

Definitioii       When  the  resistance  to  motion  is  proportional  to  the 

Mithmic  velocity,  each  amplitude  has  a  constant  ratio  to  the 
Deere-  succeeding  amplitude,  and  this  ratio  is  called  the 
Logarithmic  DecreinerU  of  the  motion. 

Its  Deter-       It  is  obtained  at  once  from  observations  of  amplitude. 

zninatioD.  fpj^^  ^ero  reading  having  been  determined,  an  odd 
number  of  successive  elongations  on  the  same  side  of 
zero  are  observed,  and  the  arithmetic  mean  of  the 
deflections  from  zero  taken.  The  result  is  the  ampli- 
tude for  the  middle  vibration  of  the  series.  The 
vibratory  motion  is  allowed  to  continue  undisturbed 
for  some  time  and  another  series  of  observations  then 
made.  Then  if  we  call  the  semi-period  for  which  the  first 
amplitude  was  determined  the  m^,  and  the  second 
semi-period  to  which  the  second  amplitude  corresponds 
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be  the  (m  +  ti)**,  the  time  between  the  two  observations  Its  Deter- 
is  n  —  1  semi-periods.     Hence  if  \  be  the  logarithmic  ™"^  ^^' 
decrement,  ©.,  the  first  amplitude,  ©«+«   the  second, 
then 

or 


'^-^^'^S^'     .    .    .     (23) 


If  2i  denote,  as  in  (8)  above,  the  ratio  of  the  moment 
of  the  resistance  to  the  product  of  the  moment  of 
inertia  and  the  angular  velocity,  or,  which  is  the  same 
thing,  the  ratio  of  the  angular  retardation  to  the 
angular  velocity,  and  T  one  period,  then  we  see  by  (11) 
that 

X  =  kT. (24) 

When  the  oscillations  are  long  continued,  a  short  Period,  &c. 
series  of  observations  of  an  odd  number  of  successive      f^^m 
elongations,  with  the  time  of  zero  passage  for  each  semi-  Successive 
vibration,  is  made  from  time  to  time.     The  number  of    obser- 
oscillations  which  has  taken  place  between  every  two    ^*^<>'^8- 
successive  series  is  determined  as  described  in  p.  228, 
and   the  results  combined    as  follows.     The  interval 
between  the  time  of  zero  passage  in  the  first  semi- 
vibration  in  the  first  series  and  the  zero  passage  in  the 
first  of  the  second  series  divided  by  the  number  of 
semi-periods  gives  an  average  semi-period  of  vibration ; 
in  the  same  way  the  second  semi-vibration  of  the  first 
series  and  the  second  of  the  second  series  gives  another 
average,  and  so  on.    A  second  set  of  averages  can  be 
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^V^*^  obtained  from  the  second  and  third  short  series  and 

from  Sac-  the  interval  between  them. 

g^^^*^       Each  successive  set  of  average  results  (corrected  if 

Obeerra-  necessary  for  amplitude)  gives  a  mean  result,  and  these 
again  a  final  mean  period.  In  the  same  way  the 
amplitudes  may  be  dealt  with  and  a  mean  logarithmic 
decrement  found. 

The  results  of  observations,  and  of  di£ferent  sets  of 
observations,  may  be  combined  by  rules  derived  from 
the  theory  of  Least  Squares  so  as  to  give  the  most 
probable  values  of  the  quantities  sought,  and  we  shall 
state  and  use  such  rules  when  necessary  in  what  follows. 
We  have  not  space  here  to  enter  into  the  subject. 


Section  IIL 
MEASUREMENT  OF  COUPLES. 

There  are  many  electric  and  magnetic  instruments 
in  which  an  applied  couple  or  system  of  couples  is 
equilibrated  by  a  reacting  couple  the  moment  of  which 
therefore  measures  that  of  the  former.  This  equilibrating 
couple  may  be  obtained  in  various  ways ;  for  example, 
by  the  torsion  of  an  elastic  wire  or  thread ;  by  means 
of  a  bifilar  suspension;  or  by  the  deflection  of  a  magnet 
in  a  magnetic  field.  We  shall  consider  shordy  the 
measurement  of  couples  produced  in  the  first  two 
<1ifferent  ways,  deferring  the  third  until  we  deal  with 
magnetic  measurements. 
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When  a  wire  is  twisted  by  turning  one  end  round  Definition 
the  axis  of  the  wire  while  the  other  end  is  held  fixed^  °of^Tj^t* 
a  resisting  couple  is  set  up  by  elastic  reaction  in  every 
crossHsection  where  twist  has  been  given.  The  moment 
of  tbis  couple  at  any  one  section  is  proportional  to  the 
twist  there  existing  defined  as  follows : — Let  hO  be  the 
angle  through  which  one  of  two  normal  cross-sections 
at  a  distance  SI  apart  along  the  axis  of  the  wire  has 
been  turned  relatively  to  the  other,  then  S0ISI  is  called 
the  aiverage  twist  over  that  portion  of  the  wire.  Let 
the  middle  cross-section  of  this  portion  of  the  wire  be 
that  at  which  the  twist  is  to  be  measured,  and  let  SI  bo 
made  very  small,  S0/SI  is  then  the  tiaist  required. 

Along  a  straight  homogeneous  wire  of  uniform  cross-  TwsionaX 
section,  attached  at  its  extremities  to  two  bodies  by  f^^^ 
the  relative  motion  of  which  round  the  axis  of  the  wire 
the  twist  is  applied,  the  distribution  of  twist,  except 
near  the  fastenings  at  the  ends,  is  uniform.  The  couple 
of  elastic  reaction  in  a  particular  wire  of  circular  cross-  . 
section  and  isotropic  material  is  equal  to  the  product 
of  the  twist,  the  rigidUy  (defined  below)  of  the  material, 
and  the  moment  of  inertia  round  the  axis  of  a  circular 
disc  of  diameter  equal  to  that  of  the  wire,  and  of  unit 
mass  per  unit  of  area.  The  product  of  the  last  two 
Deu^fb  is  called  the  Torsional  Rigidity  or  Modulus  of 
Torsion  of  the  wire,  and  is  the  elastic  couple  set  up  in 
the  wire  per  unit  of  twist.  Tbis  is  the  constant  which 
for  wires  used  as  torsional  suspensions  it  is  necessary 
to  determine. 

The  simple  rigidity  of  the  material  which  forms  one    RigidUy 
factor  of  the  torsional  rigidity  is  defined  by  supposing     ^ 
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de^^^  equal  tangential  force  per  unit  of  area  to  be  applied 
over  four  forces  of  a  unit  cube  so  that  the  forces  in  each 
face  act  as  shown  by  the  arrow-heads  in  Fig.  40.  By 
the  action  of  these  forces  the  cube  is  distorted  so  that 
the  section  in  the  plane  of  the  paper  becomes  a  rhombus, 
that  is,  each  of  one  pair  of  opposite  angles  becomes  less 
than  a  right  angle  by  a  certain  amount,  and  each  of 
the  other  angles  greater  than  a  right  angle  by  the  same 
amount.  The  rigidity  is  the  ratio  of  the  tangential 
force  per  unit  area  thus  applied,  to  the  amount  in 


Fio.  40. 


radian  measure  by  which  each  angle  of  the  section  of 

the  cube  has  been  changed. 

Deter-         The  torsional  rigidity  of  a  wire  is  best  determined  by 

niination   ^j^^  method   of  oscillation.      The   wire   is   suspended 

Torsional  vertically  from  a  fixed  support  which  securely  holds  its 

Method ^of  upper  end  from  turning,  and  to  the  lower  is  attached 

OscU-      a  body  of  such  form  that  its  moment  of  inertia  roimd 
lations. 

the  axis  of  the  wire  can  be  readily  determined  from  its 

mass  and  dimensions. 

The  best  form  of  vibrator  is  for  several  reasons  a 
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hollow  circular  cylinder  of  brass  or  copper  suspended  so  Form  of 
that  the  axis  is  in  line  with  that  of  the  wire.  In  such 
a  cylinder  the  thickness  of  the  metal,  in  most  practical 
cases,  need  not  be  so  great  in  comparison  with  either 
radius  that  defects  in  homogeneity  will  seriously  affect 
the  correctness  of  the  moment  of  inertia,  as  deduced 
from  the  mass  and  dimensions  of  the  vibrator.  Further, 
its  form  is  one  for  which  the  motion  is  but  slightly 
affected  by  the  presence  of  the  air  in  the  chamber  in 
which  the  oscillations  take  place. 

The  cylinder  is  suspended  by  means  of  a  cross  bar  of 
the  same  material  and  of  rectangular  section  which 
passes  through  apertures  at  the  opposite  extremities  of 
a  diameter  of  the  cylinder  near  its  upper  edge.  The 
length  of  each  aperture  is  exactly  equal  to  the  breadth 
of  the  bar  so  as  to  avoid  side-shake,  but  their  depths 
may  be  slightly  greater  than  the  thickness  of  the  bar. 
Symmetrically  placed  with  reference  to  the  centre  of 
the  bar  are  two  notches  in  its  upper  sur£Gu;e  which 
exactly  fit  the  upper  edges  of  the  orifices,  so  that  when 
the  whole  is  suspended  by  the  centre  of  the  bar  the 
cylinder  rests  in  these  notches  with  its  plane  horizontal, 
and  all  is  symmetrical  about  the  axis,  and  practically 
rigid  for  motions  round  it. 

Coincident  with  the  axis  is  a  small  hole  in  the 
bar,  through  which  the  wire  can  be  passed,  or  in 
which  a  small  vertical  wire  can  be  fixed  to  fit  the 
clamp  with  which  the  lower  end  of  the  wire  may  be 
terminated. 

If  the  object  of  the  experiment  is  to  determine  the 
torsional  rigidity  of  a  particular  wire  used  in  an  instru- 
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Fonn  of   ment  of  any  kind,  and  this  cannot  be  done  with  the 
Vibration.  •' 

wire  in  position,  the  wire  should  have  a  clamp   or 

fastening  at  each  end   permanently  fixed  to  it  for 

securing  it  in  any  new  position ;  and  the  total  weight 

on  the  wire  when  vibrating  should  be  as  nearly  as  may 

be  the  same  as  that  borne  by  it  when  at  its  proper 

use. 

The  period  and  rate  of  subsidence  of  the  oscillations 
are  observed  and  the  results  dealt  with  in  the  maoner 
already  described  (pp.  225 — 230  above). 

In  the  case  of  a  cylindric  vibrator  the  mirror  may  be 

dispensed  with,  and  a  seal  3  of  equal  divisions  engraved 

on  or  cemented  round  the  upper  or  lower  edge  of  the 

cylinder.    This  scale  is  viewed  through  a  telescope 

directly,  and  as  the  wire  vibrates  the  divisions  pass 

across  the  field  of  view,  so  that  the  time  of  passage 

of   any  one  division  and    the    divisions  of  greatest 

elongation  can  be  observed. 

Dednction      If  r  denote  the  torsional  rigidity  of  the  wire,  n  the 

Riiridity   ^gWity  of  the  material,  and  a  the  radius  of  the  wire, 

from      then,  as  stated  above,  p.  231. 
Results.  ^ 

T  =  ^  Tma* (25) 

If  T  denote  the  period,  kT  the  logarithmic  decrement, 
fi  the  moment  of  inertia  of  the  whole  vibrating  system, 
a  the  radius,  and  I  the  length  of  the  wire,  n  is  given 
by  the  equation 


«=S(^+**)-  •  •  •  (2«) 
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or  if  F"  be  put  for  the  volume  of  the  wire 
If  k  can  be  neglected  (28)  becomes 


n 


y2  j>% 


Deduction 
of  Rigidity 
from 
(27)     Results. 


(28) 


a  form  sometimes  used.* 

Since  the  rigidity  modulus  thus  determined  involves 
the  fourth  power  of  the  radius,  and  it  is  difficult  to 
obtain  a  truly  cylindric  wire,  values  of  n  obtained  thus 
for  wires  must  in  general  be  taken  as  only  roughly 
approximate.  It  is,  however,  generally  possible  to  find 
with  accuracy  the  torsional  rigidity  t  of  the  wire.  This 
is  given  by  the  equation 

T  =  /^(^  +  *«).    ....    (29) 

If  B  denote  the  whole  angle  throufch  which  one  end  of  the  wire  Theory  of 
has  been  tamed  relatively  to  the  other,  and  /  the  length  of  the  Method, 
wire,  then  the  twist  is  Bjl,  Now  consider  two  radii  in  the  section 
represented  in  the  diagram  which  are  inclined  at  an  infinitely 
small  angle  di^.  These  will  intercept  between  the  circles  of 
radii  r  and  r  +  ^r,  a  small  square,  provided  dr  =  rd^.  This  in 
the  unstrain^  ^ire  may  be  regarded  as  one  face  of  a  small  cube 
which  has  two  faces  in  infinitely  nearly  parallel  planes  throngh 
the  axis  and  the  two  radii,  and  two  other  faces  tangential  to  me 
two  cylinders  of  radius  r  and  r  -{^  dr^  and  the  remaining  face 
opposite  to  the  first  in  a  cross-section  at  a  distance  e()ual  to  dr. 
By  the  strain  the  angles  between  the  first  and  last-roentioned 
faces  and  those  in  the  radial  plane  have  been  altered  by  the 
amount  rB/L  Hence  the  opposite  tangential  forces  required,  as 
in  Fig.  40,  over  the  faces  in  the  cross-sections  and  on  the  two 
faces  in  the  radial    planes    is    for   each    face    n,rd^,dr,rBjL 


See  Eneytl.  BriLt  Art  "Elasticity/'  by  Sir  William  Thomson. 
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Theory  of  The  moment  of  this  round  the  axis  is  Uf^drdy^  •  OjL    Hence 

Method.  /*<* 

TarnBll .  I  r^dr  =  ^wnt^d/l  is  the  total  moment  over  the  cross- 
section.  Bat  this,  divided  by  the  twbt  B/l,  is  the  torsional  rigidity. 
Hence  (25)  abore. 

The  integral  just  found  is  the  total  moment  of  the  elastic  forces 
in  each  cross-section  producing  angular  acceleration  of  the  whole 
moving  system  towards  the  position  of  equilibrium.  Besides 
these  forces,  the  system  is  acted  on  by  forces  of  viscous  resist- 
ance (that  is  resisting  forces  depending  on  the  velocity),  partly  in 
the  wire  and  partly  l^tween  the  moving  system  and  the  air ;  and 
these  we  shall  assume  as  everywhere  proportional  to  the  velocity, 
and  therefore  to  have  a  moment  round  the  axis  directly  propor- 
tional to  the  angular  velocity  d3/di. 


Fig.  41. 


We  shall  denote  this  moment  by  2iftd6/di,    The  equation 
of  motion  is  then 

>S+<+*'5^^-«  •  •  ■  ■  w 

the  differential  equation  found  on  p.  221,  above,  which,  under  the 
conditions  there  stated,  denotes  simple  harmonic  oscillatioDS  with 
amplitude  diminishing  at  logarithmic  rate  i.  From  the  solution 
there  given  we  have 


which  yields  at  once  (26)  and  (27), 


(nna^  __  j^\k 
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If  the  wire  be  not  of  truly  circular  section,  t,  its  torsional  Theory  of 
ri^dity,  must  be  used  instead  of  wf*a*/2  in  (30)  aud  (31),  which    Method, 
then  give  (29)  above. 

Since  the  torsional  rigidity  of  a  cylindric  wire  is  as 
the  fourth  power  of  its  radius,  or  the  square  of  its  area 
of  cross-section,  it  is  frequently  preferable  to  use  a 
number  of  wires  side  by  side  to  support  a  given  load, 
rather  than  a  single  wire  of  equivalent  cross-section. 
Thus  such  a  wire  equivalent  in  cross-section  to  n  equal 
wires  would  not  support  a  greater  load,  but  would 
have  approximately  n  times  the  torsional  rigidity. 

The  moment  of  inertia  of  the  wire  is  generally  so  Moments 
small  in  comparison  with  that  of  the  vibrator  that  it      l'*®^**^' 
is  negligible  within  the  limits  of  the  errors  of  observa- 
tion,   fi  is  therefore  in  general  the  result  obtained  from 
the  known  distribution  of  mass  and  the  dimensions  of 
the  vibrator. 

The  moment  of  inertia  round  any  axis  is  by  definition 
the  sum  of  the  products  of  the  mass  of  each  small 
clement  of  volume  of  the  body  into  the  square  of  its 
distance  from  the  axis,  and  is  therefore  obtainable  in 
general  by  integration.  The  results  for  the  most  useful 
cases  are  contained  in  the  formula : — * 

Mass  X  sum  of  squares  of 

Moment  of  inertia  of )      rectangular  semi-axes  perp. 

a  uniform  soUd  round    = toaxis  of  rotation ^ 

«  . I  3, 4,  or  5 

an  axis  of  symmetry     J  '    ' 

according  as  the  solid  is  a  rectangular  parallelepiped, 

or  thin  elliptic  plate  (or  solid  elliptic  cylinder  if  the 

*  Rontb,  Kigid  Dynamics,  vol.  L  chap.  L 
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axis  of  the  solid  is  the  axis  of  rotation),  or  an  eliipsmd. 

Moment  of  ^^^  *^®  moment  of  inertia  of  a  right  cirr^ular  cylinder 

Inertia  of  of  mass  m  and  radius  r,  this  formula  gives  mr*/2 :  hence 
Vibrator,  for  that  of  a  hollow  cylindric  vibrator  of  external  radius 
r\  internal  radius  r,  and  mass  if,  is  =  Jf  (r'  +  r**)/! 
For  the  bar  by  which  it  is  suspended,  supposed  of  uni- 
form rectangulstr  section,  we  have,  if  m  be  its  mass,  a 
its  length,  and  h  its  breadth,  m(a*  +  J*)/3.  From  these 
two  results  the  moment  of  inertia  for  the  cylindiic 
vibrator  and  attached  bar  can  be  found.  The  vibrator 
is  weighed  and  its  internal  and  external  radii  determined 
by  careful  measurement.  The  mass  and  length  and 
breadth  of  the  bar  are  also  found  as  carefully  as  possible, 
and  allowance  made  for  the  slots  in  which  the  cylinder 
rests. 

Method  by  It  is  possible  to  avoid  the  determination  of  the 
Terence  ^^^^^^^^  of  inei-tia  of  the  separate  parts  of  a  vibrator 
of  two     by  using  an  arrangement  of  masses,  the  configuration 

momenta  of  ^^  which  can  be  changed  so  as  to  alter  the  moment  of 
Inertia,    inertia  without  altering  the  mass  and  therefore  also 
without  affecting  the  pull  on  the  wire. 

The  periods  T^,  T^  of  vibration  are  observed  for  two 
such  different  configurations  in  which  the  moments  of 
inertia  and  logarithmic  decrements  are  ^,  fi^\yk^r^ 
spectively.    Then  we  have  from  (27) 

This,  if  ky  \  be  small  as  is  generally  the  case,  depends 
on  f^  —  fi2,  which  can  with  proper  arrangement  be 
determined  with  more  ease  than  the  values  of  fj^y  f^ 
separately. 
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A  convenieDt  arrangement  for  this  purpose  is  Maxwell's 
Maxwell's  Vibration  Needle.  A  straight  cylindric  tube  ^^^l"" 
of  brass  contains  four  other  tubes  of  brass,  each  exactly 
i  of  the  length  of  the  outer  tube  so  that  they  just  fill 
up  its  length.  Two  of  these  inner  tubes  are  empty,  the 
other  two  are  filled  with  lead.  The  vibrator  made  up 
of  these  tubes  is  hung  horizontally  from  the  wire  by 
means  of  a  straight  rigid  stem  attached  at  right  angles 
to  the  tube,  in  line  with  its  centre  of  inertia.  To  the 
upper  end  of  this  stem  the  wire  is  clamped. 

The  vibrations  are  observed  first  when  the  solid 
cylinders  are  in  the  middle  of  the  case,  and  the  hollow 
cylinders  are  at  the  ends,  and  again  wnen  the  solid  and 
hollow  cylinders  are  interchanged  in  position.  In  this 
case,  as  is  easily  shown  from  (32)  that,  if  m  be  the  mass 
of  each  of  the  shorter  hollow  cylinders,  m'  the  mass 
of  each  of  the  solid  cylinders,  and  2r  the  length  of  each, 

/ij  —  /A,  =  16  (m  —  m')r*. 

The  quantities  on  the  right  are  all  easily  found,  but 
the  calculated  result  can  hardly  be  relied  on  as  very 
accurately  the  value  of  /i^  —  /a^,  on  account  of  possible 
want  of  uniformity  in  the  cylinders. 

The  moment  of  inertia  /i  of  a  given  vibrator  may 
also  be  determined  by  first  observing  the  period  T,  then 
altering  the  moment  of  inertia  by  a  known  amount  v, 
and  observing  the  period  T\  If  A;  be  the  same  in 
both  cases,  or  may  be  neglected,  we  have 
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Maxwell's  This  proceas  is  frequently  employed  when  the  vibrator 
Needk.*^  is  of  such  form  or  dimensions.that  its  moment  of  inertia 
cannot  be  found  by  calculation.  A  known  mass  of 
convenient  figure,  for  example  a  couple  of  spheres,  is 
made  capable  of  being  distributed  symmetrically  about 
the  axis  in  two  different  c<>nfigurations  for  which  the 
difference  of  moment  of  inertia  can  be  calculated*  If 
change  of  total  mass  is  of  no  consequence,  a  suitable 
known  mass  can  be  added  to  the  vibrator  in  a  convenient 
position,  and  the  change  of  moment  of  inertia  is  thea 
the  moment  of  inertia  thus  added. 

The  torsional  rigidity  of  a  thin  wire  can  also  be 
determined  by  suspending  a  magnet  of  known  magnetic 
moment  (see  below,  voL  iL)  by  a  measured  length  of 
the  wire  so  that  the  magnet  rests  with  its  length  in 
the  magnet  meridian,  and  then  twisting  the  upper  end 
of  the  wire  through  a  measured  angle  0,  which  may  be 
observed  by  means  of  a  mirror  attached  to  the  magnet 
If  JST  be  the  horizontal  intensity  of  the  field,  M  the 
magnetic  moment  of  the  magnet,  then  the  couple  tend- 
'  ing  to  bring  the  magnet  is  (by  the  definitions  of  M  and 
H)  MH  sin  d.  The  couple  opposing  return  to  zero 
is  rdjl.    Hence 

T^MHl^^ (34) 

The  details  of  this  method  must  be  deferred. 

Imper-         The  torsional  rigidity  of  a  wire  is,  however,  apart  from 

fection  of  ^jjg  difficulty  of  its  exact  determination,  a  somewhat 

Elasticity,  inconvenient  means  of  obtaining  an  equilibrating  couple. 

The  zero{)osition  is  subject  to  change  even  for  moderate 

amounts  of  twist,  in  consequence  of  the  slow  woridng 


SILK  FIBRE  SUSPENSIONS.  241 

out  of  a  remainder  of  twist  after  removal  of  the  deform- 
ing couple.  This  remainder  is  greater  the  longer  the 
wire  has  been  kept  twisted.  From  this  cause  glass 
fil»res  are  very  unsuitable.* 

The  efiFect  of  change  of  temperature  for  iron,  copper,  Effect  of 
and  brass  has  been  accurately  found  by  Kohlrausch.  -f-  ^^^  ^f 
Roughly  speaking,  the  rigidity  ia  diminished  by  ^  per     ^*^- 
cent  for  10"  rise  of  temperature.  Change  of  temperature 
also  changes  the  length  of  the  wire,  and  thus  alters  the 
twist  for  a  given  angular  deflection,     lliis  alteration 
is,  however,  only  about  -jV  of  the  change  of  rigidity. 

The  torsional  rigidity  of  a  metallic  wire  is  slightly    E'astic 
diminished  and  its  internal  viscosity,  and  therefore  the   ^^^*s^^« 
rate  of  subsidence  of  oscillation,  greatly  increased  by 
what  Sir  W.  Thomson  J  has  called  Elastic  Fatigtie  pro- 
duced by  continuous  or  frequent  torsional  oscillation. 

Id  most  cases  it  is  preferable  when  possible  to  produce  Silk  Fibre 
the  equilibrating  couple  by  some  means  independent  of  ^qm^ 
torsion.  The  mode  of  suspension  generally  adopted 
is  by  unspun  clean  silk -fibre,  which  combines  great 
strength  with  very  slight  torsional  rigidity.  A  single 
fibre  (half  of  an  ordinary  cocoon  fibre)  will  bear  a 
weight  of  three  or  four  grammes,  and  with  a  large 
margin  of  safety  from  half  a  gramme  to  one  gramme. 
The  torsional  rigidity  of  fibres  of  Japanese  silk  of 
diameters  from  '0009  to  '0015  centimetre  varies 
(when  expressed  in  terms  of  either  force  of  a  couple 

•  Mr.  C.  V.  Boy8(PAtZ.  Mag.  June,  1887)  recommends  fibres  of  quartz. 

t  Pogg.  Ann.  Ser.  8.  Bd.  CZLI.  (1870),^  p.  481.  See  also  ERcycL 
BrU.  Art.  *♦  Elasticity,"  by  Sir  W.  Thomaon,  §  79. 

t  "Elasticity  and  Viscosity  of  Metab,"  Proc.  Ji.S,,  May  18,  1865 
or  JSnqfeL  BrU.  Art  "  Elartlcity,"  §  30- 

VOL.  I.  R 
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acting  on  an  arm  of  one  centimetre)  firom  -OOOdl  to 
•00250  dyne.*  A  silver  wire  of  the  same  torsional 
rigidity  would  have  a  radius  of  from  '00022  to  '00028 
centimetre,  and  would  not  bear  more  than  about 
'4t  gramme  without  breaking. 
The  The  Bifilar  suspension  consists  of  two  wires  or  threads, 

Saspeii-    attached  at  their  upper  ends  to  two  fixed  points,  and 
sioii-      at  their  lower  ends  to  two  points  in  the  suspended  body. 
When  the  system  is  in  equilibrium  under  the  action  of 
no  applied  forces,  except  such  as  are  vertical,  the  threads 
are  in  a  vertical  plane  and  the  centre  of  gravity  of  the 
body  is  in  the  lowest  possible  position.  But  if  a  system  of 
couples  acts  on  the  body  so  as  to  turn  it  round  a  vertical 
axis,  the  threads  no  longer  lie  in  a  vertical  plane,  and 
a  couple  comes  into  play  opposing  the  applied  couple. 
The  suspension  has  the  advantage  of  giving  a  per- 
fectly   definite    zero    of    directive    force,    practically 
unaffected  by  the  state  of  the  fibres  as  to  torsion,  and 
but  little  changed  by  variation  of  temperature ;  and  the 
couple  given  by  it  for  a  given  deflection  is  capaUe  of 
sufficiently  accurate  evaluation  for  many  purposes  by 
measurement  of  the  dimensions  of  the  arrangement.    It 
is,  however,  used  in  many  electric  and  magnetic  in- 
struments simply  to  give  a  reacting  couple,  and  the 
constant  of  the  suspension  is,  if  necessary,  determined 
by  experiment. 
General        We  shall  consider  the  perfectly  general  case  of  two 
^B^^  °^  threads  of  given  lengths  hung  from  given  fixed  points 
not  necessarily  in  a  horizontal  line,  and  attached  at  their 
lower  ends  to  a  body  suspended  from  them  at  two  points 
•  T.  Gray,  **  On  Silk  v.  Wire  Suspensions."  Phil.  Mag.^  Jan.  1887. 
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at  a  given  distance  apart  and  in  given  positions  relatively  ^°*™^ 
to  the  centre  of  inertia  of  the  body.  If  the  deflecting  of  Bifilar. 
system  of  forces  be  a  couple  in  a  horizontal  plane,  the 
reaction  of  the  bifilar  must  also  be  a  couple  in  a  hori- 
zontal plane,  the  projection  in  fact  of  the  couple  given 
by  the  horizontal  components  of  the  tensions  of  the 
threads,  which  plainly,  since  there  is  no  horizontal 
resultant  force  to  be  equilibrated,  must  be  equal  and 
opposite.  Let  AA\  BB\  Fig.  42,  be  the  respective 
projections  on  a  horizontal  plane  of  the  upper  and  lower 
points  of  attachment  of  the  fibres  in  the  deflected 
position  of  the  bifilar,  and  let  2a,  26  be  the  lengths  of 


Fig.  42. 

these  projections.  The  horizontal  forces  act  in  the 
directions  BA,  SA\  which  are  therefore  parallel.  If  L 
be  the  moment  of  the  couple  due  to  the  bifilar,  and  'p 
the  perpendicular  distance  between  BA,  B^A\  each 
horizontal  component  of  tension  is  Ljp. 

If  Jf  be  the  whole  mass  suspended,  the  total  down- 
ward force  is  Mg ;  and  this  must  be  equal  to  the  sum 
of  the  vertical  components  of  the  two  tensions.  Hence 
if  we  denote  one  of  these  components  by  ^Mg(^  +  c), 
the  other  must  be  ^Mg(}.  —  c).  Again,  if  we  denote 
the  mean  of  the  vertical  heights  of  A  above  B  and  A' 
above  F  by  h,  and  call  one  of  these  A(l  —  e),  the  other 

R  2 
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General  must  be  A(l  +  e).  We  may  suppose  the  tension 
BifXr.  IJ^90-  +  c)  ^  correspond  to  the  vertioJ  height  A(l  +  e)^ 
then  if  c  be  taken  positive,  e  will  be  a  positive  or  a 
negative  quantity  according  as  the  greater  tension 
corresponds  to  the  greater  or  to  the  less  vertical  height 
Hence,  by  the  triangle  of  forces, 

^        ^iJf^(l+cy  ^        '^if7(l~c) 

(35) 
Adding,  putting  for  {BA4'£'A')p  its  value  4fab  sin  0, 
where  0  is  the  angle  of  deflection,  and  solving  for  Z,  we 
get 

This  equation  shows  that  for  a  given  deflection  0,  L 

is  smaller  the  smaller  a  and  &,  and  the  greater  A,  that 

is  the  sensibility  is  greater  the  closer  the  fibres  and  the 

greater  their  lengths. 

Case  of        In  the  actual  use  of  the  arrangement  the  lengths  of 

metrical    *^®  fibres  are  the  same,  the  fixed  points  are  in  a  hori- 

Arrange-    zontal   plane,  and  the  points  of  attachment  to    the 

suspended  body  are  symmetrical  with   respect  to  the 

centre  of  inertia.    Hence  the  pull  is  the  same  in  both 

fibres,  and  e  and  c  in  (36)  are  both  zero.    Accordingly 

(36)  reduces  to 

X  =  :^8in<? (37) 

The  value  of  h  in  this  case  is  easily  found.  We  have 
now  from  the  figure  IB  =  IB,  and  AB^  A'B,  Bat 
if  /  be  the  length  of  the  fibre, 

uijB2  =  a2+i*-2a&cos^  =  P-A«; 


ment 
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and  therefore  Case  of 

Sym- 
ft*  =  P  —  (a  —  6)^  -  4fab  sin^  ^0.  metrical 

Arrange - 

Sence  from  (37)  ment. 

J- Mgab  sine 

If  a  be  nearly  equal  to  &,  (a  —  b)^  may  be  neglected ;  and 
if  /  be  very  great  in  comparison  with  either,  both  this 
term  and  4a6sin*^^  may  be  neglected.  Under  the 
latter  condition 

L^^f^^ne.     .     .     .    :     (39) 

Of  course  for  small  deflections  0  may  be  put  for  sin  0 
in  all  the  formulas  found  for  Z. 

The  accuracy  of  the  adjustment  for  the  fulfilment  of  Adjust- 
the  conditions  c  =  0,  e  =  0,  maybe  tested  and  completed  ofBmiai 
as  follows :  One  of  the  fibres  is  raised  a  little  relatively 
to  the  other  by  inclining  the  instniment.  Supposing 
the  adjustment  to  have  been  perfectly  made,  the  effect 
of  this  would  be,  without  sensibly  altering  e  from  zero, 
to  make  c  appreciable  ;  for  one  fibre  being  made  more 
nearly  vertical  than  the  other,  and  having  a  horizontal 
component  of  tension  equal  to  that  of  the  other, 
must  have  a  greater  vertical  tension.  Hence  the 
sensibility  as  measured  by  the  ratio  of  a  deflection  0 
to  the  opposing  couple  Z  will  have  been  increased. 
Supposing  the  adjustment  only  nearly  made,  e  will  be 
very  small,  and  any  increase  in  the  value  of  c  will  still 
increase  the  sensibility.  On  the  other  hand,  if  the  effect 
of  raising  the  fibre  is  to  make  the  weights  home  by  the 
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Adjust-  two  fibres  more  nearly  equal,  the  result  will  be  a  dimi- 
BifiJar.  uution  of  the  sensibility.  Since  the  sensibility  is 
proportional  to  the  square  of  the  period  of  vibration, 
any  change  in  it  will  be  at  once  shown  if  a  small 
deflection  is  produced  and  the  period  roughly  observed. 
If  lifting  one  fibre  a  small  distance  diminishes  the  sen- 
sibility, while  lifting  the  other  increases  it,  more  weight 
is  borne  by  the  latter  than  by  the  former,  and  the  want 
of  adjustment  is  to  be  remedied  by  shortening  the  fibre 
which  bears  the  smaller  weight,  and  lengthening  the 
other  until  raising  either  fibre  as  a  whole  increases  the 
sensibility. 
Effect  of  The  total  directive  couple  given  by  the  bifilar  is  due 
Torsion.  ^^^  ^^^jy  ^  ^j^^  raising  of  the  suspended  weight  in 
consequence  of  the  deflection,  but  is  partly  due  to 
torsion.  The  correction  is  made  simply  by  adding  to 
the  value  of  L  already  found  the  torsional  couple  for 
the  two  wires.  Thus  we  have  for  the  case  of  (39)  if  t 
be  the  torsional  rigidity  of  each  wire, 

X  =  ^8in^  +  2Tf.     ...     (40) 

Effect  of  So  far  no  account  has  been  taken  of  any  want  of  per- 
RiffidUy.  ^^^^  flexibility  of  the  threads,  and  when  these  are  fibres 
of  silk,  no  correction  is  really  necessary.  If,  however, 
they  have  sensible  flexural  rigidity  and  the  extremities 
be  so  fixed  that  they  remain  vertical  in  all  positions  of 
the  suspension,  each  wire  is  bent  into  an  elastic  curve, 
of  the  shape  roughly  shown  in  the  figure.  The  amount 
by  which  the  deflection  is  diminished  by  the  flexural 
rigidity  is  approximately  the  sum  of  the   two  small 
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distances  A' A  and  BB  in  the  figure ;  and  it  is  easy  to   Effect  of 

y M—  ^       Fldznrel 

show  that  this  is,  very  nearly,  2d  vBllvT,  where  d  iWgidity. 

is  the  whole  horizontal  displacement  of  the  lower  end 

of  the  fibre,  T  the  vertical  tension,  and  B  the  flexural 

rigidity  of  the  fibre  for  bending  in  its  plane.*    Hence 

the  couple  derived  from  the  observed  deflection  must 

be    increased   in   the   ratio  of   1    to    1  —  2v/jB/Z\/r; 

that  is,  the  result  is  the  same  as  if  the  length  of 

the   wire,  whatever  its  amount,  were  diminished  by 

^\/Bjf. 


For  consider  one  thread  of  the  bifilar.  Let  the  origin  be  at 
the  centre,  x  be  measured  vertically  downwards  and  y  bori- 
zontally,  and  the  tension  at  the  centre  be  resolved  into  a  vertical 
component  T  and  a  horizontal  F ;  and  let  the  inclination  of  the 
thread  to  the  vertical  be  small  Equating  the  elastic  couple  at 
the  section  of  coordinates  x^  ^,  which  is  ^  x  curvature  of  thread 

*  That  Is,  the  pioduct  of  the  Young's  modulns  of  the  material 
into  the  moment  of  inertia  of  a  cross-section  (of  unit  mass  per  unit  of 
area)  round  an  axis  through  the  centre  of  inertia  at  right  angles  to  the 
plane  in  which  the  bending  takes  places. 
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Effect  of    =  -  Bi^fldx^y  to  the  sum  of  the  moments  of  T  and  P  mboot 
Flexnral    that  cross-section,  we  get  the  differential  equation 
Rigidity  in 
Bifilar.  d^v 

B^^Ty-Tx (41) 

If  a  he  put  for  'JtjB  the  solation  of  this  equation  is 

y  =  |x  +  0,+  C>-* (42) 

Now,  approximately  s  ^  \l  at  the  lower  extremity,  and 
=  -  i/  at  the  upper,  and  at  either  dy]dx  =  0.  Hence  differ- 
enliating  in  (42)  and  suhstituting  we  get 


C^-C^^       -1— 


and  therefore 


^  =  r('";?ca^'^T7^)    ....    (43) 

For  X  =  //2  this  is 

If  the  fihre  he  long  we  may  take  as  an  approximation^ 

Hence  we  have  finally 

the  result  stated  ahove.* 

The  amount  of  this  correction  is  not  generally 
negligible."!"    Its  amount  for  a  wire  of   ^J,j   cm.  in 

•  See  also  Kohlrausch,  Wind,  AnncUen,  Bd.  xvii.  (1882). 

t  It  may  be  calculated  for  a  wire  r  centimetres  in  radius,  and  carry- 
ing a  load  of  W  grammes,  by  the  formula  r*  j2wS/^  fK,  where  J?  is  the 
Young's  modulus  of  the  material  in  grammes  weight  per  aq.  cm.  The 
Talne  of  E  for  copper  is  1200  x  10*,  for  silver  786  x  10*,  for  iron  2000  x 
10«,  for  gold  818  x  10«,  for  platinum  1700  x  10«. 
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radius  stretched  by  a  tension  of  100  grammes  weight 
is  '22  cm.  for  copper,  '17  cm.  for  silver,  '18  cm.  for  gold, 
and  '26  cm.  for  platinum.  [If  only  one  end  of  the  wire 
be  constrained  to  remain  vertical  and  the  other  end  be 
straight  the  correction  is  of  course  only  half  of  that 
just  found.] 

To  compare  the  sensibilities  of  bifilai*  and  unifilar      Com- 
suspensions  of  the  same  length  and  made  of  wire  of  o/^^^^ar 
the  smallest  possible  diameter  for  the  weight  Mg  to  be       ?nd 
carried,  let  S  be  the  practical  tenacity  of  the  material — 
that  is,  the  greatest  weight  per  unit  area  which  the  wire 
will    bear  without  experiencing  inconveniently  great 
permanent  elongation.     The  least  radius  which  can  be 
used  for  the  bifilar  is  given  by  the  equation  r*  =  Mg/2S'ir. 
For  the  unifilar  the  least  radius  possible  is  given  by 
r'*   =  MgjStr  =   2r*,    and    the    torsional    rigidity   is 
Ivnr'*  =  27rnr*.      Hence  by  (40)  for  equal  sensibility 
of  unifilar  and  bifilar  we  have 

27rwr*  =  Mga^  +  irnr*. 
Hence  we  get,  putting  for  3fg,  2/S7rr*, 

2S (**) 

Taking  the  value  of  /S  as  only  J  of  the  utmost  tenacity 
or  breaking  weight  W,  we  get  a/r  =  2\/n/  W.  The  value 
of  \^nl  W  is  about  10  for  silver,  gold,  and  copper,  and 
about  12  for  platinum.  Hence  the  bifilar  is  equal  in 
sensibility  to  the  ynifilar  (under  the  conditions  stated 
as  to  diameter  of  wire),  when  the  ratio  of  the  distance 
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Effect  of 
Change  of 
Tempera- 
ture. 


Deter- 
mination 

of 
Constant 
ofBifilar. 


Direct 
Determi- 
nation of 
Conples. 


of  the  wires  apart  to  the  diameter  of  the  wire  is  about 
5  in  the  case  of  the  first  three  metals,  and  abont  6  in 
the  case  of  platinum. 

Hie  torsional  term  in  the  bifilar  is  the  less  important, 
and  as  the  eflfect  of  change  of  temperature  on  tiie 
other  term  is  due  to  expansion  of  the  wires,  lie 
correction  is  very  slight  If  it  were  worth  while,  the 
balance  might  be  compensated  for  effects  of  change  of 
temperature  by  attaching  the  wires  to  a  bar,  the  expan- 
sion or  contraction  of  which  would,  .by  altering  the 
distance  of  the  wires  apart,  just  annul  the  effect  of 
change  of  length. 

The  directive  couple  per  unit  of  deflection  given  by 
the  bifilar  may  be  determined  by  the  oscillation  of  a 
body  of  known  moment  of  inertia  as  described  above  if 
the  deflections  are  made  smalL  Its  determination  &om 
the  dimensions  of  the  apparatus  cannot  be  done  with 
accuracy  unless  the  parts  are  made  very  lai^e,  owing 
to  the  difficulty  of  measuring  the  exact  distance  of 
the  fibres  apart.  This  has,  however,  been  done  by 
Kohlrausch  in  a  very  large  bifilar  balance  made  by  him 
and  used  in  an  important  series  of  detemunations  of 
the  earth's  horizontal  magnetic  force.* 

Couples  may  also  be  directly  determined  with  suffi- 
cient accuracy  for  many  purposes  by  means  of  the 
following  arrangement  or  some  modification  of  it : — ^The 
suspended  body  is  kept  in  equilibrium  in  the  proper 
position  by  means  of  a  bifilar  suspension,  or  a  single 
thread  or  thin  wire  under  torsion.    When  a  deflecting 


*  Loc.  eit.  and  below  (vol.  iL)  in  the  chapter  "  On  the  Determina- 
tion of  J?:" 


DIRECT  MEASUREMENT  OF  COUPLES.  251 

couple  acts  on  the  body  it  is  turned  round  a  vertical  Direct 
axis,  and  is  brought  back  to  the  initial  positioii  of  nation  of 
equilibrium  by  means  of  two  pendulums,  the  points  of  ^'«uples. 
suspension  of  which  are  on  sliding  pieces  which  can  be 
moved  along  horizontal  parallel  bars  fixed  above  at 
right  angles  to  the  plane  of  the  bifilar  when  in  the 
equilibrium  position,  or  to  some  fixed  plane  through  the 
onifilar.  Each  pendulum  cord  has  attached  to  it  a 
thread  which  pulls  symmetrically  on  the  two  sides  of 
the  suspension.  When  the  body  is  deflected,  the  sliding 
pieces  are  moved  in  opposite  directions,  so  that,  in 
consequence  of  the  opposite  inclinations  of  the  pendu- 
lums to  the  vertical,  forces  restoring  equilibrium  are 
applied  to  the  body.  Let  the  deflecting  couple  be  Z. 
Supposing  the  two  points  of  suspension  of  the  pendulums 
to  be  on  one  level,  and  the  points  of  attachment  of  the 
pulling  threads  to  the  pendulum  cords  to  be  on  a  level 
lower  by  a  distance  of  /  cm.,  and  at  a  distance  of 
d  cm.  apart,  the  distances  of  the  verticals  through  the 
points  of  suspension  from  the  corresponding  verticals 
through  the  attachments  of  the  threads  to  the  pendulum 
cords  to  be  rf^,  d^  cm.  for  the  respective  pendulums,  and 
the  mass  of  each  bob  W  grammes,  we  have,  for  the 
moment  of  the  equilibrating  couple,  the  value 

Hence,  equating  moments,  we  get 

L^Wg  ^^^"^H (45) 


CHAPTER    V. 
ELECTROMETERS. 

Definition  An  electrometer  has  been  defined  as  an  instrament 
°  mete/^  ^^^  measuring  differences  of  electric  potential  by  means 
of  the  effects  of  electrostatic  force.  It  consists  essen- 
tially of  two  conductors,  between  which  is  established 
the  difference  of  potentials  which  it  is  desired  to 
measure.  The  electrostatic  force  set  up  produces 
motion  of  the  parts  of  one  of  these  conductors  relatively 
to  one  another,  or  motion  of  the  conductor  as  a  whole 
relatively  to  the  other  conductor ;  and  from  this  motion, 
or  from  the  mechanical  force  which  must  be  applied  to 
restore  and  maintain  equilibrium  in  the  configaration 
of  zero  electrification,  the  difference  of  potentials  is 
inferred.  We  shall  call  this  conductor  the  Indicator  of 
the  instrument. 
Absolute  When  the  instrument  contains  within  itself  a  means 
meteT*^  of  comparing  the  electric  force  called  into  play  with 
other  forces  known  in  amount,  as  for  example  the  force 
of  gravity  on  a  given  mass,  or  the  elastic  reaction  of 
a  stretched  spring,  it  gives  directly  by  its  indications 
the  value  in  absolute  electrostatic  units  of  the  differ- 
ence of  potentials  measured,  and  is  called  an  Absoluk 
Electrometer. 

When  the  instrument  gives  only  comparisons  of  the 
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electrostatic  forces  with   other  forces  the  amount  of     Non- 
which  it  does  not  itself  contain  any  means  of  deter-    Electro-^ 
mining,  its  indications  can  only  be  obtained  in  absolute    "leter. 
units  by  a    comparison   with   those   of   an    absolute 
electrometer. 

When  the  mode  of  variation  of  these  undetermined  Constant 
forces  is  known  and  remains  constant,  one  such  accurate  ^  metevT 
comparison  is  sufficient  to  allow  a  coefficient  to  be 
determined  by  which  results  proportional  to  measured 
differences  of  potential  must  be  multiplied  for  reduc- 
tion to  absolute  measure.  This  coefficient  is  called  the 
Constant  of  the  instrument. 

Electrometers  have  been   divided   by   Sir   William  Classes  of 
Thomson  into  three  classes: —  metere. 

I.  Repulsion  Electrometers. 
II.  Attracted  Disc  Electrometers. 
III.  Symmetrical  Electrometers. 

To  the  first  class  belong  instruments  in  which  a 
difference  of  potential  between  the  indicating  con- 
ductor and  the  fixed  conductor  is  shown  by  relative 
motion  of  parts  of  the  indicator  produced  by  their 
mutual  electric  repulsion.  In  such  an  instrument,  when 
properly  constructed,  the  fixed  conductor  either  is  a 
closed  or  nearly  closed  conductor,  or  is  in  conducting 
contact  with  and  contained  within  a  closed  conductor, 
which  also  contains  the  indicator. 

Most  of  the  instruments  known  as  electroscopes,  for 
example  those  of  Cavallo,  Volta,  Bennet,  and  Henley, 
act  thus  by  electric  repulsion;  but  as  these  cannot, 
however    made,    be    regarded    as  accurate-measuring 
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instruments,  we  do  not  here  give  any  description  of 
them. 
Coulomb's  The  first  accurate  repulsion  electrometer  devised  was 
Batoce  Coulomb's  Torsion-Balance,  which  gave  good  results  in 
the  hands  of  Coulomb  himself  and  of  Faraday;  but 
this  instrument  has  been  almost  entirely  superseded 
by  much  more  delicate  and  convenient  electrometers 
chiefly  belonging  to  the  other  two  classes.  As,  however, 
it  is  capable  of  being  made  to  give  fairly  accurate  results 
in  absolute  measure,  we  give  here  a  short  account  of 
its  construction  and  use.  It  is  essentially  a  modification 
of  the  torsion-balance  previously  employed  by  Michell 
and  Cavendish  in  experiments  on  the  gravitation  of 
matter. 

The  instrument  is  represented  in  Fig.  44,  which  also 
shows  some  of  the  principal  pieces,  detached  and  on  a 
larger  scale.  The  indicator  is  a  thin  rod  of  shellac, 
carrying  at  one  end  a  small  pith-ball,  b,  as  smoothly 
gilded  as  possible,  and  at  the  other  end  a  paper  disc,  d. 
This  rod  is  suspended  horizontally  with  the  paper  disc 
vertical  within  the  cylindrical  case  BACD,  as  the 
movable  arm  of  a  torsion-balance,  by  a  fine  silver  wire 
attached  to  a  button,  -ST,  which  is  supported  on  and 
turns  round  the  graduated  torsion  head  MM\  carried 
by  the  upright  tube  shown  standing  on  the  case  in  the 
figure.  A  cylindrical  piece,  attached  to  and  coaxial 
with  MM\  fits  into  the  cylindrical  piece  TT,  which  is 
cemented  into  the  upper  end  of  the  glass  tube.  The 
silver  wire  is  attached  to  the  button  K  above  and  to 
the  indicator  below  by  two  small  porte-crayon  clamps, 
and  is  as  nearly  as  may  be  in  the  axis  of  the  case.    A 
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continuation  of  the  lower  clamp  downwards  below  the  Coulomb's 
horizontal  rod,  by  giving  stability  to  the  indicator,  secures    BaSlnw. 
the  verticality  of  the  plane  of  the  paper  disc,  which 
thus  serves  as  an  air  vane  to  damp  the  motion  of  the 


Fig.  44. 


indicator.  Round  the  case,  opposite  the  indicator,  is  a 
scale  graduated  to  degrees,  by  which  the  position  of  the 
indicator  can  be  determined.  In  the  cover  of  the  case, 
at  a  distance  from  the  centre  equal  to  the  distance  of 
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Coulomb's  the  ball  b  from  the  suspension  wire,  is  a  hole  through 
B^JJ^'  which  a  thin  rod  of  sealing-wax,  bearing  another  gilded 
ball,  a,  of  pith,  can  be  passed.  This  rod  is  attached  to 
a  holder,  P,  so  that  the  ball  a  when  in  position  is  on  a 
level  with  h  and  has  its  centre  exactly  on  the  radius 
through  the  zero  division  of  the  scale ;  and  the  bolder 
is  provided  with  a  geometrical  fitting  to  the  cover, 
which  ensures  its  being  always  replaced  in  exactly  the 
same  position. 

In  Coulomb's  instrument  the  wire  was  about  70  cm- 
in  length  and  '035  mm.  in  diameter,  and  a  couple  equal 
to  that  due  to  the  weight  of  1*7  of  a  milligramme 
acting  at  the  extremity  of  an  arm  of  1  centimetare 
sufficed  to  maintain  the  wire  twisted  through  360^ 
Mode  of       When  the  instrument  is  to  be  used,  a  is  withdrawn, 

^Twaon^  *^^  *^^  button  K  turned  until  the  ball  h  rests  with  its 

Balance  centre  opposite  the  zero  of  the  lower  scale,  and  MM'  is 
turned  until  the  index  is  at  zero.  The  wire  now  exerts 
no  torsional  couple.  The  ball  a  is  then  replaced,  and 
h  rests  against  it  slightly  deflected  from  its  previous 
position.  The  instrument  is  now  adjusted  ready  for 
use.  As  an  illustration  of  how  the  instrument  was 
used  by  Coulomb,  we  shall  describe  an  experiment  by 
which  he  determined  the  repulsion  of  two  electric 
charges. 
Experi-        The  adjustment  of  the  ball  h  was  first  made,  then 

n^«°*/f/>in  ^]r^Q  ball  a  was  electrified  by  being  brought  into  contact 
Coulomb  with  the  previously  charged  ball  J?,  and  placed  in 
Law  of    P<5sition.     The  charge  was  shared  with  J,  which  was 

Distonces.  therefore  repelled,  and  the  indicator  took  up  a  new 
position  of  equilibrium,  making  an  angle  of  36"*  with 
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the  former,  as  shown  by  the  lower  scale.  The  wire  then 
had  a  torsion  of  SC.  Coulomb  now  turned  the  wire 
by  means  of  the  button  K  until  he  had  diminished  the 
deflection  to  IS**,  and  found  that  he  had  turned  the 
button  round  through  126^  thus  increasing  the  torsion 
of  the  wire  to  144**,  or  four  times  its  previous  amount. 
He  then  diminished  the  deflection  by  the  same  means 
to  S'^'o,  and  found  that  the  total  torsion  was  575°*5  or 
almost  sixteen  times  its  initial  amount. 

Coulomb  had  previously  verified  by  independent 
experiments  the  important  fact  that  the  couple  required 
to  hold  an  elastic  wire  twisted  through  an  angle  not  so 
great  as  to  overstrain  the  wire  varied  directly  as  the 
angle ;  and  he  concluded  that,  as  the  distances  between 
the  centres  of  the  balls  were  approximately  in  the  ratio 
4:2:1,  the  forces  of  repulsion  in  the  respective  cases 
were  in  the  ratio  of  1 : 4 :  16,  that  is,  inversely  as  the 
square  of  the  distance. 

If  we  could  regard  the  electrification  of  the  balls  as 
the  only  electrification  concerned,  and  the  distribution 
in  each  case  as  uniform,  the  exact  theory  of  the  experi^ 
ment  would  be  as  follows : — Let  r  be  the  radius  of  the 
circle  in  which  the  indicator  ball  moves,  a  the  deflec- 
tion of  the  indicator  from  zero,  6  the  total  angle  through 
which  the  upper  end  of  the  wire  is  turned  relatively  to 
the  lower,  I  the  length  of  the  wire,  and  F  the  force  of 
repulsion  betweetk  the  balls  for  the  deflection  a.  The 
moment  of  F  round  the  axis  is  -PVcos^a.  Assum^ 
ing  that  F  varies  inversely  as  the  square  of  the 
distance,  and  denoting  the  charges  by  c[y  q\  we  have, 
since    2rsin|a    is   the    distance   between   the   balls, 
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F=qqj47'^siD^^a,  and  the  couple  becomes  qg^/^sinia 
tan  |a. 

If  T  denote  the  torsional  rigidity  (see  p.  231  above) 
of  the  wire,  that  is,  the  couple  required  to  maintain  a 
twist  of  one  radian  per  unit  of  length,  we  have  rO/l 
for  the  torsional  couple  applied  by  the  wire.  Equating 
this  to  the  former  couple  we  get — 


^  sin  ^a  tan  |a 


_lqq' 


4n-' 


(1) 


Diver-  Hence  on  the  suppositions  made  the  quantity  on  the 

^sulfaf  ^^^  should,  if  the  law  of  the  inverse  square  is  true,  be 

from  Law  constant  for  constant  charges  and  different  values  of  a 

^  SnuareT  ^^^  ^-     "^^  Comparison  gives  the  following  table : — 

a  0      ffmild  tan  |a 

36  36"           3614 

18  144            3*568 

8-5  575-5         3169 

The  numbers  in  the  third  column  fall  off  considerably 
with  diminution  of  distance.  There  ought  to  be  a 
falling  off  on  account  of  induction  between  the  two 
balls,  and  to  this  no  doubt  the  discrepancy  is  in  great 
measure  due. 
Com-  The  instrument  may  also  be  used  for  the  comparison 

Ch^  of  ^f  diff^ent  charges  of  the  ball  a.  AU  that  is  necessary 
is  to  maintain  a  constant  charge  in  the  ball  b,  and  find 
the  torsional  couples  which  must  be  applied  to  produce 
a  given  constant  deflection  in  the  different  cases.  The 
charges  of  a  may  be  made  proportional  (p.  100  above)  to 
the  varying  density  of  the  distribution  at  different  points 
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on  a  conductor,  and  thus  the  law  of  variation  of  the 
density  may  be  experimentally  obtained.  A  large 
number  of  experiments  have  been  made  in  this  manner 
by  Coulomb,  Riess,  and  others.* 

In  the  form  in  which  it  was  used  by  Coulomb,  the   Effect  of 
torsion  balance  is  an  essentially  inaccurate  measuring  nation  of 
instrument.     The  electrification  of  the  glass  case  must  *^«  Case, 
have  fi^quently  affected  the  results  to  a  considerable 
extent,  and  could  not  have  been  allowed  for,  even  if  it 
had  remained  constant  during  one  set  of  experiments, 
without  a  very  difficult  experimental  determination  of 
the  electrical  state  of  the  glass.    If  the  interior  of  the 
case  had  been   covered    with    a    conducting  coating 
famished  for  purposes  of   observation  with  openings 
partially  closed  with  wire  gauze,  all  eflfect  of  exterior 
electrification  would  have  been  avoided,  and  the  only 
effect  due  to  the  case  would  have  been  that  of  a  perfectly 
definite  electrification  depending  only  on  the  position 
and  charges  of  the  interior  system. 

For  example,  the  effect  of  this  electrification  can  be   Caleula- 
easily  calculated  to  a  first  approximation  for  a  spherical  spherical 
case  with  an  internal  lining  of  conducting  material   Coii<luct- 
We  have  only  to  find  the  effect  on  b  of  the  image  of  ^^  ^'^' 
a  in  the  spherical  surface.     If  the  radius  of  the  surface 
be  Tj,  and  the  distance  of  the  centre  of  the  ball  a  from 
the  centre  r,  the  image  of  the  charge  q  (regarded  as  a 
point-charge  at  the  centre  of  a)  is  in  the  radius  through 
tiie  zero  of  the  scale  at  a  distance  r^/r  (p.  78)  from  the 
centre,  and  its  charge  is  —  qrjr.    The  square  of  the 

•  Coulomb's  Memoirs,  and  Maacart's  TraiU  d*ileetricit4  Staliqiie, 
Tome  1,  chap.  i7. 

s  2 
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CalcnU-  distance  of  this  image  from  I,  when  the  deflection  of 
aSpheiiod  ^^^  indicator  is  a,  is  r^^/r^  +  r*  —  2ri*  cos  a.  Hence  the 
Condact-  force  between  the  image  and  5  is  —  qqT^rj^T^  +  r* 

—  2r^  cos  a),  and  the  moment  of  this  round  a  vertical 
axis   through    the   centre    is  —  w'^^V  sin  ajir^  +  r* 

—  2r^  cos  a)t.  This,  added  to  the  formerly  found 
moment,  gives  the  total  moment  balanced  by  the  torsional 
couple. 

The  torsional  rigidity  of  the  wire  must  be  determined 

if  the  results  are  to  be  obtained  in  units  unaffected 

by  the  unknown   elasticity  of  the   suspension.     Full 

details  of  the  method  of   finding  this'  constant  are 

given  in  the  last  chapter. 

ThomsDii'a      For  all  purposes  of  accurate  measurement,  electro- 

mcteBT   ™®*^^  ^f  ^^  other  two  classes  are  more  convenient 

Most  of  these  have  been  invented  by  Sir  William 

Thomson,  and  his  instruments  or  modifications  of  them 

are  now  in  almost  universal  use.    Accordingly  we  shall 

not  occupy  space  with  the  description  of  instruments 

such  as  Dellmann's  and  Peltier  s  electrometers,  or  even 

the  repulsion  instruments  of  Thomson,  although  these, 

in  the  hands  of  the  inventors  and  others,  have  yielded 

valuable  results,  but  shall  at  once  proceed  with  the 

description  of  the  forms  now  adopted. 

Attracted-       In  an  attracted -disc  electrometer  the  attraction  be- 

Electro-    *ween  two  parallel  discs  at  different  potentials,  and  at 

meter  of   a  given  distance  apart,  is  compared  with  the  elastic 

Harris     reaction  of  a  stretched  spring  or  the  weight  of  a  given 

mass.   The  first  instrument  of  this  kind  was  constructed 

by  Sir  William  Snow-Harris,  and  used  by  him  in  some 

important  experiments.    It  is  shown  in  Fig.  45.    In  it 
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the  indicator  is  a  plane  disc  d  suspended  as  one  scale  of  Attracted 

a  balance  above  a  similar  disc  a,  connected  with  the  Eiedt^o- 

interior  coating  of  a  Leyden  jar  J,  which  is  to  be  tested.  in«ter  of 

The  other  scale  P  of  the  balance  is  weighted  so  as  to  Harris, 
equilibrate  d  when  there  is  no  electrification.     When  a 


Fio.  45. 


is  charged,  d  is  attracted,  and  equilibrium  is  restored  by 
placing  weights  in  P.  The  downward  pull  on  d  in  the 
position  of  equilibrium  is  thus  measured  in  absolute 
units  from  the  known   force  of  gravity  on  the  mass 
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At^acted  placed  in  P.  The  arrangement  marked  i  is  a  unit  jar 
Electro-  arrangement  which  was  used  in  the  experiments  of  Snow- 
meter^of  Harris  to  give  a  rough  approximation  in  arbitrary  units 
Harris,    to  the  charge  given  to  the  jar. 

This  form  of  electrometer,  though  exceedingly  defec- 
tive in  many  respects,  contains  in  a  rudimentary  form 
the  principle  of  an  attracted-disc  electrometer. 
Thomson's      Fig.  46  shows  an  improved  arrangement  in  which 
"^"Ssc*^  the   attracted  disc  is  surrounded  by  a  guard-ring,  ao 
Electro- 
meter, 
with 
Guard - 
ring. 


Fig.  4C. 

that  the  distribution  of  electricity  over  it  may  be 
regarded  as  approximately  uniform.  The  indicating 
disc  C  is  hung  by  metallic  wires  from  one  end  of  a 
metal  beam  pivoted  on  a  horizontal  wire  stretched 
between  the  pillars  PP^  and  twisted  so  that  the  torsion 
and  the  counterpoise  Q  tend  to  raise  the  disc  (7.  It  is 
necessary  to  apply  a  downward  forc-e  to  C^  to  bring  it 
into  the  plane  of  the  guard-ring,  and  this  force  is  de- 
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t3rmined  by  placing  weights  on  the  disc  until  it  has 
baen  depressed  so  as  to  bring  the  lever  into  what  is 
called  the  "sighted"  position.  The  lever  is  forked  at  Details 
the  end  to  which  the  disc  is  attached,  and  the  extremities  jy^^fop 
of  the  prongs  are  joined  by  a  horizontal  black  hair, 
which,  when  the  lever  tums^  ascends  or  descends  in 
front  of  a  white  enamelled  metal  plate  carried  by  the 
stand  of  the  lens  /•  On  the  enamel,  one  above  the. 
other,  at  a  distance  apart  rather  less  than  the 
thickness  of  the  hair,  are  two  well-defined  black  dots, 
and  the  hair  is  in  the  sighted  position  when  it  is  sym- 
metrically placed  with  respect  to  these  dots.  The  hair 
and  dots  are  viewed  by  the  plano-convex  lens  I  which  is 
placed  at  a  little  less  than  its  focal  distance  from  tlie 
dots  and  hair.  The  hair  plays,  without  touching,  as 
close  as  possible  to  the  enamelled  plate,  which  is  slightly 
convex  in  front,  so  that  the  hair  is  nearer  to  it  when  in 
the  sighted  position  than  when  elsewhere.  To  obtain 
as  much  magnification  as  possible,  the  lens  is  placed  at 
a  distance  from  the  hair  only  a  little  less  than  the 
principal  focal  distance,  and  the  eye  at  a  distance  from 
the  lens  of  20  centimetres  or  more.  To  avoid  paiallax 
the  lens  is  used  with  its  convex  side  turned  towards  the 
hair,  and  the  eye  is  moved  up  or  down  until  the  hair 
seems  straight  in  the  middle  and  to  vdden  out  at  the 
ends  equally  above  and  below.  If  the  eye  is  too  high 
or  too  low,  the  lens  will  show  the  hair  curved  upwards 
or  downwards. 

A  very  slight  motion  of  the  hair  from  the  central 
position  between  the  spots  is  possible  with  this  ar- 
rangement.     Sir  William    Thomson   and   Dr.  Joule 
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DeUUs     have  corrected  so  small  a  deviation  as  1/30000  of  an 
of  the      .1 
Indicator.  l°Ch. 

"  The  disc  nearly  fills  the  aperture  in  the  gnard-ring, 
and  it  can  be  shown  that  its  effective  area,  reckoned  as 
uniformly  charged  on  the  side  turned  towards  the  disc 
B^  is  approximately  the  mean  of  the  areas  of  the 
aperture  and  the  plate  A.*  The  disc  and  guard-ring 
are  electrically  connected  by  a  wire  which  joins  the 
guard-ring  with  the  metal  pillars  on  which  the  lever  is 
mounted. 

The  attracting  plate  A  is  carried  on  an  insulating 

pillar  attached  to  a  micrometer  screw  by  which   the 

plate  can  be  moved  upwards  or  downwards. 

Method  of      The  method  of  using  the  electrometer  is  as  follows. 

"Electro^  A  constant  difference  of  potentials  is  maintained  between 

meter,     one  of  the  plates,  say  the  guard-ring  and  disc,  and  the 

earth,  and  the  other  plate  A  is  connected  to  earth. 

The  latter  is  then  screwed  up  or  down  until  the  attracted 

disc  comes  into  the  sighted  position,  and  the  reading  of 

the  micrometer-screw  is  taken.     The  plate  A  is  then 

connected  to  the  body  to  be  tested,  and  again  moved  up 

or  down  until  the  attracted  disc  comes  into  the  sighted 

position. 

If  F*  be  the  difference  of  potentials  between  the 
earth  and  the  guard-ring  and  dialb  B,  and  V  the  differ- 
ence of  potentials  between  the  plates  when  the  movable 
plate  A  is  connected  to  the  body  to  be  tested,  rf  and  d 
the  corresponding  readings  on  the  micrometer  (so  that 
«{'  —  r2  is  the  distance  through  which  the  plate  has  been 

*  See  Maxweirs  EL  and  Mag.  yoL  L  second  edition,  p.  307,  for 
a  closer  approximation. 


THOMSON'S  ABSOLUTE  ELECTROMETER.  265 

moved  between  the  two  readings),  and  F  the  force  Method  of 
which  mnst  be  applied  to  the  disc  to  bring  it  to  the   EiTOtro-^ 
sighted  position,  we  have  by  (63),  p.  58  above,  miMx, 

F'-r=(d'-d)y?5? (2) 

This  is  the  diflference  of  potentials  between  the  body 
to  be  tested  and  the  earth,  and  is  obtained  in  absolute 
C.0£.  units  of  potential  if  e2'  -*  c{  be  taken  in  centi- 
metres, S  in  square  centimetres,  and  F  in  dynes. 

This  method  of  proceeding  was  adopted  by  Sir 
William  Thomson,  as  it  makes  the  result  depend  only 
on  a  determination  of  the  difference  of  the  distances  of 
the  plates  apart  in  the  two  positions,  and  not  on  a  de- 
termination of  the  actual  distance  of  the  plates  apart, 
necessarily  inaccurate  on  account  of  the  difficulty  of 
making  the  planes  parallel  and  perfectly  plane,  which 
would  have  to  be  depended  on  if  V  were  made  zero 
and  the  position  of  A  found  for  which  the  disc  was 
depressed  to  the  sighted  position. 

Sir  William  Thomson  has  called  this  mode  of  using  "  Hetero- 

the   electrometer  heterostatic,  from  the  fact  that  an  *  *«  i^l? 

electrification  independent  of   that  to  be    tested    is    *^^®" 

maintained  on  the  plate  B.     When  the  electrification   using  an 

to  be  tested  is  alone  made  use  of,  as  would  be  the  case    E^®^^''^' 

meter. 

in  the  other  mode  of  proceeding  just  stated,  the  instru- 
ment is  said  to  be  used  idiostcUically. 

The  final  form  of  the  absolute  electrometer  is  shown  Complete 
in  Fig.  47.    The  attracted  disc  and  plates  are  contained  Thomson's 
within  a  cylindrical  case  of  white  glass,  which  is  fixed  Absolute 
by  a  brass  mounting  round  its  lower  end  to  a  horizontal     meter. 
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Complete  sole-plate  of  iron,  supported  on  three  feet  with  levelling 
Thomson's  screws,  and   is  closed  above   by  a  stout  brass  pkte 

Absolute  screwed  to  a  brass  ring  cemented  round  the  upper  end. 
Electro- 
meter. 


Fio.  47. 


The  height  from  sole  plate  to  cover  is  60  centimetres, 
and  the  diameter  is  30  centimetres.  The  sides  of  the 
case,  with  the  exception  of  apertures  to  permit  obeer- 
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vatioDS  of  the  interior  points  to  be  made,  are  coated  Complete 
inside  and  outside  with  tin-foil  nearly  as  high  as  the  Tho^on's 
plates  which  are  in  the  upper  pArt  of  the  jar.  Electro- 

The  case  thus  forms  a  Leyden  jar,  the  coatings  of 
which  can  be  brought  to  any  necessary  difference  of 
potentials.  The  guard-ring  B  is  connected  with  the 
interior  coating  by  its  supports,  which  are  metal  pieces 
cemented  to  the  inner  side  of  the  jar  and  covered  with 
tin-foiL  Within  the  jar,  on  the  sole-plate,  is  placed  a 
leaden  tray  containing  pumice  moistened  with  sul- 
phuric acid,  which  maintains  a  dry  atmosphere  within 
the  jar. 

The  attracting  plate  -4  is  a  stout  plate  of  brass,  with  The 
pieces  cut  out  x)f  it  to  allow  it  to  pass  the  supports  of  ^*^^"^^ 
the  guard-ring,  and  is  supported  by  an  insulating  stem 
of  white  glass  cemented  to  a  vertical  pillar  of  brass, 
which  is  moved  up  and  down  in  V  guides  by  the  mi- 
crometer screw  C'y  working  in  a  fixed  nut  in  the  sole- 
plate.  The  amount  of  vertical  motion  is  observed  by 
means  of  the  vertical  scale  m,  and  a  circular  plate 
graduated  on  its  edge,  which  projects  firom  the  screw 
and  turns  in  front  of  a  fine  vertical  wire.  The  former 
shows  the  number  of  complete  turns  made  by  the  screw, 
the  latter  allows  any  fraction  of  a  turn  to  be  estimated 
to  a  degree  of  accuracy  depending  on  the  fineness  of 
the  graduation,  and  the  precision  with  which  the 
position  of  the  wire  on  the  circle  can  be  read.  The 
actual  distance  traversed  is  got  from  this  result  by 
multiplying  by  the  step  of  the  screw,  which,  in  the  first 
instrument  made,  was  -^  of  an  inch. 

The  attracted  disc  is  made  for  lightness  of  thin 
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The  alaminium  strengthened  by  a  thick  rim  and  radial  ribs 
Balance.  ^^  ^^  upper  side,  and  is  made  as  nearly  as  possible 
perfectly  plane  on  its  under  side.  Instead  of  being 
hung  from  one  arm  of  a  balance  like  the  disc  shown  in 
Fig.  46,  it  is  supports  by  three  delicate  springs,  similar 
in  shape  to  coach-springs,  of  which  one  only  is  shown, 
in  Fig.  47,  projecting  from  underneath  the  cover  D. 
These  springs  are  placed  symmetrically  round  the  disc 
and  meet  at  their  points  of  crossing  above  and  below 
The  disc  is  attached  to  the  lower  point  of  crossing,  and 
the  upper  point  of  crossing  is  attached  to  the  lower 
end  of  an  insulating  stem  carried  at  its  upper  end  by  a 
brass  tube  which  slides  in  V  guides,  and  can  be  moved 
up  and  down  by  the  head  (7  of  a  micrometer  screw 
similar  to  that  already  described  as  moving  the  at- 
tracting plate  A.  Underneath  this  screw-head  and 
fast  to  it  is  a  micrometer  circle,  which  serves  to  deter- 
mine firactions  of  a  turn,  while  complete  turns  are 
shown  by  the  divisions  on  a  vertical  scale.  The  actual 
distance  through  which  the  disc  is  moved  in  any  given 
case  need  not  be  known;  all  the  upper  micrometer 
screw  gives  is  merely  a  comparison  of  distances. 

Two  small  uprights  stand  on  the  centre  of  the  disc, 
and  between  these  is  stretched  a  fine  black  hair,  of 
which  an  image  is  formed  in  the  conjugate  focus  by  the 
achromatic  lens  I.  The  lens  is  so  adjusted  that  this 
focus  is  between  two  screw  points  V,  which  are  so 
placed  as  to  touch  the  image  above  and  below  when 
the  disc  is  in  the  sighted  position.  This  image  is 
observed  through  an  eye-lens  l'  att.ached  outside  the  jar 
to  the  brass  mounting,  and  then,  since  the  points  and 
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the  iipage  of  the  hair  are  in  focus  in  the  same  position      The 
of  this  lens,  there  is  no  error  due  to  parallax*  Balanw. 

The  attracted  disc  and  springs  are  inclosed  within 
the  metallic  hox  D  (of  which  one-half  is  shown  dis* 
placed)  to  prevent  disturbance  by  external  electrifica- 
tion. The  hair  is  seen  through  a  hole  cut  in  the  box 
opposite  the  lens. 

The  difiference  of  potentials  between  the  inner  and  Gauge  for 
outer  coatings  of  the  jar  is  tested  by  an  auxiliary    Hetero- 
attracted  disc  electrometer  used  idiostatically.     This     ®****^^ 
electrometer,  which  is  called  the  gauge,  is  contained    cation. 


Fio.  48. 

within  the  cylindrical  box  J  on  the  cover  of  the  jar. 
The  arrangement  is  shown  in  detail  in  Fig.  48.  The 
disc  is  a  square  piece  of  aluminium  forming  a  con- 
tinnation  of  a  lever  h  of  the  same  metal.  This  lever 
is  forked  and  the  prongs  joined  by  a  black  opaque  hair 
which  moves  in  front  of  an  enamelled  plate  on  which 
are  two  black  dots  as  already  described.  The  position 
of  the  hair  is  «een  through  the  plano-convex  lens  /, 
which  is  carried  by  a  sliding  platform  attached  to  the 
guard-ring  G.    Instead  of  the  counterpoise  shown  in 
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Gangefor  Fig.  46,  torsion  given  to  the  platinum  wire  f^  to 
HeSi^.  which  the  lever  is  attached  in  the  manner  shown  in 
statfc  Fig.  48^  and  round  which  the  lever  turns  as  a  fulcmm, 
cation,  forces  the  disc  upwards.  This  upward  force  is  balanced 
when  the  hair  is  in  the  sighted  position  by  electric 
attraction  between  the  disc  and  a  parallel  plate  below 
it,  which  is  in  contact  with  the  interior  coating  of  the 
jar  while  the  guard-ring  and  disc  are  in  contact  with 
the  exterior  coating.  The  attracting  plate  below  is 
mounted  on  a  fine  screw,  by  which  its  distance  from 
the  disc  and  therefore  the  sensibility  of  the  gauge  can 
be  varied  at  pleasure  within  certain  limits.  The  sensi- 
bility of  the  gauge  varies  with  any  alteration  in  the 
elasticity  of  the  torsional  spring  /.  This  however  is  of 
little  consequence  as  the  variations  are  not  sudden,  and 
it  is  never  necessary  to  know  the  actual  potential  of 
the  jar. 

Between  each  end  of  the  wire  /  and  the  supporting 
block  is  interposed  a  TJ  shaped  spring  (not  shown  in 
Fig.  48)  made  of  light  brass.  The  end  of  the  wire  is 
attached  to  the  extremity  of  one  limb  of  the  Z7",  a  pin 
passing  through  the  supporting  block  to  the  extremity 
of  the  other  limb.  The  two  pins,  the  extremities  of 
the  springs,  and  the  wire  are  in  line.  The  springs  can  be 
turned  round  the  pins  as  axes,  so  as  to  give  any  initial 
torsional  couple  to  the  wire  which  may  be  required,  and 
by  their  spring  cause  the  wire  to  be  stretched  with  a 
nearly  constant  force. 

The  mode  of  attachment  of  the  wire  to  the  lever  A, 
deserves  notice.  The  wire  is  threaded  through  two 
holes  in  the  broader  part  of  the  lever,  near  the  square 
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disc,  SO  that  the  part  between  the  holes  is  above  the  Gauge  for 
lever.     Halfway  between  the  holes  it  passes  over  a    Hetero- 
small  ridge  piece  of  aluminium,  which  prevents  the   ^ig^^^jg. 
lever  from  taming  round  without  twisting  the  wire.  cation. 

The  plate  A  when  the  instrument  is  used  is  con- 
nected with  the  body  to  be  tested  by  the  electrode  E, 
which  passes  through  a  plug  of  clean  paraffin  fixed  in 
an  aperture  in  the  sole  plate.  The  wire  t  completes 
the  connection  between  E  and  A. 

The  diflference  of  potentials  between  the  coatings  is  The  Re- 
kept  nearly  constant  by  means  of  a  small  induction  pl®^^^®^- 
machine  JS,  called  by  Sir  William  Thomson  the  Re- 
plenisher.  The  construction  and  action  of  this  part 
will  be  easily  understood  from  Figs.  49  and  60; 
Fig.  49  shows  the  mechanism  full-size  in  perspective 
elevation ;  Fig.  50,  the  same  in  plan. 

Two  similar  metal  carriers  0,  D,  each  part  of  a  Its  Con- 
cylindrical  surface,  are  fixed  on  a  cross-bar  of  paraffined 
ebonite  so  as  to  be  slightiy  noncoaxial  but  inclined  at  the 
same  angle  to  the  cross-bar.  Through  the  cross-bar  and 
rigidly  fixed  to  it,  passes  a  cylinder  of  ebonite  having 
at  its  ends  metal  pieces  which  form  the  extremities  of 
an  axle.  The  carriers  turn  round  this  axle  within  the 
circular  cylinder  marked  out  by  the  cylindrical  metallic 
pieces  A,  B,  which  are  insulated  from  one  another  and  act 
as  inductors.  A  receiving  spring  8  or  s',  projects  obliquely 
inwards  through  a  hole  in  each  inductor,  with  which  it 
is  also  connected  at  the  back,  and  is  bent  so  that  the 
carriers  touch  the  springs  on  their  convex  sides,  and 
pass  on  but  little  impeded  by  the  friction.  Two  contact 
springs  S,  S\  connected  by  a  metallic  arc  project  slightly 
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inwards  beyond  the  inductors  so  that  the  carriers,  while 
opposite  the  inductors,  come  into  contact  with  these  two 
springs  at  the  same  time,  and  are  therefore  put  into  oon- 
ducting  contact.    One  of  the  inductors,  A^  is  connected 


Fig.  49. 


to  the  inner  coating  of  the  jar,  the  other,  B,  is  attached 
by  the  supporting  plate  of  brass  to  the  cover  of  the 
instrument  and  therefore  to  the  outer  coating.  A 
milled  bead  attached  to  E  projects  above  the  cover  and 
forms  a  handle  by  which  the  carriers  are  twirled  round. 


ACTION  OF  REPLENISHER. 

The  electrical  action  is  easily  understood.  An  initial 
charge  has  been  given  to  the  jar,  so  that  a  difference  of 
potentials  exists  between  the  coatings,  the  interior  for 
example  being  positive.  When  the  carriers  come  into 
contact  with  the  springs  S,  S\  they  are  brought  to  the 
same  potential,  and,  since  they  are  under  the  influence 
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Fio.  60. 

of  the  inductors,  one  carrier  becomes  charged  posi- 
tively, the  other  negatively.  Then,  turning  in  the 
direction  of  the  arrow,  they  come  into  contact  with  the 
receiving  springs,  and  being  each  (electrically)  well 
under  cover  of  the  corresponding  inductor,  they  give  up 
the  greater  part  of  their  charges,  thus  increasing  the 
difference  of  potentials  between  the  inductors. 
VOL.  I.  T 
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If  the  carriers  are  turned  in  the  opposite  direction 
the  action  is  of  course  reversed,  and  the  difference  of 
potentials  is  diminished.     When  the  replenisher  is  not 
in  action  the  carriers  are  not  in  contact  with  any  of 
the  springs. 
Method  of      The  method  of  using  the  Absolute  Electrometer  is 
Absolute  practically  the  same  as  that  described  for  the  more 
Electoo-   rudimentary  instrument  of  Fig.  46.    The  force  required 
to  depress  the  disc  against  the  action  of  the  springs 
without  overstraining  is  determined  by  removing  the 
top  cover  of  the  jar  and  the  cover  of  the  balance,  and 
loading  the  disc   as   symmetrically  as  possible    with 
weights,  while  all  electrical  force  is  avoided  by  patting 
the  electrode  of  the  plate  A  in  contact  with  the  guard- 
plate  B,    The  micrometer-screw  C  is  then  turned  until 
the  disc  comes  again  into  the  sighted  position,  and  the 
distance  through   which   the   plate  was  depressed  is 
obtained  from  the  initial  and  final  micrometer  readings 
in  terms  of  divisions  of  the  scale.    (It  was  found  in  die 
original  instrument  made  for  Sir  William  Thomson 
that  ^  of  a  gramme  depressed  the  disc  through  two 
divisions  of  the  vertical  scale  and  a  fraction  d  one 
division  on  the  graduated  disc.)    Several  determinaticms 
of  this  distance  are  made  at  different  temperatures  to 
obtain  data  for  the  elimination  of  the  effects  of  tem- 
perature on  the  springs.    The  weights  are  now  re- 
moved, the  covers  replaced,  and  the  instrument  is 
ready  for  use  in  absolute  measurements. 

When  it  is  to  be  thus  used  the  guard-ring  and 
attracting  plate  are  put  into  conducting  contact  by 
c6nnecting  the  electrode  of  the  latter  with  the  charging 
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rod  let  down  through  the  aperture  provided  for  it  in  Method  of 
the  cover,  and  the  disc  is  put  accurately  into  the  sighted  ^1^1^^ 
position.  It  is  then  raised  by  the  micrometer  screw 
through  a  distance  for  which  the  force  F  has  been 
determined.  To  bring  it  back  to  the  sighted  position 
will  require  the  application  of  that  force.  The  jar  is 
next  charged  to  the  degree  determined  by  the  sensitive- 
ness of  the  gauge,  and  the  potential  kept  constant  by 
using  the  replenisher  as  described.  The  attracting 
plate  is  now  connected  by  means  of  its  electrode  with 
the  exterior  coating  of  the  jar,  and  the  micrometer 
moved  up  or  down  until  the  disc  is  brought  into  the 
sighted  position,  when  the  micrometer  reading  is  taken. 
This  is  called  the  earthrreading.  The  electrode  of  the 
attracting  plate  is  now  brought  into  contact  with  the 
conductor  whose  potential  is  to  be  tested,  and  the  plate 
again  moved  by  the  micrometer  until  the  disc  is  once 
more  in  the  sighted  position  and  the  reading  once  more 
taken.  The  difference  between  the  two  readings  gives 
cT-d  of  (2),  p.  265  above,  which  since  F  has  been  deter- 
mined, and  S  is  supposed  known,  gives  in  absolute 
units  the  difference  of  potentials  V—V  between  the 
conductor  tested  and  the  outer  coating  of  the  electro- 
meter jar. 

Sir  William  Thomson  has  also  constructed  an  at*  Portable 
tracted  disc  electrometer  capable  of  being  easily  carried 
about  from  place  to  place,  and  therefore  adapted  for 
observations  of  atmospheric  electricity  at  different 
places  in  rapid  succession  by  the  same  observer,  for 
use  by  explorers,  or  for  any  purpose  for  which  small- 
of  size  and  portability  are  necessary. 

T  2 
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The  arrangement  is  precisely  similar  to  that  of  the 
gange,  Fig.  48,  turned  upside  down«  The  guard-ring  is 
below  the  attracting  disc,  and  the  trap-door  and  lever 
of  aluminium,  with  the  connected  sighting  apparatus^ 
suspended  as  described  above,  are  on  the  under  ade 
of  the  guard-plate,  and  are  therefore  protected  from 
electrical  action  from  above.    The  lever  and  fork  are 


Fig.  51. 


further  protected  from  electrical  action  by  a  cage  of 
thin  wire  surrounding  them.  Since  the  instrument  is 
not  set  up  and  levelled  like  the  absolute  electrometer, 
the  piece,  consisting  of  the  trap-door  and  lever,  is  care- 
fully balanced  about  its  platinum  wire  axis,  so  as  to  be 
unaffected  by  gravity,  and  is  therefore  brought  to  the 
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sighted  position  by  the  same  electric  force  whatever  the    Arrange- 
position  of  the  instrument.  Parts. 

The  plates  with  the  lever,  &c.,  are  contained,  as  in 
the  absolute  electrometer,  within  a  glass  jar  coated 
inside  (except  where  apertures  are  left  to  allow  the 
interior  to  be  seen)  with  tinfoil.  A  protecting  brass 
case,  in  which  are  openings  corresponding  to  those  in 
the  interior  coating,  forms  the  exterior  coating.  The  jar 
is  charged  as  in  the  absolute  electrometer,  and  its 
interior  coating  is  in  electrical  contact  with  the  guard- 
ringy  which  is  therefore  at  the  same  potential.  The 
instrument  is  thus  used  heterostatically.  The  dimen- 
sions of  the  case  are,  diameter  9  centimetres ;  height, 
10'5  centimetres. 

The  attracting  plate  is  mounted  on  an  insulating  rod     Micro- 
of  glass,  attached  to  a  brass  tube  which  can  be  moved  ^^^5 
along  V  guides  by  a  micrometer  screw,  of  step  -^r  of  an      rical 
inch,  working  in  a  nut  fixed  in  the  upper  end  of  this 
tube.    The  details  of  this  arrangement  are  shown  in 
the  figure.    A  strong  frame  projects  downwards  from 
the  cover  of  the  jar  and  bears  the  V  guides  in  which 
the  brass  tube  moves.     A  spring  pressing  against  the 
tube  opposite  each  F,  or  a  single  spring  between  the 
F«,  causes  the  tube  to  bear  on  the  guides.    The  lower 
end  of  the  micrometer  screw  is  shod  with  a  convex 
piece  of  hard  polished  steel,  which  bears  upon  an  agate- 
faoed  platform  rigidly  attached  to  the  framework,  and 
projecting  into  the  tube  through  a  slot  of  sufficient 
length  to  give  the  necessary  range  of  motion. 

To  prevent  lost  time  and  side-shake,  a  guide-nut 
fitting  well  but  easily  in  the  brass  tube  is  placed  above 
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Micro-    the  eflfective  nnt,  and  is  prevented  from  turning  round 
^G^omet-    ^J  *  piece  which  projects  from  it  through  a  dot  in  the 

^^  tube.  A  spiral  spring  between  the  nuts  presses  them 
apart  and  thus  keeps  the  upper  side  of  the  screw 
thread  in  contact  with  the  nut  A  fork,  projectii^ 
from  the  screw  shown  on  the  left  side  of  the  cover  in 
the  diagram  over  the  micrometer  circle,  prevents  the 
screw  from  being  pulled  up  through  more  than  a 
distance  of  about  ^  of  an  inch. 

The  micrometer  screw  is  turned  by  a  head  above  the 
case,  and  angles  turned  through  are  read  on  a  vertical 
scale  and  a  graduated  circle  turning  relatively  to  a 
fixed  mark  on  the  cover.  The  vertical  scale  is  engraved 
on  two  fixed  cheeks  parallel  to  the  axis  of  the  screw, 
which  are  in  plane  with  an  index  piece  which  slides  up 
and  down  freely  between  them.  Increasing  numbers 
on  the  scale  correspond  to  increasing  distance  between 
the  plates,  and  the  zero  of  the  scale  nominally  c(»Te- 
spends  to  zero  distance,  though  no  particular  care  is 
taken  to  make  it  actually  so  correspond.  The  graduated 
circle  is  divided  into  100  equal  parts  so  that  each  cor- 
responds to  an  angle  of  3**'6  turned  through  by  the 
screw;  and  the  distance  between  two  consecutive 
divisions  on  the  vertical  scale  is  equal  to  the  st^  of 
the  screw,  so  that  the  index  advances  one  division  in 
each  complete  turn  of  the  screw. 

The  hole  in  the  roof  of  the  instrument  through 
which  the  screw  passes  is  made  large  enough  to  allow 
the  screw  to  pass  without  touching,  and  the  graduated 
circle  which  covers  this  hole  above  is  raised  a  little 
above  the  cover  so  as  not  to  touch  it 
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The  attracting  plate  A  is  connected  by  a  light  wire  r  Attracting 
with  a  brass  plate  supported  by  a  glass  column  from  ^nd  Elec- 
the  roof.     This  brass  piece  is  continued  upwards  by  the     ^^^^ 
main  electrode  of  the  instniment,  a  stout  wire  passing 
without  contact  through  an  opening  in  the  cover,  and 
carrying  the  cap  i>,  which  can  be  moved  up  or  down 
along  it  through  a  short  distance.    This,  when  in  its 
lowest  position,  connects  the  electrode  with  the  outside 
rf  the  case  of  the  instrument  and  closes  the  opening 
through  which  the  electrode  passes,  and  when  raised 
serves  as  an  umbrella  to  protect  the  electrode  from 
wind  and  rain. 

A  lead  tray  attached  to  the  roof  supports  a  block  of 
pumice  moistened  with  sulphuric  acid  which  preserves 
a  dry  atmosphere  within  the  case.  A  caution,  "  Pumice 
dangerous  if  not  changed  once  a  month,"  is  engraved 
on  the  cover  beside  a  small  holder  for  a  card,  on  which 
the  dates  of  the  renewal  of  the  pumice  are  to  be 
noted. 

The  mode  of  using  the  instrument  is  heterostatic  and    ^^^  of 
similar  to  that  described  above  for  the  absolute  electro-   Portoble 
meter.    The  jar  is  charged  by  means  of  an  electrode    Electoo- 
let  down  through  a  hole  in  the  cover,  and  a  negative 
chai^   is  given,   so  that  increased  readings  of   the 
micrometer  correspond  to  increased  positive  charges  on 
the  attracting  plate.     When  an  experiment  is  to  be 
made  the  umbrella  is  put  down,  the  disc  brought  to  the 
sighted  position  by  the  micrometer,  and  the  reading 
(which  we  call  the  first  earth-reading)  taken.    The 
umbrella  is  then  raised  and  the  body  to  be  tested 
connected  to  the  electrode.    The  disc  is  again  brought 
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Mode  of  into  the  sighted  position  and  a  reading,  If  say,  obtained. 
^OTUble  Tti^  \xiAr3  is  then  disconnected  and  a  second  earth- 
Electro-  reading  taken.  The  times  at  which  the  readings  are 
taken  are  noted.  In  consequence  of  leakage  of  the 
charge  of  the  jar  the  second  earth-reading  may  differ 
from  the  first,  and  the  earth-reading  for  the  time  tX 
which  B'  v^as  taken  is  to  be  ^timated  firom  the  two 
earth  readings.  Let  this  reading  be  denoted  by  2>,  and 
the  difference  of  potentials  between  the  body  and  the 
case  by  V.    We  have — 

F=m(iy-2>) (3) 

where  m  is  the  average  vahie,  in  absolute  units  of 
potential,  of  a  scale  division  for  the  range  between  D 
and  If,  This  value  depends  on  the  elasticity  of  the 
spring  suspension  of  the  trap-door  and  lever,  the  area 
of  the  trap-door,  and  the  scale  of  graduation  adopted ; 
and  does  not  depend  on  the  potential  of  the  jar  (»-  on 
the  electrification  tested,  except  in  so  far  as  the  small- 
ness  of  the  attracting  plate  causes  the  electric  field 
between  it  and  the  trap-door  to  deviate  sensibly  firom 
uniformity  at  the  greater  distances.  The  constant  »t 
can  be  determined  of  course  by  an  experiment  wiA  a 
known  difference  of  potentials,  and  this  ought  to  be 
done  for  different  parts  of  the  scale.  The  range  of  the 
instrument  is  15  turns  of  the  screw,  or  about  5,000 
volts  potential ;  that  is  approximately  the  difference  of 
potentials  between  the  poles  of  a  battery  of  6,000 
Darnell's  cells  arranged  in  series. 

The  portable  electrometer  has  certain  faults,  which 
are,  however,  mostly  due  to  its  smallness  of  size.    The 
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capacity  of  the  jar  is  not  large  enough  to  prevent  the  Swircee  of 
potential  of  the  jar  from  being  sensibly  affected  by  the     Use  of 
electrification  of  the  attracting  plate ;  the  suspension  is    gj'^*^® 
affected  by  change  of  temperature;   the  wire  guards    meter. 
sanroonding  the  aluminium  lever  do  not  sufiBciently 
protect  it  from  electric  influence;    and,  as    already 
stated,  the  plates  are  not  large  enough  to  ensure  that 
the  value  of  a  division  of  the  scale  may  be  the  same 
in  every  part  of  the  scale. 

These  sources  of  error,  except  that  due  to  tempera- 
ture, have  been  corrected  in  a  large  instrument  on  the 
same  principle,  and  on  the  whole  similar  in  construction, 
which  Sir  William  Thomson  has  made  and  called  the 
Standard  Electrometer.  For  a  detailed  description  of 
this  instrument  the  reader  is  referred  to  Sir  W. 
Thomson's  Reprint  of  Papers  on  Electrostatics  and 
Magnetism. 

Sir  William  Thomson  has  modified  an  arrangement     Long 
of  the  portable  electrometer  and  enlarged  its  size  so    ^^t^- 
tbat  a  reliable  instrument  with  a  range  from  about     meter. 
4,000  volts  to  80,000  volts  is  obtained ;  that  is,  begin- 
ning at  a  little  under  the  superior  limit  of  the  potential 
measured  by  ihe  portable  electrometer,  it  has  a  range 
of  about  sixteen  times  that  of  the  latter.    This  he  has 
called  a  Long-Range  Electrometer.    The  constant  of 
the  instrument,  m  of  (3)  above,  is  found  in  the  same 
way  as  that  of  the  portable  electrometer. 

The  attracting  plate  is  above  the  guard-plate  and 
disc  as  in  the  portable  electrometer ;  but  the  former 
plate  is  fixed  and  the  latter  movable  by  a  micrometer 
screw  from  below.    The  step  of  the  screw  is  the  same 
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Long     as  in  the  other  instruments,  jV  o^  &^  ^c^>  ^^  ^^^ 

ElJ^^    range  is  200  turns.     The  upper  plate  is  connected  with 

meter,     the  electrified  body  to  be  tested  and  the  guard-ring  to 

earth,  or  a  second  body  with  whose  potential  that  of 

the  tested  body  is  to  be  compared*    The  mode  of  using 

the  instrument  is  thus  idiostatic. 

To  prevent  sparks  the  attracting  plate,  though  plane 
on  its  lower  surface,  is  turned  over  on  its  upper  sur£BU% 
into  a  thick  rim.  The  guard-plate  is  made  no  thicker 
than  is  necessary  for  stiffness,  and  to  prevent  danger  of 
sparks  between  it  and  the  upper  plate  projects  fully  an 
inch  all  round  beyond  the  latter.  No  Leyden  jar  is 
required  as  the  use  is  idiostatio^  but  a  glass  shade,  to  pre- 
vent dust  and  shreds  which  might  tend  to  dischai^  the 
upper  plate,  is  permanently  fixed  over  it  with  an  insulated 
electrode  passing  through  it  to  the  attracting  plate. 
DiTided  The  well-nigh  perfect  form  of  Symmetrical  Electro- 
j^J^.  meter  which  we  have  in  Thomson's  Quadrant  Electro- 
meter, meter  had  its  beginning  in  the  Divided  Ring  instrument 
illustrated  in  Fig.  52.  A  vertical  wire  carrying  on  one 
side  a  light  horizontal  needle  is  suspended  from  a  fixed 
point.  The  wire  passes  through  the  centre  of  two  fiat 
semi-circular  pieces  of  metal,  which  lie  in  a  horizontal 
plane  so  as  to  form  a  metallic  circle  complete  with  the 
exception  of  a  small  space  at  each  extremity  of  a 
diameter.  These  spaces  insulate  one  semicircle  from 
the  other.  Supposing  the  needle  charged  with  positive 
electricity  and  made  to  rest  in  equilibrium  above  one  of 
these  spaces  when  the  two  semicircles  are  put  in  con- 
ducting contact,  the  arrangement  is  symmetrical  about 
the  needle.     If  one  semi-circle  be  then  charged  with 
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positive  the  other  with  negative  electricity,  the  needle    Divided 
will  be  repelled  from  the  positive  and  attracted  toward    Electro- 
the  negative  semicircle.     If  then  the  wir6  be  brought     meter. 
back  and  maintained  in  the  symmetrical  position  by  an 
applied  couple,  this  couple  gives  a  measure  of  that 
due  to  electric  forces  tending  to  deflect  the  needle,  and 
if  the  potential  of  the  needle  remains  constant,  differ- 
ences of  potential  established  between  the  semicircles 
can  be  compared. 


Fio.  52. 


It  was  an  obvious  but  important  step  to  convert  the  Quadrant 


two  semicircles  into  four  quadrants  by  a  pair  of  openings 
along  a  diameter  at  right-angles  to  the  other  pair,  to 
pat  each  pair  of  opposite  quadrants  into  conducting 
contact,  and  to  make  the  needle  symmetrical  about  the 
suspension  wire.  Thus  supposing  one  pair  of  quadrants 
to  be  charged  positively  and  the  other  pair  negatively. 


Electro- 
meter. 
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Quadrant  one  end  of  the  needle  is  attracted  by  one  of  a  pair  of 

v^a      q^^J^«"^te>  ^^^  repelled  by  the  adjacent  quadrant  of  the 

other  pair.    The  other  end  of  the  needle  is  attracted 


by  the  remaining  quadrant  of  the  first  pair,  and  repelled 
by  the  remaining  quadrant  of  the  other  pair,  which  is 
adjacent.  These  actions  conspire  to  give  a  coajde 
turning  the  needle  about  the  suspension  vrire. 
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In  the  final  fonn  of  the  quadrant  electrometer,  which     Final 
is  represented  in  Fig.  53,  the  four  quadrants  of  the  fiat-  Quadrant 
ring  are  replaced  by  four  quadrants  of  a  fiat  cylindrical    Electro- 
box  made  of  brass.    These  are  shown  separately  in 
Fig.  64.    Each  quadrant  is  supported  on  a  glass  stem 
projecting  downwards  from  a  brass  plate  which  forms 
the  cover  of  a  Leyden  jar,  within  which  the  quadrants 
and  needle  are  enclosed.     For  three  of  the  quadrants 
the  stem  passes  through  a  slot  in  the  cover  and  is  Qos^nmts. 
attached  to  a  brass  piece  which  closes  the  slot  from 


meter. 


Arrange- 
ment of 


Fio.  54. 


above.  Thus  each  of  the  quadrants  can  be  moved  out 
or  in  through  a  small  space.  The  stem  of  the  fourth 
quadrant  is  attached  to  a  piece  above  the  cover  which 
rests  on  three  feet.  Two  of  these  feet  are  kept  by  a 
spring  in  a  V  groove,  parallel  to  which  the  piece 
carrying  the  quadrant  with  it  can  be  moved  by  a 
micrometer- screw  turning  in  a  nut  fixed  to  the  movable 
piece.  The  spring  which  keeps  the  feet  of  the  movable 
piece  in  their  groove  presses  outwards  as  well  as  down- 
wards, and  so  keeps  the  same  sides  of  the  nut  and 
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Arrange-   screw  threads  in  contact,  to  the  prevention  of  "lost 

q^i^L  ti^e."    The  detaib  of  the  instrument  will  he  easily 

made  out  by  means  of  Figs.  55  and  56.    The  former 


Tig.  55. 


shows  a  vertical  section  of  the  instrument,  the  latter 
the  suspension-piece  and  mirror. 

A  plate  rather  less  in  area  than  the  upper  surface  of 
a  quadrant,  but  of  nearly  the  same  shape,  is  supported 
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by  a  glass   stem   from   the   cover  above  a  quadrant    The  In- 
adjacent  to  that  attached  to  the  micrometer,  and  is     p^te.^ 
furnished  with  an  insulated  electrode  passing  through 
the  cover.    Sufficient  length  is  given  to  the  insulating 
stem  by  attaching  it  to  the  roof  of  a  cylinder,  closed 
at  the  top,  erected  over  an  opening  in  the  cover. 

Within  the  box  formed  by  the  quadrants  and  about      The 

Needle 
midway  between  the  top  and  bottom,  a  needle  of  sheet    a^d  itj, 

aluminium  of  the  form  shown  by  the  line  drawn,  partly    Suapen- 

full,  partly  dotted,  across  the  plan  of  the  quadrants  on 

the  left  in  Fig.  54,  is  suspended  horizontally  from  two 

pins  c,  d  (Fig.  56),  carried  by  a  fixed  vertical  brass*  plate 

supported  on  a  glass  stem  projecting  above  the  cover  of 

the  jar.    The  needle  is  attached  rigidly  at  its  centre  to 

the  lower  end  of  a  stifif  vertical  wire  of  aluminium, 

which  passes  down  through  an  opening  in  the  middle  of 

the  cover. 

To  the  extremities  of  a  small  cross-bar  at  the  top  DetwUof 

of  the  aluminium  wire  are  attached  the  lower  threads   ^  f '^^ 

pension. 

of  a  bifilar  made  of  two  single  silk-fibres.  The  upper 
ends  of  these  fibres  are  wound  in'  opposite  directions 
round  the  pins  c,  d,  each  of  which  has,  in  its  outer 
end,  a  square  hole  to  receive  a  small  key,  by  which 
it  can  be  turned  round  in  its  socket  so  as  to  wind  up 
or  let  down  the  fibre.  By  this  means  the  fibres  can 
be  adjusted  so  as  to  be  as  nearly  as  may  be  of  the  same 
length;  and  as  the  whole  supported  mass  of  needle, 
&C.,  is  then  symmetrical  about  the  line  midway  between 
the  fibres,  each  bears  half  the  whole  weight.  The  pins 
c,  dy  are  carried  by  the  upper  ends  «,  /,  of  two  spring 
pieces  which  form  the  continuations  of  a  lower  plate 
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Details  of  screwed  firmly  to  the  supporting  piece.    Througb  e,  /, 

^^^*   and  working  in  them,  pass  two  screws  a  and  J,  the 

points  of  which  bear  on  the  brass  supporting  plate 

behind.     By  the  screw  a  the  end  e  of  the  plate  «,/  can 

be  moved  forward  or  back  through  a  certain  range,  and 


Fig.  56. 


thus  the  pin  c  carried  forward  or  back  relatively  to  d 
similarly  d  can  be  moved  by  the  screw  b.  Thus  the 
position  of  the  needle  in  azimuth  can  be  adjusted. 
The  distance  of  the  fibres  apart  can  be  changed  by 
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screwing  out,  or  in,  a  conical  plug  shown  between  the  DetaUs  of 

the  Su8- 
spnngS  e,  /.  pensioB. 

The  aluminium  wire  carries  between  its  upper  end 

and  the  needle  a  small  concave  mirror  of  silvered  glass, 

to  be  used  with  a  lamp  and  scale  to  show  the  position 

of  the  needle.    The  mirror  is  guarded  against  external 

electric  influence  by  two  projecting  brass  pieces,  which 

form  nearly  a  complete  cylinder  round  it.    The  part  of 

the  wire  just  above  the  needle  is  protected  by  the  tube 

shown  at  the  bottom  of  Fig.  56.     This  tube  extends 

down  below  the  needle  a  little  distance,  and  is  cut  away 

at  each  side  to  allow  the  needle   free   play  to  turn 

round. 

The  interior  coating  of  the  Leyden  jar  is  formed  T^© 
by  a  quantity  of  sulphuric  acid  which  it  contains,  and  jar. 
which  also  serves  to  preserve  a  dry  atmosphere  within 
the  jar,  the  exterior  coating  by  strips  of  tinfoil  pasted 
on  its  outer  surface.  The  acid  has  been  boiled  with 
sulphate  of  ammonia  to  free  it  from  volatile  impurities 
which  might  attack  the  metal  parts  of  the  instrument. 
The  jar  itself  is  enclosed  within  a  strong  metal  case  of 
octagonal  form,  supported  on  three  feet,  with  levelling 
screws.  The  line  joining  two  of  these  feet  (which  are 
in  front)  is,  when  level,  parallel  to  the  axis  of  the 
needle  if  the  latter  is  properly  adjusted. 

The  needle  is  connected  with  the  inner  coating  of 
the  jar  by  a  thin  platinum  wire  kept  stretched  by  a 
platinum  weight  at  its  lower  end,  which  hangs  in  the 
acid.  The  wire  is  protected  from  electrical  influence  by 
a  guard-tube  forming  a  continuation  of  the  narrower 
guard-tube,  partly  shown  in  Fig.  56,  and   therefore 
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extending  from  below  the  quadrants  to  a  short  distance 
above  the  acid,  and  connected  also  by  a  platinum  wire 
with  the  acid. 

The  Sub-  The  supporting  plate  in  Fig.  56  carries  the  disc  of  an 
Gau^  idiostatic  gauge  of  the  kind  described  in  p.  269  above. 
Electro.  The  height  of  the  disc  is  adjustable  by  means  of  a  fine 
screw  and  jam-nut  below  it.  The  supporting  plate, 
with  the  suspension  and  disc  of  the  gauge,  &c.,  is 
enclosed  within  an  upper  brass  case,  called  the  lan- 
tern, which  closes  tightly  the  central  opening  of  the 
cover.  The  top  of  the  lantern  is  the  guard-plate 
of  the  gauge,  and  carries  the  aluminium  trap-docn* 
and  lever  with  sighting  plate  and  lens  as  already 
described. 

A  glass  window  in  the  lantern  allows  light  to  pass  to 
the  mirror,  and  the  suspension  to  be  seen.  A  small 
opening  in  the  glass,  closed  when  not  in  use  by  a  screw- 
plug  of  vulcanite,  enables  the  operator  to  adjust  the 
suspension  without  removing  the  lantern. 

Electrodes,  The  principal  electrodes  of  the  quadrants  are  brass 
rods  cased  in  vulcanite,  and  are  arranged  so  as  to  be 
movable  vertically.  Each  is  terminated  above  in  a 
small  brass  binding  screw,  and  is  connected  below  by  a 
light  spiral  spring  of  platinum  with  a  platinized  contact 
piece,  which  rests  by  its  own  weight  on  a  part  of  the 
upper  surface  of  the  quadrant,  also  platinized  to  ensure 
good  contact.  They  are  placed  one  on  each  side  and  in 
front  of  the  mirror.  One  is  in  contact  with  the  quadrant 
connected  below  to  the  micrometer  quadrant,  the  other 
to  the  quadrant  connected  to  that  below  the  induction 
plate. 
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An  insulated  charging-rod  descends  through  the  Electrodes, 
lantern,  and  carries  at  its  lower  end  a  projecting  spring 
of  brass.  When  the  rod  is  Dot  in  use  the  spring  is  not 
in  contact  with  anything ;  but  when  the  jar  is  to  be 
charged  the  rod  is  turned  round  until  the  spring  is 
brought  into  contact  with  the  supporting-plate,  which, 
as  stated  above,  is  in  contact  with  the  acid  of  the  jar. 

The  potential  of  the  jar  is  maintained  constant  by  a 
replenisher  in  the  manner  already  described  for  the 
absolute  electrometer.  A  spring  catch  keeps  the  knob 
of  the  replenisher,  which  is  on  the  upper  side  of  the 
cover,  in  such  a  position  when  not  in  use  that  the 
carriers  are  not  in  contact  with  any  of  the  springs. 

On  the  upper  side  of  the  cover  are  screws,  three  in 
number,  by  which  the  cover  is  secured  to  a  tightly 
fitting  flat  ring  collar  below  it,  to  which  the  jar  is 
cemented,  and  to  which  the  case  is  screwed;  two  screws, 
one  on  each  side,  which  fix  the  lantern  in  its  place ;  a 
cap  covering  an  orifice  communicating  with  the  interior 
of  the  jar ;  two  binding  screws  by  which  wires  can  be 
connected  to  the  case ;  and  a  knob  similar  to  that  of  the 
replenisher,  which,  when  turned  against  a  stop  marked 
"  contact,"  connects  by  an  interior  spring  the  quadrant 
below  the  induction  plate  with  the  case,  and  when 
turned  in  the  opposite  direction  to  an  adjoining  stop 
marked  "  no  contact,"  insulates  that  quadrant  from  the 
case.  Two  keys,  for  turning  the  pins  a,  h,  c,  &c.,  are  kept 
let  down  outside  the  case  through  holes  in  the  pro- 
jecting edge  of  the  cover.  The  cover  also  carries  a 
small  circular  level,  set  so  as  to  have  its  bubble  at  the 
centre  when  the  cover  is  levelled  by  an  ordinary  leveL 
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When  this  has  been  done  the  accuracy  of  construc- 
tion of  the  quadrants  ensures  that  they  are  also  lereL 
The  level  has  a  slightly  convex  bottom,  and  is  screwed 
down  with  three  screws,  so  that  when  the  instrument 
is  set  up  for  use,  a  final  adjustment,  to  show  hofi* 
zontality  of  the  quadrants,  can  easily  be  made  by 
turning  the  screws. 
Adjust.        Full  instructions  for  setting  up  and  adjusting  the 
"^*^the^    quadrant  electrometer  are  sent  out  with  each  instm- 
Quadrant-  ment  by  the  maker,  and  are  therefore  available,  if  kept, 
meter :—  ^8  they  ought  to  be,  beside  it  in  the  case.    We  shall 
Adji^t-    suppose  therefore  that  the  detached  parts  have  been 
theNoedlo.  put  into   their  places,  the  acid  poured   into  the  jar, 
and  the  instrument  set  up  and   levelled;  but  as  a 
quadrant  electrometer    is    now    part  of   every  well- 
equipped  physical  laboratory,  and  is  used  over  a  wide 
range  of  electrical  work,  we  shall   describe  here  the 
principal  adjustments. 

The  two  front  quadrants  are  pulled  out  as  far  as 
possible,  to  allow  the  operator  to  observe  the  position 
of  the  needle,  which  should  rest  with  its  plane  horizontal 
and  midway  between  the  upper  and  under  surfaces  of 
the  quadrants.  K  it  requires  to  be  raised  or  lowered, 
the  operator  winds  or  unwinds  the  fibres  by  turning  the 
pins  c,  d,  to  which  they  are  attached.  The  suspension 
wire  of  the  needle  should  pass  through  the  centre  of 
the  circular  orifice  formed  in  the  upper  surface  of  the 
quadrants,  when  these  are  symmetrically  arranged.  If 
the  wire  is  not  in  this  position  the  pins  a,  b,  are  turned 
so  as  to  carry  the  point  of  suspension  forward  or  bade 
until  the  wire  is  adjusted,  and  then  one  pin  is  carried 
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forward  and  the  other  back,  without  alteriog  the  position 
of  the  wire,  until  the  black  line  along  the  needle  is 
parallel  to  the  transverse  slit  separating  the  quadrants. 

The  scale  is  placed  at  the  proper  distance  to  give  a    Adjnst- 
distinct  image  of  the  wire  across  the  line  of  divisions  the^g^a^e 
in  firont  of  the  lamp  flame,  then  levelled  and  adjusted 
so  that,  when  the  image  is  at  rest  in  the  centre,  the 
extremities  of  the  scale  are  at  equal  distances  from 
the  needle. 

When  the  best  relative  positions  of  the  instrument    "Hole, 
and  the  stand  for  the  lamp  and  scale  have  been  ascer-  pj^^^^  ^P^^ 
tained,  these  are  fixed  by  the  "  hole,  slot,  and  plane  **     fixing 
arrangement  adopted  by  Sir  William  Thomson,  to  allow  ^^jnstru- 
any  instrument  supported  on  three  feet  or  levelling     "^e^^- 
screws  to  be  removed  at  pleasure,  and  replaced  without 
readjustment  in  its  original  position.    A  conical  hollow, 
or  better,  a  hole  shaped   like  an  inverted   triangular 
pyramid,  is  cut  in  the  table  so  as  to  receive  the  point 
(which  should  be  well  rounded)  of  one  of  the  levelling 
screws,  without  allowing  it  to  touch  the  bottom.    A 
V-groove,  with  its  axis  in  line  with  the  hollow,  is  cut 
for  the  rounded  point  of  another  levelling  screw,  and 
the  third  rests  on  the  plane  surface  of  the  table.    If  it  is 
desired  to  insulate  the  electrometer  case  it  is  supported 
on  three  blocks  of  \iilcanite  cemented  to  the  table; 
and  in  one  of  these  the  hollow  is  cut,  in  another  the 
V-groove. 

When  the  jar  is  being  charged,  the  main  electrodes,  Method  of 
the  induction  plate  electrode,  and  one  of  the  binding    ^^*j,^^"*^ 
screws  on  the  cover,  are  kept  connected  by  a  piece  of    Electro- 
fine  brass  or  cupper  wire.    The  charging  electrode  is  "*®^*^*  ^"^- 
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Methwl  of  turned  round  so  as  to  bring  the  spring  at  its  lower  end 
^^  into  contact  with  the  supporting  brass  piece^  and  a 
^Jf  ^  positive  charge  is  given  to  the  jar  by  means  of  the  small 
electrophorus  which  accompanies  the  instrument  The 
cover  of  the  jar  is  tapped  during  the  process  to  release 
the  balance  lever  firom  the  stop,  to  which  it  may  be 
adhering.  When  the  lever  rises  the  charging  rod  is 
turned  so  as  to  disconnect  the  spring,  and  the  chaige  is 
then  atljusted  to  the  normal  amount  (determined  by  the 
distance  of  the  attracting  disc  from  the  trap  door)  by 
the  replenisher. 

The  spot  of  light  may  in  the  process  of  charging  have 
moved  from  its  position  for  no  electrification,  and  must 
be  brought  back  by  moving  out  or  in  the  quadrant 
carried  by  the  micrometer  screw. 

Leakage  of      In  ordinary  circumstances  the  leakage  of  the  jar  will 
and      cause  the  hair  to  fall  dowu  in  twenty-four  hours  about 

Remedies,  half  the  breadth  of  the  lower  black  spot  This  loss  of 
charge  from  the  jar  is  made  good  by  the  replenisher; 
but  if  the  leakage  is  considerably  greater,  the  main  stem 
should  be  washed  by  means  of  a  piece  of  hard  silk 
ribbon  (to  avoid  shreds)  with  soap  and  water,  then  with 
clean  water,  and  finally  carefully  dried.  Shreds  and 
dust  on  the  needle  and  quadrants  may  tend  to  dischaige 
the  jar,  and  anything  of  this  kind  should  be  removed  by 
carefully  and  lightly  dusting  the  needle  and  quadrants 
with  a  clean  camel's  hair  brush.  The  jar  is  selected 
for  its  high  insulating  power,  but  if  the  acid  has  in 
careless  handling  of  the  instrument  been  splashed  over 
the  interior  surface  there  may  be  considerable  leakage 
over  the  surface  of  the  jar  to  the  case.     This  can  be 
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remedied  by  removing  the  acid  and  carefully  washing  Leakage  of 
the  jar.     The  replenisher  may  also  cause  leakage  of^^'-^^^ 
the  jar  through  a  deterioration  of  insulating  power  of  Remedies. 
the  vulcanite  sole-plate  which  connects  the  inductors. 
Such  a  deterioration  with  lapse  of  time  is  not  un- 
common  in  ebonite,   and   is  a  consequence   of  slow 
chemical  action  at  the  surface.     A   nearly  complete 
cure  can  be  effected  by  removing  the  piece  and  washing 
it  carefully  by  prolonged  immersion  in  boiling  water, 
and  then  re-covering  its  surface  with  a  film  of  paraffin. 

The  insulation  of  the  quadrants  is  now  tested.  One  Method  of 
pair  of  quadrants  is  connected  to  the  case  and  a  charge  lusnlation 
producing  a  difference  of  potentials  exceeding  the  °^  ^^^' 
greatest  to  be  used  in  the  experiments  is  given  to  the 
insulated  pair  by  means  of  a  battery,  one  electrode  of 
which  is  connected  to  the  electrometer  case,  while  the 
other  is  connected  for  an  instant  to  the  electrode  of  the 
insulated  quadrants ;  and  the  deflection  of  the  spot  of 
light  is  read  off.  The  percentage  fall  of  potentials  pro- 
duced in  thirty  minutes  or  an  hour  is  obtained  merely 
by  taking  the  ratio  of  the  diminution  of  deflection  which 
has  taken  place  in  the  interval  to  the  original  deflection. 
If  this  is  inappreciable  the  quadrants  insulate  satis- 
factorily. In  any  case,  for  satisfactory  working  the  rate 
of  loss  of  potential  shown  by  the  instrument  should  not 
be  greater  than  that  of  the  body  tested. 

If  the  insulation  is  imperfect  the  glass  stems  support-    Remedy 
ing  the  quadrants  should  be  washed  by  passing  a  piece   Leakage, 
of  hard  silk  ribbon  well  moistened  and  soaped,  then 
with  c!ean  water  to  remove  the  soap,  and  dried  by  tbe 
same  piece  of  ribbon  well  dried  and  warmed.     If  this 
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does  not  succeed,  the  fault  probably  lies  in  the  vul- 
canite insulators  of  the  electrodes,  which   should   be 
well  steeped  in  boiling  water,  then  re-covered  with 
clean  paraffin  and  replaced.     Care  must  be  taken  if 
this  is  done  not  to  bend  the  electrodes. 
Adjust-        The  final  adjustment  of  the  tension  of  the  threa<k 
TenrioiTof  *^  equality  is  now  made.     One  pair  of  quadrants  is  con- 
Threads,    nected  to  the  case,  and  the  other  pair  insulated.     The 
poles  of  a  single  DanieU's  cell  are  then  connected  to  the 
electrodes,  and  the  extreme  range  of  deflection  produced 
by  reversing  the  battery,  either  by  band  or  by  a  con- 
venient reversing  key,  is  observeKi.     One  side  of  the 
instrument  is  then  raised  by  screwing  up  that  side  l^ 
one  or  two  turns  of  one  of  the  front  pair  of  levelling 
screws,  and  the  range  of  deflection  again  noted.     If  the 
range  is  greater  the  fibre  on  that  side  is  too  short,  if 
the  range  is  smaller  the  fibre  is  too  long  (see  p.  245 
above) ;  and  the  length  must  be  corrected  by  turning 
one  or  other  of  the  pins  to  which  the  fibres  are  sus- 
pended.    The  pins  can  be  reached  by  the  aperture  in 
the  window  of  the  lantern  ordinarily  closed  by  the 
vulcanite  plug ;  and  to  prevent  discharge  of  the  jar  the 
key  with  vulcanite  handle  should  be  used  to  turn  them. 
The  black  line  on  the  needle  will  require  readjustment 
by  the  screws  after  each  alteration  of  the  suspension. 
Hotero-        The  ordinary  method  of  using  the  quadrant  electro- 
*  of  thfT  nieter  is  heterostatic,  since  the  jar  is  kept  at  a  constant 
Instra-    potential,  generally  much  higher  than  any  potential 
which  the  instrument  is  used  to  measure.     The  shsq)e 
of  the  needle  is  such  that  for  most  practical  purposes 
equation  (65)  (p.  61  above)  mny  be  regarded  as  givii^ 
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accurately  the  couple  deflecting  the  needle,  when  the    Hetero* 
quadrants  are  symmetrical  about  the  needle  and  close,     of  the 
Hence  for  small  deflections  we  have,  as  in  (66),  for  the    I'lst™- 
deflection  D,  in  terms  of  the  potentials  F,  V^,  V^  of 
the  needle  and  the  two  pairs  of  quadrants  respectively, 
the  equation 

i>  =  c(F,-F^(F-il±-^)     .    .     (4) 

where  c  is  a  constant  depending  on  the  instrument  and 
the  mode  of  reckoning  of  i>.  ff  F  be,  as  it  usually  is, 
great  in  comparison  with  Fi  or  Fg,  then 

V^-V^^C'B (5) 

where   C  is  the  now  practically  constant  value  of 

If  the  angle  of  deflection  6  of  the  ray  of  light  is  not 
a  very  small  angle,  the  couple  given  by  the  bifilar,  it  is 
to  be  remembered,  is  proportional  to  sin  \d.  Hence  if 
b  be  the  distance  in  divisions  on  the  scale  (supposed 
straight  and  at  right  angles  to  the  zero  direction  of  the 
ray)  through  which  the  spot  of  light  is  deflected,  and  R 
the  horizontal  distance  of  the  scale  from  the  mirror  in 
the  same  divisions,  we  have  tan  d  =  X^/JR,  from  which  6 
can  be  found  and  hence  \6,    We  have  then 

where  JST  is  a  constant. 

Equation  (4)  would  be  more  nearly  satisfied  if  the 
central  portions  of  the  needle  to  well  within  the 
quadrants  were  as  much  as  possible  cut  away,  leaving 
only  a  framework  opposite  the  orifice  at  the  centre  of 
the  quadrants  to  support  the  needle. 
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Oradeai  of  The  electrometer,  when  used  heterostatically,  admits 
neas.  ^^  ^  number  of  different  grades  of  sensibility.  These 
are  shown  in  the  two  following  tables,  where  L  denotes 
the  electrode  of  the  pair  of  quadrants,  one  of  which  is 
below  the  induction  plate,  R  the  electrode  of  the  other 
pair  of  quadrants,  I  the  electrode  of  the  induction-plate, 
0  an  electrode  of  the  case  of  the  instrument,  and  C 
the  electrode  of  the  conductor  to  be  tested.  LC  denotes 
that  L  is  connected  to  C,  EO  that  R  is  connected  to  0, 
RLC  that  RL  and  G  are  connected  together,  and  so  on, 
(i)  that  the  quadrants  connected  with  L  are  insulated 
by  raising  Z,  (iZ)  that  the  quadrants  connected  with  iJ 
are  similarly  insulated,  {RL)  that  both  L  and  R  are 
raised.  The  disinsulator  mentioned  (p.  291  above)  is  used 
to  free  the  quadrants  connected  with  L  from  the  induced 
charge  which  they  generally  receive  when  L  is  raised. 

GRADES  OF  SENSITIVENESa 
A.  B. 


Inductor  connected  with  quad- 
rant beneath  it. 

FULL  POWER 
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Either  of  these  grades  of  sensibility  may  of  course  also 
be  varied  by  increasing  the  distance  of  the  fibres  apart. 

The  quadrant  electrometer  can  be  made  to  give    Gradna- 
resiilts  in  absolute  measure  by  determining  the  con-  QuXant 
stant  C  of  equation  (50),  by  which  the  deflection  must    Electro- 
be  multiplied  to  give  the  difiference  V^  —   V^    This 
can  be  done  by  observing  the  deflection  produced  by  a 
battery  of  electromotive  force  of  convenient  amount, 
determined  by  direct  measurement  with  an  absolute 
electrometer  or  otherwise.    Different  such  electromotive 
forces  may  be  employed  to  give  deflections  of  different 
amounts  and  thus  give  a  kind  of  calibration  of  the  scale 
to  avoid  error  from  non-fulfilment  of  condition  of  pro- 
portionality of  deflection  to  difference  of  potentials. 

The  quadrant  electrometer  may  also  be  used  idio-  Idioetatic 

statically  for  the  measurement  of  differences  of  potential  QiiadraDt 

of  not  less  than  about  30  volts.    The  volt  is  the  prac-    Electro- 

iDe'ter. 
tical  unit  of  electromotive  force,  and  is  about  1*07  times 

the  electromotive  force  of  a  Daniell's  cell.  For  its 
definition  see  Vol.  II.  When  it  is  so  used  the  jar  is 
left  uncharged,  the  charging-rod  is  brought  into  contact 
with  the  inner  coating  of  the  jar,  and  joined  by  a 
wire  with  one  of  the  main  electrodes,  so  as  to  connect 
the  needle  to  one  pair  of  quadrants.  The  other  pair  of 
quadrants  is  either  insulated  or  connected  to  the  case  of 
the  instrument.  The  instrument  thus  becomes  a  con- 
denser, one  plate  of  which  is  movable,  and  by  its  change 
of  position  alters  the  electrostatic  capacity  of  the  con- 
denser. The  two  main  electrodes  are  connected  with 
the  conductors,  the  difference  of  potentials  between 
which  it  is  desired  to  measure. 
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Miostatic  A  lower  grade  of  sensibility  can  be  obtained  by 
QiMvirant  connecting  the  needle  through  the  charging-rod  to  the 
Electro-    electrode  B,  and  using  the  induction-plate  instead  of 

the  pair  of  quadrants  connected  with  L,  which   are 

insulated  by  raising  their  electrode. 

When  the  instrument  is  thus  used  idiostatically  V 

in   equation   (49)   above   becomes   equal  to    Fj,   and 

instead  of  (50)  we  have 


ModificH- 
trons  of 

Quadrant 
Electro- 
meter. 


i>  =  1(1^1 -f-y 


(6) 


that  is,  the  deflection  is  proportional  to  the  square  of 
the  diflFerence  of  potentials  and  therefore  independent 
of  the  sign  of  that  diflference.  It  is  to  the  left  or  right 
according  to  the  electrode  connected  to  the  needle. 
This  independence  of  sign  in  the  deflection  renders  the 
instrument  thus  used  applicable  to  the  determination  of 
potentials  in  the  circuits  of  alternating  dynamo-  or 
magneto-electric  generators.     (See  below,  VoL  II.) 

The  quadrant  electrometer  has  been  modified  by 
different  makers.  In  a  form  made  in  Paris  for  M. 
Mascart,  the  needle  is  kept  at  a  constant  potential  by 
being  connected  to  the  positive  pole  of  a  dry  pile,  the 
negative  pole  of  which  is  connected  to  the  case,  and  the 
replenisher  is  dispensed  with. 

In  another  form  devised  by  Prof.  Edelmann  of 
Munich,  and  suitable  for  some  purposes  as  a  lecture- 
room  instrument,  the  quadrants  are  longitudinal  seg- 
ments of  a  somewhat  long  vertical  cylinder,  and  the 
needle  consists  of  two  coaxial  cylindric  bars  connected 
by  a  cross-frame,  and  suspended  by  means  of  a  bifilar. 
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A  glass  vessel  below  contains  strong  sulphuric  acid  in 
which  dips  a  vane  carried  by  a  platinum  wire  attached 
to  the  needle. 

For  practical  work  Sir  William  Thomson  has  lately  Sir  W. 
constnacted  a  form  of  electrometer  to  be  used  idio-  eJ^™^o-* 
statically,  and  has  called  it  an  electrostatic  voltmeter,  static 
It  is  represented  in  Fig.  57,  and  may  be  described  as  an 
air  condenser,  one  plate  of  which,  corresponding  to  the 
needle  of  the  quadrant  electrometer,  is  pivoted  on  a 
horizontal  knife-edge  working  on  the  bottoms  of 
rounded  V-grooves  cut  in  the  supporting  pieces.  This 
plate  by  its  motion  alters  the  electrostatic  capacity  of 
the  condenser.  The  fixed  plate  consists  of  two  brass 
plates  in  metallic  connection,  each  of  the  form  of  a 
double  sector  of  a  circle,  which  are  placed  accurately 
parallel  to  one  another,  with  the  movable  plate  between 
them  as  shown  in  the  figure.  The  upper  end  of  the 
movable  plate  is  prolonged  by  a  fine  pointer  which 
moves  along  a  circular  scale,  the  centre  of  which  is  in 
the  axis.  The  fixed  plates  are  insulated  from  the  case 
of  the  instrument ;  the  needle  is  uninsulated. 

Contact  is  made  with  the  plates  by  insulated  terminals 
fixed  outside  the  case.  The  two  shown  on  the  left- 
hand  side  in  the  figure  belong  to  the  fixed  plate,  and  a 
similar  pair  on  the  right-hand  side  are  in  connection 
with  the  movable  plate  through  the  supporting  V- 
groove  and  knife-edge.  The  terminals  of  each  pair 
are  connected  by  a  safety  arc  of  fine  copper  wire  con- 
tained within  a  U*sl^&P^<l  glass  tube  suspended  from 
the  terminals,  and  the  terminals  in  front  in  the  diagram 
which  are  separated  from  the  plates  by  the  arcs  of  wire 
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Sir  W.     are  alooc  used  for  connecting  to  the  conductors,  or  two 

Electro-    P**^'^^  ^f  ^^  electric  circuit,  the  difference  of  potentials 
static 
VoItraetiT. 


Fio.  57. 


between  which  is  to  be  measured,  and  are  therefore 
called  the  working  terminals. 


GRADUATION  OF  ELECTROSTATIC  VOLTMETER.  30S 

When  a  difiference  of  potentials  is  established  between    Sir  w. 
the  fixed  and  movable  plates  the  latter  move  so  as  to    Electro- 
increase  the  electrostatic  capacity  of  the  condenser,  and  ,/;**^*^ 
,  ,  .  1111.  .  Voltmeter, 

the  couple  actmg  on  the  movable  plate  m  any  given 

position  is,  as  in  the  quadrant  electrometer  when  used 
idiostatically,  proportional  to  the  square  of  the  differ- 
ence of  potentials.  This  couple  is  balanced  by  that 
due  to  a  small  weight  hung  on  the  knife-edge  at  the 
lower  end  of  the  movable  plate. 

The  scale  is  graduated  from  0*"  to  60**  so  that  the  Scale  of 
successive  divisions  represent  equal  differences  of  poten-  meter, 
tial.  Three  diflferent  weights,  325,  975,  390  milli- 
grammes respectively,  are  sent  with  the  instrument  to 
provide  for  three  different  grades  of  sensibility.  Thus 
the  sensibility  with  the  smallest  weight  on  the  knife- 
edge  is  a  deflection  of  one  division  per  50  volts,  with 
the  two  smaller  weights,  that  is  four  times  the  smallest, 
cue  division  per  100  volts,  with  all  three  weights  or 
sixteen  times  the  smallest  weight,  one  division  per 
200  volts. 

The  electrostatic  voltmeter  is  graduated  as  follows.    Gradua- 
A    known    difference    of   potentials   is    obtained    by     y^]^, 
means  of  a  battery  of  from  50  to  100  cells  with  a     "leter. 
high  standard  resistance  in  its  circuit.     An  absolute 
galvanometer  or  current  balance  (see  Vol.  II.)  measures 
the   current  in  the  circuit,  and  the   product  of   the 
numerics  of  the  current  and  the  resistance  gives  that 
of  the  potential-difference  between  the  terminals  of  the 
latter.     These  terminals  are  connected  to  the  working 
terminals  of  the  voltmeter,  and  the  deflections  noted 
with  the  smaller  weights  on  the  knife-edge. 
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Gradua-  For  the  higher  potentials  a  number  of  condensers  of 
Volt-  g<^  insulation  are  joined  in  series  and  charged  by  an 
meter,  application  of  the  wires  from  the  terminals  of  the  re- 
sistance coil  to  each  condenser  in  succession  from  one  end 
of  the  series  to  the  other.  This  is  done  so  as  to  charge 
each  condenser  in  the  series  in  the  same  direction,  and 
as  the  same  difiference  of  potentials,  V  say,  is  produced 
between  the  plates  of  each  condenser,  the  total  difference 
between  the  extreme  plates  is  n  F",  if  there  be  n  con- 
densers. A  convenient  large  potential-difference  can 
thus  be  obtained  with  sufficient  accuracy,  and  being 
applied  to  the  working  terminals  of  the  voltmeter  is 
made  to  give  divisions  for  a  series  of  different  weights 
hung  on  the  knife-edge.  These  divisions  correspond  of 
course  to  deflections  for  known  potentials  with  one  of 
the  weights  on  the  knife-edge. 

The  divisions  thus  obtained  are  then  checked  by 
using  three  instruments  which  have  been  dealt  with  in 
this  way.  They  are  joined  in  series  and  a  difference  of 
potentials  established  between  the  extreme  terminals, 
which  is  observed  also  by  the  third  joined  across  the 
other  two.  Thus  by  a  process  of  successive  halving 
and  doubling  the  scale  is  filled  up. 

A  description  of  Lippmann's  capillary  electrometer 
will  be  given  in  Vol.  II.  in  connection  with  the 
Measurement  of  Electromotive  Forces. 


CHAPTER  VI. 
THE  COMPARISON  OF  RESISTANCES, 

We  give  here  some  account  of  methods  for  the  com- 
parison of  the  resbtances  of  conductors  in  which  steady 
currents  are  kept  flowing.  In  most  cases  the  conductor 
to  be  compared  is  arranged  in  a  particular  way  in  con- 
nection with  other  conductors,  which  are  then  adjusted 
80  as  to  render  the  current  through  a  certain  conductor 
of  the  system  zero.  From  the  known  relation  of  the 
resistances  of  the  other  conductors  the  required  com- 
parison is  deduced.  In  this  and  in  other  arrangements 
the  existence  of  an  electric  current  has  to  be  observed, 
and  in  some  cases  the  amount  of  the  current  must  be 
measured.  It  is  therefore  necessary,  although  the  subject 
of  the  measurement  of  currents  belongs  properly  to  the 
electromagnetic  part  of  this  work,  to  describe  shortly 
the  means  adopted  in  the  comparison  of  resistances  to 
detect,  and,  when  required,  to  compare  currents  of 
electricity. 

The  instrument  used  is  called  a  galvanometer.  Its  Oersted's 
action  is  based  on  the  phenomenon  observed  by  Oersted  ^q^**^* 
and  explained  by  the  electromagnetic  theory  of  Ampere,  of  Galva- 
that  if  a  wire,  along  which  a  current  is  flowing,  be  held  "^™®  ^' 
parallel   to  a  magnetic  needle  resting   in  equilibrium 
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Oersted's 
Discovery. 
Principle 
of  Galva. 
nometer. 


Testing* 
Galva- 
nometers. 


under  the  jwtion  of  magnetic  force,  it  will  be  deflected 
from  its  original  position  towards  a  position  at  right 
angles  to  the  wire.  To  fix  the  ideas,  let  the  needle  be 
a  thin  straight  longitudinally  magnetized  bar,  in  equi- 
librium under  the  action  of  magnetic  force  with  its 
length  horizontal,  and  free  to  turn  round  a  vertical  axis ; 
and  let  the  wire  carrying  the  current  be  stretched  parallel 
and  near  to  the  needle  above  it  or  below  it.  The  direction 
in  which  the  needle  turns  round  is  reversed  if  the  wire, 
supposed  first  placed  above  the  needle,  is  then  jdaced 
below  it :  again  it  is  reversed  when  the  portion  of  wire 
held  near  the  needle  is  turned  end  for  end  without  other 
change  of  position.  An  augmented  deflection  is  there- 
fore obtained  if  the  wire  is  bent  round  so  that  one  portion 
is  above  and  the  other  below  the  needle,  and  a  still 
greater  when  the  wire  supposed  covered  with  non-con- 
ducting material,  is  wound  closely  into  a  coil  of  several 
turns  which  is  then  placed  with  its  plane  parallel  to  the 
length  of  the  needle ;  for  the  effects  due  to  the  upper 
and  to  the  lower  portions  of  the  wire  are  then  in  the 
same  direction.  A  coil  of  wire  thus  placed  relatively  to 
a  magnetic  needle  suspended  so  as  to  be  free  to  turn 
round  a  fixed  (generally  vertical)  axis  is  a  galvano- 
meter. 

Galvanometers  for  ordinary  testing  purposes  are 
generally  made  by  winding  wire  covered  with  silk,  or 
some  other  non-conducting  substance,  round  a  hollow 
core  or  bobbin,  symmetrical  about  a  straight  axis.  A 
magnetic  needle,  generally  composed  of  two  or  three  or 
more  small,  and  as  nearly  as  may  be  equal  magnets, 
relatively  fixed  parallel  to  one  another  with  their  like 
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poles  turned  in  the  same  direction,  and  their  centres  in 
a  plane  perpendicular  to  their  lengths,  is  suspended 
with  its  centre*  at  some  convenient  point  (generally 
the  middle  point)  of  the  axis  of  the  coil.  The  coil  is 
80  placed  and  levelled  that  the  needle,  supposed  at  rest 
under  the  action  onlj  of  the  magnetic  force  of  the  field 
in  which  the  apparatus  is  placed,  has  its  length  at  right 
angles  to  the  same  axis. 
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The  form  of  galvanometer  generally  employed  in  the 
measurement  of  resistances  is  the  reflecting  galvano- 

*  The  magnetic  axis  and  magnetic  centre  of  such  an  assemblage  of 
magnets  will  be  defined  in  the  Chapter  on  Magnetism  ;  for  our  present 
purpose  it  is  sufficient  to  say  that  we  can  adjust  the  galyanometer  so 
that  the  magnetic  axis  and  centre  may  be  as  nearly  as  we  please  in 
any  required  position. 

X  2 
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Thomson's  meter  invented  by  Sir  William  Thomson,  one  arrange- 
Galv^^  ment  of  which  is  shown  in  Fig.  58,    For  most  purposes 
nometer.   the  ordinary  form  of  the  instrument  can  be  used.     In 
this  a  mirror  of  silvered  glass  to  which  the  needle- 
magnets  are  cemented  at  the  back  is  hung  within  a 
cylindrical  cell  about  half  a  centimetre  in  diameter.  The 
ends  of  the  cylinder  are  closed  by  glass  plates  from  four 
to  five  millimetres  apart,  held  in  brass  rings  which  can 
be  screwed  out  or  in  so  as  to  increase  or  diminish  Uie 
length  of  the  cell.    The  mirror  is  hung  by  a  piece  of  a 
siogle  silk  fibre  passed  through  a  small  hole  in  the 
cylindrical  surface  of  the  chamber  and  fixed  there  with 
a  little  shellac.    The  mirror  is  only  of  slightly  smaUar 
diameter  than  the  cylinder  in  which  it  hangs,  so  that  in 
this  arrangement  the  fibre  is  very  short,  rendering  it 
necessary  in  cases  in  which  deflections  have  to  be  read 
off  to  allow  for  the  effects  of  torsion.     The  cylindrical 
chamber  is  screwed  into  one  end  of  a  cylinder  of  slightly 
greater  diameter  which  fits  the  hollow  arc  of  the  coil, 
and  is  called  the  galvanometer-plug.  When  the  plug  is  in 
position  the  mirror  hangs  freely  within  its  cell,  with 
therefore  the  point  of  suspension  on  the  highest  gene- 
Method  of  rating  line  of  the  cylinder.    Deflections  of  the  needle 
^  DeflTc"^  are  observed  either  by  the  Poggendorff  telescope  method, 
tions.     or,  and  much  more  generally,  by  the  ordinary  projection 

method  described  on  p.  211  above. 

Dead-         The  weight  of  the  needle  and  mirror  is  under  one  grain, 

Galva-     *^^  hence  the  period  of  free  vibration  of  the  suspended 

nometer.   system  about  any  position  of  equilibrium  is  short.   The 

needle  is  also  made  to  come  quickly  to  rest  by  the  small- 

ness  of  the  chamber  in  which  it  hangs.    Since  the  mirror 
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nearly  fills  the  whole  cross-section  of  the  cell,  the  air 
damps  the  motion  of  the  mirror  to  a  very  great  extent 
even  when  the  cell  has  its  largest  volume.  The  mirror 
may  be  made  quite  "dead-beat"  (p.  224  above)  by 
screwing  in  the  front  and  back  of  the  cell  until  the 
space  is  sufficiently  limited. 

In  instruments  in  which  it  is  desirable  to  avoid  effects  Dead-B'-at 
of  torsion  the  galvanometer  coil  is  made  in  two  lengths,    ^^n^X,. 
which  are  fixed  end  to  end,  with  a  narrow  space  between  ^i*^  Lo"g 
them  to  receive  the  suspension  pieqe.    This  piece  forms 
a  chamber  in  which  the  needle  hangs  between   the 
two  halves  of  the  coil  and  gives  a  length  of  fibre  which 
at  shortest  is  equal  to  the  radius  of  the  outer  case  of  the 
coil,  and  which  can  obviously  be  made  as   long  as  is 
desired.     The  part  of  the  hollow  core  at  the  needle  is 
closed  in  firont  and  at  back  by  glass  plates  carried  by 
brass  rings.    These  can  be  screwed  in  or  out  by  a  key 
from  without  so  as  to  diminish  or  increase  the  size  of 
chamber,  and  thus  render  the  needle  system  more  or 
less  nearly  *'  dead-beat." 

The  galvanometer  is  generally  set  up  so  that  the  Process  of 
deflections  are  read  by  the  ordinary  deflection  method  ^"gX!!?* 
(p.  211  above).    It  is  only  necessary  to  arrange  that  the   nomcter. 
needles  when  no  current  is  flowing  in  the  wires  shall 
bang  parallel  to  the  plane  of  the  coils.    This  is  done  as 
foUows.    A  straight  thin  knitting  wire  of  steel  is  mag- 
netized and  hung  by  a  single  siUc  fibre  of  a  foot  or  so 
in  length.  This  can  easily  be  done  by  taking  a  sufficiently 
loDg  single  fibre  of  silk  and  forming  a  double  loop  on 
one  end  by  doubling  twice  and  knotting.  In  this  double 
loop,  made  widely  divergent,  the  steel  wire  is  laid 
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Processor  horizontally,  and  the  single  end  of  the  fihre  is  attached 
^  G*^^  ^  ^  support  carried  by  a  convenient  stwid,  which  is 
nometer.  then  placed  so  that  the  wire  takes  up  a  position  in  the 
direction  of  the  horizontal  component  of  the  magnetic 
field  where  the  needle  is  to  be  placed.  A  line  can  now 
be  drawn  parallel  to  the  wire  on  ihe  table  beneath  it. 
All  that  is  necessary  then  is  to  place  the  galvanometer 
so  that  the  front  and  back  planes  of  the  coil  are  vertical 
and  parallel  to  this  line,  and  adjust  the  lamp  and  scale 
as  described  above. 

It  is  sufficient  for  our  present  purpose  to  state  that 
if  the  needles  be  so  small  as  in  the  Thomson  reflecting 
galvanometer,  and  torsion  can  be  neglected,  the  current 
in  the  coil  may  be  taken  as  proportional  to  the  tangent 
of  the  deflection  angle,  and  therefore  if  that  angle  be 
not  greater  than  three  or  four  degrees  the  current  may, 
with  an  error  not  greater  than  \  per  cent.,  be  taken  as 
proportional  to  the  deflection  simply.  We  shaU  discuss 
the  measurement  of  currents  fuUy  in  later  chapters. 
Adjust-  The  galvanometer  should  be  made  as  sensitive  as 
FieW  for  Possible  by  diminishing  the  directive  force  on  the  needle 
sensi-  as  far  as  is  practicable  without  rendering  the  needle 
^'  unstable.  This  is  easily  done  by  placing  magnets  near 
the  coil  so  that  the  needle  hangs,  when  the  current  in 
the  coil  is  zero,  in  a  very  weak  magnetic  field.  That 
the  field  has  been  weakened  by  any  change  in  the  dis- 
position of  the  magnets,  made  in  the  course  of  the  adjust- 
ment, will  be  shown  by  a  lengthening  of  the  period  of 
firee  vibration  of  the  needle  when  deflected  for  an  instant 
by  a  magnet  and  allowed  to  return  to  zero.  The  limit 
of  instability  has  been  reached  when  the  position  of  the 
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spot  of  light  for  zero  current  changes  from  place  to  place    Adjust- 
on  the  scale,  and  the  intensity  of  the  field  must  then  be  Fidd  for 
slightly  raised  to  make  the  zero  position  of  the  needle     f?J!J^' 
one  of  stahle  equilibrium. 

Although  not  absolutely  essential,  except  when  accu- 
rate readings  of  deflections  are  required,  it  is  always 
well,  when  the  field  is  produced  by  magnets,  to  anange 
them  so  that  the  field  at  the  needle  is  nearly  uniform. 
It  may  therefore  be  produced  by  two  or  more  long 
magnets  placed  parallel  to  one  another  at  a  little  dis- 
tance apart  symmetrically  with  respect  to  the  centre  of 
the  needle  above  or  below  it,  and  with  their  like  poles 
turned  in  the  same  directions ;  or  a  long  magnet  placed 
horizontally  with  its  centre  over  the  needle,  and  mounted 
on  a  vertical  rod  so  that  it  can  be  slided  up  or  down  to 
give  the  required  sensibility^  may  be  used. 

Sensibility  is  sometimes  obtained  by  the  use  of  astatic 
galvanometers,  but  these  are  rarely  necessary  and  are 
more  troublesome  to  use  than  the  ordinary  non-astatic 
instrument.  Such  galvanometers  will  be  described  in 
Vol.  IL 

For  the  comparison  of  the  resistances  of  conductors  Resistance 
other  resistances  the  relations  of  which  are  known  are  ^^ 
employed.  These  are  generally  coils  of  insulated  wire 
wound  on  bobbins  which  are  arranged  so  that  the  coils 
can  be  used  conveniently  in  any  desired  combination. 
Such  an  arrangement  of  coils  is  called  a  resistance  box. 
Figs.  59  and  60  show  resistance  boxes  of  diflFerent 
forms.  Constrnc- 

In  a  resistance  box  each  coil  has  a  separate  core,   tionofa 
-  .  ,  -  -         ,  1.    1  1.    1        .    Resistance 

which  ought  to  be  a  brass  or  copper  cylmder  split  longi-      Box. 
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tudinally  to  prevent  induction  currents,  and  covered 
with  thin  rubber  or  varnished  paper  for  insuIaticML 
These  cores  are  shown  in  Fig.  61.  The  metallic  core 
facilitates  the  cooling  of  the  coil  if  an  appreciable 
rise  of  temperature  is  produced  by  the  passage  of  a 
current  through  it.  After  each  layer  of  the  coil  has 
been  wound  it  is  dipped  in  melted  paraffin,  so  as  to  fix 
the  spires  relatively  to  one  another,  preserve  them 
from   damp,  and   insure   better  insulation.     It  is   of 


¥w.  59. 


great  importance  to  use  perfectly  pure  paraffin,  and 
especially  to  make  sure  that  no  sulphuric  acid  is  present 
in  it.  Unless  this  precaution  is  observed  trouble  may 
be  caused  not  only  by  the  action  of  the  acid  on  the 
metal  of  the  conductor^  but  by  the  polarization  effects 
due  to  electrolytic  action  in  the  acid  paraffin.  Paraffin 
which  is  at  all  doubtful  should  be  well  shaken  up  when 
melted  with  hot  water,  to  remove  the  acid. 
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The  wire  chosen  for  the  higher  resistances  is  generally    Material 


an  alloy  of  one  part  platinum  to  two  parts  silver. 
This  has  a  high  specific  resistance  (p.  380  below), 
combined  with  a  small  variation  of  resistance  with 
temperature.  For  the  lower  resistances  wire  of  greater 
thickness  is  employed  on  account  of  its  greater  con- 
ductivity, which  enables  a  greater  length  of  wire  to  be 
used  and  thus  facilitates  accurate  adjustment. 


of  Coils. 


Fig.  60. 

Coils  are  now  sometimes  made  of  "platinoid,"  a 
species  of  German  silver  which  does  not  tarnish  seriously 
with  exposure  to  the  air  and  has  a  low  variation  of 
resistance  with  temperature  (see  Table  V.). 

When  a  coil  of  given  resistance  is  to  be  wound,  a    Winding 
length  of  well-insulated  wire  of  slightly  greater  resis-    °^  ^ 
tance  (detennined  by  comparison  at  ordinary  tempera- 
ture by  one  of  the  processes  to  be  described)  is  cut, 
doubled  on  itself  at  its  middle  point,  and  wound  thus 
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double  on  its  core.  This  is  done  to  avoid  the  effects  of 
induction  (see  335  below)  when  the  current  is  in  a  state  of 
ariation,  as  when  starting  or  stopping.  After  the  coil 
has  been  wound  its  resistance  is  again  measured,  and  if 
good  insulation  has  been  obtained,  it  ought  now  to  show 
as  lightly  increased  resistance,  on  account  of  the  change 
produced  in   the  wire  bj  bending.     The  coil  is  fiied 


Fig.  61. 


in  position  by  two  long  brass  or  copper  screws  d,  rf, 
Fig.  61,  passing  through  ebonite  discs  in  the  ends  of 
its  core,  which  fasten  it  to  the  cover  of  the  box. 
These  should  be  suflBciently  massive  to  give  no  ap- 
preciable resistance.  These  screws  are  attached  to  two 
adjacent  brass  pieces  a,  a,  on  the  outside  of  the  cover, 
and  have  the  ends  of  the  wire  of  the  coil  soldered  to 
them  so  that  the  coil  bridges  across  the  gap  shown 
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in  the  figure  between  every  adjacent  pair  of  brass 
pieces.  The  coil  is  now  brought  to  the  temperature  at 
which  it  is  to  be  accurate  and  finally  adjusted  so  that 
its  resistance  taken  between  the  brass  pieces  is  the 
required  resistance. 

Coils  are  made  in  multiples  of  the  "  Ohm  "  or  practical       The 
unit  of  resistance.     The  ohm  will  be  defined  absolutely    ^^  -pTac- 
in  the  second  part  of  this  work  :  it  is  suflBcient  at  present  tical  Unit 
to  say  that  the  Legal  Ohm  as  adopted  by  the  International      ance. 
Congress  of  Electricians  held  at  Paris  in  1884  is  equal 
to  the  resistance  of  a  uniform  column  of  pure  mercury 
106  centimetres  long  and  one  square  millimetre  in  cross- 
section,  at  the  temperature  0°  C.    The  mode  of  realizing 
such  a  standard  is  described  below,  p.  384. 

A  series  of  coils  are  arranged  in  a  resistance  box  in  ArraDge- 
some  convenient  order  either  in  series  or  in  multiple  ^^g^^ 
arc.  Fig.  62  shows  a  series  arrangement  suitable  for  Box. 
many  purposes.  The  numbers  indicate  the  number  of 
ohms  in  the  corresponding  coils.  The  space  between 
each  pair  of  blocks  is  narrow  above  and  widens  out 
below,  as  shown  in  Fig.  62,  to  increase  the  effective 
distance  along  the  vulcanite  from  block  to  block.  In  the 
adjacent  ends  of  the  brass  pieces,  between  which  is  the 
narrow  gap,  are  cut  two  narrow  opposite  grooves,  so  as 
to  form  a  slightly  conical  vertical  socket.  This  fits 
a  sKghtly  conical  plug,  /  in  Fig.  61,  which  when 
inserted  bridges  over  the  gap  by  making  direct  contact 
between  the  blocks,  and  when  not  thus  in  use  is  held 
in  a  hole  drilled  in  the  middle  of  the  upper  surface  of 
the  block.  The  coil  is  short-circuited  when  the  plug 
is  inserted,  that  is  a  current  sent  from  one  block  to 
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the  other  passes  almost  entirely  across  the  jdog  on 
account  of  the  much  greater  resistance  of  the  coi].  The 
handle,/,  of  the  plug  is  generally  made  of  ebonite. 

The  plan  of  arranging  a  series  resistance  box  which  is 
most  economical  of  coils  is  a  geometrical  pn^ression  with 
common  ratio  2.     In  such  a  box  two  units  are  generallT 


Fig.  C2. 


provided  to  enable  the  box  to  be  conveniently  tested 
The  inconvenience  of  the  arrangement  is  in  the  reduc- 
tion of  any  resistance  which  it  is  proposed  to  unplug 
in  the  box  to  its  expression  in  the  binary  scale  of 
notation.  For  example  if  the  resistance  370  is  to  be 
found  on  the  box,  this  is  expressed  as  2^  +  2«+2^4-2*+2 
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or  101110010,  and  the  corresponding  plugs  insei-ted, 
namely  the  first  plug  beyond  the  units,  and  the  fifth, 
sixth,  eighth  beyond  the  units.  The  process  of  reduction 
is  performed  as  follows  by  dividing  successively  by  2, 
and  writing  the  remainders  as  successive  figures  of  the 
number  from  right  to  left  in  the  order  in  which  they 
are  obtained,. ending  with  the  last  quotient,  which  is  of 
course  1. 

2  370 

185 

d2 

23 
11 


0 
1 
0 
0 

1. 
1 
1 

0 


Box 
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Hence  370  =  101110010  in  the  binary  scale.  It  is 
not  however  always  necessary  to  go  through  this  pro- 
cess. Practice  with  a  box  on  this  principle  leads  soon 
to  readine.ss  in  deciding  what  coils  are  to  be  unplugged, 
or  what  is  the  resistance  of  any  set  of  coils  which  may 
be  unplugged*  It  is  well  to  remember  that  any  coil  of 
the  series  is  greater  by  unity  than  the  sum  of  all  the 
preceding  coils  of  the  series. 

Figs.  63  and  64  show  the  arrangement  of  coils  in  a 
resistance-box  lately  invented  by  Sir  William  Thomson,    gj^  ^, 
in  which  the  geometrical  progression  arrangement  has  ^opson's 
been  adopted.     The  interior  of  the  box  is  a  copper      Box. 
cylinder  with  projecting  rings  soldered  round  it  so  as  to 
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Sir  W.  ^  form  recesses  in  which  the  coils  are  wound.     The  coils 

Re^^ncc  ^®  made  of  platinoid  wire  well  insulated  with  silk, 

Kox.      and  are  wound  double  in  the  usual  way.     An  outside 

cylinder  of  copper  is  screwed  on  round  the  rings,  and 


Fio.  63. 


a  rise  of  temperature  in  any  part  is  rapidly  equalized 
by  the  surrounding  copper  case. 

The  pieces  marked  a,  a,  are  copper  or  brass  plates, 
here  shown  straight,  but  in  the  actual  instrument  usually 


thus  circular  rings.  Between  these  plates  are  seen  discs 
t,  6,  6,  &c.,  of  gun  metal,  which  carry  tubes  passing 
down  through  the  vulcanite  top  of  the  box  as  shown  in 
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the  lower  figure.    The  vertical  stem  of  a  knee-piece     SirW. 
passes   through  each   tube,  and   the  horizontal  part  Resistance 
carries  beneath  it  a  spring  projecting  over  the  next  disc,      ^x- 
A  coil  is  placed  between  each  successive  pair  of  tubes, 
and  is  cut  out  by  depressing  the  corresponding  cam 
lever  d,  which  brings  the  spring  underneath  into  contact 
with  the   disc  over  which  it  projects.    The   contact 
between  the  stem,  each  knee-piece,  and  its  tube  is 
shunted  over  by  a  flexible  spiral  of  copper ;  and  the 
piece  is  prevented  from  rising  when  the  lever  cam  is 
depressed  by  a  split-ring  round  its  lower  end. 

The  flexible  spirals  are  protected  from  damage  by 
over  twisting  by  stops  which  prevent  each  knee-piece 
receiving  more  than  half  a  turn.  In  the  Fig.  the 
pieces  a,  a  are  shown  connected  by  the  three  resistances 
fj,  T^  r^  in  series ;  but  any  combination  of  series  and 
multiple  arc  can  be  obtained  by  turning  round  the 
knee-pieces  so  as  to  make  contact  with  the  terminal- 
pieces  a,  a,  when  the  cam  levers  d  are  depressed. 
Thus  by  turning  these  pieces  so  as  to  make  contact 
with  a  and  a'  alternately,  the  whole  series  of  coils  can 
be  arranged  in  multiple  arc. 

The  coils  form  a  geometrical  series  from  1  to  4096 
with  a  common  ratio  2.  The  unit  is  duplicated  for  the 
reason  stated  above. 

The  "Dial"  form  of  series  resistance  box  shown  in    "Dial" 
Fig.  59  above,  is  preferable  to  the  ordinary  forms  for  R^[™aj,°^ 
many  purposes.     It  contains  three  or  four  or  more      Box. 
sets  of  equal  coils,  each  nine  in  number.     One   set 
consists  of  nine  units,  the  next  of  nine  tens,  the  next 
of  nine  hundreds,  and  so  on.    Besides  these  the  box 
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sometimes  contains  a  set  of 
nine  coils  each  a  tenth  of  a 
unit  Fig. '65  is  a  plan  of  a 
five-dial  box.  The  sets  of 
coils  are  arranged  along  the 
box  in  order  of  magnitude. 
Each  set  is  arranged  in  series, 
and  the  blocks  to  which  the 
extremities  of  the  coils  are 
attached  are  arranged  in  cir- 
cular order  round  a  central 
block,  which  can  be  connected 
to  any  one  of  the  ten  blocks 
of  the  set  surrounding  it,  by 
inserting  a  plug  in  a  socket 
provided  for  the  purpose.  Each 
central  block,  except  the  first 
and  last,  is  connected  by  a 
thick  copper  bar  inside  to  the 
initial  block  of  the  succeed- 
ing series  of  nine  coils,  as 
shown  in  Fig.  65  by  the 
dotted  lines.  The  ten  blocks 
of  each  set  of  coils  are  num- 
bered 0, 1,  2,  .  . .  9,  as  shown. 
Thus  a  current  passing  to  one 
of  the  central  blocks  passes 
across  through  the  bar  to 
the  next  series  of  coils,  then 
through  the  coils  until  it 
reaches  a  block  connected  to 
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the  central  piece  by  a  plug,  when  it  passes  across  to  the 
centre  and  then  to  the  next  series  of  coils.  If  no  coil 
of  a  series  is  to  be  put  in  circuit,  the  plug  joins  the 
central  block  to  the  coil  marked  zero. 

In  a  five-dial  box  the  central  blocks  are  marked    Arrange- 
respectively  tenths,  units,  tens,  hundreds,  thou-    coSsin 
SANDS,  and  the  resistances  are  read  oflF  decimally  at  Dial  Box. 
once.    Thus  supposing  the  centre  in  the  first  dial  to  be 
connected  to  the  block  maiked  5,  in.  the  second  dial  to 
the  block  marked  7,  in  the  third  to  that  marked  6;  the 
resistance  put  in  circuit  is  67*5  units. 

The  advantage  of  the  arrangement  consists  in  the  fact  Advantage 
that  only  one  plug  is  required  in  each,  dial  whatever  the    ^trance- 
resistance  may  be,  and  since  the  plugs  when  no  coils  are     menu 
included  complete  the  circuit  through  the  zeros,  there 
is  always  the  same  number  of  pliig  contacts  in  circuit, 
instead  of  a  variable  number  as  in  the  ordinary  arrange- 
ment. 

Besides  the  dial  resistances  there  is  generally  in  each  Bridge 
box  a  set  of  resistances  arranged'  in  the  ordinary  way, 
and  comprising  two  tens,  two  hundreds,  two  thousands, 
and  sometimes  two  ten-thousandS)  fitted  with  terminals 
to  allow  the  box  to  be  conveniently  used  as  a  Wheat- 
stone  Bridge,  as  described  below.  The  extremities  of 
this  series  of  resistances  can  be  connected  by  means  of 
thick  copper  straps  with  the  series  of  dial  resistances. 
Each  pair  of  equal  coils  are  sometimes  wound  on  one 
bobbin  to  ensure  equality  of  temperature. 

It  is  sometimes  desirable  to  have  a  ready  means  of 
varying  the  ratio  of  two  resistances,  or  of  increasing  a 
tingle  resistance  by  steps  of  any  required  amount. 

VOL.   L  Y 
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Resistance  For  this  purpose  a  resistance  slide  is  a  convenient 
^*  arrangement.  A  form  devised  by  Sir  William  Thomson 
is  shown  at  CD  in  Fig.  66.  Along  a  metallic  bar  r  in 
front  of  a  series  of  equal  resistance  coils  slides  a  con- 
tact piece  8  by  which  r  is  put  in  conducting  contact 
with  any  one  of  the  series  of  brass  or  copper  blocks  by 
which  the  coils  are  connected.  The  figure  shows  a  com- 
bination of  two  slides  used  by  Sir  William  Thomson 
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Fig.  66. 


and  Mr.  C.  F.  Varley  for  cable  testing.  Each  resistance 
in  AB  is  five  times  that  of  each  coil  in  CD,  and  there 
is  the  same  number  in  each,  so  that  the  whole  resist- 
ance of  CD  is  twice  that  of  each  coil  in  AB,  The 
slider,  S,  of  AB  consists  of  two  contact  pieces  insulated 
from  one  another  on  the  slider,  and  at  such  a  distance 
apart  as  to  embrace  two  coils.     The  terminals  of  CD 
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are  connected  to  CG  as  shown  in  the  figure,  and  there- 
fore in  whatever  ratio  the  resistance  CD  is  divided  by 
the  contact  piece  5,  in  that  ratio  is  the  joint  resistance 
of  the  two  coils  GC  divided.  GD  thus  forms  a  vernier 
for  AB,  In  the  arrangement  figured  the  resistance 
CD  is  di\'ided  into  the  two  parts  12  and  8,  and  there- 
fore the  sixth  and  seventh  coils  of  AB  which  are 
between  the   terminals  of   S  are   divided    into    two 
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Fig.  67. 


similarly  situated  parts  12  and  8.  Hence  the  whole 
resistance  between  A  and  B  is  divided  into  the  two 
parts  56  and  44. 

Fig.  67  shows  a  dial  form  of  the  double  resistance 
slide.  The  main  coils  are  on  the  left,  the  vernier  coils 
on  the  right.  Each  slide  may  be  detached  and  used 
independently  if  required. 
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Boxes  in  which  the  coik  in  circuit  are  in  multiple 
arc  were  first  made  at  the  suggestion  of  Sir  William 
Thomson,  and  called  Conductivity  *  Boxes,  because  the 
conductapee  in  circuit  is  obtained  by  adding  the  con- 
ductances of  the  coils.  Fig.  68  shows  the  arrangement. 
Each  coil  is  a  resistance  coil  wound  on  a  bobbin  as 
described  above  and  has  one  extremity  connected  to  a 
massive  bar  a,  the  other  to.  a  brass  block  c,  outside 
the  box,  whigh  can.  be  conpected  by  a  plug  to  the 


Fig.  68. 


massive  bar  &.  The  resistance  in  circuit  is  obtained 
at  once  by  adding  the  conductances  of  the  coils  thus  in 
circuit,  and  taking  the  reciprocal  of  their  sum.  The 
conductances  of  the  coils  are  marked  on  the  corre- 
sponding blocks  outside  the  cover. 

This  arrangement  is  very  convenient  for  the  measure- 

•  The  word  "Conductance"  (see  p.  204)  in  now  being  widely  used 
instead  of'"Condaetiyity,"  and  we  shall  in  thia  ch^ter  and  hence- 
forth adopt  the  tenn. 
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ment  of  low  resistances  such  as  one  ohm  and  under,  as 
it  gives  a  long  gradation  of  fractions  by  combination  of 
the  coils. 

Sir  WillianCi  Thomson  has  proposed  to  call  a  box 
aiTanged  thus  a  Mho-Box,  where  "  Mho  *'  is  the  word 
**  Ohm "  read  backwards  to  indicate  that  the  box  gives 
conductances,  that  is  reciprocals  of  resistances. 

The  resistance  of  almost  all  wires  increases  with  rise    Effect  of 

of  temperature,  and  the  box  is  generally  adjusted  to  be  ^^  °^ 

correct  at  a  convement  mean  temperature  which  is    tureon 

marked  on  the  cover.  The  value  of  the  resistance  shown    ^*^'" 

ance. 

by  the  box  at  any  other  temperature  is  obtained  when 
the  change  of  temperature  can  be  ascertained  from  the 
known  variation  of  resistatice  with  temperature.  A 
table  of  the  variation  of  the  resistances  of  difiFerent 
substances  with  temperatute  is  given  at  the  end  of  this 
volume. 

The  general  internal  temperature  can  be  observed 
by  means  of  a  thermotoeter  passed  through  one  of  the 
orifices  which  should  be  left  in  the  side  of  the  box  to 
allow  free  circulation  of  air.  Local  changes  of  tempera- 
tore  may  sometimes  be  produced  in  the  coils  without 
affecting  appreciably  the  general  internal  temperature. 
These  changes  cannot  be  accounted  for,  as  it  is  impossible 
to  observe  them  with  any  accuracy,  but  can  be  avoided 
by  using  only  the  very  feeblest  currents,  and  continuing 
these  for  the  shortest  possible  time. 

The  general  internal  temperature  can  also  be  measured  Temnera- 
by  means  of  an  auxiliary  coil  provided  for  the  purpose,  mined  hy* 
This  is  constructed  of  thick  copper  wire  wound  on  ^^  Auxili- 
ebonite,  and  extends  along  the  whole  length  of  the  box.      Coif  ^ 
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TemDera-  Since  the  variation  of  resistance  of  copper  relatively 
mined  by  ^  *^^*  ^^  *^^  ""^^  ^f  which  the  coils  are  constructed 
an  Anxili-  jg  known,  we  can  by  measuring  the  resistance  of  this 
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CoiL .    auxiliary  unit  by  the  box  itself  obtain  a  closely  approxi- 
mate estimate  of  the  internal  temperature. 

The  temperature  variation  may  be  made  for  all  the 
coils  the  same  as  the  highest  variation  for  any  one,  by 
introducing  into  each  a  piece  of  copper  (conveniently 
at  the  bight  after  the  coil  is  wound)  just  sufficient  for 
the  purpose. 
Process  of  In  every  case  the  blocks  to  which  the  coils  are  attached 
Rwistance  should  be  pierced  with  a  socket  for  special  plugs  with 
^^-  binding  terminals  attached,  by  means  of  which  any  coil 
in  the  box  may  be  brought  into  circuit  itself.  This  is 
necessary  for  the  testing  of  the  box,  which  is  done  as 
follows.  In  the  case  of  the  ordinary  arrangement  of  coils 
Fig.  59,  each  of  the  units  is  compared  with  a  standard 
unit,  then  the  two  \mits  together  are  tested  against  each 
of  the  2s,  then  the  2s  and  a  1  are  tested  against  the  5 
and  so  on,  until  the  100s  are  reached.  All  the  preceding 
coils  put  together  give  100,  which  can  be  tested  against 
each  of  the  100s,  and  this  process  is  continued  until  the 
box  is  completely  tested.  The  process  can  be  checked 
by  other  possible  combinations,  and  the  whole  of  ike 
results,  if  necessary,  put  together  by  the  ordinary 
methods  of  combination. 

If  a  dial  box  is  to  be  tested  the  auxiliary  unit, 
if  it  has  one,  suffices  for  the  comparison  of  each  of 
the  units,  then  the  nine  units  and  the  auxiliary 
unit  give  10  for  the  comparison  of  each  of  the  nine 
tens.    These  when  compared  give  with  the  ten  units 
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100   for    the   comparison  of   each  of   the  hundreds,  Processor 
^d  ^  OIL  ^  ^^^ 

In  the  case  of  a  box  smranged  in  geometrical  progres-  Box. 
sion  with  common  ratio  2,  and  first  term  1,  the  nnit  is 
duplicated  for  the  sake  of  comparison.  Each  unit  having 
been  compared  with  a  standard,  they  give  together  a 
comparison  of  the  next  coil,  which  is  2,  then  that  with 
the  two  units  give  4,  with  which  the  coil  of  4  units  can 
be  compared,  and  so  on. 

The  actual  methods  of  comparing  coils  are  described 
below  (p.  353  et  seq,).  It  is  to  be  remembered  that  in  the 
comparison  of  the  coils  of  low  resistance  the  connecting 
wires  (which  should  be  in  all  cases  short  and  thick) 
must  be  taken  into  account. 

In  the  use  of  a  set  of  resistance  coils  it  is  important  Cm«  of 
that  the  plugs  be  kept  clean,  and  the  ebonite  top  of  the 
box,  especially  between  the  blocks  of  brass,  kept  free 
from  dust  and  dirt.  The  ebonite  may  be  freed  from 
grease  by  washing  it  with  benzole  applied  sparingly  by 
means  of  a  brush,  and  a  film  of  paraffin  oil  should  then 
be  spread  over  its  surface.  The  plugs  and  their  sockets 
may  also  be  freed  from  adhering  greasy  films  by  washing 
in  the  same  way  with  benzole  or  very  dilute  caustic 
potash.  The  latter  should  not  however  be  allowed  to 
wet  the  ebonite  surface.  If  necessary  the  sockets  may 
be  scraped  with  a  round-pointed  scraper.  On  no  account 
should  the  plugs  or  sockets  be  cleaned  with  emery  or 
sand  paper. 

It  is  frequently  necessary  to  adjust  a  current  to  a 
convenient  strength  by  varying  the  amount  of  resist- 
ance in  circuit.     When  the  amount  of  resistance  in 
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RheofiUt.  circuit  need  not  be  known,  this  can  be  done  most 
readily  by  means  of  a  rheostat,  or  resistance  coils  in 
series  with  a  rheostat,  an  arrangement  which  has  the 
advantage  of  giving  a  continuous  variation  of  the 
resistance.  A  form  of  rheostat  construct^  by  Sir 
William  Thomson   is   shown  in  Fig.  69.     Two  metal 
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cylinders  are  mounted  side  by  side  oo  parallel  axes  and 
are  geared  so  as  to  be  driven  at  the  same  rate  in  the 
same  direction  by  a  third  shaft  turned  by  a  crank. 
Along  this  shaft  from  end  to  end  of  the  cylinder  is 
worked  a  screw,  which  when  turned  moves  a  nut  along 
a  graduated  scale  at  the  top  of  the  instrument.  One  of 
the  cylinders  is  covered  with  well  varnished  paper,  the 
other  has  a  clean  metal  surface.  A  bare  wire  of 
platinoid  or  other  material  is  wound  partly  on  one 
cylinder  partly  on  the  other,  and  in  passing  from  one 
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cylinder  to  the  other  threads  through  a  hole  in  the  nut.  Rheostat. 
Tbiis  if  the  cylinder  be  tamed  the  relative  amounts  of 
wire  on  the  two  cylinders  can  be  varied  at  pleasure,  and 
the  wire  is  laid  on  them  helically  in  a  regular  manner. 
The  toothed  wheel  by  which  one  of  the  cylinders  is 
tamed  is  connected  with  the  axle  by  means  of  a  spring 
previously  wound  up  so  as  to  give  a  couple  tending  to 
wind  the  wire  on  the  cylinder.  The  wire  is  thus  kept 
taut  and  the  spires  prevented  from  shitting  on  the 
cylinder. 

The  course  of  the  current  is  along  the  wire  on  the 
paper  covered  cylinder,  then  to  the  bare  cylinder. 
Thus  the  resistance  in  circuit  is  regulated  by  the 
amount  of  the  wire  on  the  former  cylinder.  A  com- 
parative estimate  of  this  is  given  by  the  scale  along 
which  the  nut  moves. 

The  arrangement  of  screw  and  nut  for  guiding  the 
wire  above  described  seems  to  have  been  first  used  in  a 
rheostat  constructed  by  Mr.  Jolin  of  Bristol 

A  simpler  form  of  rheostat,  first  used  by  Jacobi,  con-  Jacobi's 
sists  of  a  single  cylinder  of  insulating  material  round  ^^osut. 
which  the  wire  is  wound  in  a  helical  groove.  A  screw 
of  the  same  pitch  as  the  groove  is  cut  in  the  axle  of  the 
cylinder,  and  works  in  a  nut  in  one  of  the  supports. 
The  cylinder,  when  turned,  moves  parallel  to  itself,  so 
that  the  wire  is  kept  in  contact  with  a  fixed  rubbing 
terminaL  Another  rubbing  terminal  rests  on  the  axle, 
to  which  one  end  of  the  wire  is  attached. 

The  method  of  comparing  resistances  of  most  general  Wheat- 
use  is  that  known  as  Wheatstone's  Bridge.  The  arrange-  Bridge. 
ment  of  conductors  used  is  that  shown  in  Fig.  34,  with 
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Wheat- 
stone's 
Bridge. 


a  battery,  generally  a  single  Darnell's  or  Menotti's  cell, 
included  in  r^  and  a  galvanometer  in  r^.  A  much 
higher  battery  power  is  however  sometimes  required, 
especially  in  cable  and  other  testing.  The  three  con- 
ductors whose  resistances  are  r^,  r^  r,  are  coik  of  a 
resistance  box  provided  with  terminals  so  arranged  that 
connections  can  be  made  at  the  proper  places  to  form 
the  bridge,  for  example  as  ia  Fig.  62,  which  shows 
a  resistance  box   fitted   up  as  a  Wheatstone  Bridge. 


K      h 
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It  will  be  easy  to  make  out  in  Fig.  70  the  terminals 
corresponding  to  A,  B,  (7,  D  respectively  of  Fig.  34. 
Fig.  60  above  shows  a  so-called  **Post-OflSce  Re- 
sistance Box "  in  which  the  battery  and  galvanometer 
keys  are  mounted  on  the  cover,  and  permanently 
connected  to  the  proper  points  inside  the  box;  and 
Fig.  66  a  Wheatstone  Bridge  arrangement  of  resist- 
ance slides. 

The  resistance  to  be  compared  is  placed  in  the  position 
BD,  and  convenient  values   of    r^  and  r^  are  chosen. 
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while  Tj  is  varied  until  no  current  flows  through  the  Wheat- 
galvanometer.  The  value  of  r^  is  then  found  by  (15)  of  Bridge* 
Chaptei*  II.,  which  since  75  is  zero,  may  be  written 

»•*-?'•» (10) 


If  r^  and  r^  are  equal,  r^  is  equal  to  r^  and  is  read  off 
at  once  from  the  resistance  box. 

In  the  practical  use  of  Wheatstone's  Bridge  we  have  Arrange- 
generally  to  employ  a  certain  battery  and  a  certain  Bri^e  for 
galvanometer  for  the  measurement  of  a  wide  range  of  ^^^^ 
resistances ;  and  it  is  possible  if  great  accuracy  is  required      ity. 
so  to  choose  the  resistances  of  the  bridge  as  to  make  the 
arrangement  have  maximum  sensibility.     An  approxi- 
mate determination  is  first  made  of  the  resistance  to  be 
measured.  Call  this  r^.  It  has  been  shown  independently 
by  Mr.  Oliver  Heaviside,*  and  by  Mr.  Thomas  Gray,t  Practical 
that  if  the  battery  and  galvanometer  are  invariable  we  i^v^^ie 

should  make  Battery 

and  Galva- 
uonieter. 


^i^^r^r^  ^8=  1/^4^6  ~^'»   ^2=  1/v 


^4  +  ^6 
^4  +  n' 


If  the  resistances  of  the  battery  and  galvanometer  are 
at  the  disposal  of  the  experimenter,  then  on  the  sup- 
position that  the  resistance  of  the  galvanometer  may  be 
taken  equal  to  r^  the  most  sensitive  arrangement  is  that 
in  which  each  of  the  resistances  is  equal  to  r^. 

♦  PhU,  Mag.  vol.  xlv.  (1878),  p.  114. 
t  Ibid,  vol.  xiL  (1881),  p.  283. 
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Proof  of       To  prove  these  results  we  may  suppose  ihtiX  instead  of  (1) 
Conditions  we  have 

Maximum  "^7  ^  r ^^^ 

SensibU-  ^*       ^^ 

ity.        where  <?  is  a  constant  nearly  equal  to  unity.    Substituting  the 

value  of  fg,  which  (11)  gives,  in  (25)  of  Chap.  IL,  we  get 


^(1 


*^>}^A 


(12) 


where  D  has  the  form  jriven  to  it  by  this  substitution  and  is 
tlierefore  free  from  r,.  We  have  to  find  when  this  is  a  maximum, 
on  the  supposition  that  r^,  r^  rg,  E,  and  e  are  constants,  or  which 
is  the  same  but  more  convenient,  when  ^1  —  cVy^^  (that  is 
D/r^r^)  is  a  minimum  under  the  same  conditions.  Writing  u  for 
D/rif^,  and  calculating  tlie  values  of 

dm     du     dht     dht       fPu 


dfi    dr^    dr^^   dr/'   dtidr^ 

we  find,  by  equating  the  first  two  differential  coeflScients  separ- 
ately  to  zero,  that  either  r^  =  0,  and  fj  —  0,  or  r^  =   '/ryi,  and 

Substituting  these  values  of  r^  and  r^  in 


^z  =  V  V« 


'-4  +  ^6 


the  expressions  for  the  three  second  differential  coefficients,  we 
find  tliat  the  latter  pair  of  corresponding  values  gives  positive 
values  to  each  of  the  expressions 

d^tt    d'u    j^^  _  /  d^u  \» 
ir>'   dr/    dri^dr^^        Ur^drJ' 

which  is  the  condition  for  a  minimum,  while  the  first  pair  of 

values  gives  neither  a  maximum  nor  a  minimum. 

Galvano-        Let  now  the  galvanometer  resistance  be  capable  of  variation. 

meter  Re-    We  shall  assume  that  the  mass  of  wire  in  the  galvanometer  and 

Distance     the  channel  in  which  it  is  wound  remain  constant    When  this  is 

Variable,    the  case  the  electromagnetic  force  at  the  needle  is,  as  will  be 

proved  in  Vol.  II.,  proportional  to  the  square  root  of  the  resi^t- 

ance  of  the  galvanometer.     Uence  for  a  given  value  of  y^  the 

deflection  of  the  neodle  may  he  put  equal  to  ay^  v^  where  a  is  a 

constant.    Hence 
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We  have  in  this  case  to  find  when  Dlr^r^  \^  is  a  minimum. 
This  can  be  put  into  the  form  {m  +  nr^/k^r^  where  m,  n,  k, 
do  not  involve  r^.  Equating  the  first  differential  coefficient  of 
this  quantity  to  zero,  we  get  for  a  minimum  r^  =  «i/«,  or  after 
reduction  r^  =  ri{r^  +  r^/{r^  +  r,).  This  value  of  r^  taken  along 
with  the  already  found  values  of  r^  and  r,  gives  maximum 
sensibility  to  the  bridge  arrangement  when  the  battery  only  is 
kept  constant 

Lastly,  let  the  total  area  of  the  acting  surfaces  in  the  battery 
he  given,  while  the  resistance  may  be  varied.  In  this  case  we 
have  (p.  148  above)  greatest  sensibility  when  the  resistance  of  the 
battery  is  made  equal  to  the  external  resistance.  If  balance  is 
nearly  obtained,  we  may  take  as  the  external  resistance  between 
A  and  B  the  value  (fj  +  r^ir^  +  u)l{r^  +  r,  +  r,  -|-  r.).  If  r. 
may  be  taken  as  the  resistance  of  the  battery  alone  (that  is,  if 
the  electrodes  joining  the  battery  to  A  and  B  be  made  so  massive 
that  their  resistance  may  be  neglected)  we  have  to  arrange  the 
battery  so  tliat 


(^1  +  ^8)(^«  +  ^4) 


(14) 


Galvano- 
meter Ro- 
dstance 
Variablo. 


Simultaneous  with  this  we  have  the  three  equations  already 
found,  namely. 

From  these  it  follows  that 

fi  =  r,  »  r,  =  f^  =  r^  =  rj.    .     ,    .     .     (16) 

It  is  to  be  carefully  observed  that  for  a  ^ven  available  electro- 
motive force  in  the  circuit  not  susceptible  of  alteration,  the 
sensibUity  is  greater  the  smaller  Tq. 


Unless  in  particular  cases  in  which  great  accuracy  is  practictd 
necessary,  any  convenient  values  of  r^,  r^  will  give  results  g^'*^!  ^5 , 
sufficiently  accurate  for  all  practical  purposes;  but  in  when  Full 
arranging  the  bridge  with  these  the  following  rule  ^nt'^not 
should  be  observed :  of  the  resistances  r^,  r^  of  the  needed. 
galvanometer  and  battery  respectively,  connect  the 
greater  so  as  to  join  the  junction  of  the  two  greatest  of 
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Practical   the  four  other  resistances  to  the  junction  of  the  two 
^nribiUty  least.     This  rule  follows  easily  from  (15)  of  Chap.  IL 
^AH^  '^^  ^^^  interchanging  r^  and  r^  we  alter  only  the  value 
ment  not  of  2?,  and  Calling  the  new  value  i/  we  get 
needed. 

2)'-2)  =  (r,-0(r,-0(r,-r^    .     .    (16) 

The  expression  on  the  right  will  be  n^ative  if  r^^^r^ 
^^^  ^v  ^8  ^  ^^e  ^^^  greatest  or  the  two  least  of  the 
other  resistances.  Hence  on  this  supposition  the  value 
of  D  has  been  diminished,  and  therefore  the  current 
through  the  galvanometer  for  any  small  value  of 
r^rg— r^r^  increased  by  making  r^  join  the  junction  of 
r^,  Tj  to  that  of  r,,  r^.  In  cases  in  which  the  resist- 
ances in  the  bridge  are  large,  a  galvanometer  of  high 
resistance  should  also  be  used. 
Arrange-  In  the  practical  use  of  the  method  the  electrodes  of  the 
"kcvs^^  battery  should  be  carried  to  the  terminals  of  a  reversing 
key,  so  that  the  testing  current  may  be  sent  in  opposite 
directions  if  desired  through  the  resistances  of  the 
bridge.  Also  a  single  spring  contact-key,  which  makes 
contact  only  when  depressed,  should  be  placed  in  r^ 
Mode  of  These  keys  are  convenient  when  arranged  side  by  side. 
Operating,  g^  ^}jj^^  ^^e  operator  placing  a  finger  on  each  can  depress 
one  after  the  other.  A  convenient  form  of  wire  rocker 
with  mercury  cups,  combining  the  two  keys,  may  be 
easily  made  by  the  operator.  When  the  bridge  has  been 
set  up  and  a  test  is  about  to  be  made,  the  single  key  in 
r^  is  first  depressed  to  test  whether  any  deflection  of 
the  galvanometer  needle  is  produced  without  closing 
the  battery  circuit.  If  there  is  a  deflection,  this  must 
be  due  either  to  thermoelectric  action  in  the  galva- 
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nometer  circuit,  or  to  leakage  from  the  battery  to  the  Mode  of 
galvanometer  wires.  The  procedure  in  this  case  will  be  ^^  ^^^' 
stated  presently.  If  there  is  no  deflection,  the  operator 
then  opens  the  galvanometer  circuit,  depresses  the  key 
which  completes  the  battery  circuit,  and  immediately 
after,  while  the  former  key  is  kept  down,  depresses  also 
the  galvanometer  key.  After  the  circuits  have  been 
completed  just  long  enough  to  enable  the  operator  to 
see  whether  there  is  any  deflection  of  the  needle,  the 
keys  are  released  so  as  to  break  the  contact  in  the 
reverse  order  to  that  in  which  they  were  made.  This 
order  of  opening  the  circuits  enables  him  to  make  a 
second  observation  of  deflection  without  its  being 
necessary  to  again  send  a  current.  It  is  easy  to 
imagine  and  construct  a  form  of  contact-making  key, 
which  being  depressed  a  certain  distance  completes  the 
battery  circuit,  and  on  being  depressed  a  little  further 
completes  the  galvanometer  circuit,  and  therefore  on 
being  released  interrupts  these  circuits  in  the  reverse 
order.  This  form  of  key  is  of  use  in  the  testing  of 
resistance  coils  in  which  there  is  considerable  self- 
indnction.  For  general  work,  however,  it  is  inconvenient, 
as  the  reverse  order  of  making  the  contacts  may  have  to 
be  adopted.  Again,  in  many  practical  operations,  such 
as  cable  testing,  &c.,  the  contacts  have  to  be  made  after 
difiTerent  intervals  of  time  in  different  cases. 

The  object  of  thus  completing  and  interrupting  the   Effect  of 
battery  circuit  before  that  of  the  galvanometer  is  partly  induction. 
to  avoid  error  from  the  effects  of  self-induction.    When 
a  current  in  a  conducting  wire  is  being  increased  or 
diminished,  an  electromotive  force,  the  amount  of  which 
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Effect  of  depends  on  the  arrangement  of  the  condactor,  is  called 
Induction.  "^^  V^^J*  SO  as  to  oppase  the  increase  or  diminntaon  of 
the  current.  The  effect  of  this  electromotiye  force  is  to 
produce,  therefore,  a  weakening  of  the  electromotive 
force  of  a  battery  for  a  very  short  time  after  the  drcuit 
is  completed,  and  a  strengthening  during  the  very  short 
interval  in  which  the  current  falls  from  its  actual  vahie 
to  zero  at  the  interruption  of  the  circuit.  Its  value  is 
small  when  the  wire  is  doubled  on  itself  so  that  the  two 
parts  lie  along  side  by  side,  the  current  flowing  out  in 
one  and  back  in  the  other ;  but  is  very  considerable  if 
the  wire  is  wound  in  a  helix,  and  still  greater  if  the 
helix  contains  an  iron  core.  The  electromotive  fcnrce  of 
self-induction  is  directly  proportional  to  the  rate  of 
variation  of  the  current  in  the  circuit,  and  thus  is 
explained  the  bright  spark  seen  when  the  circuit  of  a 
powerful  eliectro-magnet  is  broken. 
Effect  of  If,  then,  one  or  more  of  the  coils  of  a  Wheatstone 
ductioiTin  ^"^g®  arrangement  were  wound  so  as  to  have  self-in- 
Wheat-  duction,  the  electromotive  force  thus  called  into  play 
Bridge,  would,  if  the  galvanometer  circuit  were  completed  brfore 
that  of  the  battery,  produce  a  sudden  deflection  of  the 
galvanometer  needle  when  the  battery  circuit  is  closed. 
All  properly  constructed  resistance  coils  are,  as  has  been 
stated,  made  of  wires  which  have  been  first  douUed  on 
themselves  and  then  wound  double  on  their  bobbins, 
and  have  therefore  no  self-induction.  The  wire  tested, 
however,  and  the  connections  of  the  bridge  have  gene- 
rally more  or  less  self-induction,  the  effect  of  which, 
unless  the  contacts  were  made  as  described  above,  might 
be  mistaken  for  those  of  unbalanced  resistance.    Thtf 
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mode  of  winding  the  coils  also  avoids  direct  electro- 
magnetic effects  on  the  coils  on  the  galvanometer  needle 
when  the  coils  are  placed  near  it. 

If  on  depressing  the  galvanometer  key  at  first  as  Avoidance 
described  above  a  current  is  found  to  be  produced  by  ^^^^q' 
thermoelectric  or  leakage  disturbance,  and  the  spot  of  disturb- 
light  is  therefore  displaced,  the  operator  keeping  down      ^^^' 
the  galvanometer  key  depresses  the  battery  key,  and 
observes  if  there  is  any  permanent  deflection  of  the  spot 
of  light  from  its  displaced  position  during  the  time  that 
the  battery  key  is  kept  down.     This  is  easily  distin- 
guished from  the  sudden  deflection  due  to  self-induction, 
as  that  immediately  dies  away  to  zero  as  the  current 
rises  to  its  x)ermanent  value. 

If  the  sudden  deflection  of  the  galvanometer,  as  it 
may  be  in  the  case  of  a  dynamo  or  electro-magnet,  is 
too  violent  and  long  continued,  the  reversing  key  of  the 
battery  should  be  used,  the  battery  contact  made  first  in 
each  case,  and  the  mean  of  the  results  taken. 

When  comparing  a  resistance  the  operator  first  Mode  of 
observes  the  direction  in  which  the  mirror  or  needle  co^t^ueS. 
is  deflected  when  a  value  of  r^  obviously  too  great  is 
used,  and  again  when  a  much  smaller  value  of  r^  is 
used.  If  the  deflections  are  in  opposite  directions,  the 
value  of  rg,  which  would  produce  no  deflection  of  the 
needle,  lies  between  these  two  values,  and  the  operator 
simply  narrows  the  limits  of  r^  until  on  depressing  the 
galvanometer  key  no  motion,  or  only  a  very  small 
motion,  of  the  needle  is  produced.  It  may  happen, 
however,  that  the  value  of  the  resistance  which  is  being 
compared  may  be  between  two  resistances  which  have 

VOL.  I.  Z 


388 


COMPAKISON  OF  RESISTANCTS. 


Mode  of 
operating 
contiDuea. 


the  smallest  difference  which  the  box  allows.  Thus 
with  a  resistance  box  by  which  with  equal  values  of 
r^  and  r^  he  cannot  measure  to  less  than  ^  of  an  ohm, 
he  may  either  by  making  the  ratio  of  r^  to  r,,  10  to  1, 
or  100  to  1,  obtain  the  values  of  r^  to  one  or  two  jdaces 
of  decimals.  Any  inaccuracy  in  the  relation  of  the  arms 
of  the  bridge  may  be  eliminated  by  reversing  the 
arrangement,  that  is,  interchanging  r^  and  r^  and 
r,  and  r^,  and  taking  the  mean  of  the  results. 

Whatever  be  the  ratio  of  ri  to  r^  if  he  can  read  tiie 
deflections  when  first  one  and  then  the  other  value  of 


I — " — ■' — 1 

■m — s — K — 31 — n — «/« — 8 — I — 3» — i 

ti                    li),                  i±J 

Fia  71. 


rg  (between  which  r^  lies,  and  which  differ  by  only 
^  of  an  ohm)  is  used,  he  can  find  r^  to  another  place 
of  decimals  by  interpolation  by  proportional  parts,  Fw 
example,  let  the  value  120*6  of  r,  produce  a  deflection 
of  the  spot  of  light  of  6  divisions  to  the  left,  and  120*5 
a  deflection  of  14  divisions  to  the  right :  the  value  of 
Tg  which  would  produce  balance  is  equal  to 

120*5  +  -1  X  14  /  (14  +  6)  =  120-57. 
The  most  accurate  form  of  Wheatstone's  Bridge  i« 
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that  introduced  by  Eirchhoff.    In  this  an  exact  balance  Elrchhoff^s 
is  obtained  by  moving  a  sliding  contact-piece  along  a      "  *^ 
graduated  wire  which  joins  the  two  resistances  rj,  r^  of 
Fig.  70.    A  diagrammatic  sketch  of  the  arrangement 
is  shown  in  Fig.  71.    S  is  the  sliding-piece,  A,  B  the 
wire  along  which  it  slides.    A^  B  is  stretched  in  front  of 


Fjo.  72. 

scale  a  metre  in  length  graduated  to  half-millimetres 
and  doubly  numbered,  from  left  to  right  and  from  right 
to  left.  The  coils  a,  c,  rf,  b  of  the  diagram  have  the 
respective  resistances  r^,  rg.  rj,  r^.  Fig.  72  shows  a  form 
of  the  instrument  manufactured  by  Messrs  Elliott  Bros. 


5) 


Fio.  78. 


Fig.  73  shows  an  easily-made  and  cheap  form  of  wire 
bridge  devised  by  Mr.  T.  Gray.  w,w\&  the  wire,  made 
of  platinoid  or  German  silver,  which  is  stretched  above, 
but  not  in  contact  with,  a  base-board,  passes  round  the 
insulating  and  supporting  vulcanite  block  B  from  the 

z  2 


T.  Gray's 
Bridge. 
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T.  Graj's  mercury  cup  Cj  to  the  other  e^,  A  vulcanite  crossbar  A 
clampB  the  wire  in  position  near  the  cups.  If  the  wire 
be  long  several  such  crossbars  may  be  used.  Each  end 
of  the  wire  is  soldered  to  a  large  mass  of  copper,  bent  as 
shown  in  Fig.  74  so  as  to  dip  into  a  mercury  cup 
without  any  risk  of  contact  of  the  mercury  with  the 
soldered  junction.  The  cups  should  be  of  copper,  and 
may  conveniently  be  made  of  the  form  shown  in  the 
figure,  and  fixed  in  holes  in  the  wooden  or  ebonite 
supporting-block.      The    ends  of   the    copper    pieces 


csaa^ 


Fro.  74. 


dipping  into  them  should  be  carefully  squared  and  bear 
against  the  copper  bottoms. 

The  wire  is  divided  into  parts  of  equal  resistuice  by 
a  process  of  calibration  (p.  342  et  seq.,  below)  and  marks 
indicating  these  parts  are  made  on  a  rule  attached  to 
the  base-board,  along  which  the  contact-piece  slides. 
A  movable  scale  is  used  to  subdivide  the  space  between 
two  divisions. 

On  a  plate  of  ebonite  or  well-paraffined  hard  wood 
are  fixed  mercury  cups  c^  c^  c^  made  as  just  described 
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The  auxiliary  resistances  r^,  r^  of  the  bridge  when  T.  Gray's 
required  are  placed  between  c^  and  c,,  c^  and  c^  while  "  ^^ 
the  wires  to  be  compared  connect  c^  and  c^,  c^  and  c^. 
Since  the  wire  w,  w  can  be  made  long,  the  auxiliary 
resistances  are  not  frequently  required.  When  they 
can  be  dispensed  with,  c^  and  c^  are  removed  and  e^ 
placed  in  the  socket  h,  and  the  wires  to  be  compared 
are  then  placed  between  e^  and  Cj,  c^  and  Cg. 

This  method  of  obtaining  balance  was  used  by 
Matthiessen  and  Hockin  in  the  very  careful  comparisons 
of  resistance  made  by  them  in  their  work  as  members 
of  the  British  Association  Committee  on  Electrical 
Standards ;  and  it  was  found  by  these  experimenters  that 
an  alloy  of  85  parts  of  platinum  with  15  parts  of  iridium 
formed  an  excellent  material  for  the  gi-aduated  wire. 
This  alloy,  they  found,  did  not  readily  become  oxidized. 
Platinum-silver  alloy  is  however  ft^uently  employed. 

The  contact  piece  is  generally  a  well-rounded  edge 
of  steel  with  a  slight  notch  to  receive  the  wire.  The 
knob  pressed  by  the  operator  bends  a  spring  which 
presses  the  contact  piece  with  just  sufficient  pressure 
against  the  wire.  A  turning  bar  can  be  put  into 
position  to  keep  down  the  contact  when  desired.  The 
sliding  piece  carries  a  vernier  which  enables  fractions  of 
a  division  to  be  read  on  the  scale. 

The  method  of  testing  by  this  instrument  is  precisely 
the  same  as  by  the  ordinary  Wheatstone  Bridge,  except 
that  when  balance  has  been  nearly  obtained  in  the  usual 
^^y,  by  varying  the  relation  of  the  resistances  r^,  r^  r^ 
f«>r  a  particular  position  of  the  sliding  piece,  an  exact 
balance  is  obtained  by  shifting  the  sliding  piece  in  the 
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Cftlibn-    proper  direction  along  the  wire.    Sapposing  that  the 

Wire:     resistance  of  the  wire  per  unit  of  length  has  been 

^*t^  °^  determined  for  different  parts  of  the  wire,  and  that  the 

sen  and    resistances  of  contacts  have  been  determined  (p.  357) 

Hockin.    ^^^  allowed  for,  the  value  "of  r^  is  at  once  foond  by 

taking  into  account  the  resistances  of  the  segments 

of  the  wire  AB  on  the  two  sides  of  the  point,  contact  at 

which  gives  zero  deflection. 

CaUbra-        The  wire  AB  may  be  "calibrated"  by  one  of  the 

Wire :     following  methods.     The  first  is  that  which  was  em- 

^^We^^  ployed  by  Matthiessen  and  Hockin.*    Let  r^  and  r^  (a,  h 

sen  and   in  Fig.  71)  be  such  resistances  that  balance  is  obtained 
Hockin.    ^^  ^^^  p^£j^^  p  jjj  j^jg  ^j  j^^  ^^^  ^^  ^^^  ^  '^  pjg  rjY^  y^ 

two  coils,  differing  in  resistance  by  say  ^  per  cent.  Let 
r^  +  a  be  the  total  resistance,  including  contacts  between 
C  and  P,  and  r^^-  fi  that  between  D  and  P.  Now  alter 
Tj  by  inserting  a  short  piece  of  wire.  This  will  shift  the 
zero  point  along  the  wire  through  a  certain  distance  to 
the  left  Balance  so  as  to  find  this  point,  which  call 
P^ ;  then  interchange  r^  and  r^  and  balance  again,  and 
csJl  the  second  point  thus  found  P^  Let  z  denote  the 
resistance  between  P  and  Pj,  z'  the  resistance  between 
P  and  Pj,  X  the  resistance  of  the  short  piece  of  wire 
added  to  r^,  and  I  the  length  of  wire  between  P^  and  P^ 
We  have  plainly  the  two  equations, 


^1  +  g  +  a;  —  g      r^  4-  )8  4-  g  ' 
ri+a-l-a?-af  ^.r^  +  ff  +  g' 

*  Beports  on  Eketrieal  Standards,  p.  119. 


.    (17) 
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from  which  we  obtain  for  the  resistance  per  unit  of  Mathies- 

length  between  F^  and  F^,  i^kii's 

Method. 

'-^  =  z^i(''^  +  ^*  +  -  +  '^  +  -)-(i«) 

The  value  of  a;  is  easily  obtained  with  sufficient 
accuracy  from  either  of  equations  (17),  as  «  is  approxi- 
mately known  from  the  known  resistance  of  the  whole 
wire.  In  this  way  the  resistance  per  unit  of  length  at 
different  parts  of  the  wire  can  be  easily  found,  and,  if 
necessary,  a  table  of  corrections  formed  for  the  different 
divisions  of  the  scale. 

Professor  Carey  Foster  has  given  the  following  method  Carey 
for  the  calibration  of  the  bridge  wire.  The  arrangement  M^^oi 
is  shown  diagrammatically  in  Fig.  75.  The  battery 
shown  in  Fig.  71  is  removed,  and  two  equal  copper 
bars  are  attached  at  C,  D  (Fig.  71),  at  right  angles  to 
the  bars  of  the  bridge  at  those  points.  Between  the 
extremities  of  these  is  stretched  a  second  slide  wire. 
Or  the  slide  wire  of  a  second  bridge,  from  which  all 
other  connections  have  been  removed,  may  be  connected 
to  C  and  D  by  wires  from  the  end  bars  to  which  it  is 
attached-  In  place  of  the  coils  c,  d  of  Fig.  71,  and  the 
middle  bar  of  the  bridge  is  substituted  a  single  Darnell's 
or  other  cell.  One  terminal  of  the  galvanometer  is 
connected  to  a  sliding  piece  on  the  wire  JF,  the  other 
to  a  sliding  piece  on  the  other  wire,  W.  In  place  of  r^ 
and  r^  are  substituted  two  small  resistances,  one  simply 
a  piece  of  thick  wire  c,  the  other  a  resistance  g, 
equal  to  that  of  a  convenient  portion  say  from  80  to  100 
millimetres  of  the  bridge  wire.    The  former  of  these  has 
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Carey     been  called  the  connector,  the  latter  the  gauge.     Thej 

Method.    ^^  connected  to  the  bridge  by  mercury  cups  in  the 

manner  described  on  p.  340  above,  and  some  form  ot 

switchboard   is  usually  employed  to  effect  the  into^ 

changes  described  below. 

Supposing  the  gauge  placed  first  on  the  left  and 
the  connector  on  the  right,  the  slide  on  JF'  is  moved 
close  up  to  the  extremity  B,  and  balance  is  obtained  by 
placing  the  slider  on  W  at  some  point  near  D,  The 
gauge  and  connector  are  then  interchanged,  and  balance 
is  again  obtained  by  shifting  the  slider  on  W  towards 
the  left  to  some  point  b. 


^    '     '     QO 


E 
Fig.  75. 

The  gauge  and  connector  are  again  interchanged,  and 
balance  obtained  by  shifting  the  slide  on  JT  to  the  left, 
and  so  on  until  both  wires  have  been  traversed  almost 
completely  from  end  to  end.  The  distance  through 
which  the  slider  is  moved  at  each  interchange  of  the 
resistance  is  read  off,  and  gives,  as  we  shall  now  show,  a 
determination  of  the  average  resistance  per  unit  of 
length  over  that  portion  of  the  wire.  Let  F  and  F  be 
points  of  contact  on  W  and  W  when  balance  is  obtained, 
let  the  permanent  resistances  included  with  W,  W 
at  the  left-hand  ends  be  denoted  by  a,  J,  and  at  the 
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right  ends  by  a',  V  respectively,  the  resistance  of  the     Carey 
connector  by  c,  of  the  gauge  by  g,  of  the  wire  from    Method. 
-4  to  P  by  2,  of  the  whole  wire  by  w,  of  the  wire  W 
from  ^'  to  P'  by  «',  and  of  the  whole  wire  by  w'.    If 
the  connector  be  on  the  left  and  the  gauge  on  the 
right,  we  have  by 

c  +  a  +  z  _  g  -\-h  +w  "  z  .     . 

/  »        ~~        7"5     i  '  •       •       •       CI*' J 


and  if  the  gauge  and  connector  be  interchanged  so  that 

.     (20) 


r  receives  a  new  value  r^, 


g  -^  a  -h  z^  _  c  +  h  -h  w  —  z^ 
a'  -{-  z'     ""      V  •{-  w  —  z 


From  these  equations  we  get  at  once 

g-c^z^^z (21) 

that  is,  the  steps  along  W  have  each  a  total  resistance 
equal  to  g  —  c,a  result  evident  without  calculation  at 
all 

Again,  supposing  the  gauge  at  first  on  the  left,  and 
next  on  the  right,  the  slider  on  W  is  shifted,  and  we  get 
the  equations 

a^4  /     ^     y  +  ir^  -  / 
g  -^  a  -^  r      b  +  c  +  w  --  z 

a'  +  T*  V  -^  w'  -  z\ 

c  -^t  a  '\^  r       b  -^  g  +  w  —  z' 

These  give 

r.  —  r\  ^  (g  -  c) j- — >.  .  .  (22) 
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The  quantities  on  the  right-hand  side  are  all  con- 
stants, and  therefore  the  wire  W  is  thus  divided  into 
parts  of  equal  resistance.  From  the  known  resistance 
of  the  whole  wire,  which  can  be  found  as  shown  on 
p.  354  below,  the  resistance  of  each  part  can  be 
found.  The  steps  on  each  wire  are  thus  steps  of 
equal  resistance. 

The  following  are  the  actual  results  obtained  in  the 
calibration  of  the  slide-wire  of  a  bridges  performed  in 
the  Physical  Laboratory  of  the  University  College  of 
North  Wales  by  the  method  just  described. 


FarU  of  the  wire  of  equal  resistance 

(=  r).                            j 

Resistances  of  the  parts  indnded 
between  the  corresponding  readings. 

Readings  (taken  zero 
at  right  hand  end). 

Lengths!.      , 

i 

Readings. 

lOr 
Resistance  =  -jp 

0...1059 
9-79... 20-35 
1970... 30-26 
29-84... 40-41 
39-69.. .60-22 
49-71... 60-27 
59-80... 70-35 
69-82... 80-32 
79-86.. .90-38 
89-41. ..99-97 

10-59       i 

10-56 

10-56       , 

10-57 

1053       1 

10-56       i 

10-55 

10-50 

10-52 

10-56 

1 

0.  .   10 
10...  20 
20...  30 
30...  40 
40...  50 
50..    60 
60...  70 
70...  80 
80...  90 
90...100 

•94429  r 
•94697  „ 
•94697  „      ' 
•94607  „ 
•94967  „ 
•94697  „ 
•94787  „ 
•95238  :, 
•95057  „ 
•94697  „ 

0...100 

9-47873  r 

The  numbers  in  the  right-hand  column  are  token  from  tables.    The 
results  are  of  coarse  not  correct  to  the  number  of  decimals  giren. 
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It  will  be  noticed  that  the  second  reading  in  any  line 
of  the  first  column  is  not  exactly  the  same  as  the  first 
reading  in  the  next  line.  This  was  caused  through  its 
being  difficult  to  balance  by  adjusting  the  contact  on 
the  auxiliary  wire.  Balance  was  therefore  obtained 
after  a  step  was  taken  along  the  auxiliary  wire  by 
moving  the  slider  through  a  short  distance  on  the  wire 
which  was  being  calibrated. 

The  value  of  r  found  as  described  below,  p.  355  was 
'0452  ohm.  From  this  the  resistance  of  the  part  of  the 
wire  between  two  readings  of  the  scale  is  found  as 
shown  in  the  table. 


Carey 
Fosters' 
Method. 


f:    \ A 


^ A — Kj 


I     I    h\ 


4  1r 


Fig.  76. 


A  modification  of  this  method  which  works  well  in 
practice  and  avoids  some  difficulties  has  been  made  by 
Mr.  Thomas  Gray.  The  two  wires  TT,  W,  are  arranged 
parallel  to  one  another  as  in  Fig.  76,  and  are  connected 
at  the  ends  Ay  G  and  -B,  D  by  two  equal  small  resist- 
ances of  suitable  amount  g.  The  equality  of  these 
resistances  can  be  tested  with  great  ease  and  delicacy 
by  connecting  the  battery  at  A,  B,  and  balancing  with 
the  galvanometer  between  a  point  on  W  and  another 


T.  Gray'8 

First 
Method 


Bri( 


idge. 
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T.  Gray's  on  W\  then  transferring  the  battery  contacts  io  C,  D 
Method  ^^^  observing  if  the  balance  is  disturbed.  If  it  is  not 
]>y  the  resistances  are  equal.  When  the  resistances  have 
been  adjusted  to  equality,  the  battery  is  brought  into 
contact  at  A  and  D  and  balance  is  obtained  by  fdacing 
one  galvanometer  terminal  close  to  B  on  W,  and  the 
other  at  b  on  W\  The  battery  contacts  are  then  trans- 
ferred to  B  and  C,  and  balance  is  obtained  by  shifting 
the  terminal  of  the  galvanometer  on  TF  to  some  point 
a  while  that  on  W  is  kept  at  b.  The  battery  contact 
is  then  transferred  to  A,  B,  and  balance  obtained  by 
moving  the  terminal  on  W  so  that  the  points  of 
contact  are  a,  d,  and  so  on. 

The  readings  on  the  graduated  scales  are  taken  for 
the  successive  points  of  contact,  and  divide  each  wire,  as 
will  be  shown  presently,  into  steps  each  of  resistance  g. 

The  contact  of  the  battery  at  A,B  or  B,  C  can  be 
made  by  means  of  two  simple  rockers  JT,  K,  working 
between  mercury  cups  or  ordinary  metal  contacts,  or  by 
means  of  any  simple  key.  This  renders  unnecessary 
any  mercury  cup  switchboard  arrangement  for  trans- 
ferring coils. 

Thus  the  method  has  the  great  advantage  that  the 
contacts  are  all  permanent  except  those  of  the  battery 
and  the  sliders,  no  one  of  which  of  course  introdaces 
any  error. 

Let  contact  be  made  by  the  battery  at  A  and  D,  and 
balance  be  obtained  with  the  galvanometer  at  points  a 
and  e  on  the  wires  W  and  W\  then  calling  as  before  2, 
z'  the  resistances  of  the  wires  between  A  and  a,  C  and 
e  respectively,  and  w,  w'  the  resistances  of  the  whole 
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wires,  we  have,  Deglecting  (which  will  not  affect  the  T.  Gray's 
result)  constant  resistances  of  connecting  bars,  &c., 

w  --  2  +  g 


w  —  z 
z'  +  g 


(23) 


First 
Method 

bv 
Bridge. 


Let  the  battery  now  be  transferred  to  B  and  C  and 
balance  be  obtained  at  d  and  e.  Denoting  the  resistance 
between  A  and  d  by  z,  z,  we  again  have 


w  —  z, 


1  =  _ 


to'  "Z'  -\-  g 


h  +  9 
Equations  (23)  and  (24)  give 


z-z^^  2g 


y^-^  9 
w'-i-g 


(24) 


(25) 


or  the  steps  along  W  are  steps  of  equal  resistance.    The  T.  Gray's 
same  can  of  course  be  proved  for  W.  Method 

Fig.   77    shows    another    arrangement    devised   by       ^Y 
Mr.  T.  Gray,  which  has  also  the  advantage  of  having 
permanent  gauge  contacts.     A  and  C  are  joined  by  a 
short  thick  wire  or  connector  c,  while  B  and  D  are 


-wr- 


£ 

Fio.  77. 


joined  by  a  gauge  g.  The  battery  contact  is  made 
alternately  at  B  and  i>  by  a  key  K,  and  balance  is 
obtained  by  moving  the  galvanometer  contact  on  W 
and  W  alternately.  This  arrangement  is  rather 
simpler  to  set  up  than  the  former  but  gives  steps  the 


Bri< 
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T.  Gray'g  resistances  of  which  are  in  geometrical  progression. 

Met^  These  though  perhaps  not  quite  so  convenient  as  steps 
of  equal  resistance  give  the  required  calibration  with 
sufficient  exactness;  for  if  the  increase  in  length  of 
the  steps  which  takes  place  from  one  end  to  the  other 
prove  inconvenient,  the  calibration  may  be  repeated  in 
the  reverse  direction.  According  as  the  calibration  of 
W^  is  to  be  begun  at  B  or  at  A,  and  according  as  that 
of  JT'  is  to  be  begun  at  C  or  at  D,  the  first  contact  of 
the  battery  must  be  made  at  D  or  at  B. 

Let  a  and  «,  e  and  d,  d  and/,/and  g,  be  four  succes- 
sive positions  of  the  galvanometer  terminals  for  which 
balance  is  obtained,  and  let  z^,  z^,  z^  be  the  resistances 
on  W  from  Aioa,  Atod,  Atog  respectively,  z\,  z^ 
the  resistances  on  JV  fit)m  C  to  e,  C  to  f  respectively. 
Then  if  the  battery  be  connected  to  B  for  the  contacts 
a,  e,  we  get  for  these  successive  positions  the  equations 

w  —  z^  +  g  ^  uf  —  ^Y    ^  —  2:2       w'  -^  z\^  g 
z^  ~   c  +  2'/        ^      "       c  +  ^1 

MO  "Z^-^-  g  _  w'  —  z\    V}  "Z^  _w  "  z\  +  g 


Zi 


s 


C  +  2'j  2j  C  +  Z\ 


These  give 

^1- g^  ^  (tg  +  g)  {w'  +  <7  -i-  c)  .gg^ 

^2 ""  h  ^^'  +  0  '    '    y    ^ 

a  constant  ratio.     An  equation  similar  to  (27)  could  of 

course  be  found  for  two  successive  steps  on  W\ 

T.  Gray's       Mr.  T.  Gray  has  also  suggested  the  following  very 

l^thod  by  simple  method  which  is  practically  identical  with  that 

tial  Gal-   previously  used  by  Prof.  Tait  for  the  comparison  of  low 

vanometer.  resistances  (see  below,  p.  371).    It  has  been  found  to  give 
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excellent  results.    The  arrangement  is  shown  in  Fig.  78.  T.  Gray's 
The  wire  fT  to  be  calibrated  is  joined  up  in  series  with  a    Differen-^ 
siogle  Daniell  or  storage-cell,  with   resistance*  just   tialGd- 
enough  to  prevent  an  excessive  current  trom  flowing  in 
the  circuit,  if  the  cell  is  of  very  low  resistance.    It  is 
advantageous  to  use  a  differential  galvanometer.     A 
pair  of  electrodes  (not  shown  in  the  figure)  from  one 
coil  of  the  galvanometer  are  attached  to  terminals  which 
are  fixed  for  the  time  in  contact  with  the  wire  W  at 
two  points  close  to  one  end,  or  at  the  two  ends  of  a  con- 
venient gauge  wire  in  the  same  cfrcuit.    The  resulting 
deflection  is  annulled  by  placing  electrodes  from  the 


Fig.  78. 

other  coil  in  contact  at  other  two  points  on  the  wire. 
For  the  latter  pair  of  terminals  it  is  convenient  to  have 
a  sliding  piece  with  two  contacts,  one  for  each  terminal, 
with  index  marks  opposite  the  scale  at  a  distance  apart 
nearly  equal  to  that  between  the  contacts.  A  part, 
carrying  one  index  mark,  and  the  corresponding  contact 
making  point,  is  made  movable  with  a  fine  screw,  so 
that  the  distance  between  the  contact  pieces  may  be 
increased  or  diminished  by  a  small  amount  to  enable 

*  Sinee  this  reslBtance  need  not  be  of  known  amoont  it  Tnaj  be  that 
of  a  conTenient  portion  of  a  rheostat  wire  included  in  the  circuit  (see 
p.  328  above). 
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T.  Gray's  balance  to  be  obtained.  This  double  contact  piece  is 
D^ffw^n-^  simply  moved  along  by  steps  each  equal  to  the  dis- 
tial  Gal-  tance  existing  between  the  contacts,  which  insures 
that  the  nearer  pomt  of  contact  with  the  wire  for  the 
new  position  is  coincident  with  the  farther  point  of 
contact  for  the  last  position,  the  words  nearer  and 
farther  being  used  relatively  to  the  end  of  the  wire  at 
which  the  calibration  is  begun.  The  farther  contact  is 
the  movable  one,  and  this  is  adjusted  for  compensation 
at  each  step.  Plainly  the  wire  is  thus  divided  into 
steps  of  equal  resistance.  The  contacts  may  also  be 
made  by  fine  wires,  caused  by  light  weights  to  press 
on  the  wire  which  is  being  calibrated.  For  a  simple 
test  of  the  uniformity  of  a  wire,  the  contacts  may  be 
simply  slided  along  the  wire,  and  the  change  in  deflection 
noted.  The  distance  through  which  the  adjustable 
electrode  would  have  to  be  moved  in  order  to  reduce 
the  deflection  to  zero  for  any  step,  may  be  inferred  from 
the  deflection  produced  by  transferring  the  movable 
terminal  once  for  all  by  the  micrometer  screw  through 
a  measured  distance  along  the  wire. 

By  thus  displacing  the  movable  contact  piece  through 
a  small  distance  from  the  position  for  balance,  and 
observing  the  deflection,  the  sensibility  of  the  method 
can  be  ascertained  and  increased  or  diminished  by 
altering  the  resistance  or  the  electromotive  force  in 
circuit. 

The  theory  of  this  method  is  obvious.  Thedifferrace 
of  potentials  between  the  ends  of  the  movable  electrodes 
when  balance  is  obtained  is  alwa^^s  in  the  same  ratio  to 
the  diSerence  of  potentials  between  the  fixed  electrodes 
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however  the  electromotive  force  of  the  battery  may 
vary;  hence  the  distance  between  them  for  balance  is 
independent  of  the  current  flowing  through  the  battery. 

The  same  method   can  be  used  with  an  ordinary  Modifica- 
galvanometer  by  bringing  the  spot  of  light  back  to  the  gu^^ordin- 
zero  position  by  means  of  a  controlling  magnet.    The   »ry  Gal- 
electrodes  are  then  shifted  step  by  step,  and  any  change 
in  the  deflection  is  shown  by  the  deflection  of  the  spot 
of  light  from  zero. 

In  all  these  methods  disturbance  from  thermoelectric  I'recaation 
currents,  due  to  accidental  differences  of  temperature   T]^J5mo- 
at  the  surfaces  of  contact  of  dissimilar  metals,  is  to  be    electric 
avoided   by  using  the  reversing  key   in  the   battery      ^" 
circuit,  and  balancing  for  both  directions  of  the  current ; 
and  if  there  is  any  difference  of  position  for  balance, 
taking  the  mean  position  as  the  correct  one. 

The  slide-wire  bridge  may  be  used  for  the  accurate  Compari- 
comparison  of  resistance  coils  with  a  standard,  say  for  *by  SHde-* 
the  adjustment  of  single  ohms  with  a  standard  ohm.      wire 
Fig.  71  (p.  338  above)  shows  the  arrangement  adopted.      "  ^' 
r^  and  r^  are  the  resistances  of  the  coils  a,  5  to  be  com- 
pared, and  are  nearly  equal,    r^  and  r,  are  the  resist- 
ances of  the  two  coils  c,  d,  and  are  each  nearly  equal  to 
rj  or  r^.    The  oonnections  are  made  by  mercury  cups  as 
aheady  described.    Balance  is  obtained  with  the  contact- 
piece  somewhere  near  the  middle  of  the  slide-wire. 
The  coils  r^,  r^  are  then  interchanged  and  balance  again 
obtained.     By  (21)  above  we  have 

^1  -  n  =  «^i  -  % (27) 

where  z^^,  z^  are  the  resistances  of  the  wire  from  A  to 
VOL.  L  A  A 
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Compwi-  the  point  of  contact  in  the  two  cases.     If  p  be  the 

^y  Slide-  resistance  per  unit  of  length  for  the  whole  wire,  «j,  Sj 

rST      ^^^  distances  (reduced,  if  necessary,  by  calibration,  as 

shown   above,  to  distances  along   a  wire  of  uniform 

resistance  p  per  unit  of  length)  measured  along  the 

wire  from  A,  we  have 

^-^4  =  K«i-«a)     •    •     •     •     (28) 

These  results  are  evidently  free  from  any  uncertainty 
as  to  the  resistance  of  the  junctions  of  the  slide-wire  to 
the  copper  bars  at  its  ends,  and  from  any  error  due  to 
want  of  correspondence  between  the  index  mark  on  the 
sliding-piece  and  the  point  of  contact.* 

If  a  separate  experiment  be  made  with  a  coil  of 
accurately  known  resistance  r^,  just  a  very  little  less 
than  that  of  the  whole  wire,  and  a  second  conductor 
of  resistance  r^  so  small  that  it  may  be  n^lected,  the 
value  of  p  may  be  obtained  from  the  equation 

p  =  r^ (29) 

*1  ■"  *2 

If  the  coils  compared  are  too  unequal  to  allow  balance 

to  be  made  on  the  wire,  a  series  of  intermediary  coils 

may  be  obtained,  so  as  to  give  a  gradual  descent  from 

one  coil  to  the  other. 

Method  of      The  resistance  of  the  wire  between  any  two  readings 

j^^^^  may  also  be  determined  by  the  following  method,  which  is 

Wire.  *  *^^  resistance  of  a  coil  may  be  accurately  adjusted  to  any  reqoired 

yalue  by  first  making  it  slightly  too  great,  and  then  joining  it  in 
multiple  arc  with  a  thin  wire  cut  so  as  to  give  as  nearly  as  poosiUe  the 
required  correction.  If  the  observed  resistance  be  r^,  and  that  reqoind 
ri,  the  resistance  of  the  correcting  wire  is  r^rj^r^  -r^). 
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due  to  Mr.  D.  M.  Lewis.  The  total  resistance  of  the  wire  Method  of 
is  approximately  found  by  measuring  it  with  an  ordinary  Resigta^ 
bridge  consisting  of  a  post-office  set  of  coils  or  other  ^^.^<^® 
available  form  of  resistance  box.  Two  coils  are  then 
made,  the  resistance  of  each  of  which  is  less  than  unity 
by  a  quantity  which  is  nearly  equal  to,  but  not  greater 
than,  the  total  resistance  of  the  wire.  These  can  be 
also  made  by  means  of  an  ordinary  resistance  box. 
Let  i?i,  jB2  be  the  as  yet  not  accurately  known  resistances 
of  these  coils.  Each  is  tested  as  follows  in  the  slide 
wire  bridge  against  a  unit  coil,  a  standard  ohm  for 
example.  The  unit  coil  is  first  placed  in  the  position  a 
of  Fig.  71,  and  one  of  the  two  resistances,  Ri  say,  id 
placed  in  the  position  l.  The  connections  should  be 
made  by  mercury  cups  as  already  described.  In  the 
positions  marked  o,  d  are  placed  permanently  two  coils 
of  nearly  equal  resistance.  The  magnitudes  of  these 
need  not  be  known,  but  should  not  be  greater  than  one 
or  two  units.  Balance  is  obtained  with  the  slide  S  at 
a  point  near  the  end  B  of  the  slide  wire,  and-the  reading 
on  the  slide  scale  is  taken.  The  coil  R^  and  the  unit 
are  then  interchanged,  and  balance  obtained  with  the 
slide  near  A.  The  diflference  of  the  two  readings  gives 
the  length  of  wire  intercepted  between  them,  and  this 
must  be  equal  in  resistance  to  1  —  jB^. 

The  other  coil  R^  is  now  substituted  for  R^  and  two 
readings  for  which  balance  is  obtained  taken  in  the 
same  way.  These  give  a  length  of  the  wire  the  resist- 
ance of  which  is  1  —  -Bg. 

The  two  resistances  are  now  put  together  in  series 
and  tested  against  the  unit  in  precisely  the  same  way, 

A  A  2 
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Method  of  and  give  between  the  two  readings  taken  a  length  of 

Re^^^^  wire  of  resistance  2Ji  +  ^  -  1. 
ofSlide  Now  from  a  previously  made  calibration  of  the  wire 
the  resistances  of  the  three  portions  of  the  wire  thus 
observed  can  be  obtained  in  terms  of  the  resistance 
of  the  calibration-step,  and  three  equations  are  thus 
available  for  the  determination  of  the  three  unknown 
quantities  ^,  R^  and  r,  the  resistance  of  the  step  used 
in  calibration,  as  in  p.  346  above.  The  following  table 
gives  the  results  of  this  process  applied  to  the  sUdeNrire 
the  calibration  of  which  is  given  above. 


PotttlontorUM 

Bead- 

ingsoB 

Slide 

Wire. 

BesistancM  between  these  readings  in  Uram 
ofr.    Obtained  from  Table,  p.  946  aboT*. 

Left. 

Bight. 

Hi 

1 

1 

Ri 

1-40 
97-72 

9-l3063f* 
[9-47875  -•13220--21690=9131] 

1 

\ 
Rt 

014 
98-97 

9-36797r 
[9-47873  -  -01322  -  •09754=9-368] 

1 

Ri  +  R, 

R,  +  R, 

69-70 
31-45 

3-6-2498r 
[3-79058  -  -02843  -  •137l7=3-625] 

Here 
and  therefore 
^"  913i    ~ 


1  -  ^  =  9l31r.  1  -  iZ,  =  9-368r 
JJ,  +  5,  -  1  =  3-625r 


1-.B,  _.Ri4-i?,-l 
9-368   ~      3-625 


22-124 


=  -0452. 
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Substituting  this  value  of  r  in  the  first  two  equations 
we  find  Bi  and  JSg-  This  can  be  used,  as  shown  at  p.  346 
above,  to  find  the  resistance  of  the  portion  of  the  wire 
between  any  two  readings  of  the  scale. 

An  accurate  comparison  of  two  nearly  equal  resist-  Compari- 
ances,  for  example  a  unit  with  its  copy,  can  be  obtained  ^noLiT^ 
by  making  the  r^  and  r,  to  be  compared  occupy  the  i^«al  Re- 
positions c,  df  of  Fig.  71.    Balance  is  first  obtained  with 
r^  and  r^  in  one  pair  of  positions,  then  they  are  inter- 
changed and  balance  again  obtained.    Assuming  that 
the  permanent  resistances  are  included  in  r^,  r^,  rg,  rj, 
and  giving  z^,  z^  the  same  meanings  as  at  p.  345  above, 
we  have 


*■«_ 

n  +  «1 

7-*- 

+  w  - 
n  +  h 

«8 

^3 

r^  +  w  -  Zj^ 

ri  +  r^  +  w  4 

«i 

-z. 

r^  +  r^  +  w  — 

(^1 

-z^ 

and  therefore 

'"2  -  »"3 

2(.,  - 

^2) 

»•» 

ri  +  r^  +  w 

-( 

h-^^ 

(30) 

Hence  the  greater  r,  +  r^  the  greater  z^  —  z^.  Thus 
by  choosing  a  pair  of  resistances  as  nearly  equal  as 
possible,  and  sufficiently  great,  rg  and  r,  may  be  com- 
pared to  any  needful  degree  of  accuracy. 

The  permanent  resistances,  a,  P  say,  corresponding  to  Measure- 
the  coils  a,  b  of  Fig.  71,  may  be  estimated  by  the  following  ™®°^^^ 
method,  by  which  two  low  resistances  can  be  measured  Low  Re- 
when  the  ratio  of  two  others  is  accurately  known.  Let 
the  resistances  rj,  r^  of  c,  d  in  Fig.  70  have  the  known 
ratio  /*.     We  shall   suppose  r^  and  r^  to  be  so  low 


sistances. 
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Mea8nr&-  resistances  that,  with  a  value  of  /a  differing  consider- 
two      A^ly  f^va  unity,  balance  can  be  found  on  the  wire. 

^^1^^"  Balance  is  obtained  with  the  coils  in  the  positions  c,  A 
shown  in  Fig.  71;  then  r,  and  r,  are  interchanged, 
and  balance  is  again  obtained.    We  have 

r,  +  f  I  r-  +  M?  -  «a 

U  =     4 s=       -S • 

^      r^  +  «7  -  «i  ^1  +  «2 

From  these  equations  we  obtain 

If  thick  copper  pieces  be  substituted  for  the  coils  a,  6  of 
Fig.  71,  their  resistances,  if  the  connections  as  is  under- 
stood are  made  with  proper  mercury  cups,  may  be  taken 
as  zero,  and  a  and  fi  are  approximately  given  by  (31). 
The  values  of  a,  fi  thus  obtained  may  be  used  for  the 
correction  of  the  values  of  r^,  r^  found  as  just  described. 
This  correction  will  not  be  appreciably  affected  by  the 
unknown  permanent  resistances  corresponding  to  the 
coils  c,  d,  if  rj,  r^  are  taken  moderately  large  so  that  the 
actual  ratio  may  be  taken  as  equal  to  their  known  ratio. 
Compari-  Neither  of  the  arrangements  of  Wheatstone's  Bridge 
low  Resist-  described  above  is  at  all  suitable  for  the  comparison  of 
"!<»«•  the  resistances  of  short  pieces  of  thick  wire  or  rod,  for 
example,  specimens  of  the  main  conductors  of  a  low 
resistance  electric  light  installation,  the  resistances  of 
which  are  so  small  as  to  be  comparable  with,  if  not  leas 
than,  the  resistances  of  the  contacts  of  the  different 
wires  by  which  they  are  joined  for  measurement  To 
obtain  an  accurate  result  in   such  a   case,  we  must 
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compare,  directly  or  indirectly,  the  diflference  of  poten- 
tials between  two  cross-sections  in  the  rod  which  is 
being  tested,  with  the  difference  of  potentials  between 
two  cross-sections  in  a  standard  rod,  while  the  same  cur- 
rent flows  in  both  rods,  in  a  direction  parallel  to  the  axis 
at  and  everywhere  between  each  pair  of  cross-sections. 

Sir  William  Thomson  has  so  modified  Wheatstone's  Thomson's 
Bridge,  by  adding  to  it  what  he  has  called  secondary      ^[^ 

condtLctors,  as  to  enable  it  to  be  used,  with  all  the  con-  Secondary 

Condnc- 
venience  of  the  ordinary  arrangement,  for  the  accurate      tow. 

comparison  of  the  resistance  of  a  foot  or  two  of  thick 


copper  conductor  with  that  between  two  cross-sections 
in  a  standard  rod.  The  arrangement  is  shown  in  Fig. 
79.  CD  are  two  cross-sections,  at  a  little  distance  from 
the  ends  of  the  conductor  to  be  tested,  and  AB  are 
two  similar  cross-sections  of  the  standard  conductor. 
These  rods  are  connected  by  a  thick  piece  of  metal,  so 
that  the  resistance  between  B  and  C  is  very  small,  and 
the  terminals  of  a  battery  of  low  resistance  are  applied 


860  COMPARISON  OF  RESISTANCES. 

ThouMon's  at  the  other  extremities  of  the  rods  as  shown.    The 
^^    sections  BC  are  connect^  also  by  a  wire  BLC,  and  the 

Secondarj  sections  AD  by  a  wire  AMD,  in  each  case  by  as  good 
tore,  metallic  contacts  as  possible.  BLG  and  AMD  may 
very  conveniently  be  wires,  along  which  sHding  contact- 
pieces  L  and  M  can  be  moved,  with  resistances  B,R,B,S 
of  half  an  ohm  or  an  ofarm  each,  inserted  as  shown  id 
the  figure.  The  sections  A,  D  are  so  far  from  the  ends 
of  the  rods,  and  the  wires  AMD,  BLG  are  made  of  so 
great  resistance  (one  or  two  ohms  is  en6agh  in  most 
cases),  that  the  current  throughout  the  portions  of  the 
conductors  compared  is  parallel  to  the  axis,  and  the 
eflfect  of  any  small  resistance  oi  contact  there  may  be 
at  A,  B,  Cy  D  is  simply  to  increase  the  effective  resist- 
ance of  BLG  and  AMD  by  a  small  fraction  of  the  actual 
resistance  of  the  wire  in  each  case.  The  terminals  of 
the  galvanometer  G  are  applied  at  L  and  if,  and  the 
circuits  of  the  galvanometer  and  battery  are  com- 
pleted through  a  double  key  as  in  the  ordinary 
bridge.  A  reversing  key  is  inserted  in  the  battery 
circuit  as  in  other  cases,  to  enable  the  comparison  to  be 
made  with  both  directions  of  current. 

Let  the  resistances  AM,  DM  be  denoted  by  r^fj; 
BL,  CL  by  a,  J,  AB,  CD  by  rg,  r^  and  BG  by  «.  Suppose 
rj  and  ^'3  to  be  varied  by  moving  the  sliding  piece  at  M 
till  no  current  flows  through  the  galvanometer.  To  find 
the  relation  which  must  hold  among  the  resistances 
when  this  is  the  case,  we  may  suppose  the  point  L  con- 
nected by  a  bar  of  zero  resistance,  with  the  cross-section 
of  E,  which  is  at  the  same  potential  as  Z.  Call  this 
cross-section  K.    The  resistance  of  the  portion  of  BC  to 
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the  left  of  ^  is  a8l{a  +  J),  and  of  the  portion  to  the  Thomson's 
right  l8j{a  +  J).     The  resistance  between  B  and  KL      ^^^ 
is  therefore  [ahjia  +  J)}/{a  +  a8l{a  +  6)},  or  «5/(a  +  i  +  s),  ^^^^^^ 
and  similarly  that  between  C  and  ZJL  is  65/(a  +  5  +  5).      tore. 
Hence  by  (1)  we  have 

or 

Now  8  has  been  supposed  very  small  in  comparison 
with  a  +  &,  and  a  and  h  can  be  easily  chosen  so  as  to 
make  ar^  —  fcrj  approximately  equal  to  zero.  Hence 
equation  (4)  reduces  to 

^i-?^2 (33) 


the  fomrala  found  above  fw  the  otdinary  Wheatstone 
Bridge. 

The  apparatus  illustrated  in  Fig.  80  is  convenient  for  Practical 
the  carrying  out  of  this  naethod  in  practice.  On  a  -^PP^*"* 
massive  sole  plate  of  iron,  P,  are  mounted  two  vertical  Thonwon's 
guide-rods  of  copper,  A,  A,  and  parallel  to  these  the  ^' 

rods  to  be  compared,  viz.,  a  standard  rod  C,  and  the 
rod  to  be  tested  Gy  (7,  Cj  are  .supported  with  their 
lower  ends  in  two  mercury  cups  cut  in  a  single  block 
of  copper.  This  block  corresponds  to  the  piece  E  in 
Fig.  79.  The  upper  ends  of  (7,  C^  are  fixed  in  screw 
blocks  of  copper,  t,  t,  to  which  also  are  attached  the 
terminals  of  a  constant  battery  B  of  low  resistance.  A 
reversing  key  K  is  interposed  between  t,  t  and  the 
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Practical   battery.     A  scale  D  gradaaied  along  its  two  edges 

^^      nearly  fills  the  space  between  the  rods  C,  C^. 
Thomaon's 
Bridge. 


Fio.  80. 


A  pair  of  resistance  coils,  r,  r,  are  fixed  to  the  sole 
plate,  and  have  one  terminal  of  each  connected  by  » 
strip  of  copper,  which  also  carries  the  terminal  screw  T. 
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The  other  terminals  of  these  coils  are  fixed  to  two   Practical 
copper  sliders,  S^  S^,  which  move  along,  but  are  in-  ^VT^^^^ 
sulated  from,  the  guide-rods,  and  cany  contact  pieces  Thomson's 
c,  c,  each  of  which  is  bevelled  off  to  a  knife-edge  on      "^®' 
a  level  with  its  upper  side.    This  knife-edge  is  pressed 
against  the  corresponding  rod  by  springs  8,  s,  which  are 
insulajted  so  as  not  to  touch  the  rods.    The  coils  r,  r 
are  attached  directly  to  the  contact  pieces  c,  c.    Thus 
S^r  T r  S^  corresponds  to  the  partial  circuit  BRLRG 
of  Fig.  79. 

Near  the  upper  ends  of  C,  C^  is  a  similar  arrangement 
of  sliders,  S,  Sj  with  spring  contacts  and  attached  coils, 
R,  B.  These  coils  are  connected  by  a  copper  strip 
which  carries  the  terminal  T^,  The  coils  li,  B  are 
attached  to  the  upper  ends  of  the  guide-rods  A,  A,  and 
through  these  to  the  sliders  S,  S^.  The  guide-rods  are 
so  thick  that  no  appreciable  change  is  made  in  the 
ratio  of  the  resistances  of  the  parts  of  the  partial 
circuit  SBT^BSj^  on  the  two  sides  of  T^  by  varying  the 
positions  of  the  sliders.  This  partial  circuit  corresponds 
to  ABMBD  o{  Fig.  79. 

Each  pair  of  coils,  r,  r  and  JZ,  B,  may  be  wound  on  a 
single  bobbin  with  advantage.  The  arrangement  is 
thereby  rendered  more  compact,  and  there  is  less  risk 
of  error  from  difference  of  temperature  between  the 
bobbins,  or  of  thermoelectric  disturbance  between  their 
terminals. 

Between  T  and  7\  is  placed  the  galvanometer  G, 
which  is  provided  with  a  simple  key  k,  placed  for 
convenience  in  the  actual  arrangement  beside  the 
reversing  key  JT. 
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Practical        In  the  use  of  the  instrament  the  rods  to  be  compared 
^^^   *  ^^^  placed  in  position,  and  the  sliders  on  the  rod  of 

ThoiMon's  lower  resistance  are  placed  so  that  their  upper  edges, 
and  therefore  their  knife-edges,  are  opposite  the  lowest 
and  uppermost  divisionfl  of  the  scale.  The  lower  contact 
piece  on  the  other  rod  is  placed  with  its  upper  edge 
opposite  the  lowest  division  of  the  scale  on  that  side. 
The  upper  contact  piece  on  the  same  rod  is  then  shifted 
until  no  current  flows  through  the  galvanometer. 
Balance  is  obtained  for  both  directions  of  the  current, 
and  the  mean  position  of  the  slider  taken,  to  eliminate 
error  from  thermoelectric  disturbance. 

A  number  of  standard  rods  of  different  thicknesses 
are  provided  with  tftie  instrument  in  order  that  nearly 
equal  ratios  may  be  obtained  over  a  wide  range  of  low 
resistances. 


Fig.  81. 


The  following  method  was  used  for  the  same  purpose 
by  Messrs.  Matthiessen  and  Hockin  in  their  researches 
on  alloys.     AB,  CD,  Fig.  81,  are  the  two  rods  to  be 
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compared.  They  are  connected  in  circuit  with  two  Matthies- 
coils  of  resistances  r,  s,  which  have  between  them  a  ^"2*^. 
graduated  wire  WW,2&  in  KirchhoflTs  bridge.  SS  are  M«thod. 
two  sharp  knife-edges,  the  distance  of  which  apart  can 
be  accurately  measured,  fixed  in  a  piece  of  dry  hard 
wood  or  vulcanite,  and  connected  with  mercury  cups  on 
its  upper  side.-  This  arrangement  is  placed  on  the 
conductor  AB,  so  that  the  knife-edges  making  contact 
include  between  them  a  length  SS  of  the  rod.  TT'  is 
a  precisely  similar  arrangement  placed  on  CD.  One 
terminal  of  the  galvanometer  is  applied  at  S,  and  the 
resistances  r,  s  adjusted  so  that  a  point  P  on  the  wire 
which  gives  balance  is  found  for  the  other  terminal. 
The  terminal  of  the  galvanometer  is  shifted  to  S,  and  a 
second  point  P  found  by  vaiying  the  resistances  of  the 
coils  from  r^,  s^  to  r\,  b\  in  such  a  manner  as  to  keep 
the  sum  r  +  s  constant  Similarly  balance  is  found  for 
TT  with  values  r^,  ^g,  r'j,  s'j,  for  the  resistances  of  the 
coils,  fulfilling  the  condition  that  the  sum  r  +  a  is  the 
same  as  in  the  former  case.  Let  a,  b,  c,  d,  k  denote  the 
resistances  between  Z  and  S,  L  and  S,  L  and  T,  L  and  T, 
L  and  M  respectively ;  a,  )9,  7,  h  the  resistance  between 
W  and  P  in  the  four  cases,  k  the  resistance  of  the  whole 
wire  WW.    We  have  by  (1) 

a  r,  +  a 

■   as   ' } 

k  —  a       8^-h  fc  "  a 
and  therefore 

l-H' w 
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lUtthiat-  Where  JZ  =  r  +  «  +  ic, 

sen  and 

U^  similarly 


Therefore 


k~      R 

b-a  _  r  1  -  r,  +  ^  -  g 

-J-  J  .    ...    {60) 


In  the  same  way  we  get 

d-e       r't  -  r,  +  8  -  7 

~fc 5 .    .     .     .    (J6) 

and  combining  the  last  two  equations  we  get  for  the 
ratio  of  the  resistances  of  the  conductors  between  the 
pairs  of  knife^ges — 

^«  =  4iLrL±|^«  .  .  .  (S7) 

Method  of  The  following  method  of  comparing  resistances 
Coi^^-  is  in  principle  the  same  as  Thomson's  Bridge  with 
son  of  secondary  conductors,  and  Matthiessen  and  Hoddn's 
method  described  above,  as,  like  them,  it  consists  in 
comparing  the  diflFerence  of  potentials  between  two 
cross-sections  near  the  ends  of  the  conductor  to  be 
tested  with  the  difference  of  potentials  between  two 
cross-sections  in  a  standard  conductor,  when  the  same 
imiform  current  is  flowing  in  both.  It  is,  however,  more 
readily  applicable  in  practice,  and  is  very  useful  t(xr  t 
great  many  purposes,  as  for  example,  in  the  testing  of 
the  armatures  or  magnet  coils  of  machines,  in  the  esti- 
mation of  the  resistances  of  contacts,  and  in  the  deter- 
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mination  of  the  specific  conductivities  of  thick  copper  Method  of 
wires  or  rods.  All  that  is  required  is  a  small  battery,  a  compari. 
suitable  galvanometer  of  suflBcient  sensibility,  and  ^^ 
two  or  three  resistance  coils  of  from  |  ohm  to  1  ohm. 
These  coils  may  very  conveniently  for  many  purposes  be 
made  of  galvanised  or  tinned  iron  wire  of  No.  14  or  16 
B.  W.G.,  wound  round  a  piece  of  wood  J  inch  thick,  from 
8  to  10  inches  broad,  and  from  12  to  18  inches  long,  with 
Qotches  cut  in  its  sides,  at  intervals  of  a  quarter  of  an 
inch,  to  keep  the  wire  in  position.  To  avoid  any 
electromagnetic  effect  which  may  be  produced  by  the 
coils  if  they  happen,  when  carrying  currents,  to  be 
placed  near  the  galvanometer,  the  wire  should  be 
doubled  on  itself  at  its  middle  point,  the  bight  put 
round  a  pin  fixed  near  one  end  of  the  board,  and  the 
wire  then  wound  double  on  the  board,  the  two  parts 
being  kept  far  enough  apart  to  insure  insulation.  Re- 
sistance coils  made  in  this  way  are  exceedingly  useful 
for  electric-lighting  experiments,  as  the  thickness  of  the 
wire  and  its  exposure  everywhere  to  the  air  prevent 
undue  heating  by  strong  currents,  or,  if  there  is  much 
beating,  obviate  the  risk  of  damage.  For  the  battery  a 
single  cell,  as  for  example  a  gravity-Daniell.  or,  if  the 
battery  is  to  be  carried  from  place  to  place,  two  her- 
metically-sealed chloride  of  silver  cells,  which  may  be 
joined  in  series  or  in  multiple  arc  as  required,  may  very 
conveniently  be  used.  Sir  William  Thomson's  graded 
potential  galvanometer*  (see  Vol.  II.)   is  the  most 

*  That  is  a  high  resistance  galvanometer  in  which  the  needle  system, 
or  magnetometer,  can  he  placed  with  its  centre  at  different  distances 
from  the  centre  of  the  coil  to  give  different  degrees  of  sensibility,  and 
fhrther  provided  with  one  or  more  magnets  to  intensify  the  magnetic 
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Method  of  convenient  instrument  (described  below)  for  manyprac* 
(^^^,  tical  purposes;  but  when  very  great  accuracy  is  aimed  at, 
8on  of  as  when  the  method  is  used  for  the  measurement  of  the 
specific  conductivity  of  short  lengths  of  thick  metallic 
wires  by  comparison  with  a  standard,  a  sensitive  re- 
flecting galvanometer  of  resistance  great  in  comparison 
with  that  of  the  conductor  betweeu  the  points  at  which 
the  terminals  are  applied  should  be  employed,  and  the 
battery  should  be  of  as  low  internal  resistance  as 
possible. 

The  galvanometer  is  first  set  up  and  made  of  the 
requisite  sensibility  either  by  adjusting,  as  described  in 
p.  310  above,  the  intensity  of  the  field  in  which  it  is 
placed,  or,  if  it  is  a  graded  galva&ometer,  by  placing 
the  magnetometer  at  the  position  nearest  the  coil,  and 
dispensing  with  the  field-magnet. 

The  conductor  whose  resistance  is  to  be  compared,  and 
one  of  the  coils  whose  resistance  is  known,  are  joined  in 
series  with  the  battery.  It  is  advisable  to  have  this 
circuit  at  a  distance  of  a  few  yards  from  the  galvano- 
meter, so  that  accidental  motions  of  the  wires  canying 
the  current  may  not  have  any  sensible  effect  on  the 
needle.  One  operator  then  holds  the  electrodes  of  the 
galvanometer  so  as  to  include  b^^ween  them,  say,  firrt 
the  wire  which  is  being  tested,  then  the  known  resist- 
ance, then  once  more  the  wire  being  tested,  in  eveiy 
case  taking  care  not  to  include  any  binding  screw  con- 
nection, or  other  contact  of  the  conductors.  The  known 
resistance  should,  when  great  accuracy  is  required,  be  » 

field  at  the  needles  when  reqnired.    Sir  William  Thomson's  GnW 
Oalyanometers  wiU  be  described  in  YoL  II. 
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chosen  that  the  readings  obtained  in  these  two  opera-  Method  of 
tions  are  as  nearly  as  may  be  equal  C^^ri- 

Let  the  mean  of  the  readings  for  the  first  and  third     ^^  ?f 
operations  be  V  scale  divisions,  for  the  second  V*  \  let  r 
denote  the  known  resistance,  and  x  the  resistance  to  be 
found. 

Since  by  Ohm's  law  the  difference  of  potentials  be- 
tween any  two  points  in  a  homogeneous  wire,  forming 
part  of  a  circuit  in  which  a  uniform  current  is  flowing, 
is  proportional  to  the  resistance  between  those  two 
points,  we  have, 

=^  =  yr. (38) 

The  resistance  of  a  contact  of  two  wires  whether  or 
not  of  the  same  metal  may  be  found  in  the  same 
manner,  by  placing  the  galvanometer  electrodes  so  as 
to  include  the  contact  between  them,  and  comparing 
the  difference  of  potential  on  its  two  sides  with  that 
between  the  two  ends  of  a  known  resistance  in  the 
same  circuit.  Care  must  however  be  taken  in  all 
experiments  made  by  this  method,  especially  when  the 
galvanometer  circuit  includes  conductors  of  different 
metals,  to  make  sure  that  no  error  is  caused  by  thermal 
electromotive  forces.  To  eliminate  such  errors  the 
observations  should  be  made  with  the  current  flowing 
first  in  one  direction  and  then  in  the  other  in  the  battery 
circuit. 

The  following  results  of  some  measurements  of  the  Practica] 
resistance  of  a  Siemens  S  D^  dynamo  machine,  made  on  ^^***"P^®- 
May  4, 1883,  in  the  Physical  Laboratory  of  the  University 

VOL.  L  B  B 
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Pnu!tical  of  Glasgow,  may  aenre  to  illustxate  this  method.  An 
^^*™^  **  iron  wire  coil,  of  half  an  ohm  resistance,  was  joined 
to  one  of  the  termioals  of  a  standard  Daniell,  and  short 
wires  attached  to  the  other  terminal  of  the  cell  and  ihe 
free  end  of  the  coil  were  made  to  complete  the  circuit 
through  the  armature,  by  being  pressed  on  two  diametric- 
ally opposite  commutator  bars,  frx>m  which  the  brushes 
and  the  magnet  connections  had  been  removed  The 
electrodes  of  the  galvanometer,  which  was  one  of  Sir 
William  Thomson's  dead-beat  reflecting  galvanometers 
of  high  resistance,  were  applied  alternately  to  the  same 
commutator  bars,  and  to  the  ends  of  the  half  ohm,  and 
the  readings  recorded.  The  following  are  the  results, 
extracted  from  the  Laboratory  Records,  of  three  con- 
secutive experiments : 

Experiment  I. 


Galv.  zero  read 
Electrodes  on  ^  ohm 
„           „  armature 

BMdhigon 
Scale. 
214 
857 
597 

^>otof  L 

643 

383 

EXPEKIMENT  II. 

Galv.  zero  read 

Electrodes  on  armature 
„          „  i  ohm 
„          „  armature 

214 
607 
874 
607 

393 
660 
393 

ExPBRIMEirT  IIL 

Galv.  zero  read 
Electrodes  on  ^  ohm 
„           „  Hnnature 
„           „  ^  ohm 

S14 
874 
607 
872 

660 
393 
658 

The  first  experiment  gives  for  x  the  value,  383  x  '5/6^, 
or  *298  ohm.    The  other  two  experiments,  althoogb 
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their  numbers  are  different,  give  very  nearly  the  same   Practical 
result,  which  agrees  closely  with  a  measurement  made     ^*™^  ®' 
about  eight  months  before,  by  the  same  method,  with  a 
graded  potential  galvanometer. 

In  the  ordinary  testing  of  the  armatures  of  machines 
by  this  method,  the  circuit  of  the  battery  may  be  com- 
pleted through  the  brushes ;  but  if  the  machine  has 
been  wound  on  the  shunt  system,  care  must  be  taken 
to  jM^viously  disconnect  the  magnet  coils.  In  every 
case  the  galvanometer  electrodes  must  be  placed  on  the 
commutator  bars  directly. 

Prof  Tait  *  has  used  a  differential  galvanometer  (see 
below,  p.  374)  for  this  method  of  determining  low  resist- 
ances. The  conductors  to  be  compared  were  arranged 
in  series,  so  that  the  same  current  flowed  through  both. 
The  terminals  of  one  coil  were  then  placed  at  two 
points  on  one  conductor,  the  terminals  of  the  other 
coil  at  two  points  on  the  other,  such  that  the  galva- 
nometer deflection  was  zero.  The  difference  of  poten- 
tials between  the  points  of  each  pair  was  therefore  the 
same  in  the  two  cases.  Hence  the  lengths  of  portions 
of  the  two  conductors  of  equal  resistance  were  obtained. 

The  following  zero  method,  due  to  Mr.  T.  Gray,  is  Potential 
founded  on  the  same  principle.    The  arrangement  of    ^'^Jj^ 
apparatus  is  shown  in  Fig.  82.     One  terminal  of  a    Double- 
battery  of  one  or  two  low  resistance  cells  is  attached  to      *^* 
a  stud  on  a  thick  copper  bar  P,  the  other  terminal  to  a 
metallic  axis  round  which  the  copper  bar  h  turns.    The 
bar  h  makes  contact  at  its  outer  end  with  a  bare  wire 
and  a  bare  rod  bent  round  into  concentric  circles  with 
*  Trans.  R,S,R,  vol.  xxviii.  1877-8. 

B  B   2 
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Potentitl  centre  at  the  axis  of  the  bar,  and  having  a  pair  of 
^th      remote  extremities  connected  with  mercury  cups  or 

Double-  binding  terminals,  and  the  other  pair  of  extremities 
free  as  shown.  To  one  of  these  terminals  is  connected 
one  end  of  the  bar  to  be  tested,  to  the  other  one 
end  of  the  standard  bar.  The  other  end  of  one  of 
these  bars,  say  the  standard,  is  connected  to  a  mercmy 
cup  8,  which  is  in  line  with,  but  is  insulated  from, 
a  row  of  mercury  cups  or  a  mercury  trough  cut  in 
a  copper  bar  placed  parallel  to  P.    Between  this  bar 


Fio.  82. 

and  the  trough  are  stretched  a  series  of  parallel  wires 
all  of  the  same  material  and  length  and  as  nearly  as 
possible  of  the  same  resistance ;  and  a  single  wire,  of 
the  same  resistance,  material,  and  length,  connects  the 
bar  P  and  the  cup  8  with  which  the  standard  bar  is  in 
contact.  These  wires  may  be  conveniently  stodght  rods 
of  platinoid,  an  eighth  of  an  inch  in  diameter,  and  six 
feet  long,  soldered  at  one  end  to  the  bar  P,  and  at 
the  other  to  stout  well-amalgamated  copper  terminals 
dipping  into  the  mercury  cups  or  trough.  The  wires 
may  be  made  of  the  same  resistance  by  means  of 
a  slide  wire  bridge,  or  by  the  method  described 
below. 


arc. 
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The  cup  S  and  the  terminals  T  are  now  brought  to  Potential 
one  potential  by  turning  the  bar  h  round  on  the  circular      ^m^ 
wire  until  a  sensitive  galvanometer,  /,  joining  them    ^^^^®' 
shows  no  deflection.     This  galvanometer  is  then  left 
connected,  and  by  means  of  a  second  sensitive  galvano- 
meter, g,  two  pairs  of  points  a,  d  and  c,  d  are  found 
between  which  in  each  case  no  current  flows  when  they 
are  connected  by  a  wire.    Each  pair  of  points  are  there- 
fore at  the  same  potential.    Hence  if  we  denote  by  rj 
the  resistance  of  the  standard  between  b  and  d,  by  rj 
that  of  the  other  rod  between  a  and  c,  and  by  n  the 
number  of  wires  joining  F  and  T,  we  have 

r,=5 (39) 

A  differential  galvanometer  (p.  374  below)  with  two 
independent  pairs  of  terminals  may  be  employed  for  this 
method.  One  coil  may  be  made  to  join  a,  b,  the  other 
e,  d,  or  one  coil  may  be  made  to  join  5,  d,  and  the  other 
a,  e.  In  the  former  case  either  the  effect  on  each  coil 
must  be  made  zero,  or  care  must  be  taken  to  connect  the 
proper  terminals  to  a,  5  and  e,  d.  The  resistance  of  the 
galvanometer  coils  except  when  the  current  in  each 
coil  is  made  zero,  must  be  so  great  as  not  to  cause  any 
sensible  alteration  of  the  potentials  at  the  points  at 
which  the  terminals  are  applied. 

The  wires  joining  P  to  S  and  T  may  be  tested  for 
equality  as  follows.  Two  nearly  equal  wires  are  made 
to  join  Pto  S  and  P  to  T,  and  h  is  placed  so  that  the 
galvanometer  /  shows  zero  current.  The  wire  joining 
P  to  T  is  then  removed  and  another  put  in  its  place. 
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If  the  current  in  /  still  remains  zero  for  the  same 
position  of  h  the  latter  wire  and  the  former  are  of  the 
same  resistance.  If  not  the  necessary  correction  is 
made  (see  footnote  p.  354)  and  the  comparison  repeated. 
Eariy  Before  the  invention  of  the  Bridge  Method  resist- 
of*(S^  ances  were  in  general  compared  by  a  process  of  substi- 

ptfing  Be-  tntion ;  by  varying  the  resistance  in  a  circuit  including 
ces.  ^1^^  resistance  to  be  measured  by  known  amounts ;  or 
by  means  of  a  differential  galvanometer.  In  the  first 
the  resistance  to  be  compared  was  placed  in  the  circuit 
of  a  galvanometer  and  battery,  and  the  deflection  of 
the  galvanometer  noted.  The  unknown  resistance  ¥ras 
then  replaced  by  a  variable  and  known  resistance,  which 
was  adjusted  until  the  former  deflection  was  reproduced. 
The  unknown  resistance  was  then  taken  as  equal  to  the 
adjusted  value  of  the  variable  resistance.  This  method 
as  well  as  the  second  involved  the  assumption  that  the 
electromotive  force  and  resistance  of  the  battery  re- 
mained the  same  in  both  ox{)eriments.  This  assumption 
cannot  in  general  be  made  with  safety  if  accurate  results 
are  required.  These  two  methods  are  now  seldom 
or  never  used,  and  we  shall  not  here  further  discuss 
them. 

Method  by      The  method  by  differential  galvanometer  is  similar, 

tial  (Siva-  ^^^  ^^®  ^^^  involve  the  assumption  just  referred  to. 

nometer.  A  differential  galvanometer  is  an  instrument  with  two 
distinct  coils  each  with  a  pair  of  terminals  of  its  own. 
Sometimes  the  two  coils  have  a  common  terminal,  but 
this  arrangement  serves  no  purpose  and  renders  the 
instrument  inapplicable  in  many  cases.  The  coils  are 
in  general  arranged  so  as  to  have  equal  resistance,  and 
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SO  as  to  have  as  nearly  as  possible  equal  magnetic  Method  by 
effects  on  the  needle  for  all  positions  of  the  latter,  tiai  Galva- 
Thus  in  such  an  instrument  when  equal  differences  of  nometer. 
potential  are  established  between  the  pairs  of  terminals 
so  as  to  produce  currents  in  opposite  directions  through 
the  coils,  the  needle  shows  no  deflection. 

To  determine  an  unknown  resistance  r^  it  is  joined  as 
shown  in  Fig.  83  to  one  of  the  terminals  ^,  ^  of  a  coil 


ih-4D. 


Fig.  88. 

of  the  galvanometer.  The  other  end  of  the  resistance 
and  the  other  terminal  of  the  coil  are  connected  re- 
spectively to  the  terminals  a,  J  of  a  battery  B, 
Another  resistance  r^,  is  connected  in  a  similar  manner 
to  the  terminals  s,  $  of  the  other  coil  of  the  galvanometer, 
and  the  terminals  a,  h  of  the  battery.  Thus  the  battery 
current  flows  through  the  two  circuits  I  s  s  a,l  t  t  a, 
so  that  the  magnetic  effects  produced  at  the  needle 
are  opposed.  The  resistance  r^  is  adjusted  until  no  de- 
flection is  produced.  If  the  resistances  of  the  galvano- 
meter coils  including  the  connecting  wires  on  each  side 
of  a,  h  are  equal,  r^  is  equal  to  r^  It  is  better  however 
to  avoid  any  error  from  resistance  of  connecting  wires 
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by  replacing  Ti  (which  may  now  be  an  nnknown  but 
conveniently  variable  resistance  such  as  that  given  b^  a 
rheostat)  by  such  a  known  resistance  r\  as  does  not 
disturb  the  equilibrium.  Then  r^  =  r\.  This  resiilt  is 
evidently  independent  of  the  electromotive  force  aad 
resistance  of  the  battery. 

Sensibility  To  find  the  sensibility  of  this  method  let  jr^,  g^  be  the 
Differcn-  resistances  of  the  coils,  r  the  resistance  of  the  battery 

ti*l  Galvm-  and  wires  common  to  both  circuits,  r^,  r^  the  remaining 
Method,  parts  of  the  resistances  of  the  respective  circuits,  7,, 
72  the  currents  in  the  coils,  m  the  constant  which 
multiplied  into  71  gives  the  deflection  produced  by  the 
coil  of  resistance  ^j,  n  the  corresponding  constant  for 
the  other  coil,  then  if  a  be  the  deflection,  we  have 

_  ^'^(ffi  4-  ^2)  -  n(g^  -h  ri)} 

If  we  denote  the  denominator  of  this  value  of  a  by 
i>,  we  may  write  the  equation 

Hence  if  a  be  accurately  zero 

^  =  ^i  -^  ^1  (41) 

n      ^2  +  ^2 

Suppose,  after  adjustment  has  been  made  as  nearly 
as  possible  to  zero  deflection,  another  resistance  r\  to  he 
substituted  for  r^,  then  calling  iX,  a',  JS'  the  new  values 
of  D,  a,  E,  we  have  by  (41) 
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Hence  by  (40)  and  (40a)  Sensibility 

n(r',-r,)^P-P      .     .     .     (42)  ^Di^^en- 

nometer 

Here  a  and  a'  are  so  small  as  not  to  be  observable,    Method, 
and  hence  to  the  degree  of  accuracy  to  which  each 
deflection  is  equal  to  zero  r\  =  r^,  whether  H  be  equal 
to  jF  or  not. 

By  first  adjusting  so  that  a  is  apparently  zero,  then 
putting  rj  out  of  adjustment  by  a  known  amount,  and 
observing  the  corresponding  deflection  a,  the  sensitive- 
ness of  the  method  can  be  calculated  by 

^'^-'•^  =  -5''»'  •  •  •  •  (*») 

and  E'  can  be  calculated  from  the  known  values  of  the 
other  quantities.  If  then  the  smallest  observable  de- 
flection be  known,  then  JE*  being  taken  as  constant  the 
corresponding  error  is  approximately  known. 

In  most  differential  galvanometers  ffi  =  5'2»  ^^^ 
m  =  n.  In  such  cases  (40a)  becomes,  the  accents  being 
dropped, 

_  r(ri  +  rg  +  2g)  -h  (r^  +  g)  (r^  -h  g)a 
nE 

Hence  if  r^  —  r^  =  8r  where  r  is  a  small  quantity,  we 

have 

_  nE.hr  ,     . 

^"(r+(7)(2r  +  ri  +  (7)      *     '     '     ^**^ 

or  if  r  the  resistance  of  the  battery  be  small 
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Equations  (44)  and  (45)  give  the  sensibility  of  a 
galvanometer  so  adjusted. 
BeuiValne      If  it  be  possible  to  vary  the  resistance  of  the  coil, 
Resistance  keeping  the  volume  of  the  conductor  constant,  then  the 
of  Gal-    resistance  of  each  should  be  made  as  nearly  as  possible 
Coik.      \  of  the  resistance  to  be  measured.    For  let  I  =  length 
of  wire  in  each  bobbin,  a  its  cross-sectional  area,  />  its 
specific  resistance  (p.  380  below),  v  =  volume  of  wire, 
then  V  =^  la,  g  ^  Ipja  =  Ppjv,    The  value  of  n  is  propor- 
tional to  the  length  of  wire  through  which  the  current 
flows,  and  may  be  written  Td.    We  get  for  (44) 

UE .  Sr 
a  = 


Let 


('.-?)  (^'-.-?> 


\{ri  +  9){2r  +  r,  +  g), 


where  g  =  T^/v,    a  will  be  a  maximum  when  v  is  a  miniTnam. 
We  have 

and  this  satisfies  the  condition  for  a  minimum^  viz.  dh^dP  >  1. 
Hence  a  is  a  maximum  when 


9  =  Ur.-¥r){2jl-^^^^,-l}    .    (46) 

If  r  be  small  in  comparison  with  r^,  a  is  a  maximum 
for  g  =  Jr. 

A  cell  or  battery  of  small  resistance  is  genenJly 
available,  but  it  ia  not  generally  possible  to  vaiy  g  to 
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any  required  degree.  DiiFerential  galvanometers  can 
however  be  made  with  their  coils  in  sections,  each 
provided  with  a  pair  of  terminals  so  that  they  can  be 
joined  in  any  possible  combination  of  series  or  multiple 
arc. 

When  the  resistances  to  be  compared  are  small  they  Method  by 
should  be  placed  across  the  terminals  of  the  coils  of  JiliGa^ 
the  galvanometer  as  shunts,  and  the  two  shunted  coils  vanometer 
joined  in  series  with  the  battery,  but  in  such  a  way  that   lo^  Ke- 
the  currents  produce  opposite  effects  on  the  needle.  8i«tances. 
Let  7  be  the  whole  current  in  the  circuit,  and  as  before 
fv  ft  ^  *^®  currents  through  the  coils  of  resistance  g^, 
g^  and  let  a  in  this  case  be  the  deflection.     Then 


But 


my^-n^^ 


^1  +  ^1      ^2-+ ^2 

and  therefore 

where 

J>'  =  ^i^i(^2  +  ^2)  +  ^2^2(^1 +  ^i)  +  Kn  +5^1)  (^2  +  ^2)- 
If  a  =  0,  mjn  =  t^{t^  +  ^O/^sK  +  ^2)-    Hence  if 
m  =  n,  ^1  =  ^2,  we  have  r^  =  r^. 

To  compare  when  m  =  71  and  g^=z  g^=z  ^,  the  sensi-  Compara- 
biUty  of  this  method  with  that  of  the  last,  we  have  if  *bmty  of^" 
r,  —  r^  =  8r,  a  small  quantity  Method. 

«'=^^. (48) 


380 


COMPABISON  OF  RESISTANCES. 


MeEsnre- 

ment  of 

Specific 

ResUt- 

ance. 


This  method  is  more  sensitive  than  the  last  iHyjg  <  B, 
that  is  if  r  <  ^. 

The  sensibility  of  the  method  may  easily  be  found  as 
in  the  fonner  case. 

In  order  that  the  conducting  powers  of  difEerent 
substances  may  be  compared  with  one  another,  it  is 
necessary  to  determine  their  fpeeijic  reddances,  that  is,  the 
resistance  in  each  case  of  a  wire  of  a  certain  specified 
length  and  cross-sectional  area.  We  shaU  here  define 
the  specific  resistance  of  any  substance  at  any  given  tem- 
perature as  the  resistance  between  two  opposite  &ces  of 
a  centimetre  cube  of  the  material  at  that  temperature.* 
This  resistance  has  been  very  carefully  determined  for 
several  different  substances  at  ordinary  temperatures  by 
various  experimenters,  and  a  table  of  results  is  given 
below  (Table  V.). 

To  measure  the  specific  resistance  of  a  piece  of  thin 
wire,  we  have  simply  to  determine  the  resistance  of  a 
sufficiently  long  piece  of  the  wire  by  the  ordinary 
Wheatstone  Bridge  method  described  above,  and  from 
the  result  to  calculate  the  specific  resistance.  Let 
the  length  of  the  wire  be  I  cms.,  its  cross-section 
8  square  cms.,  and  its  resistance  R  ohms.  Then  the 
specific  resistance  of  the  material  would  be  Bsjl  ohms. 
The  length  Z  is  to  be  carefully  determined  by  an  accu- 
rately graduated  measuring-rod ;  and  the  area  $  may  be 
found  with  sufficient  accuracy  in  most  cases  by  direct 


*  The  reciprocal  of  this  (called  helow  the  specific  condnctiTitj)  Bsar 
he  advantageously  called  the  eUctrxc  amduetivity  of  the  snbstaoee,  if 
the  word  conductivity  he  set  free  hy  the  adoption  of  the  woid  om- 
duetanee  for  the  reciprocal  of  the  resistance  of  a  given  eondncttv. 
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measurement,  by  means  of   a   decimal    wire    gauge    Meaaure- 
measuring  to  a  hundredth  of  a  millimetre.     If,  how-    sx^mc 


ever,  the  wire  be  very  thin,  the  cross-section  may,  if  the 
density  is  known,  be  accurately  obtained  in  square 
cms.  by  finding  the  weight  in  grammes  of  a  suffi- 
ciently long  piece  of  the  wire  (from  which  the  insulat- 
ing covering,  if  any,  has  been  carefully  removed),  and 
dividing  the  weight  by  the  product  of  the  length  and 
the  density.  Very  thin  wires  are  generally  covered 
with  silk  or  cotton,  which  may  very  easily  be  removed, 
without  injury  to  the  wire,  by  making  the  wire  into 
a  coil,  and  gently  heating  it  in  a  dilute  solution  of 
canstic  soda  or  potash.  The  coating  must  not  in  any 
case  be  removed  by  scraping. 

If  the  density  is  not  known,  it  may  be  found  by    Correc- 
weighing  the  wire  in  air  and  in  water  by  the  methods   ^^^ma^ 
described  in  books  on  hydrostatics.    All  the  weights,      .in 
from  1  gramme  upwards,  ordinarily  used  in  weighing     *^     ^' 
are  made  of  brass,  and  henco  when  conductors  of  nearly 
the  same  specific  gravity  as  brass  are  weighed  in  air, 
the  correction  for  buoyancy  may  be  neglect^.    The 
weighing  in  water  however  must  be  corrected  both  for 
expansion  of  water  with  rise  of  temperature  and  for  the 
weight  of  air  displaced  by  the  weights.    For  a  tem- 
perature of  13**C.  these  corrections  are  as  follows.     For 
expansion  of  water  an  increase  of  loss  of  weight  in  water 
of  "059  per  cent ;  for  buoyancy  of  air  a  diminution  of 
apparent  weight  in  water  of  '0143  per  cent.    Care 
should  be  taken  in  weighing  to  prevent  air  bubbles 
from  adhering  to  the  sides  of  the  specimen ;  and  the 
water  used  for  weighing  should  first  have  been  carefully 
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boiled  to  expel  the  air  contained  in  it.    All  error  of 
this  kind  may  be  avoided  by  boiling  the  water  with 
the  specimen  in  it,  and  then  allowing  both  to  cool 
together. 
Measnre-       If  the  wire  be  thick,  and  a  sufficient  length  of  it  to 
Specific    render  possible  an  accurate  measurement  of  its  resist- 
CoDdac-   ance  ]yj  the  ordinary  bridge  method  is  not  conveniently 
Thick     available,   one   of  the   methods  of  comparing    small 
^'^l^   resistances  described  above  (p.  358  et  seq.)  is  to  be  used. 
The    most   convenient  in    many   cases  is  that   just 
described  (p.  366  et  seq.)  in  which  the  resistance  between 
two  cross-sections  of  the  bar  to  be  tested  is  compared 
with  that  between  two  cross-sections  of  a  standard  rod 
of  pure  copper.    The  cross-sections  should,  if  the  dis- 
tance between  them  be  not  thereby  made  too  smaD,  be 
chosen  so  as  to  make  the  two  resistances  nearly  equaL 
If  we  put  V  for  the  number  of  divisions  of  deflection 
on  the  scale  of  the  potential  galvanometer,  when  the 
electrodes  of  the    galvanometer  are    applied  to  the 
standard  rod,  at  cross-sections  I  cms.  apart ;  V  that  when 
they  are  applied  to  the  rod  being  tested,  at  cross-sections 
r  cms.  apart,  then  we  have  for  the  ratio  of  the  resist- 
ance of  unit  length  of  the  standard  to  the  resistance  of 
unit  length  of  the  wire  tested  at  the  temperature  at 
which  the  comparison  is  made,  the  value  Vt'/Vl.    If 
8  and  «'  be  the  respective  cross-sectional  areas,  which  in 
this  case  are  easily  determinable  by  measurement  with 
a  screw-gauge,  and  we  assume  that  the  temperature  at 
which  the  measurements  of  resistance  are  made  is  0*  C, 
we  get  for  the  ratio  of  the  specific  resistances  at  0**  C.  the 
value  Vis' I VI' s,  and  therefore  also  for  the  ratio  of  their 


DETERMINATION  OF  SPECIFIC  CONDUCTIVITY.  888 

specific  conductivities  Wsj  VW.    This  last  ratio  multi-   Measure- 
plied  by  100  gives  the  percentage  conductivity  at  0**  C.  of    s^cific 
the  substance  as  compared  with  that  of  pure  copper.    If,    S^^i^^^^ 
as  will  generally  be  the  case,  the  temperature  at  which     Thick 
the  experiments  are  made  be  above  the  freezing-point,      ^^^ 
the  value  of  100  Wsj  Vls\  may  be  taken  as  the  percen- 
tage of  the  specific  conductivity  of  pure  copper  at  the 
observed  temperature  possessed  by  the  substance,  and 
this,  if  the  wire  tested  is  a  specimen  of  nearly  pure 
copper,  will  be  nearly  enough  the  same  at  all  ordinary 
'  temperatures. 

If  in  experiments  by  this  method  the  electrodes  are 
applied  by  hand  to  the  conductors,  the  operator  should, 
especially  if  the  electrodes  and  the  conductors  tested 
are  of  diflferent  materials,  be  careful  not  to  handle  the 
wires,  but  should  hold  them  by  two  pieces  of  wood  in 
strips  of  paper  passed  several  times  round  the  wires,  or 
by  some  other  substance  which  conducts  heat  badly,  so 
that  no  thermal  electromotive  force  may  be  introduced 
into  the  circuit  of  the  galvanometer  (see  above,  p.  337). 
He  may  convenientiy  make  the  galvanometer  contacts 
by  means  of  two  knife  edges  fixed  in  a  piece  of  wood 
which  can  be  lifted  from  one  conductor  to  the  other 
without  its  being  necessary  to  handle  the  galvanometer 
wires  in  any  way.  This  will  besides  render  any  measure- 
ment of  the  length  of  the  conductor  intercepted  be- 
tween the  galvanometer  electrodes  unnecessary,  as 
/  is  equal  to  Z'.  We  have  then  for  the  percentage 
specific  conductivity  of  the  substance  the  value 
100  Vs'lVs. 

As  an  example  of  this  method  we  may  take  the 
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Practical  following  results  of  a  measurement  (made  in  the 
^  Physical  Laboratory  of  the  University  of  Glasgow) 
of  the  specific  conductivity  of  a  short  piece  of  thick 
copper  strip.  The  specimen  was  joined  in  series 
with  a  piece  of  copper  wire  of  No.  0  B.W.G.  of  veiy 
high  conductivity,  in  the  circuit  of  a  Daniell  s  cell  of 
low  resistance.  The  electrodes  of  a  high  resistance 
reflecting  galvanometer  applied  at  two  points  700  cms. 
apart  in  the  copper  wire  gave  a  deflection  of  1535 
divisions,  when  applied  at  two  points  500  cms.  apart  in 
the  strip  270  divisions.  The  weight  of  the  wire  per 
metre  was  443  grammes,  of  the  strip  per  metre  186"3 
grammes.  Hence  the  specific  conductivity  of  the  copper 
strip  was  96*6  per  cent,  of  that  of  the  wire  against 
which  it  was  tested. 
Realiza-  The  accurate  realization  of  a  standard  ohm,  as  de- 
MerciOT  ^^^  ^^  P'  ^^^  above,  involves  the  determination  of 
Standard  the  specific  resistance  of  mercury,  an  operation  which 
requires  great  care  and  considerable  experimental  skilL 
The  tube  to  be  used  must  be  very  nearly  uniform  in 
internal  cross-sectional  area^  and  must  be  filled  in  a 
vacuimi  with  perfectly  pure  mercury.  Any  deviation 
of  the  cross-section  from  imiformity  can  be  sufficiency 
nearly  allowed  for  by  considering  the  mercury  column 
as  made  up  of  a  number  of  short  colunms  each  of  cross- 
section  equal  to  the  mean  cross-section  of  that  part  of 
the  tube.  The  mean  cross-section  for  each  of  a  suffi- 
cient number  of  such  short  columns  must  therefore 
be  determined  as  accurately  as  possible  by  a  process  of 
calibration.  This  is  effected  by  moving  a  short  column 
of  mercury  from  one  position  to  another  along  the  tube, 
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and  measuring  the  length  which  it  occupies  in  each 
position. 

A  tube  is  chosen  and  is  fixed  against  a  finely  graduated  Oilibra- 
scale.  In  order  that  the  tube  if  accidentally  disturbed  ^be. 
may  be  replaced  a  mark  is  made  upon  it,  and  the  position 
of  this  on  the  scale  carefully  observed  and  noted ;  or  one 
end  of  the  tube  is  made  to  rest  against  a  piece  projecting 
from  the  bar  to  which  the  scale  is  attached.  If  great 
exactness  is  desired  the  scale  is  engraved  on  a  rigid  bar 
along  which  move  two  reading  microscopes  with  cross- 
wires.  By  means  of  these  the  positions  of  the  ends  of 
the  mercury  column  can  be  found.  For  many  purposes 
it  is  sufficient  to  read  off  the  positions  of  the  ends  of 
the  column  by  the  eye,  assisted  if  need  be  by  a  lens,  and 
parallax  may  be  avoided  by  using  a  scale  graduated  on 
a  slip  of  silvered  glass. 

Let  the  column  of  mercury  be  approximately  l/n  of   Calcula- 
the  whole  length  of  the  tube  where  w  is  a  sufficiently    ^^! 
great  whole  number,  and  let  the  column  be  moved  in  tions  from 
each  case  from  one  position  to  the  next  through  a  dis-    calibra- 
tance  as  nearly  as  may  be  equal  to  its  whole  length,  so      ^^^• 
that  n  measurements  of  length  are  made  in  the  length 
of  the  tube.    Let  r^  r^  denote  the  readings  of  the  ends 
of  the  column  in  the  first  position,  r\,  r^  the  readings 
of    the    ends    in    the    second    position    and    so    on, 
r^,    rj,    rj,  .  .  .   r«-i    being    nearly   coincident    with 
^1*  ^»f  ^V  •  •  •  ^«->  respectively,  while  To,rn  coincide 
with  the  ends  of  the  tube.    Now  let  r^  +  e^,r^  +  e^  &c., 
be  the  lengths  of  the  columns  of  uniform  section  equal 
to  the  mean  section  of  the  tube  which  would  have 
volumes  equal  to  the  lengths  r^,  r^  &c  of  the  actual 

VOL.  L  C  C 
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CalcuU-    tube.    It  is  the  value  of  the  corrections  e^,  e^  &e.  whkb 

Correc-    ^^  ^^  ^^^  object  of  the  experimeutal  jx-ocess  to  discov^. 

tioM  from  Since  the  successive  portions  of  the  tube  occupied  Ij 

Cdibim.    the  column  of  mercury  are  equal  m  volume,  we  hare 

tion.      f^j.  ^Q  corrected   length  of  the  portion  of  the  tube 

corresponding  to  the  t^  position  of  the  column 

Ti  +  ei  —  r<.i  —  «<_i  =  / (48) 

where  Z  is  a  constant.  Hence  putting  ^,  S^,  &c  for  the 
uncorrected  lengths  r^  —  ^o,  ^j  —  ^i,  &c^  we  get  by  sub- 
tracting Z— e^  s  Sj  from  each  of  the  equations  of  which 
(48)  is  the  type,  the  series  of  equations 

«i-«2  +  ^  =  Sj-Si 
«,— «,-4-«-  =  S,  —  S, 

The  terminal  corrections  to  and  e»  are  of  course  zeia 
Adding,  we  find 

«i  =  ^-«i (50) 

where  'Z  denotes  summation  for  all   values  of  t  from 

1    to   71. 

In  the  same  way  we  get 

««  =  ^-8« (51) 

and  80  on. 

If  the  values  of  ej,  e^,  &c.,  be  plotted  <mi  any  conveniait 
scale  as  ordinates  of  a  curve,  the  absdssee  of  which  are 
the  corresponding  distances  measured  along  the  tube 
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from  one  end,  the  curve  "will  give  the  correction  to 
be  used  for  any  other  distance  measured  along  the 
tube. 

This  determination  is  generally  suflBcient;  but  if  Coutrol 
necessary  it  can  be  extended  as  follows:  The  calibration  tions^* 
is  performed  with  a  column  of  double  the  former  length, 
which  is  moved  along  the  tube  after  each  observation 
through  a  distance  equal  to  half  the  length  of  the  column. 
This  gives  n  —1  measurements  of  length.  The  same 
process  is  then  repeated  with  a  column  of  three  times 
the  original  length,  which  is  moved  after  each  observation 
through  the  same  distance  as  before.  This  gives  9i  —  2 
observations.  Then  a  colunm  of  four  times  the  original 
length  is  used  and  so  on,  until  finally  a  column  n  ^  1 
times  the  length  of  the  original  column  is  employed, 
with  which  of  course  only  two  observations  are 
made. 

From  the  original  set  of  observations  we  get,  if  d\  Process  of 
denote  the  excess  of  the  observed  length  of  the  column     S^^' 

.  Dining 

in  the  i***  position  over  that  in  the  (i  —  l)th,  Results. 


^  -  «o  -  ^2  "  ^  +  ^'i 
^2  -  «!  =»  Cg  —  ^2  +  rf'2 


e»-i— e„_2=e,-e»_i  +d'„ 


(52) 


Tn  the  same  way  putting  d"i  for  the  excess  of  the 
observed  length  of  the  double  column  in  the  ^**>  position 
over  that  in  the  (i  -  l)th,  we  get  from  the  second  set  of 
observations  c  c  2 
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Reaulto.  V  ^^^ 


««-a  -  «m-8  =  «« -<'—!  + rf", 


11-2 


and  80  on,  the  number  of  equations  diminishing  by  one 
each  time  until  we  get  finally  firom  the  two  last  sets  of 
observations 


^  —  ^0  =  ^-1  ""  ^- 
and 


Adding  all  the  first  equations  of  the  sets  (52)  &c,  then 
adding  all  the  second  equations  of  the  sets  and  sub- 
tracting from  the  sum  the  first  equation  of  the  first  set; 
next  adding  all  the  third  equations  of  the  sets  and  sub- 
tracting from  the  sum  the  second  equation  of  the  third 
set,  and  the  first  of  the  second  set,  and  so  on,  we' get 
successively  the  equations 

n  (e,  —  «x)  =  Sdg  —  ^1 


(56) 


where 


Si<  =  rf*,  +  d"i  +  &c. 


By  means  of  these  equations  e^,  e^  «,,... e,i.i  can  be  st 
once  calculated. 
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We  give  here  as  an  example  a  short  account  of  an   Mearare- 
accurate  determination  of   the  specific  resistance    of   ^^^^ 
mercury  made  by  Lord  Kayleigh  and  Mrs.  Sidgwick.*    Si>ecific 
Some  account  of  other  determinations  will  be  given  in        of 
connection  with  the  subject  of  the  Kealization  of  Units  Mercury. 
of  Resistance  in  Vol.  II. 

The  resistances  of  columns  of  mercury  contained  in 
tubes  which  had  been  carefully  calibrated  were  measured 
by  Carey  Foster's  method  as  described  above.  The 
comparison  coils  were  British  Association  standards,! 
preserved  in  the  Cavendish  Laboratory,  and  every  care 
was  taken  to  obtain  an  accurate  result.  It  was  assumed 
that  the  resistance  B  of  the  column  is  given  to  a 
sufficiently  close  approximation  by  the  equation  J 


a 


='/? (") 


where  djc  is  an  element  of  the  length  of  the  tube,  r  the 
specific  resistance  of  mercury,  s  the  cross-sectional  area 
of  the  mercury  column  at  the  element  dx.  The  value 
of  li  was  calculated  by  evaluating  the  right-hand  side 
of  this  equation  from  the  results  of  the  calibration  as 
follows.  Let  \  be  the  length  of  the  tube  occupied  by 
the  calibrating  column  when  the  middle  of  its  length 
was  at  the  element  dx,  then  we  have  for  the  area  of  the 

•  PhU  Trans.  JR.  S.,  Part  I.  1888. 

t  That  is  standards  constracted  according  to  the  determination  of 
the  ohm  made  by  the  British  Association  Committee  and  described  in 
their  1864  report  This  ohm  is  here  referred  to  as  the  "  B.  A.  unit." 
Its  valne  is  about  1*12  per  cent,  smaller  than  the  legal  ohm.  See 
Realization  of  Units  of  JUsistance  in  Absolute  Jfeasure,  Vol.  II.  below. 

t  See  Lord  Bayleigh's  Theory  qf  Sound,  VoL  II.  §  308. 
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MesMzre-   section  near  this  element  Cl\  where  (7  is  a  constaDi 

the      Patting  therefore  s  =  C/X,  denoting  the  whole  lei^th  d 

jj^?J^^  the  column  l^  Z,  and  the  number  of  points  at  equal 

of       distances  apart  along  tiie  length  L,  at  which  the  cro8B- 

^^'^^   sectional  area  has  been  thus  found  by  «,  we  get  by 

summation 

ii  =  ^2(X) (58) 

where  2(X)  denotes  the  sum  of  the  n  values  of  X. 

But  if  Jf  be  the  mass  of  mercury  contained  in  the 
length  of  the  tube 


"-'l-^-'M^- 


where  p  denotes  the  density,  and  2(1/X)  the  sum  of  Ae 
reciprocals  of  the  n  values  of  \.  Hence  eliminatiDg  C 
between  these  two  equations  and  solving  for  r,  we  get 

r  =  ^        "', (59) 


pL-  t(X)t(^^ 


If  the  tube  had  been  truly  cylindrical  the  value  of  r 

would  have  been  MRIpLK     The  factor  n«/2(X)S(^  is 

the  correction  for  conicality  of  the  tube,  and  is  a 
numerical  quantity  a  little  less  than  unity. 

The  tubes  used  were  placed  horizontally,  and  were 
fitted  at  each  end  with  hollowed  out  L  shaped  pieces  of 
ebonite  which  formed  wide  terminal  cups.  Each  end  of 
the  tube  was  fitted  air-tightly  into  the  ebonite  socket 
with  a  short  length  of  thick  rubber  tubing  thrust  in  a 
little  way,  so  as  to  leave  room  for  a  caulking  of  paraffin 
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wax,  which  was  run,  in  a  melted  state,  into  the  mouth   Measure- 
of  the  socket.    These  cups  were  filled  with  mercury    ^^^^^ 
and  connected  with  the  resistance  balance  by  means  of  ,j^®^**^ 
well  amalgamated  copper  rods.    The  tube  was  kept  at        of 
0"  by  being  immersed  in  a  trough  containing  melted  ^^'^''"y- 
ice.    The  temperature  of  the  mercury  in  contact  with 
the  copper  rods  it  was  ascertained  was  not  higlier  than 
5"^  or  6^  and  as  ice  was  piled  up  round  the  cups,  it  was 
estimated  that  the  temperatures  of  the  parts  of  the  tube 
within  the  cups,  and  therefore  not  directly  exposed  to 
the  ice-bath,  were  not  higher  than  2^ 

The  cups  were  so  large  in  section  that  they  might  be 
supposed  of  infinite  extent  in  comparison  with  the  tube, 
and  an  addition  of  '82  of  the  diameter  *  was  made  to 
the  observed  length  to  correct  for  the  influence  of  the 
cups. 

The  ends  of  the  tube  were  rounded  to  a  convex  form 
so  that  the  length  of  the  bore  could  be  measured.  This 
was  done  by  adjusting  to  the  ends  reading  microscopes, 
fitted  with  micrometer  screws  by  which  the  distance 
between  could  be  varied  by  an  amount  known  to  the 
TTflmr  of  <^  i>^<^h,  reading  off  on  a  brass  rule  substituted 
for  the  tube  the  length  to  the  nearest  number  of  whole 
divisions,  and  determining  the  fractions  of  divisions  at 
the  ends  by  means  of  the  micrometers. 

The  tubes  were  carefully  cleaned  by  passing  through 
them  in  succession  sulphuric  acid,  nitric  acid,  caustic 
potash,  distilled  water,  and  finally  air  dried  by  chloride 
of  calcium.     The  calibration  was  performed  by  a  short 

•  See  above  p.  165,  and  Lord  Rayleigh's  Theory  qf  Sound,  Vol.  II. 
8  807. 
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Measure-  thread  of  clean  mercury,  which  was  moved  to  the  suc- 

the       cessive  required   positions  by  air    blown    through  a 

Sjjecific    chloride  of  calcium  tube :  and  measured  in  some  cases 

KesistiuiC6 

of       by  substituting  an  ivory  scale  under  microscopes  ad- 
Mereury.  JQg^ed  to  the  ends  of  the  column,  in  others  by  placing  a 
scale  alongside  the  tube  and  reading  the  length  off  by 
means  of  a  magnifying  glass. 

The  determination  of  the  mass  of  mercury  contained 
in  the  tube,  was  found  by  weighing  a  thread  of  mercury 
nearly  as  long  as  the  tube.  The  length  of  this  coltmin 
was  found  as  follows.  After  the  resistance  had  be«i 
measured  the  greater  part  of  the  mercury  was  retained 
in  the  tube,  and  the  ends  of  the  column  pressed  flat 
with  flat-headed  vulcanite  pins  fitted  into  the  ends  of 
the  tube.  The  length  of  the  column  was  obtained  by 
the  microscopes,  and  the  temperature  by  a  thermometer 
lying  alongside  the  tube.  The  mercury  was  then  blown 
out  of  the  tube  and  weighed.  By  comparing  the 
length  of  the  column  with  the  actual  length  of  the  tube 
the  whole  quantity  of  mercury  contained  in  the  tube  at 
0°  was  found  with  sufficient  accuracy. 

Experiments  were  made  with  four  tubes,  and  the 
mean  value  obtained  for  the  resistance  at  0^  of  a  column 
of  mercury  1  metre  long  and  1  square  millimetre  in 
cross-section  was  '95412  B.A.  unit  (see  footnote,  p.  389 
above).  Previous  measurements  made  by  Werner, 
Siemens,  and  Matthiessen  gave  '9536  B.A.  unit  and 
•9619  B.A.  unit  respectively  for  this  resistance.  It 
will  be  noticed  that  the  value  just  stated  lies  between 
these,  but  much  nearer  to  the  former.  Messrs.  Siemens 
Brothers   for  a  long  time  used  the  resistance  of  a 
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column  of  mercury  specified   as  above  as    the  unit   Meaaure- 
of  resistance,  and  standard  units  were  issued  by  them       the 
to   experimenters.     One  of  these  examined   by  Lord  -,^P?^^ 

*  Resistance 

Rayleigh  gave  '95365  BA.  unit  for  its  resistance  at        of 
the  temperature  16-7^  at  which  it  was  stated  to  be  Mercury. 
correct. 

For  two  of  the  tubes  used  in  these  experiments  com- 
parisons were  made  of  the. resistance  at  C*  with  that  in 
water  at  the  temperature  of  the  room,  which  was  about 
13"*  C.  It  was  found  that  the  mean  difference  of  resist- 
ance for  1**  per  unit  of  the  resistance  at  0**  was  '000861. 
This  is  of  course  the  change  of  resistance  of  the  contents 
of  a  certain  glass  tube,  and  not  to  be  confounded  with 
the  temperature  variation  of  the  specific  resistance  of 
mercury. 

Standard  ohms  have  been  made  in  mercury,  by  using  Forms  of 
tubes  bent  so  that  the  requisite  length  is  obtained  in  a  standard 
compact  form,  but  they  are  not  very  convenient  in  use,  ^^™- 
and  are  of  course  liable  to  breakage.  A  copy  of  the 
standard  ohm  can  however  be  easily  made  when  the 
resistance  of  a  column  of  mercury  of  definite  cross- 
section  and  length  has  been  accurately  found.  Figs.  84 
and  85  show  such  copies.  Fig.  84  is  the  usual  form  of 
the  standard.  It  is  made  of  platinum-silver  wire, 
wound  within  the  lower  cylinder.  The  space  within  up 
to  the  top  of  the  wider  cylinder  is  filled  with  paraffin- 
wax.  The  ends  of  the  coil  are  attached  to  two  thick 
eledyodes  of  copper  rod,  bent  as  shown  and  kept  in 
position  by  a  vulcanite  clamp.  The  ends  of  these  when 
the  coil  is  used  are  placed  in  mercury  cups  in  the 
manner  already  explained,  and  should  always,  before  the 


zu 
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Fonns  of  coil  is  placed  in  position,  be  freshly  amalgamated  with 
Standard  i^ercuTj.  The  lower  cylinder  up  to  the  shoulder  is 
^^-  placed  in  water  when  the  coil  is  in  use,  and  the  tem- 
perature of  the  water  is  ascertained  by  means  of  a 
thermometer  in  the  hollow  core  of  the  cylinder.  The 
variation  of  the  resistance  of  the  coil  with  temperature 
is  known,  and  hence  its  resistance  at  any  observed 
temperature  can  be  obtained.    Of  course  care  must  be 


Fig.  84. 


taken  not  to  expose  the  standard  to  too  strong  currents, 
and  to  keep  the  temperature  as  near  as  possible  to  the 
normal  temperature  at  which  the  standard  is  given  as 
correct. 

Fig.  85  shows  a  form  of  the  standard  constructed  by 
Messrs.  Elliott  and  Co.  according  to  a  suggestion  made 
by  Professor  Chrystal.  A  thermoelectric  couple,  rf 
which  one  junction  is  within  and  close  to  the  coil,  and 
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the  other  outside  the  case,  is  used  to  determine  the  Forms  of 
temperature  of  the  coil.    In  the  form  in  which  the  standard 
instrument  is  now  made  the  external  junction  is  not     Ohm. 
brought  out  through  the  bottom  of  the  case  as  shown, 
but  the  wire  is  brought  out  at  the  top  of  the  case,  and 
then  joined  to  a  wire  of  the  other  metal  which  is 
entirely  outside  and  attached  to  one  of  the  binding 


Fio.  85. 

screws.  The  external  junction  is  of  course  placed  in 
water  the  temperature  of  which  is  measured,  and  the 
thermal  cuirent  is  observed  by  means  of  a  galvanometer 
connected  to  the  terminals.  This  gives  the  difference 
of  temperatures  between  the  junctions  and  therefore 
the  temperature  of  the  coil. 

The  measurement  of  a  very  high  resistance  such  as  Measure- 
that  of  a  piece  of  insulating  material  cannot  be  effected      yery 

by  means  of  Wheatstone's  Bridge,  and  recourse  must  HighRe- 

.  ,  sistauce. 

be  had  in  most  cases  to  electrostatic  methods  in  which 

the  required  resistance  is  deduced  from  the  rate  of  loss 

of  charge  of  a  condenser,  the  plates  of  which  are  con- 
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Method  by  nected  by  the  substance  in  question.  If,  however,  the 
metorr  resistance  of  the  material  be  not  too  great,  and  a  large 
well  insulated  battery  of  from  100  to  200  cells,  and  a 
very  sensitive  high  resistance  galvanometer  are  avail- 
able, the  following  method  is  the  most  convenient. 
First  join  the  galvanometer,  also  well  insulated,  and  the 
resistance  to  be  measured  (prepared  as  described  below, 
p.  401,  to  prevent  leakage)  in  series  with  as  many  cells 
as  gives  a  readable  deflection,  which  call  D.  Now  join 
the  battery  in  series  with  the  galvanometer  alone,  and 
reduce  the  sensibility  of  the  instrument  to  a  suitable 
degree  by  joining  its  terminals  by  a  wire  of  known 
resistance,  and,  to  keep  the  total  resistance  in  circuit 
great  in  comparison  with  the  resistance  of  the  battery, 
insert  resistance  in  the  circuit.  Let  E  and  B  denot-e 
respectively  the  electromotive  force  and  resistance  of  the 
whole  battery,  G  the  resistance  of  the  galvanometer,  S 
the  resistance  joining  its  terminals  in  the  second  case, 
R  the  resistance  introduced  into  the  circuit  of  the 
galvanometer  in  that  case,  and  X  the  resistance  to  be 
found  ;  we  have  for  the  diflference  of  potentials  between 
the  terminals  of  the  galvanometer  in  the  first  case  the 
value, 

Gvhx-^'^  •  •  •  •  <«o> 

where  m  is  the  factor  by  which  the  indications  of  the 
galvanometer  must  be  multiplied  to  reduce  them  to 
volts.  In  the  second  case  the  resistance  between  the 
galvanometer  terminals  is  SG/{S+  G^,and  therefore  the 
difference  of  potentials  between  them  is. 
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SG  Method  by 

^  o.a  W<^r  Galvano. 

SG     "  {B^Ii){S+G)  +  SG'''^^'  ^^^^ 


B  +  B  + 


8-¥G 


Hence  combining  equations  (60)  and  (61)  so  as  to 
eliminate  £  and  m,  and  solving  for  -J,  we  get, 

X  =  §(5  +  i?+e  +  (-^^tM)-(2?  +  ^  (62) 

If  X  be  great  in  comparison  with  the  remainder  of 
the  resistance  in  circuit  the  term  {B  +  G)  may  be 
neglected. 

This  method  was  used  by  Mr.  T.  Gray  and  the  author  Detennin- 
for  the  determination  of  the  specific  resistances  of  g^cific 
different  kinds  of  glass.  The  specimens  of  glass  were  Resistance 
in  the  form  of  thin,  nearly  spherical  flasks  about  7  cms. 
in  diameter,  with  long  narrow  and  thick  walled  necks. 
The  thin  walls  of  the  flask  were  brought  into  circuit  by 
filling  it  up  to  the  neck  with  mercury,  and  sinking  it  to 
the  same  level  in  a  bath  of  mercury,  then  joining  one 
terminal  of  the  battery  to  the  external  mercury  by  a 
wire  passed  down  the  long  neck,  and  the  other  to  the 
mercury  in  the  bath  without.  This  mercury  bath  was 
an  iron  vessel  contained  in  a  sand  bath  which  could  be 
heated  to  any  required  temperature.  A  well  insulated 
galvanometer  (constructed  by  aid  of  a  grant  from  the 
Government  Research  Fund  to  a  special  design  de- 
scribed in  Vol  II.)  of  high  resistance  and  great  sensi- 
tiveness was  included  in  the  current.    A  battery  of  over 
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Detenni-  100  Daniell's  cells  was  used,  and  after  a  reading  of  the 
Specifie  galvanometer  in  one  direction  had  been  taken  and 
^rfoSST  ^®^^^»  ^^  *^®  corresponding  temp^uture  of  the 
glass,  the  coatings  of  the  flask  were  connected  together 
until  the  next  reading  was  about  to  be  taken.  Fcht  this 
the  current  was  reversed,  and  the  deflection  taken  as 
before,  and  so  on.  The  ''electric  ab»orption  "  (see  p.  435 
below)  was  thus  reversed  between  every  pair  of  readings, 
and  it  lasted  in  most  cases  about  three  minutes.  The 
resistances  were  therefore  those  existing  after  three 
minutes'  electrification.  The  result  for  the  glass  of 
highest  insulation  tested,  which  was  lead  glass  of 
density  3*14,  was  a  specific  resistance  at  lOO"*  C.  of 
about  8400  x  10^^  ohms.  The  resistance  was  halved 
for  each  SS"  or  9'  rise  of  temperature. 

A  modification  of  this  method  for  which  one  of 
Sir  W.  Thomson's  Graded  Potential  Galvanometers  or 
Voltmeters  (see  Vol.  II.)  is  very  suitable,  may  be  used 
for  the  determination  of  the  insulation  resistance  of  the 
conductors  in  an  electric  light  installation. 
Determin-  The  conductors  are  disconnected  from  the  gena^tor 
"  Ittrok-  ^°d  ^^  ®^^  ^^^^  ^^®  another.  They  are  then  joined 
tion  Ro-^  at  one  end  by  the  potential  galvanometer  in  series  with 
a  battery  of  as  many  cells  as  gives  a  readable  deflection 
with  the  magnetometer  in  the  position  of  the  greatest 
sensibility.  The  number  of  divisions  corresponding  to 
this  deflection  is  read  off,  and  thie  number  of  divisions 
which  the  battery  gives  when  applied  to  the  galvano- 
meter alone  is  then  observed.  Call  the  latter  number  V 
and  the  former  F';  and  let  E  divisions  be  the  total 
electromotive  force  of  the  battery.    Let  the  resistaDce 
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of  the  battery  which  may  be  determined  by  the  method  Determin- 

described  below  (p.  414)  be  B  ohms,  the  resistance  of   *i^lijj. 

the  galvanometer  G  ohms,  and  the  insulation  resistance   twn  Re- 
.    t     to        1   T^    1  1  1  •   1  swtanoe. 

to  be  found  R  ohms ;  we  have  plainly, 


B+G'  "B  +  G  +  B 

Therefore,  % 

i2  =  (5+ 00(7^-1).    .     •     .     (62) 

If  £  be  small  in  comparison  with  G  we  may  put 

V  ^  V 
R^G—y,— (63) 

A  shunt- wound  generating  machine  giving  sufficient 
electromotive  force  may  be  used  instead  of  the  battery, 
and  in  this  case  B  is  found  by  equation  (63). 

The  insulation  resistance  for  unit  of  length  is  found 
from  this  result  by  multiplying  by  the  length  of  either 
of  the  conductors. 

This  method  is  applicable  to  the  measurement  of  the 
insulation  resistance  of  cables  or  telegraph  lines,  but  for 
details  the  reader  is  referred  to  the  manuals  of  testing 
in  connection  with  these  special  subjects. 

In  the  case  of  insulating  substances  the  method  just 
described  requires  the  use  of  so  powerful  a  battery  ttiat 
it  is  quite  inapplicable  except  when  the  specimen,  the 
resistance  of  which  is  to  be  measured,  can  be  made  to 
have  a  large  surface  perpendicular  to  the  direction  of  the 
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Detonmn-  current  through  it,  and  of  very  small  dimensions  in  thiat 
'^Inrak-  direction.    Such  a  case  is  that  of  the  insulating  covering 

tion  Re-   Qf  ^  submarine  cable  in  which  the  current  by  which 
siBtance.  ... 

the  insulation-resistance  is  measured  flows  across  the 

covering  between  the  copper  conductor  and  the  salt 
water  in  which  the  cable  is  immersed. 

In  general,  therefore,  in  the  determination  of  the 
insulating  qualities  of  substances  which  are  given  in 
comparatively  small  specimens  it  is  necessary  to  have 
recourse  to  the  electrometer  method  mentioned  above 
(p.  396),  of  which  we  shall  give  here  a  short  account 
Meaanre-       The  most  convenient  instrument  for  this  purpose  is 
^m^  *  Sir  William  Thomson's  Quadrant  Electrometer.    For  a 
Resistance  fuU  description   of   this  instrument,   and   a    detailed 
of       account  of  the  mode  of  using  it,  see  Chap.  V.  above. 
^"®***8*-   The  electrometer,  having  been  carefully  set  up  according 
to  the  most  sensitive  arrangement,  and  found  to  be 
otherwise  in  good  working  order,  is  tested  for  insulation. 
One  pair  of  quadrants  is  connected  to  the  case  according 
to  the  instructions  for  the  use  of  the  instrument  and  a 
charge  producing  a  potential  difference  exceeding  the 
greatest  to  be  used  in  the  experiments  is  given  to  the 
insulated  pair  by  means  of  a  battery,  one  electrode  of 
which  is  connected  for  an  instant  to  the  electrometer- 
case,  the  other  at  the  same  time  to  the  electrode  of  the 
insulated  quadrants,  and  the  percentage  fEill  of  potentials 
produced  in  thirty  minutes  or  an  hour  by  leakage  in  the 
instrument  is  observed.     If  this  is  inappreciable,  the 
instrument  is  in  perfect  order.     For  practical  purposes 
the  insulation  is  sufficiently  good  when  the  same  batteij 
being  applied  to  charge  the  electrometer  alone  as  is 
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applied  to  charge  the  cable,  or  condenser  formed  as  Measure- 
described   below,  there   is   not   a   more   rapid    fall  of     jjjgij 
potentials  without  the  cable  or  specimen  than  with  it ;  J^*^^ 
for  there  can  then  be  no  error  due  to  leakage.  of 

An  air  condenser,  well  insulated  by  glass  stems  var-  Lea^e- 
nished  and  kept  dry  by  pumice  moistened  with  strong 
sulphuric  acid,  is  adjusted  to  have  a  considerable 
capacity,  and  its  insulated  plate  is  connected  to  the 
insulated  quadrants  of  the  electrometer  and  the  other 
to  the  electrometer-case  to  which  the  other  pair  of 
quadrants  is  also  connected.  A  charge  producing  as 
great  a  potential  as  in  the  former  case  is  given  to  the 
condenser  and  electrometer  thus  arranged,  and  the  fall  of 
potentials  observed  by  means  of  the  electrometer.  If 
the  loss  in  a  considerable  time  be  also  inappreciable, 
the  condenser  insulates  properly,  and  its  resistance  may 
be  taken  as  infinite.* 

The  specimen  of  material  to  be  tested  is  now  placed  so  Arrange- 
as  to  connect  the  plates  of  the  condenser.    The  manner  Specimen 

in  which  this  is  to  be  done  of  course  depends  on  the  form  ^  ^*^ 

/.I  .  Ti. .    .        /I        1  .  1  1  Condenser, 

of  the  specimen.    K  it  is  a  flat  sheet,  it  may  be  covered 

on  each  side,  with  the  exception  of  a  wide  margin  all 

round,  with  tinfoil,  and  thus  made  to  form  itself  a  small 

condenser  which  is  to  be  joined  by  thin  wires  in  multiple 

arc  with  the  large  condenser.    The  edges  and  margins 

*  A  condenser  of  any  other  kind,  such  as  those  used  in  cable  testing, 
the  insulating  material  between  the  plates  of  which  is  generaUy  paper 
80«ked  in  paraffin,  may  be  used  instead  of  an  air  condenser,  but  as  the 
resistance  of  the  latter  may,  if  the  glass  stems  be  well  varnished  and 
kept  dry,  be  taken  as  infinite,  and  there  is  besides  no  disturbance  from 
the"  phenomenon  called  eledrie  absorpHon  (see  p.  425  below),  it  is 
preferable  to  use  an  air  condenser  if  possible. 

VOL.  I.  D  D 
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Anrnage-   of  the  Sides  of  the  specimen  shoald  be  earefiilly  cleaned 
Sp^nien  <^^  dried,  and  covered  with  a  thin  coating  of  paraffin 
mdi      to  prevent  conduction  along  the  surface  between  Ae  two 
'  tinfoil  coatings,  when  the  condenser  is  charged.    It  k 
advisable,  when  possible,  to  coat  the  whole  snr&oe  in- 
cluding the  tinfoil  with  paraffin,  and  to  make  the  con- 
tacts with  the  tinfoil  plates  by  means  of  thin  wires  also 
coated  with  paraffin  for  some  distance  along  their  length 
from  the  tinfoil.    The  plate  condenser  tims  formed 
should  be  supported  in  a  horizontal  position  on  a  block 
at  the  middle  of  the  lower  surface.    The  upper  ooatii^ 
is  made  the  insulated  plate. 

If  the  specimen  be  cup-shaped,  as,  for  example,  if  it  be 
in  the  usual  form  of  an  insulator  for  telegraph  or  other 
wires,  the  hollow  may  be  partially  filled  with  merctny, 
and  the  cup  immersed  in  an  outer  vessel  containing 
mercury,  so  that  the  mercury  stands  at  nearly  the  same 
level  outside  and  inside.  The  lip  of  the  cup  down  to  the 
mercury  on  both  sides  is  to  be  cleaned  and  coated  wrtb 
paraffin,  as  before,  to  prevent  leakage  across  the  surface. 
A  thin  wire  connected  with  the  insulated  plate  of  the 
condenser  is  made  to  dip  into  the  mercury  in  the  cnp, 
and  a  similar  wire  connected  with  the  other  plate  of  the 
condenser  dips  into  the  mercury  in  the  outer  vessel 
Strong  sulphuric  acid  may,  on  account  of  its  drying 
properties,  be  used  with  advantage  instead  of  mercury 
as  here  described,  when  the  substance  is  not  porous  and 
is  not  attacked  by  the  acid. 

In  every  case  in  which,  as  in  these,  the  insulating 
substance  and  the  conductors  making  contact  with  it 
form  a  condenser  of  unknown  capacity,  the  condenser 
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used  in  the  experiment  must  be  arranged  to  have  a  An-aAge- 
capacity  so  great  that  the  unknown  capacity  thus  added  Specimen 
to  it,  together  with  the  capacity  of  the  electrometer,  ^  ^**^ 
may  be  neglected  in  the  calculations. 

The  condenser,  if  it  has  been  disconnected,  is  again 
connected  as  before  to  the  electrometer.  One  electrode 
of  a  battery  of  from  six  to  ten  small  Daniell's  cells  in 
good  order,  is  also  connected  with  the  electrometer 
case,  and  the  other  electrode  is  brought  for  a  short  time, 
thirty  seconds  say,  or  one  minute,  into  contact  with  the 
insulated  plate  of  the  condenser  at  any  convenient 
point,  such  for  example  as  the  electrode  of  the  electro- 
meter connected  with  the  insulated  pair  of  quadrants. 
The  battery  electrode  is  then  removed,  and  the  condenser 
and  electrometer  left  to  themselves. 

The  condenser  has  thus  been  charged  to  the  potential 
of  the  battery,  which  will  be  indicated  by  the  reading  on 
the  electrometer  scale  at  the  instant  when  the  battery  is 
removed.  The  deflection  of  the  electrometer  needle 
will  now  fall,  more  or  less  slowly  according  to  the  insu- 
lation resistance  of  the  condenser  with  its  plates  con- 
nected by  the  material  being  tested.  Headings  of  the 
position  of  the  spot  of  light  on  the  electrometer  scale 
are  taken  at  equal  intervals  of  time,  and  recorded,  and 
this  is  continued  until  the  condenser  has  lost  a  consider- 
able portion,  say  half,  of  its  potential 

The  resistance  of  the  insulating  material  is  ejwily  'Hieoryof 
calculated  from  the  results  in  the  following  manner.    MetM 
Let    V  be  the  difference  of  potentials  between  the 
plates  of  the  condenser  at  any  instant,  Q  the  charge  of 
the  condenser  at  that  instant,  which  may  be  taken  as 

D  D  2 
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''J^jy^^  proportional  to  the  deflection  on  the  electrometer  scale, 
Method,  and  C  its  capacity  (p.  46).  We  have  Q  =  (7F,  and 
therefore  dQidi  =  Cd  V/dt .  But  -  dQ/dt  is  the  rate  of 
lo88  of  charge,  that  is,  the  current  flowing  from  one  plate 
to  the  other,  and  this  is  plainly  equal  by  Ohm's  law  to 
r/S.    Hence  -  dQ/dt  =  V/B,  and  therefore 


Integratmg  we  get, 

en 


logr+^=^      ....    (65) 


where  -4  is  a  constant  If  F  be  the  potential  differ- 
ence t  seconds  after  it  was  V^,  we  get  by  putting  <  =  0 
in  (65)  A  =  log  FV    Hence  (65)  becomes 


and 


t        1      Vo 


^--^rV/     •     •    •    •    C66) 
log^ 

If  r=  jr^,  we  have  B  =  ^/log  i 
If  the  condenser  have  a  resistance  so  low  as  to  add 
materially  to  the  rate  of  discharge,  an  additional  exp^- 

*  It  iB  to  be  remembered  that  the  logarithms  to  be  here  used 
are  Naperian  logarithms.  The  Naperian  logarithm  of  kdj  nnmbtr 
is  equal  to  the  ordinary  or  Brigg's  logarithm  multiplied  \if 
2*802685. 
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ment  must  be  made  in  the  same  way  to  determine  the  Theory  of 
resistance  of  the  condenser  alone,  with  its  plates  con-  m^^! 
nected  only  by  its  own  dielectric.  Let  H^  denote  the 
resistance  of  the  condenser,  determined  by  equation 
(66)  from  the  results  of  the  latter  experiment,  and 
£i  the  resistance  of  the  specimen;  by  equation  (10) 
(p.  16)  1/-B  =  l/Bi  +  l/i2^,  and  therefore 

*-X?R, <"> 

If  C  has  been  obtained  in  C.G.S.  electrostatic  units 
of  capacity,  it  may  be  reduced  to  electromagnetic  units 
by  dividing  by  the  number  of  electrostatic  units  of 
capacity  equivalent  to  the  electromagnetic  imit,  that  is 
(see  Vol.  II.)  by  9  X  10«>  nearly. 

When  an  air  condenser  is  used,  its  capacity  can  gene- 
rally be  obtained  approximately  by  calculation  from  the 
dimensions  and  area  of  the  plates.  For  example,  if 
two  parallel  plates  of  metal,  placed  at  a  distance  d 
apart,  very  small  in  comparison  with  any  dimension  of 
either  surface,  have  a  diflference  of  potentials  F,  and 
there  be  no  other  conductor  or  electrified  body  near, 
we  have  seen  above  (p.  57)  that  the  capacity  on  a 
portion  of  area  A  near  the  centre  of  either  plate  is 
Aj^ird.  Hence  in  the  example  below,  we  have  for  the 
capacity  of  the  disk  of  area  A  the  value  A/iurd,  if  we 
neglect  the  non-uniformity  of  the  electrical  distribution 
near  the  edge. 

If  C  has  been  taken  in  absolute  C.Q.S.  electro- 
magnetic units  of  capacity  (see  Vol  II.),  we  obtain  J2 
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Tktoiy  of  from  (66)  in  cms.  per  teoond,*  which  may  be  reduced 

MetkS!   ^  ohms  by  dividing  by  lO*. 

When  a  condenser  such  aa  one  of  those  used  in  sub- 
marine telegraph  work  is  used,  the  capacity  of  which  is 
known  in  microfarads,!  then  since  a  micro&rad  is  1/10^ 
C.Q.S.  electromagnetic  units  of  capacity,  we  hare  for  B 
in  ohms  the  formvia 

JJ  =  10«^,-^ (68) 

log  Y 

STamSi  '^^  following  are  results  actually  obtained  in  tests  of 
of        a  specimen  of  insulating  material  made  in  the  form  of 

Method?  ^^  ordinary  telegraph  insulator.  An  air  ccHadenser  con- 
sisting of  two  horizontal  brass  disks,  the  distance  of 
which  apart  could  be  regulated  by  means  of  a  micro- 
meter screw,  was  joined  with  the  insulator  made  into 
a  small  condenser  with  mercury  inside  and  outside, 
as  described  above.  The  lower  disk  was  of  considerably 
greater  diameter  than  the  upper,  which  had  a  diameter 
of  12*54  cms.,  and  the  distance  between  them  was  ad- 
justed to  be  1  cm.  The  upper  disk  was  connected  to 
the  insulated  pair  of  quadrants,  and  the  lower  to  the 
electrometer  case.  Calling  A  the  area  of  the  upper 
plate,  and  d  the  distance  between  them,  we  have, 
neglecting  the  effect  of  the  edges  of  the  upper  disk,  for 
the  capacity  of  this  condenser  the  value  A/^ird  in 
C.G.S.  electrostatic  units.  Hence  in  the  actual  case 
(7=  9828.      The   interior  surface    of   the    insulator 

*  In  the  electromagnetic  system  of   miits  »  resistance  hss  ib» 
dimensions  of  velocity.     See  Vol.  II. 
+  See  VoL  II.,  also  the  Note  in  the  Appendix  to  the  present  TolmBe. 
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covered  by  the  mercury  was  so  small,  and  the  thickness   Pnustical 
of  the  material  so  great,  that,  even  allowing  the  material       of 
to  have  a  high  specific  inductive  capacity,  the  capacity    ^^q§® 
of  the  condenser  which  it  formed  was  small  in  com- 
parison with  that  of  the  air  condenser.    The  experiment 
gave,  when  the  condenser  and  insulator  were  joined  as 
described,    Vo  =  251,    V^  «  100,  t  =«  5640  seconds. 
Hence, 

9-828  X  2-303  x  log^JJJ 

in  seconds  per  centimetre  (C.G.S.  electrostatic  units  of 
resistance).  As  the  condenser  was  not  insulating  per- 
fectly, a  separate  test  was  made  for  it  alone,  with  the 
results  Vo  -  239,  Vi  =  182,  t  =  6120.     Hence 

•«. ~ — m-^^. 

9-828  X  2-303  xloge^ 

and  therefore  by  (67) 

623  X  2286  _    ^ 
^^  2286  -623  "^^'^ 

in  seconds  per  centimetre. 

Multiplying  this  result  by  9  x  10^^  (the  approximate  Measure- 
value  of  t;*,  see  Vol.  II.),  to  reduce  to  electromagnetic  ^^  g^tery 
units,  we  get  for  the  resistance  of  the  insulator  7712  x     lUsist- 
10*^  cms.  per  second,  or  771  x  10^^  ohms.  *"^* 

The  determination  of  the  resistance  of  an  electrolytic  ResiataDce 
liquid  is  attended  with  serious  diflSculty  in  consequence    Eie^tro- 
of  the  polarization  in  general  produced  at  the  surfaces     ^V^^ 
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Resistance  of  electrodes  in  contact  with  them.  This  polarization 
Electro-  involves  in  certain  cases  what  has  been  called  a  transt- 
lytes.  ^Iq^  resistance  at  the  separating  surfiEices  produced  by 
the  presence  of  the  ions  or  of  air,  or  of  both,  at  these 
surfaces,  and  an  alteration  of  the  resistance  of  part  of 
the  liquid  column  due  to  change  in  the  condition  of  the 
liquid  near  the  electrodes.  Further  it  involves  an 
electromotive  force  opposed  to  that  producing  the 
current,  which  must  be  taken  account  of  in  most  of 
the  ordinary  methods  of  comparing  resistances,  and 
this  cannot  in  general  be  done  with  accuracy,  for 
example,  if  F  be  the  difference  of  potentiab  between  a 
pair  of  electrodes  in  contact  with  an  electrolyte,  7  the 
current  through  the  electrolyte,  and  £  the  electromotive 
force  of  polarization,  we  have 

r=yIi^K (69) 

Thus  we  cannot  find  B  (which  after  all  might  not  be 
the  true  resistance  of  the  electrolyte)  by  finding  V 
and  7  alone ;  we  must  find  also  K  But  the  value  of  JS 
depends  to  a  certain  extent  on  the  value  of  7,  and  on  a 
variety  of  other  circumstances,  such  as  the  size  and 
nature  of  the  electrodes,  which  render  the  determination 
of  B  by  any  process  of  this  kind  exceedingly  diflScult 
Polariza-  The  electromotive  force  of  polarization  consists  in  a 
Capacity,  finite  difference  of  potentials  at  each  electrode.  This 
causes  the  electrode  to  act  as  the  plate  of  a  condenser, 
of  which  the  capacity  may  be  called  the  polarization 
capacity  of  the  electrode.  This  is  considerable  even  for 
an  electrode  of  very  small  surface,  on  account  of  the 


/' 
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thinness  of  the  stratum  at  the  surface  within  which  the 
difference  of  potentials  exists. 

The  disturbance  from  polarization  is  however  small  Non-pola- 
when  the  liquid  is  a  solution  of  a  metallic  salt,  and  the  ^^1^^. 
electrodes  are  composed  of  the  metal  in  question.  The 
resistance  can  then  be  determined  with  fair  accuracy 
by  the  Wheatstone's  Bridge,  or  other  ordinary  method 
which  may  be  applicable,  if  precautions  are  taken  to 
eliminate  any  transition  resistance  which  there  may  be 
at  the  plates.  It  has  been  found  that  electrodes  of 
ordinary  zinc  amalgamated  with  mercury  produce  no  elec- 
tromotive force  of  polarization  when  placed  in  contact 
with  sulphate  of  copper  and  zinc  solution.  This  fact 
has  been  made  use  of  by  Beetz,*  Paalzow,t  and  others 
for  the  determination  of  the  resistance  of  zinc  sulphate 
solutions  of  various  strengths.  In  the  experiments  of 
Beetz  which  were  made  with  great  care,  the  liquid  was 
boiled  with  the  electrodes  in  position  to  expel  air  from 

e  plates  and  so  prevent  transitional  resistance. 

Paalzow  also  determined  the  resistances  of  solutions  of  Paalzow's 
other  salts  by  placing  the  liquid  to  be  experimented  on  me^ts^ 
in  tubes  communicating  at  their  extremities  with  porous 
clay  cylinders  filled  with  the  same  liquid  and  standing 
in  wide  glass  vessels  containing  amalgamated  zinc 
electrodes  of  large  surface  immersed  in  zinc  sulphate 
solution.  The  polarization  at  the  junctions  of  the  two 
liquids  was  slight,  and,  with  the  resistance  of  the  porous 
cylinders,  was  eliminated  by  observations  with  columns 
of  different  lengths. 

•  Pogg,  Ann.  cxrii  (1862),  p.  1. 
t  lUd.  cxxxvii  (1869),  p.  489. 
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Ewingantr     Determinations  of  the  resiBtance  of  zinc  sulphate 
j^^gor*8    and  copper  sulphate   solutiixis  of  differ^it  steongths 


y 

an 
Expen-  \^YQ  heeik  made  by  Professors  Ewing  and  MBcgregar* 
by  the  Wheatstone  Bridge  method.  Two  arms  of  die 
bridge  were  made  of  large  resistance,  the  liquid  colonm 
(contained  in  a  narrow  tube  with  wide  ends^  in  whidi 
were  placed  platinum  electrodes),  and  the  variable  re- 
sistance were  placed  in  the  other  two,  and  a  dead-beat 
galvanometer  with  a  very  light  mirror  and  needle  used 
to  test  for  balanca  Thus  only  feeble  currents  of  short 
duration  were  sent  through  the  liquid  ccdumn. 

All  the  reliable  experiments  on  sulphate  of  zinc  agree 

in  showing  that  for  this  substance  there  is  a  strength 

for  which  the  specific  resistance  is  a  minimum.    At 

temperature   10''  C.  this  strength  is  by  Ewing  and 

Maq^gor's    experiments    approximately   that   which 

/Corresponds  to  density  1*298. 

Horsford*8      Another  method  for  the  elimination  of  polarissatioii 

Wiede-    ^^  ^^*  ^^^'^  ^^  Wheatstone  t  wid  more  lately  by 

rnann's    Horsford  and  by  Wiedemann.}     A  measurement  was 

^^^    made  of  the  apparent   resistance  for  one  length  of 

the  liquid  column,  then  the  column  was  shortened  \yf 

moving  the  electrodes  closer  together,  and  the  current 

through  the  column  restored  to  its  former  value  by 

adding  wire  resistance.     The  amount  ct  resistance  thus 

added  gave  the  resistance  of  the  portion  of  the  colunm 

removed  from  the  circuit.    The  state  of  the  electrodes 

cannot  however  here  be  taken  as  absolutely  the  same  in 

•  Trang.  E.S.E.  vol.  xxviL  (1878),  p.  51. 

t  Phil.  Trans.  R.S.,  1843  ;  Scientific  Papers,  p.  122. 

X  Pogg,  Ann.  xoix.  (1866). 
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any  two  experiments.  In  Wiedemann's  experiments 
the  electrodes  were  silver  fot  silver  solutions,  copper  for 
copper  solutions,  and  platinum  in  other  cases. 

A  method  preferable  to  any  of  these  consists  in  an  Method  of 
application  of  the  potential  method  described  above     sotPoT* 
for  the  measurement  of  wire  resistance.     Contact  is  Potentials. 
made  by  means  of  platinum  electrodes  at  two  cross- 
seetions  of  the  liquid  column  at  a  definite  distance 
apart,  while  a  steady  current  is  kept  flowing  along  the 
column.    The  difference  of  potentials  between  these 
electrodes  is  measured  by  means  of  a  suitable  electro- 
meter, and  compared  with  that  between  two  points  in  a 
wire  of   known  resistance  through   which  the    same 
current  is  flowing.     The  effect  of  any  electromotive 
force  independent  of  the  current  may  be  eliminated 
by  taking  the  observations  for  both  directions  of  the 
current. 

It  is  here  necessary  that  the  capacity  of  the  part 
of  the  electrometer  charged  by  the  contact  be  small  in 
comparison  with  the  polarization  capacity  (p.  408  above) 
of  the  electrodes,  otherwise  the  charging  current  would 
give  a  sensible  polarization  effect  at  the  electrodes. 
The  capacity  of  the  quadrants  of  a  quadrant-electro- 
meter is  sufficiently  small  to  avoid  any  serious  error 
from  this  cause  with  electrodes  of  ordinary  platinum 
wire. 

Since  the  value  of  the  electromotive  force  of  polariza- 
tion is  small  when  the  value  of  the  current  is  small  it 
is  possible  to  use  a  high  resistance  galvanometer  instead 
of  an  electrometer  in  this  method.  It  is  necessary 
however  to  have  the  current  exceedingly  small;  and 
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Method  of  therefore  if  a  sensitive  electrometer  is  available  it  is 
aonof     preferable  to  use  it. 

Potentials,  jhis  method  seems  to  have  been  first  used  by  Bianly* 
in  some  measurements  of  the  Electromotive  Force  c^ 
Polarization,  but  it  has  occurred  to  and  been  used  by 
several  other  experimenters. 

Some  other  methods  of  determining  the  resistance  of 
an  electrolyte,  which  involve  electro-magnetic  considar- 
ations,  will  be  given  in  Vol.  II.;  and  the  subject  of 
Polarization  will  be  more  fully  considered  in  connection 
with  the  Determination  of  Electromotive  Forces.  The 
foregoing  sketch  may  be  supplemented  by  a  reference 
to  Wiedemann's  Lehre  von  der  Mektricitdt,  Bd.  I, 
§§.  563 — 608,  in  which  will  be  found  a  very  full  account 
of  experiments  and  results. 
Battery-  We  shall  now  consider  very  briefly  the  measurement 
'  of  the  resistance  of  a  battery.  This  term  is  not  perfectly 
definite  in  meaning,  as  there  is  reason  to  believe  that  the 
resistance  as  well  as  the  electromotive  force  of  a  battery 
depends  to  some  extent  on  the  current  flowing  through 
the  battery,  and  further  the  resistance  and  the  electro- 
motive force,  and  possibly  also  the  polarization  of  the 
battery  are  affected  by  differences  of  temperature.  Bat 
the  information  which  in  practice  we  generally  require 
from  the  test,  is  really  what  available  difference  of 
potentials  can  be  obtained  with  a  certain  working 
resistance  in  the  external  circuit.  This  could  be 
obtained  at  once  by  connecting  the  terminals  of  the 
battery  by  this  resistance,  and  measuring  the  difference 

•  Compt.  Hend.  Irxiv.  (1878),  p.  528. 
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of  potentials  by  means  of  a  quadrant  electrometer  or  a    Battery- 

R681fit&IlC6 

potential  galvanometer.  If  we  call  this  difference  of 
potentials  V,  and  the  electromotive  force  of  the  battery 
when  on  open  circuit  JE,  then  putting  B  for  the  external 
resistance  we  may  write 

Birr-s  =  'r    •  •  •  •  (70) 

where  r  is  a  quantity  the  definition  of  which  is  simply 
that  it  satisfies  this  equation.  K  the  battery  had  the 
same  electromotive  force  £,  when  generating  the  current 
C,  as  when  on  open  circuit,  then  r  would  be  the  effective 
resistance  of  the  battery ;  but,  although  this  is  not  the 
case,  we  may  without  being  led  into  error  still  speak  of 
it  as  the  resistance  of  the  battery  for  the  current  7.  In 
fact,  the  value  of  r,  thus  found  for  a  particular  vsJue  of 
a,  does  actually  enable  us  to  calculate  from  the  known 
electromotive  force  for  open  circuit,  with  a  moderate 
degree  of  approximation  in  the  case  of  a  constant 
battery,  and  also,  but  less  surely,  in  the  case  of  a 
secondary  battery,  what  available  difference  of  potentials 
will  exist  between  the  terminals  of  the  battery  when 
connected  by  other  and  somewhat  widely  differing 
values  of  B,  and  therefore  also  to  find  what  arrange- 
ment of  a  battery  it  will  be  best  to  adopt  in  any  given 
circumstances.  So  far  as  this  practical  result  is  con- 
cerned, the  numerous  methods  which  have  been  devised 
for  the  determination  of  the  resistance  of  a  battery 
before  any  sensible  polarization  (which  requires  time  to 
develop)  has  been  set  up  are,  thougb  interesting  in 
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^2^^  themselves,  of  no  practical  value,  and  we  shaU  not  here 
'  describe  any  of  them. 

Prom  equation  (70)  we  have 

r=?^S (71) 

To  determine  r  therefore  we  have  simjJy  to  measoie 
with  a  potential  galvanometer  the  difference  of  pot^iti&Is 
which  exists  between  the  terminals  of  the  battery  wh^ 
on  open  circuit,  or  connected  only  by  the  gahranometer 
coil,  the  resistance  of  which  we  suppose  to  be  very  great 
in  oomparison  with  r,  and  again  to  measure  in  the  same 
way  the  difference  of  potentials  when  the  terminals  are 
connected  by  a  resistance  22,  ako  small  in  comparisoD 
with  that  of  the  galvanometer.* 

If  the  galvanometer  scale  be  graduated  so  that  readings 
are  [Hroportional  to  the  tangents  of  the  corresponding 
angles,  we  have,  if  i)  be  the  deflection  in  the  first  case, 
and  27  the  deflection  in  the  second  case,  the  equation 

r=—^—S (72) 

Instead  of  a  potential  galvanometer  a  quadrant 
electrometer  may  be  employed  if  the  battery  is  not 
too  large,  and  the  same  formula  applies  when  D  and 
2)'  are  taken  proportional  to  the  tangents  of  the  angles 
through  which  the  mirror  is  turned. 

A  resistance  coil,  which  may  be  of  Gennan  silver 

*  If  the  battery  consist  of  a  large  Bumber  of  cells,  it  may  be  diriM 
into  sections  and  so  tested,  or  each  cell  may  have  its  resistance  measured 
separately. 
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wire,  conatracted  as  described  in  p.  367,  should  be  used  ^^^^^ 
for  the  resistance  connecting  the  terminals,  and  if  the 
current  passing  through  it  be  considerable  its  resistance 
should  be  determined  when  the  current  is  flowing. 
This  may  be  done  by  including  in  its  circuit  a  current- 
galvanometer,  and  determining  the  current  7  through 
the  wire  in  amperes,*  when  Fis  read  off  in  volts  *  on  the 
potential  instrument.  The  resistance  of  the  wire  with 
that  of  the  current-galvanometer  is  in  ohms  F/7,  and 
this  is  to  be  used  as  the  vahie  of  J2  in  equation  (72). 

If  a  galvanometer  of  high  resistance  be  not  available, 
an  approximate  test  can  be  made  by  means  of  a  sensitive 
galvanometer  of  low  resistance.  The  battery  and  gal- 
vanometer are  joined  in  series  with  a  resistance  B,  and 
again  with  a  resistance  S\  Let  D  and  B'  be  the  de- 
flections, which  must  have  a  difference  comparable  with 
either.  Then,  supposing  E  and  r  to  be  the  same  in 
both  cases,  and  putting  G  for  the  resistance  of  the 
galvanometer  we  have 

T\                               ■"                             TV                                 E 
V  ^=^  in  ^ 7= 9  X/  =*  7/1  -Tn, 7^ » 

Ii  +  G  +  r  J2'4-G^  +  r 

where  m  is  a  constant. 
Therefore  we  find 

,^?:^^.a (73) 

Mance  has  shown  how  to  determine  the  resistance  of   Mance's 
a  battery  by  means  of   Wheatstone's   Bridge.     The     for^^^ 
battery  is  placed  in  the  position  JBJD  of  Fig.  70  above,  BesiBtancc 
and  a  key  is  connected  between  £  and  C,    The  resist- 
*  See  Vol.  II.,  also  the  Note  in  the  Appendix  to  the  present  volume. 
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Male's   ances  r^  r^  r,  are  adjusted  until  the  depression  of  the 

for  the  key  produces  no  alteration  in  the  galvanometer  de- 
^^^^  flection.  The  galvanometer  and  the  key,  «rith  their 
respective  connecting  wires,  are  then  conjugate  con- 
ductors (p.  159  above) ;  and  it  is  easy  to  show  that  the 
resistance  of  the  battery  is  then  r^Jr^,  The  needle  of 
the  galvanometer  is  kept  nearly  at  zero  by  means  of  a 
small  magnet  during  the  adjustment  of  the  resistances^ 
so  that  it  is  as  sensitive  as  possible  to  any  alteration  of 
current  produced  by  depressing  the  key. 

This  method  is  so  troublesome  as  to  be  practically 
useless,  chiefly  on  account  of  the  variation  of  the 
effective  electromotive  force  of  the  cell  produced  by 
alteration  of  the  current  through  the  cell  which  takes 
place  when  the  key  is  depressed.  Prof  O.  J.  Lodge  * 
has  discussed  the  method,  and  shown  how  it  maybe 
improved  by  inserting  a  condenser  in  series  with  the 
galvanometer  between  C  and  D.  Still  it  is  inconvenient 
and  gives  no  information  which  may  not  be  obtained 
more  easily  in  another  way,  and  we  shall  therefore  not 
enter  into  further  detail  regarding  it. 
Thomson's      Sir  William  Thomson  f  has  however  shown  how  the 

fQ^i^Q    same  mode  of  operating  may  be  made  to  give  the 

Resistance  resistance  of  a  galvanometer  when  there  is  no  other 

GaJvano-  galvanometer  available.     The  arrangement  of  Fig.  70 

meter,     jg  varied  by  placing  the  galvanometer  in  the  positicm 

BD  of  Fig.  70,  and  a  key  in  the  position  there  shown  as 

occupied  by  the  galvanometer.    The  deflection  of  the 

galvanometer  produced  by  depressing  the  battery  key  is 

•  PhiL  Mag.  1877,  p.  616. 

t  Proc  E.S.  Vol.  xix.  (Jan.  1871). 
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nearly  annulled  by  means  of  a  magnet,  and  the  resist-  '^^^^'^ 
ances  ri,  r^  r^  are  adjusted  until  no  alteration  of  the    for  the 
galvanometer  deflection  takes  place  when  the  key  in  I^csis'a'ice 
CD  is  depressed.    When  this  is  the  case  C  and  D  are  at  Galvano- 
the  same  potential,  since  the  addition  of  the  conductor     ™®**'- 
CD  does  not  disturb  the  current  distribution  in  the 
network;   and   we  have  for  the  resistance  r^  of  the 
galvanometer 

n=    'To. 
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CHAPna  VIII. 

COMFAEISOK  OF  CAPACITIES  AND  MEASUREMENT  OF 
SPECIFIC  INDUCTIVE  CAPACITY, 

Sbctioh  I. 
COMPARISON  OF  CAPACITIES. 

MMMue-       The  determinatioii  of  the  electrostatic  capacity  of  a 
^^I^  condenser  is  effected  by  a  process  in  which  its  chwrge  at 
static      a  given  potential  is  compared  with  that  required  to 
^^•piaty.   ^jIjj^j^  ^  standard  condenser  to   the  same  potential 
The  standard  condenser  is  generally  one  of  which  the 
capacity  can  be  found  by  calculation  from  the  dimen- 
^ons  and  arrangement  of  the  instrument,  or  which  has 
been  itself  compared  with  such  a  condenser. 
Different       There  are  three  forms  of  standard  condenser,  the 
1"?™^  capacity  of  which  can  be  determined  with  accuracy  by 
Con-      calculation  from  the  geometrical  arrangement.    There 
d«»«»'-    are— 

1.  Spherical  Condensers. 

2.  Guard-ring  C!ondensers. 

3.  Cylindrical  Condensers. 

^f"<^y!?       The  simplest  form  of  spherical  condenser  consists  of 
Fonnof  ,      .     ,  ,       .  -  .   .       ..i 

Spherical  two  sphencal  conducting  surfaces  concentnc  with  one 

^ms     *"^^*t®^  ^^^  separated  by  a  dielectric.  Such  a  condenser 


J 
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was  used  by  Faraday  in  his  experiments  on  Specific  Faraday's 
Inductive  Capacity,  and  is  shown  in  Fig.  86.    An  outer  Spherical 

brass  shell  B  is  supported  on  a  base-piece  as  shown  in     ,^^^' 

'^^  ^  denser. 

the  figure,  and  is  fitted  above  with  a  tubulure  r,  filled 
by  a  long  plug  of  shellac  I.  The  internal  bi-ass  ball  A 
is  supported  in  a  position  concentric  with  the  outer 
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diell  by  a  thin  stem  passing  up  through  the  shellac 
plug  and  terminating  in  a  knob  a.  The  support  below 
is  perforated  so  as  to  form  a  tube  by  which  the  space 
between  the  spheres  can  be  filled  with  dry  air  or  any 
gas.     A  stopcock  r  enables  this  passage  to  be  closed. 
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This  condenser  was  not  used   by  Faraday  for  ^e 

measurement  of  capacities  in  absolute  measure,  bat  two 

of  them  were  employed  in  the  manner  described  at 

p.  452  below  for  the  determination  of  specific  inductiTe 

Thomson's  capacities.     An  absolute  condenser  on  this  prindple 

Spherical  ^^  however  been  constructed  by  Sir  William  Thomson, 

Con-      and  is  shown  in  section  in  Fig.  87.     The  radius  of  the 

internal  sphere  was  4511  centimetres,  of  the  inner  sor- 


Fio.  87. 


face  of  the  external  shell  5*857  centimetres.  The  inner 
shell  was  supported  in  its  place  by  three  pieces  of 
vulcanite,  of  which  one  is  shown  in  the  figure,  and 
communication  was  made  with  the  interior  con- 
ductor by  a  wire  passing  through  the  centre  of  & 
circular  orifice  cut  in  the  outer  shelL  Calculating 
the  capacity  of  this  condenser  by  (56)  Chap.  L  above 
we  get  k  s=  63'264  centimetres.    It  was  found  however 
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that  '255  centimetre  had  to  be  added  to  this  number  to 
correct  for  the  eflfect  of  the  support  and  the  conducting 
wire.  It  is  difficult  to  make  the  surfaces  of  such  a 
condenser  truly  spherical,  and  to  fix  them  so  accurately 
in  their  places  as  to  enable  the  capacity  to  be  calculated 
with  sufficient  exactness,  and  comparisons  of  this  con 
denser  with  others  showed  that  this  value  of  the 
capacity  was  probably  too  low.  A  preferable  condenser  Thomson's 
is  therefore  Sir  William  Thomson's  guard-ring  form  of  rin^con- 

denser. 


-^ — 


Fio.  88. 


the  parallel  plate  condenser.  This  is  shown  diagram- 
matically  in  section  in  Fig.  88.  (An  actual  instrument 
constructed  by  Dr.  J.  Hopkinson  is  shown  in  Figs.  101, 
102  below.)  The  guard-ring  R  forms  as  it  were  part 
of  a  cylindrical  metal  box  nearly  closed  by  the  disc  D 
which  the  ring  surrounds.  This  box  and  disc  are  sup- 
ported on  a  glass  stem  well  covered  with  clean  shellac, 
and  a  separate  glass  stem  within  the  box  insulates  the 
disc  D  from  the  ring.    A  wire  passiixcr  through  a  hole 
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Thomson's  in  the  cylindrical  wall  of  the  box  makes  contact  with 
ring  Con-  the  electrode  of  the  disc.  The  other  plate  of  the 
denser,  condenser  is  formed  by  the  large  disc  P  above.  This 
plate  is  carried  by  a  glass  stem  mounted  in  a  socket  at 
the  extremity  of  a  fine  screw  working  in  a  fixed  nut 
above.  By  turning  the  micrometer  head  of  this  screw, 
the  distance  of  P  from  the  opposite  disc  can  be  altered 
by  any  required  amount  The  condenser  and  its  sup- 
porting framework  are  mounted  on  an  iron  sole- 
plate,  round  which  is  cut  a  circular  groove  to  receive 
a  protecting  glass  cover;  and  to  enable  a  dry  atmo- 
sphere to  be  maintained  about  the  insulating  stems, 
fragments  of  pumice  moistened  with  strong  sulphuric 
acid  are  contained  in  a  lead  tray  placed  on  the 
sole-plate. 
Mode  of  The  manner  of  using  the  condenser  is  as  follows: 
G^a^.  The  guaixi-ring  and  disc  are  connected  together  and 
ring  Con-  charged  to  the  potential  required,  while  the  opposite 
plate  is  kept  at  zero  potential  The  disc  is  next  dis- 
connected from  the  guard-ring,  which  is  then  brought 
also  to  zero  potential.  The  charge  which  was  formerly 
on  the  disc  remains  upon  it,  and  since  the  distribution 
was  very  nearly  uniform  the  capacity  can  be  calculated, 
and  therefore  the  charge  on  the  disc,  from  the  previously 
existing  potential  The  effective  area  of  the  disc  may 
be  taken  as  the  arithmetic  mean  of  the  actual  area 
of  the  disc  and  that  of  the  opening  in  the  guard- 
ring.  K  S  be  this  mean  area  we  have  by  (61),  p.  57 
above, 

r-   ^ 
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and  therefore  for  the  charge  Q  upon  the  disc  when  the 
condenser  is  charged  to  potential  V 

^      47rd 
A  cylindrical  condenser  of  variable  capacity  has  also  Thomson's 
been  invented  by  Sir  William  Thomson,  and  used  by  Cylindri- 
Messrs.  Gibson  and  Barclay  in  their  determinations  of  ^  ^^" 
the  specific  inductive  capacity  of  parafiSn  described 


A 


3J 


irwT 


Fig.  89. 


Fig.  90.  Fig.  91. 

below.  The  instrument  is  represented  in  longitudinal 
section  in  Fig.  89,  and  in  cross-section  through  O  and 
A  in  Figs.  90  and  91.  The  essential  parts  are  two 
circular  cylinders  of  brass  aa,  bb  of  the  same  diameter, 
supported,  with  their  axes  in  line  and  a  gap  between 
their  adjacent  ends,  on  vulcanite  pieces  cc,  dd,  attached 
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'^uT^'  to  a  sole-plate  hJi.  The  lengths  of  these  cylinders  were 
Cyliodn-  26*58  centimetres  and  35*3  centimetres  respectively,  and 
*5jj^"  their  conmion  diameter  4*9674  centimetres.  These 
dimensions  were  determined  by  a  measurement  of  the 
volume  of  water  contained  by  the  tubes  and  an  accurate 
determination  of  their  lengths.  A  third  brass  cylinder  «^ 
was  supported  coazially  within  the  other  two,  on  four 
vulcanite  feet  near  one  end  resting  on  the  inner  sor&ce 
of  the  outer  cylinder.  The  length  of  this  cylinder  was 
36*6  centimetres,  and  its  diameter  (found  by  winding 
fine  wire  round  the  cylinder,  measuring  the  length  of  a 
certain  number  of  turns,  and  allowing  for  the  thickness 
of  wire  and  the  spiral  arrangement)  was  2*303  centi- 
metres. This  last  cylinder  is  loaded  so  as  to  rest  staUy 
on  its  supports,  and  can  be  slided  backwards  or  forwards 
in  the  direction  of  its  length  so  as  to  alter  the  relative 
lengths  of  it  enclosed  within  the  two  tubes  oo,  U.  A 
vertical  arm  g  projects  upwards  through  a  slot  cut  in 
the  tube  hb,  and  carries  an  index  which  moves  along  a 
graduated  scale  kk.  This  scale  was  graduated  into 
360  divisions,  each  1/40  inch  or  *0635  centimetre 
nearly. 

A  cylinder  of  metal  II  fastened  to  the  base  of  the 
instrument  surrounds  the  other  tube  aa,  to  protect  it 
from  external  influence,  and  the  whole  is  endosed 
within  an  outer  case  mm. 

In  the  use  of  the  instrument  the  tube  hb,  the  internal 
cylinder  c«,  and  the  outer  cylinders  //,  mm  were  connected 
to  earth,  while  cm  was  instilated  and  charged.  The 
theory  of  the  instrument  is  given  at  p.  61  above. 
According  as  the  capacity  of  the  condenser  was  to  be 
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increased  or  diminished,  ee  was  slided  towards  the  left  Th?!??*"'^ 

,  ShdiDg 

or  right,  and  the  amount  of  change  of  capacity  was   Cylindri. 

given  by  using  the  displacement  I,  measured  on  the    ^f^^' 

scale  Jck,  in  the  formula 

where  r'=  2*4837,  r  =  11515.  The  capacity  when  I  =  one 
scale  division  =  '0635  centimetre,  was  therefore  '0413 
centimetre. 

This  instrument  has  been  modified  so  as  to  give  it    Second 
greater  range  by  adopting  the  arrangement  shown  in    sliding 
Fig.  92.     Here  both  ee  and  //,  <J  and  c  of  the  figure)  are    ^^; 
movable,  so  as  to  alter  the  capacity  of  cut. 


6 

— i: 


c::: 


Q 


Fio.  92. 

Except  when  the  dielectric  is  a  gas,  the  phenomena  Electric 
of  charge  and  discharge  are  complicated,  and  the  ^^^^ 
results  of  experimental  'Comparisons  of  the  capacities 
of  condensers  more  or  less  afifected,  by  what  is  generally 
called  Electric  Absorption,  If  a  condenser  having 
a  solid  or  liquid  dielectric  be  charged  by  applying  a 
battery  for  a  time  sufficient  to  give  a  uniform  potential 
F  throughout  the  charged  plate  of  the  condenser 
and  then  be  left  to  itself,  its  potential  will  be  found 
after  the  lapse  of  a  short  time  to  have  considerably 
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••^^!r*^    diminished.      This    dimiiration    of   potential    is    only 
tion."     partly  dne   to   conduction  throngh  the  dielectric  or 
to  want  of  proper  insolation.    Part  of  it  is  due  to  a 
change  produced  in  the  dielectric  medium  when  the 
condenser  is  charged,  which  requires  time  to  bring 
it  about,  and   is  called  electric  absorption  from  ^e 
original  idea  that  it  was  caused  by  the  penetration  of 
part  of  the  electric  charge  into  the  substance  of  the 
dielectric.     A  further  charge  is  necessary  to  restore  the 
former  potential,  and  if  this  be  given  by  a  second  short 
application  of  the  original  charging  battery,  a  second 
fall  of  potential  not  so  great  as  the  first  will  be  produced 
from  this  cause,  and  so  on  for  a  third,  fourth,  fifth,  &c., 
short  application.     Thus  if  the  condenser  be  charged 
by  a  long-continued  application  of  the  battery,  it  will 
take  a  considerably  greater  charge  than  if  the  same 
potential  had  been  produced  by  an  instantaneous  or 
short-continued  application.     Similar  results   are  ob- 
tained when  a  condenser  is  discharged.     If  it  has  been 
charged  by  a  long  contact  with  the  charging  battery,  or 
has  been  left  to  itself  for  some  time  after  charge  by  a 
short  contact,  and  is  then  discharged  by  a  short  con- 
tact, it  will  be  found  immediately  after  to  be  at  zero 
potential,  but  after  some  little  time  it  will  be  found 
again  to  have  acquired  a  potential  of  the  same  sign  as 
before,  and  can  be  again  discharged.    In  this  way  three 
or  four  or  more  discharges  can  be  obtained  before  its 
plates  are  permanently  reduced  to  zero  potentiaL   These 
discharges  after  the  first  constitute  what  is  Called  the 
residual  charge  of  the  condenser. 

The  phenomena  of  residual  charge  have  been  a  good 


ELECTRIC  ABSORPTION.  427 

deal  investigated  of  late  years.  Kohlrausch*  first  ^^'^^ 
pointed  out  the  close  connection  between  the  pheno- 
mena of  residual  charge  and  the  slow  working  out  of 
subpermanent  strain  shown  by  many  elastic  substances, 
and  called  by  Qerman  physicists  Mastische  Nach- 
wirkung.^  It  has  been  found  for  example  by  Dr. 
Hopkinson  that  if  a  Leyden  jar  be  charged  positively 
by  an  application  of  a  battery  continued  for  a  long 
time,  say  a  week,  then  negatively  for  a  shorter  time, 
say  a  day,  then  positively  for  a  very  much  shorter  time, 
say  a  few  minutes,  the  residual  discharge  will  be  alter- 
nately positive  and  negative.  This  behaviour  is  closely 
analogous  to  that  of  a  wire  which  has  been  held  twisted 
for  different  intervals  in  successively  opposite  directions. 
Dr.  Hopkinson  has  also  found  that  mechanical  agitation 
of  the  dielectric  such  as  that  produced  by  tapping  the 
jar  has  a  marked  effect  in  accelerating  the  residual 
discharge. 

Attempts  have  been  made  with  fair  success,  notably 
by  Clerk-Maxwell,  to  account  for  electric  absorption  by 
imagining  the  dielectric  to  be  heterogeneous,  in  the 
sense  of  being  made  up  of  different  imperfectly  insu- 
lating substances,  such  that  the  ratio  of  the  specific 
inductive  capacity  to  the  specific  conductivity  is  not  the 
same  for  the  different  media. 

*  Kohlrausch  has  shows  that  the  instantaneous  discharge  is  indepen- 
dent of  the  residual  charge,  and  that  for  a  given  jar  left  to  itself  for  a 
giyen  time  after  charging,  the  residual  eharge  is  proportional  to  the 
initial  potential. 

t  Pogg.  Ann,  91,  1854.  See  also  on  this  subject  Encyc  Brit,  Art. 
'Electricity,'  by  Prof.  Chrystal:  Ayrton  and  Perry,  Fiteoaiiy  qf 
JXelectric8,  Ploc  B.S.  1878. 
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^*^  It  might  appear  from  the  preceding  that  owing  to  the 
existence  of  electric  absorption  the  capacity  of  a  con- 
denser is  an  indefinite  quantity,  depending  on  the  time 
of  charge  or  discharge.  This  is  not  the  case  however, 
as  it  has  been  found  by  several  experimenters  that  for 
ordinary  condensers,  provided  the  time  of  charge  or 
discharge  do  not  exceed  an  interval  of  a  quarter  or 
half  a  second,  the  charge  required  to  produce  a 
potential  F,  or  which  is  withdrawn  in  annulling  a 
potentiid  V,  are  sensibly  the  same  and  independent 
of  the  duration  of  the  contact.  This  is  called  the 
instantaneous  charge  of  the  condenser,  and  tJie  capacity 
of  a  condenser  is  defined  as  tiie  amount  of  the  instan- 
taneous charge  required  to  produce  unit  potential  at  its 
insulated  coating,  while  the  other  is  at  zero.  The 
methods  of  comparing  capacities  described  below  will 
not  therefore  (except  in  the  case  of  cables  which 
require  a  sensible  time  to  acquire  throughout  the  same 
potential)  involve  any  ambiguity. 

In  the  investigation  of  the  specific  iaductive  capacity 
of  paraffin  referred  to  above,  the  capacities  of  two  con- 
densers were  compared  by  an  instrument  invented  by 

Thomson's  Sir  William  Thomson,  and  called  by  him  a  platymeter. 
me^T,  "^^^^  instrument  is  represented  in  Fig.  93.  A  hrass 
cylinder  cc,  22*94  centimetres  long,  and  51  centimetres 
in  diameter,  is  supported  by  vulcanite  pieces  dd,  and 
coaxial  with  it  are  placed  in  symmetrical  positions,  and 
insulated  by  the  vulcanite  supports  ee,  two  equal  shorter 
cylinders  of  thin  brass,  each  7*6S  centimetres  in  length 
and  8*6  centimetres  in  diameter.  p,p'  thus  form  corre- 
sponding plates  of  two  nearly  equal  cylindrical  con- 
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densers,  of  which  the  opposite  plates  are  furnished  by 
the  cylinder  cc.  The  whole  is  enclosed  within  a  metal 
case  mm,  through  which  pass  insulated  by  plugs  of 
paraffin  the  electrodes  qq  of  p,  p',  and  the  electrode  n 
of  cc. 

The  platymeter  was  used  with  the  sliding  condenser  Compari- 
in  the  following  manner  for  the  determination  of  the  ^®°'^.?f 

.  .         «      ,  Capacities. 

capacities  of  other  condensers.     The  cylinder  aa  of  the  l.  Method 
sliding  condenser  was  connected  to  p',  the  insulated     meten^' 
plate  of  the  condenser  to  be  measured  to  p,  and  the 
other  plate  and  cylinders  hb,  ee  to  the  case  of  a  quadrant 


electrometer  arranged  for  heterostatic  use.  The  inner 
cylinder  cc  of  the  platymeter  was  connected  to  the 
^ectrode  of  the  insulated  pair  of  quadrants.  We  shall 
denote  the  condenser  to  be 'measured  and  the  sliding 
condenser  by  A  and  B,  their  respective  capacities  by 
C,  C,  and  the  nearly  equal  capacities  oip^p'  respectively 
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Compan-  by  c,  c'.    Now  sappose  a  positive  chai^  giv^i  to  A,  and 
Capacities,  the  electrodes  of  the  electrometer  connected  for  an 


b  ^Ut^  instant  to  reduce  the  potential  of  the  cylinder  ec  to  ; 
meter,  and  p  and  p'  then  connected  so  as  to  share  the  charge 
on  A  and  p  with  B  and  p\  Assuming  the  action  be- 
tween p  and  cc  to.  be  equal  to  that  between  p'  and  ee, 
that  is,  the  two  sides  of  the  platymeter  to  be  precisely 
equal,  it  is  plain  that  the  resulting  potential  of  ec  must 
be  positive,  zero,  or  negative  according  as  the  capttdtj 
C  •\-  eis  greater  than,  equal  to,  or  less  than  C  +  c\  It 
is  plain  also  that,  under  the  same  conditions,  the 
potential  of  cc  must  be  negative,  zero,  or  positive  when 
B  is  the  positively  charged  conductor,  or  positive,  zero, 
or  negative,  if  5  be  negatively  charged.  In  Gibson 
and  Barclay's  experiments  one  conductor  was  positively, 
the  other  negatively  charged,  as  this  gave  more  marked 
effects  without  increased  risk  of  breaking  down  of 
insulation. 

The  capacity  of  the  sliding  condenser  was  adjusted 

so  that  when  A  was  connected  to  p'  no  alteration  in  the 

potential  of  «  was  produced  by  putting  pp'  in  contact 

after  charging.     On  the  assumption  that  c  =  c',  this 

gave  C  =  C. 

Compari-       It  was  found  however  that  when  A  and  B  were 

^)adti^^  interchanged  without  alteration  of  their  capacities  the 

by       connection  of  p  with  p  disturbed  the  potential  of  ec 

'pSty-     Th®  *^^  ^^®*  ^^  *^^  platymeter  were  therefore  not 

™«ter.     exactiy  equal.    But  in  order  that  the  potential  of  a 

should  be  unaltered  after  the  two  condensers  are  put 

into  contact,  it  is  only  necessary  that  their  capacities 

should  be  adjusted  so  as  to  be  in  the  ratio  of  the 
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capacities  of  the  sides  of  the  platymeter  with  which  ^^^f^^ 
they  are  respectively  in  contact.     The  capacity  of  the  Capacities 
sliding  condenser  in  the  interchanged  arrangement  was  in^^fe^t 
therefore  altered  until  the  effect  of  making  contact  was     Piaty- 
rendered  zero.     Calling  the  new  capacity  C^,  we  have     "** 
the  two  equations 

c    _  C^         (^   _  C\ 

c'  "  6"'        ?  ^  C' 
and  therefore 

C^^(FC\ (2) 

As  an  example  we  may  take  the  measurement  of  the  Example  : 
capacity  of  the  sliding  condenser  when  the  index  was  ^^'^q"*' 
at  a  given  position  of  the  scale.     This  was  done  by    Sliding 
comparing  it  with  the  spherical  condenser  already  de-  spherical 
scribed.     The  sliding  condenser  was  adjusted  so  that     ,^®°" 

.  _      denser. 

when  connected  to  the  side  p  of  the  platymeter,  and 
the  spherical  condenser  to  p\  the  potential  of  cc  remained 
unchanged  when  after  the  system  was  charged  as  de- 
scribed, ji?  and  j/  were  put  into  contact.  The  reading  on 
the  scale  of  the  sliding  condenser  was  then  211.  The 
condensers  were  then  interchanged  and  the  same  opera- 
tions repeated,  and  the  reading  183  was  obtained  on  the 
sliding  condenser.  A  second  pair  of  experiments  gave 
211  and  186  as  the  readings. 

Now  the  capacity  of  the  sliding  condenser  per  scale 
division  was  found,  p.  425,  to  be  '0413  centimetre. 
Hence  taking  the  value  63*519  centimetres  for  the 
capacity  of  the  spherical  condenser,  its  capacity  in 
terms  of  that  corresponding  to  a  scale  division  of  the 
sliding  condenser  taken  as  unit  was  1538.    CalliDg  the 
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Example:  capacity  of  the  sliding  condenser  when  the  slide  was  at 

son  of     zero.  A,  we  have  for  the  total  capacities  of  the  stiding 

^^^^    condenser  in  the  first  pair  of  experiments  A  -h  211  and 

Spherical  A  +  183,  and  in  the  second  pair  A  +  211  and  A  + 186. 

Condenser.  Hence  taking  the  arithmetic   mean   instead  of  the 

geometric,  we  have  approximately 

A  =  1538  -  198  =  1340, 
and  for  the  capacity  C  in  C.Q.S.  units 

(7=1340  X -0413  =  1404. 

2.  Caven-       The  following  method  given  by  Maxwell  for  the 
jjj^^.  comparison  of  the  capacities  of  two  guard-ring  con- 
densers, is  a  modification  of  a  method  used  by  Cavendish 
for  the  approximate  comparison  of  two  parallel  plate 
condensers  of  the  simpler  form.    The  reader  am  easiiy 
make  a  diagram   for  himself   by  drawing    diagram- 
Compari-  matically  two  guard-ring  condensers  side  by  side.    Let 
^G^^^^  j4,  By  C  denote  respectively  the  small  disc,  guard-ring 
ring  Con-  with  metal  backing,  and  large  disc  of  one  condaiser, 
densera.    ^,^  ^^  q,  ^^  corresponding  parts  of  the  other  con- 
denser.    The  following  operations  are  performed  while 
£  is  kept  connected  to  C,  and  ^  to  (7,  all  connections 
being  made  with  wires  of  negligible  capacity. 

1.  A  ia  connected  to  B  and  (7,  and  with  the  electrode 
«7  of  a  Leyden  jar  or  a  large  battery,  and  A'  is  connected 
to  B"  and  C,  and  with  the  earth. 

2.  A,  B,  C  are  insulated  from  J. 

3.  -4  is  insulated  firom  B  and  C",  and  A'  from  F 
andC. 

4.  B  and  C  are  connected  with  B*  and  C  and  with 
the  earth. 
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6,  A  is  connected  with  A\  Compari- 

6.  A  and  A'  are  connected  with  the  electrode  of  the  ^Q^ard-  ° 

insulated  quadrants  of  an  electrometer  or  with  a  sensi-  "ng  Con- 
,        ^  denaera. 

tive  electroscope. 

By  this  process  A  and  A'  are  charged  to  equal  and 
opposite  potentiab,  and  if  their  capacities  are  equal  the 
resulting  potential  after  operation  5  is  performed  wiU 
be  zero,  and  the  electroscope  will  show  no  deflection. 
By  adjusting  therefore  one  of  the  condensers  until  this 
result  is  obtained  the  capacity  of  the  other  condenser 
can  be  found  in  terms  of  that  of  the  first.  Thus  the 
effect  of  putting  a  slab  of  some  insulating  substance 
between  the  plates  of  one  of  the  condensers  can  be 
determined  by  performing  this  process  before  and  after 
the  introduction  of  the  slab.  All  the  operations  here 
described  can  be  performed  in  rapid  succession  by  a 
properly  arranged  and  well  insulated  key. 

If  the  condensers  be  not  guard-ring  condensers  this 
method  can  yet  be  applied  with  accuracy  in  any  case  in 
which  A  and  A'  may  be  regarded  as  surrounded  by  the 
other  plates  C  and  C\  For  example  A  may  be  the 
insulated  cylinder  aa  of  a  sliding  condenser,  and  A' 
the  internal  surface  of  a  spherical  condenser,  or  with 
sufficient  accuracy  the  interior  coating  of  a  Leyden  jar. 
It  is  only  necessary  in  the  above  operations  to  regai*d  B 
as  coincident  with  C",  and  .B*  with  0. 

The  following  method  is  practically  that  used  by    8.  Fara- 
Faraday  in   his   determination   of   specific   inductive   MetJcnl. 
capacity.    Two  condensers  have  their  plates,  which  are 
usuaDy  uninsulated,  connected  to  earth,  and  one  of  the 
other  plates  is  charged  to  a  potential  which  is  observed 

VOL.  I.  F  F 
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FumUv's  by  means  of  an  electrometer.  The  insulated  plate  of 
^'^^^^  the  other  OMidenser  la  iheta  brongfat  into  contact  with 
tiie  charged  plate  by  means  of  a  fine  wire,  and  the 
diminished  potential  is  observed  by  the  dectromeier. 
If  one  of  the  condensers  is  an  air  condense,  that  should 
be  the  cond^iser  first  charged,  and  the  contact  irith  the 
insulated  plate  of  the  other  should  be  made  only  for  aa 
instant  and  then  broken.  This  avoids  the  jf^nomenoa 
referred  to  above  as  electric  ''absorption''  wfaidi  takes 
place  in  solid  dielectrics.  Callii^  C^,  C^  tiie  ciqpacilies 
of  the  condensers,  e  that  of  the  part  of  the  dectio- 
meter  charged  by  being  put  in  contact  with  the  con- 
denser, V  the  potential  befi»e  and  V  that  after  tiie 
sharing  of  the  charge,  then  since  the  charge  remanM 
constant  we  have 

Fl:ai  +  c)=F'(<7i  +  C,  +  c)    .     .    .    (S) 

If  c  is  n^^ligible  as  it  gen^tJly  is  this  gives 

^  =.  —  -  1  (4) 

Faraday  compared  the  potentiab  F,  V  by  bringing  a 

carrier  ball  into  contact  with  the  knob  of  the  condenav 

before  and  after  the  discharge,  and  comparing  by  the 

torsion  balance  the  charges  carried  off  in   the  two 

cases  (see  below  p.  452). 

Elimina-       If  the  capacity  c  of  the  electrometer  is  not  n€g- 

Capadty  ligible,  then  if  it  be  supposed  independent  of  the 

of  Electro  deflection,  another  equation  may  be  found  with  which 

to  eliminate  it,  by  first  charging  the  electrometer  to 

some  potential  F,  and  then  sharing  the  charge  with 
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ihe  condenser  of  capacity  (7i  so  as  to  give  a  potential 
v.    This  gives 

ve  =  v'(C^  +  e). 

Hence  substituting  in  (3)  above  we  get 


i' 


V  --v 


(5) 


We  shall  now  describe  some  methods  of  comparing  4.  Thom- 
capacities  which  are  useful  in  cable  testing,  and  in  the  ^^^^i^^"^* 
determination  of  the  capacities  of  condensers  in  cable    Method. 
work  generally. 

The  first  of  these  methods,  which  is  due  to  Sir 
William  Thomson,  requires  three  condensers  of  known, 
one  of  them  of  variable,  capacity,  besides  the  condenser 
tiie  capacity  of  which  is  to  be  measured.  Let  the  four 
condensers  be  called  A,  B,  G,  D,  their  capacities  be 
denoted  by  C^,  0\,  0^,  C^j,  and  let  C  be  the  variable 
condenser  and'  JD  that  of  which  the  capacity  0'^  is  to  be 
found.  (A  figure  may  be  made  by  the  reader.)  The 
insulated  plates  of  A,  C  are  first  connected  together 
and  brought  to  some  convenient  potential  by  giving 
them  a  charge  firom  a  Leyden  jar,  or  by  applying  one 
terminal  of  a  battery  the  other  terminal  of  which  is 
connected  to  the  earth.  They  are  then  disconnected, 
the  charged  plate  of  A  put  in  contact  with  the  insalated 
plate  of  B,  and  that  of  0  with  the  insulated  plate  of  D. 
An  electrometer  of  which  both  pairs  of  quadrants  are 
insulated,  has  one  electrode  connected  to  A  and  B,  and 
the  other  to  C  and  D,  and  C  is  varied  in  capacity,  if 
need  be,  until  both  pairs  of  condensers  ^^  brought  to 

F  F  2 
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Thomfony  the  same  potential,  which  will  of  course  be  the  case 
^^thod^  when  the  deflection  of  the  electrometer  has  been  re- 
duced to  zero.    We  have  if  F'  be  the  potential  of  A  and 
C  before  contact  with  B  and  JD,  and  F'  the  common 
potential  after  the  adjustment  has  been  made 

or 

C^,  =  ^<7, (6) 

A  well  insulated  and  sensitive  galvanometer  with 
insulated  key  may  be  arranged  instead  of  an  electro- 
meter between  the  pairs  of  charged  plates,  and  the 
criterion  of  equality  of  potentiab  will  then  be  zero 
deflection  of  the  galvanometer  needle  when  the  key, 
previously  kept  raised,  is  tapped  down  after  the  opera- 
tion described  above.  The  use  of  a  galvanometer  has 
however  the  disadvantage  that  the  whole  series  of 
operations  must  be  gone  through  at  each  discharge. 
This  is  not  necessary  when  an  electrometer  is  used,  as 
then  only  potentials  are  compared  without  discharge. 

If  2>  be  a  condenser  of  great  capacity,  such  as  a  long 
cable  with  the  further  end  insulated  in  air,  time  must 
be  given  for  the  condenser  to  become  charged  through- 
out to  the  same  potential,  and  a  corresponding  time  for 
the  equalization  of  the  potential  of  2)  with  that  of  C 
when  these  condensers  are  put  in  contact.  The  time 
generally  allowed  for  a  long  cable  is  twenty  to  thirty 
seconds  and  about  the  same  for  equalization. 

In  order  to  ensure  accuracy  the  condensers  (7p  C^ 
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C^,  C^  should  be  all,  if  possible,  nearly  equal  In  any 
case  C^  should  not  be  smaU  in  comparison  with  C^y  nor 
C^  in  comparison  with  G^ 

The  next  method  is  also  due  to  Sir  William  Thomson 
and  is  much  used  in  cable  testing.  The  arrangement 
of  apparatus  is  shown  in  Fig.  94. 

A  battery  of,  say,  twenty  Darnell's  cells,  insulated  by 
having  for  the  outer  containing  vessel  dry  vulcanite  or 
earthenware  pots  supported  on  a  dry  table  or  board,  has 


6.  Thom- 
son's 
Second 
NuU 

Method. 


W>^ 


its  terminals  connected  through  the  reversing  key  JST,  to 
the  extremities  of  the  series  of  resistances  a,  h.  These 
resistances  are  connected  at  equal  intervals  as  shown 
diagrammatically  with  pieces  of  metal,  which  form  a 
set  of  contact  pieces,  aloDg  which  a  slider  carrying  a 
binding- screw  can  be  moved  as  in  the  instrument 
described  above  (p.  322),  and  so  the  resistance  between 
the  slider  and  the  extremities  of  a,  J,  varied.  A 
wire  attached  to  the  slider  is  connected  to  earth,  to 
which  are  also  connected  the  uninsulated  coatings  of 
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Thornton's  the  condenseis  C  and  Z  to  be  compared.  C  is  here 
Noll      supposed  to  be  the  standard  or  known  condenser,  L  a 

Method,  cable  with  its  remote  end  firee  in  air.  The  t^minal  a 
of  the  resistance  slide  is  connected  with  the  insulated 
coating  of  the  condenser  Z,  the  terminal  h  with  Ae 
insulated  coating  of  C  through  the  insulated  key  K. 
This  key  besides  being  capable  of  giving  these  con- 
nections, can  also  be  made  to  disconnect  the  resistance 
slide  from  the  condensers,  and  to  put  the  insulated 
coating  of  the  condensers  into  contact.  By  being 
brought  into  contact  with  a  and  h  the  respective  ccm- 
densers  are  charged  to  the  potentials  of  those  points. 
Now  since  the  slide  is  at  zero  potential,  if  F\  be  the 
potential  of  A,  R^  the  resistance  between  A  and  the 
slider,  and  B^  the  resistance  between  the  slider  and  i, 
the  potential  at  h  will  be  —  F^^  where 

-?'=^  CD 

Hence  the  potential  of  the  condenser  £  is  —  F,  and 
that  of  (7  is  V^,  and  these  potentials  are  proportional  to 
the  respective  resistances  R^,  R^  By  means  of  the  key 
K  the  condensers  are  brought  to  one  potential,  and 
this  is  zero  if  V^G-^  =  —  V^C^  To  test  whether  the 
potential  is  zero,  the  key  JST,  is  depressed  and  connects 
the  insulated  coatings  of  the  condensers  to  earth 
through  a  sensitive  galvanometer  Q.  Any  difference 
of  potentials  between  the  coatings  and  the  earth  is 
thus  annulled  and  gives  rise  to  a  current  through  the 
galvanometer.     The  slider  is  adjusted  until  no  current 
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is  tbuB  produced  through  the  galvanometer.     We  have 
then 

V,   B,    c; 

or 

<?«  =  |C', (8) 

For  accuracy  R^  and  R^  should  be  somewhat  high 
resistances  so  as  to  ensure  an  exact  knowledge  of  their 
ratio,  and  C\  should  be  as  nearly  as  possible  equal 
toC^. 

When  a  cable  is  tested  sufficient  time  must  be  given  Applica- 
in  charging  to  enable  it  to  acquire  the  same  potential  caUe. 
throughout,  and  for  the  discharge  of  one  condenser 
into  the  other;  and  the  tests  are  repeated  with  the 
battery  reversed  on  the  slide  to  eliminate  the  eflfect  of 
any  existing  charge  in  the  cable.  It  is  usual  also  to 
make  a  number  of  tests  and  take  the  mean  result. 

Instead  of  a  more  or  less  elaborate  key  K  arranged 
to  perform  all  the  operations  quickly  and  conveniently, 
a  system  of  two  pairs  of  cups  1,  2,  3,  4  arranged  in  the 
square  order 

1        2 


4 


may  be  cut  in  a  slab  of  paraffin  and  filled  with  mercury. 
The  terminals  of  a,  h  are  connected  to  1,  2,  the  insulated 
plate  of  the  condenser  to  4,  and  that  of  C  to  3.  By  a 
connecting  bridge  of  wire  held  by  an  insulating  handle. 
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Applica-  1  and  3  are  connected,  and  in  the  same  way  2  and  4,  so 
Cable.  ^  ^  charge  the  condensers.  These  connections  are 
then  removed,  and  3  and  4  connected  so  as  to  discharge 
one  condenser  into  the  other.  Then  by  means  of  the 
key  K^  or  by  another  mercury  cup,  connected  by  a 
wire  bridge  with  3  or  4,  the  condenser  coatings  are 
connected  with  earth  through  the  galvanometer. 

Plainly  in  this  case  also  an  electrometer  may  be  used 
instead  of  the  galvanometer.  One  pair  of  quadrants  is 
connected  to  earth,  the  other  pair  through  the  key  K^ 
to  the  condensers. 
6.  De  The  following  method  of  comparing  capacities,  which 
MSthJd.  ^  ^^^  ^  ^-  ^^  Sauty  of  the  Eastern  Telegraph 
Company,  is  convenient  for  the  comparison  of  the 
capacities  of  condensers  in  which  electric  absorption 
does  not  come  into  play.  The  arrangement  of  the 
apparatus  is  shown  in  the  diagram,  Fig.  95.  JT  is  a 
key  which  when  depressed  puts  into  contact  with  the 
point  of  junction  of  two  variable  resistances  i2|,  B^  one 
terminal  a  of  a  battery,  the  other  terminal  h  of  which  is 
connected  to  the  earth.  The  other  extremities  (7,  D,  of 
these  resistances  are  connected  to  the  insulated  coatings 
of  the  condensers  Cj,  C^  which  are  to  be  compared. 
The  other  coatings  of  these  condensers  are  connected  to 
earth.  G  and  D  are  connected  likewise  through  a 
sensitive  galvanometer  (?.  When  the  key  K  is  not 
depressed  it  joins  A  directly  through  a  wire  to  the 
earth.  R^,  B^  are  adjusted  so  that  neither  in  charging 
the  condensers  by  applying  the  battery  to  -4,  nor  in 
iischarging  by  allowing  the  key  to  connect  A  directly 
to  earth,  does  any  current  pass  through  the  galvano- 
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meter.  (If  any  influence  of  electric  absorption  is  De  Sauty'a 
sensible,  the  ratio  of  resistances  which  gives  zero  ^ 
galvanometer  current  when  charging  will  not  generally 
be  the  same  for  charge  as  for  discharge.)  When  no 
deflection  of  the  galvanometer  needle  takes  place,  the 
potential  at  C  and  D  must  throughout  the  discharge 
have  been  the  same  at  each  instant,  for  the  condensers 


K    6" 


ED-N 


Fig.  96. 


could  n6t  discharge  in  such  a  way  as  to  give  a  current, 
first  in  one  direction,  then  in  the  other,  through  the 
galvanometer,  and  so  keep  the  needle  at  rest.  But  if 
7i  be  the  current  through  R^  and  7,  the  current  through 
JZj,  V  the  common  potential  of  C  and  B,  Cp  C^  the 
capacities  of  the  condensers  connected  with  iZj,  H^ 
respectively,  we  have 
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De  Swity's  and  therefore 

"    hoi 


that  is  the  products  of  R^,  B^  into  the  time  ra^es  of 
variation  of  the  charges  of  the  corresponding  condensers 
are  equal  at  each  instant.  This  can  only  be  the 
case  if 

or 


<7..|6r. 


(9) 


This  result  may  be  seen  more  easily  as  follows.  Let 
n  equal  condensers  have  their  insulated  coatings  joined 
to  -4  by  wires  of  equal  resistance  in  the  manner  shown 
for  two  condensers  in  Fig.  93.  Then  plainly  the 
charging  or  discharging  current  in  each  wire  will  be  the 
same  at  each  instant,  and  the  insulated  plates  will 
always  be  at  one  potential  No  change  will  be  caused 
by  joining  the  insulated  coatings  in  two  groups  by 
wires  of  zero  capacity,  so  as  to  make  the  groups  virtually 
two  condensers,  of  capacities  equal  in  each  case  to  die 
sum  of  the  capacities  of  the  separate  condensers  of  the 
group,  and  connected  to  -4  by  wires  of  resistances  in- 
versely as  the  capacities.  By  making  n  sufficiently 
large,  and  the  capacity  of  each  condenser  sufficiently 
small,  the  capacities  of  the  groups  may  be  made  of 
any  required  value  and  nearly  enough  in  any  ratio 
commensurable  or  incommensurable. 
7.  Direct  Another  method,  which  we  shall  again  refer  to  later 
Method,    as  a  method  of  obtaining  the  capacity  of  a  cwidenser 
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in  absolute  units,  is  frequently  employed  to   obtain     Direct 

.ji  .  r\i  x-  r    X  Deflection 

rapidly  a  comparison  of  the  capacities  of  two  con-  Method. 
densers.  It  is  called  the  Direct  Deflection  Method. 
One  of  the  condensers  is  charged  to  a  measured  poten- 
tial and  then  discharged  by  connecting  it  to  earth 
through  a  "  ballistic  "  galvanometer,  that  is  a  galvano- 
meter (see  Vol.  II.)  the  needle  system  of  which  has  a 
considerable  moment  of  inertia.    Fig.  96  shows  the 


Fig.  96. 


arrangement  of  apparatus  with  a  form  of  charge  and 
discharge  key,  the  contact  pieces  of  which  are  mounted 
on  ebonite  pillars  to  ensure  high  insulation.  The  spring 
lever  L  is  provided  with  two  platinum  contacts  opposite 
to  the  platinum  pieces  Si,  S^.  When  depressed  it  makes 
contact  for  charge,  when  released  it  connects  the  plates 
of  the  condenser  through  the  galvanometer.  If  the 
duration  of  discharge  is,  as  it  generally  is,  short,  and 
means  are  taken,  for  example,  by  depressing  the  key 
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I>irect  immediately  after  the  discharge  contact,  to  disconnect 
Method,  ^h^  galvanometer  immediately  after  the  first  discharge 
so  as  to  avoid  any  efifect  of  residual  discharge  due  to 
electric  absorption,  the  discharge  may  be  regarded  as 
having  wholly  taken  place  before  the  galvanomet^ 
needle  has  moved  from  zero.  The  total  deflection  of 
the  needle  from  zero  is  observed.  By  placing  the 
galvanometer  between  the  battery  and  Si,  the  deflection 
produced  by  charging  can  be  observed.  K  there  is 
leakage  this  latter  deflection  will  obviously  be  greater 
than  the  former ;  and  if  the  leakage  be  not  too  great 
the  mean  of  the  two  deflections  with  the  same  battery 
may  be  taken  as  giving  the  capacity  of  the  condenser. 
The  other  condenser  is  now  charged  to  a  potential  V 
and  discharged  in  the  same  manner  through  the  gal- 
vanometer and  the  deflection  again  observed.  V  and 
V  should  if  possible  be  chosen  so  as  to  make  the  two 
deflections  nearly  equal,  in  order  to  eliminate  ihe 
damping  effect  which  the  needle  experiences  to  dif- 
ferent degrees  in  deflections  of  different  amounts.  If 
an  instrument  for  comparing  the  potentials  V,  V  is  not 
available,  they  may  be  produced  by  applying  to  the 
condensers  one  terminal  of  a  well-insulated  battery,  the 
other  terminal  of  which  is  connected  to  the  earth,  and 
varying  the  number  of  cells  until  equality  of  deflections 
is  nearly  obtained.  K  the  battery  be  composed  of 
similar  cells  in  good  order,  the  potentials  may  be  taken 
as  proportional  to  the  number  of  cells  applied  to 
produce  them.  For  a  rough  determination  it  is  con- 
venient of  course  to  charge  both  condensers  by  the 
same  battery,  and  thus  to  the  same  potential,  and  to 
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take  the  capacities  as  proportional  to  the  galvanometer 
deflections  produced. 

The  capacity  of  a  large  condenser,  such  as  a  long  8.  SirW. 
submarine  cable  with  its  conductor  insulated,  may  be   ^^^od 
compared  with  that  of  a  relatively  small  condenser  by    of  Com- 
the  following  method,  which  is  due  to  the  late  Sir  W.  LaiwewiUi 
Siemens.    Let  the  lanre  condenser  be  changed  to  any  ^*  °™*^ 

°  o  .^  Condenser 

convenient  potential  V  by  means  of  a  battery.    If  the 

capacity  be  C  the  charge  is  VG.  Now  let  the  large 
condenser  be  connected  to  the  insulated  coating  of  the 
small  condenser,  the  capacity  of  which  we  shall  suppose 
to  be  6.  The  common  potential  of  the  two  condensers 
will  now  be  VC\{C  H-  c).  Now  disconnect  the  small 
condenser  and  discharge  it,  and  again  connect  it  to  the 
large  condenser,  disconnect  and  discharge  as  before. 
The  potential  will  now  be  VC%C  4  c)l  Thus  after 
n  applications  in  this  manner  of  the  small  condenser  to 
the  large,  the  potential  of  the  large  condenser  will  be 
VC^liC  +  c)\  The  deflection  on  a  ballistic  galvano- 
meter produced  by  the  9ith  discharge  of  the  small 
condenser  is  now  noted.  The  small  condenser  is  then 
charged,  by  the  same  battery  as  that  used  to  charge  the 
large  condenser,  and  therefore  to  the  same  potential  F, 
discharged,  and  the  deflection  noted.  If  D^  B  be  these 
deflections  we  have 


and  therefore 


i>n   "         G- 


^-w^. (^^) 
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SirW.         The  comparison  by  this  method  must  be  made  as 

MeSJS*"of  rapidly  as  possible  in  order  that  ihe  effect  of  any  leak- 

^^^'^'^P*"^  age  of  the  large  condenser  may  be  made  as  small  as 

with  a     possible.     On  the  other  hand  the  theoiy  of  the  method 

Cond^er  Proceeds  on  the  assumption  that  the  potential  of  the 

condenser  at  each  discharge  is  brought  throughont  to 

the  same  valae,  and  this  cannot  be  done  in  a  long  caUe 

unless  a  sufficient  time  of  contact  is  given  at  each  disr 

charge.    There  i3  further  the  difficulty  of  correcting  the 

deflections  for  air  damping,  &a    The  method  therefore 

cannot  be  regarded  as  an  accurate  one  for  the  cable 

application. 

It  is  easy,  when   the   ratio   Cjc   is  approximately 

known,  to  investigate  the  best  value  of  n  to  use  to  give 

results  as  little  as  possible  affected  by  errors  in  the 

observation  of  i>,  2>m>  but  on  account  of  the  inaccuracies 

inherent  in  the  method  for  most  practical  purposes,  it  is 

of  little  importance  to  use  that  value. 

9.  Sir  W.       The  arrangement  described  above  (p.  400)  for  the  de- 

lleuf^   termination  of  a  high  resistance  gives  also  a  means  of 

by  Slow   determining  the  capacity  of  a  condenser.    For  let  the 

throurfi    coatings  of  the  condenser  be  connected  by  a  very  high 

^•^^«^'  known  resistance  B  as  described,  and  let  a  diflerence  of 

aistance.  ' 

potential  V  between  the  coatings  be  produced  by  apply- 
ing a  battery.  Let  V  be  observed  by  means  of  an 
electrometer,  the  insulated  quadrants  of  which  are  kept 
connected  to  the  insulated  coating  of  the  condenser. 
As  the  charge  diminishes  by  conduction  through  the 
resistance,  the  electrometer  shows  a  diminishing  de- 
flection which  is  observed  at  accurately  noted  instants 
of  time.    If  FJ^  F'  be  the  potentials  at  the  beginning 
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and  end  of  an  interval  of  t  seconds,  C  the  capacity  of    Sir  w. 

the  condenser,  and  B  the  resistance  connecting  the  Method 

coatings,  we  have  i^w^ 

j^         t        Ti  tlurough 

^  =  5  i^ (11)  ^: 

Values  of  F^  F",  for  different  values  of  i  are  given  by 
the  observations,  and  enable  a  mean  value  of  (7  to  be 
obtained  free  to  some  extent  from  errors  .of  obser- 
vation« 

The  resistance  B  must  of  course  be  very  great  in 
order  that  the  whole  charge  may  not  be  so  quickly  lost 
as  to  prevent  the  potentials  from  being  observed  before 
and  after  a  sufficiently  long  interval  of  time.  If  the 
condenser  be  not  a  perfectly  insulated  air  condenser, 
the  actual  resistance  of  the  dielectric  layer  between  its 
coatings  may  be  taken  advantage  of,  and  will  in  general 
be  convenient  for  the  purpose.  To  determine  it  we  use 
an  auxiliary  condenser  of  known  capacity  C,  and  re- 
sistance i2',  which  has  been  determined  by  some  method, 
for  example,  the  method  of  pi  405  above.  The  insulated 
coaling  of  this  condenser  is  joined  to  that  of  the  con- 
denser to  be  measured,  so  that  the  capacity  of  the  joint 
condenser  becomes  the  sum  of  their  separate  capacities, 
and  the  resistance  between  their  coatings  ER'I(E  +  ST), 
The  condenser  thus  formed  is  charged  and  the  potential 
at  different  instants  of  time  observed  as  before.  Thus 
if  Vq,  V  be  the  potentials  before  and  after  an  interval 
of  t'  seconds,  we  have 
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with    (11)    8u£5ces    to    determine  C 


This    equation 

and  R. 

lO.Method      We  give  lastly  here  a  method  of  measuring  o^Muotiefl, 

^ggl^^*    which  was  used  by  Dr.  Werner  Siemens,  and  is  rf 

Chaip    importance  in  the  determination  of  Specific  Indactive 

Dischaige.  Capacities.     Fig.  97  shows  the  arrangement  of  the 

apparatus.   ^  is  a  battery  of  a  number  of  well  insulated 

constant  ceUs,  of  which  one  terminal  is  connected  to 


Fig.  97. 

earth,  and  the  other  terminal  to  the  contact  piece  a. 
A  sensitive  galvanometer  G  has  one  terminal  connected 
to  the  contact  piece  h,  and  the  other  connected  to  eartL 
The  pieces  a  and  h  are  so  arranged  that  a  conmiutator, 
represented  diagrammatically  by  Ky  connected  perma- 
nently with  the  insulated  coating  of  the  condenser  A, 
makes  contact  alternately  with  a  and  h.  The  con- 
denser is  charged  when  a  is  in  contact,  discharged 
when  &  is  in  contact.  This  is  easily  managed  by  means 
of  a  rotating  cylinder  carrying  contact  pieces  which  are 
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pressed  on  by  springs  represented  by  a,  b,  or  by  some       lo. 
other  suitable  mechanical  arrangement.    The  commu-  Saccessiye 
tator  is  made  to  give  a  constant  and  large  number  n  of    ^^^^^L 
discharges,  say  from  40  or  50  per  second  upwards.  Thus    charge. 
if  the  battery  remains  constant,  a  constant  mean  current 
is  produced  through  the  galvanometer.     Let  JE  be  the 
electromotive  force  of  the  battery,  and  C  the  capacity 
of  the  condenser,  then  on  the  supposition  that  we  may 
suppose  the  condenser  completely  charged  or  discharged 
at  each  contact,  we  have  for  the  mean  current  nEC. 
If  w  be  suflSciently  great  this  will  give  the  same  deflec- 
tion as  a  continuous  current  of  the  same  amount. 
After  this  deflection  has  been  observed,  the  circuit  of 
the  battery  is  completed  through  the  galvanometer,  and 
a  resistance  B,  just  of  sufficient  amount  to  give  a  second 
good  measurable  deflection  of  the  galvanometer  needle. 
It  a,  13  he  these  deflections  corrected  so  as  to  be  propor- 
'  tional  to   the  mean  current  (generally  the    actually 
observed  deflections  may  be  taken  if  they  are  small), 
we  have 


nJHU 

=  ma 

E 
R 

=  mi8 

m  is  a 

constant. 

ice  we 

have 

C  = 

a    1 

P  TiR 

(13) 

The  commutator  may  be  easily  arranged  so  as  to 
charge  the  condenser  alternately  positively  and  nega- 
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Method  by  tively.  If  (7  be  the  mean  of  the  two  capacities  whicli 
*J^^^^^^  the  cond^aser  has,acocHrding  as  ooe  or  the  other  coftting 
*!i?.£!f "  ^  ^^^  ^©  uninsulated  coating,  we  hare,  patting  %  fw 
the  numiber  of  reverscUs  par  second,  2nJB'C  for  the  wbcrfe 
quantity  of  electricity  which  flows  through  the  gali^mo- 
meter  in  a  second,  that  is,  liie  mean  current  fience 
if  a  and  jS  have  the  same  meanings  as  befi»e,  we 
have 

^  =  ia^ ('*) 

These  values  of  the  curroDity  it  is  to  be  remarked,  are 
obtained  on  the  assumption  that  the  times  of  charge 
are  sufficiently  long  to  allow  the  condenser  to  be  fully 
charged  to  potential  E,  and  the  time  of  discharge  also 
long  enough  to  allow  the  condenser. to  be  completely 
discharged.  The  results  of  experiments  made  ^th 
different  time-intervals  have  justified  this  assumption 
for  small  condensers  even  for  time  intervals  so  sDaall 
as  aoooo  ^f  *  second. 

The  methods  of  comparing  capacities  which  depend 
more  or  less  on  electromagnetic  principles  will  be 
described  in  Vol.  II, 
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Sbction  II. 

MEASUREMENTS  OF  SPECIFIC  INDUCTIVE 
CAPACITY. 

All  measurements  of  Specific  Inductive  Capacity 
involve  in  practice  a  comparison  of  the  capacity  of  a 
condenser  with  air  as  the  dielectric  with  that  of  the 
same  condenser  with  the  whole  or  part  of  the  space 
between  the  plates  occupied  by  the  substance  of  which 
the  specific  inductive  capacity  is  to  be  found.  For 
practical  purposes  the  specific  inductive  capacity  of  air 
(which  is  nearly  the  same  at  all  ordinarily  attainable 
temperatures  and  pressures)  at  0*"  and  under  standard 
atmospheric  pressure  (760  mm.  of  mercury)  is  usually 
taken  as  unity,  and  it  will  be  convenient  at  present  to 
follow  this  custom. 

According  to  the  Electro  Magnetic  Theory  of  Light  Relation  of 
(see   Vol.   II.),    the   specific   inductive   capacity   of   a    (>i'p.°to' 

dielectric  should  be  equal  to  the  square  of  the  index  J^^^^^P^ 
/»/.•  4.11.  ni.i  o.       Refraction. 

ot  retraction  fi^  of  the  medium  for  light  waves  of  in- 
finite length.*  This  index  is  usuaUy  calculated  from  the 
measured  values  of  the  index  for  known  wave  lengths 
by  the  formula  /a^  =  ^  +  BfX?,  where  \  is  the  wave 
length.    It  is  however  to  be  not^d  that  this  is  a  formula 

*  Strictly  ij?^  =  jc  X  magnetic  permeability,  or  magnetic  inductive 
capacity,  of  the  medium.  But  there  is  no  transparent  dielectric  for 
which  the  magnetic  permeability  differs  much  from  that  for  air,  which 
is  here  taken  as  unity  (see  YoL  II.). 
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of  extrapolatioD,  and  that  the  value  which  it  gives  may 
very  frequently  be  seriously  in  error.  The  values  of 
/i^  thus  calculated  are  given  below  in  some  cases  for 
comparison ;  in  others  the  value  of  fi  for  the  line  D 
is  given. 

Caven-  The  first  measurements  of  this  kind  were  made  l^ 
pwiments]  Cavendish,*  by  a  method  the  same  in  principle  as  that 
described  above,  p.  432.  He  found  for  glass  a  mean 
value  of  about  8*22,  for  shellac  4'47,  and  for  wax  404. 
These  values  later  experiments  have  shown  to  be  too 
great,  no  doubt  in  great  measure  bom  the  effects  of 
electric  absorption. 
Faraday's      Faraday's  experiments  were  made  by  the  method  azni 

meTte  ^Pl^^ra*'^  sketched  at  pp.  433  and  419  above.  Two 
condensers  of  the  form  shown  at  p.  419,  and  as  nearly 
equal  as  possible,  were  constructed.  The  inner  sor&ce 
of  each  had  a  diameter  of  2'33  inches,  and  the  oat^ 
shell  of  each  an  internal  diameter  of  3*57  inches.  To 
test  the  equality  of  the  condensers  the  following  process 
was  employed.  The  condensers  were  set  at  some  little 
distance  apart,  so  that  the  inductdve  influence  of  one  on 
the  other  might  be  neglected,  and  in  positions  such  that 
they  were  as  nearly  as  possible  similarly  placed  with 
respect  to  all  external  conductors,  including  the  observer. 
The  external  coatings  were  then  connected  once  for  all 
to  the  earth.  The  interior  coating  A  of  one  condenser 
was  then  charged,  while  that  of  the  other,  B,  remained 
uncharged.  The  potential  of  A  was  then  tested  by 
bringing  a  small  carrier  ball  into  contact  with  the  knob, 
and  observing  the  force  produced  at  a  given  distance  on 
•  EUcL  Ret,  p.  144,  el  eeq. 
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the  suspended  ball  of  a  torsion  balance.  To  observe 
the  rate  of  loss  of  charge  the  observations  were  repeated 
after  a  short  interval,  and  the  result  showed  only  a 
slight  dissipation.  The  charge  of  A  was  then  shared 
with  B  by  bringing  A  and  B  symmetrically  into  contact 
by  their  knobs.  The  potentials  of  B  and  A  thus  pro- 
duced were  then  tested  by  the  carrier  ball  as  before,  the 
charge  from  B  being  taken  by  the  ball  at  the  instant  of 
contact  with  A,  The  following  are  two  sets  of  results. 
The  numbers  are  degrees  of  torsion  of  the  glass  thread 
of  the  balance  and  may  be  taken  as  proportional  to 
the  charges. 


Verifica- 
tion of 
Equality 
of  Two 
Con- 
densers. 


I. 

Centres  of  Balls  in  Balance 
160°  apart. 
A  B 

0 
264 
250 

Charge  divided. 
122 
124 

Both  discbai^ed. 
1 

2 


II. 

Centres  of  Balls  in  Balance 
150°  apart. 
A  B 

152 
148 

Charge  divided. 
70 

78 

Both  discharged. 


Thus,  taking  the  experiment  I.,  the  charge  divisible 
between  A  and  B  may  be  taken  as  249.  As  B  was 
found  immediately  after  discharge  with  122  it  may  be 
taken  as  having  received  that  amount  at  least.    The 
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vvrifica-    other  may  be  taken  as  having  retained   124.    These 

h^^^  numbers  do  not  differ  much  from  1245,  the  half  of  the 

ofTi*o     disposable  charge.    Again  takii^  experiment  XL,  the 

flensers.    disposable  charge  on  B  may  be  taken  as  143,  and  the 

amount  of  this  given  to  ^  is  70,  and  the  amount 

retained  78.    These  numbers  are  again  nearly  equal  to 

half  the  disposable  charge  71*5,  and  the  discrepancy  is 

in  the  opposite  direction.     Hence  the  capacities  oi  A 

and  B  may  be  regarded  as  very  neariy  equal 

To  make  sure  that  the  instrument  would  plainly  show 
changes  of  capacity,  Faraday  put  a  metallic  lining  into 
the  lower  hemi^here  of  one  of  the  instruments  so  as 
bring  down  the  distance  between  the  internal  ball  and 
the  outer  coating  to  "435  inch.  A  comparison  of  the 
capacities  of  the  condensers  made  by  the  same  process 
as  before  gave  1*08/1  as  the  ratio  in  which  the  capacity 
of  the  condenser  had  been  increased*  The  true  ratio 
was  more  nearly  1*2/1.  But  the  result  showed  that  a 
real  alteration  of  capacity  of  the  condenser  could  be 
unmistakably  recognized  in  spite  of  the  unavoidable 
errors  of  experiment. 
Determi-  Having  thus  satisfied  himself  of  the  sensibility  of  his 
Sp.*lnd  apparatus,  Faraday  introduced  a  thick  hemispherical 
Cap.  of  cup  of  shellac  into  the  lower  hemisphere  of  one  of  the 
equal  condensers,  and  compared  the  capacities  in  the 
manner  described  above,  by  first  charging  one  and  then 
sharing  the  charge  with  the  other  and  observing  the 
reduced  potential  immediately  after.  Each  of  the 
apparatus  was  made  in  turn  the  condenser  to  be  first 
charged.  The  following  are  tlie  results  of  such  an 
experiment : 
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I. 
A  (SbeUac).        B.(Air). 
0 

304 
297 

Charge  divided. 
113 

121 

Both  discharged. 
0 

7 


IL 

A  (Shellac).       B  (Air). 

0 
215 

204 

Charge  divided. 

118 
118 

Both  discharged. 
0 


Determi- 
nation of 
Sp.  Ind. 
Cap.  of 
Shellac. 


Calling  C  the  capacity  of  the  shellac  condenser,  C 
that  of  the  air  condenser,  V  the  potential  before  and 
W  the  potential  after  the  sharing  of  the  charge,  we 
have  by  (4)  above 

C       -=       yT, C, 

Hence  from  experiment  I.  we  get 


C"  = 


290  -  113-5 
113-5 


C  =  1-55  C  nearly, 


and  from  experiment  II. 

The  much  smaller  result  in  the  second  case  is  due  to 
dissipation  and  absorption  in  the  shellac  condensers 
between  the  instant  at  which  the  reading  204  was 
obtained  and  that  of  the  division  of  the  charges. 
Faraday    estimated    the    corrected    result    as    nearly 

1-47  a 
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Determi-  From  four  experiments  made  by  this  method  Faraday 
Sp.lnd.  obtained  a  mean  result  of  I'o  G  for  the  capacity  of  the 
Cap- of  shellac  condenser.  Now  plainly,  if  we  regard  the 
direction  of  the  lines  of  force  in  the  space  between  the 
coatings  as  everywhere  radial,  that  is,  neglect  the 
curving  down  towards  the  shellac  of  lines  starting 
from  the  lower  part  of  the  upper  hemisphere  of  the 
inner  ball,  we  have  denoting  by  iTthe  specific  inductive 
capacity  of  shellac  relatively  to  air 


'^^-?=l-5. 


or 


1  +  1      C 


Sj).  Ind.  In  the  same  way  Faraday  found  for  flint  glass 
GlaM,  &c.  ^  =  1*76,  for  sulphur  K  =  2*24,  and  for  spermaceti 
that  K  was  between  1'3  and  1-6.  For  oil  of  turpentine 
and  naphtha  he  obtained  results  which  indicated  a 
higher  specific  inductive  capacity  than  that  of  air. 
though  here  the  results  were  rendered  uncertain  by 
the  influence  of  conduction. 

A  long  series  of  experiments  was  also  made  by 
Faraday  on  different  gases,  and  it  was  found  that  so  &r 
as  the  means  of  measurement  went  all  had  the  same 
specific  inductive  capacity,  and  that  this  was  inde- 
pendent of  temperature  and  pressure. 

For  further  information  as  to  Faraday's  experiments 
the  reader  is  referred  to  the  original  memoirs.* 

*  Exp.  Res.  Series  XI.  p.  S71,  ei  aeq. 
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Gibson 
and 


The  specific  inductive  capacity  of  paraflBn  was  deter- 
mined by  Messrs.  Gibson  and  Barclay  *  in  1870,  using  Barclay's 

the  platymeter  and  sliding  condenser  described  above.    Expen- 
*  ®  ,  ments  on 

The  paraflSn  condenser  compared  is  shown  in  Fig.  98.    ParaflBn. 

oa  is  a  cylindrical  brass  vessel  15*6  centimetres  deep, 

and  8*61  centimetres  in  diameter.    At  the  bottom  of 


Fio.  98. 


this  cylinder  is  a  layer  of  paraflSn  1  centimetre  thick. 
On  this  layer  rests  coaxial  with  the  outer  cylinder,  a 
brass  tube  hb,  4*3  centimetres  long,  72  centimetres  in 
internal  diameter,  and  '115  centimetres  thick.  Inside 
hh  and  coaxial  with  it  is  a  cylinder  cc,  13*1  centimetres 
♦  PhU.  Trans.  1871,  p.  678. 
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GilMon  long  and  61  c^itimetres  in  external  diameter.  The 
Barclay's  sp^^<^  between  da  and  cz  -was  filled  up  with  pandfin, 
Experi-  and  from  the  imbedded  tube  lb  an  electrode  dd  of  fine 
Paraffin,    wire  was  led  to  the  outside. 

The  condense  thus  formed  was  placed  in  an  outer 
vessel  containing  water  of  which  the  temperature  was 
given  by  a  thermometer.  A  second  thermometer  fixed 
in  a  paraffin  ^\\igff,  resting  on  cc,  gave  the  temp^^ture 
of  the  interior.  The  paraffin  plug  gg  inserted  i^  the 
level  of  the  top  of  hb,  together  with  ff,  prevented  the 
passage  of  heat  between  the  interior  of  hb  and  the  air 
above  the  condenser. 

The  outer  vessel  cut,  and  the  tube  cc  were  connected 
with  the  earth,  and  the  inner  tube  66  to  one  side  of  the 
platymeter,  and  balance  obtained  against  the  sliding 
condenser  as  described  above,  p.   429.     Taking  the 
capacity  of  the  sliding  condenser  as  1384  times  that 
for  each  scale  division,  which  it  now  was  in  consequence 
of  a  small  addition  which  had  been  made  to  its  valne 
at  zero,  the  mean  of  a  large  number  of  experiments 
gave  for  the  value  of  that  of  the  paraffin  condenser 
1684  times  the  same  unit,  or  an  absolute  capacity  of 
69*552  C.G.S.  electrostatic  units.     These  experiments, 
which  were  made  at  different  temperatures,  showed  no 
alteration  of  specific  inductive  capacity  with  chai^  of 
Sp.  Ind.    temperature.     The  capacity  of  the  same  condenser  with 
Paraffin,    ^^®  paiuffin  between  the  cylindrical  plates  removed  was 
found  in  the  same  way  to  be  35*394  C.G.S.  units,  but 
this  was  subject  to  a  correction  for  the  cake  of  paraflSn 
which  was  left  at  the  bottom  to  support  66  and  cc.   The 
final  result  was  that  for  paraffin  K  «=  1*977. 
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Boltz 
uianii's 


Some  very  important  determinations  of  specific 
inductive  capacities  have  been  made  by  Boltzmann.*  Experi- 
In  his  first  series  of  experiments  he  determined  the  "s^idsT 
value  of  K  for  ebonite,  paraffin,  sulphur,  and  rosin,  i.  Method 
The  method  was  a  modification  of  that  of  Cavendish  denser. 
referred  to  above.  A  parallel-plate  air  condenser,  the 
plates  of  which  were  supported  on  insulated  stems 
carried  by  sliding  pieces  movable  along  a  graduated 
horizontal  bar,  and  so  could  be  placed  at  diflferent 
measurable  distances  ape^,  had  one  plate  connected 
to  earth  while  the  other  plate  was  charged  by  means  of 
a  battery.  Different  battery-powers  of  from  6  to  18 
DanielFs  cells  were  used  in  the  experiments.  After  the 
condenser  had  been  thus  charged,  the  charge  was 
shared  with  the  insulated  quadrants  (formerly  at  po- 
tential zero)  of  a  Thomson's  electrometer,  the  capacity 
of  which  had  been  increased  by  means  of  a  small 
lur  condenser. 

The  potential  after  the  charge  was  thus  shared,  and 
while  the  condenser  was  still  connected,  was  observed. 
A  direct  application  of  the  battery  to  the  electrometer 
gave  in  the  same  way  the  previous  potential  of  the 
condenser. 

The  addition  of  the  small  condenser  to  the  electro- 
meter rendered  the  united  capacities  of  the  electrometer 
and  small  condenser  nearly  the  same  for  all  deflections, 
leaving  only  an  increase  of  capacity  of  about  1/5  per 
cent,  for  each  100  divisions  of  deflection  from  zero. 
This  was  to  some  extent  eliminated  by  a  double  set  of 
observations,  first  as  just  described,  then  by  connecting 
♦  Wim,  Ber.  66,  67  (1872,  8.) 
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Boltz-     the  condenser  for  the  sharing  of  the  charge,  and  the 

^^^X    battery  when  applied  direct,  for  so  short  a  time  that 

ments  on  the  charging  was  over  before  the  needle  had  appreci- 

1.  Kethod  ably  moved.    As  however  the  error  from  this  sotirce 

^j^on-    could  hardly  be  greater  than  the  inevitable  inaccora- 
denser.  ,  .        . 

cies  in  a  determination  of  this  kind,  we  shall  here 

neglect  it. 

If  c  be  the  capacity,  assumed  constant,  of  the  electro- 
meter and  added  condenser,  (7^  that  of  the  sliding 
condenser,  V^  the  potential  before,  and  Vi  the  potential 
after  the  charge  was  shared,  d^  the  distance  between 
the  plates,  supposed  so  close  that  the  effect  of  the  edges 
may  be  n^lected,  we  have  by  (4)  above 

C,  =  c^^yA  =  j^    ....     (15) 

where  m  is  a  constant. 

In  order  to  make  the  results  depend  not  on  the 
absolute  distance  between  the  plates,  but  on  the  much 
more  accurately  measurable  difference  of  two  distances* 
a  similar  set  of  observations  was  made,  still  with  air 
only  between  the  coatings,  but  with  another  distance 
d^  Calling  the  capacity  Cj,  the  potentials  V^  V^  in 
this  case,  we  have 

".-"-'fr -?  ■  ■  ■  ■  <"' 

A  disc  of  the  substance,  the  value  of  K  for  which 
was  to  be  found,  somewhat  larger  than  the  plates  of 
the  condenser,  was  placed  in  a  parallel  position  between 
them,  so  that  the  induction  between  the  plates  took 
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place  everywhere  across  the  disc.    The  same  process     Boltz- 
was  foUowed,  and  gave  potentials  Fg,  V^  for  a  distance    S^^! 
rfj,  and  a  thickness  of  disc  e.     Hence  if  Cg  be  the  mente  on 
capacity  of  the  condenser  l.  Method 


by  CJon- 


^3  =  ^— -XT— ^=  T-      .      •      (17) 

Putting  Cj  =  l/Xj,  C^  =  I/X3,  C^  =  lAs*  we  get  from 
equations  (15)  and  (16)  m  =  (d^  —  d^/(X^  —  Xj)  and  hence 
fix)m  (17)  Xg  =  (Xi  -  Xa)  (dg  -  e  +  ^IK)l(d^  -  d^).  Hence 
remembering  that  Xj(di  —  d^)l(\i  ""  ^)  =  ^\  =  ^i>  we 
have  finally 

which  involves  besides  e  only  differences  of  distances, 
and  the  ratio  (Xg  —  \)l(\  —  Xg),  which  can  be  cal- 
ctdated  without  any  knowledge  of  0  from  the  observa- 
tions of  potential,  and  for  these  of  course  the  properly 
corrected  deflections  may  be  taken. 

Boltzmann  found  that  no  sensible  difference  in  the 
values  of  K  for  ebonite,  paraffin,  sulphur,  and  rosin,  was 
produced  in  the  values  of  K  by  varying  the  time  of 
charging  or  the  amount  of  the  charging  battery.  He 
also  in  one  set  of  experiments  tried  the  effect  of  exclud- 
ing air  from  between  the  discs  and  the  coatings  of  the 
condenser,  by  laying  the  discs  on  a  mercury  surface,  and 
pouring  a  thin  coating  of  mercury  on  a  portion  of  the 
upper  surface  surrounded  by  an  edging  of  paper. 
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3p.  Ind. 

Cap.  of 

Ebonite, 

ftc. 


The  results  are  given  in  the  following  table,  in  which 
the  main  columns  I.,  II.,  III.  give  the  results  of  experi- 
ments made  with  different  distances  between  the  plates. 
The  first  of  the  two  sub-columns  in  each  case  gives  the 
result  for  air  between  the  disc  and  armatures,  the  second 
the  result  for  mercury  armatures. 


Sabstanoe. 

YAloesof  K. 

I. 

II. 

m. 

Men.  - 

Ebonite  .    . 
Paraffin  .    . 
Sulphur  .    . 
Rosin  .   .    . 

317 
2-28 
3-85 
2-57 

3-07 
2-30 

311 
234 
383 
2-53 

310 
2-33 

3-20 
2-31 

3-24 

315 
2-32 

2-55 

2.  Method  Boltzmann  also  determined  the  specific  inductiYe 
s  8  ^  nded  ^P^^^i^^  ^f  ^^^  same  substances  by  comparii^  the 
BjOI.  force  on  a  small  ball  of  the  dielectric  placed  in  a  field 
of  electric  force  of  known  intensity  with  the  force  on  a 
conducting  ball  of  equal  size  placed  in  the  same  field. 
This  he  did  by  hanging  the  ball  as  shown  at  s  in 
Fig.  99,  by  a  double  thread  from  one  end  of  a  light 
rod,  itself  hung  by  a  bifilar  and  forming  therefore 
an  arrangement  akin  to  a  torsion  balance.  The  other 
end  of  the  rod  carried  a  mirror  M  by  which  the  de- 
flection of  the  balance  could  be  obtained  by  means  of 
a  telescope  and  scale.  The  field  was  produced  by  a 
larger  ball  which  was  kept  charged  by  means  of  a 
Leyden  jar  connected  to  its  supporting  rod. 
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Experiments  were  made  for  electrifications  of  the  large  2.  Method 
ball  of  diflferent  durations, — (a)  for  a  constant  electrifica-  Suspended 
tion  of  considerable  duration,  (6)  for  a  comparatively      **^^- 
short  electrification,  (c)  for  a  rapidly  alternating  positive 
and  negative  electrification.     The  electrification  (b)  was 
obtained   by   making    the   charging   and    discharging 
contacts  by  the  pendulum  of  a  metronome,  the  electri- 
fication (c)  by  means  of  a  vibrating  tuning  fork,  one 


prong  of  which  connected  B  alternately  to  each  of  two 
Leyden  jars  oppositely  charged.  By  the  result  of  p. 
129  above,  if  we  put  Zj  =  1,  and  write  K  for  K^,  and 
r  denote  the  ratio  of  the  force  on  the  dielectric  sphere 
to  that  on  the  conducting  sphere,  we  have 

iT-l 


Jir+  i 


=  r. 
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or 


Sp.  Ind. 
Cap.  of 
Ebonite, 


jr= 


2rjfl 
1-r 


(19) 


For  a  sulphur  ball,  as  will  6e  seen  from  the  taUe 
below,  the  force  was  practically  the  same  for  an  alter- 
nating electrification  of  about  7^  sec.  duraticm  as  for 
a  long-continued  electrification.  Hence  in  this  sh(Nrt 
interval  the  polarization  of  the  dielectric  was  folly 
set  up. 

The  following  are  some  of  the  results  obtained,  with 
the  duration  of  electrification  noted.  For  reference  the 
mean  value  obtained  with  the  condenser  is  added. 


Sabitanoe. 

E. 

VtliwcrfK 
CoJ^. 

3-15 
2-32 
3-84 
2-55 

^  lec.  to  ^  sec. 

45  wet. 

Mmcs. 

Ebonite  .    .    . 
Paraffin  .    .    . 
Sulphur  .    .    . 
Rosin  .... 

3-48 
2-32 
3-90 
2-48 

3-74 
812 
3-70 
6-28 

... 

6^1 

The  effect  of  increasing  the  duration  of  charge  is 
therefore  apparently  to  increase  the  specific  inductive 
capacity,  but  in  the  cases  of  sulphur  and  ebonite  to  a 
much  smaller  extent  than  for  the  other  two  substances. 
Suspending  a  ball  of  crystallized  sulphur  with  dif- 
ferent diameters  successively  in  the  direction  of  the 
directions  force  of  the  field,  Boltzmann  found  that  the  specific 
Crystals,  inductive  capacity  had  different  values  in   different 


Sp.  Ind. 
Gap.  in 
different 
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directions.    For  the  greatest  mean  and  least  axes  he 
found  the  following  values : — 


K 


Greatest  Axis. 

4-773 


Mean  Axis. 

3-970 


Least  Axis. 
3  811 


Sp.  Ind. 

Cap.  of 

different 

directions 

in 
Crystals. 


Experiments  have  been  made  by  tliis  method  under 
Boltzmann's  direction  by  Messrs.  Romich  and  Nowak.* 
Results  were  obtained  for  (a)  permanent  electrification, 
and  {fi)  for  electrification  reversed  64  times  per  minute. 
The  values  of  K  are  given  in  the  following  table : — 


Glass 

Fluorspar 

Quartz 

Calc  Spar,  perp.  to  axis      .     . 

^           parallel  to  axis  .     . 

Selenium^  freshly  melted    .    . 

Sulphur,  mixed  with  Graphite 

K 

1 
1 

7-5         ,         159 
6-7         1             71 
4-6            >1000 
7-7         1             9-9 
7-6                     8-5 
10-2         1         161 
4            !             4-4 

The  diflference  between  the  results  for  permanent  and 
for  short  continued  electrification  seem  surprisingly 
great  in  some  cases. 

Klemencie  has  quite  recently  experimented  on  the 
specific  inductive  capacity  of  mica,  and  found  it  in- 
dependent of  the  potential  to  which  the  condenser  in    on  ^ca. 

•  Wien,  Ber,  70  (1874).  See  also  Wiedemann,  Lchre  von  d  r 
EleeUricim,  Bd.  ii.  p.  34. 

VOL.  I.  H  H 
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cie's 
Results 
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which  the  substance  formed  the  dielectric,  and  prac- 
tically independent  of  the  duration  of  charge.     K  for 
the  specimens  used  was  6*64  *     So  long  as  the  con- 
denser was  kept  thoroughly  dry,  the  mica  was  found  to 
insulate  well  and  give  constant  results-f 
Ayrton         By  freezing  distilled  water  in  a  shallow  copper  vessel 
PenVs    ^  which  was  supported   on   three  insulating  feet  a 
Experin    horizontal  plate  of  copper  in  contact  with  the  water 
"Tce/^  surface,  Professors  Ayrton  and  Perry  J  made  a  condenser 
with  ice  as  the  dielectric.     They  then  determined  the 
capacity  of  this  condenser  and  found  from  its  dimensions 
the  specific  inductive  capacity  of  ice.    At  —  1 3*5*  C. 
the  value  of  K  thus  obtained  was  22168.     It  is  of 
course  to  be  remembered  that  the  insulating  power  of 
ice   is   comparatively   slight.     Professors  Ayrton  and 
Perry  found  2240  x  lO*  ohms  for  its  specific  resistance 
at- 12-4^  C. 
Gordon's       An  extended  series  of  experiments  on  solids  has  been 
mentsTy  ^^^^  ^7  ^-  J«  E.  H.  Gordon,§  using  a  form  of  indue- 
P'jve-Plate  tion  balance  the  idea  of  which  is  due  to  Sir  William 
Thomson  and  Prof.  Clerk-Maxwell.     It  is  represented 
diagrammatically  in  Fig.  100.    -4,  B,  C,  D,  E  hre  five 
parallel  coaxial  discs  separated  by  intervals  about  an 
inch  wide,  of  which  the  three  A,  C,  E  are  six  inches 
in  diameter  and  the  two  By  D  four  inches  in  diameter. 
A  and  E  are  connected  by  a  wire,  the  middle  plate 

*  The  value  of  K  for  mica  is  given  as  5  in  Jenkin's  JSUetrkHif  oatf 
Magnetism,  but  it  is  not  stated  on  what  authority, 
t  BeibldUter,  voL  xii.     No.  1.    1888. 
t  Phil,  Mag.  1878,  p.  43. 
§  Pha.  Trans.  1879,  p.  417. 
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E  is  connected  to  the  needle  of  a  quadrant  electro-  Gordon's 
meter,  the  plates  B,  D  to  the  electrodes  of  the  pairs  ^^^^^ 
of  quadrants.     It  is  evident  that,  if  a  difference  of  ^ive-Plate 
potentials  between  C  eaid  A,  £  he  established,  it  is   ^^*"^*- 


Electrometer 


Fig.  100. 


possible  so  to  place  A,  B  that  the  needle  will  not  be 
affected,  and  it  is  also  evident  that  when  this  position 
has  been  attained,  the  equilibrium  will  subsist  what- 
ever be  the  difference  of  potentials.  The  position  of 
the  plate  A  was  adjustable  by  a  micrometer  screw,  and 

H  H  2 
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Gordon's  equilibrium  was  attained  by  this  means.  It  is  to  be 
raenu^V  ^^^^  ^^at  the  effects  of  the  edges  of  the  plates  are 
^B^^^  neglected. 

The  method  of  proceeding  was  therefore  simply  as 
follows.  Having  obtained  equilibrium  with  air  only 
between  the  plates,  the  experimenter  introduced  a  plate 
P  of  the  dielectric  to  be  experimented  on,  and  measured 
by  means  of  S  the  distance  through  which  A  had  to  be 
displaced  in  order  to  restore  equilibrium.  This  distance 
gave  the  thickness  of  a  plate  of  air,  equivalent  to  the 
plat«  P  of  the  dielectric.  The  ratio  of  this  thickn^ 
to  the  thickness  of  P  is  the  specific  inductive  capacity 
of  the  material. 

In  the  experiments  the  plates  A,  B,  and  C  were 
connected  to  the  terminals  of  an  induction  coil,  the 
primary  circuit  of  which  was  broken  as  many  as  12,000 
times  a  second  by  an  interrupter  airanged  for  the 
purpose.  Thus  the  potential  was  rendered  alternately 
positive  and  negative  12,000  times  a  second  and  all 
effects  of  absorption  were  obviated.  It  is  to  be  noticed 
that  here,  as  in  some  other  experiments  detailed  above, 
the  metallic  plates  were  not  in  contact  with  the 
dielectric  plate,  and  thus  any  passing  over  of  electricity 
to  the  dielectric  itself  was  avoided.  The  following  are 
some  of  the  results  obtained : — 

Glass,  Double-oxtra  Dense  Flint  3*164 

„     Extra  Dense  Flint  .   .   .  3<)54 

„     Light  Flint 3-013 

„     Hard  Crown 3*108 

„     Common 3*243 


K. 

Ebonite    .   . 

2-584 

Gutta  Perclia 

2*462 

Sulphur    .    . 

2*68 

Shellac.    .    . 

2*74 

ParafiBn.   .    , 

1*99 
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Mr.  Gordon  found  also  by  this  method  an  apparent  Gordon's 
slow  change  in  the  specific  inductive  capacity  of  glass  mente'by 

with  lapse  of  time,  a  result  which  is  to  a  certain  ex-  Five-Plate 
^  ,  ,  ,  ,.     .  .  ,        Balance, 

tent  corroborated  by  some  prelimmary  experiments  by 

Mr.  T.  Gray  on  the  specific  inductive  capacity  of  glass 
soon  after  it  had  been  heated  to  a  high  temperature ;  * 
but  in  view  of  the  inaccuracy  caused  by  the  assumption 
that  the  plates  of  the  balance  may  be  taken  as  infinitely 
great,  this  slow  change  cannot  be  held  to  be  proved.  It 
seems  probable  that  any  slow  change  of  specific  inductive 
capacity,  such  as  might  correspond  to  the  slow  mole- 
cular change  which  goes  on  in  glass  which  has  been 
maintained  for  a  long  time  at  a  nearly  constant  low 
temperature,  and  produces  alteration  of  the  zero  point 
of  a  thermometer,  would  be  of  so  small  amount  as  to  be 
imperceptible  by  any  method  of  measurement  yet 
devised. 

The  values  of  K  for  glass  obtained  by  Mr.  Gordon    Hopkin- 
are  not  in  agreement  with  some  previously  obtained  by     Earlier 
Dr.  John  Hopkinson,t  who  experimented  according  to    ^^^^g" 
the  method  of  comparison  of  capacities  described  above, 
p.  432.     The  capacity  of  a  guard-ring  condenser  was 
compared  with  that  of  a  sliding  condenser  (the  identical 
instrument  used  in  Gibson  and  Barclay's  experiments 
described  above)  (1)  when  air  only  was  the  dielectric, 
(2)  when  a  plate  of  glass  was  introduced  between  the 
plates.    The  guard-ring  condenser  is  shown  in  Fig.  101, 
half  in  section  half  in  elevation.     Ic  is  the  protected  disc 
15  centimetres  in  diameter  with  a  gap  1  millimetre  in 
breadth  between  it  and  the  guard-ring,  e  e  the  opposite 
♦  Thil,  Mag.  Oct.  1880.         f  Traia,  US,  1878,  p.  17. 
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Guard- 
ring  Con- 
denser. 


plate,  h  the  guard-ring  bearing  a  brass  cylindrical  box 
(not  shown  in  the  drawing)  which  forms  a  shield 
for  the  back  of  the  p^tected  disc.  The  guard-ring 
is  insulated  on  a  stiflF  frame  of  iron  formed  by  two 
triangular  pieces  of  iron  a  h,  e  d  connected  by  three 
wrought-iron  stays.  The  insulators  are  three  ebonite 
l^gs  g  gy  which  are  screwed  to  the  tops  of  the  stays^ 
The  attracting  disc  is  carried  on  a  screwed  stem  of 
1/25  inch  step,  and  can  be  raised  or  lowered  without 


A * 


Fio.  101. 
Note. — The  protecting  cylindrical  box  on  the  gaard-ring  is  here  omitted. 


rotation  by  a  nut  /  divided  as  a  micrometer.  Fig.  102 
is  a  plan  of  the  instrument  with  the  brass  backing 
removed.  It  shows  the  protected  disc  and  its  suj^ports, 
which  are  two  bars  U,  II  of  vulcanite  attached  to  the 
back  of  the  disc  and  resting  on  the  upper  sur£EU}e  of 
the  guard-ring. 

This  instrument  served  also  to  measure  the  thickness 
of  the  glass  plates  used  in  the  experiments.  The  screw 
/  was  turned  until  the  brass  plates  were  in  contact,  and 
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the  micrometer  reading  taken ;  then  the  glass  pkte  was  Guard- 
placed  above  e  e,  which  was  screwed  up  until  the  plate  denacr. 
came  into  contact  with  A,  i,  h.  Slips  of  tissue  paper 
were  interposed  between  the  ebonite  legs  g  g  and  the 
plate  h  h,  and  the  contact  was  judged  by  these  slips 
becoming  loose.  A  reading  of  the  screw  micrometer 
was  taken  for  each  slip,  and  the  mean  of  the  three 


Flo.  102. 

taken  as  the  reading  of  contact.  A  correction  was 
determined  for  the  effect  of  bending  of  the  plates  and 
compression  of  the  slips  before  their  release. 

A  special  switch  supported  above  the  guard-ring 
condenser  enabled  the  connections  to  be  made  in  the 
required  order.  A  battery,  in  some  cases  of  48  in 
others  of  72  small  Daniell's  cells,  had  its  middle  point 
connected  to  earth,  one  of  its  poles  to  h  kh,  and  the 
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Gaatd- 
ting  Con- 
denser. 


other  to  the  inner  coating  of  the  sliding  condenser,  while 
the  outer  coating  and  the  plate  e  e  were  connected  to 
the  electrometer  case.  Thus  the  inner  plates  of  the 
two  condensers  were  charged  to  equal  and  opposite 
potentials.  Then  one  pair  of  quadrants  of  a  Thomson's 
electrometer,  hoth  pairs  of  quadrants  of  which  were 
connected  to  earth,  were  insulated,  the  guard-ring  was 
connected  to  earth,  and  the  protected  plate  luid  the 
insulated  plate  of  the  sliding  condenser  connected 
together  and  to  the  insulated  quadrants  of  the  electro- 
meter. The  direction  of  the  electrometer  deflection,  if 
any,  at  the  instant  of  the  combination  of  the  charges, 
was  observed.  If  no  deflection  took  place  the  guard- 
ring  condenser  and  the  sliding  condenser  had  equal 
capacities,  and  the  latter  was  adjusted  until  this  was 
the  case. 

The   following  are   mean  results  of  two  or  more 
experiments  for  each  substance : — 


1 

DeDsit7. 

K. 

Glass,  light  flint     .     .    . 

1        „     double  extra  dense 

„     dense  flint   .    .    . 

„      very  light  flint     . 

3-2 

4-5 
3-66 

2-87 

6-85 
101 
7-4 
6-57 

The  plates  of  glass  were  in  most  cases  in  contact 
with  both  plates  of  the  condenser. 

Hopkinson  has  since  continued  his  investigations,  and 
considered  carefully  the  possible  causes  of  the  discre- 
pance between  his  results  and  those  obtained  by  Mr. 
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Gordon.*    The  result  seems  to  leave  no  doubt  that  the    H6pkin- 
five-plate-balance  method  with  the  sizes  of  plates  and  ciitiUi^m 
distances  between  them,  used  in  Gordon's  experiments,    .   »>^ 
cannot  give  accurate  results.    The  following  conclusions    Balance 
among  others  were  arrived  at : —  Method. 

1.  That  the  specific  inductive  capacity  of  glass  is 
the  same  for  n^  second,  aoioo  second,  or  ^  second 
discharge. 

2.  That  it  is  independent  of  the  potential  to  which 
the  condenser  is  charged. 

3.  That  the  five-plate-balance  is  unreliable  with  the 
sizes  of  plates  and  distances  apart  used  by  Mr.  Gordon. 
(A  plate  of  brass  between  A  and  B,  with  an  air-space  of 
from  eight  to  thirty-two  millimetres,  gave  specific  in- 
ductive capacity  less  than  unity,  instead  of  infinity. 
DiflFerent  distances  of  the  plates  gave  different  values 
for  glass.) 

Hopkinson  at  the  same  time  extended  his  former   Hopkin- 

results,  and  applied  his  method  of  experimenting  to  i^^^gj^. 

the  investigation  of  the  specific  inductive  capacity  of  periments. 

liquids.     A  flask  of  flint  glass,  with   thin   walls   and 

a  long  thick  neck,  was  filled  up  to  the  junction  of  the 

neck  with  strong  sulphuric  acid.     A  wire  passing  down 

through  the  neck  connected  the  acid  with  a  metal  piece 

A  (Fig.  103),  supported  on  an  insulating  stand  of  ebonite. 

On  this  metal  piece  rested  the  horizontal  arm  of  a 

kind  of  bell-crank  (or  Z-shaped  piece  of  metal  pivoted 

at  the  angle).     The  flask  was  first  charged  by  means  of 

a  battery  and  the  potential  measured  by  a  quadrant 

•  Electrostatic  Capacity  of  Glass  (II.)  and  of  Liquids,  Phil.  Traris. 
vol.  172  (1881),  p.  372. 
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Hopkin- 
son's 


electrometer  which  was  then  detached  and  discharged. 
later^Ex-  Then  a  previously  deflected  metallic  pendnlom,  B, 
periments.  connected  to  earth  through  its  supports,  was  re- 
leased, and  striking  the  vertical  arm  of  the  lever, 
connected  the  flask  for  an  instant  to  earth  and  dis- 
charged  it.     The  electrometer  was  then  applied  to 


Fig.  103. 


detect  any  residual  charge.  The  leakage  method  de- 
scribed above,  p.  403,  was  used  to  measure  the  duration 
of  discharge.  A  paraffin  condenser  of  known  capacity 
had  its  plates  connected  for  the  time  of  discharge  to  be 
measured,  first  by  a  resistance  of  256  ohms,  then  by 
a  resistance  of  512  ohms,  and  the  remaining  potential 
in  each  case  was  observed.     These  operations  obviously 
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gave  data  for  the  calculation  of  the  time  interval  t  by    Hopkin- 
(66)  of  Chap.  VI.*     With  a  duration  of  discharge  of  la^^Ex- 
about  -^j^  second,  less  than  3  per  cent,  of  the  original  periments. 
charge  given  by  a  battery  of  20   elements  remained. 
Longer  and  shorter  times  of  discharge  gave  similar 
results.     The  practical  result  of  all  the   experiments 
was  that  determinations  of  specific  inductive  capacity 
by  observations  of  discharge  may  be  taken  as  correct 
for  glass  if  the  period  of  dischiu^e  be  anything  between 
aoooo  sec.  and  i  sec. 

The  method  adopted  for  determining  the  specific 
inductive  capacity  of  glass  plates  was  practically  the 
same  as  that  already  described  at  p.  432.  The  guard 
ring  and  protected  disc  were  first  connected  to  one  pole 
of  a  well  insulated  battery  of  1,000  chloride  of  silver 
cells,  the  other  pole  of  which  was  connected  to  the  in- 
sulated plate  of  a  cylindrical  sliding  condenser.  Thus 
the  two  condensers  were  charged  to  equal  and  opposite 
potentials.  By  means  of  a  special  commutator  changes 
of  connections  similar  to  those  described  above  were 
made  so  as  to  combine  the  charges  of  the  condensers, 
with  the  addition  that  the  electrometer  quadrants  con- 
nected to  the  condensers  after  combination  were 
immediately  after  insulated  to  avoid  efiects  of  residual 
charge.  The  capacity  of  the  sliding  condenser  was 
adjusted  till  no  electrometer  deflection  was  produced. 

The  glass  plate  was  then  placed  between  the  plates 
of  the  guard-ring  condenser  and  the  operations  repeated 
until  equilibrium  was  again  obtained.     The  two  results 

*  This  mode  of  roeasnring  ft  small  interval  of  time  is  due  to  the 
Ute  Mr.  R.  Sabine  {PhU,  Mag.  1876,  Ist  half  year,  p.  887). 
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Hopkin-  gave  the  ratio  of  the  capacities,  and  from  the  distance 
later^Ex-  between  the  plates  of  the  condenser  and  the  thickness 
perimenta.  of  the  glass  plate  the  value  of  K  was  found 

The  capacity  of  the  glass  flask  described  above  was 
determined  in  a  similar  way  by  aid  of  the  sliding  con- 
denser, with  a  charging  battery  varying  from  10  to 
1,800  chloride  of  silver  cells,  with  only  a  little  over 
\  per  cent,  of  alteration. 

The  values  of  fi'are  given  in  the  following  table  with 
the  thicknesses  of  the  plates,  and  for  comparison  the 
earlier  results  obtained  by  the  same  experimenter. 


Hopldn* 

1 

aon's  re- 

Talm 

sults. 

Tlilckiiesi 

of  K      1 

Sp.  Ind. 
Cap.  of 

Sabcfcance. 

Density. 

ofPUte 
inmnu. 

K. 

fonnerir 
obteined.  | 

Glass,  &c. 

Glass,      Double  ^  extra 

1 

Dense  Flint  . 

4-5 

4-5 

9-896 

lO-l      , 

„      Dense  Flint     . 

3-66 

16  57 

7-376 

7-4 

.,      Light  Flint .     . 

32 

15-04 

6-72 

6-83 

»>          ♦»        »     •     * 

. 

1075 

6-69 

6-85 

„      Very  Light  Flint 

2-87 

12  70 

6  61 

6-57 

.,      Hard  Crown     . 

2485 

14-62 

696 

1 

„      Plate  .... 



6-52 

8-45 

1 

Paraffin 

— 

20-19 

2-29 

_ 

Sp.  Ind.        J)x,  Hopkinson  obtained  results  also  for  liquids  by 

Liquids,    the  method  just  described.*     The  space  between  two 

son^^x-  ^^^^^^*1  metal  cylinders  was  filled  with  the  liquid  to  be 

periments.  experimented    on.      These    two    cylinders    connected 

together  formed  one  coating  of  a  condenser  of  which 


•  Phil  Trans,  loc  eU, 
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the  liquid  formed  the  dielectric,  and  the  other  coating    Sp.  Ind. 
was  given  by  a  cylinder  suspended  from  an  ebonite  plate    Liqmds. 
above,  and  immersed  in  the  liquid.    The  latter  plate    ^<>p^^"- 
was  charged  and  the  other  connected  to  earth,  and  the  perim6iit& 
capacity  compared  with  that  of  the  oppositely  charged 
sliding  condenser.    The  capacity  of  the  same  apparatus 
with  air  as  the  dielectric  had  previously  been  obtained 
in  the  same  way,  and  the  results  gave  at  once  the 
value  of  K  for  the  liquid.     The  following  table  gives 
some  of  the  results.     The  column  headed  /t^oQ  contains 
for    the   purpose   of   comparison    the   square  of   the 
index  of  refraction  of  the  liquid  for  light  of  infinite 
wave  length.    This  was  calculated  from  the  formula 
/A«  =  -4  +  Bf>?  from   observations  of  the  index  of 
refraction  which  were  made  on  each  of  the  substances 
for  the  Fraunhofer  rays  (7,  D,  F,  G,  of  the  spectrum. 


Name  of  Liquid. 


Petrolenm  Spirit    .    .     . 

Petroleum  Oil,  Field's    . 

„  „    Common 

Ozokerite 

Turpentine,  Commercial 

Castor  Oil 

Sperm  Oil 

Olive  Oil 

Neat's  Foot  Oil .    .    .    . 


The  closeness  of  the  agreement  between  the  numbers 
for  K  and  for  ^^^  for  the  mineral  oils  and  for  turpentine 
is  very  remarkable.    The  divergence  in  the  other  cases 
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is  to  be  expected,  as  from  the  composition  of  the  sub- 
stances it  is  probable  that  the  results  included  effects  of 
electrolytic  action. 
Silow*s        Results  with  which  Hopkinson's  agree  very  well  had 
men^.     ^^^^^  previously  obtained  for  turpentine,  benzene,  aad 

First      petroleum  by  Silow.*    Two  series  of  experiments  were 
Method.     '^  ,        X       :     ^  .  .  ,    .       , 

made.    In  the  nrst  a  very  mgenious  and  simple  method 

was  emfdoyed.  A.  kind  of  quadrant  electrometer  was 
constructed  by  pasting  on  the  inside  of  a  cylindrica} 
glass  vessel,  10  centimetres  deep  and  15  centimetres  in 
diameter,  four  symmetrically  placed  vertical  strips  of 
tinfoil  each  10  centimetres  broad,  and  joining  the 
opposite  pieces  together  by  strips  acn)ss  the  bottom. 
Within  was  hung  a  platinum  needle  of  the  shape  of  an 
inverted  T,  in  which  the  vertical  pieces  at  the  ends  of 
the  horizontal  cross-piece  were  semi-cylinders  of  plati- 
num. The  needle  was  left  uncharged,  and  one  of  the 
pairs  of  strips  was  connected  to  earth  €md  the  other 
charged  to  a  convenient  potential.  The  deflections  of 
the  needle  for  the  same  difference  of  potential  (1)  with 
the  vessel  filled  with  air,  (2)  with  the  liquid  under 
experiment,  were  observed,  and  it  ixas  assumed  tliat 
the  angles  of  deflection  were  proportional  to  the  specific 
inductive  capacities  in  the  two  cases.  This  would  have 
been  strictly  true  of  the  angles  through  which  a  torsion 
head  at  the  top  of  the  suspension  thread  would  have 
had  to  be  turned  if  the  needle  had  been  brought  back 
in  both  cases  to  a  position  of  equilibrium  after 
deflection. 

*  Piogg.  Ann.  156  (1875),  p.  889,  and  Wiedemann,  Die  Lekre  wn  dir 
Elektricitdt,  Bd.  ii.  p.  45. 
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For  two  kinds  of  turpentine,  I.,  II.,  and  for  petroleum 
he  obtained : — 


t 

Turpentine  I.,   mean  of  three  \ 

experiments J 

Turpentine  II 

Petroleum 

2173 

2-221 

2037 

i     2129 
2-148 

Silow's 

Results  by 

First 

Method. 


A  second  set  of  experiments  was  made  by  Silow  by  a 
method  similar  to  that  described  above,  p.  448.  A  con- 
denser formed  of  two  gilded  circular  plates  kept  1^  mm. 
apart  by  small  pieces  of  ebonite,  and  enclosed  within  a 
glass  vessel  covered  on  its  interior  surface  with  tinfoil, 
had  one  of  its  plates  alternately  connected  to  earth  and 
to  one  pole  of  a  water  battery  of  175  zinc-copper 
elements.  The  connections  were  made  by  a  rotating 
commutator  kept  running  at  a  constant  speed  suffi- 
ciently great  to  give  a  constant  deflection  of  the  needle 
of  a  galvanometer  placed  in  the  charging  or  discharging 
circuit.  Three  deflections  were  taken  (1)  with  the  vessel 
filled  with  air,  (2)  with  the  liquid  under  experiment  in 
the  vessel  and  therefore  between  the  plates,  (3)  with 
only  the  joining  wires  attached.  Denoting  by  a,  /9,  7, 
these  deflections  corrected  so  as  to  be  proportional 
to  the  currents,  we  have  for  the  ratio  of  the  capacity  of 
the  apparatus  with  the  liquid  between  its  plates,  to  its 
capacity  with  air  between  the  plates  (/9  —  y)l(a  —  7), 
that  is  for  the  liquid 


Silow's 
Experi- 
ments. 
Second 
Method. 


a  —  7 


(20) 
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Silow'g        DiflFerent  battery  powers   applied   gave   the   same 
Second^  values  for  K.     The  following  are  the  mean  values  of 
Method.   K  for  the  substances  mentioned,  with  the  values  of  fj?  ^ 
for  comparison. 


Substance. 


Turpentine 

Benzene    

Petroleum,  first  specimen    . 
Petroleum,  second  specimen 


2158 
2-198 
2071 
2-037 


2134 
2-196 
2048 
2-048 


Quincke's 
Experi- 
ments. 


Measure- 
ment of 
Tension 

along 
Lines  of 

Force. 


Some  interesting  experiments  on  the  specific  in- 
ductive capacity  of  liquids  have  also  been  made  by 
Quincke.*  According  to  the  theory  of  Faraday  and 
Maxwell,  referred  to  at  p.  133  above,  there  is,  at  every 
point  of  the  electric  medium,  a  tension  along  the  Unes 
of  force,  and  an  equal  pressure  at  right  angles  to  that 
direction,  the  amount  of  which  reckoned  in  unite  of 
force  per  unit  of  area  is  KF^/Sir  where  F  is  the  resultant 
electric  force  at  the  point.  Quincke's  method  amounted 
to  measuring  not  only  the  tension,  but  the  pressure  also,  in 
different  liquid  dielectrics,  and  his  results  besides  giving 
(1)  from  the  observed  tension,  (2)  from  the  pressure, 
values  of  K  which  he  compared  with  those  obtained  by 
the  ordinary  condenser  method,  are  interesting  in  their 
bearing  on  electrical  theory. 

His  apparatus  for  the  measurement  of  the  tension 
consisted  of  two  horizontal  circular  plates  placed  a 
short  distance  apart  in  a  glass  vessel.     The  upper  plate 
•  Wied.  Ann,  19  (1888). 
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was  suspended  from  one  end  of  the  beam  of  a  balance,  Measure- 
and  was  connected  to  earth.     The  lower  plate  was    T^on 
charged   by  me^ns  of  a  battery  of  Leyden  jars,  the    .^^^ 
outer  coatings  of  which  were  to  earth.     The  potential     Force, 
was  observed  in  arbitrary  units  by  means  of  a  Thomson's 
standard  electrometer  (see  p.  281  above).  The  attraction 
of  the  upper  plate  towards  the  lower  was  then  measured 
by  weights  put  on  the  other  scale  of  the  balance.    The 
mean  pull  per  unit  of  area  was  therefore  obtained. 

Now  from  what  has  been  proved  above  (pp.  Ill,  136) 
it  follows  that  the  force  /,  per  unit  of  area  on  any  part 
of  the  upper  plate  not  near  the  edge  is  ^wa^/K,  and 
we  have  a  -  -  KFI^ir^--  KV/iurd  if  F  be  the  diflfer- 
ence  of  potentials,  d  the  distance  between  the  plates. 
Hence 

/"l^ (21) 

The  weighing  therefore  gave,  taking  the  mean  pull 
as  nearly  enough  equal  to/,  directly  the  tension. 

By  comparison  of  results  for  two  different  media  Deduction 
using  the  same  value  of  V  for  both  cases,  the  ratio    Sp.^Ind. 
of  the  values  of  JT  could  be  at  once  obtained.     Thus      ^P- 
if /p/j,  be  the  tensions,  and  the  corresponding  specific 
inductive    capacities   determined  in  this  manner   be 
denoted  by  if/j,  K/^  we  have 

k'i « 

The  pressure  at  right  angles  to  the  lines  of  force  was  Measure- 
found  in  an  ingenious  manner.  The  upper  disc  of  the  p^^sure 
apparatus  just  described  was  removed  and  replaced  by  1^*^*^***"^ 

VOL.  L  II  Force. 
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MMsnre.  a  plate  of  ihe  same  diameter  with  a  short  vertical  tube 
P^gQ^    at  its  centre,  by  means  of  which  communication  codd 
ftero88     be  obtained  with  the  space  between  the  plates.  Attached 
Force,     to  this  vertical  tube  was  an  india-rubber  bag  which 
could  be  cut  off  by  means  of  a  stopcock,    A  branch 
tube  communicated  with  an  ordinary  open  U  mano- 
meter containing  bisulphide  of  carbon.     Enough  of  air 
was  blown  by  the  rubber  bag  into  the  space  between 
the  plates  to  form  a  flat  bubble  of  from  2  to  5  centi- 
metres in  horizontal  diameter,  bounded  by  the  jdates 
above  and  below.    The  stopcock  was  closed  and  the 
pressure  was  read  off  on  the  manometer.     The  lower 
plate  was  now  charged  to  the  same  potential  as  before 
while  the  upper  plate  was  connected  to  earth.    The 
increase  of  pressure  was  read  off  from  the  manometer, 
and  gave  the  difference  of  pressures  in  the  air  and  ibe 
liquid  due  to  the  electrification. 
Deduction      If  A  be   the  difference   of   heights   of   the  liquid 
Sp.^Ind.  produced  by  the  electxification,  and  p  the  density  of 
^^      the  liquid,  we  have,  denoting  the  value  of  K  determined 
in  this  way  by  Kp,  and  the  acceleration  due  to  gravity 

by^ 

if  JTbe  taken  =  1  for  air. 

Using  the  value  of  /  given  in  (21)  for  the  same 
medium,  this  gives 

ir,  =  ^Z,+  l  ....,,    (24) 
The  following  are  some  of  the  results  obtained. 


QUINCKE'S  EXPERIMENTS. 


483 


00 

U6 


I 


l«" 


p 


09 

CO 


CO 


CO 


Quincke's 
Results. 


>  lO  lO  lO  O)  00 
5  (M  O  OQ  lO  C^ 


oD^co^^^e<5o4^ 


^ 


(3)  04 

.        CO  eo 

r^         ip  r^ 

^         CO  00 


COO^fUrHOii^O^i^i^ 


^  00  «o 

t^  ^  CB 

CO  ^  CO 

(N  09  04 


.QpoOOpO'-'-'Ol 

o   (br^M  eo^  ^  ^  QD  CD 


s  s  g§ 

do      o      »b 


I 

-3 


f-^os^iwosSoi^f-iS      ^      cp      -^ 
o   "^  09  6  »b  t- r*  i>  b- 1-      «>      CO      t^ 


lOQCO  lO  09  ^  05  »ft  00  ^ 
O  C5  0»  09  09  O)  lO '^  Ol  c^ 
09  r*  t^  00  OD  05  r-l  CO  p    r-l 


t«0909opaDJ^9>aoc 


009517! 


T's+'s+'s 

*  a  •  s  a'i'S.'s'S.'I'S. 

.;S  g  i''g  «S  Ssm  Ssm 

I  I  2 


484 


SPECIFIC  INDUCTIVE  CAPACITY. 


Qamcke*8 
Results 
corrected 
for  Con- 
nections. 


The  values  of  K  obtained  by  tension  and  pfreasnze 
here  seem  uniformly  greater  than  those  obtained  by  the 
condenser  method,  which  must  be  regarded  of  course  as 
the  true  values.  But  they  agree  very  well  with  one 
another,  and  go  far  to  prove  the  equality  of  the  pressure 
and  tension. 

It  was  pointed  out  by  Dr.  Hopkinson  that  *  perhaps 
the  capacity  of  the  key  and  connecting  wires  might  be 
appreciable,  and  that  if  so  the  values  of  £^  given  for 
the  CO II denser  method  in  the  above  table  would  be 
increases!  by  the  correction.  This  was  fouBd  by 
Professor  Quincke  to  be  the  case,  and  the  fol lowing 
corrected  results  obtained  by  him  are  given  by  him 
in  a  note  to  Dr.  Hopkinson*s  paper. 


1                           1 

Vklnei  vf  i^.  l»dL  €v^ 

1 

Bf  CSmHliiitHr 

Sulphuric  Etber     .     .    . 
B  i  sul  pli  i  d  e  0  f  Carl  ion 

Benzene    ..-*,,. 
Petrol  emn      ...»    > 

4tU 

2-508 
2-640 
2-359 

4-394 

2-360 
2-073 

This  shows  that  for  these  substances  IC,  Kf,  Xp  are 
sensibly  equal.  Further  the  experiments  seem  to  con- 
firm  fairly  well  the  theoretical  values  ICF^/Sir  for  the 
pressure  within  the  medium.f   (See  also  p.  491,  below). 

•  Froe.  B.  S,  vol.  xli  1886. 

t  The  whole  questioii  of  the  stress  in  the  medium  requires  farther 
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Dr.  Hopkinson  has  more  recently  *  made  experiments  Hopkin- 

on  the  specific  inductive  capacity  of  a  number  of  oils  jfoSfica- 

and  other  liquids.     The  method  adopted  was  a  modifi-  tionof 

cation  of  the  five-plate  balance  method  described  above.  Balance 

The  arrangement  of  apparatus  is  shown  in  Fig.  104.  Method. 
Two  air  condensers  E^  F,  of  determinate  and  nearly 
equal  capacity,  and  two  adjustable  sliding  condensers  /, 


Fio.  104. 


experimental  inyestigation.  Valuable  results  as  to  the  state  of  strain 
in  transparent,  solid,  and  liquid  media  have  however  been  furnished  by 
the  experiments  of  Kerr  and  others  on  Double  Refraction  produced  by 
electrification.  The  experiments  of  Quincke  on  Change  of  Volume 
produced  in  dielectrics  by  the  same  cause  are  also  of  great  importance 
in  the  same  connection.  These  are  howeyer  easurements  we  cannot 
here  enter  into. 
•  Proc  R.  S,  Oct.  1887. 
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Mopidii-    J,  were  joined  as  shows  like  the  fear  branches  of  % 
Modmca-   Wheatstone  bridge.    The  inner  coatings  of  -ff,  /  were 
tion  of    joined  to  one  pair  of  quadrants  of  an  electo>meter,  and 
Balance    those  of  J?',  t/"  to  the  Other  p^r  of  quadrants.    To  the 
Method,    inner  coating  of  J  could  be  attached  the  inner  plate  of 
a  liquid  condenser  containing  the  substance  to  be  ex- 
perimented  on.    The  outer  coatings  of  E,  F  were  con- 
nected to  the  case  of  the  electrometer  and   to  one 
terminal  of  an  induction  coil ;  the  outer  coatings  of  /, 
J  were  connected  to  the  needle  of  the  electrometer  and 
to  the  other  terminal  of  the  induction  coil. 

In  order  that  there  might  be  no  deflection  of  the 
electrometer  needle  it  was  necessaiy  that  the  capacities 
of  E  and  /  should  be  in  the  same  ratio  as  those  of  F  and 
eT"  respectively.  An  adjustment  of  one  or  both  of  the 
sliding  condensers  was  made  until  this  relation  was 
fulfilled  in  each  of  four  cases,  (1)  when  no  fluid  con- 
denser was  introduced,  (2)  when  the  condenser  without 
the  interior  plate,  but  fitted  with  a  "  dummy  "  to  rejffe- 
sent  the  necessary  supports  or  connexions  outside  the 
liquid,  was  connected  to  J,  (3)  when  the  complete 
.  condenser  charged  with  air  was  added  to  J^  (4)  when 
the  complete  condenser  charged  with  liquid  was  con- 
nected to  J.  Assuming  for  simplicity  the  sliding  con- 
denser 1  to  remain  unaltered,  and  x,y,z,z^to  be  the 
respective  readings  of  J'in  the  four  cases,  we  must  have 

Capacity  of  condenser  with  liquid  _  y.    x  —  s^  —  (x-y) 
Capacity  of  same  condenser  with  air~         x  —  z  —  {x—y) 

=  ^-^^ (257) 
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The  following  is  an  abstract  of  the  results  obtained :     Hopkln- 

son's 

Results  for 

Oils,  &e. 


Colza  Oil,  six  samples    .    . 

,»       „    another  sample  * 

Arachide 

Sesame 

Linseed  OiL  raw  .... 
Castor  Oil 

„       „  another  sample . 

Ether 

Carbon  Bisulphide  .  .  . 
Amylene 

X, 

p3^fiirUne. 

3  07  to  3-14 
3-23 
3-17 
3-17 
337 
4-82 
4-84 
4-75 
2-67 
205 

1-9044 

It  is  to  be  noted  with  respect  to  colza  oil  that,  as 
given  by  Quincke  (p.  483  above),  the  value  of  JE^  is 
3-296  and  of  Ky  2-385. 

Dr.  Hopkinson  also  experimented  with  the  following 
liquids  of  the  benzene  series,  for  which  also  he  deter- 
mined the  index  of  refraction  /t^  for  the  line  D  of  the 
spectrum. 


K. 

u3 

Benzene 

Toluene 

Xylene 

Cymene 

2-38 
2-42 
2-39 
2-25 

2-2614 
2-2470 
2-2238 
2-2254 

The  same  method,  but  with  a  guard-ring  condenser   Applica- 
instead  of  the  fluid  condenser  as  shown  in  Fig.  105,  was  Method  to 
applied  to  the  measurement  of  the  specific  inductive    Solids. 
*  Doubtfol  as  to  purity. 
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Applica-  capacity  of  solids.  The  connections  shown  in  Fig.  105 
Meth^  to  ^^^  ^^  made,  that  is  the  gaard-ring  and  protected 
Solids,  disc  both  connected  to  the  inner  coating  of  J.  The 
arrangement  was  then  adjusted  to  balance,  then  the 
guard-ring  remaining  connected  to  c/,  the  protected  disc 
was  transferred  to  1  and  balance  again  obtained.  The 
difference  of  the  readings  of   the  sliding  condenser 


Fig.  105. 


gave  on  an  arbitrary  scale  the  capacity  of  the  guard- 
ring  condenser  for  the  given  distance  of  the  plates 
apart.  These  operations  were  then  repeated  with  a 
plate  of  the  substance  for  which  K  was  to  be  found 
Dlaced  between  the  plates  of  the  guard-ring  condenser. 
Only  three  substances  were  experimented  on,  with 
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the  following  results.    The  previously  obtained  values   Applica- 
(p.  476  above)  are  given  for  the  first  two  for  comparison.  Meulod  to 

Solids. 


jr. 

Previorsly  found 
▼alLOof  JT. 

Flint  Glas9,  double  extra  dense 
1     Paraffin  Wax 

9-5 
2-31 

9-896 
2-29 

Experi- 
ments on 

Hydro- 
Carbons. 


Rock  salt  was  the  third  substance  with  a  result  of  18 
for  JT,  but  the  sample  was  very  rough  and  too  small, 
and  possibly  conducted  so  greatly  as  to  aflfect  the  result. 
In  these  experiments  the  effect  of  the  connecting  wire 
of  the  guard-ring  condenser  was  not  allowed  for. 

Negreano  *  has  applied  the  five-plate  balance  method  Negreano's 
to  the  determination  of  the  specific  inductive  capacity 
of  a  number  of  hydrocarbons  of  homologous  chemical 
composition.  The  balance  was  arranged  with  its  plates 
horizontal  and  well  insulated  on  ebonite  rods;  the 
diameter  of  the  larger  plates  was  16  centimetres,  of  the 
smaller  12  centimetres,  and  the  distance  of  adjacent 
plates  apart  1  centimetre.  The  liquid  experimented  on 
was  placed  on  a  flat  shallow  dish  attached  to  the  ebonite 
supports  between  the  uppermost  plate  and  that  next  to 
it.  Balance  was  obtained  (1)  with  the  instrument 
used  simply  as  an  air  condenser,  (2)  with  the  empty 
dish  in  position,  (3)  with  the  liquid  in  the  dish.  The 
corresponding  positions  of  the  movable  plate  were 
obtained  by  a  micrometer.  Another  micrometer  mea- 
sured the  thickness  of  the  stratum  of  liquid.     The 

*  CompUt  Hindus,  tome  civ.  1887. 
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Negroano's  index  of  re&action  ^^  was  also  determined  for  l^e  D 
j^^^Q  line  in  the  case  of  eadi  liquid. 

It  was  found  that  the  value  of  K  increases  as  the 


Hydro- 
carbons. 


composition  of  the  substance  becomes  more  comidi- 
cated,  and  that  the  value  of  {K  -  \)I{K  +  2)p  where  p 
is  the  density  is  approximately  constant.  The  following 
is  a  synopsis  of  the  results : — 


Benzene,  C^H^,  with  thiophene 

»»  w  »>  »» 

another  specimen 
„  ,.     pure     . 

Toluene,  C^Hg    .    .    . 


Xylene,  Cgduj  .  .  . 
Metaxylene,  ^e^o  •  • 
Pseudocumene,  Cf^Hi,. 
Cymene,  CiqHw  .  . 
Terebenthene,  CioHi^ . 


Temp. 

Density. 

E. 

26 

•8803 

2-3206 

25 

•8756 

2-2988 

14 

•8853 

2-292I 

27 

•8608 

2-242 

14 

•8711 

2-3013 

27 

•8554 

2-2679 

12 

•8072 

23781 

14 

•857 

24310 

19 

•851 

2-4706 

20 

•875 

2  2618 

1-4974 


-4978 
•5062 
•4912 
-4984 
-4897 
-4977 
-4837 
-4837 
•4726 


It  will  be  noticed  that  the  value  of  Jl^  is  only  a  little 
greater  than  /a^  in  each  case,  and  that  {K—  1)1  {K-\-  2)p 
has  the  value  '34  approximately  in  the  first  six  cases 
and  the  last,  and  is  slightly  greater  in  the  remaining 
three. 

Experiments  on  liquids  have  also  been  made  by 
E.  Cohn  and  L.  Arons.  Two  quadrant  electrometers 
mente  in  were  employed,  one  with  air  filling  the  quadrants,  the 
^^  '  other  specially  designed  to  contain  the  liquid  experi- 
mented on  as  in  SiloVs  method  described  above,  p.  478. 
One  pair  of  quadrants  of  each  electrometer  was  con- 
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nected  to  one  terminal  of  a  Helmholtz  induction  coil,  Cohn-and 
the  other  pair  of  quadrants,  the  needle  and  the  case 
were  connected  to  earth  and  to  the  other  terminal  of 
the  coil.  Denoting  by  Jj,  8,  the  (corrected)  deflections 
on  the  ordinary  and  special  electrometers  respectively 
when  both  are  filled  with  air,  S\t  i'^  ^^^  corresponding 
deflections  when  the  special  electrometer  contains  the 
liquid,  we  get  easily  by  (20)  above 


(26) 


The  following  results  were  obtained : — 


Distilled  Water 

Ethyl  Alcohol 

Amyl  Alcohol 

Petroleum 

Xylene,  two  kinds  .     .         ,  \ 

K. 

76 

26-6 

15 
204 
239 
2-36 

Results. 


The  numbers  here  given  it  will  be  observed  are  high 
in  the  first  three  cases.  These  substances  have  however 
considerable  conductivity,  which  would  tend  of  course 
to  give  an  apparently  high  specific  inductive  capacity. 
The  authors  believe  that  the  results  are  correct  within 
5  per  cent. 

Prof.  Quincke  *  has  re-examined  the  question  of  the 
values  of  JTfor  liquids  obtained  by  the  diflerent  methods, 
as  described  above.  All  liquids  experimented  on  except 
•   Wied,  Ann,  88,  1888. 
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Res«lt  colza  oil  give  practically  the  same  result  whatever  the 
method  employed.  For  that  sahstance  however  Uie 
result  stated  above  holds,  that  is  the  pressure  method 
gives  the  highest  value,  the  electrical  balance  the 
lowest,  and  the  condenser  method  a  mean  value ;  and 
this  anomaly  was  found  to  hold  good  for  different  kinds 
of  colza.  That  it  could  not  be  due  to  electrolytic  action 
was  clear  firom  the  fact  that  the  products  of  decom- 
position at  the  condenser  plates  could  not  alter  the 
pressure  at  the  surface  of  the  bubble. 

Prof.  Quincke  *  also  measured  the  index  of  refraction 
of  pure  ether  for  ultra-red  rays  by  passing  them  through 
the  medium  and  receiving  them  upon  a  thermopile. 
He  found  that  for  pure  ether  K  =  4*3,  and  that  for 
ultra  red  rays  its  index  of  refraction  is  less  than  2. 
The  substance  seems,  therefore  not  to  conform  to 
Maxwell's  relation. 

Sp.  Ind.  Determinations  of  the  specific  inductive  capacity  of 
QaBe&  gases  have  been  made  by  Boltzmannf  and  by  Professors 
Boltz-     Ayrton  and  Perry.J    Boltzmann's  method  was  as  follows. 

Experi-  -A.  condenser  consisting  of  two  horizontal  circular  plates 
was  supported  within  a  closed  metallic  vessel,  through 
the  walls  of  which  passed  wires  to  make  connection 
with  the  plates,  and  which  could  be  connected  with  an 
air-pump  or  a  gas  generating  apparatus.  Two  metallic 
plates  were  placed  above  and  two  below  the  condenser 
to  preserve  it  at  a  uniform  temperature.  The  vessel 
was  exhausted,  then  one  plate  of  the  condenser  A  was 

•   Wied,  Ann,  32.     No.  12.     1887. 

t  Wieii,  Ber.  69  (1874) ;  Pogg,  Ann,  16    (1875). 

{  Trans,  Asiatie  SoTiety  of  Japan  (\^n\ 
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charged  by  being  connected  to  one  terminal  of  a  battery   Sp.  Ind. 
of  300  Daniell's  cells,  while  the  other  plate  B  and  the     qJ^"*/ 
other  terminal  of  the  battery  were  connected  to  earth.     Bolt»^ 
B  was  then  disconnected  from  earth  and  connected  to    Experi- 
the  insulated  electrode  of  an  electrometer  which  had     ™«°ts. 
been  previously  brought  to  zero  potential    The  electro- 
meter showed  no  deflection,  proving  that  there  was  no 
leakage.    The  charge  on  A  therefore  remaining  con- 
stant, it  was  found  in  accordance  with  theory  that  the 
admission  of  air  altered  only  the   specific  inductive 
capacity  between  the  plates,  and  therefore  the  potential 
of  A,  but  not  the  potential  of  B  which  remained  zero. 
After  the  admission  of  air  the  potential  of  A   was 
restored  to  its  original  value,  and  the  change  of  potential 
of  B  read  ofif  on  the  electrometer.    The  number  of  cells 
was  then  increased  by  one,  and  the  increased  potential 
of  B  again  read  off.    The  ratio  of  the  specific  inductive 
capacities  could  now  be  calculated. 

If  Fj,  V^  be  the  potentials  of  A  before  and  after  the 
admission  of  air,  and  Ki,  K^  the  corresponding  specific 
inductive  capacities,  we  have  VJ  V^  =  ^il^r  Hence 
by  the  restoration  of  the  potential  to  V^  the  potential 
of  B  was  increased  by  an  amount  proportional  to 
Vi  —  Fj,  that  is  by  an  amount  m(l  -  JTi/JTj)  where  m  is 
a  constant.  By  the  increase  of  the  number  of  cells 
from  71  to  n  +  1  the  increase  of  the  potential  of  Jff.was 
therefore  m  Vi(n  +  l)/n.  Hence  calling  these  changes 
as  measured  by  the  electrometer  S,  B\  we  have 
8/S'«n(l-^i/ig(n  +  l),or 

^*  =  nS'-(n+l}S^^   ....    (27) 
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It  was  fouud  by  Boltzmann  that  the  alteration  of 
capacity  was  very  nearly  in  simple  proportion  to  the 
alteration  of  pressure  of  the  air,  and  that  the  effect  of 
alteration  of  temperature  was  only  that  corresponding 
to  the  consequent  alteration  of  pressure.  Hence  if  we 
denote  by  K  the  specific  inductive  capacity  of  air 
under  pressure  equal  to  that  due  to  f  millimetres  of 
mercury  under  standard  circumstances,  suppose  that 
for  absolute  vacuum  to  be  unity,  and  assume  the  pro- 
portionality to  hold  for  all  pressures,  we  may  write 

ftp 


ir=i  + 


760 


(28) 


where  1  +  ft  is  the  specific  inductive  capacity  of  air  at 
standard  atmospheric  pressure. 

By  (27)  and  (28)  putting  jjj,  f^  for  the  pressures 
corresponding  to  JTj,  K^,  we  get 

nS  +  {n  +  l)g 
'%S'(i?2-;?i)-(7i  +  l)l?2S  ■ 

Boltzmann  found  similar  results  to  hold  for  other 
gases  than  air,  and  gave  the  following  values  for  K  at 
standard  atmospheric  pressure.  The  value  of  JK  is 
given  also  for  comparison  with  the  index  of  refraction. 


ft  =  760 


(29) 


The  Value 
of  K. 


Qm. 

K. 

VTC. 

M- 

Air 

1-000690 
1-000946 
1-000264 
1-000690 
1-000994 
1-001312 
1-000944 

1-000295 
1-000473 
1000182 
1000346 
1-000497 
1-000666 
1-000472 

1-000294 
1-000449 
1-000138 
1-000340 
1-000603 
1-000678 
1-000443 

Carbonic  Acid 

Hydrogen 

Carbonic  Oxide  .         ... 
Nitrous  Oxide         .... 

Olefiant  Gas 

Marsh  Gas 
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In  Ayrton  and  Perry's  method  the  capacities  of  two  Ayrton 
condensers  were  compared  with  different  gases  at  PeJly's 
different  pressures  between  the  plates  of  one  of  them,  ^^^" 
while  the  other  had  continually  air  at  ordinary  tem- 
perature and  pressure  for  its  dielectric.  The  latter 
condenser- consisted  of  a  square  horizontal  uninsulated 
plate  of  tin-foil  of  1815  square  centimetres  area, 
cemented  to  the  upper  surface  of  a  plate  of  hard  wood 
which  rested  on  the  horizontal  top  of  a  block  of  stone, 
and  an  insulated  upper  plate  of  the  same  size  supported 
on  ebonite  levelling  screws,  the  lower  ends  of  which 
rested  on  the  stone.  The  other  condenser  was  contained 
within  an  air-tight  rectangular  vessel  of  sheet  brass, 
and  consisted  of  eleven  parallel  plane  plates,  each  324 
square  centimetres  in  area,  kept  at  equal  distances  of 
three  millimetres  apart  in  racks  of  ebonite.  The  first, 
third,  &c.,  and  last  plates,  reckoning  from  one  side,  were 
connected  to  the  case,  the  other  plates  were  insulated 
and  connected  to  a  platinum  wire  passing  out  through 
a  glass  tube  35^  centimetres  long  to  the  outside  of  the 
case.  This  glass  tube,  which  had  been  chemically 
cleaned  and  covered  with  paraffin,  to  prevent  leakage 
over  the  surface,  was  very  carefully  cemented  into  a 
brass  socket  attached  to  the  metallic  case,  and  was 
nowhere  in  contact  with  the  platinum  wire  except  at 
the  outer  end,  where  it  was  drawn  to  a  point  and 
hermetically  sealed.  Cement  contained  in  a  metal  cap 
surrounding  the  junction  of  the  tube  and  socket  pre- 
vented leakage  there,  and  a  second  cap  filled  with 
cement  surrounded  the  point  of  the  tube,  and  guarded 
the  point  from  being  broken  by  motion  of  the  wire. 
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AjrtoQ  By  means  of  aooiher  tube  the  case  coald  be  filled 
Perry's  ^^^  the  gas  to  be  experimented  on  or  connected  to 
Experi-  a  Sprengel  or  other  pump  by  which  the  required 
degree  of  exhaustion  was  produced.  This  tube  was 
made  of  special  form  to  prevent  mercury  from  the 
Sprengel  pump  frt>m  passing  by  any  accident  into 
the  condenser  case. 

The  method  of  making  a  determination  was  as 
follows.  The  insulated  plates  of  the  condenser  were 
charged  to  equal  and  opposite  potentials  in  the  follow- 
ing manner : — The  battery  of  87  Daniell's  cells  had  its 
poles  joined  by  a  resistance  of  10,000  ohms,  and  by 
means  of  a  reversing  key  one  terminal  a  of  this  coil 
was  connected  to  the  insulated  plate  of  one  condenser, 
while  the  other  terminal  b  was  connected  to  earth; 
then  b  was  connected  by  the  reversing  key  to  the  in- 
sulated plate  of  the  other  condenser  and  a  to  earth. 

The  battery  was  then  removed  and  the  chained 
plates  connected  together,  and  with  the  insulated  eleo 
trode  of  a  quadrant  electrometer  of  which  the  other 
electrode  and  case  were  to  earth,  and  the  reading  taken. 
If  the  potential  of  each  condenser  was  numerically 
V,  the  capacity  of  the  constant  air  condenser  Ci,  and 
the  capacity  of  the  other  C^,  the  charge  left  after  the 
two  condensers  were  connected  was  V(Ci  —  C,),  sup- 
posing the  constant  condenser  to  have  been  positively 
charged.  The  corrected  deflection  a  shown  by  the 
electrometer  was  therefore  m  V(Ci  —  C^I{Ci  +  Cy  where 
m  is  a  constant. 

To  eliminate  m  and  V  the  terminals  of  the  battery 
were  kept  joined  by  the  resistance  of  10,000  ohms^  and 
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one  terminal  was  connected  to  earth,  while  a  point  on  the 
resistance  was  connected  to  the  insulated  quadrants  of 
the  electrometer  now  detached  from  the  condensers. 
The  difference  of  potentials  of  the  battery  between 
the  extremities  of  the  resistance  was  2F,  and  if  the 
resistance  intercepted  between  the  terminals  of  the 
electrometer  be  denoted  by  B,  the  difference  of 
potentials  shown  by  the  corrected  deflection  fi  of  the 
electrometer  was  2FB/10000.  We  have  therefore 
/8  =  2m  FB/10000.    Hence 


a  _  10000  fi  -  C^ 

3"     B    c,  +  c. 


1-^ 

10000 q^ 


R 


1  +  ^^ 


(30) 


Dielectric. 


Vacuum -9986 

Air 1-0000 

Carbonic  Acid 1O008 

Hydrogen -9998 

Coal  Gas 1-0004 

Sulphurous  Acid 1-0037 

VOL.  I,  K  K 


K. 


Ayrton 

and 
Perry's 
Experi- 
ments. 


This  enabled  the  ratio  CJC^  of  the  capacities  to  be 
calculated.  Another  experiment  made  with  C^  changed 
by  alteration  of  the  medium,  gave  at  once  the  ratio  of 
the  two  values  of  C^,  that  is  of  the  specific  inductive 
capacities  in  the  two  cases. 

The  following  table  gives  the  mean  results  for  many 
experiments  in  different  gases  at  standard  pressure: 
taking  the  value  of  -ff"  for  air  as  unity. 


49%  SPECIFIC  nroUCTIVB  CAPACITY. 

Ayrton  It  was  obeerved  that  when  air  was  allowed  to  mix 
Pott's  ^^^  ^^  carbonic  add  the  value  of  JTmore  and  more 
E^T>cn-    nearly  approached  unity. 

Experiments  on  the  specific  inductive  capacity  of  a 
high  sprengel  vacuum  have  been  undertaken  by  a 
Committee  of   the  British  Association  consisting  of 
Professors  Ayrton  and  Perry,  Prol  O.  J.  hodge^  and 
Mr.  J.  £.  H.  Gordon.    A  preliminary  report  has  been 
presented*  containing  a  plan  of  experimenting  and 
some  results  which  seem  to  show  that  at  a  pressure  of 
about  1/10*  of  an  atmosphere  the  specific  inductive 
capacity  is  *  6  or  *8  per  cent,  less  than  that  for  ordinary- 
air.      The  committee  have  not  yet  concluded  their 
labours. 
Effects  of       The  results  of  some  recent  experiments  made  by 
^^^^j^  Mr.  Cassie  in  the  Cavendish  Laboratory,  on  the  effect 
ti"^      of  rise  of  temperature  in  increasing  the  specific  in- 
ductive capacity  of  solid   dielectrics,  are  quoted   by 
Prof.  J.  J.  Thomson  in  his  work  entitled  Applications  of 
Dynamics  to  Physics  and  Chemistry,  p.  102.    The  co- 
eflScient  of  increase  of  specific  inductive  capacity  per 
degree  centigrade,  that  is,  the  value  of  1/K,  dK/dd,  is, 
for  e  =  30^  002  for  glass,  -0004  for  mica,  and  -0007  for 
ebonite.    From  this  Prof.  J.  J.  Thomson  has  shown  that 
if  the  electric  displacement  be  /,  there  must  at  SO"*  be 
•002  X  30  X  2wf^lK  dynamical  units  of  heat  supplied 
to  unit  of  volume  of  glass  to  preserve  its  temperature 
constant  when  it  is  electrified.      The  corresponding 
quantities  of  heat  for  mica  and  ebonite  are  respectively 

*  Brit.  As9oe.  Sep.  1880. 
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•0004  X  30  X  2ir/«/Jr,  -0007  x  30  x  iTrpjK.    But  the  EflTects  of 
electrical  work  done  in  charging  is  (p.  133  above)  in  Tempsra- 
each  case  ^irf^jK.    Hence  in  the  case  of  glass  the  heat      ^^ 
thus  absorbed  during  charging  is  about  two-thirds  of 
the  work  done  in  charging. 

NoTX. — ^An  account  of  the  determinationB  of  specific  inductiTe  capa- 
city made  by  Schiller  by  the  method  of  electrical  oscillations  will  be 
found  in  Yoliune  II. 
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NOTE. 

Recommendations  of  the  Paris  Congress  and  the  British  Association 
as  to  Practical  Electrical  Units, 

At  the  meeting  of  the  Electrical  Congress  held  in  Paris  in 
1884,  it  was  decided  to  adopt  for  the  present,  as  practical  unit  of 
resistance,  a  resistance  equal  to  that  of  a  uniform  column  of 
mercury  one  square  millimetre  in  section,  106  centimetres  in 
length,  and  throughout  at  the  temperature  0^  C.  The  mercury 
column  thus  specified  expressed  apnroximately  and  in  round 
numbers  the  value  of  the  ohm  according  to  the  latest  and  most 
accurate  experiments.  It  was  resolved  to  give  this  unit  the 
name  Legal  Ohm, 

The  Congress  also  arrived  at  certain  conclusions  regarding  the 
practical  units  of  current,  electromotive  force,  quantity  of 
electricity,  and  electrostatic  capacity,  as  follows  : — 

(1)  That  the  unit  of  current  should  be  called  the  Ampere,  and 
be  defined  as  ^  of  a  C.G.S.  electromagnetic  unit  of  current. 

(2)  That  the  Volt  or  practical  unit  of  electromotive  force,  or 
difference  of  potentials,  should  be  defined  as  the  electromotive 
force  required  to  maintain  a  current  of  one  ampere  through  a 
resistance  of  one  ohm. 

(3)  That  the  unit  quantity  of  electricity  should  be  called  the 
CofUomb,  and  be  defined  as  equal  to  the  quantity  of  electricity 
transferred  by  a  current  of  one  ampere  in  one  second. 

(4)  That  the  Farad  or  practical  unit  of  capacity  should  be  the 
capacity  of  a  conductor  which  is  charged  to  a  potential  of  one 
volt  by  one  coulomb  of  electricity. 

The  British  Association  at  its  meeting  in  1886  agreed  that  the 
Committee  on  Electrical  Standards  should  recommend  to  Her 
Majesty's  Government : — 

(1)  **  To  adopt  for  a  term  of  ten  years  the  Legal  Ohm  of  the 
Pans  Congress  as  a  legalized  standard  sufficiently 
near  to  the  absolute  Ohm  for  commercial  purposes. 
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(2)  ^  That  at  the  end  of  the  ten  years*  period  the  Legal 

Ohm  shonld  be  defined  to  a  cloeer  approximation  to 
the  absolute  Ohm. 

(3)  ^  That  the  resolutions  of  the  Paris  Congress  with  respect 

to  the  Ampere,  the  Volt^  the  Coolomb,  and  the 
Farad,  be  adopted. 

(4)  <*  That  the  Resistance  Standards  belonging  to  the  Com- 

mittee of  the  British  Association  on  Electrical 
Standards,  now  deposited  at  the  Cavendish  Labora- 
tory at  Cambridge,  be  accepted  as  the  English 
Le^l  Standards  conformable  to  the  accepted  de- 
fimtion  of  the  Paris  Congress.*' 
A  full  account  of  the  electromagnetic  system  of  units  and  of 
the  derivation  of  the  various  practical  units  will  be  given  in 
Volume  II.,  but  as  the  ampere,  volt,  &c,  have  been  r^rred  to 
above,  p.  415,  the  following  skelch  may  be  foond  here  useful. 
This  system  of  units  is  based  on  a  definition  of  unit  magxMtic 
pole,  or  (which  is  the  same  thing)  unit  quantity  of  magnetism, 
precisely  similar  to  that  given  on  page  3  above  for  unit  quanti^ 
of  electricity.  Unit  magnetic  pole  is  that  pole  which  plaoed  (in 
air)  at  unit  distance  from  an  equal  pole  of  the  same  kind  is 
repelled  with  unit  force.  When  the  mndamental  units  are  the 
centimetre,  the  gramme,  and  the  second,  the  unit  distance  and 
the  unit  force  of  this  definition  are  respectively  one  centimetre 
and  one  dyne.  Now  by  the  discovery  of  Derated,  as  explained 
by  the  theory  of  Ampere,  a  current  of  electricity  produces  mag- 
netic force  at  every  point  of  the  surrounding  space.  The  inten- 
sity of  this  field  at  any  point  is  measured  by  the  force  which  a 
umt  magnetic  pole  would  experience  if  placed  at  that  point. 
Unit  current  is  then  that  current  which  flowing  in  a  thin  circular 
conductor  produces  a  magnetio  field  of  2wr  units  intensity,  where 
r  is  the  raoius  of  the  circle  into  which  the  conductor  is  bent,  and 
IT  is  the  ratio  of  the  circumference  of  a  circle  to  its  diameter. 
When  r  is  one  centimetre  and  the  intensity  of  the  field  2k  dynes, 
the  current  is  one  C.G.SL  electromagnetic  unit  in  strength. 

The  definitions  of  the  volt,  &o.  follow  from  that  oi  unit  current 
as  stated  above  in  the  recommendations  of  the  Paris  Congress. 
The  Microfarad  (referred  to  at  p.  406  above)  is  one-millionth  of 
the  Farad,  and  is  a  more  convenient  unit  than  the  latter,  which  is 
so  laige  as  to  give  somewhat  small  fractional  numerics  for  the 
capacities  of  ordinary  condensers. 
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TABLE  I. 

Cboss-segtion  of  Round  Wikes,  with  Resistance,  Cokductivitt, 
AND  Weight  op  Hard-Drawn  Pure  CJopper  Wires,  according 
TO  THE  New  Standard  Wire  Qauge  Legalised  bt  Order  in 
Council,  August  23,  1883. 

Temperature  15<*  Cent. 


fl 

DUmeter. 

Area  of 
Croaa-section. 

Reaiatance. 

Conductivity. 

Weight. 
(Den8ity=8-96) 

Legal 

Legal 

Yarda 

Hetrea 

Lba. 

Grma. 

0000000 

IHB. 

Cms. 

8q.  Ina. 

Sq.cma. 

Ohms 
1^. 

Ohma 
li£tre. 

per 
liegal 
Ohm. 

per 
L^ 
Ohm. 

per 
Yarti. 

Metre. 

600 

1270 

•1968 

1-267 

•000125 

•000186 

8055 

7365 

2-285 

1184 

000000 

•464 

1179 

1690 

1091 

•000144 

•000157 

6937 

6348 

1^970 

976-8 

00000 

432 

1097 

•1466 

•946 

•000166 

•000182 

6018 

6498 

r706 

846-8 

0000 

•400 

1016 

•1257 

•811 

•000194 

•000218 

5064 

4714 

1468 

725-6 

000 

•872 

•945 

•1087 

•701 

•0002-25 

•000246 

4459 

4077 

1-265 

627-6 

00 

•348 

•884 

•0951 

•614 

•000266 

•000280 

8901 

8568 

1-107 

649-6 

0 

•824 

•828 

•0824 

•582 

•000296 

•000328 

8384 

8098 

•960 

4761 

1 

•800 

•762 

•0707 

•456 

•000845 

•000377 

2899 

2652 

•828 

4081 

2 

•276 

•701 

•0698 

•886 

•000408 

•000446 

2464 

2244 

•696 

846-4 

8 

•252 

•640 

•0499 

•822 

•000489 

•000536 

2046 

1871 

•681 

2880 

4 

•282 

•589 

•0428 

•278 

•000577 

•000681 

1734 

1586 

•492 

244  1 

& 

•212 

•588 

•0853 

•228 

•000691 

•000766 

1451 

1824 

•411 

2088 

« 

•192 

'488 

•0290 

•187 

•000842 

•000921 

1197 

1086 

•887 

166-8 

7 

•176 

•447 

•0248 

•157 

•00100 

•00110 

988 

912 

•288 

140-6 

8 

•160 

•406 

•0201 

•180 

•00122 

•00186 

824 

748 

•234 

1161 

0 

•144 

•866 

•0168 

•105 

•00149 

•00164 

669 

611 

•190 

94-0 

10 

•128 

•325 

•0129 

•0880 

•00190 

•00208 

528 

482 

•150 

74^3 

11 

•116 

•295 

•0106 

•0682 

•00280 

•00252 

484 

896 

-123 

61  •O 

12 

•104 

•264 

•00849 

•0548 

•00287 

•00814 

848 

818 

•0989 

49-0 

13 

•092 

•284 

•00665 

•0429 

•00367 

•00402 

278 

250 

•0774 

38-4 

14 

•080 

•208 

•00503 

•0324 

•00485 

•00580 

206 

188 

•0585 

290 

15 

•072 

•188 

•00407 

•0268 

•00599 

•00657 

167 

168 

•0474 

28-5 

16 

•064 

•168 

•00822 

•0208 

•00752 

•00889 

182 

120 

•0874 

18-6 

17 

•056 

•142 

•00246 

•0159 

•0099 

•0108 

101 

91^5 

•0287 

14-2 

18 

•048 

•122 

•00181 

•0117 

•0135 

•0147 

742 

67-8 

•0211 

10-4 

10 

•040 

•102 

•00126 

•00811 

•0191 

•0212 

616 

471 

•0146 

7-26 

80 

•086 

•0914 

•00102 

•00657 

•0289 

•0262 

41-8 

88-2 

•0118 

6-88 

21 

•082 

•0818 

•000804 

•00519 

-0804 

•0881 

82^9 

801 

•00986 

4^64 

22 

•028 

•0711 

•000616 

•00897 

•0896 

•0488 

26-8 

28  0 

•00717 

866 

28 

•024 

•0610 

•000452 

•00292 

•0589 

•0589 

18-5 

170 

•00526 

2  61 

24 

•022 

•0559 

•000880 

•00245 

•0642 

•0701 

15-6 

14-8 

•00448 

219 

25 

•020 

•0508 

•000814 

•00208 

•0778 

•0849 

12-8 

11-8 

•00366 

180 

504 
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TABLE  I.  {conimued.) 

CBOsa-SBcnoK  op  Rouhd  Wirbs,  with  Rksibtanck,  Oohihtctititt, 
AND  Weight  of  Habd-Drawh  Pure  Copper  Wires,  acx^ordutq 
TO  THE  New  ^andard  Wire  Gauge  Legalised  by  Order  di 
Council,  August  23,  1883. 

Temperature  15°  Cent. 


5 

Is 

DUraeter. 

Area  of 
Crosa-section. 

Resistance. 

Weight. 
(Dcnsit]r=S-95) 

1 

li^ 

J5^ 

Tsitls 

Metres 

Lbs. 

Grms. 

20 

Ina.   Cms. 

1 
•018    -0457 

Sq.  1M. 

^q.cnu. 

Ohms 

Ohms 

per 
Legal 
Ohm. 

per 
Ohm. 

laS. 

I,£S. 

•000254 

•00164 

•0958 

•105 

10-4 

•  M 

•00296 

147 

27 

•0164   0417  ,000211 

•00186 

-116 

•128 

8-66 

7-98 

•00246 

ll-a 

28 

•0148-0376     000172 

•00111 

•141 

•155 

7-07 

6-45 

-00200 

1   -80S 

29 

•0136-0845  ,000145 

■000937 

-168 

-188 

5-95 

5-45 

-00169 

J  -ss* 

30 

•0124' 0815  '000121 

•000779 

•202 

-221 

4-86 

4-58 

-00141 

1^ 

81 

-01161-0295    -000106 

-000682 

•230 

•252 

4-84 

3-96 

-00123 

1   •^lO 

82 

•0108-0274    -0000916 

-000591 

•266 

-291 

875 

844 

•00107 

1  -529 

83 

•0100,-0254    -0000786 

•000607 

-311 

•889 

8-22 

2-94 

•000914 

•453 

84 

•0092  0234     0000665 

000429 

•367 

•402 

278 

2-50 

•000774 

■384 

85 

•0084-0213  j -0000554 

•000358 

•440 

•481 

2-27 

2-08 

•000645 

■SfO 

86 

•0076, -0193  1  0000454 

•000298 

•540 

•587 

1-86 

1-70 

•000548 

.   •««• 

87 

•0068,0173     0000363 

•000234 

-672 

-786 

1-49 

1-86 

•000428 

1  -210 

88 

•0060  -0152    -0000283 

•000182 

•862 

•944 

116 

1-04 

-000829 

•1« 

89 

•0052  -0182     0000212 

-000187 

115 

1-26 

-870 

•796 

•000247 

,  •!» 

40 

0048-0122     0000181 

•000117 

1-32 

147 

759 

•679 

■000211 

!    104 

41 

•0044-0112    -0000152 

•0000981 

1-60 

175 

•624 

•570 

•ooom 

•0878 

42 

•0040  -0102     0000126 

-0000811 

1-94 

213 

•516 

•4n 

•000146 

•0726 

43 

•0036   00914  •0000102 

-0000657 

239 

262 

•418 

•882 

•000118 

,  "0688 

44 

•0032  -00813' 00000804 

-0000519 

8  04 

8-82 

•330 

•801 

•0000986 

1  -0464 

45 

•0028-00711    00000616 

•0000397 

3-96 

4-88 

•258 

•280 

•0000717 

,   ^056 

46 

•0024  -00610  -00000452 

•0000292 

6-89 

5-90 

•185 

-170 

•0000527 

'i)281 

47  ,-0020  -OOSOS  00000314 

•0000208 

776 

8-49 

•128 

•118 

■0000366 

.  "OlSl 

48  r0016  -00406  00000201 

-0000180 

12-20 

13-8 

•0824 

•0754 

•0000234 

•0116 

49  1-0012  -OOSOS -000001 13 

-00000730 

21-6 

28-5 

•0464 

•0425 

•0000182 

1   -00658 

50  1-0010  -002541  000000785 

1          '            1 

•00000607 

811 

33-9 

•0822 

•0294 

•00000914 

•00458 

NoTB.— The  reef  stances  and  condootivities  in  Tables  L  and  11.  are  caloalated  by  takizig 
1-624  X 10-0  Legal  Ohm  ss  the  realstance  at  0°  C,  between  the  ends  of  a  hard-draim  eopper 
wire  1  cm.  long  and  1  sq.  cm.  in  cross-section.  This  agrees  with  Mattliiessem  and  Hockin's 
result  (fi.  A.  Rep.,  1864,  and  PkU.  Mag.,  vol.  xzix.,  1865) of  1469  B.A.  unit  as  the  resistanee 
at  0°  C.  of  a  wire  one  metre  long  weighing  one  gramme,  if  the  density,  8-95,  of  cast  specimens 
of  their  copper  be  taken  as  approximately  the  density  of  the  wires  experimented  on,  which 
was  not  determined.  To  reduce  the  numbers  to  acoord  with  the  B.A.  imit  add  1 12  per  cent, 
to  the  resistances  and  subtract  1-12  per  cent,  from  the  conductiTttiea. 


TABLE  IL  505 

Cross-section  op  Round  Wires,  with  Resistance,  Conductivity,  and 
Weight  op  Pure  Copper  Wires,  according  to  the  Birmingham 
Wire  Gauge.    (See  Note  to  Table  I.) 

Temperature  16<*  Cent 


b.w.g. 

Diameter. 

Area  of  cross- 
section. 

Resistance. 

Conductivity. 

Weight,  (density 
=  8-95). 

Legal 

Legal 

Yards 

Metres 

Grms. 

0000 

Ids. 

Cms. 

Sq.ins. 

8q.  cms. 

Ohms 
Yart. 

Ohms 
Metre. 

per 
Legal 
Ohm. 

per 
L^ 
Ohm. 

lbs.  per 
Yard. 

•464 

1-158 

•162 

1-0444 

•000160 

•000166 

4640 

6072 

1-884 

984-7 

000 

•426 

1079 

•142 

•916 

•000172 

•000188 

6619 

5321 

1661 

8191 

00 

•880 

•966 

•lis 

•782 

•000216 

•000236 

4658 

4264 

1-320 

654-8 

0 

•840 

•864 

•0908 

•686 

•000X69 

•000294 

8735 

3416 

1066 

524-2 

1 

•800 

•762 

0707 

•456 

•000346 

•000878 

2899 

8652 

•822 

4081 

3 

•284 

•721 

•0683 

•409 

•000886 

•000420 

2599 

2377 

•737 

365-8 

8 

•260 

•668 

•0527 

•340 

•000463 

•000606 

2162 

1996 

•613 

804-2 

4 

•238 

•606 

•0445 

•287 

-000648 

•000599 

1826 

1669 

•618 

256-9 

5 

•220 

•669 

•0380 

•246 

•000642 

•000701 

1661 

1427 

•442 

219-5 

6 

•208 

•616 

•0824 

•209 

•000764 

•000824 

1828 

1214 

•877 

186-9 

7 

•180 

•467 

•0254 

•164 

•000958 

•00105 

1044 

1004 

•296 

146-9 

8 

•166 

•419 

•0214 

•188 

•00114 

•00126 

877 

802 

•249 

123-5 

9 

•148 

•876 

•0172 

•111 

•00141 

•00155 

706 

645 

•200 

99-8 

10 

•134 

•840 

•oin 

•0910 

•00173 

•00189 

576 

529 

•164 

bl-4 

11 

120 

•806 

•0113 

•0730 

•00216 

•00236 

468 

424 

•132 

65'6 

18 

•100 

•277 

•00988 

•0602 

•00261 

•00286 

382 

350 

•109 

63-9 

IS 

•096 

•241 

•00709 

•0457 

•00344 

-00876 

291 

266 

•0826 

409 

14 

•088 

•211 

•00541 

•0349 

•00461 

•00492 

221 

203 

•0630 

31-2 

16 

•072 

•188 

•00407 

•0268 

•00699 

•00665 

167 

158 

•0474 

28-5 

10 

•066 

•166 

•00881 

•0214 

•00785 

•00804 

186 

124 

-0386 

19-2 

17 

•068 

•147 

•00264 

0170 

•00923 

•0101 

108 

98-7 

•0807 

15-3 

16 

•049 

•124 

•00189 

•0122 

•0130 

•0141 

77-8 

70^7 

•0220 

10-9 

10 

•042 

•107 

•00139 

•00894 

•0176 

•0194 

66-8 

520 

•0161 

800 

20 

•085 

•0889 

•000962 

•00621 

•0268 

•0277 

39-4 

86-1 

•0122 

5-66 

81 

•082 

•0818 

•000804 

•00519 

•0804 

•0381 

820 

801 

•00986 

4-64 

22 

•028 

•0711 

•000616 

•00897 

•0895 

•0483 

26-3 

281 

•00716 

3-66 

28 

•025 

•0635 

•000491 

•00317 

•0496 

•0548 

20-2 

18-4 

•00571 

2-83 

24 

•022 

•0659 

•000380 

•00245 

•0642 

•0701 

15-6 

14-8 

•00442 

219 

25 

•020 

•0608 

■000814 

•00203 

•0778 

•0849 

12-8 

11-7 

•00367 

1-62 

26 

•018 

•0457 

•000254 

•00164 

•0959 

•106 

10-2 

9-53 

•00296 

147 

27 

•016 

•0406 

•000201 

•00180 

•122 

•133 

8-25 

7-64 

•00284 

116 

28 

•014 

•0856 

•000164 

•000998 

•158 

•178 

6-31 

5-77 

•00179 

■889 

29 

•018 

•0880 

•000133 

•000856 

•184 

-201 

6-41 

4-98 

•00154 

•766 

SO 

•012 

•0805 

•000118 

•000732 

•216 

•286 

4-64 

4-24 

•00182 

-668 

SI 

•010 

•0254 

•0000785 

•000607 

•811 

•889 

8-28 

2-95 

•000915 

•464 

82 

•009 

•0229 

•0000686 

•000410 

•384 

•419 

261 

2-39 

•000746 

•867 

88 

•008 

•0208 

•0000608 

•000824 

•486 

•630 

206 

1-88 

•000585 

•290 

84 

•007 

•0178 

•0000386 

•000248 

•634 

•698 

1-58 

145 

•000442 

•220 

85 

•006 

•0127 

•0000196 

•000127 

1-25 

1-36 

•806 

•786 

•000229 

•113 

86 

•004 

•0102 

•0000126 

•0000811 

1-94 

218 

•516 

•471 

•000146 

•0726 

500 
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TABLE  IIL 

CONDUCnVITlBS  OF  PUBK  MeTALS  AT  f  C* 

CoDdactiTitj  At  (T  =  L 


Metal. 

Condoctivitf  at  t*  C. 

saver 

1  —  -OOSSaTSI  +  -OOOOQ0948IS 

t^ 

1  —  •0036745*  +  -00000844513 

2ino 

1  —  •0087047*  +  •000008«74«« 

t^'^minvn 

1  —  -OOStfSn*  +    OOOOOTBTS*" 

mn 

1  —  -OOSeOMi  +  -000006136^ 

Lead 

1  —  -ooasTwi  +  •00000»14«H 

Arsenie 

1  —  •008S996*  +  -OOOOOSSTOI* 

Antimony 

1  —  i»30826«  +  -OOOOlOeWH 

Bismntli 

1  _  •00S621«t  +  -OOOOO&TSSIS 

Iron 

1  —  i)0&1182l  +  -OOOOl^lSfS 

*  From  the  reenlts  of  Ifatthiessen's  experiments  ;  and  to  be  need  only  for 
temperatures  between  0°G.  and  100°  C.  -The  formnlas,  excluding  UuU  for  iron, 
a^ree  doaely,  and  give  the  mean  formula  1  —  '0067047,  +  -00006S40I>. 

TABLE  IV. 
CoNDUcnvnr  and  Rk^jstance  op  Pubb  Coppkr  at 

TlMPEBATUBK$  FROM  0''  C.  TO  40^0. 
Calculated  by  the  formula  for  the  Conductivity  of  Copper  in  Table  IIL 


Te-np. 

Conductivity. 

Besiatance. 

Temp. 

Conduetivity. 

Beriatancft^ 

0* 

1-0000 

1-0000 

210 

0-9227 

1^0838 

1 

0-9961 

1-00388 

2S 

0-9192 

1-08T9 

2 

0-9923 

100776 

28 

0  0158 

1-09S0 

3 

0-9885 

10116 

24 

0-9128 

1-0««1 

4 

0-9847 

1-0166 

25 

0-9080 

llOOS 

5 

0-9809 

1-0196 

26 

0-90&4 

1:1044 

6 

0-9771 

10284 

27 

0-9020 

1-8085 

7 

0-9734 

1-0274 

1          28 

0-8987 

1-1127 

8 

0-9696 

1-0313 

29 

0-8953 

1-11«« 

9 

0-9569 

1-0353 

30 

0-8920 

i-ini 

10 

0-9622 

1-0398 

1          81 

0-8887 

11S55 

11 

0-9585 

1-0438 

32 

08854 

11295 

12 

0-9:)49 

1-0478 

I          88 

0-8821 

11S37 

13 

0-9512 

1-0518 

^ 

0-8788 

1-1S79 

14 

0-9476 

10553 

35 

0-8756 

11421 

15 

0-9440 

10593 

86 

0-8728 

1-14M 

16 

0  940* 

1-0634 

87 

0-8691 

1-1506 

17 

0-9368 

10675 

88 

0-8659 

11548 

18 

0-9338 

10715 

1          39 

0-8628 

11591 

19 

0-9297 

1-0756 

40 

0-8596 

116SS 

SO 

0-9262 

1-0797 

1 
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Spbcifio  Resibtancbi  in  LiQAL  Ohms  op  Wires  of  Different 
Metals  and  Alloys.^ 


SobtUnoe. 


pi 
1^1 


Sttrer,  umealed 
Silver,  bard  dnwn 
Copper,  anneeled 
Copper,  bard  drawn 


Gold,  bard,  drawn 
Ahunlninm,  annealed 
Zinc,  preaaed 
Platinum,  annealed 
Iron,  annealed 
Nickel,  annealed 
Tin,  preeaed 
Lead,  preeaed 
Antimony,  preaaed 
Biamntb,  preaaed 
Ifercnry,  Uquid  (aeel 

NoU)  t 

Flattnmn    -     Silver  i 

Allo7,3     bard     or> 

anneided  I 

Oenqan  Stiver  AII07,  \ 

bard  or  annealed     j 
Oold-SUver     Alloy,)) 

bard  or  annealed     I 


1-504  X  10 

1-684  „ 

1-608  „ 

1-684  „ 

S-058  M 

2*005  „ 

2^12  „ 

5'«14  „ 

0055  „ 

0-716  „ 
12-4« 

1821  „ 

10«8  „ 

86-50  „ 

181-2  „ 

I  0611  „ 

I  24-80  „ 

'  20-00 
'  10-87 


-«     0-01016 

'  0-02080 

'  0-02084 

0-02081 

I  0-02621 

0-02667 

I  0-08710 

0-07168 

;  0-1158 

I  01287 

0-1586 

C-1682 

0-2408 

0-4520 

1-670 

1-2112 

j  0-8106 

'  0-2666 
0-1884 


01527 

01661 

0-1424 

0-1458 

0-4086 

0-4104 

0-0740 

0-4022 

1-04 

0*7570 

1-060 

0-0620 

2-282 

2-384 

12-80 

12-02 

2-026 

1-83 
1-660 


0-040 

0-826 

0-600 

0-820 

12-88 

12-60 

17-52 

88-84 

64-47 

58-44 

74-08 

70-46 

11805 

214 

780 

5721 

146-60 

125-80 
66-86 


-2100 
-2888 
•2041 
-2088 
•6784 
-5883 
-1078 
•5766 

2-no 

1085 
1-618 
1*881 
8-200 
8-418 
18-44 

18-51 


4-105 

2-628 
2-865 


0-877 
0-888 
0-865 

0-866 

0*865 
0-887 
0*880 
0-354 

0072 

0-081 

0044 
0065 


Platinoid  1 

Hadfleld'a    mangan-  \ 
eae  ateel  1  j 


32-8  , 

68-  about 


•021 
•122 


1  Bednced  (witb  tbe  exception  of  platinoid  and  manganese  steel)  from  a  table  given 
by  Profeaaor  jienkin  aa  expreeaing  tbe  reanlts  of  Matibiessen's  experiments.  Tbe  numbers 
for  platinoid  and  Hadfleid's  manganeee  steel  are  taken  firom  a  paper  by  Professor 
J.  A.  Fleming  (KleetrieiaHf  March  0,  1888).  Tbe  percentage  variation  of  realftance  for 
these  two  snbatanoes  is  tbe  average  for  tbe  range  between  QP  C.  and  100°  C. 

9  Two  parts  platinum,  one  part  silver,  by  weijgbt 

'  Two  parte  gold,  one  part  sUver,  by  welgbt. 

NoU.  —According  to  a  very  careftil  determinati<m  of  tbe  spedflc  resistance  of  meroniy  made 
br  Lord  Rayleigb  and  Mrs.  Sidgwlok  (Phil.  TVom.,  Part  I.,  1888,  and  above,  p.  880),  the  value 
given  in  this  table  is  about  -8  per  cent,  too  high.  Their  final  result  ia  05.41 2  x  10  -  •  B.  A.  unit 
aa  the  reaistanee  at  0°  C.  of  a  column  of  pure  mercury  one  cm.  long  and  one  sq.  cm.  in  section. 
A  column  <^  pure  mercury  therefore  one  sq.  millimetre  in  section,  which  at  0°  C.  has  a 
resistance  of  one  ohm,  baa,  according  to  the  B.A.  determinatiou  of  the  ohm,  a  length  of 
104*81  cms.,  and  according  to  Lord  Rayleigb  and  Mrs.  Sidgwiok's  determination,  10621  cms. 
According  to  the  legal  ohm  the  length  is,  as  stated  above,  p.  815, 106  cms. 

Tbe  value  given  in  CoL  I.  for  hard-drawn  copper  baa  evidentlv  been  calculated  ttma  tbe 


corresponding  observed  result  in  Col.  III^  by  using  the  aenslty  8*80  for  copper,  an< 
therefore  higher  than  that  on  which  Tables  I.  and  II.  are  founded.    (See  NoU  to  Table  I, 
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Metric  System  of  Weights  and  Mkasdbes.    (From  Mesbbs. 
Db  la  Rue  and  Co.'s  Diaries). 


II 


^11 
£11 


«  9 


bbbfHoboob 


r- «  o  a  2J »- £- 1^ 

OOOQClXOCOOk 


Il5 


ilil 


nil 

11 


ll 

3S 


III! 

II 


r 


1 


i 


«||Pm 


l|5 


1^3 


,Z.b  b 


:i1 


boot 


s  o 


2S2 

eo  C40 

•a  ooan 

e»  osea 

Sea  00 
Ok  00 
b«g 


M  O 
*?■     I 

's    I  I 
I  «    =: 

S     2 

*  ®  ? 

till 


5.0- 


S 
fiSg- 


III 


I II 

I  aj 

■•§? 

III 


TABLE  VI.  (continued.) 
Mbtbic  Sybtkm  of  Weights  akd  Measurbh. 


509 


-"IIS 


Sail 


ill 

^lll 


.511 


:S8S 

rH  t«  V 


©OOi^t-JOC 


r^  o  M  ^  c5  s  i:;  o 


II 

I 

o 

si 


mi 


■It-"  a 
I II? 


oooooooo 


oooooooo 


!ii§gs§ 


OOOOOOMM 


£J2;»os!r« 


is???? 


o  ooooeoe«s 


t4M 


«2 
II  II 


§1 
11 
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APPBNDDL 

TABLE  VfL 

For  redactioii  <^  Period  of  Oscillatioii  obeerred  for  finite 
amplitade  to  Period  for  infinitely  small  ampKtiide  (aee  p.  223 
above).  If  T  be  the  observed  period  and  I  —  k  the  reducing 
f&ctor,  so  that  kT  ia  to  be  subtracted,  the  valaes  of  k  are  as 
follows  : — 


Amptttode. 

k 

AmpUtade. 

k 

0 

ooooo 

11 

•00230 

1 

•00002 

12 

•00274 

2 

•00008 

13 

■00822 

3 

•00017 

14 

•00373 

4 

•00030 

16 

•00428 

5 

•00048 

16 

•00487 

6 

-00060 

17 

•00650 

7 

•00093 

18 

-00616 

8 

•00122 

19 

•00686 

9 

•00164 

20 

•00761 

10 

•00190 

1  erg 


TABLE  VHL 
Units  of  Work  or  Eskrgt, 


1  centimetre-gramme  at  Paris 
„        „        ^        at  London 

»  99  ))  fl  }> 

1  metre-kilogramme  at  Paris 
I,        ^        yy      at  London 

n         yi         »         n         n 

1  foot-pomidal  ...... 

1  foot^ond  at  London  •    .    . 
IJ^ 


2^374  X  10-«  foot-p«nndaL 
1*7-376   X  10-«  foot-ponnd  at 
\     London. 

981eiig8. 

981^17  ergn 

2-329  X  10-«  fbot-ponDdaL 

•81  X  10»ergi. 

981-17  X  10*  ergs. 

7-236  fboVpovBd. 

421380  eiigi. 

I3^66  X  10*  efgs. 
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TABLE  TX. 

Units  of  Activity  or  Bate  of  Working. 

-                        J  f  1-34   X  10-10  horse-power  at 

1  erg  per  second |     Lo^^^^,  ^ 

1  horse-power    ......  33000  foot-poands  per  minute. 

„        „    at  London .    .    .  7*46  X  10*  ergs  per  second. 

1  force-de-cheval  at  Paris   .    .  7*36  X  10*  ergs  per  second. 

1  WdU 10^  ergs  per  second. 


INDEX. 


Absolute  unite,  meaning  of,  181 
GftUM's  system  ot  Itil 
C.  O.  8.  system  of.  4|  185  et  nq. 
Absorption,  electric,  425 
Acceleration,  defined,  195 

dimensional  formnla^f;  IM 
Activity  or  rate  of  working,  108 
in  voltaic  circuit,  146 
unite  of,  199 ;  also  Table  IX. 
dimensional  formula  of,  199 
Air  pressure  on  surfkcc  of  a  soap  bubble, 

electric  diminution  of,  86 
Amplitude  of  oscillation,  measurement 

of.  227 
Angular  deflections,  measurement  of.  206 
observation  o^  by  ordinary  iudex 

and  scale,  206 
observation     of;     by     projection 

method,  211 
observation  of,  by  telescope  method, 
215 
Attraction  (and  repulsion),  electric,  2 
of  sphere  on  external  particle,  13 
of  spherical  shell  on  internal  par- 
ticle, 14 
Atbtdn  and  Pbrhy,  specific  inductive 
capacity  of  ice,  466 
of  gases,  496 


Bbctx,  measurement  of  resistances  of 

electrolytes,  409 
Bifilar  suspension,  general  theory  of.  248 
symmetrical,  244 
effect  of  torsion  in,  246 

flexnral  rigiditj  in,  246 
change  of  temperature  in, 
250 
c(Hnparison  of,  with  nnifllar,  249 
determination  of  constant  of,  250 
BoLTZMAxm,  specific  inductive  capacity 
of  solid  dielectrics,  459  et  $eq, 
of  gases,  492 

VOL.  I. 


British  Association  Committee  on  Elee- 
trical  Standards,  recommenda- 
tions of,  as  to  system  of  units,  181 ; 
•M  also  Note  in  Appendix 


Calibration  of  a  wire,  method  of  Mat- 
thiessen  and  Hockln.  842 
Carey  Foster's  method,  847 
T.  Qrav's  methods,  847—858 

01  a  tube,  885 

Capacity,  $ee  Electrostetic  capacity 

Cashib.  effect  of  change  of  temperature 

on  specific  inductive  capacity,  498 

Cavxndish,  experiment  proving  charge 

on  conductor  wholly  superficial, 

argument  as  to  law  of  electric  force, 

18 

method  of  comparing  canacities,  482 
determinations  of  specific  inductive 
capacity,  452 
Centimetre  -  gramme  -  second  system  of 

unite,  4,  185  e(  9eq. 
Change-ratio  of  unite.  180 
Characteristio  equations  of  potential, 
18,112 
at  electrified  mxrtBce,  28,  112 
Circular  disc,  capacitv  of,  £»S 
Clkbk- Maxwell,   theory   of   electric 
field  as  seat  of  electric  energy,  84 
m«thod  of  exploring  electric  field 

due  to  charged  conductor,  45 
theory  of  stress  in  dielectrics,  1S8 
electric  displacement,  188 
electric  elasticity,  185 
vibration  needle.  239 
CoefllcienU  of  potential,  89 
capacity,  42 
inouction,  48 
CoHV,  E.,  AKO  L.  Aroiis,  measurement 
of  specific  inductive  capacities, 
490 

L  L 
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CondenMr,  theory  of  diflTerent  fonns, 
53,  «1 
standjupd,  418 
capftcity  of  a,  methods  of  meerar- 

iDg,  418  «t  teq. 
Taoaain-,  with  hiterpoaed  iKjtx  of 

ADother  dielectric,  ISO 
Ibrroed  with  layers  of  differant  di- 
electrics, 132 
CoDdncting  sphere,  in  unilbnn  field, 
126 
force  upon  in  Tsriable  field,  12S 
Condactirlt7  (or  ConductsnoeX  electric, 
me  Electric  conductivity 
thermal,  103 
Conductors,  theory  of  a  system  of;  S9 
theorems    regarding   a  system   of 
linear,  157 
Congress  of  Electricians,  Paris,  4 ;  sr* 

also  NoU  in  Appendix 
Conjugate  conductors,  159 
Conservation  of  energy,  190 
••Conches  de  Olissement,"  1» 
Coulomb,  experiments  on  eleotric  at- 
tmction  and  repulsion,  2 
torsion-balance,  254 
law  of  torsion,  257 
Couples,  measurement  of,   in  unifllar 
torsion  suspension,  281 
in  bifllar  suspension,  248 
direct  determination  of,  250 
Curb-signalling  In  cables,  175 
Current,  electric,  •«  Electric  oorrent 
Cylindric  condenser,  55 
sliding.  01 


Di  Saittt,  method  of  comparing  capa- 
cities, 440 
Dielectric  sphere,  in  nnlibrm  field,  pro- 
blem ot  122 
force  in  variable  field  upon,  128 
Dielectrics,  problem  of  two  separated 
by  a  pume  surfhce,  115 
problem   of  two   sepamted   by  a 
plane  layer  of  a  third,  117 
Differential  equation  of  lines  c^  force,  7 

galvanometer,  874 

measurement  of  resistances  by,  875 
Dimensional  formulas,  182 

of  derived  units,  190—205 
Dimensions  of  physical  quantities,  182 
Displacement,  electric,  188 
Distribution  of  electricity,  density  of 
a,7 
on  surface,  replaoiBg  an   internal 

distribution,  29 
on  conductor  made  coincident  with 

equipotential  surfiice,  30 
on  an  ellipsoidal  conductor,  47 
induced  on  insulated  spherical  con- 
ductor by  external  potnt-charge, 
81 


Elastic  fttigne,  241 
Elasticity,  electric,  135 

torsional,  law  oC  231,  25< 
Electric  absorption,  425 

ocmdoctintT  (or  conHnctance), 

defined,  151 
of  multiple  arc,  152 
dimenskmal  formula  of;  in 
eleetrastatie    system    of 
units,  204 
illustration  of;  ss  a  velocity, 

205 
specific,  defined.  1<t2 
mesaurement  oi^  382 

current,  IW 

hydroldneCic  analogue  of, 

139 
time  rate  of  working  in,  141 
condition  fbr  maximum,  148 
in  network  of  linear  con- 
ductors, 158— 1«l 
in  non -linear  condnctiws, 

l«2 
dimensiona]  formnla  of,  204 
practical  unit  of;  ate  Nott 
in  Appendix 
— ^-^—  density.  7 


-  displacement,  133 

of    any 
dnctors,  31 

of   any  system 
83,84 


<t>  sioiki    of    con- 


wlMrtever, 


regarded  as  having  its  seat 
in  the  electric  field,  84 

field,  6 

force  at  a  point,  8,  8 

at  surfftce  of  a  condoctor,  1 0 
lines  ot  116 

image,  defined,  7T 

in  spherical  conducting  snr- 

fkce,  79 
of    point-charge    in    con- 
ducting plane,  fH 

induction  over  a  snifiice,  10 

potential,  8 

resistance,  140 

unit  of,  141 
of  mnltiple  arc,  152 
dimensional  fonnxila  of;  in 
de<-trostatic    system    of 
units,  204 
specific,  defined,  380 
measurement  oC  380 

superp<^tlon,  25 

snrfiice  density,  7 

volume  density,  7 

Electricity,  unit  quantity  of;  3 
Electrification,  true  szid  apparant  at 
snrfhoe    separating  two  media, 
lis 
Electrolytes, 
of,  407 
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Electrometer,  theory  of  symmetrical, 

definitioii  of  an,  252 
absolute,  252 

Sir  W.  Thomson's,  266—274 
Sir  W.  Thomson's  g:uard-ring,  262 
replenisher  for,  271 
portable,  274 
long  range,  281 
divided  ring,  2S2 
quadrant,  288 

classes  of,  253 

Electromotive  force,  defined,  142 
total,  of  a  circuit,  144 
of  voltaic  cell,  145 
practical    unit    of;     §ee    Note    in 
Appendix 
Electrostatic  capacity,  46 

of  spherical   conductor, 

47 
of    an    ellipsoidal    con- 
ductor. 47 
system  of  units.  202 
voltmeter.  Sir  W.  Thomson's,  801 
capacities,  comparison  ot^  418 
Elecuostatics,  direct  problem  of;  71 

inverse  problems  in,  72 
Ellipsoid,   distribution    of   electricity 

upon,  48 
Ellipsoids,  Maclaurin's  theorem  of  the 

attractions  of;  51 
Equation,  of  line  or  force,  7 
Laplace's,  10 
Polsson's,  16 

of  energy  in  electrostatics,  83 
proved  by  Qreen's  theorem,  67 
Eqnipotential  sur&ce,  defined,  16 

external  to  an  ellipsoidal  conductor, 

form  of;  51 
distribution  ever  replacing  internal 
distribution,  29 
Exploration  of  electric  field.  Maxwell's 

method,  46 
Energy,  potential,  of  electrified  system, 
80,  81—84 
exhaustion  of,  in  forming 

sphere  trom  nebula,  84 
of  dielectric  sphere  in  uni- 
form field,  128 
kinetic  and  potential,  199 
conservation  of,  199 
dimensional  formula  of,  200 
EmNO  and  Maoorkoor.  mrosurement 
of  resistances  of  electrolytes,  410 
Exploration  of  an  electric  field,  45 


Faradat,  electrified  cube,  21 
ice-pail  experiment,  22 
spherical  condenser,  418 
determinations  of  specific  inductive 


capacity.  452 
Fatigue,  elastic,  241 


Five-plate  balance,    Gordon's    experi- 
.ments  with,  466 
Hopkinson's   criticism  of  method 
of,  478 
Flexural  rigidity,  defined,  247  Note 
Flow  of  electricity,  136 

steady  flow  in  linear  conductors, 
187—161 
in  non-linear  conductors.  161 
hydrokinetic  analogue  of,  189 
thermal  analogue  of;  189 
electrostatic    analogue    of,    in 

three  dimensions,  168 
between  two  electrodes  in  an 
infinite  medium,  164 
vaiiable  flow  in  cables,  166—178 
Force,  kinetic  unit  of;  8, 196 
electric,  6 
line  of,  defined,  7 

potential,  between  a  point-charge 
and  a    chaiged    spherical    con- 
ductor, 82 
on  a  dielectric  sphere  in  a  uniform 

field,  12S 
on  a  conducting  sphere  in  a  nniform 

field,  128 
measure  of,  196 
dimensional  formula  of;  197 
FosTjcR,  G.   Caret,   method  of  cali- 
brating a  wire,  847 
comparing  resistances,  S58 
Fundamental  units,  188 


Galvanometer,  806 

Thomson's  refiecting,  808 
dead-beat.  808 
process  of  setting  up  a,  809 
a4|u8tment  of,  fqr  sensibility.  810 
Gauss,  theorem   of  average  potential 
over  spherical  surface  containing 
noduurge,  15 
redproeal  relation  of  two  states  of 

same  system,  87 
unit  of  force,  197 
GiBSOK  and  Barclay,  specific  inductive 

capacity  of  paraffin,  467 
Gordon,  J.  E.  H.,  determinations  of 

specific  inductive  capacity,  466 
Gray,  Thomas,  most  sensitive  arrange- 
ment of  Wheatstone's  bridge,  831 
calibration  of  wires,  S47-  858 
method    for    comparison    of   low 

resistances,  871 
apparent  variation  of  specific  in- 
ductive capacity  with  time,  469 
Gray,  T.  and  A.,  measurement  of  re- 
sistance of  glass,  897 
Green,  theorem  of  electric  induction,  11 
theorem  of  reciprocal  potentials,  42 
general  theorem,  62 
problem  of;  71 
Guard-ring  condenser,  58 
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Heat,  theorr  of  sieady  flow  of,  108 
HsATisiDR,  O.,  most  Mnsitive  arrange- 
ment of  Wheatatone's  bridge,  S81 
Homopoid,  defined,  47 
elliptic,  47 

attraction  of  at  an  internal  point, 
47 
HoPKiNaoM,  tpeciflo  indnetive  capacity 
of  glaas  and  paraflin,  469,  4t>9 
of  liquida,  477,  485 
criticism  of  flve-plate  balance,  478 
Hydrokinetio  analogue  of  electric  ear- 
rent,  189 


Index  of  reftaotion,re1ation  of;  to  specific 

inductive  capacity,  461 
Induced  charge,  of  interior  surfitoe  of 
conductor,  21 
distribution,  on  sphere  under  in- 
fluence of  external  point-chaiige, 
77 
on  plsne  conducting  surface  under 

influence  of  point-charge,  81 
on   two  parallel   plane  surfaces 
under  influence  of  point-chaige 
between  them,  80 
on   two  planes  cutting  at  right 
angles  under  influence  of  point- 
charge,  80 
Induction,  electric,  10 

ov«r  a  surfttce,  10 
Green's  theorem  of,  11 
within  closed  conductor,  21 
electric  machines  depending  on,  28 
Inverse  problems.  78 
Inversion,  geometrical,  91 
sphere  of,  91 
electrical,  98 

of  an  equilibrium  distribution,  94 
of  uniform  spherical  distribution,  95 
of   induced    distribution    in    two 

parallel  infinite  planes,  97 
problems  soluble  by,  101 


JouUi  or  unit  of  work  in  practical  elec- 
tricity, 198 


Klbmkkcib,  mMsurement  of  specific  in- 
ductive caimcity  of  mica,  465 
Kilogramme,  defined,  180 
KiRonnorr,    theorems    of,    regarding 
steady  flow  of  electricity  in  linear 
conductors,  152 
slide-wire  bridge,  338 
KoHLBAuaoB,  elastische  Nachwlrkung, 
427 

Laplacx,  equation  of  potential  in  ft<ee 
space,  10 


Length,  nnita  of;  188 

Lkwis,  D.  M.,  method  of  measuring 

resistance  of  slide-wire,  354 
Line  of  force,  defined,  7 

difi'erential  equation  of,  7 

reft«ction  of,  114 

different  cases  of;  125, 127 
Logarithmic  decrement  defined,  228 

determination  of,  229 


Maglaurik's  theorem  of  the  attractions 

of  ellipsoids,  51 
Kancb,  measurement  of  battery  resist- 
ance, 415 
Mass,  units  of,  185 

MATTHiKsaKM  and  HbcuN,  calibration 
ofa  wire,  842 
comparison  of  low  resistances,  364 
Mercury,  measurement  of  specific  r^s- 

tanc»of,  389 
Metre,  defined,  188 
Metric  system  of  weights  and  measores. 

Table  VI.,  508 
Mica,  specific  inductive  capacity  of,  465 
Momentum,  defined,  196 

dimenslonaT  formula  of,  106 
time-rate  of  change  of,  196 


NaoRBAifo,  specific  inductive  capacity 
of  hydrocarbons,  489 

Network  of  conduetora,  theorems  re- 
garding, 156 

Numeric,  defined,  179 


Oebstbd,  discovery  of  action  of  current 

on  a  magnet,  805 
Ohm,  law  of,  141 

application  to  heterogeneous  cir- 
cnita,  141 
Ofcm,  or  practical  unit  of  resistance,  315 
realizatiou  of  mercury  standard,  SS4 
OscillationB,  measurement  of,  220 
equation  of  motion  for,  221 
solution  of  equation  of  motion  for, 

221 
theory  of  unresisted  oscillations,  222 
forccH  varying  as  sine  of  displace- 
ment angle,  222 
period  of  for  finite  range,  223 


Paalzow,  measurement  of  resistance 

of  electrolytes,  409 
Periods  of  oscillation,  observation  of, 
223 
method  of  telescope  and  mirror,  224 
determined  by  long  series  of  vitmt- 

tions,  228 
determined  by  successive  series  of 
vibrations,  229 
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Physical  measurements,  general,  206 
Platjmeter.  Thomson's,  428 
PoaOKNDORpr,   telescope    method  for 
observing  angular  deflections,  214 
PoissoK,    characteristic    equation    of 

potential,  13 
Potential,  at  a  point  defined,  8 
Laplace's  equation  of,  10 
Polsson's  equation  of,  IS 
Maximum  or  minimum,  in  tree 
space  proved  impossible,  12, 18 
characteristic  equation  of,  18, 28, 112 
within  uniform  spherical  shell,  14 
sphere,  14 

average  over  spherical  surfiace  con- 
taining no  chaige.  16 
surface  of  zero,  16 
constant  wltbin  hollow  conductor, 

17 

at  an  external  point  produced  by 

charged  ellipsoidal  conductor,  47 

distribution  of,  due  to  given  surface 

distribution   of  electricity  proved 

unique.  69 
distribution  of  proved  unique  for 
given  charges,  71 
Potential  eneigy,  of  an  electrified  system, 
80 
exhaustion,  of  in  forming  uniform 

sphere  IW>m  nebuliL  85 
mutual,  of  two  electrified  systems, 

87 
lost  in  electric  discharge,  equiva- 
lent of.  187 
in  general,  defined,  199 
Pound  defined,  186 

QuivoKB,  O.,  specific  inductive  capacity 
ofliquids,  480,  491 

Ratlbioh,  Lord,  and  Mrs.  Sidowiok, 
measurement  of  the  specific  resis- 
tance of  mercury,  889 
Reciprocal  potentials,  Qreen's  theorem 
of,  41 

relations  between  two  states 
of  a  system  of  conductors,  89 
between  coefficients  of  a  system  of 

conductors,  40,  48 
in  two  conductors  of  a  linear  system, 
between  electro-motive  force  and 
current,  169 
motive  force  and  current  between 
potentials  and  currents,  169 
RefWtction  of  lines  of  force,  114 
Resistance,  electric  (m«  Electric  resis- 
tance) 
Resistance  coils,  winding  of;  311 
construction  of,  811 
arrangement  of  in  reslstanoe  box, 

816 
arrangement  of  in  resistance  slide, 
322 


Resistances,  comparison  of  by  Wheat- 
stone's  bridge,  829  et  §eq. 
methods  of  comparing  two  nearly 

equal,  863,  357 
comparison  of  by  diflerential  galva- 
nometer, 874 
comparison  of  low,  858  *t  aeq. 

high.  396 
of  electrolytes,  measurement  of,  407 
of  a  battery,  measurement  of,  412 
of  pure  copper  wire.  Tables  I.,  II., 

608—606 
of   copper   at   different  tempera- 
tures. Tables  III..  IV..  606 
of  metals  and  alloys.  Table  V..  507 
Retardation  of  signals  in  cables,  170 
Rheostat,  828 

RuMiCH  AND  NowAK,  measurement  of 
specific  inductive  cai>acities,  466 

Scales,  choice  of  for  measurement  of 

angular  deflections,  212 
Siemens,  Dr.  Werner,  comparison  of 

capa<ities,  448 
Siemens,  Sir  Willum,  comparison  of 

capacities.  446,  446 
Siemens'  unit  of  resistance,  392 
Sillc-Hbre  suspensions,  241 
SiLuw.  specific   inductive  capacity  of 

liquids,  478 
Slide  wire  bridge,  Kirchhofl's,  339 

method  of  finding  resistance  of  wire 
of,  354 
Specific    inductive    capacity,   thermal 
analogue  of,  110 
bow  taken  account  of  in  electrostatic 

theory,  Ul  et$eq. 
measurement  of,  ibletteq 
conductivity  or  specific   conduct- 
ance, 162 
gravity,  defined,  193 
resistance,  measurement  of,  880 
Spherical  condenser,  63 
Standard  units  of  measurement,   188 
et  aeq. 
area,  dimensional  formula  of,  192 
volume,  dimensional  formula  of,  192 
density,  defined,  192 
Steady  current  defined,  188 
Submarine  or  subterrene  cable,  problem 
of,  166,  168 
leakage  across  surfece  of  167 
differential  equation   of  potential 

for,  167 
solutions  for,  168, 169,  170—178 
Surface  density  of  an  electrical  distribur 
tion.  7 
dimensional  formula  of,  202 

TArr,  P.  G.  measurement  of  low  resis- 
tances, 871 
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Temperstare,  effisot  of  on  nststanoe  of 

wires.  Tables  III ,  IV..  V.,  606, 507 
on  specifle  indncthre  capsony,  498 
Tension,  at  an  electrified  muftet,  Sb 
Thennal     analoKoe,    of     deotroatatle 

theory,  lOS  *t  $0q. 
of  electric  eondnotton,  IM 

oondnctirity,  defined,  10$ 

THOMtoir,  J.  J.,  on  thermal  efl'ects  of 

chariiftng  a  condenser,  498 
Tbomsoii,  8nt  Wiluam 

electric  images,  77.  86,  «t  teq. 
anak^  between  the<Mr7  of  heat  con- 
duction and  theory  of  eleetroata- 

tics,  102 
pyro-electrlei^.  118 
lines  of  force  in  different  eaaea,  125 

-127 
theorjof  Taiiablo  flow  in  cables,  168 

€t»eq. 
curb-signalling.  175 
transmission   of   electrical  wares 

along  a  wire,  178 
form  of  Tibrator  for  torsional  oacil« 

lations,  284 
absolute  electrometer,  265 
quadrant  electrometer,  282 
portable  eleotrometer.  275 
replenisher,  271 
electrostatie  voltmeter,  275 
reflecting  galvanometer,  808 
dead  beat  galvanometer,  300 
resistance  slide,  822 
resistance  box,  824 
bridge  with  secondary  conductors 

for  low  resistances,  359 
graded  galvanometers,  367 
measurement  of  the  resistanoe  of  a 

galvanometer.  416 
abeolute  and  sliding  condensers,  420, 

428 
methodii  of  comparing  capacities, 

428,435 
five  -  plate    balance    method    for 

spedflc  inductive  capacity,  466 
platymeter.  428 
Time,  unit  of,  188 
Torsional    couplet,    measurement    of, 

230  et  uq. 
rigidity,  281  e«  teq. 


Tube  of  force,  27 
Units  and  dimensioBS.  179 
Units  adopted  im  praetieal  ekctrieity, 
•M  N9U  in  Appendix 


Velocity,  defined,  198 

diinenaional  formula  ct^  194 
Vibration  needle.  Maxwell's,  239 
Vibrator  for  torsional  oarfnations.  233 
VoltAic  cell,  144 

electromotive  force  of;  145 
circuit,  distribution  of  potential  in, 
146 
activity  in,  146 
battery,   electromotive    fence   and 
current  in  circuit  of;  147 
arrangement  of  in  series,  147 
arrangement  of  multiple  arc, 

147 
arrangement  flbr  maximum  cur- 
rot,  148 


ITott.  or  unit  of  activity  in  practical 

electricity,  199 
*'  Weight,"  ambiguity  of  meaning  of;  186 
WHXAmoHC's  bridf^  829 

moat  sensitive  ammgement 

of.  SSI 
arrangement  of  keys  in,  3S4 
effect  of  self  inductioii  in,  396 
mode  of  operating  in,  337 
Kirchhoff's  form  d,  399 
— —  method  of  measuring  eleetro- 

lytic  resistance,  410 
WiKDMCAim,   measurement  of   resist- 

ances  of  electrolytes,  410 
Work,  defined.  197 

uniU  of,  196 :  also  Tkhle  Vin.,  510 
dimensional  fomnla  of.  196 


Yard,  defined.  183 


Zero-readinf;  in  oaeHlatlons,  determina- 
tion of,  224 
observation  of  transit  of,  228 
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